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Dear customer,
dear Sir or Madam,

You are holding the current edition of the electrical catalog in your hands. We are 
pleased to present you this comprehensive reference work for our small electrical 
parts.

Regardless of whether you design systems for vehicle, machinery or plant 
manufacturing, you expect a partner who can supply the necessary electrical 
connections and accessories from a single source?
�<�R�X�U�� �D�U�H�� �O�R�R�N�L�Q�J�� �I�R�U�� �D�� �U�H�O�L�D�E�O�H�� �S�D�U�W�Q�H�U�� �I�R�U�� �\�R�X�U�� �&���S�D�U�W�V�� �L�Q�� �W�K�H�� �À���H�O�G�� �R�I�� �H�O�H�F�W�U�L�F�D�O��
engineering? 
�<�R�X���Q�H�H�G���D���F�R�P�S�U�H�K�H�Q�V�L�Y�H���U�D�Q�J�H���R�I���S�U�R�G�X�F�W�V���W�K�D�W���D�U�H���V�S�H�F�L�À���F�D�O�O�\���G�H�V�L�J�Q�H�G���W�R���P�H�H�W��
your greatest challenges, whether you have extreme temperatures, vibrations or very 
high mechanical loads?
Our ambition: the right article, at the right time, in the right quantity, in the right quality, 
at the right place, at the right price?

Then we are exactly the right address for you!

Würth Industrie Service GmbH & Co. KG specializes in supplying the industrial sector 
within the Würth group and offers you solutions tailored to your needs. 
Following our philosophy „Each customer their own Würth“.
To meet your requirements, Würth Industrie Service consistently analyzes your current 
needs and future requirements for you.

This catalog provides you with a comprehensive and detailed overview of our 
electrotechnical products. 

You need further articles beyond this product range?
Please do not hesitate to contact us. We will be pleased to submit an individual offer 
and advise you personally.

We are looking forward to a cooperative partnership and thank you for your trust.

Best regards from Bad Mergentheim,

Marcus Otto

Managing Director of Purchasing and Product
Würth Industrie Service GmbH & Co. KG

PREFACE

Marcus Otto

Marcus Otto
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire, flexible

Wire cross section Length Diameter Colour Art. No. P. Qty. 
0.5 mm2 100 m 2.5 mm Black 0970 600 500 100
0.5 mm2 100 m 2.5 mm Brown 0970 600 503 100
0.5 mm2 100 m 2.5 mm Gentian blue RAL 5010 0970 600 512 100
0.5 mm2 100 m 2.5 mm Green 0970 600 510 100
0.5 mm2 100 m 2.5 mm Green, Yellow 0970 600 501 100
0.5 mm2 100 m 2.5 mm Grey 0970 600 506 100
0.5 mm2 100 m 2.5 mm Orange 0970 600 513 100
0.5 mm2 100 m 2.5 mm Red 0970 600 504 100
0.5 mm2 100 m 2.5 mm Rosy 0970 600 509 100
0.5 mm2 100 m 2.5 mm Sky blue RAL 5015 0970 600 502 100
0.5 mm2 100 m 2.5 mm Transparent 0970 600 511 100
0.5 mm2 100 m 2.5 mm Ultramarine blue RAL 50020970 600 514 100
0.5 mm2 100 m 2.5 mm Violet 0970 600 507 100
0.5 mm2 100 m 2.5 mm White 0970 600 505 100
0.5 mm2 100 m 2.5 mm Yellow 0970 600 508 100
0.75 mm2 100 m 2.7 mm Black 0970 600 700 100
0.75 mm2 100 m 2.7 mm Brown 0970 600 703 100
0.75 mm2 100 m 2.7 mm Gentian blue RAL 5010 0970 600 712 100
0.75 mm2 100 m 2.7 mm Green 0970 600 710 100
0.75 mm2 100 m 2.7 mm Green, Yellow 0970 600 701 100
0.75 mm2 100 m 2.7 mm Grey 0970 600 706 100
0.75 mm2 100 m 2.7 mm Orange 0970 600 713 100
0.75 mm2 100 m 2.7 mm Red 0970 600 704 100
0.75 mm2 100 m 2.7 mm Rosy 0970 600 709 100
0.75 mm2 100 m 2.7 mm Sky blue RAL 5015 0970 600 702 100
0.75 mm2 100 m 2.7 mm Transparent 0970 600 711 100
0.75 mm2 100 m 2.7 mm Ultramarine blue RAL 50020970 600 714 100
0.75 mm2 100 m 2.7 mm Violet 0970 600 707 100
0.75 mm2 100 m 2.7 mm White 0970 600 705 100
0.75 mm2 100 m 2.7 mm Yellow 0970 600 708 100
1 mm2 100 m 2.8 mm Black 0970 601 000 100
1 mm2 100 m 2.8 mm Brown 0970 601 003 100
1 mm2 100 m 2.8 mm Gentian blue RAL 5010 0970 601 012 100
1 mm2 100 m 2.8 mm Green 0970 601 010 100
1 mm2 100 m 2.8 mm Green, Yellow 0970 601 001 100
1 mm2 100 m 2.8 mm Grey 0970 601 006 100
1 mm2 100 m 2.8 mm Orange 0970 601 013 100
1 mm2 100 m 2.8 mm Red 0970 601 004 100
1 mm2 100 m 2.8 mm Rosy 0970 601 009 100
1 mm2 100 m 2.8 mm Sky blue RAL 5015 0970 601 002 100
1 mm2 100 m 2.8 mm Transparent 0970 601 011 100
1 mm2 100 m 2.8 mm Ultramarine blue RAL 50020970 601 014 100

�3�9�&���V�L�Q�J�O�H���Z�L�U�H�����À�Q�H���V�W�U�D�Q�G

Material Copper
Insulating material PVC
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire cross section Length Diameter Colour Art. No. P. Qty. 
1 mm2 100 m 2.8 mm Violet 0970 601 007 100
1 mm2 100 m 2.8 mm White 0970 601 005 100
1 mm2 100 m 2.8 mm Yellow 0970 601 008 100
1.5 mm2 100 m 3.4 mm Black 0970 601 500 100
1.5 mm2 100 m 3.4 mm Brown 0970 601 503 100
1.5 mm2 100 m 3.4 mm Gentian blue RAL 5010 0970 601 512 100
1.5 mm2 100 m 3.4 mm Green 0970 601 510 100
1.5 mm2 100 m 3.4 mm Green, Yellow 0970 601 501 100
1.5 mm2 100 m 3.4 mm Grey 0970 601 506 100
1.5 mm2 100 m 3.4 mm Orange 0970 601 513 100
1.5 mm2 100 m 3.4 mm Red 0970 601 504 100
1.5 mm2 100 m 3.4 mm Rosy 0970 601 509 100
1.5 mm2 100 m 3.4 mm Sky blue RAL 5015 0970 601 502 100
1.5 mm2 100 m 3.4 mm Transparent 0970 601 511 100
1.5 mm2 100 m 3.4 mm Ultramarine blue RAL 50020970 601 514 100
1.5 mm2 100 m 3.4 mm Violet 0970 601 507 100
1.5 mm2 100 m 3.4 mm White 0970 601 505 100
1.5 mm2 100 m 3.4 mm Yellow 0970 601 508 100
2.5 mm2 100 m 4.1 mm Black 0970 602 500 100
2.5 mm2 100 m 4.1 mm Brown 0970 602 503 100
2.5 mm2 100 m 4.1 mm Gentian blue RAL 5010 0970 602 512 100
2.5 mm2 100 m 4.1 mm Green 0970 602 510 100
2.5 mm2 100 m 4.1 mm Green, Yellow 0970 602 501 100
2.5 mm2 100 m 4.1 mm Grey 0970 602 506 100
2.5 mm2 100 m 4.1 mm Orange 0970 602 513 100
2.5 mm2 100 m 4.1 mm Red 0970 602 504 100
2.5 mm2 100 m 4.1 mm Rosy 0970 602 509 100
2.5 mm2 100 m 4.1 mm Sky blue RAL 5015 0970 602 502 100
2.5 mm2 100 m 4.1 mm Transparent 0970 602 511 100
2.5 mm2 100 m 4.1 mm Ultramarine blue RAL 50020970 602 514 100
2.5 mm2 100 m 4.1 mm Violet 0970 602 507 100
2.5 mm2 100 m 4.1 mm White 0970 602 505 100
2.5 mm2 100 m 4.1 mm Yellow 0970 602 508 100
4 mm2 100 m 4.8 mm Black 0970 604 000 100
4 mm2 100 m 4.8 mm Brown 0970 604 003 100
4 mm2 100 m 4.8 mm Gentian blue RAL 5010 0970 604 012 100
4 mm2 100 m 4.8 mm Green 0970 604 010 100
4 mm2 100 m 4.8 mm Green, Yellow 0970 604 001 100
4 mm2 100 m 4.8 mm Grey 0970 604 006 100
4 mm2 100 m 4.8 mm Orange 0970 604 013 100
4 mm2 100 m 4.8 mm Red 0970 604 004 100
4 mm2 100 m 4.8 mm Rosy 0970 604 009 100
4 mm2 100 m 4.8 mm Sky blue RAL 5015 0970 604 002 100
4 mm2 100 m 4.8 mm Transparent 0970 604 011 100
4 mm2 100 m 4.8 mm Ultramarine blue RAL 50020970 604 014 100
4 mm2 100 m 4.8 mm Violet 0970 604 007 100
4 mm2 100 m 4.8 mm White 0970 604 005 100
4 mm2 100 m 4.8 mm Yellow 0970 604 008 100
6 mm2 100 m 5.3 mm Black 0970 606 000 100
6 mm2 100 m 5.3 mm Brown 0970 606 003 100
6 mm2 100 m 5.3 mm Gentian blue RAL 5010 0970 606 012 100
6 mm2 100 m 5.3 mm Green 0970 606 010 100
6 mm2 100 m 5.3 mm Green, Yellow 0970 606 001 100
6 mm2 100 m 5.3 mm Grey 0970 606 006 100
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Wire cross section Length Diameter Colour Art. No. P. Qty. 
6 mm2 100 m 5.3 mm Orange 0970 606 013 100
6 mm2 100 m 5.3 mm Red 0970 606 004 100
6 mm2 100 m 5.3 mm Rosy 0970 606 009 100
6 mm2 100 m 5.3 mm Sky blue RAL 5015 0970 606 002 100
6 mm2 100 m 5.3 mm Transparent 0970 606 011 100
6 mm2 100 m 5.3 mm Ultramarine blue RAL 50020970 606 014 100
6 mm2 100 m 5.3 mm Violet 0970 606 007 100
6 mm2 100 m 5.3 mm White 0970 606 005 100
6 mm2 100 m 5.3 mm Yellow 0970 606 008 100
10 mm2 100 m 6.8 mm Black 0970 610 000 100
10 mm2 100 m 6.8 mm Brown 0970 610 003 100
10 mm2 100 m 6.8 mm Gentian blue RAL 5010 0970 610 012 100
10 mm2 100 m 6.8 mm Green 0970 610 010 100
10 mm2 100 m 6.8 mm Green, Yellow 0970 610 001 100
10 mm2 100 m 6.8 mm Grey 0970 610 006 100
10 mm2 100 m 6.8 mm Orange 0970 610 013 100
10 mm2 100 m 6.8 mm Red 0970 610 004 100
10 mm2 100 m 6.8 mm Rosy 0970 610 009 100
10 mm2 100 m 6.8 mm Sky blue RAL 5015 0970 610 002 100
10 mm2 100 m 6.8 mm Transparent 0970 610 011 100
10 mm2 100 m 6.8 mm Ultramarine blue RAL 50020970 610 014 100
10 mm2 100 m 6.8 mm Violet 0970 610 007 100
10 mm2 100 m 6.8 mm White 0970 610 005 100
10 mm2 100 m 6.8 mm Yellow 0970 610 008 100
16 mm2 100 m 8.1 mm Black 0970 616 000 100
16 mm2 100 m 8.1 mm Brown 0970 616 003 100
16 mm2 100 m 8.1 mm Gentian blue RAL 5010 0970 616 012 100
16 mm2 100 m 8.1 mm Green 0970 616 010 100
16 mm2 100 m 8.1 mm Green, Yellow 0970 616 001 100
16 mm2 100 m 8.1 mm Grey 0970 616 006 100
16 mm2 100 m 8.1 mm Orange 0970 616 013 100
16 mm2 100 m 8.1 mm Red 0970 616 004 100
16 mm2 100 m 8.1 mm Rosy 0970 616 009 100
16 mm2 100 m 8.1 mm Sky blue RAL 5015 0970 616 002 100
16 mm2 100 m 8.1 mm Transparent 0970 616 011 100
16 mm2 100 m 8.1 mm Ultramarine blue RAL 50020970 616 014 100
16 mm2 100 m 8.1 mm Violet 0970 616 007 100
16 mm2 100 m 8.1 mm White 0970 616 005 100
16 mm2 100 m 8.1 mm Yellow 0970 616 008 100
25 mm2 100 m 10.2 mm Black 0970 625 000 100
25 mm2 100 m 10.2 mm Brown 0970 625 003 100
25 mm2 100 m 10.2 mm Gentian blue RAL 5010 0970 625 012 100
25 mm2 100 m 10.2 mm Green 0970 625 010 100
25 mm2 100 m 10.2 mm Green, Yellow 0970 625 001 100
25 mm2 100 m 10.2 mm Grey 0970 625 006 100
25 mm2 100 m 10.2 mm Orange 0970 625 013 100
25 mm2 100 m 10.2 mm Red 0970 625 004 100
25 mm2 100 m 10.2 mm Rosy 0970 625 009 100
25 mm2 100 m 10.2 mm Sky blue RAL 5015 0970 625 002 100
25 mm2 100 m 10.2 mm Transparent 0970 625 011 100
25 mm2 100 m 10.2 mm Ultramarine blue RAL 50020970 625 014 100
25 mm2 100 m 10.2 mm Violet 0970 625 007 100
25 mm2 100 m 10.2 mm White 0970 625 005 100
25 mm2 100 m 10.2 mm Yellow 0970 625 008 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire cross section Length Diameter Colour Art. No. P. Qty. 
35 mm2 50 m 11.7 mm Black 0970 635 000 50
35 mm2 50 m 11.7 mm Brown 0970 635 003 50
35 mm2 50 m 11.7 mm Gentian blue RAL 5010 0970 635 012 50
35 mm2 50 m 11.7 mm Green 0970 635 010 50
35 mm2 50 m 11.7 mm Green, Yellow 0970 635 001 50
35 mm2 50 m 11.7 mm Grey 0970 635 006 50
35 mm2 50 m 11.7 mm Orange 0970 635 013 50
35 mm2 50 m 11.7 mm Red 0970 635 004 50
35 mm2 50 m 11.7 mm Rosy 0970 635 009 50
35 mm2 50 m 11.7 mm Sky blue RAL 5015 0970 635 002 50
35 mm2 50 m 11.7 mm Transparent 0970 635 011 50
35 mm2 50 m 11.7 mm Ultramarine blue RAL 50020970 635 014 50
35 mm2 50 m 11.7 mm Violet 0970 635 007 50
35 mm2 50 m 11.7 mm White 0970 635 005 50
35 mm2 50 m 11.7 mm Yellow 0970 635 008 50
50 mm2 50 m 13.9 mm Black 0970 650 000 50
50 mm2 50 m 13.9 mm Brown 0970 650 003 50
50 mm2 50 m 13.9 mm Gentian blue RAL 5010 0970 650 012 50
50 mm2 50 m 13.9 mm Green 0970 650 010 50
50 mm2 50 m 13.9 mm Green, Yellow 0970 650 001 50
50 mm2 50 m 13.9 mm Grey 0970 650 006 50
50 mm2 50 m 13.9 mm Orange 0970 650 013 50
50 mm2 50 m 13.9 mm Red 0970 650 004 50
50 mm2 50 m 13.9 mm Rosy 0970 650 009 50
50 mm2 50 m 13.9 mm Sky blue RAL 5015 0970 650 002 50
50 mm2 50 m 13.9 mm Transparent 0970 650 011 50
50 mm2 50 m 13.9 mm Ultramarine blue RAL 50020970 650 014 50
50 mm2 50 m 13.9 mm Violet 0970 650 007 50
50 mm2 50 m 13.9 mm White 0970 650 005 50
50 mm2 50 m 13.9 mm Yellow 0970 650 008 50

Notice

• 	The following colours are recommended (only one colour): black, white, blue, grey, brown, red, orange, turquoise, purple 
and pink.

• 	Two-colour combinations are not permitted, with the exception of green-yellow.
• 	The colours yellow, green, transparent can only be supplied in (H)07V-K.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire with solid core

Wire cross section Length Diameter Colour Art. No. P. Qty. 
0.5 mm2 100 m 2.3 mm Black 0970 700 500 100
0.5 mm2 100 m 2.3 mm Brown 0970 700 503 100
0.5 mm2 100 m 2.3 mm Gentian blue RAL 5010 0970 700 512 100
0.5 mm2 100 m 2.3 mm Green 0970 700 510 100
0.5 mm2 100 m 2.3 mm Green, Yellow 0970 700 501 100
0.5 mm2 100 m 2.3 mm Grey 0970 700 506 100
0.5 mm2 100 m 2.3 mm Orange 0970 700 513 100
0.5 mm2 100 m 2.3 mm Red 0970 700 504 100
0.5 mm2 100 m 2.3 mm Rosy 0970 700 509 100
0.5 mm2 100 m 2.3 mm Sky blue RAL 5015 0970 700 502 100
0.5 mm2 100 m 2.3 mm Transparent 0970 700 511 100
0.5 mm2 100 m 2.3 mm Ultramarine blue RAL 50020970 700 514 100
0.5 mm2 100 m 2.3 mm Violet 0970 700 507 100
0.5 mm2 100 m 2.3 mm White 0970 700 505 100
0.5 mm2 100 m 2.3 mm Yellow 0970 700 508 100
0.75 mm2 100 m 2.5 mm Black 0970 700 700 100
0.75 mm2 100 m 2.5 mm Brown 0970 700 703 100
0.75 mm2 100 m 2.5 mm Gentian blue RAL 5010 0970 700 712 100
0.75 mm2 100 m 2.5 mm Green 0970 700 710 100
0.75 mm2 100 m 2.5 mm Green, Yellow 0970 700 701 100
0.75 mm2 100 m 2.5 mm Grey 0970 700 706 100
0.75 mm2 100 m 2.5 mm Orange 0970 700 713 100
0.75 mm2 100 m 2.5 mm Red 0970 700 704 100
0.75 mm2 100 m 2.5 mm Rosy 0970 700 709 100
0.75 mm2 100 m 2.5 mm Sky blue RAL 5015 0970 700 702 100
0.75 mm2 100 m 2.5 mm Transparent 0970 700 711 100
0.75 mm2 100 m 2.5 mm Ultramarine blue RAL 50020970 700 714 100
0.75 mm2 100 m 2.5 mm Violet 0970 700 707 100
0.75 mm2 100 m 2.5 mm White 0970 700 705 100
0.75 mm2 100 m 2.5 mm Yellow 0970 700 708 100
1 mm2 100 m 2.7 mm Black 0970 701 000 100
1 mm2 100 m 2.7 mm Brown 0970 701 003 100
1 mm2 100 m 2.7 mm Gentian blue RAL 5010 0970 701 012 100
1 mm2 100 m 2.7 mm Green 0970 701 010 100
1 mm2 100 m 2.7 mm Green, Yellow 0970 701 001 100
1 mm2 100 m 2.7 mm Grey 0970 701 006 100
1 mm2 100 m 2.7 mm Orange 0970 701 013 100
1 mm2 100 m 2.7 mm Red 0970 701 004 100
1 mm2 100 m 2.7 mm Rosy 0970 701 009 100
1 mm2 100 m 2.7 mm Sky blue RAL 5015 0970 701 002 100
1 mm2 100 m 2.7 mm Transparent 0970 701 011 100
1 mm2 100 m 2.7 mm Ultramarine blue RAL 50020970 701 014 100

PVC single wire, solid-core

Material Copper
Insulating material PVC
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire cross section Length Diameter Colour Art. No. P. Qty. 
1 mm2 100 m 2.7 mm Violet 0970 701 007 100
1 mm2 100 m 2.7 mm White 0970 701 005 100
1 mm2 100 m 2.7 mm Yellow 0970 701 008 100
1.5 mm2 100 m 3.2 mm Black 0970 701 500 100
1.5 mm2 100 m 3.2 mm Brown 0970 701 503 100
1.5 mm2 100 m 3.2 mm Gentian blue RAL 5010 0970 701 512 100
1.5 mm2 100 m 3.2 mm Green 0970 701 510 100
1.5 mm2 100 m 3.2 mm Green, Yellow 0970 701 501 100
1.5 mm2 100 m 3.2 mm Grey 0970 701 506 100
1.5 mm2 100 m 3.2 mm Orange 0970 701 513 100
1.5 mm2 100 m 3.2 mm Red 0970 701 504 100
1.5 mm2 100 m 3.2 mm Rosy 0970 701 509 100
1.5 mm2 100 m 3.2 mm Sky blue RAL 5015 0970 701 502 100
1.5 mm2 100 m 3.2 mm Transparent 0970 701 511 100
1.5 mm2 100 m 3.2 mm Ultramarine blue RAL 50020970 701 514 100
1.5 mm2 100 m 3.2 mm Violet 0970 701 507 100
1.5 mm2 100 m 3.2 mm White 0970 701 505 100
1.5 mm2 100 m 3.2 mm Yellow 0970 701 508 100
2.5 mm2 100 m 3.9 mm Black 0970 702 500 100
2.5 mm2 100 m 3.9 mm Brown 0970 702 503 100
2.5 mm2 100 m 3.9 mm Gentian blue RAL 5010 0970 702 512 100
2.5 mm2 100 m 3.9 mm Green 0970 702 510 100
2.5 mm2 100 m 3.9 mm Green, Yellow 0970 702 501 100
2.5 mm2 100 m 3.9 mm Grey 0970 702 506 100
2.5 mm2 100 m 3.9 mm Orange 0970 702 513 100
2.5 mm2 100 m 3.9 mm Red 0970 702 504 100
2.5 mm2 100 m 3.9 mm Rosy 0970 702 509 100
2.5 mm2 100 m 3.9 mm Sky blue RAL 5015 0970 702 502 100
2.5 mm2 100 m 3.9 mm Transparent 0970 702 511 100
2.5 mm2 100 m 3.9 mm Ultramarine blue RAL 50020970 702 514 100
2.5 mm2 100 m 3.9 mm Violet 0970 702 507 100
2.5 mm2 100 m 3.9 mm White 0970 702 505 100
2.5 mm2 100 m 3.9 mm Yellow 0970 702 508 100
4 mm2 100 m 4.4 mm Black 0970 704 000 100
4 mm2 100 m 4.4 mm Brown 0970 704 003 100
4 mm2 100 m 4.4 mm Gentian blue RAL 5010 0970 704 012 100
4 mm2 100 m 4.4 mm Green 0970 704 010 100
4 mm2 100 m 4.4 mm Green, Yellow 0970 704 001 100
4 mm2 100 m 4.4 mm Grey 0970 704 006 100
4 mm2 100 m 4.4 mm Orange 0970 704 013 100
4 mm2 100 m 4.4 mm Red 0970 704 004 100
4 mm2 100 m 4.4 mm Rosy 0970 704 009 100
4 mm2 100 m 4.4 mm Sky blue RAL 5015 0970 704 002 100
4 mm2 100 m 4.4 mm Transparent 0970 704 011 100
4 mm2 100 m 4.4 mm Ultramarine blue RAL 50020970 704 014 100
4 mm2 100 m 4.4 mm Violet 0970 704 007 100
4 mm2 100 m 4.4 mm White 0970 704 005 100
4 mm2 100 m 4.4 mm Yellow 0970 704 008 100
6 mm2 100 m 5 mm Black 0970 706 000 100
6 mm2 100 m 5 mm Brown 0970 706 003 100
6 mm2 100 m 5 mm Gentian blue RAL 5010 0970 706 012 100
6 mm2 100 m 5 mm Green 0970 706 010 100
6 mm2 100 m 5 mm Green, Yellow 0970 706 001 100
6 mm2 100 m 5 mm Grey 0970 706 006 100
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Wire cross section Length Diameter Colour Art. No. P. Qty. 
6 mm2 100 m 5 mm Orange 0970 706 013 100
6 mm2 100 m 5 mm Red 0970 706 004 100
6 mm2 100 m 5 mm Rosy 0970 706 009 100
6 mm2 100 m 5 mm Sky blue RAL 5015 0970 706 002 100
6 mm2 100 m 5 mm Transparent 0970 706 011 100
6 mm2 100 m 5 mm Ultramarine blue RAL 50020970 706 014 100
6 mm2 100 m 5 mm Violet 0970 706 007 100
6 mm2 100 m 5 mm White 0970 706 005 100
6 mm2 100 m 5 mm Yellow 0970 706 008 100
10 mm2 100 m 6.4 mm Black 0970 710 000 100
10 mm2 100 m 6.4 mm Brown 0970 710 003 100
10 mm2 100 m 6.4 mm Gentian blue RAL 5010 0970 710 012 100
10 mm2 100 m 6.4 mm Green 0970 710 010 100
10 mm2 100 m 6.4 mm Green, Yellow 0970 710 001 100
10 mm2 100 m 6.4 mm Grey 0970 710 006 100
10 mm2 100 m 6.4 mm Orange 0970 710 013 100
10 mm2 100 m 6.4 mm Red 0970 710 004 100
10 mm2 100 m 6.4 mm Rosy 0970 710 009 100
10 mm2 100 m 6.4 mm Sky blue RAL 5015 0970 710 002 100
10 mm2 100 m 6.4 mm Transparent 0970 710 011 100
10 mm2 100 m 6.4 mm Ultramarine blue RAL 50020970 710 014 100
10 mm2 100 m 6.4 mm Violet 0970 710 007 100
10 mm2 100 m 6.4 mm White 0970 710 005 100
10 mm2 100 m 6.4 mm Yellow 0970 710 008 100
16 mm2 100 m 7.8 mm Black 0970 716 000 100
16 mm2 100 m 7.8 mm Brown 0970 716 003 100
16 mm2 100 m 7.8 mm Gentian blue RAL 5010 0970 716 012 100
16 mm2 100 m 7.8 mm Green 0970 716 010 100
16 mm2 100 m 7.8 mm Green, Yellow 0970 716 001 100
16 mm2 100 m 7.8 mm Grey 0970 716 006 100
16 mm2 100 m 7.8 mm Orange 0970 716 013 100
16 mm2 100 m 7.8 mm Red 0970 716 004 100
16 mm2 100 m 7.8 mm Rosy 0970 716 009 100
16 mm2 100 m 7.8 mm Sky blue RAL 5015 0970 716 002 100
16 mm2 100 m 7.8 mm Transparent 0970 716 011 100
16 mm2 100 m 7.8 mm Ultramarine blue RAL 50020970 716 014 100
16 mm2 100 m 7.8 mm Violet 0970 716 007 100
16 mm2 100 m 7.8 mm White 0970 716 005 100
16 mm2 100 m 7.8 mm Yellow 0970 716 008 100
25 mm2 100 m 9.7 mm Black 0970 725 000 100
25 mm2 100 m 9.7 mm Brown 0970 725 003 100
25 mm2 100 m 9.7 mm Gentian blue RAL 5010 0970 725 012 100
25 mm2 100 m 9.7 mm Green 0970 725 010 100
25 mm2 100 m 9.7 mm Green, Yellow 0970 725 001 100
25 mm2 100 m 9.7 mm Grey 0970 725 006 100
25 mm2 100 m 9.7 mm Orange 0970 725 013 100
25 mm2 100 m 9.7 mm Red 0970 725 004 100
25 mm2 100 m 9.7 mm Rosy 0970 725 009 100
25 mm2 100 m 9.7 mm Sky blue RAL 5015 0970 725 002 100
25 mm2 100 m 9.7 mm Transparent 0970 725 011 100
25 mm2 100 m 9.7 mm Ultramarine blue RAL 50020970 725 014 100
25 mm2 100 m 9.7 mm Violet 0970 725 007 100
25 mm2 100 m 9.7 mm White 0970 725 005 100
25 mm2 100 m 9.7 mm Yellow 0970 725 008 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire cross section Length Diameter Colour Art. No. P. Qty. 
35 mm2 50 m 10.9 mm Black 0970 735 000 50
35 mm2 50 m 10.9 mm Brown 0970 735 003 50
35 mm2 50 m 10.9 mm Gentian blue RAL 5010 0970 735 012 50
35 mm2 50 m 10.9 mm Green 0970 735 010 50
35 mm2 50 m 10.9 mm Green, Yellow 0970 735 001 50
35 mm2 50 m 10.9 mm Grey 0970 735 006 50
35 mm2 50 m 10.9 mm Orange 0970 735 013 50
35 mm2 50 m 10.9 mm Red 0970 735 004 50
35 mm2 50 m 10.9 mm Rosy 0970 735 009 50
35 mm2 50 m 10.9 mm Sky blue RAL 5015 0970 735 002 50
35 mm2 50 m 10.9 mm Transparent 0970 735 011 50
35 mm2 50 m 10.9 mm Ultramarine blue RAL 50020970 735 014 50
35 mm2 50 m 10.9 mm Violet 0970 735 007 50
35 mm2 50 m 10.9 mm White 0970 735 005 50
35 mm2 50 m 10.9 mm Yellow 0970 735 008 50
50 mm2 50 m 12.8 mm Black 0970 750 000 50
50 mm2 50 m 12.8 mm Brown 0970 750 003 50
50 mm2 50 m 12.8 mm Gentian blue RAL 5010 0970 750 012 50
50 mm2 50 m 12.8 mm Green 0970 750 010 50
50 mm2 50 m 12.8 mm Green, Yellow 0970 750 001 50
50 mm2 50 m 12.8 mm Grey 0970 750 006 50
50 mm2 50 m 12.8 mm Orange 0970 750 013 50
50 mm2 50 m 12.8 mm Red 0970 750 004 50
50 mm2 50 m 12.8 mm Rosy 0970 750 009 50
50 mm2 50 m 12.8 mm Sky blue RAL 5015 0970 750 002 50
50 mm2 50 m 12.8 mm Transparent 0970 750 011 50
50 mm2 50 m 12.8 mm Ultramarine blue RAL 50020970 750 014 50
50 mm2 50 m 12.8 mm Violet 0970 750 007 50
50 mm2 50 m 12.8 mm White 0970 750 005 50
50 mm2 50 m 12.8 mm Yellow 0970 750 008 50

Notice

• 	The following colours are recommended (only one colour): black, white, blue, grey, brown, red, orange, turquoise, purple 
and pink.

• 	Two-colour combinations are not permitted, with the exception of green-yellow.
• 	The colours yellow, green, transparent can only be supplied in (H)07V-K.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Packaged goods

• 	Nominal voltage: U ~ = 50 V, U- = 60 V
• 	PVC external sheath
• 	Free of silicone, cadmium and lead

Wire cross section Colour Outer diameter Art. No. P. Qty. 
6 mm2 Black 4.7 mm 0770 111 25
6 mm2 Blue 4.7 mm 0770 111 00 25
6 mm2 Brown 4.7 mm 0770 111 9 25
6 mm2 Red 4.7 mm 0770 111 0 25
10 mm2 Black 6.3 mm 0770 111 2 50
10 mm2 Brown 6.3 mm 0770 111 22 50
10 mm2 Red 6.3 mm 0770 111 21 50
16 mm2 Black 7 mm 0770 111 3 50
16 mm2 Red 7 mm 0770 111 301 50
25 mm2 Black 8.9 mm 0770 112 25
25 mm2 Red 8.9 mm 0770 112 301 25
35 mm2 Black 10.2 mm 0770 113 25
35 mm2 Red 10.2 mm 0770 113 301 25
50 mm2 Black 12 mm 0770 113 5 25
50 mm2 Red 12 mm 0770 113 501 25
70 mm2 Black 14.4 mm 0770 113 7 25
70 mm2 Red 14.4 mm 0770 113 701 25

Vehicle line FLY

Min./max. temperature conditions -40 to 70 °C

Details/Application

Proof of performance

Complies with DIN/ISO 6722
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

On plastic reel for ORSY ® 10 roll system

• 	Premium quality with 99.9% copper content
• 	Rated voltage: U ~ = 50 V, U- = 60 V
• 	PVC external sheath
• 	Free of silicone, cadmium and lead

Wire cross section Colour Outer diameter Art. No. P. Qty. 
0.35 mm2 Black 1.25 mm 0770 035 100
0.35 mm2 Black, Red 1.25 mm 0770 035 55 100
0.35 mm2 Black, White 1.25 mm 0770 035 54 100
0.35 mm2 Black, Yellow 1.25 mm 0770 035 65 100
0.35 mm2 Blue 1.25 mm 0770 035 2 100
0.35 mm2 Blue, Red 1.25 mm 0770 035 60 100
0.35 mm2 Blue, White 1.25 mm 0770 035 58 100
0.35 mm2 Brown 1.25 mm 0770 035 9 100
0.35 mm2 Green 1.25 mm 0770 035 4 100
0.35 mm2 Green, Yellow 1.25 mm 0770 035 73 100
0.35 mm2 Grey 1.25 mm 0770 035 5 100
0.35 mm2 Grey, Red 1.25 mm 0770 035 52 100
0.35 mm2 Red 1.25 mm 0770 035 1 100
0.35 mm2 Red, White 1.25 mm 0770 035 69 100
0.35 mm2 Red, Yellow 1.25 mm 0770 035 51 100
0.35 mm2 Violet 1.25 mm 0770 035 7 100
0.35 mm2 White 1.25 mm 0770 035 42 100
0.35 mm2 White, Red 1.25 mm 0770 035 573 100
0.35 mm2 Yellow 1.25 mm 0770 035 3 100
0.35 mm2 Yellow, Green 1.25 mm 0770 035 57 100
0.5 mm2 Black 1.5 mm 0770 050 100
0.5 mm2 Black, Red 1.5 mm 0770 050 55 100
0.5 mm2 Black, White 1.5 mm 0770 050 54 100
0.5 mm2 Black, Yellow 1.5 mm 0770 050 65 100
0.5 mm2 Blue 1.5 mm 0770 050 2 100
0.5 mm2 Blue, Red 1.5 mm 0770 050 60 100
0.5 mm2 Blue, White 1.5 mm 0770 050 58 100
0.5 mm2 Brown 1.5 mm 0770 050 9 100
0.5 mm2 Green 1.5 mm 0770 050 4 100
0.5 mm2 Green, Yellow 1.5 mm 0770 050 73 100
0.5 mm2 Grey 1.5 mm 0770 050 5 100
0.5 mm2 Grey, Red 1.5 mm 0770 050 52 100
0.5 mm2 Red 1.5 mm 0770 050 1 100
0.5 mm2 Red, White 1.5 mm 0770 050 69 100

Vehicle line FLRY

Min./max. temperature conditions -40 to 85 °C
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire cross section Colour Outer diameter Art. No. P. Qty. 
0.5 mm2 Red, Yellow 1.5 mm 0770 050 51 100
0.5 mm2 Violet 1.5 mm 0770 050 7 100
0.5 mm2 White 1.5 mm 0770 050 42 100
0.5 mm2 White, Red 1.5 mm 0770 050 573 100
0.5 mm2 Yellow 1.5 mm 0770 050 3 100
0.5 mm2 Yellow, Green 1.5 mm 0770 050 57 100
0.75 mm2 Black 1.8 mm 0770 075 100
0.75 mm2 Black, Green 1.8 mm 0770 075 50 100
0.75 mm2 Black, Red 1.8 mm 0770 075 49 100
0.75 mm2 Black, White 1.8 mm 0770 075 48 100
0.75 mm2 Black, Yellow 1.8 mm 0770 075 93 100
0.75 mm2 Blue 1.8 mm 0770 075 2 100
0.75 mm2 Blue, Black 1.8 mm 0770 075 61 100
0.75 mm2 Blue, Green 1.8 mm 0770 075 94 100
0.75 mm2 Blue, Red 1.8 mm 0770 075 60 100
0.75 mm2 Blue, White 1.8 mm 0770 075 58 100
0.75 mm2 Brown 1.8 mm 0770 075 9 100
0.75 mm2 Brown, White 1.8 mm 0770 075 92 100
0.75 mm2 Green 1.8 mm 0770 075 4 100
0.75 mm2 Green, Red 1.8 mm 0770 075 72 100
0.75 mm2 Green, Yellow 1.8 mm 0770 075 5 100
0.75 mm2 Grey 1.8 mm 0770 075 41 100
0.75 mm2 Grey, Black 1.8 mm 0770 075 47 100
0.75 mm2 Grey, Green 1.8 mm 0770 075 95 100
0.75 mm2 Grey, Red 1.8 mm 0770 075 46 100
0.75 mm2 Red 1.8 mm 0770 075 1 100
0.75 mm2 Red, Blue 1.8 mm 0770 075 91 100
0.75 mm2 Red, Grey 1.8 mm 0770 075 70 100
0.75 mm2 Red, White 1.8 mm 0770 075 69 100
0.75 mm2 Red, Yellow 1.8 mm 0770 075 45 100
0.75 mm2 Violet 1.8 mm 0770 075 43 100
0.75 mm2 Violet, Black 1.8 mm 0770 075 62 100
0.75 mm2 White 1.8 mm 0770 075 42 100
0.75 mm2 White, Red 1.8 mm 0770 075 573 100
0.75 mm2 Yellow 1.8 mm 0770 075 3 100
0.75 mm2 Yellow, Blue 1.8 mm 0770 075 571 100
0.75 mm2 Yellow, Green 1.8 mm 0770 075 51 100
1 mm2 Black 2 mm 0770 10 100
1 mm2 Black, Green 2 mm 0770 090 56 100
1 mm2 Black, Red 2 mm 0770 090 55 100
1 mm2 Black, White 2 mm 0770 090 54 100
1 mm2 Black, Yellow 2 mm 0770 090 65 100
1 mm2 Blue 2 mm 0770 090 2 100
1 mm2 Blue, Black 2 mm 0770 091 2 100
1 mm2 Blue, Green 2 mm 0770 090 59 100
1 mm2 Blue, Red 2 mm 0770 090 60 100
1 mm2 Blue, White 2 mm 0770 090 58 100
1 mm2 Brown 2 mm 0770 090 9 100
1 mm2 Brown, White 2 mm 0770 090 76 100
1 mm2 Green 2 mm 0770 090 4 100
1 mm2 Green, Red 2 mm 0770 090 72 100
1 mm2 Green, Yellow 2 mm 0770 090 5 100
1 mm2 Grey 2 mm 0770 091 1 100
1 mm2 Grey, Black 2 mm 0770 091 3 100



32

02

Wire cross section Colour Outer diameter Art. No. P. Qty. 
1 mm2 Grey, Green 2 mm 0770 091 5 100
1 mm2 Grey, Red 2 mm 0770 091 4 100
1 mm2 Red 2 mm 0770 090 1 100
1 mm2 Red, Blue 2 mm 0770 090 91 100
1 mm2 Red, Grey 2 mm 0770 090 70 100
1 mm2 Red, White 2 mm 0770 090 69 100
1 mm2 Red, Yellow 2 mm 0770 090 51 100
1 mm2 Violet 2 mm 0770 090 7 100
1 mm2 Violet, Black 2 mm 0770 090 62 100
1 mm2 White 2 mm 0770 091 0 100
1 mm2 White, Red 2 mm 0770 090 573 100
1 mm2 Yellow 2 mm 0770 090 3 100
1 mm2 Yellow, Blue 2 mm 0770 090 571 100
1 mm2 Yellow, Green 2 mm 0770 091 6 100
1.5 mm2 Black 2.3 mm 0770 100 100
1.5 mm2 Black, Green 2.3 mm 0770 104 56 100
1.5 mm2 Black, Red 2.3 mm 0770 104 55 100
1.5 mm2 Black, White 2.3 mm 0770 104 54 100
1.5 mm2 Black, Yellow 2.3 mm 0770 104 65 100
1.5 mm2 Blue 2.3 mm 0770 102 100
1.5 mm2 Blue, Black 2.3 mm 0770 104 61 100
1.5 mm2 Blue, Green 2.3 mm 0770 104 59 100
1.5 mm2 Blue, Red 2.3 mm 0770 104 60 100
1.5 mm2 Blue, White 2.3 mm 0770 104 58 100
1.5 mm2 Brown 2.3 mm 0770 104 0 100
1.5 mm2 Brown, White 2.3 mm 0770 104 76 100
1.5 mm2 Green 2.3 mm 0770 104 100
1.5 mm2 Green, Red 2.3 mm 0770 104 72 100
1.5 mm2 Green, Yellow 2.3 mm 0770 104 73 100
1.5 mm2 Grey 2.3 mm 0770 104 1 100
1.5 mm2 Grey, Black 2.3 mm 0770 104 53 100
1.5 mm2 Grey, Green 2.3 mm 0770 104 71 100
1.5 mm2 Grey, Red 2.3 mm 0770 104 52 100
1.5 mm2 Red 2.3 mm 0770 101 100
1.5 mm2 Red, Blue 2.3 mm 0770 104 91 100
1.5 mm2 Red, Grey 2.3 mm 0770 104 70 100
1.5 mm2 Red, White 2.3 mm 0770 104 69 100
1.5 mm2 Red, Yellow 2.3 mm 0770 104 51 100
1.5 mm2 Violet 2.3 mm 0770 102 0 100
1.5 mm2 Violet, Black 2.3 mm 0770 104 62 100
1.5 mm2 White 2.3 mm 0770 104 2 100
1.5 mm2 White, Red 2.3 mm 0770 104 573 100
1.5 mm2 Yellow 2.3 mm 0770 103 100
1.5 mm2 Yellow, Blue 2.3 mm 0770 104 571 100
1.5 mm2 Yellow, Green 2.3 mm 0770 104 57 100
2.5 mm2 Black 2.9 mm 0770 105 50
2.5 mm2 Blue 2.9 mm 0770 107 50
2.5 mm2 Brown 2.9 mm 0770 109 9 50
2.5 mm2 Green 2.9 mm 0770 109 50
2.5 mm2 Green, Yellow 2.9 mm 0770 109 90 50
2.5 mm2 Grey 2.9 mm 0770 109 1 50
2.5 mm2 Red 2.9 mm 0770 106 50
2.5 mm2 Violet 2.9 mm 0770 107 0 50
2.5 mm2 White 2.9 mm 0770 109 2 50

ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Wire cross section Colour Outer diameter Art. No. P. Qty. 
2.5 mm2 White, Red 2.9 mm 0770 109 92 50
2.5 mm2 Yellow 2.9 mm 0770 108 50
4 mm2 Black 3.5 mm 0770 110 25
4 mm2 Brown 3.5 mm 0770 110 9 25
4 mm2 Red 3.5 mm 0770 110 0 25
4 mm2 Yellow 3.5 mm 0770 110 00 25

Details/Application

Proof of performance

Complies with DIN/ISO 6722
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Packaged goods

• 	Nominal voltage: U ~ = 50 V, U- = 60 V
• 	PVC external sheath, black
• 	Free of silicone, cadmium and lead

Nominal cable cross 
section

Colour Outer diameter
Min./max. tempera-
ture conditions

Art. No. P. Qty. 

2 x 0.35 mm2 Black, White 4.3 mm -40 to 70 °C 0770 127 50
2 x 0.5 mm2 Black, White 4.4 mm -40 to 70 °C 0770 126 50
2 x 0.75 mm2 Black, White 4.8 mm -40 to 70 °C 0770 121 50
2 x 1 mm2 Black, White 5.2 mm -40 to 70 °C 0770 122 50
2 x 1.5 mm2 Black, White 6.2 mm -40 to 70 °C 0770 120 50
3 x 0.75 mm2 Brown, Black, White 5.1 mm -40 to 70 °C 0770 129 50
3 x 1 mm2 Brown, Black, White 5.7 mm -40 to 70 °C 0770 128 50
3 x 1.5 mm2 Brown, Black, White 6.7 mm -40 to 70 °C 0770 116 50

4 x 1.5 mm2 Brown, Yellow, Black, 
White

7.3 mm -40 to 70 °C 0770 119 50

5 x 1 mm2 Brown, Grey, Green, Red, 
White

7.5 mm -40 to 85 °C 0770 118 005 50

5 x 1.5 mm2 Brown, Yellow, Green, 
Black, White

8.1 mm -40 to 70 °C 0770 117 50

6 x 1.5 mm2, 1 x 2.5 mm2
Blue, Brown, Yellow, Green, 
Red, Black, White

9.6 mm -40 to 70 °C 0770 118 1 50

7 x 1 mm2 Blue, Brown, Yellow, Green, 
Red, Black, White

8.1 mm -40 to 70 °C 0770 118 0 50

7 x 1.5 mm2 Blue, Brown, Yellow, Green, 
Red, Black, White

9.1 mm -40 to 70 °C 0770 118 50

8 x 1.5 mm2 Blue, Brown, Yellow, Green, 
Red, Black, Violet, White

10.8 mm -40 to 70 °C 0770 123 50

13 x 1.5 mm2
Blue, White, Brown, Yellow, 
Grey, Green, Orange, Red, 
Black, Violet

13 mm -40 to 70 °C 0770 124 50

Vehicle line round cable (hose line) FLRYY

Proof of performance

Complies with DIN/ISO 6722
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

On plastic reel for ORSY ® 10 roll system

• 	PVC external sheath, black
• 	Rated voltage: U ~ = 50 V, U- = 60 V
• 	Free of silicone, cadmium and lead

Wire cross section Nominal cable cross section Outer diameter Art. No. P. Qty. 
1.5 mm2 1 x 1.5 mm2 3.6 mm 0770 201 50
2.5 mm2 1 x 2.5 mm2 4.2 mm 0770 204 25

Vehicle line single core, double insulated FLRYY

Number of strands 1 PCS
Colour Red
Min./max. temperature conditions -40 to 70 °C

Proof of performance

Complies with DIN/ISO 6722
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

• 	Nominal voltage: U ~ = 50 V, U- = 60 V
• 	PVC external sheath, black
• 	Free of silicone, cadmium and lead

Nominal cable cross 
section

Colour Width x thickness Version Art. No. P. Qty. 

2 x 0.75 mm2 Red, Black 5.5 x 3.5 mm Bundle 0770 202 075 100
2 x 1 mm2 Red, Black 5.3 x 3.6 mm Coil 0770 202 010 50
2 x 1.5 mm2 Red, Black 6.2 x 3.8 mm Bundle 0770 202 1 100
2 x 1.5 mm2 Red, Black 6.2 x 3.8 mm Coil 0770 202 25
2 x 2.5 mm2 Red, Black 7.4 x 4.4 mm Bundle 0770 203 1 100
2 x 2.5 mm2 Red, Black 7.4 x 4.4 mm Coil 0770 203 15
3 x 0.75 mm2 Brown, Black, White 7.5 x 3.5 mm Bundle 0770 203 075 50
3 x 1 mm2 Brown, Black, White 8.3 x 3.8 mm Bundle 0770 203 100 50

�9�H�K�L�F�O�H���O�L�Q�H���Á�D�W���F�D�E�O�H���)�/�5�<�<

Min./max. temperature conditions -40 to 70 °C

Proof of performance

Complies with DIN/ISO 6722
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Packaged goods

• 	Resistant to oil, petrol and UV rays
• 	Fine core Cu conductor compliant with VDE 0295, conductor category 5
• 	Neoprene external sheath, colour: black

Nominal cable cross section Colour Art. No. P. Qty. 
3G 1.5 mm2 Green, Yellow, Blue, Brown 0770 116 5 50
7 x 1.5 mm2 Green, Yellow, Black with white numerics 0770 118 6 50

Rubber hose line H07RN-F

Cable type H07RN-F
Max. nominal voltage 750 V/AC
Min./max. nominal voltage 450 /  750 V/AC
Min./max. temperature conditions -25 to 60 °C
Ultraviolet resistance Yes

Details/Application

For use in dry and damp spaces
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Highly flexible, superfine single wire

Conductor: Tin-plated CU strand (CuSn)
Better corrosion protection

Insulation: Silicon E12 in accordance with VDE 0282 Part 1
For excellent bending behaviour, durable

Increased heat resistance
For a broad range of applications

Halogen-free

�'�R�H�V���Q�R�W���K�H�O�S���À�U�H���V�S�U�H�D�G

Resistant to a wide range of oils, alcohols and other chemical 
media

Wire cross section Colour
Number of cords x 
diameter of cord

Outer diameter Art. No. P. Qty. 

0.5 mm2 Black 256 x 0.05 mm 1.7 mm 0770 260 050 10
0.75 mm2 Black 384 x 0.05 mm 2.1 mm 0770 260 075 10
1.5 mm2 Black 392 x 0.07 mm 2.4 mm 0770 260 150 10
2.5 mm2 Black 651 x 0.07 mm 3.3 mm 0770 260 250 5
4 mm2 Black 1050 x 0.07 mm 4.2 mm 0770 260 400 5
0.5 mm2 Red 256 x 0.05 mm 1.7 mm 0770 261 050 10
0.75 mm2 Red 384 x 0.05 mm 2.1 mm 0770 261 075 10
1.5 mm2 Red 392 x 0.07 mm 2.4 mm 0770 261 150 10
2.5 mm2 Brown 651 x 0.07 mm 3.3 mm 0770 261 250 5
4 mm2 Red 1050 x 0.07 mm 4.2 mm 0770 261 400 5
0.5 mm2 Yellow 256 x 0.05 mm 1.7 mm 0770 262 050 10
0.75 mm2 Yellow 384 x 0.05 mm 2.1 mm 0770 262 075 10
1.5 mm2 Yellow 392 x 0.07 mm 2.4 mm 0770 262 150 10

Silicon lead SIFF

Max. nominal voltage 80 V/DC
Min./max. temperature conditions -35 to 180 °C

Details/Application

Repairs defective cables in doors, tailgates and luggage compartment lids
For applications with high temperature and bending capacity requirements

Proof of performance

According to EN 60228 / VDE 0295 cl. 6
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Particularly suitable for damaged cable drums. Load-bearing 
capacity up to 800 kg

• 	�7�K�H���F�R�P�S�D�F�W���F�D�E�O�H���G�L�V�S�H�Q�V�H�U���Z�L�W�K���D���O�L�J�K�W���D�Q�G���Á�D�W���G�H�V�L�J�Q
• 	12 rubberised feet for a non-slip and secure stand
• 	�,�G�H�D�O���I�R�U���S�U�R�W�H�F�W�L�Q�J���W�K�H���V�X�U�I�D�F�H�V���R�I���À�Q�L�V�K�H�G���Á�R�R�U�L�Q�J
• 	Removable central mandrel for the various hole sizes of a cable drum
• 	�,�W���D�O�O�R�Z�V���W�U�R�X�E�O�H���I�U�H�H���D�Q�G���H�I�À�F�L�H�Q�W���Z�R�U�N�L�Q�J���Z�L�W�K�R�X�W���F�D�E�O�H���F�O�X�W�W�H�U

Cable unwinder XB500

Type description XB500
Length 500 mm
Width 500 mm
Height 133 mm
Load capacity ���������N�J
Weight 6350 g
Material Plastic

Details/Application

�)�R�U���V�P�D�O�O���D�Q�G���P�H�G�L�X�P���V�L�]�H�G���F�D�E�O�H���G�U�X�P�V�����F�D�E�O�H���U�L�Q�J�V�����Á�H�[�L�E�O�H���H�O�H�F�W�U�L�F�D�O���L�Q�V�W�D�O�O�D�W�L�R�Q���S�L�S�H�V�����U�R�S�H���G�U�X�P�V�����H�W�F��

Art. No. 0975 811 500
�3�����4�W�\��������
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Particularly suitable for damaged cable drums. Load-bearing 
capacity up to 300 kg

The compact cable dispenser with a light and slim design

6 rubberised feet for a secure, non-slip footing

�,�G�H�D�O���I�R�U���S�U�R�W�H�F�W�L�Q�J���W�K�H���V�X�U�I�D�F�H�V���R�I���À�Q�L�V�K�H�G���Á�R�R�U�L�Q�J

Removable central mandrel for the various hole sizes of a cable drum

�,�W���D�O�O�R�Z�V���W�U�R�X�E�O�H���I�U�H�H���D�Q�G���H�I�À�F�L�H�Q�W���Z�R�U�N�L�Q�J���Z�L�W�K�R�X�W���F�D�E�O�H���F�O�X�W�W�H�U

Cable unwinder XB300

Type description XB300
Length 300 mm
Width 300 mm
Height 105 mm
Load capacity 300 kg
Weight 1300 g
Material Plastic

Details/Application

For small and medium-sized cable drums

Art. No. 0975 811 300
P. Qty.: 1
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

High-quality, maintenance-free, heavy-duty rollers  
with ball bearings

• 	Sturdy stainless steel aluminium construction
• 	Fully suitable for outdoor use
• 	With a winding brake for changing the cable drum quickly and easily
• 	Narrow construction allows it to be used very well in narrow and tight spaces

Unwinding rails WS900

Type description WS900
Length 900 mm
Width 152 mm
Height 100 mm
Load capacity 850 kg
Weight 11400 g
Material Stainless steel A2, 1.4301 /  aluminium

Details/Application

For safe unwinding of heavy cable drums from Ø 450 mm to Ø 2000 mm

Art. No. 0975 811 900
P. Qty.: 2
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

The light version in aluminium

Long run-out, roll-up ramps
• 	Simple rolling up and positioning of the cable drum
• 	Reduced load for the rollers when setting down the cable drum

Lateral guide
Prevents the cable drum from accidentally slipping off

Optimum adjustment to respective cable drum size
Rollers can be set in 8 different positions using spring fastener

Non-slip support surface

Type description Width Load capacity Weight Art. No. P. Qty. 
KAW 3 515 mm 200 kg 8.6 kg 0975 811 001 1
KAW 4 670 mm 250 kg 10.3 kg 0975 811 002 1

ELMO® cable unwinder, KAW

Min./max. diameter 200-700 mm
Length 700 mm
Height 100 mm
Material Aluminium
Colour Aluminium coloured

Details/Application
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Ball-bearing-mounted wheels, use spring fastener to adjust

Roller spacing: 
• 	Position 1: 150 mm
• 	Position 2: 300 mm

Simple rolling up and positioning of the cable drum
thanks to angled roll-up ramp

Non-slip support surface

Cable Unwinder KAW 1

Type description KAW 1
Length 530 mm
Width 550 mm
Height 100 mm
Load capacity 120 kg
Weight 9 kg
Surface Powder-coated
Colour �7�U�D�I�À�F���U�H�G���5�$�/����������

Art. No. 0975 810 1
P. Qty.: 1
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

Base frame for spindle 1 (cable coils and flexible electrical con-
duits) or spindle 2 (cable drums)

• 	Ball-bearing-mounted, smooth-running rotary disc
• 	Anti-slip four-foot support

Unwinder KAW 2

Length 560 mm
Width 560 mm
Height 80 mm
Load capacity 50 kg
Weight 7 kg
Surface Powder-coated
Colour �%�O�D�F�N�����7�U�D�I�À�F���U�H�G���5�$�/����������

Details/Application

Notice

Comprises base frame only! Please order appropriate spindle separately.

Art. No. 0975 810 2
P. Qty.: 1
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

For KAW 2 unwinder

• 	Easy attachment using three M6 hexagon socket screws

�6�S�L�Q�G�O�H���V�H�F�W�L�R�Q�������I�R�U���F�D�E�O�H���F�R�L�O�V���D�Q�G���Á�H�[�L�E�O�H���H�O�H�F�W�U�L�F�D�O���L�Q�V�W�D�O�O�D�W�L�R�Q���S�L�S�H�V

Height 30 cm
Suitable for min. internal diameter 80 mm
Surface Powder-coated
Colour �7�U�D�I�À�F���U�H�G���5�$�/����������
Weight �����������N�J

Art. No. 0975 810 201
P. Qty.: 1
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cables and wires

For KAW 2 unwinder

• 	Easy attachment using three M6 hexagon socket screws

Spindle section 2 for cable drums

Height 50 cm
Suitable for min. internal diameter 55 mm
Surface Powder-coated
Colour �7�U�D�I�À�F���U�H�G���5�$�/����������
Weight ���������N�J

Art. No. 0975 810 202
P. Qty.: 1
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Cable ties, internal toothing
• 	Versatile cable ties for countless applications
• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly
• 	Long service life
• 	Resistant to oils, greases, automotive fuels and many organic substances
• 	Natural: For indoor use
• 	Black: UV-resistant and weather-resistant

Colour Width Length

Min./max. 
bundle 
diameter 
(Bündel-Ø 
min./max.)

Max. tensile 
force

Version Art. No. P. Qty. 

Black 1.8 mm 71 mm 0.3-15 mm 36 N With curved tip 5630 000 164 100
Black 1.8 mm 71 mm 0.3-15 mm 36 N With curved tip 5630 000 165 1000
Black 2.3 mm 79 mm 0.8-17 mm 80 N With curved tip 5630 000 166 1000
Black 2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 167 50
Black 2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 168 100
Black 2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 169 1000
Black 2.5 mm 142 mm 1.5-32 mm 80 N With curved tip 5630 000 170 100
Black 2.5 mm 142 mm 1.5-32 mm 80 N With curved tip 5630 000 171 1000
Black 2.5 mm 203 mm 1.5-51 mm 80 N With curved tip 5630 000 172 100
Black 2.5 mm 203 mm 1.5-51 mm 80 N With curved tip 5630 000 173 1000
Black 3.6 mm 142 mm 1.5-35 mm 178 N With curved tip5630 000 174 100
Black 3.6 mm 142 mm 1.5-35 mm 178 N With curved tip5630 000 175 1000
Black 3.6 mm 203 mm 1.5-51 mm 178 N With curved tip5630 000 176 100
Black 3.6 mm 203 mm 1.5-51 mm 178 N With curved tip5630 000 177 1000
Black 3.7 mm 246 mm 1.5-64 mm 178 N With curved tip5630 000 178 100
Black 3.7 mm 246 mm 1.5-64 mm 178 N With curved tip5630 000 179 1000
Black 3.7 mm 290 mm 1.5-76 mm 178 N With curved tip5630 000 180 100
Black 3.7 mm 290 mm 1.5-76 mm 178 N With curved tip5630 000 181 1000
Black 3.7 mm 368 mm 1.5-102 mm 178 N With curved tip5630 000 182 100
Black 3.7 mm 368 mm 1.5-102 mm 178 N With curved tip5630 000 183 1000
Black 4.8 mm 122 mm 1.5-25 mm 222 N With curved tip5630 000 184 100
Black 4.8 mm 122 mm 1.5-25 mm 222 N With curved tip5630 000 185 1000
Black 4.8 mm 157 mm 1.5-38 mm 222 N With curved tip5630 000 186 100
Black 4.8 mm 157 mm 1.5-38 mm 222 N With curved tip5630 000 187 1000
Black 4.8 mm 188 mm 1.5-48 mm 222 N With curved tip5630 000 188 100
Black 4.8 mm 188 mm 1.5-48 mm 222 N With curved tip5630 000 189 1000
Black 4.8 mm 249 mm 1.5-64 mm 222 N With curved tip5630 000 190 100
Black 4.8 mm 249 mm 1.5-64 mm 222 N With curved tip5630 000 191 1000
Black 4.8 mm 292 mm 1.5-76 mm 222 N With curved tip5630 000 192 100
Black 4.8 mm 292 mm 1.5-76 mm 222 N With curved tip5630 000 193 1000
Black 4.8 mm 368 mm 1.5-102 mm 222 N With curved tip5630 000 194 100
Black 4.8 mm 368 mm 1.5-102 mm 222 N With curved tip5630 000 195 1000

Cable ties with plastic latch closure – industrial quality

Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Silicone-free Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Colour Width Length

Min./max. 
bundle 
diameter 
(Bündel-Ø 
min./max.)

Max. tensile 
force

Version Art. No. P. Qty. 

Black 4.8 mm 394 mm 1.5-114 mm 222 N With curved tip5630 000 196 100
Black 4.8 mm 394 mm 1.5-114 mm 222 N With curved tip5630 000 197 1000
Black 4.8 mm 445 mm 1.5-127 mm 222 N With curved tip5630 000 198 100
Black 4.8 mm 445 mm 1.5-127 mm 222 N With curved tip5630 000 199 1000
Black 7.6 mm 206 mm 4.8-51 mm 534 N With straight tip5630 000 208 50
Black 7.6 mm 206 mm 4.8-51 mm 534 N With straight tip5630 000 209 250
Black 7.6 mm 251 mm 4.8-64 mm 534 N With straight tip5630 000 210 50
Black 7.6 mm 251 mm 4.8-64 mm 534 N With straight tip5630 000 211 250
Black 7.6 mm 290 mm 4.8-76 mm 534 N With straight tip5630 000 212 50
Black 7.6 mm 290 mm 4.8-76 mm 534 N With straight tip5630 000 213 250
Black 7.6 mm 368 mm 4.8-102 mm 534 N With straight tip5630 000 214 50
Black 7.6 mm 368 mm 4.8-102 mm 534 N With straight tip5630 000 215 100
Black 7.6 mm 368 mm 4.8-102 mm 534 N With straight tip5630 000 216 250
Black 7.6 mm 556 mm 4.8-152 mm 534 N With curved tip5630 000 200 50
Black 7.6 mm 556 mm 4.8-152 mm 534 N With curved tip5630 000 201 100
Black 7.6 mm 627 mm 4.8-178 mm 534 N With curved tip5630 000 202 50
Black 7.6 mm 627 mm 4.8-178 mm 534 N With curved tip5630 000 203 100
Black 7.6 mm 701 mm 4.8-203 mm 534 N With curved tip5630 000 204 50
Black 7.6 mm 701 mm 4.8-203 mm 534 N With curved tip5630 000 205 100
Black 7.6 mm 775 mm 4.8-229 mm 534 N With curved tip5630 000 206 50
Black 7.6 mm 775 mm 4.8-229 mm 534 N With curved tip5630 000 207 100
Black 8.9 mm 450 mm 4.8-127 mm 778 N With straight tip5630 000 217 50
Black 8.9 mm 450 mm 4.8-127 mm 778 N With straight tip5630 000 218 100
Black 8.9 mm 530 mm 4.8-152 mm 778 N With straight tip5630 000 219 50
Black 8.9 mm 530 mm 4.8-152 mm 778 N With straight tip5630 000 220 100
Black 8.9 mm 779 mm 4.8-229 mm 778 N With straight tip5630 000 221 25
Black 8.9 mm 779 mm 4.8-229 mm 778 N With straight tip5630 000 222 50
Black 8.9 mm 779 mm 4.8-229 mm 778 N With straight tip5630 000 223 100
Black 8.9 mm 1100 mm 140-330 mm 778 N With straight tip5630 000 224 25
Black 8.9 mm 1100 mm 140-330 mm 778 N With straight tip5630 000 225 100
Natural 1.8 mm 71 mm 0.3-15 mm 36 N With curved tip 5630 000 100 100
Natural 1.8 mm 71 mm 0.3-15 mm 36 N With curved tip 5630 000 101 1000
Natural 2.3 mm 79 mm 0.8-17 mm 80 N With curved tip 5630 000 102 100
Natural 2.3 mm 79 mm 0.8-17 mm 80 N With curved tip 5630 000 103 1000
Natural 2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 104 100
Natural 2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 105 1000
Natural 2.5 mm 142 mm 1.5-32 mm 80 N With curved tip 5630 000 106 100
Natural 2.5 mm 142 mm 1.5-32 mm 80 N With curved tip 5630 000 107 1000
Natural 2.5 mm 203 mm 1.5-51 mm 80 N With curved tip 5630 000 108 100
Natural 2.5 mm 203 mm 1.5-51 mm 80 N With curved tip 5630 000 109 1000
Natural 3.6 mm 142 mm 1.5-35 mm 178 N With curved tip5630 000 110 100
Natural 3.6 mm 142 mm 1.5-35 mm 178 N With curved tip5630 000 111 1000
Natural 3.6 mm 203 mm 1.5-51 mm 178 N With curved tip5630 000 112 100
Natural 3.6 mm 203 mm 1.5-51 mm 178 N With curved tip5630 000 113 1000
Natural 3.7 mm 246 mm 1.5-64 mm 178 N With curved tip5630 000 114 100
Natural 3.7 mm 246 mm 1.5-64 mm 178 N With curved tip5630 000 115 1000
Natural 3.7 mm 290 mm 1.5-76 mm 178 N With curved tip5630 000 116 100
Natural 3.7 mm 290 mm 1.5-76 mm 178 N With curved tip5630 000 117 1000
Natural 3.7 mm 368 mm 1.5-102 mm 178 N With curved tip 5630 000 118 100
Natural 3.7 mm 368 mm 1.5-102 mm 178 N With curved tip5630 000 119 1000
Natural 4.8 mm 122 mm 1.5-25 mm 222 N With curved tip5630 000 120 100
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Colour Width Length

Min./max. 
bundle 
diameter 
(Bündel-Ø 
min./max.)

Max. tensile 
force

Version Art. No. P. Qty. 

Natural 4.8 mm 122 mm 1.5-25 mm 222 N With curved tip5630 000 121 1000
Natural 4.8 mm 157 mm 1.5-38 mm 222 N With curved tip5630 000 122 100
Natural 4.8 mm 157 mm 1.5-38 mm 222 N With curved tip5630 000 123 1000
Natural 4.8 mm 188 mm 1.5-48 mm 222 N With curved tip5630 000 124 100
Natural 4.8 mm 188 mm 1.5-48 mm 222 N With curved tip5630 000 125 1000
Natural 4.8 mm 249 mm 1.5-64 mm 222 N With curved tip5630 000 126 100
Natural 4.8 mm 249 mm 1.5-64 mm 222 N With curved tip5630 000 127 1000
Natural 4.8 mm 292 mm 1.5-76 mm 222 N With curved tip5630 000 128 100
Natural 4.8 mm 292 mm 1.5-76 mm 222 N With curved tip5630 000 129 1000
Natural 4.8 mm 368 mm 1.5-102 mm 222 N With curved tip5630 000 130 100
Natural 4.8 mm 368 mm 1.5-102 mm 222 N With curved tip5630 000 131 1000
Natural 4.8 mm 394 mm 1.5-114 mm 222 N With curved tip5630 000 132 100
Natural 4.8 mm 394 mm 1.5-114 mm 222 N With curved tip5630 000 133 1000
Natural 4.8 mm 445 mm 1.5-127 mm 222 N With curved tip5630 000 134 100
Natural 4.8 mm 445 mm 1.5-127 mm 222 N With curved tip5630 000 135 1000
Natural 7.6 mm 206 mm 4.8-51 mm 534 N With straight tip5630 000 136 50
Natural 7.6 mm 251 mm 4.8-64 mm 534 N With straight tip5630 000 137 50
Natural 7.6 mm 290 mm 4.8-76 mm 534 N With straight tip5630 000 138 50
Natural 7.6 mm 290 mm 4.8-76 mm 534 N With straight tip5630 000 139 250
Natural 7.6 mm 368 mm 4.8-102 mm 534 N With straight tip5630 000 140 50
Natural 7.6 mm 368 mm 4.8-102 mm 534 N With straight tip5630 000 141 250
Natural 7.6 mm 556 mm 4.8-152 mm 534 N With straight tip5630 000 142 50
Natural 7.6 mm 556 mm 4.8-152 mm 534 N With straight tip5630 000 143 100
Natural 7.6 mm 627 mm 4.8-178 mm 534 N With straight tip5630 000 144 50
Natural 7.6 mm 627 mm 4.8-178 mm 534 N With straight tip5630 000 145 100
Natural 7.6 mm 701 mm 4.8-203 mm 534 N With straight tip5630 000 146 50
Natural 7.6 mm 701 mm 4.8-203 mm 534 N With straight tip5630 000 147 100
Natural 7.6 mm 775 mm 4.8-229 mm 534 N With straight tip5630 000 148 50
Natural 7.6 mm 775 mm 4.8-229 mm 534 N With straight tip5630 000 149 100
Natural 7.6 mm 871 mm 4.8-262 mm 534 N With straight tip5630 000 150 50
Natural 7.6 mm 871 mm 4.8-262 mm 534 N With straight tip5630 000 151 100
Natural 8.9 mm 450 mm 4.8-127 mm 778 N With straight tip5630 000 152 50
Natural 8.9 mm 530 mm 4.8-152 mm 778 N With straight tip5630 000 153 50
Natural 8.9 mm 779 mm 4.8-229 mm 778 N With straight tip5630 000 154 50
Natural 8.9 mm 1100 mm 140-330 mm 778 N With straight tip5630 000 155 25
Natural 12.7 mm 229 mm 12.7-51 mm 1112 N With straight tip5630 000 156 100
Natural 12.7 mm 511 mm 12.7-127 mm 1112 N With straight tip5630 000 157 25
Natural 12.7 mm 511 mm 12.7-127 mm 1112 N With straight tip5630 000 158 100
Natural 12.7 mm 564 mm 12.7-152 mm 1112 N With straight tip5630 000 159 25
Natural 12.7 mm 564 mm 12.7-152 mm 1112 N With straight tip5630 000 160 100
Natural 12.7 mm 719 mm 63.5-203 mm 1112 N With straight tip5630 000 161 100
Natural 12.7 mm 869 mm 63.5-254 mm 1112 N With straight tip5630 000 162 100
Natural 12.7 mm 1019 mm 63.5-305 mm 1112 N With straight tip5630 000 163 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Details/Application

• 	Switch cabinet construction
• 	Installation
• 	Vehicle manufacturing

• 	Vehicle workshops
• 	Maintenance workshops
• 	Lift construction
• 	and much more

Proof of performance

UL approval
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For continuous operating temperature up to +115°C

• 	Heat-stabilised cable ties for continuous use at +115°C
• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G���T�X�L�F�N�O�\
• 	Long service life
• 	Resistant to oils, greases, automotive fuels and many organic substances
• 	Natural: For indoor use
• 	Black: UV and weather-resistant

Colour Width Length

Min./max. 
bundle 
diameter 
(Bündel-Ø 
min./max.)

Max. tensile 
force

Version Art. No. P. Qty. 

Black 1.8 mm 71 mm 0.3-15 mm 36 N With curved tip 5630 000 401 1000
Black 2.3 mm 79 mm 0.8-17 mm 80 N With curved tip 5630 000 402 1000
Black 2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 407 100
Black 2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 408 1000
Black 2.5 mm 142 mm 1.5-32 mm 80 N With curved tip 5630 000 405 1000
Black 2.5 mm 203 mm 1.5-51 mm 80 N With curved tip 5630 000 412 1000
Black 3.6 mm 142 mm 1.5-35 mm 178 N With curved tip5630 000 403 100
Black 3.6 mm 142 mm 1.5-35 mm 178 N With curved tip5630 000 404 1000
Black 3.6 mm 203 mm 1.5-51 mm 178 N With curved tip5630 000 411 100
Black 3.6 mm 203 mm 1.5-51 mm 178 N With curved tip5630 000 427 1000
Black 3.7 mm 290 mm 1.5-76 mm 178 N With curved tip5630 000 415 1000
Black 3.7 mm 368 mm 1.5-102 mm 178 N With curved tip5630 000 418 1000
Black 4.8 mm 122 mm 1.5-25 mm 222 N With curved tip5630 000 409 1000
Black 4.8 mm 157 mm 1.5-38 mm 222 N With curved tip5630 000 406 1000
Black 4.8 mm 188 mm 1.5-48 mm 222 N With curved tip5630 000 413 100
Black 4.8 mm 188 mm 1.5-48 mm 222 N With curved tip5630 000 428 1000
Black 4.8 mm 249 mm 1.5-64 mm 222 N With curved tip5630 000 410 1000
Black 4.8 mm 292 mm 1.5-76 mm 222 N With curved tip5630 000 416 100
Black 4.8 mm 292 mm 1.5-76 mm 222 N With curved tip5630 000 417 1000
Black 4.8 mm 368 mm 1.5-102 mm 222 N With curved tip5630 000 419 100
Black 4.8 mm 368 mm 1.5-102 mm 222 N With curved tip5630 000 430 1000
Black 4.8 mm 445 mm 1.5-127 mm 222 N With curved tip5630 000 421 1000
Black 7.6 mm 206 mm 4.8-51 mm 778 N With straight tip5630 000 426 250
Black 7.6 mm 290 mm 4.8-76 mm 534 N With straight tip5630 000 414 250
Black 7.6 mm 368 mm 4.8-102 mm 534 N With straight tip5630 000 429 250
Black 7.6 mm 627 mm 4.8-178 mm 534 N With straight tip5630 000 423 100
Black 7.6 mm 775 mm 4.8-229 mm 534 N With straight tip5630 000 425 100
Black 8.9 mm 450 mm 4.8-127 mm 778 N With straight tip5630 000 420 100
Black 8.9 mm 530 mm 4.8-152 mm 778 N With straight tip5630 000 422 100
Black 8.9 mm 779 mm 4.8-229 mm 778 N With straight tip5630 000 424 100
Natural 4.8 mm 188 mm 1.5-48 mm 222 N With curved tip5630 000 400 1000

Cable ties with plastic latch, heat-stabilised – industrial quality

Material PA - Polyamide
Min./max. temperature resistance -60 to 115 °C
Silicone-free Yes

Details/Application

• 	Vehicle manufacturing
• 	Plant construction
• 	and much more
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For continuous operating temperature up to +115°C and strong 
sunlight

• 	Heat-stabilised cable ties for continuous use at +115°C
• 	UV-resistant and weather-resistant
• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly
• 	Long service life
• 	Resistant to oils, greases, automotive fuels and many organic substances

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.5 mm 99 mm 1.5-22 mm 80 N With curved tip 5630 000 432 1000
3.6 mm 142 mm 1.5-35 mm 178 N With curved tip 5630 000 431 1000
3.6 mm 203 mm 1.5-51 mm 178 N With curved tip 5630 000 435 1000
4.8 mm 122 mm 1.5-25 mm 222 N With curved tip 5630 000 433 1000
4.8 mm 188 mm 1.5-48 mm 222 N With curved tip 5630 000 436 1000
4.8 mm 368 mm 1.5-102 mm 222 N With curved tip 5630 000 438 1000
7.6 mm 213 mm 4.8-51 mm 534 N With straight tip 5630 000 434 250
7.6 mm 368 mm 4.8-102 mm 534 N With straight tip 5630 000 437 250

Cable ties with plastic latch, heat-stabilised and weather-resistant – industrial 
quality

Material PA - Polyamide
Colour Black
Min./max. temperature resistance -60 to 115 °C
Silicone-free Yes

Details/Application

• 	Solar and photovoltaics
• 	Vehicle manufacturing
• 	Roof constructions
• 	and much more

Proof of performance

UL approval
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special cable tie with fastening tab

• 	Higher resistance against ultraviolet radiation – for indoor and outdoor appli-
cations

• 	Usually used for heavy-duty applications
• 	Can be used with CLIP 0502992014
• 	UV and weather-resistant

Length (L) Min./max. bundle diameter (Ø) Art. No. P. Qty. 
229 mm 12.7-51 mm 0502 992 001 100
511 mm 12.7-127 mm 0502 992 002 100
564 mm 12.7-152 mm 0502 992 003 100
719 mm 63.5-203 mm 0502 992 004 100
869 mm 63.5-254 mm 0502 992 005 100
1019 mm 63.5-305 mm 0502 992 006 100

Cable tie with fastening tab

Width 12.7 mm
Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
Max. tensile force 1112 N
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Cable connector for lashing – weather-resistant polyamide 6.6

• 	Weather-resistant material is resistant to ultraviolet radiation – suitable for 
indoor and outdoor applications

• 	Tab enables easy release and re-use if changes are to be expected during 
development, manufacturing or on-site service

• 	Usually used for heavy-duty applications
• 	Can be used with CLIP 0502992014
• 	UV- and weather-resistant

Length (L)
Min./max. bundle diameter 
(Ø)

Min./max. temperature resis-
tance

Art. No. P. Qty. 

229 mm 12.7-51 mm -40 to 85 °C 0502 992 007 100
511 mm 12.7-127 mm -40 to 85 °C 0502 992 008 100
511 mm 12.7-127 mm -40 to 115 °C 0502 992 013 100
564 mm 12.7-152 mm -40 to 85 °C 0502 992 009 100
719 mm 63.5-203 mm -40 to 85 °C 0502 992 010 100
869 mm 63.5-254 mm -40 to 85 °C 0502 992 011 100
1019 mm 63.5-305 mm -40 to 85 °C 0502 992 012 100

Cable tie with fastening tab, re-openable

Width 12.7 mm
Material PA - Polyamide
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
Max. tensile force 1112 N

Details/Application

Notice

Article 0502992013 also heat-stabilised to +115°C
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Fastening clip for lashing – weather-resistant polyamide 6.6

• 	Higher resistance to ultraviolet radiation – for indoor and outdoor applications
• 	Converts cable ties for lashing in grippers
• 	Snaps effortlessly into place and provides secure hold
• 	For use with cable ties for lashing
• 	UV-resistant and weather-resistant

Screw base with detent for cable ties with tab

Width (a) 17 mm
Diameter of hole (c) 6.6 mm
Length (d) 35.1 mm
Height (h) 3.2 mm
Material PA - Polyamide
Halogen-free Yes
Silicone-free Yes
Colour Black

Details/Application

Proof of performance

UR approval E56854

Art. No. 0502 992 014
P. Qty.: 100
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Extra-heavy wide cable ties

• 	Easy-to-install mounting option for hoses, pipes, cables and wiring harnesses
• 	�+�L�J�K���W�H�Q�V�L�O�H���V�W�U�H�Q�J�W�K���R�I���������������1�����R�I�I�H�U�V���D���V�H�F�X�U�H���K�R�O�G
• 	Flexible cable connector allow easier feed-in and installation
• 	The 12.7 mm width prevents lines and hoses from being crushed
• 	Polyamide 6.6 material is heat-stabilised (115°C), UV- and weather-resistant 

�D�V���Z�H�O�O���D�V���L�P�S�D�F�W���P�R�G�L�À�H�G
• 	Suitable for demanding applications such as in trucks and heavy equipment

Length (L) Min./max. bundle diameter (Ø) Art. No. P. Qty. 
231.1 mm 9.5-57.15 mm 0502 992 015 250
307.3 mm 9.5-82.55 mm 0502 992 016 250
383.5 mm 9.5-104.78 mm 0502 992 017 250

Durable, wide cable ties

Width 12.7 mm
Material PA - Polyamide
Min./max. temperature resistance -40 to 115 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
Max. tensile force �������������1
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Flexible cable tie

• 	Offers outstanding tensile strength
• 	Quicker and easier to install than conventional wide connectors
• 	Innovative design prevents tip from slipping 
• 	Flexible tape allows one-handed fastening
• 	Flexible closure requires little force, resulting in higher productivity and better 

health and safety
• 	Lower voltage setting required for tools
• 	Available in weather-resistant and heat-stabilised material
• 	Is ideal for demanding applications such as in trucks, buses and heavy equip-

ment

Min./max. temperature resistance Art. No. P. Qty. 
-40 to 85 °C 0502 992 018 250
-40 to 115 °C 0502 992 019 250

Durable, wide cable ties

Width 7.6 mm
Length (L) 368 mm
Min./max. bundle diameter (Ø) 4.8-104.5 mm
Material PA - Polyamide
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
Max. tensile force 534 N
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Angle clamp – weather-resistant nylon 6.6

• 	Weather-resistant material is more resistant to ultraviolet radiation – suitable 
for indoor and outdoor applications

• 	For attaching a cable bundle on a different surface, e.g. control panel, wall 
or ceiling

• 	The design enables bundling to take place either before or after tightening 
the clamp cable connector

• 	One-piece design for consistent performance and reliability
• 	The rounded tip is easy to grip on surfaces and allows for faster initial inser-

tion for reduced installation time
• 	UV-resistant and weather-resistant

Width Length (L)
Drill hole 
diameter

Min./max. 
temperature 
resistance

Max. tensile force Art. No. P. Qty. 

2.5 mm 109 mm 3.1 mm -40 to 85 °C 80 N 0502 992 020 1000
2.5 mm 109 mm 3.1 mm -40 to 115 °C 80 N 0502 992 028 1000
3.4 mm 155 mm 4.4 mm -40 to 85 °C 178 N 0502 992 021 1000
3.4 mm 155 mm 4.4 mm -40 to 115 °C 178 N 0502 992 029 1000
4.8 mm 201 mm 3.8 mm -40 to 85 °C 222 N 0502 992 022 1000
4.8 mm 201 mm 5.1 mm -40 to 85 °C 222 N 0502 992 023 1000
4.8 mm 201 mm 5.1 mm -40 to 115 °C 222 N 0502 992 030 1000
4.8 mm 305 mm 5.1 mm -40 to 85 °C 222 N 0502 992 024 1000
4.8 mm 381 mm 5.1 mm -40 to 85 °C 222 N 0502 992 025 1000
4.8 mm 381 mm 5.1 mm -40 to 115 °C 222 N 0502 992 031 1000
7.6 mm 229 mm 6.6 mm -40 to 85 °C 534 N 0502 992 026 250
7.6 mm 229 mm 6.6 mm -40 to 115 °C 534 N 0502 992 032 250
7.6 mm 384 mm 6.6 mm -40 to 85 °C 534 N 0502 992 027 250
7.6 mm 384 mm 6.6 mm -40 to 115 °C 534 N 0502 992 033 250

Cable tie with mounting eyelet

Material PA - Polyamide
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Double-clamp cable ties

• 	Easy-to-install single-piece design
• 	Cost-effective way to secure parallel hoses, lines or cables
• 	�$���K�L�J�K���W�H�Q�V�L�O�H���V�W�U�H�Q�J�W�K���R�I���������������1��
• 	�2�I�I�H�U�V���D���À�U�P���K�R�O�G���H�Y�H�Q���D�W���K�L�J�K���O�R�D�G
• 	�,�V���L�G�H�D�O���I�R�U���G�H�P�D�Q�G�L�Q�J���D�S�S�O�L�F�D�W�L�R�Q�V�����V�X�F�K���D�V���L�Q���W�U�X�F�N�V���D�Q�G���K�H�D�Y�\���H�T�X�L�S�P�H�Q�W
• 	UV-resistant and weather-resistant

Length (L) Art. No. P. Qty. 
�������������P�P 0502 992 034 100
���������P�P 0502 992 035 100

Durable double-clamp cable ties

Width �����������P�P
�'�U�L�O�O���K�R�O�H���G�L�D�P�H�W�H�U���������P�P
Material �3�$�������3�R�O�\�D�P�L�G�H
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H-40 to 115 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour �%�O�D�F�N
�0�D�[�����W�H�Q�V�L�O�H���I�R�U�F�H�������������1
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Double-loop cable ties

• 	Guiding hoses and wiring harnesses in the engine compartment
• 	Areas in which bundles must be mounted parallel to each other or to other 

elements
• 	Multiple loops possible
• 	Prevents damage by distributing the clamping forces
• 	High tensile strength for securely attaching bundles
• 	Simple manual installation – use of tools for easy clamping and cutting
• 	UV-resistant and weather-resistant

Durable double-loop cable ties

Width 7.6 mm
Length (L) 373 mm
Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
Max. tensile force 534 N

Details/Application

�$�U�H���\�R�X���O�R�R�N�L�Q�J���I�R�U���D�Q���H�D�V�L�H�U���D�O�W�H�U�Q�D�W�L�Y�H���W�R���S�D�G�G�H�G���E�X�W�W�H�U�Á�\���F�O�D�P�S�V���I�R�U���D�W�W�D�F�K�L�Q�J���K�R�V�H�V���D�Q�G���F�D�E�O�H���K�D�U�Q�H�V�V�H�V�"��
Then multi-loop cable ties are the perfect solution.

Art. No. 0502 992 036
P. Qty.: 250
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Cable ties with metal latch

• 	The head is characterised by a unique, patented round design and smooth edges
• 	The stainless steel locking pin offers consistent performance
• 	�5�H�O�L�D�E�L�O�L�W�\���D�Q�G���L�Q�À�Q�L�W�H���D�G�M�X�V�W�P�H�Q�W���D�F�U�R�V�V���W�K�H���H�Q�W�L�U�H���E�X�Q�G�O�H���U�D�Q�J�H
• 	High strength and low tightening effort
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���F�D�Q���E�H���S�U�R�F�H�V�V�H�G��

more quickly
• 	Metal latch closure made from anti-magnetic stainless steel
• 	No sharp edges
• 	Extremely high retention forces
• 	Natural: For indoor use
• 	Black: UV-resistant and weather-resistant

Width Length

Min./max. 
bundle 
diameter 
(Bündel-Ø 
min./max.)

Max. tensile 
force

Colour Version Art. No. P. Qty. 

2.4 mm 102 mm 1.5-23 mm 80 N Black With curved tip 5630 000 338 100
2.4 mm 102 mm 1.5-23 mm 80 N Black With curved tip 5630 000 339 1000
2.4 mm 102 mm 1.5-23 mm 80 N Natural With curved tip 5630 000 300 100
2.4 mm 102 mm 1.5-23 mm 80 N Natural With curved tip 5630 000 301 1000
2.4 mm 160 mm 1.5-38 mm 80 N Black With curved tip 5630 000 340 100
2.4 mm 160 mm 1.5-38 mm 80 N Black With curved tip 5630 000 341 1000
2.4 mm 160 mm 1.5-38 mm 80 N Natural With curved tip 5630 000 302 100
2.4 mm 160 mm 1.5-38 mm 80 N Natural With curved tip 5630 000 303 1000
2.4 mm 201 mm 1.5-51 mm 80 N Black With curved tip 5630 000 342 100
2.4 mm 201 mm 1.5-51 mm 80 N Black With curved tip 5630 000 343 1000
2.4 mm 201 mm 1.5-51 mm 80 N Natural With curved tip 5630 000 304 100
2.4 mm 201 mm 1.5-51 mm 80 N Natural With curved tip 5630 000 305 1000
2.4 mm 361 mm 1.5-102 mm 80 N Black With curved tip 5630 000 344 100
2.4 mm 361 mm 1.5-102 mm 80 N Black With curved tip 5630 000 345 1000
2.4 mm 361 mm 1.5-102 mm 80 N Natural With curved tip 5630 000 306 100
2.4 mm 361 mm 1.5-102 mm 80 N Natural With curved tip 5630 000 307 1000
3.6 mm 155 mm 0.8-38 mm 178 N Black With curved tip 5630 000 346 100
3.6 mm 155 mm 0.8-38 mm 178 N Black With curved tip 5630 000 347 1000
3.6 mm 155 mm 0.8-38 mm 178 N Natural With curved tip5630 000 308 100
3.6 mm 155 mm 0.8-38 mm 178 N Natural With curved tip5630 000 309 1000
3.6 mm 203 mm 0.8-51 mm 178 N Black With curved tip 5630 000 348 100
3.6 mm 203 mm 0.8-51 mm 178 N Black With curved tip 5630 000 349 1000
3.6 mm 203 mm 0.8-51 mm 178 N Natural With curved tip5630 000 310 100
3.6 mm 203 mm 0.8-51 mm 178 N Natural With curved tip5630 000 311 1000
3.6 mm 287 mm 0.8-76 mm 178 N Black With curved tip 5630 000 350 100
3.6 mm 287 mm 0.8-76 mm 178 N Black With curved tip 5630 000 351 1000

Cable ties with metal latch closure – industrial quality

Min./max. temperature resistance -40 to 85 °C
Material PA - Polyamide
Silicone-free Yes
Halogen-free Yes

Details/Application

• 	Switch cabinet construction
• 	Installation
• 	Vehicle manufacturing
• 	Vehicle workshops
• 	Maintenance workshops
• 	Elevator construction
• 	and much more

Proof of performance

UL approval
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Width Length

Min./max. 
bundle 
diameter 
(Bündel-Ø 
min./max.)

Max. tensile 
force

Colour Version Art. No. P. Qty. 

3.6 mm 287 mm 0.8-76 mm 178 N Natural With curved tip5630 000 312 100
3.6 mm 287 mm 0.8-76 mm 178 N Natural With curved tip5630 000 313 1000
3.6 mm 363 mm 0.8-102 mm 178 N Black With curved tip 5630 000 352 100
3.6 mm 363 mm 0.8-102 mm 178 N Black With curved tip 5630 000 353 1000
3.6 mm 363 mm 0.8-102 mm 178 N Natural With curved tip5630 000 314 100
3.6 mm 363 mm 0.8-102 mm 178 N Natural With curved tip5630 000 315 1000
4.7 mm 203 mm 1.5-51 mm 222 N Black With curved tip 5630 000 354 100
4.7 mm 203 mm 1.5-51 mm 222 N Black With curved tip 5630 000 355 1000
4.7 mm 203 mm 1.5-51 mm 222 N Natural With curved tip5630 000 316 100
4.7 mm 203 mm 1.5-51 mm 222 N Natural With curved tip5630 000 317 1000
4.7 mm 305 mm 1.5-76 mm 222 N Black With curved tip 5630 000 356 100
4.7 mm 305 mm 1.5-76 mm 222 N Black With curved tip 5630 000 357 1000
4.7 mm 305 mm 1.5-76 mm 222 N Natural With curved tip5630 000 318 100
4.7 mm 305 mm 1.5-76 mm 222 N Natural With curved tip5630 000 319 1000
4.7 mm 384 mm 1.5-102 mm 222 N Black With curved tip 5630 000 358 100
4.7 mm 384 mm 1.5-102 mm 222 N Black With curved tip 5630 000 359 1000
4.7 mm 384 mm 1.5-102 mm 222 N Natural With curved tip5630 000 320 100
4.7 mm 384 mm 1.5-102 mm 222 N Natural With curved tip5630 000 321 1000
7 mm 221 mm 4.8-51 mm 534 N Black With straight tip 5630 000 360 50
7 mm 221 mm 4.8-51 mm 534 N Black With straight tip 5630 000 361 250
7 mm 221 mm 4.8-51 mm 534 N Natural With straight tip5630 000 322 50
7 mm 221 mm 4.8-51 mm 534 N Natural With straight tip5630 000 323 250
7 mm 300 mm 4.8-76 mm 534 N Black With straight tip 5630 000 362 50
7 mm 300 mm 4.8-76 mm 534 N Black With straight tip 5630 000 363 250
7 mm 300 mm 4.8-76 mm 534 N Natural With straight tip5630 000 324 50
7 mm 300 mm 4.8-76 mm 534 N Natural With straight tip5630 000 325 250
7 mm 378 mm 4.8-102 mm 534 N Black With straight tip 5630 000 364 50
7 mm 378 mm 4.8-102 mm 534 N Black With straight tip 5630 000 365 250
7 mm 378 mm 4.8-102 mm 534 N Natural With straight tip5630 000 326 50
7 mm 378 mm 4.8-102 mm 534 N Natural With straight tip5630 000 327 250
7 mm 460 mm 4.8-127 mm 534 N Black With straight tip 5630 000 366 50
7 mm 460 mm 4.8-127 mm 534 N Black With straight tip 5630 000 367 100
7 mm 460 mm 4.8-127 mm 534 N Natural With straight tip5630 000 328 50
7 mm 460 mm 4.8-127 mm 534 N Natural With straight tip5630 000 329 100
7 mm 538 mm 4.8-152 mm 534 N Black With straight tip 5630 000 368 50
7 mm 538 mm 4.8-152 mm 534 N Black With straight tip 5630 000 369 100
7 mm 538 mm 4.8-152 mm 534 N Natural With straight tip5630 000 330 50
7 mm 538 mm 4.8-152 mm 534 N Natural With straight tip5630 000 331 100
7 mm 620 mm 4.8-178 mm 534 N Black With straight tip 5630 000 370 50
7 mm 620 mm 4.8-178 mm 534 N Black With straight tip 5630 000 371 100
7 mm 620 mm 4.8-178 mm 534 N Natural With straight tip5630 000 332 50
7 mm 620 mm 4.8-178 mm 534 N Natural With straight tip5630 000 333 100
7 mm 699 mm 4.8-203 mm 534 N Black With straight tip 5630 000 372 50
7 mm 699 mm 4.8-203 mm 534 N Black With straight tip 5630 000 373 100
7 mm 699 mm 4.8-203 mm 534 N Natural With straight tip5630 000 334 50
7 mm 699 mm 4.8-203 mm 534 N Natural With straight tip5630 000 335 100
7 mm 780 mm 4.8-229 mm 534 N Black With straight tip 5630 000 374 50
7 mm 780 mm 4.8-229 mm 534 N Black With straight tip 5630 000 375 100
7 mm 780 mm 4.8-229 mm 534 N Natural With straight tip 5630 000 336 50
7 mm 780 mm 4.8-229 mm 534 N Natural With straight tip5630 000 337 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Proof of performance

UL approval
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Triple-loop cable ties

• 	Guiding hoses and wiring harnesses in the engine compartment
• 	Areas in which bundles must be mounted parallel to each other or to other 

elements
• 	Multiple loops possible
• 	Prevents damage by distributing the clamping forces
• 	High tensile strength for securely attaching bundles
• 	Simple manual installation – use of tools for easy clamping and cutting
• 	UV-resistant and weather-resistant

Extra-wide, triple-loop cable ties

Width 12.7 mm
Length (L) 508 mm
Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
Max. tensile force 556 N

Details/Application

�$�U�H���\�R�X���O�R�R�N�L�Q�J���I�R�U���D�Q���H�D�V�L�H�U���D�O�W�H�U�Q�D�W�L�Y�H���W�R���S�D�G�G�H�G���E�X�W�W�H�U�Á�\���F�O�D�P�S�V���I�R�U���D�W�W�D�F�K�L�Q�J���K�R�V�H�V���D�Q�G���F�D�E�O�H���K�D�U�Q�H�V�V�H�V�"���7�K�H�Q���P�X�O�W�L��
loop cable ties are the perfect solution.

Art. No. 0502 992 037
P. Qty.: 100
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For continuous operating temperature up to +115°C

• 	Heat-stabilised cable ties for continuous use at +115°C
• 	Useful wherever changes are to be expected during development, production 

or maintenance

Re-openable cable tie with plastic latch, heat-stabilised – industrial quality

Version With curved tip, Reusable
Width 4.8 mm
Length (L) 160 mm
Min./max. bundle diameter (Ø) 1.5-38 mm
Material PA - Polyamide
Min./max. temperature resistance -60 to 115 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
Max. tensile force 222 N

Art. No. 5630 000 445
P. Qty.: 1000
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For continuous operating temperature up to +115°C

• 	Design enables bundling before and after screwing down
• 	Heat-stabilised cable ties for continuous use at +115°C

Version Width Length (L)
Min./max. 
bundle 
diameter (Ø)

Drill hole 
diameter

Max. tensile 
force

Art. No. P. Qty. 

With curved tip 2.5 mm 110 mm 1.5-20 mm 3.1 mm 80 N 5630 000 440 1000
With curved tip 3.4 mm 156 mm 1.5-32 mm 4.4 mm 178 N 5630 000 439 1000
With curved tip 4.8 mm 201 mm 1.5-47 mm 5.1 mm 222 N 5630 000 442 1000
With curved tip 4.8 mm 381 mm 1.5-102 mm 5.1 mm 80 N 5630 000 444 1000
With straight tip 7.6 mm 228 mm 4.8-51 mm 6.6 mm 534 N 5630 000 441 250
With straight tip 7.6 mm 384 mm 4.8-102 mm 6.6 mm 534 N 5630 000 443 250

Eye cable tie with plastic latch, heat-stabilised – industrial quality

Material PA - Polyamide
Min./max. temperature resistance -60 to 115 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special cable ties up to +170°C made of E/TFE blue

• 	High level of resistance to: UV radiation; chemical substances; radioactive 
radiation; high and low temperatures

• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly
• 	Long service life
• 	Not hygroscopic

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.5 mm 102 mm 3.3-22 mm 80 N With curved tip 5630 000 472 100
2.5 mm 102 mm 3.3-22 mm 80 N With curved tip 5630 000 480 1000
3.4 mm 203 mm 3.3-51 mm 178 N With curved tip 5630 000 446 100
3.4 mm 203 mm 3.3-51 mm 178 N With curved tip 5630 000 447 1000
4.8 mm 188 mm 3.3-48 mm 222 N With curved tip 5630 000 448 100
4.8 mm 188 mm 3.3-48 mm 222 N With curved tip 5630 000 449 1000
4.8 mm 295 mm 3.3-76 mm 222 N With curved tip 5630 000 452 100
4.8 mm 295 mm 3.3-76 mm 222 N With curved tip 5630 000 453 1000
4.8 mm 371 mm 3.3-102 mm 222 N With curved tip 5630 000 456 100
4.8 mm 371 mm 3.3-102 mm 222 N With curved tip 5630 000 457 1000
7.6 mm 292 mm 6.4-76 mm 534 N With straight tip 5630 000 450 50
7.6 mm 292 mm 6.4-76 mm 534 N With straight tip 5630 000 451 250
7.6 mm 371 mm 6.4-102 mm 534 N With straight tip 5630 000 454 50
7.6 mm 371 mm 6.4-102 mm 534 N With straight tip 5630 000 455 250

Cable ties Tefzel® – industrial quality

Material ETFE
Colour Blue
Min./max. temperature resistance -60 to 170 °C
Silicone-free Yes

Details/Application

• 	�5�H�À�Q�H�U�L�H�V
• 	Nuclear power plant
• 	Aviation
• 	Mechanical engineering
• 	Food industry
• 	and much more

Proof of performance

CSA and UR approval
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special cable ties up to +260°C made of polyether ether ketones

• 	Ideal for harsh environments where a high resistance to chemical or radiation 
exposure is necessary

• 	Colour: Transparent brown/amber
• 	Excellent heat resistance up to +260°C
• 	High strength over a wide temperature range
• 	Fire class UL94V-0 with low smoke and toxicity development
• 	Halogen-free
• 	�3�(�(�.���P�D�W�H�U�L�D�O���F�R�U�U�H�V�S�R�Q�G�V���W�R���P�L�O�L�W�D�U�\���V�S�H�F�L�À�F�D�W�L�R�Q���0�,�/���3������������
• 	One-piece construction for consistent performance and reliability

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.5 mm ���������P�P ���������������P�P ���������1 With curved tip 5630 000 755 ������
2.5 mm ���������P�P ���������������P�P ���������1 With curved tip 5630 000 754 ������
���������P�P ���������P�P ���������������P�P ���������1 With straight tip 5630 000 756 ������
���������P�P ���������P�P ���������������P�P ���������1 With straight tip 5630 000 757 ������

Cable ties PEEK – industrial quality

�0�D�W�H�U�L�D�O PEEK - Polyether ether ketone
Colour Amber
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H-60 to 260 °C
Silicone-free Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special detectable cable ties made of PA6.6 – blue

• 	�0�H�W�D�O���L�P�S�U�H�J�Q�D�W�H�G���P�D�W�H�U�L�D�O���D�O�O�R�Z�V���L�G�H�Q�W�L�À�F�D�W�L�R�Q���Z�L�W�K���P�H�W�D�O���G�H�W�H�F�W�R�U�V���R�U���[���U�D�\��
�L�Q�V�S�H�F�W�L�R�Q���H�T�X�L�S�P�H�Q�W

• 	�' �L�V�W�L�Q�F�W�L�Y�H���E�O�X�H���F�R�O�R�X�U���P�D�N�H�V���L�W���H�D�V�\���W�R���À�Q�G��
• 	�+�H�O�S�V���W�R���W�H�V�W���I�R�R�G�����G�U�L�Q�N�V���D�Q�G���R�W�K�H�U���I�R�R�G�V�W�X�I�I�V
• 	�3�K�D�U�P�D�F�H�X�W�L�F�D�O���V�D�I�H�W�\���V�W�D�Q�G�D�U�G�V�����L�Q���R�U�G�H�U���W�R���S�U�H�Y�H�Q�W���F�R�Q�W�D�P�L�Q�D�W�L�R�Q���D�Q�G��

�S�R�W�H�Q�W�L�D�O���U�H�F�D�O�O�V
• 	�2�Q�H���S�L�H�F�H���F�R�Q�V�W�U�X�F�W�L�R�Q���I�R�U���F�R�Q�V�L�V�W�H�Q�W���S�H�U�I�R�U�P�D�Q�F�H���D�Q�G���U�H�O�L�D�E�L�O�L�W�\
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���F�D�Q���E�H��

�S�U�R�F�H�V�V�H�G���P�R�U�H���T�X�L�F�N�O�\

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.5 mm 100 mm ���������������P�P 80 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 707 100
3.4 mm 203 mm ���������������P�P 178 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 708 100
4.8 mm 186 mm ���������������P�P 222 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 709 100
4.8 mm 291 mm ���������������P�P 222 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 711 100
4.8 mm 366 mm �����������������P�P 222 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 713 100
7.6 mm 282 mm ���������������P�P 534 N �:�L�W�K���V�W�U�D�L�J�K�W���W�L�S5630 000 710 50
7.6 mm 366 mm �����������������P�P 534 N �:�L�W�K���V�W�U�D�L�J�K�W���W�L�S5630 000 712 50

Cable ties with plastic latch, detectable – industrial quality

Material �3�$�������3�R�O�\�D�P�L�G�H
�&�R�O�R�X�U �%�O�X�H
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H ���������W�R���������ƒ�&
�6�L�O�L�F�R�Q�H���I�U�H�H Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special detectable cable ties made of PP – blue

• 	�0�H�W�D�O���L�P�S�U�H�J�Q�D�W�H�G���P�D�W�H�U�L�D�O���D�O�O�R�Z�V���L�G�H�Q�W�L�À�F�D�W�L�R�Q���Z�L�W�K���P�H�W�D�O���G�H�W�H�F�W�R�U�V���R�U���[���U�D�\��
�L�Q�V�S�H�F�W�L�R�Q���H�T�X�L�S�P�H�Q�W

• 	�' �L�V�W�L�Q�F�W�L�Y�H���E�O�X�H���F�R�O�R�X�U���P�D�N�H�V���L�W���H�D�V�\���W�R���À�Q�G
• 	�3�R�O�\�S�U�R�S�\�O�H�Q�H���Á�R�D�W�V���W�R���W�K�H���W�R�S���R�I���P�R�V�W���O�L�T�X�L�G�V�����P�D�N�L�Q�J���L�W���H�D�V�\���W�R���U�H�P�R�Y�H��
• 	�+�H�O�S�V���W�R���W�H�V�W���I�R�R�G�����G�U�L�Q�N�V���D�Q�G���R�W�K�H�U���I�R�R�G�V�W�X�I�I�V
• 	�3�K�D�U�P�D�F�H�X�W�L�F�D�O���V�D�I�H�W�\���V�W�D�Q�G�D�U�G�V�����L�Q���R�U�G�H�U���W�R���S�U�H�Y�H�Q�W���F�R�Q�W�D�P�L�Q�D�W�L�R�Q���D�Q�G��

�S�R�W�H�Q�W�L�D�O���U�H�F�D�O�O�V
• 	�3�R�O�\�S�U�R�S�\�O�H�Q�H���R�I�I�H�U�V���H�[�F�H�O�O�H�Q�W���F�K�H�P�L�F�D�O���U�H�V�L�V�W�D�Q�F�H���W�R���D�J�J�U�H�V�V�L�Y�H���D�F�L�G�V���D�Q�G��

�D�O�N�D�O�L�Q�H���F�K�H�P�L�F�D�O�V
• 	�2�Q�H���S�L�H�F�H���F�R�Q�V�W�U�X�F�W�L�R�Q���I�R�U���F�R�Q�V�L�V�W�H�Q�W���S�H�U�I�R�U�P�D�Q�F�H���D�Q�G���U�H�O�L�D�E�L�O�L�W�\
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���F�D�Q���E�H��

�S�U�R�F�H�V�V�H�G���P�R�U�H���T�X�L�F�N�O�\

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.5 mm 100 mm ���������������P�P 67 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 700 100
3.4 mm 203 mm ���������������P�P 80 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 701 100
4.8 mm 186 mm ���������������P�P 133 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 702 100
4.8 mm 291 mm ���������������P�P 133 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 704 100
4.8 mm 366 mm �����������������P�P 133 N �:�L�W�K���F�X�U�Y�H�G���W�L�S5630 000 706 100
7.6 mm 282 mm ���������������P�P 267 N �:�L�W�K���V�W�U�D�L�J�K�W���W�L�S5630 000 703 50
7.6 mm 366 mm �����������������P�P 267 N �:�L�W�K���V�W�U�D�L�J�K�W���W�L�S5630 000 705 50

Cable ties with plastic latch, detectable – industrial quality

Material �3�3�������3�R�O�\�S�U�R�S�\�O�H�Q�H
�&�R�O�R�X�U �%�O�X�H
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H ���������W�R�����������ƒ�&
�6�L�O�L�F�R�Q�H���I�U�H�H Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special cable ties, flame-retardant UL94V-0

• 	Flame retardant according to UL94V-0
• 	For indoor use
• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.5 mm 102 mm 3.3-22 mm 80 N With curved tip 5630 000 722 1000
2.5 mm 203 mm 3.3-51 mm 80 N With curved tip 5630 000 724 1000
3.6 mm 142 mm 3.3-35 mm 178 N With curved tip 5630 000 721 1000
3.6 mm 203 mm 3.3-51 mm 178 N With curved tip 5630 000 723 1000
4.8 mm 142 mm 3.3-102 mm 222 N With curved tip 5630 000 727 1000
4.8 mm 188 mm 3.3-48 mm 222 N With curved tip 5630 000 725 1000
7.6 mm 371 mm 6.4-102 mm 534 N With straight tip 5630 000 726 250

�&�D�E�O�H���W�L�H�V���Z�L�W�K���S�O�D�V�W�L�F���O�D�W�F�K�����Á�D�P�H���U�H�W�D�U�G�D�Q�W���²���L�Q�G�X�V�W�U�L�D�O���T�X�D�O�L�W�\

Material PA - Polyamide
Colour White
Min./max. temperature resistance -60 to 100 °C
Silicone-free Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special acid-resistant cable ties

• 	For high resistance to acids when no large tensile forces are needed, espe-
cially with the use of hydrochloric acids, salts and bases.

• 	For indoor use
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly
• 	Green ID colour

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.5 mm 99 mm 3.3-22 mm 49 N With curved tip 5630 000 729 1000
3.6 mm 142 mm 3.3-35 mm 80 N With curved tip 5630 000 728 1000
4.8 mm 188 mm 3.3-48 mm 133 N With curved tip 5630 000 731 1000
4.8 mm 292 mm 3.3-76 mm 133 N With curved tip 5630 000 733 1000
7.6 mm 206 mm 6.4-51 mm 222 N With straight tip 5630 000 730 250
7.6 mm 290 mm 6.4-76 mm 222 N With straight tip 5630 000 732 250
7.6 mm 368 mm 6.4-102 mm 222 N With straight tip 5630 000 734 250

Polypropylene cable ties– industrial quality

Material PP - Polypropylene
Colour Green
Min./max. temperature resistance -60 to 115 °C
Silicone-free Yes

Notice

If processed with a crimping tool, it is necessary to reduce the tensile force.



75

03

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For continuous operating temperature up to +115°C

• 	Heat-stabilised cable ties for continuous use at +115°C
• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly
• 	Long service life
• 	Resistant to oils, greases, automotive fuels and many organic substances
• 	Natural: For indoor use
• 	Black: UV and weather-resistant

Width Length

Min./max. 
bundle 
diameter 
(Bündel-Ø 
min./max.)

Max. tensile 
force

Colour Version Art. No. P. Qty. 

2.4 mm 102 mm 1.5-23 mm 80 N Black With curved tip 5630 000 465 100
2.4 mm 102 mm 1.5-23 mm 80 N Black With curved tip 5630 000 469 1000
2.4 mm 102 mm 1.5-23 mm 80 N Natural With curved tip 5630 000 459 1000
2.4 mm 160 mm 1.5-38 mm 80 N Black With curved tip 5630 000 464 1000
2.4 mm 201 mm 1.5-51 mm 80 N Black With curved tip 5630 000 466 1000
3.6 mm 155 mm 1.5-38 mm 178 N Black With curved tip 5630 000 468 1000
3.6 mm 155 mm 1.5-38 mm 178 N Natural With curved tip5630 000 458 1000
3.6 mm 203 mm 1.5-51 mm 178 N Black With curved tip 5630 000 470 1000
3.6 mm 287 mm 1.5-76 mm 178 N Black With curved tip 5630 000 467 1000
4.7 mm 203 mm 1.5-51 mm 222 N Black With curved tip 5630 000 471 1000
4.7 mm 203 mm 1.5-51 mm 222 N Natural With curved tip5630 000 460 1000
4.7 mm 305 mm 1.5-76 mm 222 N Black With curved tip 5630 000 473 1000
4.7 mm 305 mm 1.5-76 mm 222 N Natural With curved tip5630 000 461 1000
4.7 mm 384 mm 1.5-102 mm 222 N Black With curved tip 5630 000 475 1000
4.7 mm 384 mm 1.5-102 mm 222 N Natural With curved tip5630 000 463 1000
7 mm 378 mm 4.8-102 mm 534 N Black With straight tip 5630 000 474 250
7 mm 378 mm 4.8-102 mm 534 N Natural With straight tip5630 000 462 250

Cable ties with metal latch closure, heat-stabilised – industrial quality

Min./max. temperature resistance -60 to 115 °C
Material PA - Polyamide
Silicone-free Yes
Halogen-free Yes

Details/Application

• 	Vehicle manufacturing
• 	Plant construction
• 	and much more

Proof of performance

UL approval
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For continuous operating temperature up to +115°C and strong 
sunlight

• 	Heat-stabilised cable ties for continuous use at +115°C
• 	UV-resistant and weather-resistant
• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly
• 	Long service life
• 	Resistant to oils, greases, automotive fuels and many organic substances

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.4 mm 102 mm 1.5-23 mm 80 N With curved tip 5630 000 477 1000
3.6 mm 155 mm 1.5-38 mm 178 N With curved tip 5630 000 476 1000
3.6 mm 203 mm 1.5-51 mm 178 N With curved tip 5630 000 478 1000
4.7 mm 203 mm 1.5-51 mm 222 N With curved tip 5630 000 484 1000
4.7 mm 305 mm 1.5-76 mm 222 N With curved tip 5630 000 485 1000
4.7 mm 384 mm 1.5-102 mm 222 N With curved tip 5630 000 487 1000
7 mm 221 mm 4.8-51 mm 534 N With straight tip 5630 000 479 250
7 mm 378 mm 4.8-102 mm 534 N With straight tip 5630 000 486 250
7 mm 460 mm 4.8-127 mm 534 N With straight tip 5630 000 488 100
7 mm 538 mm 4.8-152 mm 534 N With straight tip 5630 000 489 100
7 mm 699 mm 4.8-203 mm 534 N With straight tip 5630 000 490 100
7 mm 780 mm 4.8-229 mm 534 N With straight tip 5630 000 491 100

Cable ties with metal latch closure, heat-stabilised and weather-resistant – 
industrial quality

Min./max. temperature resistance -60 to 115 °C
Material PA - Polyamide
Silicone-free Yes
Halogen-free Yes
Colour Black

Details/Application

• 	Solar and photovoltaics
• 	Vehicle manufacturing
• 	Roof constructions
• 	and much more

Proof of performance

UL approval
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Special cable ties, flame-retardant UL94V-0

• 	Flame retardant according to UL94V-0
• 	Halogen-free
• 	For indoor use
• 	One-piece construction for consistent performance and reliability
• 	Closing the cable ties requires the least force of any in the industry
• 	�7�K�H���F�X�U�Y�H�G���W�L�S���F�D�Q���E�H���S�L�F�N�H�G���X�S���H�D�V�L�O�\���I�U�R�P���Á�D�W���V�X�U�I�D�F�H�V���D�Q�G���W�K�U�H�D�G�H�G��

quickly

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Version Art. No. P. Qty. 

2.4 mm 102 mm 1.5-23 mm 80 N With curved tip 5630 000 715 1000
2.4 mm 160 mm 1.5-38 mm 80 N With curved tip 5630 000 714 1000
3.6 mm 203 mm 1.5-51 mm 178 N With curved tip 5630 000 716 1000
4.7 mm 203 mm 1.5-51 mm 222 N With curved tip 5630 000 717 1000
4.7 mm 305 mm 1.5-76 mm 222 N With curved tip 5630 000 718 1000
7 mm 378 mm 4.8-102 mm 534 N With straight tip 5630 000 719 250
7 mm 538 mm 4.8-152 mm 534 N With straight tip 5630 000 720 100

�&�D�E�O�H���W�L�H�V���Z�L�W�K���P�H�W�D�O���O�D�W�F�K�����Á�D�P�H���U�H�W�D�U�G�D�Q�W���²���L�Q�G�X�V�W�U�L�D�O���T�X�D�O�L�W�\

Min./max. temperature resistance -60 to 85 °C
Material PA - Polyamide
Silicone-free Yes
Halogen-free Yes
Colour White

Details/Application

• 	Public works
• 	Rail vehicle construction
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Can be used anywhere where plastics cannot be used, e.g. 
under high ambient temperatures or strong chemical influences

For quick, problem-free and reliable bundling of cables, cable 
harnesses and hoses etc.

Incredibly robust material (100% stainless steel)
• 	Non-rusting
• 	Heat-resistant
• 	UV resistant
• 	Resistant to various chemicals

No abrasion of the cable insulation 
Secure latch button without toothing 

Suitable for use at extreme temperatures and in aggressive 
environments
Highly resistant to corrosion and weathering

Width Length
Min./max. bundle 
diameter (Bündel-Ø 
min./max.)

Max. tensile force Art. No. P. Qty. 

4.6 mm 201 mm 12.7-51 mm 890 N 0820 6   52 100
4.6 mm 362 mm 12.7-102 mm 890 N 0820 6   103 50 /  100
7.9 mm 201 mm 12.7-51 mm 2000 N 0820 6   51 100
7.9 mm 362 mm 12.7-102 mm 2000 N 0820 6   102 100

Cable ties, stainless steel AISI 304 with ball lock

Thickness 0.25 mm
Material Stainless steel, AISI 304
Surface Plain
Min./max. temperature resistance -80 to 538 °C
RoHS-compliant Yes

Details/Application

• 	Shipping industry
• 	Mining
• 	Chemical-technical industry

• 	Electronics and building installation
• 	Vehicle construction
• 	Vehicle workshops
• 	Maintenance workshops
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

4-sided adhesive base PA6.6

• 	Quick and simple installation
• 	Four-sided adhesive base
• 	Four-sided adhesive base on a base layer for faster use
• 	High retention force
• 	For indoor use
• 	For fastening cable ties to e.g. Metal, paint, plastic, wood, plaster, paper, etc.
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant

Colour Type of adhesive Max. temperature conditions Art. No. P. Qty. 
Black Acrylate 82 °C 5630 000 620 1000
White Acrylate 82 °C 5630 000 618 100
White Acrylate 82 °C 5630 000 619 1000
White Synthetic natural rubber 49 °C 5630 000 500 100
White Synthetic natural rubber 49 °C 5630 000 501 50
White Synthetic natural rubber 49 °C 5630 000 502 1000

Adhesive base for cable ties 12.7x12.7 mm – industrial quality

Suitable for cable ties 2.5 mm
Length x width 12.7 x 12.7 mm
Material PA - Polyamide
Min. temperature conditions -29 °C

Notice

Surfaces must be free from dust and grease.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

4-sided adhesive base ABS

• 	Quick and simple installation
• 	Four-sided adhesive base
• 	Two-sided adhesive base on a base layer for faster use
• 	High retention force
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant
• 	For fastening cable ties to e.g. metal, paint, plastic, wood, plaster, paper, etc.

Colour Type of adhesive Max. temperature conditions Art. No. P. Qty. 
Black Acrylate 82 °C 5630 000 623 100
Black Acrylate 82 °C 5630 000 624 500
White Acrylate 82 °C 5630 000 621 100
White Acrylate 82 °C 5630 000 622 500
White Synthetic natural rubber 49 °C 5630 000 503 100
White Synthetic natural rubber 49 °C 5630 000 504 500
White Synthetic natural rubber 49 °C 5630 000 505 25

Adhesive base for cable ties, 19x19 mm – industrial quality

Suitable for cable ties 3.7 mm
Length x width 19.1 x 19.1 mm
Material ABS
Min. temperature conditions -29 °C

Notice

Surfaces must be free from dust and grease.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

4-sided adhesive base ABS

• 	Quick and simple installation
• 	Four-sided adhesive base
• 	Two-sided adhesive base on a base layer for faster use
• 	High retention force
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant
• 	For fastening cable ties to e.g. metal, paint, plastic, wood, plaster, paper, etc.
• 	Screw on with two M3 screws

Colour Type of adhesive Max. temperature conditions Art. No. P. Qty. 
Black Acrylate 82 °C 5630 000 628 100
Black Acrylate 82 °C 5630 000 629 500
Black Acrylate 82 °C 5630 000 630 10
Black Synthetic natural rubber 49 °C 5630 000 510 100
White Acrylate 82 °C 5630 000 625 100
White Acrylate 82 °C 5630 000 626 500
White Acrylate 82 °C 5630 000 627 50
White Synthetic natural rubber 49 °C 5630 000 506 100
White Synthetic natural rubber 49 °C 5630 000 507 500
White Synthetic natural rubber 49 °C 5630 000 508 25
White Synthetic natural rubber 49 °C 5630 000 509 10

Adhesive base for cable ties, screw-on 25.4x25.4 mm – industrial quality

Suitable for cable ties 4.8 mm
Length x width 25.4 x 25.4 mm
Material ABS
Min. temperature conditions -29 °C

Notice

Surfaces must be free from dust and grease.



82

03

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

4-sided adhesive base PA6.6

• 	Quick and simple installation
• 	Four-sided adhesive base
• 	Two-sided adhesive base on a base layer for faster use
• 	High retention force
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant
• 	For fastening cable ties to e.g. metal, paint, plastic, wood, plaster, paper, etc.
• 	Screw on with an M3 screw

Colour Type of adhesive Max. temperature conditions Art. No. P. Qty. 
Black Acrylate 82 °C 5630 000 633 100
Black Acrylate 82 °C 5630 000 634 500
White Acrylate 82 °C 5630 000 631 100
White Acrylate 82 °C 5630 000 632 500
White Synthetic natural rubber 49 °C 5630 000 511 100
White Synthetic natural rubber 49 °C 5630 000 512 500
White Synthetic natural rubber 49 °C 5630 000 513 25

Adhesive base for cable ties, screw-on 25.4x25.4 mm – industrial quality

Suitable for cable ties 4.8 mm
Length x width 25.4 x 25.4 mm
Material PA - Polyamide
Min. temperature conditions -29 °C

Notice

Surfaces must be free from dust and grease.
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Cable ties and accessories

4-sided adhesive base PA6.6

• 	Quick and simple installation
• 	Four-sided adhesive base
• 	Two-sided adhesive base on a base layer for faster use
• 	High retention force
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant
• 	For fastening cable ties to e.g. metal, paint, plastic, wood, plaster, paper, etc.
• 	Screw on with two M3 screws

Material Colour Type of adhesive
Min. temperature 
conditions

Max. tempera-
ture conditions

Art. No. P. Qty. 

ABS White
Synthetic natural 
rubber

-40 °C 110 °C 5630 000 744 100

PA - Polyamide Black Acrylate -29 °C 82 °C 5630 000 637 100
PA - Polyamide Black Acrylate -29 °C 82 °C 5630 000 638 500
PA - Polyamide Black Acrylate -29 °C 82 °C 5630 000 639 50
PA - Polyamide White Acrylate -29 °C 82 °C 5630 000 635 100
PA - Polyamide White Acrylate -29 °C 82 °C 5630 000 636 500

PA - Polyamide White
Synthetic natural 
rubber

-29 °C 49 °C 5630 000 514 100

Adhesive base for cable ties, screw-on 28.6x28.6 mm – industrial quality

Suitable for cable ties 4.8 mm
Length x width 28.6 x 28.6 mm

Notice

Surfaces must be free from dust and grease.
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Cable ties and accessories

4-sided adhesive base PA6.6

• 	Quick and simple installation
• 	Four-sided adhesive base
• 	Two-sided adhesive base on a base layer for faster use
• 	High retention force
• 	For indoor use
• 	For fastening cable ties to e.g. metal, paint, plastic, wood, plaster, paper, etc.
• 	Screw on with two M3 screws

Colour Type of adhesive Max. temperature conditions Art. No. P. Qty. 
Black Acrylate 82 °C 5630 000 642 50
Black Acrylate 82 °C 5630 000 643 200
White Acrylate 82 °C 5630 000 640 50
White Acrylate 82 °C 5630 000 641 200
White Synthetic natural rubber 49 °C 5630 000 517 50
White Synthetic natural rubber 49 °C 5630 000 518 200

Adhesive base for cable ties, screw-on 38.1x38.1 mm – industrial quality

Suitable for cable ties 9 mm
Length x width 38.1 x 38.1 mm
Material PA - Polyamide
Min. temperature conditions -29 °C

Notice

Surfaces must be free from dust and grease.
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Cable ties and accessories

4-sided adhesive base PA6.6

• 	Quick and simple installation
• 	Four-sided adhesive base
• 	Two-sided adhesive base on a base layer for faster use
• 	High retention force
• 	For indoor use
• 	For fastening cable ties to e.g. metal, paint, plastic, wood, plaster, paper, etc.
• 	Screw on with two M3 screws

Colour Type of adhesive Max. temperature conditions Art. No. P. Qty. 
Black Acrylate 82 °C 5630 000 646 200
White Acrylate 82 °C 5630 000 644 50
White Acrylate 82 °C 5630 000 645 200
White Synthetic natural rubber 49 °C 5630 000 519 50
White Synthetic natural rubber 49 °C 5630 000 520 200

Adhesive base for cable ties, screw-on 50.8x50.8 mm – industrial quality

Suitable for cable ties 9 mm
Length x width 50.8 x 50.8 mm
Material PA - Polyamide
Min. temperature conditions -29 °C

Notice

Surfaces must be free from dust and grease.
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Cable ties and accessories

4-sided adhesive base PA-V0

• 	Quick and simple installation
• 	Flame-proof design -V0 
• 	Four-sided adhesive base
• 	Two-sided adhesive base on a base layer for faster use
• 	High retention force
• 	White: For indoor use
• 	For fastening cable ties to e.g. metal, paint, plastic, wood, plaster, paper, etc.
• 	Screw on with an M3 screw

Art. No. P. Qty. 
5630 000 742 100
5630 000 743 500

Flame-retardant adhesive base for cable ties, screw-on 25.4x25.4 mm – 
industrial quality

Suitable for cable ties 4.8 mm
Length x width 25.4 x 25.4 mm
Material ABS
Colour White
Type of adhesive Synthetic natural rubber
Min. temperature conditions -40 °C
Max. temperature conditions 110 °C
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Cable ties and accessories

Curved screw-on base

• 	Easy installation with screw
• 	Secure grip on bundled cables
• 	Compact design
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant

Suitable for 
cable ties

Width (a)
Diameter of 
hole (c)

Length (d) Height (h) Colour Art. No. P. Qty. 

2.5 mm 8 mm 3.1 mm 13 mm 5.8 mm Black 5630 000 523 100
2.5 mm 8 mm 3.1 mm 13 mm 5.8 mm Natural 5630 000 521 100
2.5 mm 8 mm 3.1 mm 13 mm 5.8 mm Natural 5630 000 522 1000
2.5 mm 8 mm 3.7 mm 13 mm 5.8 mm Black 5630 000 526 100
2.5 mm 8 mm 3.7 mm 13 mm 5.8 mm Black 5630 000 527 1000
2.5 mm 8 mm 3.7 mm 13 mm 5.8 mm Natural 5630 000 524 100
2.5 mm 8 mm 3.7 mm 13 mm 5.8 mm Natural 5630 000 525 1000
4.8 mm 10.8 mm 3.8 mm 16 mm 7 mm Black 5630 000 530 100
4.8 mm 10.8 mm 3.8 mm 16 mm 7 mm Black 5630 000 531 1000
4.8 mm 10.8 mm 3.8 mm 16 mm 7 mm Natural 5630 000 528 100
4.8 mm 10.8 mm 3.8 mm 16 mm 7 mm Natural 5630 000 529 1000
4.8 mm 10.8 mm 4.5 mm 16 mm 7 mm Black 5630 000 534 100
4.8 mm 10.8 mm 4.5 mm 16 mm 7 mm Black 5630 000 535 1000
4.8 mm 10.8 mm 4.5 mm 16 mm 7 mm Natural 5630 000 532 100
4.8 mm 10.8 mm 4.5 mm 16 mm 7 mm Natural 5630 000 533 1000
7.8 mm 15.5 mm 4.6 mm 21.9 mm 9.4 mm Black 5630 000 538 100
7.8 mm 15.5 mm 4.6 mm 21.9 mm 9.4 mm Black 5630 000 539 1000
7.8 mm 15.5 mm 4.6 mm 21.9 mm 9.4 mm Natural 5630 000 536 100
7.8 mm 15.5 mm 4.6 mm 21.9 mm 9.4 mm Natural 5630 000 537 1000
7.8 mm 15.8 mm 5.1 mm 21.9 mm 9.4 mm Black 5630 000 542 100
7.8 mm 15.8 mm 5.1 mm 21.9 mm 9.4 mm Black 5630 000 543 1000
7.8 mm 15.8 mm 5.1 mm 21.9 mm 9.4 mm Natural 5630 000 540 100
7.8 mm 15.8 mm 5.1 mm 21.9 mm 9.4 mm Natural 5630 000 541 1000
7.8 mm 16 mm 6.7 mm 22.3 mm 9.6 mm Black 5630 000 546 100
7.8 mm 16 mm 6.7 mm 22.3 mm 9.6 mm Natural 5630 000 544 100
7.8 mm 16 mm 6.7 mm 22.3 mm 9.6 mm Natural 5630 000 545 1000

Screw-on fastening base

Material PA - Polyamide
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Cable ties and accessories

Curved screw-on base

• 	For countersunk head screw
• 	Easy installation with screw
• 	Secure grip on bundled cables
• 	Compact design
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant

Suitable for cable 
ties

Width (a) Length (d) Height (h) Colour Art. No. P. Qty. 

4.8 mm 10.8 mm 16 mm 7 mm Black 5630 000 552 1000
4.8 mm 10.8 mm 16 mm 7 mm Black 5630 000 611 1000
4.8 mm 10.8 mm 16 mm 7 mm Natural 5630 000 548 100
4.8 mm 10.8 mm 16 mm 7 mm Natural 5630 000 549 1000
7.8 mm 16 mm 21.8 mm 9.5 mm Black 5630 000 553 1000
7.8 mm 16 mm 21.8 mm 9.5 mm Natural 5630 000 550 100
7.8 mm 16 mm 21.8 mm 9.5 mm Natural 5630 000 551 1000

Screw-on fastening base – countersunk head

Diameter of hole (c) 5 mm
Material PA - Polyamide
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Cable ties and accessories

Curved screw-on base – heat stabilised

• 	Easy installation with screw
• 	Secure grip on bundled cables
• 	Compact design
• 	Heat-stabilised up to +115°C
• 	White: For indoor use
• 	Black: UV-resistant and weather-resistant

Suitable for 
cable ties

Width (a)
Diameter of 
hole (c)

Length (d) Height (h) Colour Art. No. P. Qty. 

2.5 mm 8 mm 3.1 mm 13 mm 5.8 mm Black 5630 000 604 1000
2.5 mm 8 mm 3.1 mm 13 mm 5.8 mm Natural 5630 000 612 100
2.5 mm 8 mm 3.7 mm 13 mm 5.8 mm Black 5630 000 605 1000
2.5 mm 8 mm 3.7 mm 13 mm 5.8 mm Natural 5630 000 613 100
4.8 mm 10.8 mm 3.8 mm 18 mm 7 mm Black 5630 000 606 1000
4.8 mm 10.8 mm 4.5 mm 18 mm 7 mm Black 5630 000 607 1000
4.8 mm 10.8 mm 4.5 mm 18 mm 7 mm Natural 5630 000 614 100
4.8 mm 10.8 mm 4.5 mm 18 mm 7 mm Natural 5630 000 615 1000
7.8 mm 15.5 mm 4.6 mm 21.9 mm 9.4 mm Black 5630 000 608 1000
7.8 mm 15.5 mm 5.1 mm 21.9 mm 9.4 mm Black 5630 000 609 1000
7.8 mm 15.5 mm 5.1 mm 21.9 mm 9.4 mm Natural 5630 000 616 100
7.8 mm 16 mm 6.7 mm 22.3 mm 9.6 mm Black 5630 000 610 1000
7.8 mm 16 mm 6.7 mm 22.3 mm 9.6 mm Natural 5630 000 617 100

Screw-on fastening base – heat-stable +115°C

Material PA - Polyamide



90

03

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Screw-on base, curved, heat stable to +170°C

• 	Fire rating UL94V-0
• 	High level of resistance to: UV radiation; chemical substances; radioactive 

radiation; high and low temperatures
• 	Easy installation with screw
• 	Secure grip on bundled cables
• 	Compact design

Suitable for cable 
ties

Width (a)
Diameter of hole 
(c)

Length (d) Height (h) Art. No. P. Qty. 

4.8 mm 10.8 mm 4.5 mm 16 mm 7 mm 5630 000 600 100
7.8 mm 15.5 mm 4.6 mm 21.7 mm 9.5 mm 5630 000 601 100
7.8 mm 15.5 mm 5.1 mm 21.7 mm 9.5 mm 5630 000 602 100

Screw-on mounting base, Tefzel

Material ETFE
Colour Blue
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Cable ties and accessories

Screw-on base, curved, heat stable to +260°C

• 	Ideal for harsh environments where a high resistance to chemical or radiation 
exposure is necessary

• 	Excellent heat resistance up to +260°C
• 	Fire rating UL94V-0
• 	Easy installation with screw
• 	Secure grip on bundled cables
• 	Compact design
• 	Halogen-free

Screw-on mounting base, PEEK

Suitable for cable ties 4.8 mm
Width (a) 10.8 mm
Diameter of hole (c) 4.5 mm
Length (d) 16.2 mm
Height (h) 7.1 mm
Material PEEK - Polyether ether ketone
Colour Amber

Art. No. 5630 000 603
P. Qty.: 100
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Cable ties and accessories

Curved screw-on base – flame-retardant

• 	Fire rating UL94V-0
• 	Halogen-free
• 	Easy installation with screw
• 	Safely bundled cables
• 	Compact design
• 	White: For indoor use

Suitable for cable 
ties

Width (a)
Diameter of hole 
(c)

Length (d) Height (h) Art. No. P. Qty. 

2.5 mm 8 mm 3 mm 13 mm 5.8 mm 5630 000 745 1000
2.5 mm 8 mm 3.7 mm 13 mm 5.8 mm 5630 000 746 1000
4.8 mm 10.8 mm 3.8 mm 16 mm 7 mm 5630 000 747 1000
4.8 mm 10.8 mm 4.5 mm 16 mm 7 mm 5630 000 748 1000
7.8 mm 15.5 mm 4.5 mm 21.8 mm 9.5 mm 5630 000 751 100
7.8 mm 15.5 mm 4.5 mm 21.8 mm 9.5 mm 5630 000 752 1000
7.8 mm 15.5 mm 5.1 mm 21.8 mm 9.5 mm 5630 000 749 100
7.8 mm 15.5 mm 5.1 mm 21.8 mm 9.5 mm 5630 000 750 1000

�6�F�U�H�Z���R�Q���I�D�V�W�H�Q�L�Q�J���E�D�V�H���²���Á�D�P�H���U�H�W�D�U�G�D�Q�W�����9��

Material PA - Polyamide
Colour White
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Cable ties and accessories

Curved screw-on base – detectable

• 	Easy installation with screw
• 	Secure grip on bundled cables
• 	Compact design
• 	�0�H�W�D�O���L�P�S�U�H�J�Q�D�W�H�G���P�D�W�H�U�L�D�O���D�O�O�R�Z�V���L�G�H�Q�W�L�À�F�D�W�L�R�Q���Z�L�W�K���P�H�W�D�O���G�H�W�H�F�W�R�U�V���R�U���[���U�D�\��

inspection equipment
• 	�' �L�V�W�L�Q�F�W�L�Y�H���E�O�X�H���F�R�O�R�X�U���P�D�N�H�V���L�W���H�D�V�\���W�R���À�Q�G��
• 	Helps to test food, drinks and other foodstuffs
• 	Pharmaceutical safety standards, in order to prevent contamination and 

potential recalls
• 	�2�Q�H���S�L�H�F�H���F�R�Q�V�W�U�X�F�W�L�R�Q���I�R�U���F�R�Q�V�L�V�W�H�Q�W���S�H�U�I�R�U�P�D�Q�F�H���D�Q�G���U�H�O�L�D�E�L�O�L�W�\

Suitable for cable 
ties

Width (a)
Diameter of hole 
(c)

Length (d) Height (h) Art. No. P. Qty. 

4.8 mm 10.7 mm 4.5 mm 16 mm 7 mm 5630 000 739 100
7.8 mm 15.6 mm 4.5 mm 22 mm 9.5 mm 5630 000 741 100
7.8 mm 15.6 mm 5.1 mm 22 mm 9.5 mm 5630 000 740 100

Screw-on fastening base – detectable PA

Material �3�$�������3�R�O�\�D�P�L�G�H
Colour Blue
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Cable ties and accessories

Screw-on socket, curved, detectable

• 	Easy installation with screw
• 	Secure grip on bundled cables
• 	Compact design
• 	�0�H�W�D�O���L�P�S�U�H�J�Q�D�W�H�G���P�D�W�H�U�L�D�O���D�O�O�R�Z�V���L�G�H�Q�W�L�À�F�D�W�L�R�Q���Z�L�W�K���P�H�W�D�O���G�H�W�H�F�W�R�U�V���R�U���[���U�D�\��

inspection equipment
• 	�' �L�V�W�L�Q�F�W�L�Y�H���E�O�X�H���F�R�O�R�X�U���P�D�N�H�V���L�W���H�D�V�\���W�R���À�Q�G
• 	�3�R�O�\�S�U�R�S�\�O�H�Q�H���Á�R�D�W�V���W�R���W�K�H���W�R�S���R�I���P�R�V�W���O�L�T�X�L�G�V�����P�D�N�L�Q�J���L�W���H�D�V�\���W�R���U�H�P�R�Y�H��
• 	�+�H�O�S�V���W�R���W�H�V�W���I�R�R�G�����G�U�L�Q�N�V���D�Q�G���R�W�K�H�U���I�R�R�G�V�W�X�I�I�V
• 	�3�K�D�U�P�D�F�H�X�W�L�F�D�O���V�D�I�H�W�\���V�W�D�Q�G�D�U�G�V�����L�Q���R�U�G�H�U���W�R���S�U�H�Y�H�Q�W���F�R�Q�W�D�P�L�Q�D�W�L�R�Q���D�Q�G��

potential recalls
• 	�3�R�O�\�S�U�R�S�\�O�H�Q�H���R�I�I�H�U�V���H�[�F�H�O�O�H�Q�W���F�K�H�P�L�F�D�O���U�H�V�L�V�W�D�Q�F�H���W�R���D�J�J�U�H�V�V�L�Y�H���D�F�L�G�V���D�Q�G��

alkaline chemicals
• 	�2�Q�H���S�L�H�F�H���F�R�Q�V�W�U�X�F�W�L�R�Q���I�R�U���F�R�Q�V�L�V�W�H�Q�W���S�H�U�I�R�U�P�D�Q�F�H���D�Q�G���U�H�O�L�D�E�L�O�L�W�\

Suitable for cable 
ties

Width (a)
Diameter of hole 
(c)

Length (d) Height (h) Art. No. P. Qty. 

4.8 mm 10.7 mm 4.5 mm 16 mm 7 mm 5630 000 736 100
7.8 mm 10.7 mm 5.1 mm 22 mm 9.5 mm 5630 000 737 100
7.8 mm 15.6 mm 4.5 mm 22 mm 9.5 mm 5630 000 738 100

Screw-on mounting socket, detectable, PP

Material �3�3�������3�R�O�\�S�U�R�S�\�O�H�Q�H
Colour Blue
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Cable ties and accessories

Extra heavy-duty cable tie bracket – side

• 	�(�[�W�U�D���K�H�D�Y�\���G�X�W�\���V�F�U�H�Z���I�D�V�W�H�Q�L�Q�J�V���I�R�U���F�D�E�O�H���W�L�H�V���P�D�G�H���I�U�R�P���L�P�S�D�F�W���P�R�G�L�À�H�G����
weather-resistant nylon 6.6

• 	Can be used for cable ties from 2.3 mm to 12.7 mm
• 	Heat-stabilised to 115°C
• 	UV-resistant and weather-resistant

Diameter of hole (c) Art. No. P. Qty. 
5.1 mm 0502 992 038 500
6.6 mm 0502 992 039 500
8.2 mm 0502 992 040 500

High-performance fastening base Extra-heavy cable tie bracket

Suitable for cable ties �����������������������P�P
Width (a) 18.8 mm
Length (d) 35.8 mm
Height (h) 15.7 mm
Material PA - Polyamide
Halogen-free Yes
Silicone-free Yes
Colour Black
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Cable ties and accessories

Extra heavy-duty cable tie bracket – side

• 	�(�[�W�U�D���K�H�D�Y�\���G�X�W�\���V�F�U�H�Z���I�D�V�W�H�Q�L�Q�J�V���I�R�U���F�D�E�O�H���W�L�H�V���P�D�G�H���I�U�R�P���L�P�S�D�F�W���P�R�G�L�À�H�G��
nylon 6.6

• 	Supplied with cable ties 0502992042 (12.7x307mm) 
• 	Heat-stabilised up to 115°C 
• 	UV and weather-resistant

Diameter of hole (c) Art. No. P. Qty. 
5.1 mm 0502 992 041 100
6.6 mm 0502 992 042 100
8.2 mm 0502 992 043 100

High-performance fastening base with cable tie

Width (a) 18.8 mm
Length (d) 35.8 mm
Height (h) 15.7 mm
Material PA - Polyamide
Halogen-free Yes
Silicone-free Yes
Colour Black
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Cable ties and accessories

Cable tie screw fixings

• 	Unique concave design for maximum stability of the cable bundle
• 	Guidance and attaching of wide cable ties up to 12.7 mm and with a large 

diameter
• 	Black: UV-resistant and weather-resistant

Width (a)
Diameter of 
hole (c)

Length (d) Material Silicone-free Colour Art. No. P. Qty. 

18.3 mm 4.6 mm 41.1 mm PA - Polyamide Yes Black 0502 992 044 100
18.3 mm 5.1 mm 41.1 mm PA - Polyamide Yes Black 0502 992 045 100

18.3 mm 5.1 mm 41.9 mm
PP - Polypropy-
lene

Yes Black 0502 992 047 100

18.3 mm 6.6 mm 41.1 mm PA - Polyamide Yes Black 0502 992 046 100

High-performance fastening base for wide-strip cable ties

Suitable for cable ties 1,8 – 12,7 mm
Height (h) 15.5 mm
Halogen-free Yes
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Cable ties and accessories

Cable tie base bolt attachment

• 	Mounting on holders such as screws, blind rivet bolts and welded studs
• 	Suitable for a variety of common bolt sizes and cable connectors
• 	�: �L�G�H���U�D�Q�J�H���R�I���S�R�V�L�W�L�R�Q�L�Q�J���F�R�Q�À�J�X�U�D�W�L�R�Q�V���I�R�U���Á�H�[�L�E�O�H���X�V�H
• 	Screw holders for faster installation than with metal clips
• 	�6�X�L�W�D�E�O�H���I�R�U���X�V�H���X�Q�G�H�U���W�K�H���P�R�V�W���G�L�I�À�F�X�O�W���F�R�Q�G�L�W�L�R�Q�V���W�K�D�Q�N�V���W�R���W�K�H���Z�H�D�W�K�H�U���U�H�V�L�V��

tant material polyamide 6.6
• 	Maintains a distance from the longitudinal frame member to prevent abrasion 

on the bundle during operation
• 	Insensitive to vibrations
• 	Secures bundles with cable connectors – up to four separate bundles per 

installation
• 	Remains on the vehicle during maintenance or repair – the bundle is reat��

tached with new cable connectors
• 	�8�9���U�H�V�L�V�W�D�Q�W���D�Q�G���Z�H�D�W�K�H�U���U�H�V�L�V�W�D�Q�W

Suitable for cable 
ties

Width (a)
Diameter of hole 
(c)

Length (d) Height (h) Art. No. P. Qty. 

���������������������P�P 12.2 mm 6 mm 31.8 mm 24.1 mm 0502 992 049 1000
���������������������P�P 12.2 mm 8 mm 31.8 mm 24.1 mm 0502 992 050 1000
���������������������P�P 24.4 mm 10 mm 50.6 mm �����������P�P 0502 992 051 500
���������������������P�P 24.4 mm 11 mm 50.6 mm �����������P�P 0502 992 052 500
���������������������P�P 24.4 mm 12 mm 50.6 mm �����������P�P 0502 992 053 500
���������������������P�P 24.4 mm 13 mm 50.6 mm �����������P�P 0502 992 054 500
���������������������P�P 24.4 mm 16 mm 50.6 mm �����������P�P 0502 992 055 500
���������������������P�P 24.4 mm 19 mm 50.6 mm �����������P�P 0502 992 056 500

�+�R�O�G�H�U���I�R�U���E�R�O�W���À�[�L�Q�J

Material �3�$�������3�R�O�\�D�P�L�G�H
�+�D�O�R�J�H�Q���I�U�H�H Yes
�6�L�O�L�F�R�Q�H���I�U�H�H Yes
Colour �%�O�D�F�N

Details/Application

• 	Management of cables and hoses along the longitudinal frame members
• 	Mounting a bundle under the chassis unit
• 	Management of cable harnesses in cab, sleeping cabin and trailer
• 	�0�D�N�L�Q�J���X�V�H���R�I���X�Q�X�V�H�G���V�F�U�H�Z���S�L�O�O�D�U�V���D�O�U�H�D�G�\���D�Y�D�L�O�D�E�O�H���L�Q���W�K�H���Y�H�K�L�F�O�H
• 	Maintaining a distance from the frame to avoid abrasion
• 	�%�U�D�F�N�H�W�V���D�U�H���G�H�V�L�J�Q�H�G���W�R���X�W�L�O�L�V�H���H�[�L�V�W�L�Q�J���Y�H�K�L�F�O�H���V�F�U�H�Z���P�R�X�Q�W�V���I�R�U���D�W�W�D�F�K�L�Q�J���F�D�E�O�H���W�L�H�V���W�R���E�R�O�W�V����
• 	�7�K�H�V�H���V�L�P�S�O�H���F�D�E�O�L�Q�J���D�F�F�H�V�V�R�U�L�H�V���F�D�Q���E�H���L�Q�V�W�D�O�O�H�G���X�V�L�Q�J���D���V�O�L�J�K�W���W�D�S���I�U�R�P���D���K�D�P�P�H�U�����E�\���V�F�U�H�Z�L�Q�J���R�Q���W�K�H���E�U�D�F�N�H�W���R�U���Z�L�W�K���W�K�H��

special installation tool.
• 	�7�K�H�V�H���À�[�W�X�U�H�V���F�D�Q���E�H���X�V�H�G���I�R�U���D���Y�D�U�L�H�W�\���R�I���F�D�E�O�H���W�L�H�V��
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Cable holder rotatable

• 	Both cable brackets are fastened with a connection rivet, which allows both 
brackets to turn

• 	Can combine bundles of cables, pipes or hoses that need to be moved or do 
not run parallel

• 	Separate bundles to avoid abrasion
• 	UV-resistant and weather-resistant

Suitable for cable ties Width Length Art. No. P. Qty. 
2,3 - 7.6 mm 15.75 mm 22.1 mm 0502 992 057 100
2,3 - 12.7 mm 18.54 mm 41.7 mm 0502 992 058 50

Swivel brackets

Colour Black
Material PA - Polyamide
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Spacer

• 	Designed for holding and separating hoses and cable bundles
• 	�&�D�Q���E�H���X�V�H�G���Z�L�W�K���F�D�E�O�H���W�L�H�V���X�S���W�R���K�H�D�Y�\���F�U�R�V�V���V�H�F�W�L�R�Q���������������P�P��
• 	UV-resistant and weather-resistant

Cable spacers

Suitable for cable ties ���������������������P�P
Width �������P�P
Colour Black
Length �����������P�P
Material �3�$�������3�R�O�\�D�P�L�G�H

Art. No. 0502 992 059
P. Qty.: 1000
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Chassis mounting

• 	Uses through-bores in frame
• 	Ensures a distance of 25 mm
• 	Prevents abrasion during operation of the vehicle
• 	Provides a secure concave support for bundles
• 	Easy installation after guiding the cable tie through the opening and around 

the bundle
• 	Including centring point, to prevent the holder slipping in the opening or abra-

sion occurring
• 	UV-resistant and weather-resistant

Chassis mounting spacers

Suitable for cable ties 2,3 - 7.6 mm
Width (a) 25.4 mm
Diameter of hole (c) 12.7 mm
Length (d) 25.4 mm
Height (h) 25.4 mm
Material PA - Polyamide
Halogen-free Yes
Silicone-free Yes
Colour Black

Art. No. 0502 992 060
P. Qty.: 200



102

03

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For quick, problem-free and reliable bundling of cables, cable 
harnesses, hoses etc.

Easily recyclable

Safely bundled cables
Tie with inner teeth

No additional assembly tools required
Can be fastened by hand

Resistant to bases, oils, greases and motor vehicle fuels

Standard cable connector with plastic latch

Art. No. 0502 131 4 0502 111 0502 111 5 0502 036 141 0502 121 0502 131 

P. Qty. 100 100 /  300 /  1000 100 500 100 /  1000 100 /  1000
Material Nylon (polyamide) PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide
Colour Black Black Black Black Black Black
Width 3.6 mm 2.5 mm 2.5 mm 3.6 mm 3.6 mm 3.6 mm
Length 370 mm 100 mm 200 mm 140 mm 140 mm 200 mm
Min./max. bundle 
diameter (Bündel-
Ø min./max.)

1.6-20 mm 1.6-55 mm 1.6-30 mm 1.6-30 mm 1.6-40 mm

Min./max. tempe-
rature resistance

-45 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C

Max. tensile force 80 N 80 N 130 N 130 N 180 N
Silicone-free Yes Yes Yes Yes Yes

Art. No. 0502 135 1 0502 141 0502 141 4 0502 151 0502 048 361 0502 161 

P. Qty. 100 /  500 100 /  300 /  1000 100 100 /  300 100 100 /  300
Material PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide
Colour Black Black Black Black Black Black
Width 3.6 mm 4.8 mm 4.8 mm 4.8 mm 4.8 mm 4.8 mm
Length 280 mm 178 mm 250 mm 280 mm 360 mm 360 mm
Min./max. bundle 
diameter (Bündel-
Ø min./max.)

1.6-75 mm 1.6-40 mm 4-68 mm 1.6-75 mm 1.6-100 mm 1.6-100 mm

Min./max. tempe-
rature resistance

-40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C

Max. tensile force 180 N 220 N 220 N 220 N 220 N 220 N
Silicone-free Yes Yes Yes Yes Yes Yes

Art. No. 0502 171 0502 171 3 0502 181 0502 190 1 0502 181 3 0502 192 1

P. Qty. 100 100 100 100 100 50
Material PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide
Colour Black Black Black Black Black Black
Width 7.8 mm 7.8 mm 7.8 mm 7.8 mm 7.8 mm 12.5 mm
Length 180 mm 300 mm 360 mm 540 mm 750 mm 500 mm
Min./max. bundle 
diameter (Bündel-
Ø min./max.)

1.6-40 mm 5-76 mm 1.6-100 mm 25-150 mm 40-220 mm 10-140 mm

Min./max. tempe-
rature resistance

-40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -25 to 60 °C

Max. tensile force 540 N 540 N 540 N 540 N 540 N
Silicone-free Yes Yes Yes Yes Yes Yes
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Art. No. 0502 201 1 0502 191 0502 202 2 0502 025 100 0502 11 0502 115 

P. Qty. 50 100 50 100 100 /  1000 1000
Material PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide
Colour Black Black Black Natural Natural Natural
Width 12.5 mm 12.5 mm 12.5 mm 2.5 mm 2.5 mm 2.5 mm
Length 720 mm 850 mm 1000 mm 100 mm 100 mm 200 mm
Min./max. bundle 
diameter (Bündel-
Ø min./max.)

48-220 mm 35-233 mm 48-300 mm 1.6-20 mm 1.6-20 mm 1-52 mm

Min./max. tempe-
rature resistance

-40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C

Max. tensile force 1200 N 540 N 1200 N 80 N 80 N 80 N
Silicone-free Yes Yes Yes Yes Yes Yes

Art. No. 0502 12 0502 13 0502 135 0502 14 0502 14  4 0502 15 

P. Qty. 100 /  1000 100 /  1000 100 /  500 100 /  1000 100 100
Material PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide
Colour Natural Natural Natural Natural Natural Natural
Width 3.6 mm 3.6 mm 3.6 mm 4.8 mm 4.8 mm 4.8 mm
Length 140 mm 200 mm 280 mm 178 mm 250 mm 280 mm
Min./max. bundle 
diameter (Bündel-
Ø min./max.)

1.6-30 mm 1.6-40 mm 1.6-75 mm 1.6-40 mm 4-68 mm 1.6-75 mm

Min./max. tempe-
rature resistance

-40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C

Max. tensile force 130 N 180 N 180 N 220 N 220 N 220 N
Silicone-free Yes Yes Yes Yes Yes Yes

Art. No. 0502 16 0502 17 0502 18 0502 19 0502 181 31 0502 201 

P. Qty. 100 100 100 100 100 50
Material PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide PA - Polyamide
Colour Natural Natural Natural Natural Natural Natural
Width 4.8 mm 7.8 mm 7.8 mm 7.8 mm 7.8 mm 12.5 mm
Length 360 mm 180 mm 360 mm 540 mm 750 mm 720 mm
Min./max. bundle 
diameter (Bündel-
Ø min./max.)

1.6-100 mm 1.6-40 mm 1.6-100 mm 25-150 mm 40-220 mm 48-220 mm

Min./max. tempe-
rature resistance

-40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C -40 to 85 °C

Max. tensile force 220 N 540 N 540 N 540 N 540 N 1200 N
Silicone-free Yes Yes Yes Yes Yes Yes

Art. No. 0502 202 

P. Qty. 50
Material PA - Polyamide
Colour Natural
Width 12.5 mm
Length 1000 mm
Min./max. bundle 
diameter (Bündel-
Ø min./max.)

48-300 mm

Min./max. tempe-
rature resistance

-40 to 85 °C

Max. tensile force 1200 N
Silicone-free Yes

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Details/Application

Control cabinet construction, installations, motor vehicle construction, motor vehicle workshops, factory workshops, elevator 
construction
Natural: For indoor use
Black: UV- and weather-stabilized. Carbon additives slow down the effect of UV light on the material.

Notice

Exercise caution with strong mineral acids and/or oxidising chemicals, especially at high temperatures
Not resistant to mineral acids and/or oxidising chemicals
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

UV-resistant design for quick, problem-free and reliable bund-
ling of cables, cable harnesses and hoses.

Optimum head and fastening geometry
�(�[�F�H�O�O�H�Q�W���E�L�Q�G�L�Q�J���E�H�K�D�Y�L�R�X�U���H�Y�H�Q���X�Q�G�H�U���W�K�H���P�R�V�W���G�L�I�À�F�X�O�W���F�R�Q�G�L�W�L�R�Q�V�����V�X�F�K���D�V����
�P�R�L�V�W�X�U�H�����K�H�D�W�����F�R�O�G��

Can be processed by hand
No additional assembly tools required

Angled cable tie ends: 2.4 + 3.6 + 4.8 mm
Convenient looping

Resistant to bases, oils, greases and motor vehicle fuels.

Not resistant to mineral acids and/or oxidising chemicals

Halogen- and silicone-free

UV-resistant

Width Length
Min./max. bundle 
diameter (Bündel-Ø 
min./max.)

Max. tensile force Art. No. P. Qty. 

���������P�P 250 mm 3-60 mm 220 N 0502 948 250 100
���������P�P 370 mm 3-102 mm 220 N 0502 948 370 100
���������P�P 750 mm �������������P�P 540 N 0502 976 750 50

Cable tie, UV-resistant, with plastic latch

Material PA - Polyamide
Colour Black
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H ���������W�R���������ƒ�&
Silicone-free Yes

Details/Application

• 	Switch cabinet construction
• 	Electronics and building installation
• 	Vehicle construction
• 	Vehicle workshops
• 	Maintenance workshops
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

�7�K�H���8�9���U�H�V�L�V�W�D�Q�W���F�D�E�O�H���W�L�H�V���P�H�H�W���W�K�H���,�6�2�����������������V�W�D�Q�G�D�U�G�����3�O�D�V�W�L�F�V���²���6�\�Q�W�K�H�W�L�F���L�U�U�D�G�L�D�W�L�R�Q���R�U���Z�H�D�W�K�H�U�L�Q�J���L�Q���H�T�X�L�S�P�H�Q�W���²���S�D�U�W���������[�H�Q�R�Q���D�U�F���O�D�P�S�V����
�����������K�R�X�U�V���R�I���L�U�U�D�G�L�D�W�L�R�Q���R�U���Z�H�D�W�K�H�U�L�Q�J���X�V�L�Q�J���W�K�L�V���W�H�V�W���P�H�W�K�R�G���L�V���U�H�T�X�L�U�H�G���E�\���W�K�H���,�(�&�����������������(�1���������������D�Q�G���8�/���������������V�W�D�Q�G�D�U�G�V���I�R�U���8�9���U�H�V�L�V�W�D�Q�W��
�F�D�E�O�H���W�L�H�V��

�7�K�L�V���W�H�V�W���S�U�R�F�H�G�X�U�H���L�Q�Y�R�O�Y�H�V���D���V�K�R�U�W���W�H�V�W�����7�K�L�V���W�H�V�W���F�D�Q�Q�R�W���E�H���H�[�W�U�D�S�R�O�D�W�H�G���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���W�K�H���D�F�W�X�D�O���V�H�U�Y�L�F�H���O�L�I�H���R�I���F�D�E�O�H���W�L�H�V���X�Q�G�H�U���L�U�U�D�G�L�D�W�L�R�Q��
�R�U���Z�H�D�W�K�H�U�L�Q�J���Z�L�W�K���8�9���O�L�J�K�W�V�����$���Q�X�P�E�H�U���R�I���I�D�F�W�R�U�V���P�D�\���L�P�S�D�L�U���W�K�H���G�H�J�U�H�H���R�I���F�R�U�U�H�O�D�W�L�R�Q���E�H�W�Z�H�H�Q���V�K�R�U�W���W�H�V�W�V���Z�L�W�K���O�D�E�R�U�D�W�R�U�\���O�L�J�K�W���V�R�X�U�F�H�V���D�Q�G���W�K�H��
�D�F�W�X�D�O���H�[�S�R�V�X�U�H���W�R���H�[�W�H�U�Q�D�O���O�L�J�K�W���V�R�X�U�F�H�V���X�Q�G�H�U���U�H�D�O���R�S�H�U�D�W�L�Q�J���F�R�Q�G�L�W�L�R�Q�V��
a) Differences in the spectral distribution of laboratory light sources and daylight; 
b) Weathering or irradiation periods in which ongoing weathering or irradiation with light from a laboratory light source without any periods of 
darkness is used; 
c) Weathering or irradiation conditions under which very frequent changes between high and low test temperatures arise or unrealistic temperature 
shocks are created; 
d) Unrealistically high or low humidity level; 
�H�����/�D�F�N���R�I���E�L�R�O�R�J�L�F�D�O���D�J�H�Q�W�V���R�U���S�R�O�O�X�W�D�Q�W�V��
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Cable ties PA 4.6

• 	Cable ties for operating temperatures of up to +130°C
• 	�/�R�Z���V�P�R�N�H���G�H�Y�H�O�R�S�P�H�Q�W���L�Q���F�D�V�H���R�I���À�U�H
• 	Inner teeth for a secure grip
• 	Increased water absorption

Width Length
Min./max. bundle 
diameter (Bündel-Ø 
min./max.)

Max. tensile force Art. No. P. Qty. 

2.5 mm 100 mm 3-20.5 mm 80 N 5630 000 492 100
3.6 mm 150 mm 3.5-36 mm 180 N 5630 000 493 100
3.6 mm 200 mm 3.5-52.5 mm 180 N 5630 000 494 100
4.8 mm 200 mm 3.5-49.5 mm 230 N 5630 000 495 100
4.8 mm 300 mm 3.5-81 mm 230 N 5630 000 496 100
4.8 mm 380 mm 3.5-106.7 mm 230 N 5630 000 497 100
7.6 mm 380 mm 8.5-108 mm 540 N 5630 000 498 100

Cable ties, heat-stable +130°C

Material PA 4.6 - Polyamide
Colour Natural
Min./max. temperature resistance -40 to 130 °C
Silicone-free Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Coloured cable ties

Colour Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Art. No. P. Qty. 

Neon green 2.5 mm 99 mm 1.5-22 mm 80 N 5630 000 760 1000
Neon green 3.6 mm 203 mm 1.5-51 mm 178 N 5630 000 764 1000
Neon green 4.8 mm 188 mm 1.5-48 mm 222 N 5630 000 768 1000
Neon green 4.8 mm 292 mm 1.5-76 mm 222 N 5630 000 772 1000
Neon orange 2.5 mm 99 mm 1.5-22 mm 80 N 5630 000 758 1000
Neon orange 3.6 mm 203 mm 1.5-51 mm 178 N 5630 000 762 1000
Neon orange 4.8 mm 188 mm 1.5-48 mm 222 N 5630 000 766 1000
Neon orange 4.8 mm 292 mm 1.5-76 mm 222 N 5630 000 770 1000
Neon pink 2.5 mm 99 mm 1.5-22 mm 80 N 5630 000 761 1000
Neon pink 3.6 mm 203 mm 1.5-51 mm 178 N 5630 000 765 1000
Neon pink 4.8 mm 188 mm 1.5-48 mm 222 N 5630 000 769 1000
Neon pink 4.8 mm 292 mm 1.5-76 mm 222 N 5630 000 773 1000
Neon yellow 2.5 mm 99 mm 1.5-22 mm 80 N 5630 000 759 1000
Neon yellow 3.6 mm 203 mm 1.5-51 mm 178 N 5630 000 763 1000
Neon yellow 4.8 mm 188 mm 1.5-48 mm 222 N 5630 000 767 1000
Neon yellow 4.8 mm 292 mm 1.5-76 mm 222 N 5630 000 771 1000

Neon-coloured cable ties with plastic latch closure

Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Silicone-free Yes
Version With curved tip

Details/Application

�&�D�U���U�D�G�L�R���L�Q�V�W�D�O�O�D�W�L�R�Q�����W�H�O�H�S�K�R�Q�H���L�Q�V�W�D�O�O�D�W�L�R�Q�����H�O�H�F�W�U�L�F�D�O���D�Q�G���F�R�O�R�X�U�H�G���L�G�H�Q�W�L�À�F�D�W�L�R�Q���R�I���F�D�E�O�H���E�X�Q�G�O�H�V
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

• 	No sharp edges

Length (L)
Min./max. bundle diameter 
(Ø)

Colour Art. No. P. Qty. 

200 mm 6-50 mm Black 0502 300 431 100
200 mm 6-50 mm Natural 0502 300 430 100
280 mm 6-76 mm Black 0502 300 433 100
280 mm 6-76 mm Natural 0502 300 432 100
360 mm 6-100 mm Black 0502 300 435 100
360 mm 6-100 mm Natural 0502 300 434 100

Reusable cable tie with plastic latch

Width 7.5 mm
Min./max. temperature resistance -10 to 80 °C
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For quick, problem-free and reliable bundling of cables, cable 
harnesses and hoses etc., at elevated requirements of minimum 
tensile strength.

Corrosion-resistant, anti-magnetic metal latch fastening
• 	Excellent binding behaviour even under the toughest conditions such as mois-

ture, heat, cold etc.
• 	�6�W�X�U�G�\���D�Q�G���L�Q�V�H�Q�V�L�W�L�Y�H���W�R���Y�L�E�U�D�W�L�R�Q�V���D�Q�G���H�[�W�H�U�Q�D�O���L�Q�Á�X�H�Q�F�H�V• 	
Can be fastened by hand
No additional assembly tool required

Increased user safety 
Greater tensile strength compared to standard plastic-latch cable ties

Width Length

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Max. tensile force Colour Art. No. P. Qty. 

2.5 mm 100 mm 1.6-24 mm 180 N Black 0502 211 100 /  1000
2.5 mm 100 mm 1.6-24 mm 180 N Natural 0502 21 100 /  1000
3.5 mm 140 mm 1.6-36 mm 280 N Black 0502 221 100 /  1000
3.5 mm 140 mm 1.6-36 mm 280 N Natural 0502 22 1000
3.5 mm 280 mm 1.6-80 mm 280 N Natural 0502 220 1000
4.5 mm 186 mm 1.6-46 mm 400 N Black 0502 231 100 /  1000
4.5 mm 186 mm 1.6-46 mm 400 N Natural 0502 23 100 /  1000
4.5 mm 290 mm 1.6-76 mm 400 N Black 0502 241 100 /  1000
4.5 mm 290 mm 1.6-76 mm 400 N Natural 0502 25 100 /  1000
4.5 mm 360 mm 1.6-101 mm 400 N Black 0502 241 0 100 /  1000
4.5 mm 360 mm 1.6-101 mm 400 N Natural 0502 24 100 /  1000
7.6 mm 360 mm 4.8-101 mm 800 N Black 0502 251 0 50 /  500
7.6 mm 360 mm 4.8-101 mm 800 N Natural 0502 26 50 /  500

Standard cable connector with metal latch

Min./max. temperature resistance -40 to 85 °C
Material PA - Polyamide
Silicone-free Yes
Halogen-free Yes

Details/Application

Switch cabinet construction
Electronics and building installation
Vehicle construction
Vehicle workshops
Maintenance workshops

Notice

Carbon additives slow down the effect 
of UV light on the material.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For quick, problem-free and reliable bundling of cables, cable 
harnesses and hoses etc., at elevated requirements of minimum 
tensile strength.

Corrosion-resistant, anti-magnetic metal latch fastening
• 	Excellent binding behaviour even under the toughest conditions such as mois-

ture, heat, cold etc.
• 	�6�W�X�U�G�\���D�Q�G���L�Q�V�H�Q�V�L�W�L�Y�H���W�R���Y�L�E�U�D�W�L�R�Q�V���D�Q�G���H�[�W�H�U�Q�D�O���L�Q�Á�X�H�Q�F�H�V

Can be processed by hand
No additional assembly tools required

Convenient looping 
Angled cable ends: 2.4 + 3.6 + 4.8 mm

Additional user safety 
Increased tensile strength compared to standard cable ties with plastic tabs

Width Length
Min./max. bundle 
diameter (Bündel-Ø 
min./max.)

Max. tensile force Art. No. P. Qty. 

2.4 mm 92 mm 2-16 mm 80 N 0502 271 92 100
3.6 mm 140 mm 2-29 mm 180 N 0502 271 140 100
4.8 mm 186 mm 3.5-45 mm 220 N 0502 271 186 100
4.8 mm 360 mm 3.5-102 mm 220 N 0502 271 360 100
6.9 mm 340 mm 6-90 mm 540 N 0502 271 338 50

UV-resistant cable ties with metal latch fastening

Min./max. temperature resistance -40 to 105 °C
Material PA - Polyamide
Silicone-free Yes
Halogen-free Yes
Colour Black

The UV resistant cable ties meet the ISO 4892-2 standard: Plastics - synthetic irradiation or weathering in equipment – part 2: xenon-arc lamps. 
1000 hours of irradiation or weathering using this test method is required by the IEC 62275, EN 62275 and UL 1565 standards for UV-resistant 
cable ties. 

This test procedure involves a short test. This test cannot be extrapolated in accordance with the actual service life of cable ties under irradiation or 
weathering with UV lights. 
A number of factors may impair the grade of correlation between short tests with laboratory light sources and the actual exposure to external light 
sources under real operating conditions. 
a) Differences in the spectral distribution of laboratory light sources and daylight
b) Weathering or irradiation periods in which ongoing weathering or irradiation with light from a laboratory light source without any periods of 
darkness is used
c) Weathering or irradiation conditions under which very frequent changes between high and low test temperatures arise or unrealistic temperature 
shocks are created
d) Unrealistically high or low humidity level
e) Lack of biological agents or pollutants.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Retrievable using detection devices such as metal detectors, 
x-ray devices or visual detection systems

Strong colouring
Prevents contamination caused by cable ties/cable tie remnants during manu-
facturing

Helps when implementing the HACCP EC Directive

Slight dimpling on the inside of the tie
Ensures the cable tie sits securely on the cable bundles even with vibrations.

Tie end curved upwards (in version with metal latch)
Quick and simple threading in the cable tie head

Halogen-free

Operating temperature:
-40°C to +85°C

Width Length (L)
Min./max. bundle 
diameter (Ø)

Max. tensile force Art. No. P. Qty. 

2.4 mm 92 mm 2-16 mm 80 N 0502 520 092 100
4.8 mm 186 mm 3.5-45 mm 220 N 0502 520 186 100
4.8 mm 360 mm 3.5-102 mm 220 N 0502 520 360 100
7 mm 340 mm 6-90 mm 540 N 0502 520 340 50

Detectable cable connector with metal latch

Version Metal latch
Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Halogen-free Yes
Silicone-free Yes
Colour Blue

Details/Application

Foodstuff and beverage processing, pet food production, pharmaceutical industry, chemical industry, manufacture of tyres 
and air bags and other contamination-sensitive sectors in which detection devices are used.

Notice

HACCP = Hazard Analysis and 
Critical Control Points
�$���V�\�V�W�H�P���W�K�D�W���L�G�H�Q�W�L�À�H�V���V�S�H�F�L�À�F���U�L�V�N�V��
and takes precautions to control them 
in order to minimise the risk of defec-
tive products and services. This system 
is used in all situations where food-
stuffs are produced for consumers.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For fastening to running gear or bodywork after tying

Special cable tie with metal closure and fastening eyelet

Length (L) 198 mm
Min./max. bundle diameter (Ø) 3.5-45 mm
Drill hole diameter 4.8 mm
Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Halogen-free Yes
Silicone-free Yes
Colour Natural

Details/Application

Proof of performance

With UL approval

Art. No. 0502 261 1
P. Qty.: 100 / 1000
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For fastening to bodywork or running gear before tying

Special cable ties with metal closure and lateral eyelet

Length (L) 184 mm
Min./max. bundle diameter (Ø) 3.5-45 mm
Drill hole diameter 3.5 mm
Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Halogen-free Yes
Silicone-free Yes
Colour Natural

Details/Application

Proof of performance

With UL approval

Art. No. 0502 271 1
P. Qty.: 100
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Flat closure

Length (L)
Min./max. bundle 
diameter (Ø)

Min./max. drill hole 
diameter

Suitable for min./max. 
sheet metal thickness

Art. No. P. Qty. 

150 mm 2-32 mm 4.5-5.2 mm 0-2.5 mm 0502 281 2 100
201 mm 3.5-45 mm 5.8-7.5 mm 2.2-3.7 mm 0502 291 2 100 /  500

Special cable tie with metal closure and snap-in knob

Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Halogen-free Yes
Silicone-free Yes
Colour Natural

Details/Application

�)�R�U���H�I�À�F�L�H�Q�W���L�Q�V�W�D�O�O�D�W�L�R�Q���R�Q���V�K�H�H�W���V�W�H�H�O���S�D�Q�H�O�V�����S�U�R�À�O�H���U�D�L�O�V���H�W�F�����E�\���V�L�P�S�O�\���S�X�V�K�L�Q�J���W�K�H���V�Q�D�S���L�Q���N�Q�R�E���L�Q�W�R���W�K�H���K�R�O�H

Proof of performance

�:�L�W�K���8�/���D�S�S�U�R�Y�D�O
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For securing cable ties to any dust- and grease-free surfaces, for 
example metal, paint, plastic, wood, plaster, paper etc.

Suitable for cable ties Length x width Art. No. P. Qty. 
2.5 mm 25 x 25 mm 0502 625 50
3.6 mm 19 x 19 mm 0502 636 50 /  100
4.8 mm 28 x 28 mm 0502 648 50 /  100
6.5 mm 25 x 25 mm 0502 665 50 /  100

Base Self-adhesive

Material PA - Polyamide
Min. temperature conditions 5 °C
Max. temperature conditions 50 °C
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Well-suited for use even in restricted spaces

• 	Polyamide 6.6.
• 	Adheres to all dust-free and grease-free surfaces, e.g. metal, paintwork, 

plastic, wood, plaster, paper etc.
• 	Great time-saving solution as eliminates the need for drilling, screwing, rive-

ting etc.
• 	No damage to paintwork

Suitable for cable diameter Length x width x height Colour Art. No. P. Qty. 
2 x 6 mm 25 x 12.7 x 16 mm White 0502 761 25
5 mm 18.8 x 18.8 x 8 mm Black 0502 71  1 25
5 mm 18.8 x 18.8 x 8 mm White 0502 71 25 /  100
6.5 mm 18 x 9 x 10.8 mm White 0502 760 1000
8 mm 26.7 x 26.7 x 11.9 mm Black 0502 72  1 25 /  200
8 mm 26.7 x 26.7 x 11.9 mm White 0502 72 100
16 mm 29.7 x 25.6 x 17.1 mm Black 0502 73  1 10
16 mm 29.7 x 25.6 x 17.1 mm White 0502 73 100

Self-adhesive cable fastener Cord Clips

Material PA - Polyamide

Details/Application

For attaching cables, hoses, pipes etc.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Adheres to all dust-free and grease-free surfaces, e.g. metal, 
paintwork, plastic, wood, plaster, paper etc.

• 	Material: PVC
• 	Does not damage insulation

Length x width x height Art. No. P. Qty. 
20 x 26 x 6.5 mm 0502 70  1 100
30 x 26 x 6.5 mm 0502 70  2 50

Ribbon cable holder, self-adhesive

Material PVC - Polyvinyl chloride

Details/Application

For fastening ribbon cables of all sizes.
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

For bundling cables, hoses etc.

Non-twist attachment or bundling
Prism-shaped pad

Suitable for cable 
ties

Width (a)
Diameter of hole 
(c)

Length (d) Height (h) Art. No. P. Qty. 

2.5 mm, 3.6 mm, 4.8 
mm

9.5 mm 3.5 mm 15 mm 7 mm 0502 810 100 /  1000

2.5 mm, 3.6 mm, 4.8 
mm, 7.8 mm

15 mm 5 mm 22.5 mm 11 mm 0502 811 100

Holder

Material PA - Polyamide
Halogen-free Yes
Silicone-free Yes
Colour Natural

Details/Application

• 	Suitable for screw or rivet fastening
• 	For use in switch cabinet construction, machine construction and control systems
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Low installation height for bundling cables, hoses etc.

Base

Suitable for cable ties 2.5 mm, 3.6 mm, 4.8 mm
Width (a) 10 mm
Diameter of hole (c) 4.8 mm
Length (d) 20 mm
Height (h) 6 mm
Material PA - Polyamide
Halogen-free Yes
Silicone-free Yes
Colour Natural

Details/Application

• 	Suitable for screw or rivet fastening
• 	For use in switch cabinet construction, machine construction and motor vehicles

Art. No. 0502 812 
P. Qty.: 100
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Edge clip with integrated metal clip for coupling and securing 
cables, lines and pipes.

An alternative wherever drill holes are not an option and adhe-
sives cannot be used due to high temperatures.

Simple tool-free assembly
• 	The edge clip is simply attached by hand onto the plastic or sheet metal 

edge.
• 	The integrated spring steel metal clip is resistant to corrosion and guarantees 

a secure hold on the edge.

Flexible application thanks to assembly of the cable tie in four 
directions:
• 	At a 90° angle or parallel to the edge
• 	On or to the side of the edge

For edges from 0.7 to 3.0 mm

For cable ties up to a width of 4.8 mm

Cable tie edge clip

Width 14 mm
Colour Black
Length 14 mm
Material PA - Polyamide

Details/Application

Vehicle construction, plants and workshops

Art. No. 0502 502 000
P. Qty.: 100
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Round head (outer diameter 25 mm) and hole centring 
(drill 11–12 mm)

• 	Can be released again if only tied loosely
• 	Can be closed on both sides as both sides are toothed
• 	Weather-resistant, suitable for use outdoors and in sunny locations

Chassis tie

Width 7.6 mm
Length (L) 375 mm
Min./max. drill hole diameter 11-12 mm
Material PA - Polyamide
Min./max. temperature resistance -40 to 105 °C
Ultraviolet resistance Yes
Colour Black

Art. No. 0502 510 
P. Qty.: 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

• 	Can be released again if only tied loosely
• 	Can be closed on both sides as both sides are toothed
• 	Weather-resistant, suitable for use outdoors and in sunny locations

Length (L) Art. No. P. Qty. 
203 mm 0502 500 50
375 mm 0502 501 50

Chassis tie

Width 7.6 mm
Min./max. temperature resistance -40 to 85 °C

Details/Application

Vehicle manufacturing



123

03

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Safely bundled cables
Tie with inner teeth

Quick and simple threading
Bent-up cable tie ends

No additional assembly tool required
�&�D�Q���E�H���À�[�H�G���E�\���K�D�Q�G

Length (L)
Min./max. 
bundle diameter 
(Ø)

Min./max. drill 
hole diameter

Locking-head 
height

Corresponds to 
original spare 
part number

Art. No. P. Qty. 

140 mm 1.6-32 mm 2.5-3.8 mm 3.2 mm 0502 311 0 1000
172 mm 1.6-45 mm 5.1-6.4 mm 4.2 mm 0502 331 0 100
206 mm 1.6-50 mm 3.8-5.3 mm 3.7 mm 0502 321 0 100
279 mm 1.6-76 mm 5.1-6.4 mm 4.2 mm 001 997 8390 0502 341 0 100
376 mm 1.6-102 mm 8-10.2 mm 6.4 mm 001 997 8490 0502 351 0 100

Material PA - Polyamide
Min./max. temperature resistance -40 to 85 °C
Ultraviolet resistance Yes
Halogen-free Yes
Silicone-free Yes
Colour Black

Details/Application

Vehicle construction, electrical installations, motor-vehicle workshops and factory workshops

With moulded, moveable locking head for 90° insertion of the tie

Special cable tie with 90° tie insertion
• 	Single-hole mounting possible without screws or adhesive
• 	No costs for additional mounting parts

Cable tie for single-hole mounting
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Cable tie Type S

Min./max. bundle diameter (Bündel-
Ø min./max.)

3-40 mm

Length 150 mm
Width 7 mm
Material PA 66 - Polyamide
Colour Black

Art. No. 0501 101 650
P. Qty.: 100

Clip part in the form of an interior lining clip

• 	Attach with the clip part in the bore or a pre-punched hole, then use the tie to 
secure cables etc. together.

Cable tie Type 3

Min./max. bundle diameter (Bündel-
Ø min./max.)

7.9-36 mm

Details/Application

For bundling cables to be attached to a metal sheet.
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Properties of polyamide 6.6

Storage instructions for cable ties

Properties of polyamide PA6.6

Polyamide is ideally suited for injection molding processes and 
accounts for around 80% of the products sold in the cable 
tie product line. 
PA is a semi-crystalline polymer and allows only limited light 
to pass through – translucent.

Water content in polyamide

Polyamide is a hygroscopic plastic. That means that the mate-
rial absorbs water, but can also release it again. At a standard 
climate of 23 °C and a relative humdity of 50 %, the water 
saturation of polyamide is approx. 2.5 %. The mechanical 
�S�U�R�S�H�U�W�L�H�V�������H�V�S�H�F�L�D�O�O�\���W�K�H���Á�H�[�L�E�L�O�L�W�\���D�Q�G���W�K�H���P�L�Q�L�P�X�P���K�R�O�G�L�Q�J��
�I�R�U�F�H�������D�U�H���V�L�J�Q�L�À�F�D�Q�W�O�\���L�Q�Á�X�H�Q�F�H�G���E�\���W�K�H���Z�D�W�H�U���F�R�Q�W�H�Q�W�����)�R�U��
optimum processing of the cable ties, it is therefore important 
that the polyamide is in equilibrium with a water content of 
approx. 2.5 %. For this reason, the quality and processability 
�R�I���W�K�H���S�U�R�G�X�F�W�V���D�U�H���L�Q�Á�X�H�Q�F�H�G���E�\���W�K�H���Z�D�W�H�U���F�R�Q�W�H�Q�W�����7�K�X�V�����W�K�H��
correct storage of the products is decisive. 

�7�K�H���T�X�H�V�W�L�R�Q���L�V���Z�K�D�W���K�D�S�S�H�Q�V���D�I�W�H�U���W�K�H���F�D�E�O�H���W�L�H���L�V���À�[�H�G���D�Q�G��
the water content changes?

�7�K�H���Z�D�W�H�U���F�R�Q�W�H�Q�W���G�H�W�H�U�P�L�Q�H�V���W�K�H���Á�H�[�L�E�L�O�L�W�\���D�Q�G���O�R�D�G���F�D�S�D-
city of the cable tie which is best at 2.5%. While the strap is 
being pulled tight, the tongue bounces up and down over the 
�V�W�U�D�S���W�H�H�W�K���D�Q�G���P�X�V�W���Q�R�W���E�U�H�D�N�����7�K�H�U�H���P�X�V�W���D�O�V�R���E�H���V�X�I�À�F�L�H�Q�W��
material stiffness so that the teeth of the strap and the tongue 
�D�F�K�L�H�Y�H���D���S�R�V�L�W�L�Y�H���À�W�����2�Q�F�H���W�K�L�V���L�V���D�F�K�L�H�Y�H�G�����W�K�H���F�D�E�O�H���W�L�H���L�V��
in a static state and any change in the mechanical properties 
�G�X�H���W�R���D���F�K�D�Q�J�H���L�Q���Z�D�W�H�U���F�R�Q�W�H�Q�W���L�V���L�Q�V�L�J�Q�L�À�F�D�Q�W��

Properties of polyamide UV-weather-resistant

Generally speaking, adding carbon makes a cable tie be 
UV-resistant. However, a distinction is made between two 
quality levels:

Standard cable ties in black are already damaged after 
only 500 hours of intensive UV-radiation.

UV-resistant cable ties in black are still unchanged after 1500 
hours. This means that, if installed correctly, the cable tie has 
a long-term outdoor use of up to ten years. This increased 
stability is achieved by an increased carbon black content of 
around 2% according to the ASTM-D6779 standard.

�6�W�R�U�D�J�H���R�I���F�D�E�O�H���W�L�H�V���D�Q�G���À�[�L�Q�J���W�L�H�V���P�D�G�H���R�I���S�R�O�\�D�P�L�G�H

• 	 Always store the ties in the 		
	 closed PE bag.
• 	 After opening, the ties 		
	 should be used as quickly  
	 as possible.

• 	 Storage without direct  heat 	
	 exposure!
• 	 Avoid contact with heat, e.g. 	
	 do not place the bag on the 	
	 radiator

• 	 Do not expose to direct sunlight!
• 	 Do not store the products in 		
	 sunlight, e.g. on the windowsill

• 	 Ideal storage conditions 	
	 are 23°at a humidity of 50%!
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Selection and application of adhesive bases
Adhesive mounts provide a fast, cost-effective and reliable 
solution for carrying, guiding and protecting wires or cables. 
The self-adhesive mounts adhere to a variety of surfaces and 
are an alternative to mechanical fasteners. They offer the 
advantage of lower installation costs with a secure hold and 
are easy to use. 

Applications
-for laying cables in control panels and switchboards.
-to keep wire bundles away from moving mechanical devices.
- for laying and wiring cables indoors and outdoors to avoid 
safety risks.
- for organizing flat cables in many places with flat desgin.
-ideally suitable for fixing wire bundles where no holes can 
be made in the product.
- for separating wire groups for easier identification.

General installation instructions
Adhesive(foam tape)mounts are intended for fixing wire 
bundles or other lightweight objects to smooth surfaces. These 
mounts are not designed for extensive loads and should not 
be used if the maximum expected load exceeds the nominal 
capacity of the holder.

Choosing the right adhesive
We offer two standard compressed air foam  adhesive tapes 
which can be fixed to most adhesive-coated products. The 
universal tape is manufactured with a rubber-based adhe-
sive. This tape develops its strength extremely quickly and can 
be used in areas with an ambient temperature from -29°C 
to 49°C. It is recommended not to load the adhesive base 
until 2 hours after installation. The rubber-based adhesive tape 
is the best choice for most adhesive mounting applications, 
including powder-coated surfaces.

The acrylic-based adhesive tape is particularly suitable for use 
in environments where continuous exposure to temperatures 
from -29°C to 82°C is required. 
Acrylic-based adhesives develop their maximum strength over 
a longer period of time than rubber-based adhesives. It is 
recommended not to load acrylic-based adhesive mounts 
until 8 hours after installation. Acrylic-based adhesive mounts 
are a good choice for environments exposed to UV radiation 
or with temperatures above 49°C.

Adhesive-coated mounts are also available with high bond 
acrylic. This adhesive can be used in applications with conti-
nuous operating temperatures from -35°C to 93°C, however, 
higher temperatures are also possible for short-term loads. 
High bond adhesive bases are recommended to be used in 
demanding applications, e.g. at high temperatures or in case 
fatigue load is expected.

We also offer a two-part expoy resin for use in applications 
where excessive load is expected or where the surface to 
which the holder must be applied is porous rather than smooth. 

Surface preparation
For best results, adhesive mounts should be applied to clean, 
dry, grease-free surfaces. We recommend cleaning the sur-
face before installation. For rubber and acrylic-based foam 
adhesives, a mixture of isopropyl alcohol and water 50/50 
can be used for cleaning most surfaces.
For epoxy adhesives, especially for masonry surfaces, make 
sure that all loose particles are removed before installation. 
To achieve maximum strength, a certain surface abrasion is 
recommended.  Light rubbing with a grinding  disk or sand-
paper is best. Clean the surface after grinding. Let the surface 
dry completely before attaching the mount.

Adhesive bases
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Installation of the mount
1.For proper installation of self-adhesive mounts with foam 
tapes, remove the separating layer from the foam without tou-
ching the adhesive, place the mount in the desired location. 
In case of two-part epoxy adhesive mounts, apply 1/3 of the 
mixed adhesive to the bottom of the EMS or ASMS mount. 
Place the mount in the desired location without touching the 
adhesive.

2. Apply firm pressure to the foam tapes for five (5) seconds 
to ensure proper adhesion. Two-part epoxy adhesive mounts 
should be twisted to ensure that the adhesive is distributed 
evenly over the porous surface.

3. For the recommended rest period for the adhesive used, 
leave the mount in place without applying load.
The dwell time is two (2) hours for rubber-based foam tapes 
and eight (8) hours for acrylic-based adhesives foams.
Two-part epoxy adhesive mounts can bear a load of approx. 5 
pounds after fifteen (15) minutes. The adhesive is comple-
tely cured after twenty-four (24) hours and the bond strength 
exceeds 50 lbs.

The mount is now ready for use.

Correct storage conditions
All adhesives have an expiry date on the package label. 
Please observe the following storage instructions:

1. Store rubber and acrylic-based foam adhesives at a tem-
perature of 21°C and a relative  humidity of 45%.

2. For epoxy adhesives, temperatures from  4°C to 25°C and 
a relative humidity not exceeding 45% must be maintained. 
Storage in opened containers is not recommended. When 
observing the instructions given above, the shelf life of the 
foam tape is 3 years.  The shelf life of epoxy resin is 1 year. 
Deviations from the recommended storage conditions may 
reduce the shelf life or adhesive strength.  Adhesive mounts 
should never be stored next to radiators, vents or other heat 
sources. Storage at lower temperatures than recommended 
may increase the service life.

Storage
Make sure that older batches of the adhesive mounts are used 
first to ensure a high quality of the foam tape.  Each package 
of Panduit adhesive mounts has a quality control number and 
a best-if-used-by date on the package label. 
The best-if-used-by date provides information on the service 
life to ensure the correct rotation of the stock.  The quality con-
trol number ensures complete traceability of all components.

Adhesive bases
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Ergonomic hand tools for cable tie installation

Versions
• 	GTS-E:    0502715000
• 	GTH-E:    0502715002
�0�D�L�Q���F�K�D�U�D�F�W�H�U�L�V�W�L�F�V���D�Q�G���E�H�Q�H�À�W�V
• 	Improved cable connector cutting mechanism, reduces impact on installer‘s 

hand by 40%, which is the lowest in the industry
• 	Less force is required at the handle to cut the cable connector – 15% less 

than with comparable tools
• 	Lightweight and ergonomic design minimises fatigue

Suitable for cable ties Length
Min./max. tensile 
force

Colour Art. No. P. Qty. 

1.8 – 4.8 mm 198.63 mm 24.5-151.2 N Grey, Black 0502 715 000 1
4.8 - 8.9 mm 198.12 mm 44.5-302.5 N Grey, Red 0502 715 002 1

Cable tie tightening pliers  Ergonomic

Material Epoxy resin
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Ergonomic hand tools for cable tie installation, ALU

Versions
• 	GS2B-E:    0502715012
• 	GS4H-E:    0502715013
• 	GS4EH-E:  0502715006
�0�D�L�Q���F�K�D�U�D�F�W�H�U�L�V�W�L�F�V���D�Q�G���E�H�Q�H�À�W�V
• 	Improved cable connector cutting mechanism, reduces impact on installer‘s 

hand by 40%, which is the lowest in the industry
• 	Less force is required at the handle to cut the cable connector – 15% less 

than with comparable tools
• 	Robust powder-coated aluminium housing for harsh environmental conditions

Suitable for cable ties Length
Min./max. tensile 
force

Colour Art. No. P. Qty. 

1.8 – 4.8 mm 198.63 mm 26.7-164.6 N Grey, Black 0502 715 012 1
4.8 - 8.9 mm 198.12 mm 44.5-331.4 N Grey, Red 0502 715 013 1
7.6 – 13 mm 198.12 mm 93.4-629.4 N Grey, Blue 0502 715 006 1

Cable tie tightening pliers, metal Ergonomic

Material Aluminium
Surface Powder-coated
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Ergonomic pneumatic hand tools for cable tie installation

Versions
• 	PTS:    0502715008
• 	PTH:    0502715009
�0�D�L�Q���F�K�D�U�D�F�W�H�U�L�V�W�L�F�V���D�Q�G���E�H�Q�H�À�W�V
• 	Lightweight and ergonomic design minimises fatigue
• 	Tension is easy to adjust
• 	Operation with non-lubricated air
• 	Maintenance-free

Suitable for cable ties Length
Min./max. tensile 
force

Colour Art. No. P. Qty. 

1.8 – 4.8 mm 239.2 mm 24.9-151.3 N Grey, Black 0502 715 008 1
4.8 - 9 mm 284 mm 62.3-289.2 N Grey, Red 0502 715 009 1

Cable tie tightening pliers, pneumatic Ergonomic

Material Epoxy resin

Details/Application

Notice

�5�H�F�R�P�P�H�Q�G�H�G���D�L�U���S�U�H�V�V�X�U�H�����������E�D�U���Z�L�W�K���D���U�H�G�X�F�W�L�R�Q���R�I���P�D�[�������������E�D�U�����P�D�[�������������E�D�U��
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable ties and accessories

Extra-heavy pneumatic hand tool for cable tie installation

Versions
• 	PPTEH:    0502715010
�0�D�L�Q���F�K�D�U�D�F�W�H�U�L�V�W�L�F�V���D�Q�G���E�H�Q�H�À�W�V
• 	Robust metal design
• 	Operation with non-lubricated air
• 	Maintenance-free

Cable tie tightening pliers, pneumatic Extra-wide

Suitable for cable ties 7.6 – 13 mm
Length 294.6 mm
Min./max. tensile force 109-600.6 N
Material Metal
Surface Powder-coated
Colour Grey, Blue

Notice

�5�H�F�R�P�P�H�Q�G�H�G���D�L�U���S�U�H�V�V�X�U�H�����������E�D�U���Z�L�W�K���D���U�H�G�X�F�W�L�R�Q���R�I���P�D�[�������������E�D�U�����P�D�[�������������E�D�U��

Art. No. 0502 715 010
P. Qty.: 1
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Cable ties and accessories

Ergonomic installation hand tools ALU for stainless steel cable 
ties

Model
• 	GS4MT-E:    0502715015
�0�D�L�Q���F�K�D�U�D�F�W�H�U�L�V�W�L�F�V���D�Q�G���E�H�Q�H�À�W�V��
• 	Improved cable connector cutting mechanism, reduces impact on installer‘s 

hand by 40% which is the lowest in the industry
• 	Less force is required at the handle to cut the cable connector – 15% less 

than with comparable tools
• 	Robust powder-coated aluminium housing for harsh environmental conditions

Cable tie tightening pliers, metal, for stainless steel cable ties Ergonomic

Suitable for cable ties 4,3 - 7,9 mm
Length 198.12 mm
Min./max. tensile force 26.7-164.6 N
Material Aluminium
Surface Powder-coated
Colour Grey, Black

Art. No. 0502 715 015
P. Qty.: 1
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Cable ties and accessories

Installation hand tool for stainless steel ties

• 	For max. cable connector width 7.9 mm
• 	Tightening and cutting in one operation
• 	Handy application tool for stainless steel cable ties
• 	The binding force can be adjusted incrementally for ease of use
• 	The cable connector is automatically severed at the head when the set 

tension is reached
• 	Sharp edges are avoided
• 	The end of the tie that has been cut off is contained in the carrier

Cable tie tightening pliers, metal, for stainless steel cable tie

Suitable for cable ties 3 – 7.9 mm
Length 175 mm
Min./max. tensile force 309-637 N
Material Aluminium
Surface Powder-coated
Colour Grey, Black

Art. No. 0502 715 014
P. Qty.: 1
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Cable ties and accessories

For cable tie tightening pliers

The replacement blade kit enables blades to be replaced quickly and easily. 
�5�H�S�O�D�F�H�P�H�Q�W���E�O�D�G�H�V���F�D�Q���H�L�W�K�H�U���E�H���S�D�U�W���R�I���D���G�H�À�Q�H�G���P�D�L�Q�W�H�Q�D�Q�F�H���S�O�D�Q���R�U���E�H��
used as needed when the cuts are no longer clean and exact.
• 	0502715004 for cable tie tightening pliers GTS-E/GS2B-E/PTS
• 	0502715005 for cable tie tightening pliers GTH-E/GS4H-E/PTH
• 	0502715007 for cable tie tightening pliers GS4EH-E
• 	0502715011 for cable tie tightening pliers PPTEH
• 	0502715016 for cable tie tightening pliers GS4MT-E

Art. No. P. Qty. 
0502 715 004 1
0502 715 005 1
0502 715 007 1
0502 715 011 1

Replacement blade

Material Stainless steel A4
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Cable ties and accessories

For cable tie tightening pliers GTS-E and GTH-E

The tension lock limits the tension to the desired setting, eliminating operational 
errors and ensuring consistent results.

Lock for cable tie tightening pliers

Material PA - Polyamide
Colour Black

Art. No. 0502 715 003
P. Qty.: 1
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Cable entry and bushing
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Metric in line with EN 60423/EN 62444

Cable gland, brass

Max. pressure 5 bar
Material Brass
Surface Nickel plated
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic

Art. No. 0967 821 506 0967 821 508 0967 760 12 0967 760 16 0967 760 20 0967 760 25

P. Qty. 100 100 100 100 100 50
Connection thread M6 M8 M12 x 1.5 M16 x 1.5 M20 x 1.5 M25 x 1.5
Min./max. cable 
diameter

2-3.2 mm 3-5 mm 3-6 mm 5-9 mm 9-13 mm 11-16 mm

Thread length 
(metric thread)

6 mm 6 mm 5 mm 5 mm 6 mm 7 mm

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

8 mm 11 mm 14 mm 17 mm 22 mm 27 mm

Min./max. tempe-
rature conditions

-30 to 100 °C -30 to 100 °C -20 to 100 °C -20 to 100 °C -20 to 100 °C -20 to 100 °C

IP protection class IP 65 IP 65 IP 68 IP 68 IP 68 IP 68

Art. No. 0967 760 32 0967 760 40 0967 760 50 0967 760 63 0967 760 631

P. Qty. 25 10 5 /  10 5 5
Connection thread M32 x 1.5 M40 x 1.5 M50 x 1.5 M63 x 1.5 M63 x 1.5
Min./max. cable 
diameter

14-21 mm 19-27 mm 24-35 mm 32-42 mm 38-48 mm

Thread length 
(metric thread)

8 mm 8 mm 9 mm 10 mm 10 mm

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

34 mm 43 mm 55 mm 65 mm 65 mm

Min./max. tempe-
rature conditions

-20 to 100 °C -20 to 100 °C -20 to 100 °C -20 to 100 °C -20 to 100 °C

IP protection class IP 68 IP 68 IP 68 IP 68 IP 68

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing
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Cable entry and bushing

Thread according to EN 60423

Connection thread
Min./max. cable 
diameter

Thread length (metric 
thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M12 x 1.5 3-6 mm 10 mm 14 mm 0967 821 100 100
M16 x 1.5 5-9 mm 10 mm 17 mm 0967 821 101 100
M20 x 1.5 9-13 mm 10 mm 22 mm 0967 821 102 100
M25 x 1.5 11-16 mm 11 mm 27 mm 0967 821 103 50
M32 x 1.5 14-21 mm 13 mm 34 mm 0967 821 104 25
M40 x 1.5 19-27 mm 13 mm 43 mm 0967 821 105 10
M50 x 1.5 24-35 mm 14 mm 55 mm 0967 821 106 5
M63 x 1.5 32-42 mm 14 mm 65 mm 0967 821 107 5

Brass cable gland, long thread

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material Brass
Surface Nickel plated
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic

Thread according to EN 60423

Connection 
thread

Min./max. cable 
diameter

Thread length 
(metric thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Min./max. 
temperature 
conditions

Art. No. P. Qty. 

M12 x 1.5 3-6 mm 5 mm 14 mm -20 to 100 °C 0967 821 112 100
M16 x 1.5 3-9 mm 5 mm 17 mm -20 to 100 °C 0967 821 116 100
M20 x 1.5 5-13 mm 6 mm 22 mm -20 to 100 °C 0967 821 120 100
M25 x 1.5 11-16 mm 7 mm 27 mm -20 to 100 °C 0967 821 125 50
M32 x 1.5 14-21 mm 8 mm 34 mm -20 to 100 °C 0967 821 132 25
M40 x 1.5 19-27 mm 8 mm 43 mm -20 to 100 °C 0967 821 140 10
M50 x 1.5 21-35 mm 9 mm 55 mm -20 to 100 °C 0967 821 150 5
M63 x 1.5 32-42 mm 10 mm 65 mm -20 bis 100 °C 0967 821 163 5

Brass cable gland, reduced sealing insert

IP protection class IP 68
Max. pressure 5 bar
Material Brass
Surface Nickel plated
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic
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Thread according to EN 60423

Connection thread
Min./max. cable 
diameter

Thread length (metric 
thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M16 x 1.5 5-9 mm 5 mm 17 mm 0967 821 108 100
M20 x 1.5 9-13 mm 6 mm 22 mm 0967 821 109 100
M25 x 1.5 11-16 mm 7 mm 27 mm 0967 821 110 50
M32 x 1.5 14-21 mm 8 mm 34 mm 0967 821 111 25
M40 x 1.5 19-27 mm 8 mm 43 mm 0967 821 113 10
M50 x 1.5 24-35 mm 9 mm 55 mm 0967 821 114 5
M63 x 1.5 32-42 mm 10 mm 65 mm 0967 821 115 5

Brass cable gland, EMC contact springs

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material Brass
Surface Nickel plated
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Thread according to EN 60423

Connection thread
Min./max. cable 
diameter

Thread length (metric 
thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M12 x 1.5 3-6 mm 5 mm 14 mm 0967 821 117 100
M16 x 1.5 5-9 mm 5 mm 17 mm 0967 821 118 100
M20 x 1.5 9-13 mm 6 mm 22 mm 0967 821 119 100
M25 x 1.5 11-16 mm 7 mm 27 mm 0967 821 121 50
M32 x 1.5 14-21 mm 8 mm 34 mm 0967 821 122 25
M40 x 1.5 19-27 mm 8 mm 43 mm 0967 821 123 10
M50 x 1.5 24-35 mm 9 mm 55 mm 0967 821 124 5
M63 x 1.5 32-42 mm 10 mm 65 mm 0967 821 126 5

Brass cable gland, EMC

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material Brass
Surface Nickel plated
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic
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Cable entry and bushing

Thread according to EN 60423

Connection thread
Min./max. cable 
diameter

Thread length (metric 
thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M12 x 1.5 3-6 mm 10 mm 14 mm 0967 821 127 100
M16 x 1.5 5-9 mm 10 mm 17 mm 0967 821 128 100
M20 x 1.5 9-13 mm 10 mm 22 mm 0967 821 129 100
M25 x 1.5 11-16 mm 11 mm 27 mm 0967 821 130 50
M32 x 1.5 14-21 mm 13 mm 34 mm 0967 821 131 25
M40 x 1.5 19-27 mm 13 mm 43 mm 0967 821 133 10
M50 x 1.5 24-35 mm 14 mm 55 mm 0967 821 134 5
M63 x 1.5 32-42 mm 14 mm 65 mm 0967 821 135 5

Brass cable gland, EMC long thread

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material Brass
Surface Nickel plated
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic

Metric in accordance with EN 60423

Connection thread Thread length (metric thread) �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VArt. No. P. Qty. 
M12 x 1.5 2.8 mm 15 mm 0967 770 12 100
M16 x 1.5 2.8 mm 19 mm 0967 770 16 100
M20 x 1.5 3 mm 24 mm 0967 770 20 100
M25 x 1.5 3.5 mm 30 mm 0967 770 25 100
M32 x 1.5 4 mm 36 mm 0967 770 32 100
M40 x 1.5 5 mm 46 mm 0967 770 40 50
M50 x 1.5 5 mm 60 mm 0967 770 50 50
M63 x 1.5 6 mm 70 mm 0967 770 63 50

Counter nut, brass

Min./max. temperature conditions -20 to 200 °C
Material Brass
Surface Nickel plated
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EMC lock nut – claws

• 	With cutting edges
• 	For safe mounting of EMC cable glands
• 	Reliably cuts through layers of paint or powder coating
• 	Allows optimum contact

Connection thread Thread length (metric thread) �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VArt. No. P. Qty. 
M12 x 1.5 3 mm 15 mm 0967 770 001 100
M16 x 1.5 3 mm 19 mm 0967 770 002 100
M20 x 1.5 3 mm 24 mm 0967 770 003 100
M25 x 1.5 3.5 mm 30 mm 0967 770 004 100
M32 x 1.5 3.5 mm 36 mm 0967 770 005 100
M40 x 1.5 4.2 mm 46 mm 0967 770 006 50
M50 x 1.5 5.2 mm 60 mm 0967 770 007 50
M63 x 1.5 6.2 mm 70 mm 0967 770 008 25

Metric lock nut, brass, EMC, with claws

Min./max. temperature conditions -60 to 200 °C
Material Brass
Surface Nickel plated

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Metric according to EN 60423

Connection thread Head diameter Thread length (metric thread) Art. No. P. Qty. 
M12 x 1.5 16 mm 5 mm 0967 871 301 100
M16 x 1.5 20 mm 6 mm 0967 871 302 100
M20 x 1.5 24 mm 6.5 mm 0967 871 303 100
M25 x 1.5 28 mm 7 mm 0967 871 304 100
M32 x 1.5 35 mm 8 mm 0967 871 305 50
M40 x 1.5 45 mm 8 mm 0967 871 306 50
M50 x 1.5 55 mm 9 mm 0967 871 307 25
M63 x 1.5 68 mm 10 mm 0967 871 308 10

Screw-in nut, brass with o-ring

Min./max. temperature conditions -40 to 100 °C
Material Brass
Surface Nickel plated
IP protection class IP 68
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Cable entry and bushing

Metric in accordance with EN 60423

Connection thread Head diameter Thread length (metric thread) Art. No. P. Qty. 
M12 x 1.5 16 mm 5 mm 0967 775 12 100
M16 x 1.5 20 mm 6 mm 0967 775 16 100
M20 x 1.5 24 mm 6.5 mm 0967 775 20 100
M25 x 1.5 28 mm 7 mm 0967 775 25 50 /  100
M32 x 1.5 35 mm 8 mm 0967 775 32 50
M40 x 1.5 45 mm 8 mm 0967 775 40 50
M50 x 1.5 55 mm 9 mm 0967 775 50 50
M63 x 1.5 68 mm 10 mm 0967 775 63 10

Locking screw, brass

Min./max. temperature conditions -20 to 200 °C
Material Brass
Surface Nickel plated
IP protection class IP 54

Metric in accordance with EN 60423

Connection 
thread

Connection 
thread (after 
reduction)

Outer diameter
Thread length 
(metric thread)

Height Art. No. P. Qty. 

M16 x 1.5 M12 x 1.5 mm 20 mm 6 mm 8.5 mm 0967 781 612 100
M20 x 1.5 M16 x 1.5 mm 24 mm 6.5 mm 9 mm 0967 782 016 100
M25 x 1.5 M16 x 1.5 mm 30 mm 7 mm 10 mm 0967 782 516 100
M25 x 1.5 M20 x 1.5 mm 30 mm 7 mm 10 mm 0967 782 520 100
M32 x 1.5 M20 x 1.5 mm 39 mm 8 mm 11.5 mm 0967 783 220 50
M32 x 1.5 M25 x 1.5 mm 39 mm 8 mm 11.5 mm 0967 783 225 25 /  50
M40 x 1.5 M25 x 1.5 mm 50 mm 9 mm 12.5 mm 0967 784 025 25
M40 x 1.5 M32 x 1.5 mm 50 mm 9 mm 12.5 mm 0967 784 032 25
M50 x 1.5 M40 x 1.5 mm 57 mm 10 mm 14 mm 0967 785 040 10
M63 x 1.5 M40 x 1.5 mm 70 mm 10 mm 14 mm 0967 786 340 5
M63 x 1.5 M50 x 1.5 mm 70 mm 10 mm 14 mm 0967 786 350 5 /  10

Reducer, brass

Min./max. temperature conditions -20 to 200 °C
Material Brass
Surface Nickel plated
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Cable entry and bushing

Thread according to EN 60423

• 	O-ring, nitrile rubber, NBR

Connection 
thread

Connection 
thread (after 
reduction)

Thread length 
(metric thread)

Height �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VArt. No. P. Qty. 

M16 x 1.5 M12 x 1.5 mm 5 mm 8 mm 17 mm 0967 781 000 100
M20 x 1.5 M12 x 1.5 mm 6 mm 9 mm 22 mm 0967 781 001 100
M20 x 1.5 M16 x 1.5 mm 6 mm 9 mm 22 mm 0967 781 002 100
M25 x 1.5 M16 x 1.5 mm 7 mm 10 mm 27 mm 0967 781 003 100
M25 x 1.5 M20 x 1.5 mm 7 mm 10 mm 27 mm 0967 781 004 100
M32 x 1.5 M16 x 1.5 mm 8 mm 11 mm 34 mm 0967 781 005 50
M32 x 1.5 M20 x 1.5 mm 8 mm 11 mm 34 mm 0967 781 006 50
M32 x 1.5 M25 x 1.5 mm 8 mm 11 mm 34 mm 0967 781 007 50
M40 x 1.5 M20 x 1.5 mm 8 mm 12 mm 43 mm 0967 781 008 25
M40 x 1.5 M25 x 1.5 mm 8 mm 12 mm 43 mm 0967 781 009 25
M40 x 1.5 M32 x 1.5 mm 8 mm 12 mm 43 mm 0967 781 010 25
M50 x 1.5 M25 x 1.5 mm 9 mm 13 mm 55 mm 0967 781 011 10
M50 x 1.5 M32 x 1.5 mm 9 mm 13 mm 55 mm 0967 781 012 10
M50 x 1.5 M40 x 1.5 mm 9 mm 13 mm 55 mm 0967 781 013 10
M63 x 1.5 M32 x 1.5 mm 10 mm 14 mm 65 mm 0967 781 014 10
M63 x 1.5 M40 x 1.5 mm 10 mm 14 mm 65 mm 0967 781 015 10
M63 x 1.5 M50 x 1.5 mm 10 mm 14 mm 65 mm 0967 781 016 10

Reduction in brass with o-ring

Min./max. temperature conditions -30 to 100 °C
Material Brass
Surface Nickel plated
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Metric in accordance with EN 60423

Extension, brass

Min./max. temperature conditions -20 to 200 °C
Material Brass
Surface Nickel plated

Metric in accordance with EN 60423

Connection 
thread

Connection 
thread (after 
extension)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V
Thread length 
(metric thread)

Height Art. No. P. Qty. 

M12 x 1.5 M16 x 1.5 mm 18 mm 5 mm 16 mm 0967 788 12 100
M16 x 1.5 M20 x 1.5 mm 22 mm 5 mm 16.5 mm 0967 788 16 100
M20 x 1.5 M25 x 1.5 mm 27 mm 6 mm 18.5 mm 0967 788 20 50
M25 x 1.5 M32 x 1.5 mm 34 mm 7 mm 20.5 mm 0967 788 25 25
M32 x 1.5 M40 x 1.5 mm 42 mm 8 mm 23.5 mm 0967 788 32 10 /  25
M40 x 1.5 M50 x 1.5 mm 52 mm 8 mm 30 mm 0967 788 40 5 /  10
M50 x 1.5 M63 x 1.5 mm 65 mm 9 mm 32.5 mm 0967 788 50 5

Extension, brass

Min./max. temperature conditions -20 to 200 °C
Material Brass
Surface Nickel plated
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Cable entry and bushing

Metric in line with EN 60423/EN 62444

Connection 
thread

Min./max. cable 
diameter

Thread length 
(metric thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Colour Art. No. P. Qty. 

M12 x 1.5 3-6.5 mm 8 mm 15 mm Silver grey RAL 70010967 700 001 100
M16 x 1.5 5-10 mm 8 mm 22 mm Silver grey RAL 70010967 700 002 100
M20 x 1.5 6-12 mm 8 mm 24 mm Silver grey RAL 70010967 700 003 100
M20 x 1.5 10-14 mm 8 mm 27 mm Silver grey RAL 70010967 700 004 50
M25 x 1.5 13-18 mm 8 mm 33 mm Silver grey RAL 70010967 700 005 50
M32 x 1.5 18-25 mm 10 mm 42 mm Silver grey RAL 70010967 700 006 25
M40 x 1.5 22-32 mm 10 mm 53 mm Silver grey RAL 70010967 700 007 10
M50 x 1.5 30-38 mm 12 mm 60 mm Silver grey RAL 70010967 700 008 5
M63 x 1.5 34-44 mm 12 mm 65 mm Silver grey RAL 70010967 700 009 5
M12 x 1.5 3-6.5 mm 8 mm 15 mm Light grey RAL 70350967 700 12 100
M16 x 1.5 5-10 mm 8 mm 22 mm Light grey RAL 70350967 700 16 100
M20 x 1.5 6-12 mm 8 mm 24 mm Light grey RAL 70350967 700 20 100
M25 x 1.5 13-18 mm 8 mm 33 mm Light grey RAL 70350967 700 25 50
M32 x 1.5 18-25 mm 10 mm 42 mm Light grey RAL 70350967 700 32 25
M50 x 1.5 30-38 mm 12 mm 60 mm Light grey RAL 70350967 700 50 5
M12 x 1.5 3-6 mm 8 mm 15 mm Light grey RAL 70350967 705 012 100
M16 x 1.5 5-10 mm 8 mm 20 mm Light grey RAL 70350967 705 016 100
M20 x 1.5 8-13 mm 8 mm 24 mm Light grey RAL 70350967 705 020 100
M25 x 1.5 11-17 mm 8 mm 29 mm Light grey RAL 70350967 705 025 50
M32 x 1.5 15-21 mm 10 mm 36 mm Light grey RAL 70350967 705 032 25
M40 x 1.5 19-28 mm 10 mm 46 mm Light grey RAL 70350967 705 040 10
M50 x 1.5 27-35 mm 12 mm 55 mm Light grey RAL 70350967 705 050 5
M63 x 1.5 32-42 mm 12 mm 68 mm Light grey RAL 70350967 705 063 5
M12 x 1.5 3-6 mm 8 mm 15 mm Jet black RAL 9005 0967 706 012 100
M16 x 1.5 5-10 mm 8 mm 20 mm Jet black RAL 9005 0967 706 016 100
M20 x 1.5 8-13 mm 8 mm 24 mm Jet black RAL 9005 0967 706 020 100
M25 x 1.5 11-17 mm 8 mm 29 mm Jet black RAL 9005 0967 706 025 50
M32 x 1.5 15-21 mm 10 mm 36 mm Jet black RAL 9005 0967 706 032 25
M40 x 1.5 19-28 mm 10 mm 46 mm Jet black RAL 9005 0967 706 040 10
M50 x 1.5 27-35 mm 12 mm 55 mm Jet black RAL 9005 0967 706 050 5
M63 x 1.5 32-42 mm 12 mm 68 mm Jet black RAL 9005 0967 706 063 5
M12 x 1.5 3-6.5 mm 8 mm 15 mm Silver grey RAL 70010967 815 012 100
M16 x 1.5 5-9.5 mm 8 mm 20 mm Silver grey RAL 70010967 815 016 100
M20 x 1.5 8-13 mm 8 mm 24 mm Silver grey RAL 70010967 815 020 100
M25 x 1.5 11-17 mm 8 mm 29 mm Silver grey RAL 70010967 815 025 50
M32 x 1.5 15-21 mm 10 mm 36 mm Silver grey RAL 70010967 815 032 25
M40 x 1.5 19-28 mm 10 mm 46 mm Silver grey RAL 70010967 815 040 50
M50 x 1.5 27-35 mm 12 mm 55 mm Silver grey RAL 70010967 815 050 5
M63 x 1.5 32-42 mm 12 mm 68 mm Silver grey RAL 70010967 815 063 5

Cable gland, polyamide

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material PA 6 V-2 - Polyamide
Halogen-free Yes
Silicone-free Yes

Material of the sealing ring
Polychloroprene nitrile 
rubber CR/NBR, halogenic

Can be stored in ORSY system

Proof of Performance
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Thread according to EN 60423

Connection 
thread

Min./max. cable 
diameter

Thread length 
(metric thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Colour Art. No. P. Qty. 

M12 x 1.5 3-6 mm 15 mm 15 mm Jet black RAL 9005 0967 700 018 100
M12 x 1.5 3-6 mm 15 mm 15 mm Light grey RAL 70350967 700 010 100
M16 x 1.5 5-10 mm 15 mm 20 mm Jet black RAL 9005 0967 700 019 100
M16 x 1.5 5-10 mm 15 mm 20 mm Light grey RAL 70350967 700 011 100
M20 x 1.5 8-13 mm 15 mm 24 mm Jet black RAL 9005 0967 700 020 100
M20 x 1.5 8-13 mm 15 mm 24 mm Light grey RAL 70350967 700 012 100
M25 x 1.5 11-17 mm 15 mm 29 mm Jet black RAL 9005 0967 700 021 50
M25 x 1.5 11-17 mm 15 mm 29 mm Light grey RAL 70350967 700 013 50
M32 x 1.5 15-21 mm 15 mm 36 mm Jet black RAL 9005 0967 700 022 25
M32 x 1.5 15-21 mm 15 mm 36 mm Light grey RAL 70350967 700 014 25
M40 x 1.5 19-28 mm 18 mm 46 mm Jet black RAL 9005 0967 700 023 10
M40 x 1.5 19-28 mm 18 mm 46 mm Light grey RAL 70350967 700 015 10
M50 x 1.5 27-35 mm 18 mm 55 mm Jet black RAL 9005 0967 700 024 5
M50 x 1.5 27-35 mm 18 mm 55 mm Light grey RAL 70350967 700 016 5
M63 x 1.5 32-42 mm 18 mm 68 mm Jet black RAL 9005 0967 700 025 5
M63 x 1.5 32-42 mm 18 mm 68 mm Light grey RAL 70350967 700 017 5

Cable gland PA, long thread

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material PA 6 V-2 - Polyamide
Halogen-free Yes
Silicone-free Yes
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic
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Cable entry and bushing

Thread according to EN 60423

Connection 
thread

Min./max. cable 
diameter

Thread length 
(metric thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Colour Art. No. P. Qty. 

M12 x 1.5 2-5 mm 8 mm 15 mm Jet black RAL 9005 0967 700 034 100
M12 x 1.5 2-5 mm 8 mm 15 mm Light grey RAL 70350967 700 026 100
M12 x 1.5 2-5 mm 8 mm 15 mm Silver grey RAL 70010967 815 112 100
M16 x 1.5 3-10 mm 8 mm 20 mm Jet black RAL 9005 0967 700 035 100
M16 x 1.5 3-10 mm 8 mm 20 mm Light grey RAL 70350967 700 027 100
M16 x 1.5 3-10 mm 8 mm 20 mm Silver grey RAL 70010967 815 116 100
M20 x 1.5 5-13 mm 8 mm 24 mm Jet black RAL 9005 0967 700 036 100
M20 x 1.5 5-13 mm 8 mm 24 mm Light grey RAL 70350967 700 028 100
M20 x 1.5 5-13 mm 8 mm 24 mm Silver grey RAL 70010967 815 120 100
M25 x 1.5 8-17 mm 8 mm 29 mm Jet black RAL 9005 0967 700 037 50
M25 x 1.5 8-17 mm 8 mm 29 mm Light grey RAL 70350967 700 029 50
M25 x 1.5 8-17 mm 8 mm 29 mm Silver grey RAL 70010967 815 125 50
M32 x 1.5 12-21 mm 10 mm 36 mm Jet black RAL 9005 0967 700 038 25
M32 x 1.5 12-21 mm 10 mm 36 mm Light grey RAL 70350967 700 030 25
M32 x 1.5 12-21 mm 10 mm 36 mm Silver grey RAL 70010967 815 132 50
M40 x 1.5 16-28 mm 10 mm 46 mm Jet black RAL 9005 0967 700 039 10
M40 x 1.5 16-28 mm 10 mm 46 mm Light grey RAL 70350967 700 031 10
M40 x 1.5 16-28 mm 10 mm 46 mm Silver grey RAL 70010967 815 140 10
M50 x 1.5 21-35 mm 12 mm 55 mm Jet black RAL 9005 0967 700 040 5
M50 x 1.5 21-35 mm 12 mm 55 mm Light grey RAL 70350967 700 032 5
M50 x 1.5 21-35 mm 12 mm 55 mm Silver grey RAL 70010967 815 150 5
M63 x 1.5 27-48 mm 12 mm 68 mm Jet black RAL 9005 0967 700 041 5
M63 x 1.5 27-48 mm 12 mm 68 mm Light grey RAL 70350967 700 033 5
M63 x 1.5 27-48 mm 12 mm 68 mm Silver grey RAL 70010967 815 163 5

Cable gland metric, PA, reduced sealing insert

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material PA 6 V-2 - Polyamide
Halogen-free Yes
Silicone-free Yes
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Metric in accordance with EN 60423

Connection thread
Thread length (metric 
thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VColour Art. No. P. Qty. 

M12 x 1.5 5 mm 17 mm Light grey RAL 7035 0967 710 12 100
M16 x 1.5 5 mm 22 mm Light grey RAL 7035 0967 710 16 100
M20 x 1.5 6 mm 27 mm Light grey RAL 7035 0967 710 20 100
M25 x 1.5 6 mm 32 mm Light grey RAL 7035 0967 710 25 100
M32 x 1.5 7 mm 41 mm Light grey RAL 7035 0967 710 32 100
M40 x 1.5 7 mm 50 mm Light grey RAL 7035 0967 710 40 50
M50 x 1.5 8 mm 60 mm Light grey RAL 7035 0967 710 50 50
M63 x 1.5 8 mm 75 mm Light grey RAL 7035 0967 710 63 50
M16 x 1.5 5 mm 22 mm Jet black RAL 9005 0967 711 16 100
M20 x 1.5 6 mm 27 mm Jet black RAL 9005 0967 711 20 100
M25 x 1.5 6 mm 32 mm Jet black RAL 9005 0967 711 25 100
M12 x 1.5 5 mm 17 mm Jet black RAL 9005 0967 712 12 100
M16 x 1.5 5 mm 22 mm Jet black RAL 9005 0967 712 16 100
M20 x 1.5 6 mm 27 mm Jet black RAL 9005 0967 712 20 100
M32 x 1.5 7 mm 41 mm Jet black RAL 9005 0967 712 32 100
M40 x 1.5 7 mm 50 mm Jet black RAL 9005 0967 712 40 50
M50 x 1.5 8 mm 60 mm Jet black RAL 9005 0967 712 50 50
M63 x 1.5 8 mm 75 mm Jet black RAL 9005 0967 712 63 50
M12 x 1.5 5 mm 17 mm Silver grey RAL 7001 0967 770 014 100
M16 x 1.5 5 mm 22 mm Silver grey RAL 7001 0967 770 015 100
M20 x 1.5 6 mm 27 mm Silver grey RAL 7001 0967 770 016 100
M25 x 1.5 6 mm 32 mm Silver grey RAL 7001 0967 770 017 100
M32 x 1.5 6 mm 41 mm Silver grey RAL 7001 0967 770 018 100
M40 x 1.5 7 mm 50 mm Silver grey RAL 7001 0967 770 019 50
M50 x 1.5 8 mm 60 mm Silver grey RAL 7001 0967 770 020 50
M63 x 1.5 8 mm 75 mm Silver grey RAL 7001 0967 770 021 50

Counter nut, polyamide

Min./max. temperature conditions -20 to 100 °C
Material PA 6 GF30 - Polyamide
Halogen-free Yes
Silicone-free Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Metric in accordance with EN 60423

Connection thread Head diameter
Thread length (metric 
thread)

Colour Art. No. P. Qty. 

M12 x 1.5 10 mm 6 mm Silver grey RAL 7001 0967 871 412 100
M12 x 1.5 15 mm 6 mm Jet black RAL 9005 0967 871 400 100
M12 x 1.5 15 mm 6 mm Light grey RAL 7035 0967 730 12 100
M16 x 1.5 10.5 mm 6 mm Silver grey RAL 7001 0967 871 416 100
M16 x 1.5 20 mm 6 mm Jet black RAL 9005 0967 871 401 100
M16 x 1.5 20 mm 6 mm Light grey RAL 7035 0967 730 16 100
M20 x 1.5 10.5 mm 6 mm Silver grey RAL 7001 0967 871 420 100
M20 x 1.5 24 mm 6 mm Jet black RAL 9005 0967 871 402 100
M20 x 1.5 24 mm 6 mm Light grey RAL 7035 0967 730 20 100
M25 x 1.5 13 mm 8 mm Silver grey RAL 7001 0967 871 425 100
M25 x 1.5 30 mm 8 mm Jet black RAL 9005 0967 871 403 100
M25 x 1.5 30 mm 8 mm Light grey RAL 7035 0967 730 25 100
M32 x 1.5 13.5 mm 8 mm Silver grey RAL 7001 0967 871 432 100
M32 x 1.5 37 mm 8 mm Jet black RAL 9005 0967 871 404 100
M32 x 1.5 37 mm 8 mm Light grey RAL 7035 0967 730 32 100
M40 x 1.5 14 mm 8 mm Silver grey RAL 7001 0967 871 440 50
M40 x 1.5 46 mm 8 mm Jet black RAL 9005 0967 871 405 50
M40 x 1.5 46 mm 8 mm Light grey RAL 7035 0967 730 40 50
M50 x 1.5 16.5 mm 10 mm Silver grey RAL 7001 0967 871 450 50
M50 x 1.5 56 mm 10 mm Jet black RAL 9005 0967 871 406 50
M50 x 1.5 56 mm 10 mm Light grey RAL 7035 0967 730 50 50
M63 x 1.5 17 mm 12 mm Silver grey RAL 7001 0967 871 463 50
M63 x 1.5 56 mm 12 mm Jet black RAL 9005 0967 871 407 50
M63 x 1.5 70 mm 12 mm Light grey RAL 7035 0967 730 63 50

Locking screw, polyamide

Min./max. temperature conditions -30 to 100 °C
Material PA 6 GF30 - Polyamide
Halogen-free Yes
Silicone-free Yes
IP protection class IP 54
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Metric in accordance with EN 60423

Connection thread
Connection thread 
(after reduction)

Thread length (metric 
thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VArt. No. P. Qty. 

M16 x 1.5 M12 x 1.5 mm 8 mm 24 mm 0967 721 612 100
M20 x 1.5 M12 x 1.5 mm 8 mm 24 mm 0967 722 012 100
M20 x 1.5 M16 x 1.5 mm 8 mm 24 mm 0967 722 016 100
M25 x 1.5 M12 x 1.5 mm 8 mm 29 mm 0967 722 512 100
M25 x 1.5 M16 x 1.5 mm 8 mm 29 mm 0967 722 516 100
M25 x 1.5 M20 x 1.5 mm 8 mm 29 mm 0967 722 520 100
M32 x 1.5 M16 x 1.5 mm 10 mm 36 mm 0967 723 216 50
M32 x 1.5 M20 x 1.5 mm 10 mm 36 mm 0967 723 220 50
M32 x 1.5 M25 x 1.5 mm 10 mm 36 mm 0967 723 225 50
M40 x 1.5 M25 x 1.5 mm 10 mm 46 mm 0967 724 025 25
M40 x 1.5 M32 x 1.5 mm 10 mm 55 mm 0967 724 032 25
M50 x 1.5 M32 x 1.5 mm 12 mm 55 mm 0967 725 032 10
M50 x 1.5 M40 x 1.5 mm 12 mm 55 mm 0967 725 040 10 /  30
M63 x 1.5 M40 x 1.5 mm 12 mm 68 mm 0967 726 340 5
M63 x 1.5 M50 x 1.5 mm 12 mm 68 mm 0967 726 350 5

Reducer, polyamide

Min./max. temperature conditions -30 to 100 °C
Colour Light grey RAL 7035
Material PA 6 GF30 - Polyamide
Halogen-free Yes
Silicone-free Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Metric in accordance with EN 60423

Connection 
thread

Connection 
thread (after 
extension)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V
Thread length 
(metric thread)

Height Art. No. P. Qty. 

M12 x 1.5 M16 x 1.5 mm 20 mm 8 mm 20.5 mm 0967 731 12 100
M16 x 1.5 M20 x 1.5 mm 24 mm 8 mm 20.5 mm 0967 731 16 100
M20 x 1.5 M25 x 1.5 mm 30 mm 8 mm 21 mm 0967 731 20 50
M25 x 1.5 M32 x 1.5 mm 37 mm 8 mm 23 mm 0967 731 25 25
M32 x 1.5 M40 x 1.5 mm 45 mm 10 mm 25 mm 0967 731 32 10

Polyamide extension

Min./max. temperature conditions -30 to 100 °C
Material PA 6 GF30 - Polyamide
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Metric in accordance with EN 60423

Connection thread Version
Min./max. cable 
diameter

Thread length (metric 
thread)

Art. No. P. Qty. 

M12 x 1.5 Open 3.5-6 mm 8 mm 0967 735 12 100
M16 x 1.5 Open 5-8.5 mm 8 mm 0967 735 16 100
M20 x 1.5 Open 7-10.5 mm 10 mm 0967 735 20 100
M25 x 1.5 Closed 8.5-13 mm 12 mm 0967 735 25 100
M32 x 1.5 Closed 13-16.5 mm 14 mm 0967 735 32 50
M40 x 1.5 Closed 16-21.5 mm 16 mm 0967 735 40 50

Self-sealing cable grommet, polyethylene

Colour Light grey RAL 7035
IP protection class IP 54
Material LDPE - Low density polyethylene
Halogen-free Yes
Silicone-free Yes
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Problem-free fitting and removal from one side

Lock nut no longer required
Time and cost savings

No special tool required

Optimally suited for hard-to-reach places

Connection thread
Min./max. cable 
diameter

Min./max. hole 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M16 x 1.5 5-10 mm 16.1-16.3 mm 20 x 24 mm 0967 704 016 100
M20 x 1.5 8-13 mm 20.1-20.3 mm 24 x 26 mm 0967 704 020 100
M25 x 1.5 11-17 mm 25.1-25.3 mm 29 x 32 mm 0967 704 025 50
M32 x 1.5 15-21 mm 32.1-32.3 mm 36 x 42 mm 0967 704 032 25

Fix cable gland, polyamide

Min./max. wall thickness 1-4 mm
Min./max. temperature conditions -20 to 100 °C
Colour Light grey RAL 7035
IP protection class IP 68
Max. pressure 5 bar
Material PA - Polyamide
Halogen-free Yes
Silicone-free Yes
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic

�0�D�W�H�U�L�D�O���R�I���W�K�H���S�U�R�À�O�H���V�H�D�O�L�Q�J���U�L�Q�J
�1�L�W�U�L�O�H���U�X�E�E�H�U���S�R�O�\�W�H�W�U�D�Á�X�R�U�R�H�W�K�\�O�H�Q�H���1�%�5���3�7�)�(�����K�D�O�R-
genated
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PG

Connection thread (conduit 
thread)

Min./max. cable diameter �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VArt. No. P. Qty. 

PG 7 3-6.5 mm 14 mm 0967 82  007 100
PG 9 4-8 mm 17 mm 0967 82  009 100
PG 11 5-10 mm 20 mm 0967 82  011 50
PG 13,5 6-12 mm 22 mm 0967 82  013 50 /  100
PG 16 10-14 mm 24 mm 0967 82  016 50
PG 21 13-18 mm 30 mm 0967 82  021 50
PG 29 18-25 mm 40 mm 0967 82  029 25
PG 36 24-32 mm 50 mm 0967 82  036 10
PG 42 30-38 mm 57 mm 0967 82  042 5

Cable gland, brass

Min./max. temperature conditions -20 to 100 °C
IP protection class IP 68
Max. pressure 5 bar
Material Brass
Surface Nickel plated
Material of the lamellar insert PA 6 V-2 - Polyamide 6 V-2
Material of the sealing ring Nitrile rubber

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

PG

Connection thread (conduit thread) �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V Art. No. P. Qty. 
PG 7 15 mm 0967 84  007 100
PG 9 18 mm 0967 84  009 100
PG 11 21 mm 0967 84  011 100
PG 13,5 23 mm 0967 84  013 100
PG 16 26 mm 0967 84  016 100
PG 21 32 mm 0967 84  021 100
PG 29 41 mm 0967 84  029 100
PG 36 51 mm 0967 84  036 50
PG 42 60 mm 0967 84  042 50
PG 48 64 mm 0967 84  048 50

Counter nut, brass

Min./max. temperature conditions -60 to 100 °C
Material Brass
Surface Nickel plated
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

PG according to DIN 40430

Connection thread (conduit thread) Art. No. P. Qty. 
PG 9 x PG 7 0967 86  001 100
PG 11 x PG 9 0967 86  003 100
PG 13.5 x PG 9 0967 86  005 100
PG 13.5 x PG 11 0967 86  006 100
PG 16 x PG 9 0967 86  008 100
PG 16 x PG 11 0967 86  009 100
PG 16 x PG 13.5 0967 86  010 100
PG 21 x PG 13.5 0967 86  012 100
PG 21 x PG 16 0967 86  011 100
PG 21 x PG 16 0967 86  013 100
PG 29 x PG 16 0967 86  014 50
PG 29 x PG 21 0967 86  015 50
PG 36 x PG 21 0967 86  016 25
PG 36 x PG 29 0967 86  017 25

Reduction round knurled

Form Round
Halogen-free Yes
Material Brass
Max. temperature conditions 200 °C
Min. temperature conditions -60 °C
Silicone-free Yes
Surface Nickel plated

Thread according to DIN 40430

Connection thread (conduit thread) Art. No. P. Qty. 
PG 7 x PG 9 0967 86  200 100
PG 9 x PG 11 0967 86  201 100
PG 11 x PG 16 0967 86  204 100
PG 13.5 x PG 16 0967 86  206 100
PG 13.5 x PG 21 0967 86  207 100
PG 16 x PG 21 0967 86  208 100
PG 21 x PG 29 0967 86  210 50
PG 29 x PG 36 0967 86  211 25

Expansion round brass

Material Brass
Max. temperature conditions 200 °C
Min. temperature conditions -60 °C
Surface Nickel plated
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Connection thread (conduit 
thread)

Head diameter Thread length Art. No. P. Qty. 

PG 7 16 mm 4.5 mm 0967 871 107 100
PG 9 19 mm 4.5 mm 0967 871 109 100
PG 11 22 mm 4.5 mm 0967 871 111 100
PG 13,5 24 mm 6 mm 0967 871 113 100
PG 16 26 mm 6 mm 0967 871 116 100
PG 21 32 mm 6.5 mm 0967 871 121 100

Sealing plug PG brass and O-ring

Min./max. temperature conditions -30 to 100 °C
Material Brass

PG

Connection 
thread (conduit 
thread)

Min./max. cable 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VColour IP protection class Art. No. P. Qty. 

PG 7 3-6.5 mm 15 mm Light grey RAL 7035 IP 68 0967 81  007 100 /  200
PG 7 3-6.5 mm 15 mm Silver grey RAL 7001 IP 68 0967 81  107 100
PG 9 4-8 mm 19 mm Jet black RAL 9005 IP 68 0967 81  209 1
PG 9 4-8 mm 19 mm Light grey RAL 7035 IP 66 0967 810 09 50
PG 9 4-8 mm 19 mm Light grey RAL 7035 IP 68 0967 81  009 100
PG 9 4-8 mm 19 mm Silver grey RAL 7001 IP 68 0967 81  109 100
PG 11 5-10 mm 22 mm Jet black RAL 9005 IP 68 0967 81  211 100
PG 11 5-10 mm 22 mm Light grey RAL 7035 IP 68 0967 81  011 100
PG 11 5-10 mm 22 mm Silver grey RAL 7001 IP 68 0967 81  111 100
PG 13,5 6-12 mm 24 mm Jet black RAL 9005 IP 68 0967 81  513 100
PG 13,5 6-12 mm 24 mm Light grey RAL 7035 IP 68 0967 81  013 100
PG 13,5 6-12 mm 24 mm Silver grey RAL 7001 IP 68 0967 81  113 100
PG 13,5 7-12 mm 24 mm Light grey RAL 7035 IP 66 0967 810 13 20
PG 16 10-14 mm 27 mm Jet black RAL 9005 IP 68 0967 81  216 50
PG 16 10-14 mm 27 mm Light grey RAL 7035 IP 66 0967 810 16 50
PG 16 10-14 mm 27 mm Light grey RAL 7035 IP 68 0967 81  016 50
PG 21 13-18 mm 33 mm Jet black RAL 9005 IP 68 0967 81  521 50

Cable gland, polyamide

Min./max. temperature conditions -20 to 100 °C
Max. pressure 5 bar
Material PA 6 V-2 - Polyamide
Halogen-free Yes
Silicone-free Yes
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Connection 
thread (conduit 
thread)

Min./max. cable 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VColour IP protection class Art. No. P. Qty. 

PG 21 13-18 mm 33 mm Light grey RAL 7035 IP 68 0967 81  021 50
PG 21 13-18 mm 33 mm Silver grey RAL 7001 IP 68 0967 81  121 50
PG 29 18-25 mm 42 mm Light grey RAL 7035 IP 68 0967 81  029 25
PG 36 22-32 mm 53 mm Light grey RAL 7035 IP 68 0967 81  036 10
PG 42 30-38 mm 60 mm Light grey RAL 7035 IP 68 0967 81  042 5
PG 48 34-44 mm 65 mm Light grey RAL 7035 IP 68 0967 81  048 5

Can be stored in ORSY system

Proof of Performance

PG thread

Connection thread (conduit 
thread)

Min./max. cable diameter �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VArt. No. P. Qty. 

PG 7 2-5 mm 15 mm 0967 81  307 100
PG 9 2-6 mm 19 mm 0967 81  309 100
PG 11 3-7 mm 22 mm 0967 81  311 100
PG 13,5 5-9 mm 24 mm 0967 81  313 100
PG 16 7-12 mm 27 mm 0967 81  316 50

Cable gland PA with reduced sealing insert

Colour Silver grey RAL 7001
IP protection class IP 68
Max. pressure 5 bar
Material PA 6 V-2 - Polyamide
Material of the sealing ring Polychloroprene nitrile rubber CR/NBR, halogenic

PG

Counter nut, polyamide

Min./max. temperature conditions -20 to 100 °C
Material PA 6 GF30 - Polyamide
Halogen-free Yes
Silicone-free Yes
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Connection thread (conduit 
thread)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�VColour Art. No. P. Qty. 

PG 7 19 mm Light grey RAL 7035 0967 85  007 100
PG 9 22 mm Jet black RAL 9005 0967 85  109 100
PG 9 22 mm Light grey RAL 7035 0967 85  009 100
PG 11 24 mm Jet black RAL 9005 0967 85  111 100
PG 11 24 mm Light grey RAL 7035 0967 85  011 100
PG 13,5 27 mm Jet black RAL 9005 0967 85  113 100
PG 13,5 27 mm Light grey RAL 7035 0967 85  013 100 /  400
PG 16 30 mm Jet black RAL 9005 0967 85  116 100
PG 16 30 mm Light grey RAL 7035 0967 85  016 100
PG 21 36 mm Jet black RAL 9005 0967 85  121 100
PG 21 36 mm Light grey RAL 7035 0967 85  021 100
PG 29 46 mm Light grey RAL 7035 0967 85  029 100
PG 36 60 mm Light grey RAL 7035 0967 85  036 50
PG 42 65 mm Light grey RAL 7035 0967 85  042 50
PG 48 70 mm Light grey RAL 7035 0967 85  048 50

Can be stored in ORSY system

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Polystyrene

For the secure sealing of an unused thread or through hole

Connection thread (conduit 
thread)

Head diameter Thread length Art. No. P. Qty. 

PG 7 15 mm 6 mm 0967 87  007 100
PG 11 22 mm 6 mm 0967 87  011 100
PG 16 27 mm 6 mm 0967 87  016 100
PG 21 33 mm 8 mm 0967 87  021 100

Polystyrene sealing plug

Min./max. temperature conditions -30 to 100 °C
Colour Light grey RAL 7035
Material PS - Polystyrene

Notice

Degree of protection IP54. A higher degree of protection can be achieved through assembly with a sealing ring
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Polyamide, RAL 7035, grey

Connection thread (conduit thread) �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V Art. No. P. Qty. 
PG 9 x PG 7 19 mm 0967 861 001 100
PG 13,5 x PG 7 24 mm 0967 861 004 100
PG 13.5 x PG 9 24 mm 0967 861 005 100
PG 13.5 x PG 11 24 mm 0967 861 006 100
PG 16 x PG 9 27 mm 0967 861 007 100
PG 16 x PG 13.5 27 mm 0967 861 009 100
PG 21 x PG 13.5 32 mm 0967 861 010 100
PG 21 x PG 16 32 mm 0967 861 011 100
PG 29 x PG 16 40 mm 0967 861 012 50
PG 29 x PG 21 40 mm 0967 861 013 50
PG 36 x PG 29 50 mm 0967 861 014 25
PG 42 x PG 29 55 mm 0967 861 015 10
PG 48 x PG 36 60 mm 0967 861 016 10

Reducer sleeve, plastic PG - PG

Colour Light grey RAL 7035
Material PA 6 GF30 - Polyamide
Max. temperature conditions 100 °C
Min. temperature conditions -40 °C

Thread according to DIN 40430

Connection thread (conduit thread) �:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V Art. No. P. Qty. 
PG 9 x PG 11 22 mm 0967 862 201 100
PG 11 x PG 13.5 24 mm 0967 862 202 100
PG 13.5 x PG 16 27 mm 0967 862 204 100
PG 16 x PG 21 32 mm 0967 862 205 100

Expansion PA

Colour Light grey RAL 7035
Material PA 6 GF30 - Polyamide
Max. temperature conditions 100 °C
Min. temperature conditions -30 °C
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Double-sided polychloroprene

• 	Polychloroprene – synthetic elastomer
• 	Good resistance to ageing
• 	Good ozone resistance
• 	Good insulation properties
• 	Excellent elasticity
• 	Relatively good oil resistance
• 	Shore A 60 +/-5
• 	RoHS-compliant

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

2 mm 6.5 mm 1 mm 5 mm 0561 660 000 100
2 mm 6.5 mm 1.5 mm 5.5 mm 0561 660 001 100
2 mm 6.5 mm 2 mm 6 mm 0561 660 002 100
2 mm 8 mm 1 mm 5 mm 0561 660 003 100
2 mm 8 mm 1.5 mm 5.5 mm 0561 660 004 100
2 mm 8 mm 2 mm 6 mm 0561 660 005 100
3 mm 5 mm 1 mm 5.5 mm 0561 660 006 100
3 mm 7 mm 1 mm 5.5 mm 0561 660 007 100
3 mm 7 mm 1.5 mm 6 mm 0561 660 008 100
3 mm 7 mm 2 mm 6.5 mm 0561 660 009 100
3 mm 7 mm 3 mm 7.5 mm 0561 660 010 100
3 mm 7 mm 3.5 mm 8 mm 0561 660 011 100
4 mm 6.5 mm 1 mm 5 mm 0561 660 012 100
4 mm 8 mm 1 mm 5 mm 0561 660 013 100
4 mm 8 mm 1.5 mm 5.5 mm 0561 660 014 100
4 mm 8 mm 2 mm 6 mm 0561 660 015 100
4.5 mm 9.5 mm 1 mm 10 mm 0561 660 016 100
4.5 mm 9.5 mm 1.5 mm 10.5 mm 0561 660 017 100
4.5 mm 9.5 mm 2 mm 11 mm 0561 660 018 100
4.8 mm 8 mm 1 mm 4 mm 0561 660 019 100
4.8 mm 8 mm 1.5 mm 4.5 mm 0561 660 020 100
4.8 mm 8 mm 2 mm 5 mm 0561 660 021 100
4.8 mm 8 mm 3 mm 6 mm 0561 660 022 100
4.8 mm 8.5 mm 1 mm 4 mm 0561 660 023 100
4.8 mm 8.5 mm 1.5 mm 4.5 mm 0561 660 024 100
4.8 mm 8.5 mm 2 mm 5 mm 0561 660 025 100
4.8 mm 8.5 mm 3 mm 6 mm 0561 660 026 100
5 mm 7 mm 1 mm 6.6 mm 0561 660 027 100
5 mm 7 mm 1.5 mm 7.1 mm 0561 660 028 100
5 mm 7 mm 2 mm 7.6 mm 0561 660 029 100
5 mm 7 mm 3 mm 8.6 mm 0561 660 030 100
5 mm 9 mm 1 mm 12 mm 0561 660 031 100
5 mm 9 mm 1.5 mm 12.5 mm 0561 660 032 100
5 mm 9 mm 2 mm 13 mm 0561 660 033 100
5 mm 9 mm 3 mm 14 mm 0561 660 034 100
5.5 mm 8 mm 1 mm 5 mm 0561 660 035 100

Cable grommet CR

Material Neoprene
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ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

5.5 mm 8 mm 1.5 mm 5.5 mm 0561 660 036 100
5.5 mm 8 mm 2 mm 6 mm 0561 660 037 100
5.8 mm 10 mm 1.5 mm 9.1 mm 0561 660 038 100
6 mm 9 mm 1 mm 7 mm 0561 660 039 100
6 mm 9 mm 1.5 mm 7.5 mm 0561 660 040 100
6 mm 9 mm 2 mm 8 mm 0561 660 041 100
6 mm 9 mm 3 mm 9 mm 0561 660 042 100
6 mm 9 mm 4 mm 10 mm 0561 660 043 100
6 mm 10 mm 1 mm 7 mm 0561 660 044 100
6 mm 10 mm 1.5 mm 7.5 mm 0561 660 045 100
6 mm 10 mm 2 mm 8 mm 0561 660 046 100
6 mm 10 mm 4 mm 10 mm 0561 660 048 100
6 mm 11 mm 1 mm 4.6 mm 0561 660 049 100
6 mm 11 mm 1.5 mm 5.1 mm 0561 660 050 100
6 mm 11 mm 2 mm 5.6 mm 0561 660 051 100
6 mm 11 mm 3 mm 6.6 mm 0561 660 052 100
6 mm 11 mm 5 mm 11 mm 0561 660 053 100
6 mm 12 mm 1 mm 4.6 mm 0561 660 054 100
6 mm 12 mm 1.5 mm 5.1 mm 0561 660 055 100
6 mm 12 mm 2 mm 5.6 mm 0561 660 056 100
6 mm 12 mm 3 mm 6.6 mm 0561 660 057 100
7 mm 12 mm 1 mm 7.6 mm 0561 660 058 100
7 mm 12 mm 1.5 mm 8.1 mm 0561 660 059 100
7 mm 12 mm 2 mm 8.6 mm 0561 660 060 100
7 mm 12 mm 3 mm 9.6 mm 0561 660 061 100
7.5 mm 11 mm 1 mm 8 mm 0561 660 062 100
7.5 mm 11 mm 1.5 mm 8.5 mm 0561 660 063 100
7.5 mm 11 mm 2 mm 9 mm 0561 660 064 100
7.5 mm 11 mm 3 mm 10 mm 0561 660 065 100
7.5 mm 11 mm 4 mm 11 mm 0561 660 066 100
7.5 mm 11 mm 5 mm 12 mm 0561 660 067 100
7.5 mm 12 mm 1 mm 8 mm 0561 660 068 100
7.5 mm 12 mm 1.5 mm 8.5 mm 0561 660 069 100
7.5 mm 12 mm 2 mm 9 mm 0561 660 070 100
7.5 mm 12 mm 3 mm 10 mm 0561 660 071 100
7.5 mm 12 mm 6 mm 13 mm 0561 660 072 100
8 mm 10 mm 1 mm 8 mm 0561 660 073 100
8 mm 10 mm 1.5 mm 8.5 mm 0561 660 074 100
8 mm 10 mm 2 mm 9 mm 0561 660 075 100
8 mm 10 mm 3 mm 10 mm 0561 660 076 100
8 mm 10 mm 4 mm 11 mm 0561 660 077 100
8 mm 11 mm 1 mm 8 mm 0561 660 078 100
8 mm 11 mm 1.5 mm 8.5 mm 0561 660 079 100
8 mm 11 mm 2 mm 9 mm 0561 660 080 100
8 mm 11 mm 3 mm 10 mm 0561 660 081 100
8 mm 11 mm 4 mm 11 mm 0561 660 082 100
8 mm 16 mm 1 mm 7 mm 0561 660 083 100
8 mm 16 mm 1.5 mm 7.5 mm 0561 660 084 100
8 mm 16 mm 2 mm 8 mm 0561 660 085 100
8 mm 16 mm 3 mm 9 mm 0561 660 086 100
8 mm 16 mm 4 mm 10 mm 0561 660 087 100
8 mm 16 mm 6 mm 12 mm 0561 660 088 100
9 mm 11 mm 1 mm 6.6 mm 0561 660 089 100
9 mm 11 mm 1.5 mm 7.1 mm 0561 660 090 100
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Cable entry and bushing

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

9 mm 11 mm 2 mm 7.6 mm 0561 660 091 100
9 mm 11 mm 3 mm 8.6 mm 0561 660 092 100
9 mm 11 mm 4 mm 9.6 mm 0561 660 093 100
9 mm 16 mm 1 mm 9 mm 0561 660 094 100
9 mm 16 mm 1.5 mm 9.5 mm 0561 660 095 100
9 mm 16 mm 2 mm 10 mm 0561 660 096 100
9 mm 16 mm 3 mm 11 mm 0561 660 097 100
9 mm 16 mm 4 mm 12 mm 0561 660 098 100
9 mm 20 mm 2 mm 8.6 mm 0561 660 099 100
9 mm 20 mm 3 mm 9.6 mm 0561 660 100 100
9 mm 20 mm 4 mm 10.6 mm 0561 660 101 100
9.5 mm 13 mm 1 mm 7 mm 0561 660 102 100
9.5 mm 13 mm 1.5 mm 7.5 mm 0561 660 103 100
9.5 mm 13 mm 2 mm 8 mm 0561 660 104 100
9.5 mm 13 mm 3 mm 9 mm 0561 660 105 100
9.5 mm 13 mm 4 mm 10 mm 0561 660 106 100
9.5 mm 13 mm 5 mm 11 mm 0561 660 107 100
9.5 mm 13 mm 8 mm 14 mm 0561 660 108 100
9.5 mm 14 mm 1 mm 7 mm 0561 660 109 100
9.5 mm 14 mm 1.5 mm 7.5 mm 0561 660 110 100
9.5 mm 14 mm 2 mm 8 mm 0561 660 111 100
9.5 mm 14 mm 3 mm 9 mm 0561 660 112 100
9.5 mm 14 mm 4 mm 10 mm 0561 660 113 100
10 mm 14 mm 1 mm 5 mm 0561 660 114 100
10 mm 14 mm 1.5 mm 5.5 mm 0561 660 115 100
10 mm 14 mm 2 mm 6 mm 0561 660 116 100
10 mm 14 mm 2.5 mm 6.5 mm 0561 660 117 100
10 mm 14 mm 3 mm 7 mm 0561 660 118 100
10 mm 16 mm 1 mm 5 mm 0561 660 119 100
10 mm 16 mm 1.5 mm 5.5 mm 0561 660 120 100
10 mm 16 mm 2 mm 6 mm 0561 660 121 100
10 mm 16 mm 2.5 mm 6.5 mm 0561 660 122 100
10 mm 16 mm 3 mm 7 mm 0561 660 123 100
11 mm 14 mm 1 mm 7 mm 0561 660 124 100
11 mm 14 mm 1.5 mm 7.5 mm 0561 660 125 100
11 mm 14 mm 2 mm 8 mm 0561 660 126 100
11 mm 14 mm 3 mm 9 mm 0561 660 127 100
11 mm 15 mm 1 mm 7 mm 0561 660 128 100
11 mm 15 mm 1.5 mm 7.5 mm 0561 660 129 100
11 mm 15 mm 2 mm 8 mm 0561 660 130 100
11 mm 15 mm 2.5 mm 8.5 mm 0561 660 131 100
11 mm 15 mm 3 mm 9 mm 0561 660 132 100
12 mm 18 mm 1 mm 6 mm 0561 660 133 100
12 mm 18 mm 1.5 mm 6.5 mm 0561 660 134 100
12 mm 18 mm 2 mm 7 mm 0561 660 135 100
12 mm 18 mm 3 mm 8 mm 0561 660 136 100
12 mm 18 mm 4 mm 9 mm 0561 660 137 100
12 mm 20 mm 1 mm 6 mm 0561 660 138 100
12 mm 20 mm 1.5 mm 6.5 mm 0561 660 139 100
12 mm 20 mm 2 mm 7 mm 0561 660 140 100
12 mm 20 mm 3 mm 8 mm 0561 660 141 100
12 mm 20 mm 4 mm 9 mm 0561 660 142 100
12 mm 25.5 mm 8 mm 16 mm 0561 660 143 50
12 mm 28 mm 8 mm 16 mm 0561 660 144 50
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Cable entry and bushing

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

13 mm 17 mm 1 mm 9 mm 0561 660 145 100
13 mm 17 mm 1.5 mm 9.5 mm 0561 660 146 100
13 mm 17 mm 2 mm 10 mm 0561 660 147 100
13 mm 17 mm 3 mm 11 mm 0561 660 148 100
13 mm 17 mm 4 mm 12 mm 0561 660 149 100
13 mm 17 mm 5 mm 13 mm 0561 660 150 100
13 mm 17 mm 6 mm 14 mm 0561 660 151 100
14 mm 20 mm 1 mm 9 mm 0561 660 152 100
14 mm 20 mm 1.5 mm 9.5 mm 0561 660 153 100
14 mm 20 mm 2 mm 10 mm 0561 660 154 100
14 mm 20 mm 3 mm 11 mm 0561 660 155 100
14 mm 20 mm 4 mm 12 mm 0561 660 156 100
15 mm 22 mm 1 mm 10 mm 0561 660 157 100
15 mm 22 mm 1.5 mm 10.5 mm 0561 660 158 100
15 mm 22 mm 2 mm 11 mm 0561 660 159 100
15 mm 22 mm 3 mm 12 mm 0561 660 160 100
15 mm 22 mm 8 mm 17 mm 0561 660 161 100
16 mm 22 mm 1 mm 9 mm 0561 660 162 100
16 mm 22 mm 1.5 mm 9.5 mm 0561 660 163 100
16 mm 22 mm 2 mm 10 mm 0561 660 164 100
16 mm 22 mm 3 mm 11 mm 0561 660 165 100
18.5 mm 25 mm 1 mm 10 mm 0561 660 166 100
18.5 mm 25 mm 1.5 mm 10.5 mm 0561 660 167 100
18.5 mm 25 mm 2 mm 11 mm 0561 660 168 100
18.5 mm 25 mm 2.5 mm 11.5 mm 0561 660 169 100
18.5 mm 25 mm 3 mm 12 mm 0561 660 170 100
18.5 mm 25 mm 4 mm 13 mm 0561 660 171 100
20 mm 28 mm 1 mm 11 mm 0561 660 172 50
20 mm 28 mm 1.5 mm 11.5 mm 0561 660 173 50
20 mm 28 mm 2 mm 12 mm 0561 660 174 50
20 mm 28 mm 3 mm 13 mm 0561 660 175 50
20 mm 28 mm 4 mm 14 mm 0561 660 176 50
20 mm 28 mm 6 mm 16 mm 0561 660 177 50
23 mm 30 mm 2 mm 9 mm 0561 660 178 50
23 mm 30 mm 3 mm 10 mm 0561 660 179 100
23 mm 30 mm 4 mm 11 mm 0561 660 180 50
23 mm 30 mm 6 mm 13 mm 0561 660 181 50
25 mm 47 mm 1 mm 10 mm 0561 660 182 50
25 mm 47 mm 1.5 mm 10.5 mm 0561 660 183 50
25 mm 47 mm 2 mm 11 mm 0561 660 184 50
25 mm 47 mm 3 mm 12 mm 0561 660 185 50
25 mm 47 mm 4 mm 13 mm 0561 660 186 50
30 mm 35 mm 1 mm 9 mm 0561 660 187 50
30 mm 35 mm 1.5 mm 9.5 mm 0561 660 188 50
30 mm 35 mm 2 mm 10 mm 0561 660 189 50
30 mm 35 mm 3 mm 11 mm 0561 660 190 50
30 mm 35 mm 4 mm 12 mm 0561 660 191 50
48 mm 60 mm 2 mm 9.6 mm 0561 660 192 25
48 mm 60 mm 2.5 mm 10.1 mm 0561 660 193 25
48 mm 60 mm 3 mm 10.6 mm 0561 660 194 25
48 mm 60 mm 4 mm 11.6 mm 0561 660 195 25
48 mm 60 mm 6 mm 13.6 mm 0561 660 196 25
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Cable entry and bushing

Double-sided PVC

• 	Plasticised PVC
• 	Heat-resistant up to +90°C for short periods, up to +70°C for longer periods
• 	Cold-resistant down to -25°C
• 	Resistant to: Water, ozone, weather, diluted acids, bases and salts
• 	Very good resistance to ageing
• 	Some resistance to: Aromatics, ketones, mineral oil, petrol, esters (swelling)
• 	Very good electrical insulation properties
• 	Dimension-accurate

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

2 mm 5 mm 1 mm 4 mm 0561 662 000 100
2 mm 5 mm 1.5 mm 4.5 mm 0561 662 001 100
2 mm 5 mm 2 mm 5 mm 0561 662 002 100
3 mm 5 mm 1 mm 4 mm 0561 662 003 100
3 mm 5 mm 1.5 mm 4.5 mm 0561 662 004 100
3 mm 5 mm 2 mm 5 mm 0561 662 005 100
4 mm 6 mm 4 mm 8 mm 0561 662 006 100
4 mm 8 mm 1 mm 5 mm 0561 662 007 100
4 mm 8 mm 1.5 mm 5.5 mm 0561 662 008 100
4 mm 8 mm 2 mm 6 mm 0561 662 009 100
4.8 mm 8 mm 1.5 mm 5.5 mm 0561 662 094 100
5 mm 7 mm 3 mm 7 mm 0561 662 010 100
5 mm 8 mm 1 mm 5 mm 0561 662 011 100
5 mm 8 mm 1.5 mm 5.5 mm 0561 662 012 100
5 mm 8 mm 2 mm 6 mm 0561 662 013 100
5.5 mm 8 mm 1.5 mm 5.5 mm 0561 662 095 100
5.5 mm 9 mm 1 mm 5 mm 0561 662 096 100
5.5 mm 9 mm 1.5 mm 5.5 mm 0561 662 097 100
5.5 mm 9 mm 2 mm 6 mm 0561 662 098 100
5.5 mm 9 mm 3 mm 7 mm 0561 662 099 100
6 mm 8 mm 1.5 mm 5.5 mm 0561 662 014 100
6 mm 9 mm 1 mm 5 mm 0561 662 015 100
6 mm 9 mm 1.5 mm 5.5 mm 0561 662 016 100
6 mm 9 mm 2 mm 6 mm 0561 662 017 100
6 mm 9 mm 3 mm 7 mm 0561 662 018 100
6 mm 9 mm 4 mm 8 mm 0561 662 019 100
6 mm 9 mm 5 mm 9 mm 0561 662 020 100
6 mm 9 mm 6 mm 10 mm 0561 662 021 100
6 mm 9 mm 7 mm 11 mm 0561 662 022 100
6 mm 9 mm 8 mm 12 mm 0561 662 023 100
6 mm 9 mm 9 mm 13 mm 0561 662 024 100

Cable grommet PVC

Material PVC - Polyvinyl chloride
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Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

6 mm 12 mm 2 mm 7 mm 0561 662 025 100
6 mm 13 mm 7 mm 12 mm 0561 662 026 100
6 mm 14 mm 1 mm 6 mm 0561 662 027 100
7 mm 10 mm 1 mm 6 mm 0561 662 028 100
7 mm 10 mm 1.5 mm 6.5 mm 0561 662 029 100
7 mm 10 mm 1.5 mm 6.5 mm 0561 662 030 100
7 mm 10 mm 2 mm 7 mm 0561 662 031 100
7 mm 10 mm 2 mm 7 mm 0561 662 032 100
7 mm 10 mm 3 mm 8 mm 0561 662 033 100
7 mm 12 mm 1 mm 6 mm 0561 662 034 100
7 mm 14 mm 1 mm 6 mm 0561 662 035 100
7 mm 14 mm 2 mm 7 mm 0561 662 036 100
7 mm 14 mm 3 mm 8 mm 0561 662 037 100
8 mm 10 mm 1 mm 6 mm 0561 662 038 100
8 mm 10 mm 1 mm 6 mm 0561 662 039 100
8 mm 10 mm 1.5 mm 6.5 mm 0561 662 040 100
8 mm 10 mm 1.5 mm 6.5 mm 0561 662 041 100
8 mm 10 mm 2 mm 7 mm 0561 662 042 100
8 mm 10 mm 3 mm 8 mm 0561 662 043 100
8 mm 12 mm 1 mm 6 mm 0561 662 044 100
8 mm 12 mm 1.5 mm 6.5 mm 0561 662 045 100
8 mm 12 mm 2 mm 7 mm 0561 662 046 100
8 mm 12 mm 3 mm 8 mm 0561 662 047 100
8 mm 14 mm 1 mm 6 mm 0561 662 048 100
8 mm 14 mm 2 mm 7 mm 0561 662 049 100
8 mm 14 mm 3 mm 8 mm 0561 662 050 100
9 mm 12 mm 1 mm 6 mm 0561 662 051 100
9 mm 12 mm 1.5 mm 6.5 mm 0561 662 052 100
9 mm 12 mm 1.5 mm 6.5 mm 0561 662 053 100
9 mm 12 mm 2 mm 7 mm 0561 662 054 100
9 mm 12 mm 2 mm 7 mm 0561 662 055 100
9 mm 12 mm 3 mm 8 mm 0561 662 056 100
9 mm 14 mm 1 mm 6 mm 0561 662 057 100
9 mm 14 mm 2 mm 7 mm 0561 662 058 100
9 mm 14 mm 3 mm 8 mm 0561 662 059 100
10 mm 12 mm 1 mm 6 mm 0561 662 060 100
10 mm 12 mm 1 mm 6 mm 0561 662 061 100
10 mm 12 mm 1.5 mm 6.5 mm 0561 662 062 100
10 mm 12 mm 1.5 mm 6.5 mm 0561 662 063 100
10 mm 12 mm 2 mm 7 mm 0561 662 064 100
10 mm 12 mm 2 mm 7 mm 0561 662 065 100
10 mm 12 mm 3 mm 8 mm 0561 662 066 100
10 mm 18 mm 1 mm 6 mm 0561 662 067 100
10 mm 18 mm 2 mm 7 mm 0561 662 068 100
10 mm 18 mm 3 mm 8 mm 0561 662 069 100
10 mm 18 mm 4 mm 9 mm 0561 662 070 100
11 mm 18 mm 1 mm 6 mm 0561 662 071 100
11 mm 18 mm 2 mm 7 mm 0561 662 072 100
11 mm 18 mm 3 mm 8 mm 0561 662 073 100
11 mm 18 mm 4 mm 9 mm 0561 662 074 100
12 mm 18 mm 1 mm 6 mm 0561 662 075 100
12 mm 18 mm 2 mm 7 mm 0561 662 076 100
12 mm 18 mm 3 mm 8 mm 0561 662 077 100
12 mm 18 mm 4 mm 9 mm 0561 662 078 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing
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Cable entry and bushing

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

14 mm 22 mm 1 mm 7 mm 0561 662 079 100
14 mm 22 mm 1.5 mm 7.5 mm 0561 662 080 100
14 mm 22 mm 2 mm 8 mm 0561 662 081 100
14 mm 22 mm 3 mm 9 mm 0561 662 082 100
14 mm 22 mm 4 mm 10 mm 0561 662 083 100
16 mm 22 mm 1 mm 7 mm 0561 662 084 100
16 mm 22 mm 1.5 mm 7.5 mm 0561 662 085 100
16 mm 22 mm 2 mm 8 mm 0561 662 086 100
16 mm 22 mm 3 mm 9 mm 0561 662 087 100
16 mm 22 mm 4 mm 10 mm 0561 662 088 100
18 mm 22 mm 1 mm 7 mm 0561 662 089 100
18 mm 22 mm 1.5 mm 7.5 mm 0561 662 090 100
18 mm 22 mm 2 mm 8 mm 0561 662 091 100
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Cable entry and bushing

Double-sided TPE

• 	TPE – thermoplastic elastomer, Soft (Shore hardness A 60), highly elastic
• 	Heat-resistant up to 125°C, Cold-resistant down to -50°C
• 	Resistant to: Water, acids, bases, salt solutions, cleaning agents, ozone, weather, 

aliphatic + chlorinated solvents
• 	Some resistance to aromatics, ketones, mineral oil, petrol
• 	Very good resistance to ageing, well electrically insulated, 
• 	Halogefree, RoHS-compliant
• 	�7�3�(���K�D�V���W�K�H���F�O�D�V�V�L�À�F�D�W�L�R�Q���8�/�������+�%�����V�O�R�Z���E�X�U�Q�L�Q�J�����D�Q�G���I�X�O�À�O�V���W�K�H���U�H�T�X�L�U�H�P�H�Q�W�V��
• 	of the automotive standard FMVSS 302 with regard to burning speed

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

2 mm 5 mm 1 mm �����P�P 0561 661 000 100
2 mm 5 mm 1.5 mm ���������P�P 0561 661 001 100
2 mm 5 mm 2 mm 5 mm 0561 661 002 100
3 mm 5 mm 1 mm �����P�P 0561 661 003 100
3 mm 5 mm 1.5 mm ���������P�P 0561 661 004 100
3 mm 5 mm 2 mm 5 mm 0561 661 005 100
�����P�P 6 mm �����P�P 8 mm 0561 661 006 100
�����P�P 8 mm 1 mm 5 mm 0561 661 007 100
�����P�P 8 mm 1.5 mm 5.5 mm 0561 661 008 100
�����P�P 8 mm 2 mm 6 mm 0561 661 009 100
���������P�P 8 mm 1.5 mm 5.5 mm 0561 661 010 100
5 mm 7 mm 3 mm 7 mm 0561 661 011 100
5 mm 8 mm 1 mm 5 mm 0561 661 012 100
5 mm 8 mm 1.5 mm 5.5 mm 0561 661 013 100
5 mm 8 mm 2 mm 6 mm 0561 661 014 100
5.5 mm 8 mm 1.5 mm 5.5 mm 0561 661 015 100
5.5 mm 9 mm 1 mm 5 mm 0561 661 016 100
5.5 mm 9 mm 1.5 mm 5.5 mm 0561 661 017 100
5.5 mm 9 mm 2 mm 6 mm 0561 661 018 100
5.5 mm 9 mm 3 mm 7 mm 0561 661 019 100
6 mm 8 mm 1.5 mm 5.5 mm 0561 661 020 100
6 mm 9 mm 1 mm 5 mm 0561 661 021 100
6 mm 9 mm 1.5 mm 5.5 mm 0561 661 022 100
6 mm 9 mm 2 mm 6 mm 0561 661 023 100
6 mm 9 mm 3 mm 7 mm 0561 661 024 100
6 mm 9 mm �����P�P 8 mm 0561 661 025 100
6 mm 9 mm 5 mm 9 mm 0561 661 026 100
6 mm 9 mm 6 mm 10 mm 0561 661 027 100
6 mm 9 mm 7 mm 11 mm 0561 661 028 100
6 mm 9 mm 9 mm 13 mm 0561 661 029 100
6 mm 12 mm 2 mm 7 mm 0561 661 030 100
6 mm 13 mm 7 mm 12 mm 0561 661 031 100
6 mm �������P�P 1 mm 6 mm 0561 661 032 100
7 mm 10 mm 1 mm 6 mm 0561 661 033 100
7 mm 10 mm 1.5 mm 6.5 mm 0561 661 034 100
7 mm 10 mm 2 mm 7 mm 0561 661 035 100

Cable grommet TPE

Material Thermoplastic elastomer
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Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

7 mm 10 mm 3 mm 8 mm 0561 661 036 100
7 mm 12 mm 1 mm 6 mm 0561 661 037 100
7 mm �������P�P 1 mm 6 mm 0561 661 038 100
7 mm �������P�P 2 mm 7 mm 0561 661 039 100
7 mm �������P�P 3 mm 8 mm 0561 661 040 100
8 mm 10 mm 1 mm 6 mm 0561 661 041 100
8 mm 10 mm 1.5 mm 6.5 mm 0561 661 042 100
8 mm 10 mm 2 mm 7 mm 0561 661 043 100
8 mm 10 mm 3 mm 8 mm 0561 661 044 100
8 mm 12 mm 1 mm 6 mm 0561 661 045 100
8 mm 12 mm 1.5 mm 6.5 mm 0561 661 046 100
8 mm 12 mm 2 mm 7 mm 0561 661 047 100
8 mm 12 mm 3 mm 8 mm 0561 661 048 100
8 mm �������P�P 1 mm 6 mm 0561 661 049 100
8 mm �������P�P 2 mm 7 mm 0561 661 050 100
8 mm �������P�P 3 mm 8 mm 0561 661 051 100
9 mm 12 mm 1 mm 6 mm 0561 661 052 100
9 mm 12 mm 1.5 mm 6.5 mm 0561 661 053 100
9 mm 12 mm 2 mm 7 mm 0561 661 054 100
9 mm 12 mm 3 mm 8 mm 0561 661 055 100
9 mm �������P�P 1 mm 6 mm 0561 661 056 100
9 mm �������P�P 2 mm 7 mm 0561 661 057 100
9 mm �������P�P 3 mm 8 mm 0561 661 058 100
10 mm 12 mm 1 mm 6 mm 0561 661 059 100
10 mm 12 mm 1.5 mm 6.5 mm 0561 661 060 100
10 mm 12 mm 2 mm 7 mm 0561 661 061 100
10 mm 12 mm 3 mm 8 mm 0561 661 062 100
10 mm 18 mm 1 mm 6 mm 0561 661 063 100
10 mm 18 mm 2 mm 7 mm 0561 661 064 100
10 mm 18 mm 3 mm 8 mm 0561 661 065 100
10 mm 18 mm �����P�P 9 mm 0561 661 066 100
11 mm 18 mm 1 mm 6 mm 0561 661 067 100
11 mm 18 mm 2 mm 7 mm 0561 661 068 100
11 mm 18 mm 3 mm 8 mm 0561 661 069 100
11 mm 18 mm �����P�P 9 mm 0561 661 070 100
12 mm 18 mm 1 mm 6 mm 0561 661 071 100
12 mm 18 mm 2 mm 7 mm 0561 661 072 100
12 mm 18 mm 3 mm 8 mm 0561 661 073 100
12 mm 18 mm �����P�P 9 mm 0561 661 074 100
�������P�P 22 mm 1 mm 7 mm 0561 661 075 100
�������P�P 22 mm 1.5 mm 7.5 mm 0561 661 076 100
�������P�P 22 mm 2 mm 8 mm 0561 661 077 100
�������P�P 22 mm 3 mm 9 mm 0561 661 078 100
�������P�P 22 mm �����P�P 10 mm 0561 661 079 100
16 mm 22 mm 1 mm 7 mm 0561 661 080 100
16 mm 22 mm 1.5 mm 7.5 mm 0561 661 081 100
16 mm 22 mm 2 mm 8 mm 0561 661 082 100
16 mm 22 mm 3 mm 9 mm 0561 661 083 100
16 mm 22 mm �����P�P 10 mm 0561 661 084 100
18 mm 22 mm 1 mm 7 mm 0561 661 085 100
18 mm 22 mm 1.5 mm 7.5 mm 0561 661 086 100
18 mm 22 mm 2 mm 8 mm 0561 661 087 100
18 mm 22 mm 3 mm 9 mm 0561 661 088 100
18 mm 22 mm �����P�P 10 mm 0561 661 089 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing
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Cable entry and bushing

Double-flanged membrane grommet CR

• 	Polychloroprene – synthetic elastomer
• 	Inner membrane
• 	For sealing cable outputs
• 	Good resistance to ageing
• 	Good ozone resistance
• 	Good insulation properties
• 	Excellent elasticity
• 	Relatively good oil resistance
• 	Softness in different hardness grades from 40 to 70 Shore A possible
• 	RoHS-compliant

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

9 mm 15.5 mm 1 mm 7 mm 0561 660 197 100
9 mm 15.5 mm 2 mm 7 mm 0561 660 198 100
9 mm 16 mm 2 mm 7 mm 0561 660 208 100
11 mm 18.5 mm 2 mm 7 mm 0561 660 199 100
13.5 mm 20 mm 2 mm 7 mm 0561 660 209 100
13.5 mm 20.5 mm 2 mm 7 mm 0561 660 200 100
16 mm 22.5 mm 2 mm 7 mm 0561 660 201 100
16 mm 22.5 mm 3 mm 8 mm 0561 660 217 100
16 mm 22.5 mm 4 mm 9 mm 0561 660 218 100
18.5 mm 25 mm 2 mm 7 mm 0561 660 210 100
21 mm 28 mm 2 mm 8 mm 0561 660 202 100
21 mm 28 mm 4 mm 10 mm 0561 660 219 100
25 mm 32 mm 2 mm 8 mm 0561 660 211 100
29 mm 37 mm 2 mm 9 mm 0561 660 203 50
29 mm 37 mm 6 mm 13 mm 0561 660 220 50
31 mm 40 mm 2.5 mm 10.1 mm 0561 660 212 50
36 mm 47 mm 2.5 mm 10.1 mm 0561 660 204 50
36 mm 47 mm 3 mm 11.8 mm 0561 660 221 50
39 mm 50 mm 2.5 mm 10.1 mm 0561 660 213 50
48 mm 60 mm 2.5 mm 10.1 mm 0561 660 205 50
53 mm 63 mm 2.5 mm 10.1 mm 0561 660 214 50
53 mm 64 mm 2.5 mm 10.1 mm 0561 660 206 50
53 mm 68 mm 2.5 mm 10.1 mm 0561 660 215 50
65 mm 75 mm 2.5 mm 10.1 mm 0561 660 216 50

Cable grommet with membrane CR

Material Neoprene
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Cable entry and bushing

Double-sided membrane grommet, cross recess CR

• 	Polychloroprene – synthetic elastomer
• 	Inner membrane
• 	For sealing cable outputs
• 	Good resistance to ageing
• 	Good ozone resistance
• 	Good insulation properties
• 	Excellent elasticity
• 	Relatively good oil resistance
• 	Softness in different hardness grades from 40 to 70 Shore A possible
• 	RoHS-compliant

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

11 mm 18.5 mm 2 mm 4.5 mm 0561 660 222 100
13.5 mm 20.5 mm 2 mm 4.5 mm 0561 660 223 100
16 mm 22.5 mm 2 mm 4.5 mm 0561 660 224 100
21 mm 28 mm 2 mm 5 mm 0561 660 225 100
29 mm 37 mm 2 mm 5.5 mm 0561 660 226 50
36 mm 47 mm 2.5 mm 6.3 mm 0561 660 227 50
48 mm 60 mm 2.5 mm 6.3 mm 0561 660 228 50
53 mm 64 mm 2.5 mm 6.3 mm 0561 660 229 50

Cable grommet with cross recess membrane CR

Material Neoprene

Details/Application
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Cable entry and bushing

Double-sided membrane grommet, perforated CR

• 	Polychloroprene – synthetic elastomer
• 	Inner membrane
• 	For sealing cable outputs
• 	Good resistance to ageing
• 	Good ozone resistance
• 	Good insulation properties
• 	Excellent elasticity
• 	Relatively good oil resistance
• 	Softness in different hardness grades from 40 to 70 Shore A possible
• 	RoHS-compliant

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

9 mm 15.5 mm 2 mm 7 mm 0561 660 230 100
11 mm 18.5 mm 2 mm 7 mm 0561 660 231 100
11 mm 18.5 mm 2 mm 7 mm 0561 660 232 100
13.5 mm 20.5 mm 2 mm 7 mm 0561 660 233 100
13.5 mm 20.5 mm 2 mm 7 mm 0561 660 234 100
16 mm 22.5 mm 2 mm 7 mm 0561 660 235 100
16 mm 22.5 mm 2 mm 7 mm 0561 660 236 100
16 mm 22.5 mm 2 mm 7 mm 0561 660 237 100
16 mm 22.5 mm 3 mm 8 mm 0561 660 238 100
21 mm 28 mm 2 mm 8 mm 0561 660 239 100
21 mm 28 mm 2 mm 8 mm 0561 660 240 100
21 mm 28 mm 2 mm 8 mm 0561 660 241 100
21 mm 28 mm 2 mm 8 mm 0561 660 242 100
21 mm 28 mm 2 mm 8 mm 0561 660 243 100
21 mm 28 mm 2 mm 8 mm 0561 660 244 100
29 mm 37 mm 2 mm 9 mm 0561 660 245 50
29 mm 37 mm 2 mm 9 mm 0561 660 246 50
29 mm 37 mm 2 mm 9 mm 0561 660 247 50
36 mm 47 mm 2.5 mm 10.1 mm 0561 660 248 50
36 mm 47 mm 2.5 mm 10.1 mm 0561 660 249 50
36 mm 47 mm 2.5 mm 10.1 mm 0561 660 251 50
36 mm 47 mm 3.8 mm 11.8 mm 0561 660 250 50
48 mm 60 mm 2.5 mm 10.1 mm 0561 660 252 50
48 mm 60 mm 2.5 mm 10.1 mm 0561 660 253 50
48 mm 60 mm 2.5 mm 10.1 mm 0561 660 254 50
53 mm 64 mm 2.5 mm 10.1 mm 0561 660 255 50
69 mm 79 mm 2.5 mm 10.1 mm 0561 660 256 50
69 mm 79 mm 2.5 mm 10.1 mm 0561 660 257 50

Cable grommet with perforated membrane CR

Material Neoprene
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Cable entry and bushing

EPDM grommet

• 	Suitable for apparatus outputs,  
control box outputs, housing outputs, etc.

• 	Easy to install,  Halogen-free, ROHS-compliant
• 	�0�H�P�E�U�D�Q�H���I�R�U���S�H�Q�H�W�U�D�W�L�R�Q���²���L�G�H�D�O���I�R�U���U�H�W�U�R�À�W�W�L�Q�J

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

5 mm 13 mm 2 mm 12.6 mm 0561 660 273 50
5 mm 13 mm 2 mm 12.6 mm 0561 660 280 50
7 mm 12.5 mm 2 mm 12.8 mm 0561 660 259 50
7 mm 12.5 mm 2 mm 12.8 mm 0561 660 266 50
7 mm 16 mm 4 mm 17.8 mm 0561 660 274 50
7 mm 16 mm 4 mm 17.8 mm 0561 660 281 50
9 mm 16.5 mm 4 mm 17.7 mm 0561 660 260 50
9 mm 16.5 mm 4 mm 17.7 mm 0561 660 267 50
10 mm 19 mm 4 mm 19.8 mm 0561 660 275 50
10 mm 19 mm 4 mm 19.8 mm 0561 660 282 50
12 mm 20.5 mm 4 mm 20 mm 0561 660 261 50
12 mm 20.5 mm 4 mm 20 mm 0561 660 268 50
14 mm 23 mm 4 mm 21.6 mm 0561 660 276 50
14 mm 23 mm 4 mm 21.6 mm 0561 660 283 50
16 mm 25.5 mm 4 mm 21.3 mm 0561 660 262 50
16 mm 25.5 mm 4 mm 21.3 mm 0561 660 269 50
20 mm 29 mm 4 mm 24.6 mm 0561 660 277 25
20 mm 29 mm 4 mm 24.6 mm 0561 660 284 25
20 mm 32.5 mm 4 mm 24.6 mm 0561 660 263 25
20 mm 32.5 mm 4 mm 24.6 mm 0561 660 270 25
26 mm 38 mm 4 mm 28.5 mm 0561 660 278 25
26 mm 38 mm 4 mm 28.5 mm 0561 660 285 25
28 mm 40.5 mm 4 mm 29.5 mm 0561 660 264 25
28 mm 40.5 mm 4 mm 29.5 mm 0561 660 271 25
35 mm 48 mm 4 mm 34.9 mm 0561 660 279 10
35 mm 48 mm 4 mm 34.9 mm 0561 660 286 10
35 mm 50.5 mm 4 mm 34.8 mm 0561 660 265 10
35 mm 50.5 mm 4 mm 34.8 mm 0561 660 272 10

Sealing grommet EPDM

Material EPDM (ethylene propylene diene monomer rubber)

Details/Application
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Cable entry and bushing

Double-flanged membrane grommet, closed, TPE

• 	TPE – thermoplastic elastomer
• 	External membrane
• 	Soft (Shore hardness A 60)
• 	Highly elastic
• 	Heat-resistant up to 125°C
• 	Cold-resistant down to -50°C
• 	Resistant to: Water, acids, bases, salt solutions, cleaning agents, ozone, 

weather, aliphatic + chlorinated solvents
• 	Some resistance to aromatics, ketones, mineral oil, petrol
• 	Very good resistance to ageing
• 	Well electrically insulated
• 	Halogen-free
• 	RoHS-compliant
• 	�7�3�(���K�D�V���W�K�H���F�O�D�V�V�L�À�F�D�W�L�R�Q���8�/�������+�%�����V�O�R�Z���E�X�U�Q�L�Q�J�����D�Q�G���I�X�O�À�O�V���W�K�H���U�H�T�X�L�U�H�P�H�Q�W�V��

of the automotive standard FMVSS 302 with regard to burning speed

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

5 mm 7 mm 3 mm 7 mm 0561 661 090 100
5.5 mm �����P�P 3 mm 7 mm 0561 661 091 100
6 mm �����P�P 3 mm 7 mm 0561 661 092 100
6 mm �������P�P 1 mm 6 mm 0561 661 093 100
7 mm �������P�P 3 mm 8 mm 0561 661 094 100
8 mm �������P�P 3 mm 8 mm 0561 661 095 100
�����P�P 12 mm 2 mm 7 mm 0561 661 096 100
�����P�P �������P�P 3 mm 8 mm 0561 661 097 100
10 mm 18 mm 3 mm 8 mm 0561 661 098 100
10 mm 18 mm �����P�P �����P�P 0561 661 099 100
11 mm 18 mm 3 mm 8 mm 0561 661 100 100
11 mm 18 mm �����P�P �����P�P 0561 661 101 100
12 mm 18 mm 3 mm 8 mm 0561 661 102 100

Cable grommet with closed membrane, TPE

Material Thermoplastic elastomer
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Cable entry and bushing

Double-flanged membrane grommet, pre-punch, TPE

• 	TPE – thermoplastic elastomer
• 	External membrane
• 	Soft (Shore hardness A 60)
• 	Highly elastic
• 	Heat-resistant up to 125°C
• 	Cold-resistant down to -50°C
• 	Resistant to: Water, acids, bases, salt solutions, cleaning agents, ozone, 

weather, aliphatic + chlorinated solvents
• 	Some resistance to aromatics, ketones, mineral oil, petrol
• 	Very good resistance to ageing
• 	Well electrically insulated
• 	Halogen-free
• 	RoHS-compliant
• 	�7�3�(���K�D�V���W�K�H���F�O�D�V�V�L�À�F�D�W�L�R�Q���8�/�������+�%�����V�O�R�Z���E�X�U�Q�L�Q�J�����D�Q�G���I�X�O�À�O�V���W�K�H���U�H�T�X�L�U�H�P�H�Q�W�V��

of the automotive standard FMVSS 302 with regard to burning speed

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

5 mm 7 mm 3 mm 8 mm 0561 661 104 100
7 mm �������P�P 3 mm 8 mm 0561 661 105 100
8 mm 12 mm 2 mm 7 mm 0561 661 107 100
�����P�P 12 mm 2 mm 7 mm 0561 661 106 100
�����P�P �������P�P 3 mm 8 mm 0561 661 108 100
�����P�P �������P�P 3 mm 8 mm 0561 661 109 100
10 mm 18 mm 3 mm 8 mm 0561 661 110 100
10 mm 18 mm 3 mm 8 mm 0561 661 111 100
10 mm 18 mm 3 mm 8 mm 0561 661 112 100

Cable grommet with pre-punch membrane, TPE

Material Thermoplastic elastomer
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Cable entry and bushing

Double-sided membrane grommet, TPE

• 	TPE – thermoplastic elastomer
• 	Inner membrane
• 	Soft (Shore hardness A 60)
• 	Highly elastic
• 	Heat-resistant up to 125°C
• 	Cold-resistant down to -50°C
• 	Resistant to: Water, acids, bases, salt solutions, cleaning agents, ozone, 

weather, aliphatic + chlorinated solvents
• 	Some resistance to aromatics, ketones, mineral oil, petrol
• 	Very good resistance to ageing
• 	Well electrically insulated
• 	Halogen-free
• 	RoHS-compliant
• 	�7�3�(���K�D�V���W�K�H���F�O�D�V�V�L�À�F�D�W�L�R�Q���8�/�������+�%�����V�O�R�Z���E�X�U�Q�L�Q�J�����D�Q�G���I�X�O�À�O�V���W�K�H���U�H�T�X�L�U�H�P�H�Q�W�V��

of the automotive standard FMVSS 302 with regard to burning speed

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

�����P�P 15 mm 2 mm 7 mm 0561 661 114 100
11 mm 18 mm 2 mm 7 mm 0561 661 115 100
13.5 mm 20 mm 2 mm 7 mm 0561 661 116 100
13.5 mm 20 mm 2 mm 7 mm 0561 661 123 100
16 mm 22 mm 2 mm ���������P�P 0561 661 117 100
21 mm 25 mm 2 mm 8 mm 0561 661 124 100
21 mm 28 mm 1 mm 8 mm 0561 661 119 100
21 mm 28 mm 2 mm 8 mm 0561 661 118 100
�������P�P 32 mm 2.2 mm ���������P�P 0561 661 125 100
�������P�P 37 mm 2.2 mm ���������P�P 0561 661 120 50
35.5 mm �������P�P 2.5 mm 10.1 mm 0561 661 121 50

Cable grommet with membrane, TPE

Material Thermoplastic elastomer
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Cable entry and bushing

Double-flanged membrane grommet, cross recess TPE

• 	TPE – thermoplastic elastomer
• 	Inner membrane
• 	Soft (Shore hardness A 60)
• 	Highly elastic
• 	Heat-resistant up to 125°C
• 	Cold-resistant down to -50°C
• 	Resistant to: Water, acids, bases, salt solutions, cleaning agents, ozone, 

weather, aliphatic + chlorinated solvents
• 	Some resistance to aromatics, ketones, mineral oil, petrol
• 	Very good resistance to ageing
• 	Well electrically insulated
• 	Halogen-free
• 	RoHS-compliant
• 	�7�3�(���K�D�V���W�K�H���F�O�D�V�V�L�À�F�D�W�L�R�Q���8�/�������+�%�����V�O�R�Z���E�X�U�Q�L�Q�J�����D�Q�G���I�X�O�À�O�V���W�K�H���U�H�T�X�L�U�H�P�H�Q�W�V��

of the automotive standard FMVSS 302 with regard to burning speed

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

�����P�P 15 mm 2 mm 7 mm 0561 661 126 100
11 mm 18 mm 2 mm 7 mm 0561 661 127 100
13.5 mm 20 mm 2 mm 7 mm 0561 661 128 100
16 mm 22 mm 2 mm ���������P�P 0561 661 129 100
21 mm 28 mm 1 mm 8 mm 0561 661 131 100
21 mm 28 mm 2 mm 8 mm 0561 661 130 100
�������P�P 37 mm 2.2 mm ���������P�P 0561 661 132 50
35.5 mm �������P�P 2.5 mm 10.1 mm 0561 661 133 50
�������P�P �������P�P 2.5 mm 10.5 mm 0561 661 134 50

Cable grommet with cross recess membrane, TPE

Material Thermoplastic elastomer

Details/Application
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Cable entry and bushing

Double-flanged membrane grommet, perforated, TPE

• 	TPE – thermoplastic elastomer
• 	Inner membrane
• 	Soft (Shore hardness A 60)
• 	Highly elastic
• 	Heat-resistant up to 125°C
• 	Cold-resistant down to -50°C
• 	Resistant to: Water, acids, bases, salt solutions, cleaning agents, ozone, 

weather, aliphatic + chlorinated solvents
• 	Some resistance to aromatics, ketones, mineral oil, petrol
• 	Very good resistance to ageing
• 	Well electrically insulated
• 	Halogen-free
• 	RoHS-compliant
• 	�7�3�(���K�D�V���W�K�H���F�O�D�V�V�L�À�F�D�W�L�R�Q���8�/�������+�%�����V�O�R�Z���E�X�U�Q�L�Q�J�����D�Q�G���I�X�O�À�O�V���W�K�H���U�H�T�X�L�U�H�P�H�Q�W�V��

of the automotive standard FMVSS 302 with regard to burning speed

Internal diameter (d) Drill hole (D1) Height (H) Art. No. P. Qty. 
11 mm 18 mm 7 mm 0561 661 135 100
16 mm 22 mm ���������P�P 0561 661 136 100
21 mm 28 mm 8 mm 0561 661 137 100
21 mm 28 mm 8 mm 0561 661 138 100

Cable grommet with perforated membrane TPE

Installation thickness (h1) 2 mm
Material Thermoplastic elastomer
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Cable entry and bushing

TPE grommet

• 	TPE – thermoplastic elastomer
• 	Quick, easy installation
• 	Highly elastic
• 	IP67
• 	Heat-resistant up to +125°C
• 	Cold-resistant down to -50°C
• 	Resistant to: Water, acids, bases, salt solutions, cleaning agents, ozone, 

weather, aliphatic + chlorinated solvents
• 	Some resistance to aromatics, ketones, mineral oil, petrol
• 	Very good resistance to ageing
• 	Well electrically insulated
• 	Halogen-free
• 	RoHS-compliant

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

10 mm 16 mm 3 mm 11 mm 0561 661 149 50
10 mm 16 mm 3 mm 11 mm 0561 661 154 50
10 mm 16.5 mm 3 mm 11 mm 0561 661 139 50
10 mm 16.5 mm 3 mm 11 mm 0561 661 144 50
12 mm 19 mm 3 mm 11 mm 0561 661 150 50
12 mm 19 mm 3 mm 11 mm 0561 661 155 50
13 mm 20.5 mm 3 mm 11 mm 0561 661 140 50
13 mm 20.5 mm 3 mm 11 mm 0561 661 145 50
15 mm 23 mm 3.5 mm 11 mm 0561 661 151 50
15 mm 23 mm 3.5 mm 11 mm 0561 661 156 50
17 mm 25.5 mm 3.5 mm 11 mm 0561 661 141 50
17 mm 25.5 mm 3.5 mm 11 mm 0561 661 146 50
20 mm 29 mm 4.5 mm 11 mm 0561 661 152 25
20 mm 29 mm 4.5 mm 11 mm 0561 661 157 25
24 mm 32.5 mm 4.5 mm 11 mm 0561 661 142 25
24 mm 32.5 mm 4.5 mm 11 mm 0561 661 147 25
27 mm 38 mm 4.5 mm 13.5 mm 0561 661 153 25
27 mm 38 mm 4.5 mm 13.5 mm 0561 661 158 25
31 mm 40.5 mm 4.5 mm 13.5 mm 0561 661 143 25

Sealed grommet TPE

Material Thermoplastic elastomer

Details/Application
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Cable entry and bushing

Double-flanged membrane grommet, closed, PVC

• 	Soft PVC
• 	External membrane
• 	Heat-resistant up to +90°C for short periods, up to +70°C for longer periods
• 	Cold-resistant down to -25°C
• 	Resistant to: Water, ozone, weather, diluted acids, bases and salts
• 	Very good resistance to ageing
• 	Some resistance to: Aromatics, ketones, mineral oil, petrol, esters (swelling)
• 	Very good electrical insulation properties
• 	Dimension-accurate

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

5 mm 7 mm 3 mm 7 mm 0561 662 100 100
5.5 mm 9 mm 3 mm 7 mm 0561 662 101 100
6 mm 9 mm 3 mm 7 mm 0561 662 102 100
6 mm 14 mm 1 mm 6 mm 0561 662 103 100
7 mm 14 mm 3 mm 8 mm 0561 662 104 100
8 mm 14 mm 3 mm 8 mm 0561 662 105 100
9 mm 12 mm 2 mm 7 mm 0561 662 106 100
9 mm 14 mm 3 mm 8 mm 0561 662 107 100
10 mm 18 mm 3 mm 8 mm 0561 662 108 100
10 mm 18 mm 4 mm 9 mm 0561 662 109 100
11 mm 18 mm 3 mm 8 mm 0561 662 110 100
11 mm 18 mm 4 mm 9 mm 0561 662 111 100
12 mm 18 mm 3 mm 8 mm 0561 662 112 100

Cable grommet with closed membrane, PVC

Material PVC - Polyvinyl chloride
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Cable entry and bushing

Double-flanged membrane grommet, pre-cut, PVC

• 	Soft PVC
• 	External membrane
• 	Heat-resistant up to +90°C for short periods, up to +70°C for longer periods
• 	Cold-resistant down to -25°C
• 	Resistant to: Water, ozone, weather, diluted acids, bases and salts
• 	Very good resistance to ageing
• 	Some resistance to: Aromatics, ketones, mineral oil, petrol, esters (swelling)
• 	Very good electrical insulation properties
• 	Dimension-accurate

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

5 mm 7 mm 3 mm 8 mm 0561 662 114 100
7 mm 14 mm 3 mm 8 mm 0561 662 115 100
8 mm 12 mm 2 mm 7 mm 0561 662 117 100
9 mm 12 mm 2 mm 7 mm 0561 662 116 100
9 mm 14 mm 3 mm 8 mm 0561 662 118 100
9 mm 14 mm 3 mm 8 mm 0561 662 119 100
10 mm 18 mm 3 mm 8 mm 0561 662 120 100
10 mm 18 mm 3 mm 8 mm 0561 662 121 100
10 mm 18 mm 3 mm 8 mm 0561 662 122 100

Cable grommet with pre-punched membrane, PVC

Material PVC - Polyvinyl chloride
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Cable entry and bushing

Double-flanged membrane grommet, PVC

• 	Soft PVC
• 	Inner membrane
• 	Heat-resistant up to +90°C for short periods, up to +70°C for longer periods
• 	Cold-resistant down to -25°C
• 	Resistant to: Water, ozone, weather, diluted acids, bases and salts
• 	Very good resistance to ageing
• 	Some resistance to: Aromatics, ketones, mineral oil, petrol, esters (swelling)
• 	Very good electrical insulation properties
• 	Dimension-accurate

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

9 mm 15 mm 2 mm 7 mm 0561 662 124 100
11 mm 18 mm 2 mm 7 mm 0561 662 125 100
13.5 mm 20 mm 2 mm 7 mm 0561 662 126 100
13.5 mm 20 mm 2 mm 7 mm 0561 662 134 100
16 mm 22 mm 2 mm 7.4 mm 0561 662 127 100
16 mm 22 mm 3 mm 8.4 mm 0561 662 128 100
21 mm 25 mm 2 mm 8 mm 0561 662 135 100
21 mm 28 mm 1 mm 8 mm 0561 662 130 100
21 mm 28 mm 2 mm 8 mm 0561 662 129 100
29 mm 32 mm 2 mm 9 mm 0561 662 136 100
29 mm 36.5 mm 2.2 mm 9.6 mm 0561 662 131 50
35 mm 46 mm 2.5 mm 10.1 mm 0561 662 132 50

Cable grommet membrane, PVC

Material PVC - Polyvinyl chloride



184

04

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Double-flanged membrane grommet, cross recess, PVC

• 	Soft PVC
• 	Inner membrane
• 	Heat-resistant up to +90°C for short periods, up to +70°C for longer periods
• 	Cold-resistant down to -25°C
• 	Resistant to: Water, ozone, weather, diluted acids, bases and salts
• 	Very good resistance to ageing
• 	Some resistance to: Aromatics, ketones, mineral oil, petrol, esters (swelling)
• 	Very good electrical insulation properties
• 	Dimension-accurate

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

9 mm 15 mm 2 mm 7 mm 0561 662 137 100
11 mm 18 mm 2 mm 7 mm 0561 662 138 100
13.5 mm 20 mm 2 mm 7 mm 0561 662 139 100
16 mm 22 mm 2 mm 7.4 mm 0561 662 140 100
21 mm 28 mm 1 mm 8 mm 0561 662 142 100
21 mm 28 mm 2 mm 8 mm 0561 662 141 100
29 mm 36.5 mm 2.2 mm 9.6 mm 0561 662 143 50
35 mm 46 mm 2.5 mm 10.1 mm 0561 662 144 50
46.5 mm 59 mm 2.5 mm 10.5 mm 0561 662 145 50

Cable grommet with cross recess membrane, PVC

Material PVC - Polyvinyl chloride

Details/Application



185

04

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable entry and bushing

Double-flanged membrane grommet, perforated, PVC

• 	Soft PVC
• 	Inner membrane
• 	Heat-resistant up to +90°C for short periods, up to +70°C for longer periods
• 	Cold-resistant down to -25°C
• 	Resistant to: Water, ozone, weather, diluted acids, bases and salts
• 	Very good resistance to ageing
• 	Some resistance to: Aromatics, ketones, mineral oil, petrol, esters (swelling)
• 	Very good electrical insulation properties
• 	Dimension-accurate

Internal diameter (d) Drill hole (D1)
Installation thickness 
(h1)

Height (H) Art. No. P. Qty. 

11 mm 18 mm 2 mm 7 mm 0561 662 146 100

Cable grommet with perforated membrane, PVC

Material PVC - Polyvinyl chloride



186

05

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique



187

01 Table of content 	 2-17

02 Cables and wires 	 18-47

03 Cable ties and accessories 	 48-135

04 Cable entry and bushing 	 136-185

05 Crimping technique 	 186-259

06 Cable protection and routing 	 260-353

07 Distribution technology 	 354-383

08 Fastening technology 	 384-447

09 Labelling technology 	 448-511

10 Switches and sockets 	 512-547

11 Safety engineering 	 548-581

12 Automotive engineering 	 582-635

13 Tools and measurement technology 	 636-773

ELECTRICAL INDUSTRIAL  
ASSORTMENT



Insulated cable lugs....................................................................................189–208 

Uninsulated cable lugs...............................................................................209–235 

Ferrules........................................................................................................236–259

05	 Crimping technique



189

05

Polyamide insulated

Expanded insulating sleeve
Harmonised conductors with stronger cable core insulation can be processed 
without a problem.

„Easy Entry“ insertion
Easy, fast and safe insertion of the conductor

High-quality polyamide
�6�X�L�W�D�E�O�H���I�R�U���X�V�H���L�Q���V�L�W�X�D�W�L�R�Q�V���L�Q�Y�R�O�Y�L�Q�J���F�K�D�Q�J�L�Q�J���O�R�D�G�V���D�Q�G���W�H�P�S�H�U�D�W�X�U�H���Á�X�F�W�X�D-
tions

Min./max. wire 
cross section

Colour Length Flange hole Surface Art. No. P. Qty. 

0.1-0.5 mm2 Yellow 16 mm M2 Tin plated 0967 400 042 1000
0.1-0.5 mm2 Yellow 16 mm M3 Tin plated 0967 400 043 1000
0.1-0.5 mm2 Yellow 16 mm M3.5 Tin plated 0967 400 041 1000
0.1-0.5 mm2 Yellow 17 mm M4 Tin plated 0967 400 044 1000
0.1-0.5 mm2 Yellow 18 mm M5 Tin plated 0967 400 045 1000
0.5-1 mm2 Red 17 mm M2.5 Tin plated 0967 400 052 100
0.5-1 mm2 Red 20 mm M3 Tin plated 0967 400 053 100 /  1000
0.5-1 mm2 Red 20 mm M3.5 Tin plated 0967 400 051 100
0.5-1 mm2 Red 20.6 mm M8 Tin plated 0967 400 058 100 /  1000
0.5-1 mm2 Red 22 mm M4 Tin plated 0967 400 054 100 /  1000
0.5-1 mm2 Red 24 mm M5 Tin plated 0967 400 055 100 /  1000
0.5-1 mm2 Red 26.5 mm M6 Tin plated 0967 400 056 100 /  1000
0.5-1 mm2 Red 33 mm M10 Tin plated 0967 400 050 100
1.5-2.5 mm2 Blue 17 mm M3.5 Tin plated 0967 400 151 100
1.5-2.5 mm2 Blue 20 mm M3 Tin plated 0967 400 153 100
1.5-2.5 mm2 Blue 22 mm M4 Tin plated 0967 400 154 100 /  1000
1.5-2.5 mm2 Blue 24.9 mm M10 Tin plated 0967 400 157 1000
1.5-2.5 mm2 Blue 25 mm M5 Tin plated 0967 400 155 100 /  1000
1.5-2.5 mm2 Blue 27 mm M12 Tin plated 0967 400 152 50
1.5-2.5 mm2 Blue 27.5 mm M6 Tin plated 0967 400 156 100 /  1000
1.5-2.5 mm2 Blue 30 mm M8 Tin plated 0967 400 158 100 /  1000
1.5-2.5 mm2 Blue 33 mm M10 Tin plated 0967 400 150 100
4-6 mm2 Yellow 25 mm M4 Tin plated 0967 400 404 50 /  500
4-6 mm2 Yellow 27 mm M5 Tin plated 0967 400 405 50 /  500
4-6 mm2 Yellow 28 mm M10 Tin plated 0967 400 410 500
4-6 mm2 Yellow 28.5 mm M6 Tin plated 0967 400 406 50 /  500
4-6 mm2 Yellow 30 mm M12 Tin plated 0967 400 412 50
4-6 mm2 Yellow 32 mm M14 Tin plated 0967 400 414 50
4-6 mm2 Yellow 33 mm M8 Tin plated 0967 400 408 50 /  500
4-6 mm2 Yellow 37 mm M10 Tin plated 0967 400 400 50 /  1000

Crimp cable lug, ring shape

Max. nominal voltage 600 V
Max. temperature conditions 105 °C
Material Copper
Surface Tin plated
Insulating material Nylon
Halogen-free Yes

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique



190

05

Min./max. wire 
cross section

Colour Length Flange hole Surface Art. No. P. Qty. 

10-10 mm2 Red 24 mm M4 Tin plated 0967 400 004 100
10-10 mm2 Red 29 mm M5 Tin plated 0967 410 005 50
10-10 mm2 Red 30.5 mm M6 Tin plated 0967 410 006 50
70-70 mm2 Yellow 54 mm M6 Tin plated 0967 400 706 50
70-70 mm2 Yellow 54 mm M8 Tin plated 0967 400 708 50
70-70 mm2 Yellow 54 mm M10 Tin plated 0967 400 710 50
70-70 mm2 Yellow 54 mm M12 Tin plated 0967 400 712 50
70-70 mm2 Yellow 54 mm M16 Tin plated 0967 400 716 50
95-95 mm2 Red 57 mm M8 Tin plated 0967 400 908 25
95-95 mm2 Red 57 mm M10 Tin plated 0967 400 910 25
95-95 mm2 Red 57 mm M12 Tin plated 0967 400 912 25
95-95 mm2 Red 57 mm M16 Tin plated 0967 400 916 25

Details/Application

�)�R�U���À�Q�H���D�Q�G���V�X�S�H�U�À�Q�H���V�W�U�D�Q�G�H�G���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����

Proof of performance

• 	�8�/�����������²���������P�P2��
• 	Ring shape according to DIN 46237

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Polyamide insulated

Expanded insulating sleeve
Harmonised conductors with stronger cable core insulation can be processed 
without a problem.

„Easy Entry“ insertion
Easy, fast and safe insertion of the conductor.

High-quality polyamide
�6�X�L�W�D�E�O�H���I�R�U���X�V�H���L�Q���V�L�W�X�D�W�L�R�Q�V���L�Q�Y�R�O�Y�L�Q�J���F�K�D�Q�J�L�Q�J���O�R�D�G�V���D�Q�G���W�H�P�S�H�U�D�W�X�U�H���Á�X�F�W�X�D-
tions.

Min./max. wire cross 
section

Colour Length Flange hole Art. No. P. Qty. 

0.5-1 mm2 Red 17 mm M2.5 0967 401 052 100
0.5-1 mm2 Red 17 mm M3 0967 401 053 100 /  1000
0.5-1 mm2 Red 17 mm M3.5 0967 401 051 100
0.5-1 mm2 Red 18 mm M4 0967 401 054 100 /  1000
0.5-1 mm2 Red 19 mm M5 0967 401 055 100
0.5-1 mm2 Red 21 mm M6 0967 401 056 100
0.5-1 mm2 Red 21 mm M8 0967 401 058 100
1.5-2.5 mm2 Blue 17 mm M3 0967 401 153 100
1.5-2.5 mm2 Blue 17 mm M3.5 0967 401 152 100
1.5-2.5 mm2 Blue 18 mm M4 0967 401 154 100 /  500
1.5-2.5 mm2 Blue 20 mm M5 0967 401 155 100
1.5-2.5 mm2 Blue 22 mm M6 0967 401 156 100
1.5-2.5 mm2 Blue 23 mm M8 0967 401 158 100
1.5-2.5 mm2 Red 23 mm M10 0967 401 150 1000
4-6 mm2 Red 26 mm M8 0967 401 408 50
4-6 mm2 Yellow 21 mm M4 0967 401 404 50 /  500
4-6 mm2 Yellow 22 mm M5 0967 401 405 50 /  500
4-6 mm2 Yellow 23 mm M6 0967 401 406 50 /  200
10-10 mm2 Blue 17 mm M5 0967 401 105 100
10-10 mm2 Blue 17 mm M6 0967 401 106 100
16-16 mm2 Blue 20 mm M5 0967 401 605 100
16-16 mm2 Blue 20 mm M6 0967 401 606 100
25-25 mm2 Yellow 25 mm M5 0967 401 205 100
25-25 mm2 Yellow 25 mm M6 0967 401 206 100

Crimp cable lug, fork shape

Max. nominal voltage 600 V/AC
Max. temperature conditions 105 °C
Material Copper
Surface Tin plated
Insulating material Nylon
Halogen-free Yes
Silicone-free Yes

Details/Application

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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�)�R�U���À�Q�H���D�Q�G���V�X�S�H�U�À�Q�H���V�W�U�D�Q�G�H�G���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

Easy Entry insertion
Easy, fast and safe insertion of conductors.

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����

Proof of performance

• 	UL
• 	�)�R�U�N���V�K�D�S�H���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���'�,�1���������������&

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Polyamide insulated

Expanded insulating sleeve
Harmonised conductors with stronger cable core insulation can be processed 
without a problem.

„Easy Entry“ insertion
Easy, fast and safe insertion of the conductor

High-quality polyamide
�6�X�L�W�D�E�O�H���I�R�U���X�V�H���L�Q���V�L�W�X�D�W�L�R�Q�V���L�Q�Y�R�O�Y�L�Q�J���F�K�D�Q�J�L�Q�J���O�R�D�G�V���D�Q�G���W�H�P�S�H�U�D�W�X�U�H���Á�X�F�W�X�D-
tions

Min./max. wire cross 
section

Colour Length Flange hole Art. No. P. Qty. 

0.5-1 mm2 Red 21.8 mm M4 0967 403 054 100
0.5-1 mm2 Red 23.8 mm M5 0967 403 055 100
1.5-2.5 mm2 Blue 21.8 mm M4 0967 403 154 100 /  1000
1.5-2.5 mm2 Blue 24.8 mm M5 0967 403 155 100

Crimp cable lug, narrow fork shape

Max. nominal voltage 600 V/AC
Max. temperature conditions 105 °C
Material Copper
Surface Tin plated
Insulating material Nylon
Halogen-free Yes
Silicone-free Yes

Details/Application

�)�R�U���À�Q�H���D�Q�G���V�X�S�H�U�À�Q�H���V�W�U�D�Q�G�H�G���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

Easy Entry insertion
Easy, fast and safe insertion of conductors.

Notice

The user must check the inserted 
cable (using a pull-out test, if 
required).

Proof of performance

UL

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Polyamide insulated

Expanded insulating sleeve
Harmonised conductors with stronger cable core insulation can be processed 
without a problem.

„Easy Entry“ insertion
Easy, fast and safe insertion of the conductor

High-quality polyamide
�6�X�L�W�D�E�O�H���I�R�U���X�V�H���L�Q���V�L�W�X�D�W�L�R�Q�V���L�Q�Y�R�O�Y�L�Q�J���F�K�D�Q�J�L�Q�J���O�R�D�G�V���D�Q�G���W�H�P�S�H�U�D�W�X�U�H���Á�X�F�W�X�D-
tions

Min./max. wire cross 
section

Colour Length Length of pin Art. No. P. Qty. 

0.1-0.5 mm2 Yellow 20 mm 8 mm 0967 402 00 1000
0.5-1 mm2 Red 19.5 mm 7 mm 0967 402 04 100
0.5-1 mm2 Red 23.5 mm 10.5 mm 0967 402 05 100 /  1000
0.5-1 mm2 Red 28.5 mm 15.5 mm 0967 402 06 100
1.5-2.5 mm2 Blue 21.5 mm 7.5 mm 0967 402 14 100
1.5-2.5 mm2 Blue 24 mm 11 mm 0967 402 15 100 /  1000
1.5-2.5 mm2 Blue 29.5 mm 16 mm 0967 402 16 100
4-6 mm2 Yellow 23.5 mm 8.5 mm 0967 402 41 50
4-6 mm2 Yellow 25.5 mm 13 mm 0967 402 40 50 /  500
4-6 mm2 Yellow 30.5 mm 15.5 mm 0967 402 42 50
10-10 mm2 Red 34.3 mm 12 mm 0967 402 000 100
16-16 mm2 Blue 40.2 mm 14 mm 0967 402 100 100
25-25 mm2 Yellow 43.5 mm 15 mm 0967 402 101 100
35-35 mm2 Red 51.5 mm 20 mm 0967 402 102 100
50-50 mm2 Blue 59 mm 20 mm 0967 402 103 50
70-70 mm2 Yellow 69 mm 23 mm 0967 402 104 50
95-95 mm2 Red 71 mm 25 mm 0967 402 105 25

Crimp cable lug, pin shape

Max. nominal voltage 600 V/AC
Max. temperature conditions 105 °C
Material Copper
Surface Tin plated
Insulating material Nylon
Halogen-free Yes
Silicone-free Yes

Details/Application

�)�R�U���À�Q�H���D�Q�G���V�X�S�H�U�À�Q�H���V�W�U�D�Q�G�H�G���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Easy Entry insertion
Easy, fast and safe insertion of conductors.

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����

Proof of performance

• 	UL
• 	Pin shape in accordance with DIN 46231

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Widened PVC insulation - easy entry

Min./max. wire cross 
section

Colour
�1�R�P�L�Q�D�O���V�L�]�H���R�I���Á�D�W��
plug/push connector/
blade connector

Length Art. No. P. Qty. 

0.1-0.5 mm2 Yellow 2.8 x 0.5 mm 16.4 mm 0967 405 011 1000
0.1-0.5 mm2 Yellow 2.8 x 0.8 mm 16.4 mm 0967 405 012 1000
0.5-1.5 mm2 Red 2.8 x 0.5 mm 18.8 mm 0967 405 051 1000
0.5-1.5 mm2 Red 2.8 x 0.8 mm 18.8 mm 0967 405 052 1000
0.5-1.5 mm2 Red 4.8 x 0.5 mm 19.2 mm 0967 405 053 1000
0.5-1.5 mm2 Red 4.8 x 0.8 mm 19.5 mm 0967 405 054 1000
0.5-1.5 mm2 Red 6.3 x 0.8 mm 21 mm 0967 405 055 1000
0.5-1.5 mm2 Red 8 x 0.8 mm 24 mm 0967 405 056 100
1.5-2.5 mm2 Blue 2.8 x 0.5 mm 18.8 mm 0967 405 151 100
1.5-2.5 mm2 Blue 2.8 x 0.8 mm 18.8 mm 0967 405 152 1000
1.5-2.5 mm2 Blue 4.8 x 0.5 mm 19.2 mm 0967 405 153 1000
1.5-2.5 mm2 Blue 4.8 x 0.8 mm 19.5 mm 0967 405 154 1000
1.5-2.5 mm2 Blue 6.3 x 0.8 mm 21 mm 0967 405 155 2000
1.5-2.5 mm2 Blue 8 x 0.8 mm 23.2 mm 0967 405 156 100
4-6 mm2 Yellow 6.3 x 0.8 mm 23.8 mm 0967 405 400 500
4-6 mm2 Yellow 9.5 x 1.2 mm 29.2 mm 0967 405 401 500

�,�Q�V�X�O�D�W�H�G���Á�D�W���S�O�X�J���L�Q���V�O�H�H�Y�H���3�9�&���'�,�1�������������7������

Material Brass
Surface Tin plated
Insulating material PVC

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Widened insulation - easy entry

Min./max. wire cross section Colour Art. No. P. Qty. 
0.5-1.5 mm2 Red 0967 407 055 1000
1.5-2.5 mm2 Blue 0967 407 155 1000

�,�Q�V�X�O�D�W�H�G���Á�D�W���S�O�X�J���L�Q���V�O�H�H�Y�H���Z�L�W�K���3�9�&���E�U�D�Q�F�K

�1�R�P�L�Q�D�O���V�L�]�H���R�I���Á�D�W���S�O�X�J���S�X�V�K��
�F�R�Q�Q�H�F�W�R�U���E�O�D�G�H���F�R�Q�Q�H�F�W�R�U

6.3 x 0.8 mm

�/�H�Q�J�W�K 21.2 mm
�0�D�[�����Q�R�P�L�Q�D�O���Y�R�O�W�D�J�H���������9���$�&
�0�D�W�H�U�L�D�O �%�U�D�V�V
�6�X�U�I�D�F�H �7�L�Q���S�O�D�W�H�G

ELECTRICAL INDUSTRIAL ASSORTMENT

�&�U�L�P�S�L�Q�J���W�H�F�K�Q�L�T�X�H
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PVC insulated

Min./max. wire cross section Colour
�1�R�P�L�Q�D�O���V�L�]�H���R�I���Á�D�W���S�O�X�J���S�X�V�K��
connector/blade connector

Art. No. P. Qty. 

0.5-1.5 mm2 Red 2.8 x 0.5 mm 0558 905 12 100
0.5-1.5 mm2 Red 2.8 x 0.8 mm 0558 905 13 100
0.5-1.5 mm2 Red 4.8 x 0.5 mm 0558 905 14 100
0.5-1.5 mm2 Red 4.8 x 0.8 mm 0558 905 15 100
0.5-1 mm2 Red 6.3 x 0.8 mm 0558 905 11 100 /  300
1.5-2.5 mm2 Blue 2.8 x 0.5 mm 0558 905 23 100
1.5-2.5 mm2 Blue 2.8 x 0.8 mm 0558 905 24 100
1.5-2.5 mm2 Blue 4.8 x 0.5 mm 0558 905 25 100
1.5-2.5 mm2 Blue 4.8 x 0.8 mm 0558 905 26 100
1.5-2.5 mm2 Blue 6.3 x 0.8 mm 0558 905 22 100 /  300
4-6 mm2 Yellow 6.3 x 0.8 mm 0558 905 44 100

�&�U�L�P�S���F�D�E�O�H���O�X�J�����S�X�V�K���F�R�Q�Q�H�F�W�R�U�����I�X�O�O�\���L�Q�V�X�O�D�W�H�G

Max. nominal voltage 600 V/AC
Min./max. temperature conditions -10 to 75 °C
Material Brass
Surface Tin plated
Insulating material PVC

�'�H�W�D�L�O�V���$�S�S�O�L�F�D�W�L�R�Q

�)�R�U���À�Q�H���D�Q�G���V�X�S�H�U�À�Q�H���V�W�U�D�Q�G�H�G���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����

ELECTRICAL INDUSTRIAL ASSORTMENT

�&�U�L�P�S�L�Q�J���W�H�F�K�Q�L�T�X�H
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Fully insulated polyamide

Expanded insulating sleeve
Harmonised conductors with stronger cable core insulation can be processed 
without a problem.

„Easy Entry“ insertion
Easy, fast and safe insertion of the conductor

High-quality polyamide
�6�X�L�W�D�E�O�H���I�R�U���X�V�H���L�Q���V�L�W�X�D�W�L�R�Q�V���L�Q�Y�R�O�Y�L�Q�J���F�K�D�Q�J�L�Q�J���O�R�D�G�V���D�Q�G���W�H�P�S�H�U�D�W�X�U�H���Á�X�F�W�X�D-
tions

Min./max. wire cross 
section

Colour
�1�R�P�L�Q�D�O���V�L�]�H���R�I���Á�D�W��
plug/push connector/
blade connector

Length Art. No. P. Qty. 

0.5-1.5 mm2 Red 2.8 x 0.5 mm 19 mm 0967 416 151 100
4-6 mm2 Yellow 6.3 x 0.8 mm 24.5 mm 0967 416 605 50

Crimp cable lug, push connector

Max. nominal voltage 600 V/AC
Max. temperature conditions 105 °C
Material Copper
Surface Tin plated
Insulating material Nylon
Halogen-free Yes
Silicone-free Yes

Details/Application

�)�R�U���À�Q�H���D�Q�G���Y�H�U�\���À�Q�H���F�R�U�H���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����X�V�L�Q�J���D���S�X�O�O���R�X�W���W�H�V�W�����L�I���U�H�T�X�L�U�H�G����

Proof of performance

UL

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Widened insulation - easy entry

Min./max. wire cross 
section

Colour
�1�R�P�L�Q�D�O���V�L�]�H���R�I���Á�D�W��
plug/push connector/
blade connector

Length Art. No. P. Qty. 

0.5-1.5 mm2 Red 2.8 x 0.5 mm 22.2 mm 0967 409 052 100
0.5-1.5 mm2 Red 2.8 x 0.8 mm 22.2 mm 0967 409 051 1000
0.5-1.5 mm2 Red 4.8 x 0.5 mm 22.2 mm 0967 409 053 100
0.5-1.5 mm2 Red 4.8 x 0.8 mm 22.2 mm 0967 409 054 100
0.5-1.5 mm2 Red 6.3 x 0.8 mm 21.5 mm 0967 409 055 100
1.5-2.5 mm2 Blue 2.8 x 0.5 mm 23 mm 0967 409 151 100
1.5-2.5 mm2 Blue 2.8 x 0.8 mm 23 mm 0967 409 152 100
1.5-2.5 mm2 Blue 4.8 x 0.5 mm 23 mm 0967 409 153 100
1.5-2.5 mm2 Blue 4.8 x 0.8 mm 19.8 mm 0967 409 154 100
1.5-2.5 mm2 Blue 6.3 x 0.8 mm 21.3 mm 0967 409 155 1000
4-6 mm2 Yellow 6.3 x 0.8 mm 24 mm 0967 409 455 50

�,�Q�V�X�O�D�W�H�G���Á�D�W���S�O�X�J���3�9�&

Material Brass
Surface Tin plated
Insulating material PVC

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Easy to use 
Combination pliers are all that are needed

For branch connections in any position

Min./max. wire cross section Wire cross section Colour Art. No. P. Qty. 
4 mm2 Yellow 0555 953 50 /  100

0.5-0.75 mm2 Red 0555 951 50 /  100
0.75-2.5 mm2 Blue 0555 952 50 /  100

Branch connector detachable

Max. nominal voltage 300 V/DC
Max. temperature conditions 105 °C

Details/Application

Vehicle electrics

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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For branch connections in any position required

Simple to use 
Only combination pliers required

Min./max. wire cross section Connection type Colour Art. No. P. Qty. 
Continuity 4 mm2, branch 1.5 mm2 Brown 0555 562 1 50 /  100

0.5-1.5 mm2 Red 0555 557 50 /  100
0.75-2.5 mm2 White 0555 564 1 50 /  100
1-2.5 mm2 Blue 0555 564 50 /  100
4-6 mm2 Yellow 0555 562 50 /  100

Branch connector non-detachable

Max. nominal voltage 600 V/DC
Max. temperature conditions 105 °C

Details/Application

Vehicle electrics

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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PVC insulated

Min./max. wire cross 
section

Colour Diameter Material Art. No. P. Qty. 

0.5-1 mm2 Red 4 mm Copper 0558 946 1
100 /  300 
/  500

1.5-2.5 mm2 Blue 4 mm Brass 0558 948 1 100

1.5-2.5 mm2 Blue 5 mm Copper 0558 948 2
100 /  300 
/  500

4-6 mm2 Yellow 5 mm Copper 0558 961 50 /  100

Crimp cable lug, round connector

Max. nominal voltage 600 V/AC
Min./max. temperature conditions -10 to 75 °C
Surface Tin plated
Insulating material PVC
Halogen-free No
Silicone-free No

Details/Application

�)�R�U���À�Q�H���D�Q�G���V�X�S�H�U�À�Q�H���V�W�U�D�Q�G�H�G���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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PVC insulated

Min./max. wire cross section Colour Diameter Art. No. P. Qty. 

0.5-1 mm2 Red 4 mm 0558 947 1
100 /  300 
/  500

1.5-2.5 mm2 Blue 5 mm 0558 949 2
100 /  300 
/  500

4-6 mm2 Yellow 5 mm 0558 962 100

Crimp cable lug, blade connector, fully insulated

Max. nominal voltage 600 V/AC
Min./max. temperature conditions -10 to 75 °C
Material Copper
Surface Tin plated
Insulating material PVC
Halogen-free No
Silicone-free No

Details/Application

�)�R�U���À�Q�H���D�Q�G���V�X�S�H�U�À�Q�H���V�W�U�D�Q�G�H�G���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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• 	Material: copper
• 	Galvanised layer
• 	Rated voltage max. 600 V
• 	„Easy Entry“ insertion 
• 	Easy, fast and safe insertion of the conductor 
• 	RoHS compliant

Min./max. wire cross section Colour Length Art. No. P. Qty. 
0.5-1.5 mm2 Red 26 mm 0967 401 000 100
1.5-2.5 mm2 Blue 26 mm 0967 401 001 100
4-6 mm2 Yellow 26 mm 0967 401 002 50
10-10 mm2 Red 36 mm 0967 401 003 100
16-16 mm2 Blue 45 mm 0967 401 004 100
25-25 mm2 Yellow 52.5 mm 0967 401 005 100
35-35 mm2 Red 55 mm 0967 401 006 100

Insulated butt connector, easy entry

Min./max. temperature conditions -10 to 75 °C
Material Copper
Surface Tin plated
Insulating material PVC

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Parallel connector PVC – easy entry

Min./max. wire cross section Colour Length Art. No. P. Qty. 
0.5-1.5 mm2 Red 18 mm 0967 401 007 1000
1.5-2.5 mm2 Blue 19 mm 0967 401 008 1000
4-6 mm2 Yellow 21 mm 0967 401 009 1000

Parallel connector, insulated

Min./max. temperature conditions -10 to 75 °C
Material Copper
Surface Tin plated
Insulating material PVC

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Semi-transparent heat-shrink tubing
Straightforward visual monitoring of the connection

40% faster shrinking process
Saves time

Low shrinking temperature of +300°C
Low risk of damage to connector and cable insulation

Min./max. wire cross section Colour Length Art. No. P. Qty. 
0.2-0.5 mm2 Transparent 30 mm 0555 510 0 50 /  100

0.5-1.5 mm2 Red 35 mm 0555 510 1
50 /  100 
/  300 /  400

1.5-2.5 mm2 Blue 35 mm 0555 510 2
50 /  100 
/  300

4-6 mm2 Yellow 40 mm 0555 510 4 50 /  100

Can be stored in ORSY

Heat-shrink crimp butt connector

Dielectric strength 30 kV/mm
IP protection class IP 67
Min./max. temperature conditions -55 to 125 °C
Min. shrinkage temperature 300 °C

Details/Application

Dust-proof and damp-proof connections. Good to excellent resistance against petrol, battery acid, diesel, engine oil, anti-
�I�U�H�H�]�H�����E�U�D�N�H���Á�X�L�G�����������V�D�O�L�Q�H���V�R�O�X�W�L�R�Q�����L�V�R�S�U�R�S�\�O���D�O�F�R�K�R�O��

Notice

Avoid localised overheating of the heat-shrink tubing.

Proof of performance

RoHS-compliant
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Length x width Art. No. P. Qty. 
144 x 48 mm 0555 4 10 /  25 /  50
152 x 25.8 mm 0555 2 10 /  25

Blade terminal bus bar

Plug width 6.3 mm
Number of connections 12 PCS
Max. nominal voltage 300 V/AC
Max. temperature conditions 75 °C
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DIN 46234 and similar

Ring-shaped crimp cable lug

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Art. No. 0967 601 3 0967 601 35 0967 601 4 0967 601 5 0967 601 6 0967 602 3

P. Qty. 100 /  2000 100 100 /  2000 100 /  2000 100 /  2000 2000
Min./max. wire 
cross section

0.5-1 mm2 0.5-1 mm2 0.5-1 mm2 0.5-1 mm2 0.5-1 mm2 1.5-2.5 mm2

Wire cross section
Flange hole M3 M3.5 M4 M5 M6 M3
Nominal size 3 - 1 3,5 - 1 4 - 1 5 - 1 6 - 1 3 - 2,5
Wire diameter 
(d1)

1.6 mm 1.6 mm 1.6 mm 1.6 mm 1.6 mm 2.3 mm

Diameter of hole 
(d2)

3.2 mm 3.7 mm 4.3 mm 5.3 mm 6.5 mm 3.2 mm

Distance between 
sleeve end and 
centre of hole (l)

10.8 mm 10.8 mm 11.8 mm 12.8 mm 14.8 mm 10.8 mm

Sleeve length 4.8 mm 4.8 mm 4.8 mm 4.8 mm 4.8 mm 4.8 mm
Width (b) 6 mm 6 mm 8 mm 10 mm 11 mm 6 mm

Art. No. 0967 602 35 0967 602 4 0967 602 5 0967 602 6 0967 602 8 0967 602 10

P. Qty. 1000 100 /  2000 100 /  500 100 /  2000 100 /  2000 1000
Min./max. wire 
cross section

1.5-2.5 mm2 1.5-2.5 mm2 1.5-2.5 mm2 1.5-2.5 mm2 1.5-2.5 mm2 1.5-2.5 mm2

Wire cross section
Flange hole M3.5 M4 M5 M6 M8 M10
Nominal size 3,5 - 2,5 4 - 2.5 5 - 2.5 6 - 2.5 8 - 2.5 10 - 2,5
Wire diameter 
(d1)

2.3 mm 2.3 mm 2.3 mm 2.3 mm 2.3 mm 2.3 mm

Diameter of hole 
(d2)

3.7 mm 4.3 mm 5.3 mm 6.5 mm 8.4 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (l)

10.8 mm 11.8 mm 13.8 mm 15.8 mm 16.8 mm 17 mm

Sleeve length 4.8 mm 4.8 mm 4.8 mm 4.8 mm 4.8 mm 4.8 mm
Width (b) 6 mm 8 mm 10 mm 11 mm 14 mm 15 mm
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Art. No. 0967 606 4 0967 606 5 0967 606 6 0967 606 8 0967 606 10 0967 606 12

P. Qty. 50 /  1000 50 /  1000 50 /  1000 50 /  1000 50 50
Min./max. wire 
cross section

4-6 mm2 4-6 mm2 4-6 mm2 4-6 mm2 4-6 mm2 4-6 mm2

Wire cross section
Flange hole M4 M5 M6 M8 M10 M12
Nominal size 4 - 6 5 - 6 6 - 6 8 - 6 10 - 6 12 - 6
Wire diameter 
(d1)

3.6 mm 3.6 mm 3.6 mm 3.6 mm 3.6 mm 3.6 mm

Diameter of hole 
(d2)

4.3 mm 5.3 mm 6.5 mm 8.4 mm 10.5 mm 13 mm

Distance between 
sleeve end and 
centre of hole (l)

14 mm 15 mm 16 mm 19 mm 21 mm 21 mm

Sleeve length 6 mm 6 mm 6 mm 6 mm 6 mm 6 mm
Width (b) 8 mm 10 mm 11 mm 14 mm 18 mm 18 mm

Art. No. 0967 610 4 0967 610 5 0967 610 6 0967 610 8 0967 610 10 0967 610 12

P. Qty. 50 50 /  1000 50 /  1000 50 /  500 50 /  500 50 /  200
Min./max. wire 
cross section
Wire cross section 10 mm2 10 mm2 10 mm2 10 mm2 10 mm2 10 mm2

Flange hole M4 M5 M6 M8 M10 M12
Nominal size 4 - 10 5 - 10 6 - 10 8 - 10 10 - 10 12 - 10
Wire diameter 
(d1)

4.5 mm 4.5 mm 4.5 mm 4.5 mm 4.5 mm 4.5 mm

Diameter of hole 
(d2)

4.3 mm 5.3 mm 6.5 mm 8.4 mm 10.5 mm 13 mm

Distance between 
sleeve end and 
centre of hole (l)

16 mm 16 mm 17 mm 20 mm 21 mm 23 mm

Sleeve length 8 mm 8 mm 8 mm 8 mm 8 mm 8 mm
Width (b) 10 mm 10 mm 11 mm 14 mm 18 mm 22 mm

Art. No. 0967 616 5 0967 616 6 0967 616 8 0967 616 10 0967 616 12 0967 625 5

P. Qty. 50 /  500 50 /  500 50 /  500 50 /  500 50 /  250 50
Min./max. wire 
cross section
Wire cross section 16 mm2 16 mm2 16 mm2 16 mm2 16 mm2 25 mm2

Flange hole M5 M6 M8 M10 M12 M5
Nominal size 5 - 16 6 - 16 8 - 16 10 - 16 12 - 16 5 - 25
Wire diameter 
(d1)

5.8 mm 5.8 mm 5.8 mm 5.8 mm 5.8 mm 7.5 mm

Diameter of hole 
(d2)

5.3 mm 6.5 mm 8.4 mm 10.5 mm 13 mm 5.3 mm

Distance between 
sleeve end and 
centre of hole (l)

20 mm 20 mm 22 mm 24 mm 26 mm 25 mm

Sleeve length 10 mm 10 mm 10 mm 10 mm 10 mm 11 mm
Width (b) 11 mm 11 mm 14 mm 18 mm 22 mm 12 mm
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Art. No. 0967 625 6 0967 625 8 0967 625 10 0967 625 12 0967 635 6 0967 635 8

P. Qty. 50 /  250 50 /  250 50 /  250 50 50 /  100 50 /  250
Min./max. wire 
cross section
Wire cross section 25 mm2 25 mm2 25 mm2 25 mm2 35 mm2 35 mm2

Flange hole M6 M8 M10 M12 M6 M8
Nominal size 6 - 25 8 - 25 10 - 25 12 - 25 6 - 35 8 - 35
Wire diameter 
(d1)

7.5 mm 7.5 mm 7.5 mm 7.5 mm 9 mm 9 mm

Diameter of hole 
(d2)

6.5 mm 8.4 mm 10.5 mm 13 mm 6.5 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (l)

25 mm 25 mm 26 mm 31 mm 26 mm 26 mm

Sleeve length 11 mm 11 mm 11 mm 11 mm 12 mm 12 mm
Width (b) 12 mm 16 mm 18 mm 22 mm 15 mm 16 mm

Art. No. 0967 635 10 0967 635 12 0967 650 6 0967 650 8 0967 650 10 0967 650 12

P. Qty. 50 50 /  100 50 /  100 50 /  100 50 /  100 50 /  100
Min./max. wire 
cross section
Wire cross section 35 mm2 35 mm2 50 mm2 50 mm2 50 mm2 50 mm2

Flange hole M10 M12 M6 M8 M10 M12
Nominal size 10 - 35 12 - 35 6 - 50 8 - 50 10 - 50 12 - 50
Wire diameter 
(d1)

9 mm 9 mm 11 mm 11 mm 11 mm 11 mm

Diameter of hole 
(d2)

10.5 mm 13 mm 6.5 mm 8.4 mm 10.5 mm 13 mm

Distance between 
sleeve end and 
centre of hole (l)

27 mm 31 mm 34 mm 34 mm 34 mm 36 mm

Sleeve length 12 mm 12 mm 16 mm 16 mm 16 mm 16 mm
Width (b) 18 mm 22 mm 18 mm 18 mm 18 mm 22 mm

Art. No. 0967 650 16 0967 670 6 0967 670 8 0967 670 10 0967 670 12 0967 670 16

P. Qty. 50 25 25 /  100 25 /  100 25 /  100 25
Min./max. wire 
cross section
Wire cross section 50 mm2 70 mm2 70 mm2 70 mm2 70 mm2 70 mm2

Flange hole M16 M6 M8 M10 M12 M16
Nominal size 16 - 50 6 - 70 8 - 70 10 - 70 12 - 70 16 - 70
Wire diameter 
(d1)

11 mm 13 mm 13 mm 13 mm 13 mm 13 mm

Diameter of hole 
(d2)

17 mm 6.5 mm 8.4 mm 10.5 mm 13 mm 17 mm

Distance between 
sleeve end and 
centre of hole (l)

40 mm 38 mm 38 mm 38 mm 38 mm 42 mm

Sleeve length 16 mm 18 mm 18 mm 18 mm 18 mm 18 mm
Width (b) 28 mm 22 mm 22 mm 22 mm 22 mm 28 mm
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Art. No. 0967 695 8 0967 695 10 0967 695 12 0967 695 16 0967 612 08 0967 612 010

P. Qty. 25 25 /  50 25 /  50 25 50 25 /  50
Min./max. wire 
cross section
Wire cross section 95 mm2 95 mm2 95 mm2 95 mm2 120 mm2 120 mm2

Flange hole M8 M10 M12 M16 M8 M10
Nominal size 8 - 95 10 - 95 12 - 95 16 - 95 8 - 120 10 - 120
Wire diameter 
(d1)

15 mm 15 mm 15 mm 15 mm 16.5 mm 16.5 mm

Diameter of hole 
(d2)

8.4 mm 10.5 mm 13 mm 17 mm 8.4 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (l)

42 mm 42 mm 42 mm 44 mm 44 mm 44 mm

Sleeve length 20 mm 20 mm 20 mm 20 mm 22 mm 22 mm
Width (b) 24 mm 24 mm 24 mm 28 mm 24 mm 24 mm

Art. No. 0967 612 012 0967 612 016 0967 615 010 0967 615 012 0967 615 016 0967 618 510

P. Qty. 25 /  50 25 /  50 10 /  20 10 /  20 10 /  20 10
Min./max. wire 
cross section
Wire cross section 120 mm2 120 mm2 150 mm2 150 mm2 150 mm2 185 mm2

Flange hole M12 M16 M10 M12 M16 M10
Nominal size 12 - 120 16 - 120 10 - 150 12 - 150 16 - 150 10 - 185
Wire diameter 
(d1)

16.5 mm 16.5 mm 19 mm 19 mm 19 mm 21 mm

Diameter of hole 
(d2)

13 mm 17 mm 10.5 mm 13 mm 17 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (l)

44 mm 48 mm 50 mm 50 mm 50 mm 50 mm

Sleeve length 22 mm 22 mm 24 mm 24 mm 24 mm 28 mm
Width (b) 24 mm 28 mm 30 mm 30 mm 30 mm 36 mm

Art. No. 0967 618 512 0967 618 516 0967 624 012 0967 624 016

P. Qty. 10 /  20 10 /  20 10 /  20 10
Min./max. wire 
cross section
Wire cross section 185 mm2 185 mm2 240 mm2 240 mm2

Flange hole M12 M16 M12 M16
Nominal size 12 - 185 16 - 185 12 - 240 16 - 240
Wire diameter 
(d1)

21 mm 21 mm 23.5 mm 23.5 mm

Diameter of hole 
(d2)

13 mm 17 mm 13 mm 17 mm

Distance between 
sleeve end and 
centre of hole (l)

50 mm 50 mm 56 mm 56 mm

Sleeve length 28 mm 28 mm 32 mm 32 mm
Width (b) 36 mm 36 mm 38 mm 38 mm
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Details/Application

�)�R�U���P�X�O�W�L���Z�L�U�H�����À�Q�H���Z�L�U�H���D�Q�G���Y�H�U�\���À�Q�H���Z�L�U�H���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V�����V�X�F�K���D�V���F�R�P�S�O�L�D�Q�W���Z�L�W�K���'�,�1���(�1���������������&�O�D�V�V�������������D�Q�G����

Notice

�7�K�H���X�V�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����X�V�L�Q�J���D���S�X�O�O���R�X�W���W�H�V�W�����L�I���U�H�T�X�L�U�H�G����
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DIN46234 and similar

Min./max. wire 
cross section

Flange hole
Distance between 
sleeve end and 
centre of hole (l)

Sleeve length Width (b) Art. No. P. Qty. 

0.5-1 mm2 M2.5 10.8 mm 5 mm 6 mm 0967 600 000 2000
0.5-1 mm2 M3 10.8 mm 5 mm 6 mm 0967 600 001 2000
0.5-1 mm2 M3.5 10.8 mm 5 mm 6 mm 0967 600 002 2000
0.5-1 mm2 M4 11.8 mm 5 mm 8 mm 0967 600 003 2000
0.5-1 mm2 M5 12.8 mm 5 mm 10 mm 0967 600 004 2000
0.5-1 mm2 M6 14.8 mm 5 mm 11 mm 0967 600 005 2000
1.5-2.5 mm2 M3 10.8 mm 5 mm 6 mm 0967 600 010 2000
1.5-2.5 mm2 M3.5 10.8 mm 5 mm 6 mm 0967 600 011 2000
1.5-2.5 mm2 M4 11.8 mm 5 mm 8 mm 0967 600 012 2000
1.5-2.5 mm2 M5 13.8 mm 5 mm 10 mm 0967 600 013 2000
1.5-2.5 mm2 M5 15.8 mm 5 mm 10 mm 0967 600 014 2000
1.5-2.5 mm2 M8 16.8 mm 5 mm 14 mm 0967 600 015 2000
4-6 mm2 M4 14 mm 6.2 mm 8 mm 0967 600 020 1000
4-6 mm2 M6 16 mm 6.2 mm 11 mm 0967 600 022 1000
4-6 mm2 M8 19 mm 6.2 mm 14 mm 0967 600 023 1000
10-10 mm2 M6 17 mm 8.3 mm 10.5 mm 0967 600 031 50

Crimp cable lug fork shape

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated
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DIN 46230 and similar

Min./max. wire 
cross section

Wire cross section
Wire diameter 
(d1)

Sleeve length Width of pin Art. No. P. Qty. 

10 mm2 4.5 mm 8 mm 4.3 mm 0967 600 103 100
16 mm2 5.8 mm 10 mm 5.5 mm 0967 600 104 100
25 mm2 7 mm 14 mm 7 mm 0967 600 105 100
35 mm2 8.2 mm 16 mm 8 mm 0967 600 106 100
50 mm2 9.5 mm 19 mm 9.5 mm 0967 600 107 100
70 mm2 11.2 mm 24 mm 11 mm 0967 600 108 50
95 mm2 13.5 mm 24 mm 12.5 mm 0967 600 109 50

0.5-1 mm2 1.6 mm 5 mm 1.9 mm 0967 600 100 1000
1.5-2.5 mm2 2.3 mm 5 mm 1.9 mm 0967 600 101 1000
4-6 mm2 3.6 mm 6 mm 2.7 mm 0967 600 102 500

Crimp cable lug, pin shape

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Details/Application

�)�R�U���P�X�O�W�L���Z�L�U�H�����À�Q�H���Z�L�U�H���D�Q�G���Y�H�U�\���À�Q�H���Z�L�U�H���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V�����V�X�F�K���D�V���W�K�R�V�H���F�R�P�S�O�L�D�Q�W���Z�L�W�K���'�,�1���(�1���������������&�O�D�V�V�������������D�Q�G����

Notice

�7�K�H���X�V�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����X�V�L�Q�J���D���S�X�O�O���R�X�W���W�H�V�W�����L�I���U�H�T�X�L�U�H�G��
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Standard design (similar to DIN)

• 	Material: Electrolytic copper pipe according to EN 13600
• 	Surface: zinc-plated
• 	Heat resistant up to +125°C
• 	Version: without inspection hole

Pipe cable lug  Without inspection hole

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Art. No. 0967 205 061 0967 205 062 0967 205 063 0967 205 064 0967 205 065 0967 205 101

P. Qty. 500 500 500 100 100 500
Wire cross section 6 mm2 6 mm2 6 mm2 6 mm2 6 mm2 10 mm2

Flange hole M5 M6 M8 M10 M12 M5
Wire diameter 
(d1)

3.5 mm 3.5 mm 3.5 mm 3.5 mm 3.5 mm 4.5 mm

Diameter of hole 
(d2)

5.3 mm 6.4 mm 8.4 mm 10.5 mm 13.2 mm 5.3 mm

Distance between 
sleeve end and 
centre of hole (e)

21 mm 21 mm 23 mm 25 mm 28 mm 22.5 mm

Sleeve length (a) 9.5 mm 9.5 mm 9.5 mm 9.5 mm 9.5 mm 10.5 mm
Width (b) 10 mm 12 mm 15 mm 17 mm 19 mm 12 mm

Art. No. 0967 205 102 0967 205 103 0967 205 104 0967 205 105 0967 205 161 0967 205 162

P. Qty. 500 500 500 200 200 400
Wire cross section 10 mm2 10 mm2 10 mm2 10 mm2 16 mm2 16 mm2

Flange hole M6 M8 M10 M12 M5 M6
Wire diameter 
(d1)

4.5 mm 4.5 mm 4.5 mm 4.5 mm 5.5 mm 5.5 mm

Diameter of hole 
(d2)

6.4 mm 8.4 mm 10.5 mm 13.2 mm 5.3 mm 6.4 mm

Distance between 
sleeve end and 
centre of hole (e)

22.5 mm 25 mm 27 mm 28.5 mm 26 mm 27 mm

Sleeve length (a) 10.5 mm 10.5 mm 10.5 mm 10.5 mm 13 mm 13 mm
Width (b) 12 mm 15 mm 17 mm 19 mm 12 mm 12 mm

Art. No. 0967 205 163 0967 205 164 0967 205 165 0967 205 251 0967 205 252 0967 205 253

P. Qty. 400 400 200 200 200 200
Wire cross section 16 mm2 16 mm2 16 mm2 25 mm2 25 mm2 25 mm2

Flange hole M8 M10 M12 M5 M6 M8
Wire diameter 
(d1)

5.5 mm 5.5 mm 5.5 mm 7 mm 7 mm 7 mm

Diameter of hole 
(d2)

8.4 mm 10.5 mm 13.2 mm 5.3 mm 6.4 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (e)

29 mm 31 mm 32.5 mm 30 mm 30 mm 32.5 mm

Sleeve length (a) 13 mm 13 mm 13 mm 15 mm 15 mm 15 mm
Width (b) 15 mm 17 mm 19 mm 14 mm 14 mm 16 mm
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Art. No. 0967 205 254 0967 205 255 0967 205 351 0967 205 352 0967 205 353 0967 205 354

P. Qty. 200 200 200 200 200 200
Wire cross section 25 mm2 25 mm2 35 mm2 35 mm2 35 mm2 35 mm2

Flange hole M10 M12 M6 M8 M10 M12
Wire diameter 
(d1)

7 mm 7 mm 8.5 mm 8.5 mm 8.5 mm 8.5 mm

Diameter of hole 
(d2)

10.5 mm 13.2 mm 6.4 mm 8.4 mm 10.5 mm 13.2 mm

Distance between 
sleeve end and 
centre of hole (e)

34.5 mm 35.5 mm 32.5 mm 35 mm 37 mm 38 mm

Sleeve length (a) 15 mm 15 mm 17 mm 17 mm 17 mm 17 mm
Width (b) 18 mm 19 mm 17 mm 18 mm 19 mm 21 mm

Art. No. 0967 205 356 0967 205 501 0967 205 502 0967 205 503 0967 205 504 0967 205 506

P. Qty. 100 100 100 100 100 100
Wire cross section 35 mm2 50 mm2 50 mm2 50 mm2 50 mm2 50 mm2

Flange hole M16 M6 M8 M10 M12 M16
Wire diameter 
(d1)

8.5 mm 10 mm 10 mm 10 mm 10 mm 10 mm

Diameter of hole 
(d2)

17 mm 6.4 mm 8.4 mm 10.5 mm 13.2 mm 17 mm

Distance between 
sleeve end and 
centre of hole (e)

41 mm 37 mm 37 mm 39 mm 40 mm 43 mm

Sleeve length (a) 17 mm 19 mm 19 mm 19 mm 19 mm 19 mm
Width (b) 26 mm 20 mm 20 mm 20 mm 23 mm 28 mm

Art. No. 0967 205 507 0967 205 701 0967 205 702 0967 205 703 0967 205 704 0967 205 706

P. Qty. 100 100 100 100 100 100
Wire cross section 50 mm2 70 mm2 70 mm2 70 mm2 70 mm2 70 mm2

Flange hole M20 M6 M8 M10 M12 M16
Wire diameter 
(d1)

10 mm 12 mm 12 mm 12 mm 12 mm 12 mm

Diameter of hole 
(d2)

21 mm 6.4 mm 8.4 mm 10.5 mm 13.2 mm 17 mm

Distance between 
sleeve end and 
centre of hole (e)

46 mm 43 mm 43 mm 45 mm 46 mm 49 mm

Sleeve length (a) 19 mm 21 mm 21 mm 21 mm 21 mm 21 mm
Width (b) 30 mm 24 mm 24 mm 24 mm 24 mm 28 mm

Art. No. 0967 205 707 0967 205 951 0967 205 952 0967 205 953 0967 205 955 0967 205 956

P. Qty. 100 50 50 50 50 50
Wire cross section 70 mm2 95 mm2 95 mm2 95 mm2 95 mm2 95 mm2

Flange hole M20 M8 M10 M12 M16 M20
Wire diameter 
(d1)

12 mm 13.5 mm 13.5 mm 13.5 mm 13.5 mm 13.5 mm

Diameter of hole 
(d2)

21 mm 8.4 mm 10.5 mm 13.2 mm 17 mm 21 mm

Distance between 
sleeve end and 
centre of hole (e)

52 mm 48 mm 48 mm 49 mm 52 mm 58 mm

Sleeve length (a) 21 mm 25 mm 25 mm 25 mm 25 mm 25 mm
Width (b) 30 mm 26 mm 26 mm 26 mm 28 mm 36 mm
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Art. No. 0967 205 121 0967 205 122 0967 205 123 0967 205 125 0967 205 126 0967 205 151

P. Qty. 50 50 50 50 50 50
Wire cross section 120 mm2 120 mm2 120 mm2 120 mm2 120 mm2 150 mm2

Flange hole M8 M10 M12 M16 M20 M8
Wire diameter 
(d1)

15 mm 15 mm 15 mm 15 mm 15 mm 16.5 mm

Diameter of hole 
(d2)

8.4 mm 10.5 mm 13.2 mm 17 mm 21 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (e)

51 mm 51 mm 51 mm 53 mm 59 mm 58 mm

Sleeve length (a) 26 mm 26 mm 26 mm 26 mm 26 mm 30 mm
Width (b) 28 mm 28 mm 28 mm 30 mm 36 mm 31 mm

Art. No. 0967 205 152 0967 205 153 0967 205 155 0967 205 156 0967 205 181 0967 205 182

P. Qty. 50 50 50 50 50 50
Wire cross section 150 mm2 150 mm2 150 mm2 150 mm2 185 mm2 185 mm2

Flange hole M10 M12 M16 M20 M10 M12
Wire diameter 
(d1)

16.5 mm 16.5 mm 16.5 mm 16.5 mm 19.4 mm 19.4 mm

Diameter of hole 
(d2)

10.5 mm 13.2 mm 17 mm 21 mm 10.5 mm 13.2 mm

Distance between 
sleeve end and 
centre of hole (e)

58 mm 58 mm 58 mm 64 mm 65 mm 65 mm

Sleeve length (a) 30 mm 30 mm 30 mm 30 mm 30 mm 30 mm
Width (b) 31 mm 31 mm 31 mm 36 mm 36.2 mm 36.2 mm

Art. No. 0967 205 184 0967 205 185 0967 205 241 0967 205 242 0967 205 244 0967 205 245

P. Qty. 50 50 50 50 50 50
Wire cross section 185 mm2 185 mm2 240 mm2 240 mm2 240 mm2 240 mm2

Flange hole M16 M20 M10 M12 M16 M20
Wire diameter 
(d1)

19.4 mm 19.4 mm 21 mm 21 mm 21 mm 21 mm

Diameter of hole 
(d2)

17 mm 21 mm 10.5 mm 13.2 mm 17 mm 21 mm

Distance between 
sleeve end and 
centre of hole (e)

65 mm 69 mm 72 mm 72 mm 72 mm 72 mm

Sleeve length (a) 30 mm 30 mm 35 mm 35 mm 35 mm 35 mm
Width (b) 36.2 mm 39 mm 39 mm 39 mm 39 mm 39 mm

Art. No. 0967 205 301 0967 205 303 0967 205 304 0967 205 401 0967 205 403 0967 205 404

P. Qty. 25 25 25 20 20 20
Wire cross section 300 mm2 300 mm2 300 mm2 400 mm2 400 mm2 400 mm2

Flange hole M12 M16 M20 M12 M16 M20
Wire diameter 
(d1)

23.5 mm 23.5 mm 23.5 mm 27 mm 27 mm 27 mm

Diameter of hole 
(d2)

13.2 mm 17 mm 21 mm 13.2 mm 17 mm 21 mm

Distance between 
sleeve end and 
centre of hole (e)

87 mm 87 mm 87 mm 90 mm 90 mm 90 mm

Sleeve length (a) 44 mm 44 mm 44 mm 44 mm 44 mm 44 mm
Width (b) 43 mm 43 mm 43 mm 49 mm 49 mm 49 mm

Details/Application

For compressions for which no DIN compression cable lugs are prescribed!
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Common (similar to DIN)

Pipe cable lug with inspection hole

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Art. No. 0967 600 350 0967 600 351 0967 600 352 0967 600 360 0967 600 361 0967 600 362

P. Qty. 100 100 100 100 100 100
Wire cross section 1.2 mm2 1.2 mm2 1.2 mm2 2.5 mm2 2.5 mm2 2.5 mm2

Flange hole M3 M4 M5 M4 M5 M6
Wire diameter 
(d1)

1.4 mm 1.4 mm 1.4 mm 2.4 mm 2.3 mm 2.3 mm

Diameter of hole 
(d2)

3.2 mm 4.3 mm 5.3 mm 4.3 mm 5.8 mm 6.6 mm

Distance between 
sleeve end and 
centre of hole (e)

13.7 mm 15.5 mm 15.5 mm 17.9 mm 16.3 mm 19 mm

Sleeve length (a) 7.1 mm 7.1 mm 7.1 mm 8 mm 7.1 mm 8 mm
Width (b) 4.5 mm 7.5 mm 7.5 mm 7.5 mm 8.3 mm 11.1 mm

Art. No. 0967 600 363 0967 600 370 0967 600 371 0967 206 5 0967 206 6 0967 206 8

P. Qty. 100 100 100 100 100 100
Wire cross section 2.5 mm2 4 mm2 4 mm2 6 mm2 6 mm2 6 mm2

Flange hole M8 M4 M5 M5 M6 M8
Wire diameter 
(d1)

2.3 mm 2.7 mm 2.7 mm 3.5 mm 3.5 mm 3.5 mm

Diameter of hole 
(d2)

8.6 mm 4.3 mm 5.8 mm 5.3 mm 6.4 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (e)

19 mm 19.8 mm 17 mm 20.5 mm 20.5 mm 23 mm

Sleeve length (a) 8 mm 9 mm 9 mm 9.5 mm 9.5 mm 9.5 mm
Width (b) 11.5 mm 9 mm 8 mm 10 mm 12 mm 15 mm

Art. No. 0967 206 10 0967 206 12 0967 210 4 0967 210 5 0967 210 6 0967 210 8

P. Qty. 100 100 100 100 100 /  500 100 /  500
Wire cross section 6 mm2 6 mm2 10 mm2 10 mm2 10 mm2 10 mm2

Flange hole M10 M12 M4 M5 M6 M8
Wire diameter 
(d1)

3.5 mm 3.5 mm 4.5 mm 4.5 mm 4.5 mm 4.5 mm

Diameter of hole 
(d2)

10.5 mm 13.2 mm 4.3 mm 5.3 mm 6.4 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (e)

25 mm 28 mm 21.5 mm 22.5 mm 22.5 mm 25 mm

Sleeve length (a) 9.5 mm 9.5 mm 10.5 mm 10.5 mm 10.5 mm 10.5 mm
Width (b) 17 mm 19 mm 12 mm 12 mm 12 mm 15 mm
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Art. No. 0967 210 10 0967 216 5 0967 216 6 0967 216 8 0967 216 10 0967 216 12

P. Qty. 100 /  500 100 100 /  400 100 /  400 100 100
Wire cross section 10 mm2 16 mm2 16 mm2 16 mm2 16 mm2 16 mm2

Flange hole M10 M5 M6 M8 M10 M12
Wire diameter 
(d1)

4.5 mm 5.5 mm 5.5 mm 5.5 mm 5.5 mm 5.5 mm

Diameter of hole 
(d2)

10.5 mm 5.3 mm 6.4 mm 8.4 mm 10.5 mm 13.2 mm

Distance between 
sleeve end and 
centre of hole (e)

27 mm 26 mm 27 mm 29 mm 31 mm 32.5 mm

Sleeve length (a) 10.5 mm 13 mm 13 mm 13 mm 13 mm 13 mm
Width (b) 17 mm 12 mm 12 mm 15 mm 17 mm 19 mm

Art. No. 0967 225 5 0967 225 6 0967 225 8 0967 225 10 0967 225 12 0967 235 6

P. Qty. 100 100 100 100 /  250 100 50
Wire cross section 25 mm2 25 mm2 25 mm2 25 mm2 25 mm2 35 mm2

Flange hole M5 M6 M8 M10 M12 M6
Wire diameter 
(d1)

7 mm 7 mm 7 mm 7 mm 7 mm 8.5 mm

Diameter of hole 
(d2)

5.3 mm 6.4 mm 8.4 mm 10.5 mm 13.2 mm 6.4 mm

Distance between 
sleeve end and 
centre of hole (e)

30 mm 30 mm 32.5 mm 34.5 mm 35.5 mm 32.5 mm

Sleeve length (a) 15 mm 15 mm 15 mm 15 mm 15 mm 17 mm
Width (b) 14 mm 14 mm 16 mm 18 mm 19 mm 17 mm

Art. No. 0967 235 8 0967 235 10 0967 235 12 0967 235 16 0967 250 6 0967 250 8

P. Qty. 50 /  200 50 /  200 50 50 50 50 /  100
Wire cross section 35 mm2 35 mm2 35 mm2 35 mm2 50 mm2 50 mm2

Flange hole M8 M10 M12 M16 M6 M8
Wire diameter 
(d1)

8.5 mm 8.5 mm 8.5 mm 8.5 mm 10 mm 10 mm

Diameter of hole 
(d2)

8.4 mm 10.5 mm 13.2 mm 17 mm 6.4 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (e)

35 mm 37 mm 38 mm 41 mm 37 mm 37 mm

Sleeve length (a) 17 mm 17 mm 17 mm 17 mm 19 mm 19 mm
Width (b) 17 mm 19 mm 21 mm 26 mm 20 mm 20 mm

Art. No. 0967 250 10 0967 250 12 0967 250 16 0967 270 8 0967 270 10 0967 270 12

P. Qty. 50 /  100 50 50 25 25 /  100 25
Wire cross section 50 mm2 50 mm2 50 mm2 70 mm2 70 mm2 70 mm2

Flange hole M10 M12 M16 M8 M10 M12
Wire diameter 
(d1)

10 mm 10 mm 10 mm 12 mm 12 mm 12 mm

Diameter of hole 
(d2)

10.5 mm 13.2 mm 17 mm 8.4 mm 10.5 mm 13.2 mm

Distance between 
sleeve end and 
centre of hole (e)

39 mm 40 mm 43 mm 43 mm 45 mm 46 mm

Sleeve length (a) 19 mm 19 mm 19 mm 21 mm 21 mm 21 mm
Width (b) 20 mm 23 mm 28 mm 23 mm 23 mm 23 mm
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Art. No. 0967 270 16 0967 270 20 0967 295 8 0967 295 10 0967 295 12 0967 295 16

P. Qty. 25 25 25 /  50 25 /  50 25 /  50 25 /  50
Wire cross section 70 mm2 70 mm2 95 mm2 95 mm2 95 mm2 95 mm2

Flange hole M16 M20 M8 M10 M12 M16
Wire diameter 
(d1)

12 mm 12 mm 13.5 mm 13.5 mm 13.5 mm 13.5 mm

Diameter of hole 
(d2)

17 mm 21 mm 8.4 mm 10.5 mm 13.2 mm 17 mm

Distance between 
sleeve end and 
centre of hole (e)

49 mm 52 mm 48 mm 48 mm 49 mm 52 mm

Sleeve length (a) 21 mm 21 mm 25 mm 25 mm 25 mm 25 mm
Width (b) 28 mm 30 mm 26 mm 26 mm 26 mm 28 mm

Art. No. 0967 295 20 0967 212 08 0967 212 010 0967 212 012 0967 212 016 0967 215 010

P. Qty. 25 /  50 25 25 /  50 25 /  50 25 25
Wire cross section 95 mm2 120 mm2 120 mm2 120 mm2 120 mm2 150 mm2

Flange hole M20 M8 M10 M12 M16 M10
Wire diameter 
(d1)

13.5 mm 15 mm 15 mm 15 mm 15 mm 16.5 mm

Diameter of hole 
(d2)

21 mm 8.4 mm 10.5 mm 13.2 mm 17 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (e)

58 mm 51 mm 51 mm 51 mm 53 mm 58 mm

Sleeve length (a) 25 mm 26 mm 26 mm 26 mm 26 mm 30 mm
Width (b) 36 mm 28 mm 28 mm 28 mm 30 mm 31 mm

Art. No. 0967 215 012 0967 215 016 0967 215 020 0967 218 510 0967 218 512 0967 218 516

P. Qty. 25 /  50 25 25 25 25 25 /  50
Wire cross section 150 mm2 150 mm2 150 mm2 185 mm2 185 mm2 185 mm2

Flange hole M12 M16 M20 M10 M12 M16
Wire diameter 
(d1)

16.5 mm 16.5 mm 16.5 mm 19.4 mm 19.4 mm 19.4 mm

Diameter of hole 
(d2)

13.2 mm 17 mm 21 mm 10.5 mm 13.2 mm 17 mm

Distance between 
sleeve end and 
centre of hole (e)

58 mm 58 mm 64 mm 65 mm 65 mm 65 mm

Sleeve length (a) 30 mm 30 mm 30 mm 30 mm 30 mm 30 mm
Width (b) 31 mm 31 mm 36 mm 36 mm 36 mm 36 mm

Art. No. 0967 218 520 0967 224 010 0967 224 012 0967 224 016 0967 224 020

P. Qty. 25 25 25 25 /  50 25
Wire cross section 185 mm2 240 mm2 240 mm2 240 mm2 240 mm2

Flange hole M20 M10 M12 M16 M20
Wire diameter 
(d1)

19.4 mm 21.2 mm 21.2 mm 21.2 mm 21.2 mm

Diameter of hole 
(d2)

21 mm 10.5 mm 13.2 mm 17 mm 21 mm

Distance between 
sleeve end and 
centre of hole (e)

69 mm 72 mm 72 mm 72 mm 72 mm

Sleeve length (a) 30 mm 35 mm 35 mm 35 mm 35 mm
Width (b) 39 mm 39 mm 39 mm 39 mm 39 mm
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Details/Application

For multi-wire round conductors, such as compliant with DIN EN 60228 Class 2
for round-pressed sector cables

Notice

The user must check the inserted cable (by means of a pull-out test, if necessary).
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Standard (similar to DIN)

Wire cross 
section

Flange hole
Wire diameter 
(d1)

Diameter of 
hole (d2)

Sleeve length 
(a)

Width (b) Art. No. P. Qty. 

6 mm2 M6 3.5 mm 6.4 mm 9 mm 12 mm 0967 200 101 100
6 mm2 M8 3.5 mm 8.4 mm 9 mm 15 mm 0967 200 102 100
6 mm2 M10 3.5 mm 10.5 mm 9 mm 17 mm 0967 200 103 100
6 mm2 M12 3.5 mm 13.2 mm 9 mm 19 mm 0967 200 104 100
10 mm2 M5 4.5 mm 5.3 mm 10 mm 12 mm 0967 200 110 100
10 mm2 M6 4.5 mm 6.4 mm 10 mm 12 mm 0967 200 111 100
10 mm2 M8 4.5 mm 8.4 mm 10 mm 15 mm 0967 200 112 100
10 mm2 M10 4.5 mm 10.5 mm 10 mm 17 mm 0967 200 113 100
10 mm2 M12 4.5 mm 13.2 mm 10 mm 19 mm 0967 200 114 100
16 mm2 M5 5.5 mm 5.3 mm 13 mm 12 mm 0967 200 120 100
16 mm2 M6 5.5 mm 6.4 mm 13 mm 12 mm 0967 200 121 100
16 mm2 M8 5.5 mm 8.4 mm 13 mm 15 mm 0967 200 122 100
16 mm2 M10 5.5 mm 10.5 mm 13 mm 17 mm 5633 116 10 100
16 mm2 M12 5.5 mm 13.2 mm 13 mm 19 mm 0967 200 124 100
25 mm2 M5 7 mm 5.3 mm 15 mm 14 mm 0967 200 130 100
25 mm2 M6 7 mm 6.4 mm 15 mm 14 mm 0967 200 131 100
25 mm2 M8 7 mm 8.4 mm 15 mm 16 mm 0967 200 132 100
25 mm2 M10 7 mm 10.5 mm 15 mm 18 mm 0967 200 133 100
25 mm2 M12 7 mm 13.2 mm 15 mm 19 mm 0967 200 134 100
35 mm2 M6 8.5 mm 6.4 mm 17 mm 17 mm 0967 200 140 100
35 mm2 M8 8.5 mm 8.4 mm 17 mm 17 mm 0967 200 141 100
35 mm2 M10 8.5 mm 10.5 mm 17 mm 19 mm 0967 200 142 100
35 mm2 M12 8.5 mm 13.2 mm 17 mm 21 mm 0967 200 143 100
50 mm2 M6 10 mm 6.4 mm 19 mm 20 mm 0967 200 150 100
50 mm2 M8 10 mm 8.4 mm 19 mm 20 mm 0967 200 151 100
50 mm2 M10 10 mm 10.5 mm 19 mm 20 mm 0967 200 152 100
70 mm2 M8 12 mm 8.4 mm 21 mm 24 mm 0967 200 161 50
70 mm2 M10 12 mm 10.5 mm 21 mm 24 mm 0967 200 162 50
70 mm2 M12 12 mm 13.2 mm 21 mm 24 mm 0967 200 163 50
95 mm2 M8 13.5 mm 8.4 mm 25 mm 26 mm 0967 200 170 50
95 mm2 M10 13.5 mm 10.5 mm 25 mm 26 mm 0967 200 171 50
120 mm2 M8 15 mm 8.4 mm 26 mm 28 mm 0967 200 180 50
120 mm2 M10 15 mm 10.5 mm 26 mm 28 mm 0967 200 181 50
120 mm2 M16 15 mm 17 mm 26 mm 30 mm 0967 200 184 50
240 mm2 M12 21 mm 13 mm 35 mm 39 mm 5633 124 012 25

45° angled tube cable lug

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Details/Application

For multi-wire round conductors, such as compliant with DIN EN 60228 Class 2
for round-pressed sector cables

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����
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Standard (similar to DIN)

Wire cross 
section

Flange hole
Wire diameter 
(d1)

Diameter of 
hole (d2)

Sleeve length 
(a)

Width (b) Art. No. P. Qty. 

6 mm2 M5 3.5 mm 5.3 mm 9 mm 10 mm 0967 200 000 100
6 mm2 M6 3.5 mm 6.4 mm 9 mm 12 mm 0967 200 001 100
6 mm2 M8 3.5 mm 8.4 mm 9 mm 15 mm 0967 200 002 100
6 mm2 M10 3.5 mm 10.5 mm 9 mm 17 mm 0967 200 003 100
6 mm2 M12 3.5 mm 13.2 mm 9 mm 19 mm 0967 200 004 100
10 mm2 M5 4.5 mm 5.3 mm 10 mm 12 mm 0967 200 010 100
10 mm2 M6 4.5 mm 6.4 mm 10 mm 12.5 mm 0967 200 011 100
10 mm2 M8 4.5 mm 8.4 mm 10 mm 15 mm 0967 200 012 100
10 mm2 M10 4.5 mm 10.5 mm 10 mm 17 mm 0967 200 013 100
10 mm2 M12 4.5 mm 13.2 mm 10 mm 19 mm 0967 200 014 100
16 mm2 M5 5.5 mm 5.3 mm 13 mm 12 mm 0967 200 020 100
16 mm2 M6 5.5 mm 6.4 mm 13 mm 12 mm 0967 200 021 100
16 mm2 M8 5.5 mm 8.4 mm 13 mm 15 mm 0967 200 022 100
16 mm2 M10 5.5 mm 10.5 mm 13 mm 17 mm 0967 200 023 100
16 mm2 M12 5.5 mm 13.2 mm 13 mm 19 mm 0967 200 024 100
25 mm2 M5 7 mm 5.3 mm 15 mm 14 mm 0967 200 030 100
25 mm2 M6 7 mm 6.4 mm 15 mm 14 mm 0967 200 031 100
25 mm2 M8 7 mm 8.4 mm 15 mm 16 mm 0967 200 032 100
25 mm2 M10 7 mm 10.5 mm 15 mm 18 mm 0967 200 033 100
25 mm2 M12 7 mm 13.2 mm 15 mm 19 mm 0967 200 034 100
35 mm2 M6 8.5 mm 6.4 mm 17 mm 17 mm 0967 200 040 100
35 mm2 M8 8.5 mm 8.4 mm 17 mm 17 mm 0967 200 041 200
35 mm2 M10 8.5 mm 10.5 mm 17 mm 19 mm 0967 200 042 100
35 mm2 M12 8.5 mm 13.2 mm 17 mm 21 mm 0967 200 043 100
50 mm2 M6 10 mm 6.4 mm 19 mm 20 mm 5633 250 6 50
50 mm2 M8 10 mm 8.4 mm 19 mm 20 mm 0967 200 051 100
50 mm2 M10 10 mm 10.5 mm 19 mm 20 mm 0967 200 052 100
50 mm2 M12 10 mm 13.2 mm 19 mm 23 mm 0967 200 053 100
70 mm2 M8 12 mm 8.4 mm 21 mm 24 mm 0967 200 061 50
70 mm2 M10 12 mm 10.5 mm 21 mm 24 mm 0967 200 062 50
70 mm2 M12 12 mm 13.2 mm 21 mm 24 mm 0967 200 063 50
95 mm2 M8 13.5 mm 8.4 mm 25 mm 26 mm 0967 200 070 50
95 mm2 M10 13.5 mm 10.5 mm 25 mm 26 mm 0967 200 071 50
95 mm2 M12 13.5 mm 13.2 mm 25 mm 26 mm 0967 200 072 50
95 mm2 M16 13.5 mm 17 mm 25 mm 28 mm 0967 200 074 50
120 mm2 M8 15 mm 8.4 mm 26 mm 28 mm 0967 200 080 50
120 mm2 M10 15 mm 10.5 mm 26 mm 28 mm 0967 200 081 50
120 mm2 M10 15 mm 10.5 mm 26 mm 28 mm 5633 212 010 25
120 mm2 M12 15 mm 13.2 mm 26 mm 28 mm 0967 200 082 50
120 mm2 M12 15 mm 13.2 mm 26 mm 28 mm 5633 212 012 25

90° angled tube cable lug

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated
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Wire cross 
section

Flange hole
Wire diameter 
(d1)

Diameter of 
hole (d2)

Sleeve length 
(a)

Width (b) Art. No. P. Qty. 

120 mm2 M16 15 mm 17 mm 26 mm 30 mm 0967 200 084 50
150 mm2 M10 16.5 mm 10.5 mm 30 mm 31 mm 5633 215 010 25
150 mm2 M12 16.5 mm 13.2 mm 30 mm 31 mm 5633 215 012 25
185 mm2 M10 19 mm 10.5 mm 32 mm 35 mm 5633 218 510 25
185 mm2 M12 19 mm 13.2 mm 32 mm 35 mm 5633 218 512 25
240 mm2 M10 21 mm 10.5 mm 35 mm 39 mm 5633 224 010 25
240 mm2 M12 21 mm 13.2 mm 35 mm 39 mm 5633 224 012 25

Details/Application

For multi-wire round conductors, such as compliant with DIN EN 60228 Class 2
for round-pressed sector cables

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����
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Standard (similar to DIN)

• 	For switchgear assemblies with a small connection area

�3�L�S�H���F�D�E�O�H���O�X�J���Z�L�W�K���Q�D�U�U�R�Z���Á�D�Q�J�H

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Art. No. 5633 335 6 5633 335 8 5633 350 6 5633 350 8 5633 350 10 5633 370 6

P. Qty. 25 25 25 25 25 25
Wire cross section 35 mm2 35 mm2 50 mm2 50 mm2 50 mm2 70 mm2

Flange hole M6 M8 M6 M8 M10 M6
Wire diameter 
(d1)

8.5 mm 8.5 mm 10 mm 10 mm 10 mm 12 mm

Diameter of hole 
(d2)

6.5 mm 8.5 mm 6.5 mm 8.5 mm 10.5 mm 6.5 mm

Distance between 
sleeve end and 
centre of hole (e)

33 mm 35 mm 37 mm 39 mm 41 mm 41 mm

Sleeve length (a) 17 mm 17 mm 19 mm 19 mm 19 mm 21 mm
Width (b) 15 mm 15 mm 15 mm 17 mm 17 mm 17 mm

Art. No. 5633 370 8 5633 370 10 5633 370 12 5633 395 6 5633 395 8 5633 395 10

P. Qty. 25 25 25 10 10 10
Wire cross section 70 mm2 70 mm2 70 mm2 95 mm2 95 mm2 95 mm2

Flange hole M8 M10 M12 M6 M8 M10
Wire diameter 
(d1)

12 mm 12 mm 12 mm 13.5 mm 13.5 mm 13.5 mm

Diameter of hole 
(d2)

8.5 mm 10.5 mm 13 mm 6.5 mm 8.5 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (e)

43 mm 45 mm 46 mm 43 mm 45 mm 47 mm

Sleeve length (a) 21 mm 21 mm 21 mm 23 mm 23 mm 23 mm
Width (b) 17 mm 17 mm 19 mm 19 mm 19 mm 19 mm

Art. No. 5633 395 12 5633 312 08 5633 312 010 5633 312 012 5633 315 06 5633 315 08

P. Qty. 10 10 10 10 10 10
Wire cross section 95 mm2 120 mm2 120 mm2 120 mm2 150 mm2 150 mm2

Flange hole M12 M8 M10 M12 M6 M8
Wire diameter 
(d1)

13.5 mm 15 mm 15 mm 15 mm 16.5 mm 16.5 mm

Diameter of hole 
(d2)

13 mm 8.5 mm 10.5 mm 13 mm 6.5 mm 8.5 mm

Distance between 
sleeve end and 
centre of hole (e)

48 mm 51 mm 53 mm 54 mm 52 mm 54 mm

Sleeve length (a) 23 mm 26 mm 26 mm 26 mm 29 mm 29 mm
Width (b) 19 mm 20 mm 20 mm 20 mm 20 mm 20 mm
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Art. No. 5633 315 010 5633 315 012 5633 318 58 5633 318 510 5633 318 512 5633 318 516

P. Qty. 10 10 10 10 10 10
Wire cross section 150 mm2 150 mm2 185 mm2 185 mm2 185 mm2 185 mm2

Flange hole M10 M12 M8 M10 M12 M16
Wire diameter 
(d1)

16.5 mm 16.5 mm 19 mm 19 mm 19 mm 19 mm

Diameter of hole 
(d2)

10.5 mm 13 mm 8.5 mm 10.5 mm 13 mm 17 mm

Distance between 
sleeve end and 
centre of hole (e)

56 mm 57 mm 58 mm 60 mm 60 mm 64 mm

Sleeve length (a) 29 mm 29 mm 30 mm 30 mm 30 mm 30 mm
Width (b) 20 mm 20 mm 26 mm 26 mm 26 mm 26 mm

Art. No. 5633 324 08 5633 324 010 5633 324 012 5633 324 016

P. Qty. 10 10 10 10
Wire cross section 240 mm2 240 mm2 240 mm2 240 mm2

Flange hole M8 M10 M12 M16
Wire diameter 
(d1)

21 mm 21 mm 21 mm 21 mm

Diameter of hole 
(d2)

8.5 mm 10.5 mm 13 mm 17 mm

Distance between 
sleeve end and 
centre of hole (e)

63 mm 65 mm 65 mm 69 mm

Sleeve length (a) 35 mm 35 mm 35 mm 35 mm
Width (b) 30 mm 30 mm 30 mm 30 mm

Details/Application

• 	For multi-wire round conductors, such as those compliant with DIN EN 60228 Class 2
• 	For round-pressed multi-wire sector cables

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����X�V�L�Q�J���D���S�X�O�O���R�X�W���W�H�V�W�����L�I���U�H�T�X�L�U�H�G����
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For fine-stranded conductors

• 	Widened sleeve for easy cable routing
• 	�)�R�U���À�Q�H���V�W�U�D�Q�G�H�G���F�R�Q�G�X�F�W�R�U�V���I�U�R�P���&�8���(�7�3���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���(�1������������
• 	�(�O�H�F�W�U�R���W�L�Q���S�O�D�W�H�G�����Z�L�W�K���L�Q�V�S�H�F�W�L�R�Q���K�R�O�H
• 	�+�H�D�W���U�H�V�L�V�W�D�Q�W���X�S���W�R�����������ƒ�&

�3�L�S�H���F�D�E�O�H���O�X�J���Á�H�[

�0�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H ���������ƒ�&
Material �&�R�S�S�H�U
Surface �7�L�Q���S�O�D�W�H�G

Art. No. 0967 200 600 0967 200 610 0967 200 612 0967 200 613 0967 200 623 0967 200 624

P. Qty. ������ ������ ������ ������ ������ ������
Wire cross section �������P�P2 �������P�P2 �������P�P2 �������P�P2 �������P�P2 �������P�P2

Flange hole �0�� �0�� M8 �0���� �0���� �0����
Wire diameter 
(d1)

���������P�P ���������P�P ���������P�P ���������P�P ���������P�P ���������P�P

Diameter of hole 
(d2)

���������P�P ���������P�P ���������P�P �����������P�P �����������P�P �������P�P

Distance between 
sleeve end and 
centre of hole (e)

�����������P�P �������P�P �������P�P �������P�P �������P�P �������P�P

Sleeve length (a) �������P�P �������P�P �������P�P �������P�P �������P�P �������P�P
Width (b) �������P�P �������P�P �������P�P �������P�P �������P�P �������P�P

Art. No. 0967 200 630 0967 200 631 0967 200 632 0967 200 633 0967 200 641 0967 200 642

P. Qty. ������ ������ ������ ������ ������ ������
Wire cross section �������P�P2 �������P�P2 �������P�P2 �������P�P2 �������P�P2 �������P�P2

Flange hole �0�� M8 �0���� �0���� M8 �0����
Wire diameter 
(d1)

���������P�P ���������P�P ���������P�P ���������P�P �������P�P �������P�P

Diameter of hole 
(d2)

���������P�P ���������P�P �����������P�P �������P�P ���������P�P �����������P�P

Distance between 
sleeve end and 
centre of hole (e)

�����������P�P �����������P�P �������P�P �������P�P �������P�P �������P�P

Sleeve length (a) �������P�P �������P�P �������P�P �������P�P �������P�P �������P�P
Width (b) �������P�P �������P�P �������P�P �������P�P �����������P�P �����������P�P

Art. No. 0967 200 643 0967 200 650 0967 200 651 0967 200 660 0967 200 661 0967 200 662

P. Qty. ������ ���� ���� ���� ���� ����
Wire cross section �������P�P2 �������P�P2 �������P�P2 �������P�P2 �������P�P2 �������P�P2

Flange hole �0���� M8 �0���� M8 �0���� �0����
Wire diameter 
(d1)

�������P�P �����������P�P �����������P�P �����������P�P �����������P�P �����������P�P

Diameter of hole 
(d2)

�������P�P ���������P�P �����������P�P ���������P�P �����������P�P �������P�P

Distance between 
sleeve end and 
centre of hole (e)

�������P�P �������P�P �������P�P �������P�P �������P�P �������P�P

Sleeve length (a) �������P�P �������P�P �������P�P �������P�P �������P�P �������P�P
Width (b) �����������P�P �������P�P �������P�P �������P�P �������P�P �������P�P

ELECTRICAL INDUSTRIAL ASSORTMENT
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Art. No. 0967 200 664 0967 200 670 0967 200 673

P. Qty. ���� ���� ����
Wire cross section �������P�P2 ���������P�P2 ���������P�P2

Flange hole �0���� �0���� �0����
Wire diameter 
(d1)

�����������P�P �����������P�P �����������P�P

Diameter of hole 
(d2)

�������P�P �����������P�P �������P�P

Distance between 
sleeve end and 
centre of hole (e)

�����������P�P �������P�P �����������P�P

Sleeve length (a) �������P�P �������P�P �������P�P
Width (b) �������P�P �������P�P �������P�P

ELECTRICAL INDUSTRIAL ASSORTMENT
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DIN 46235 

• 	With markings for correct compression

Compression cable lug

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Art. No. 0967 200 200 0967 200 201 0967 506 8 0967 200 210 0967 200 211 0967 200 212

P. Qty. 100 100 100 100 100 100
Wire cross section 6 mm2 6 mm2 6 mm2 10 mm2 10 mm2 10 mm2

Flange hole M5 M6 M8 M5 M6 M8
Code number 
according to stan-
dard

5 5 5 6 6 6

Wire diameter (d 1) 3.8 mm 3.8 mm 3.8 mm 4.5 mm 4.5 mm 4.5 mm
Diameter of hole 
(d2)

5.3 mm 6.4 mm 8.4 mm 5.3 mm 6.4 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (l 1)

24 mm 24 mm 27.5 mm 27 mm 27 mm 27 mm

Sleeve length 10 mm 10 mm 10 mm 10 mm 10 mm 10 mm
Width (b) 8.5 mm 8.5 mm 13.5 mm 9 mm 9 mm 13 mm

Art. No. 0967 200 220 0967 200 221 0967 200 222 0967 200 223 0967 200 230 0967 200 231

P. Qty. 100 100 100 100 100 100
Wire cross section 16 mm2 16 mm2 16 mm2 16 mm2 25 mm2 25 mm2

Flange hole M6 M8 M10 M12 M6 M8
Code number 
according to stan-
dard

8 8 8 8 10 10

Wire diameter (d 1) 5.5 mm 5.5 mm 5.5 mm 5.5 mm 7 mm 7 mm
Diameter of hole 
(d2)

6.4 mm 8.4 mm 10.5 mm 13 mm 6.4 mm 8.4 mm

Distance between 
sleeve end and 
centre of hole (l 1)

36 mm 36 mm 36 mm 36 mm 38 mm 38 mm

Sleeve length 20 mm 20 mm 20 mm 20 mm 20 mm 20 mm
Width (b) 13 mm 13 mm 17 mm 18 mm 14 mm 16 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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Art. No. 0967 200 232 0967 200 233 0967 535 6 0967 200 241 0967 200 242 0967 535 12

P. Qty. 100 100 50 100 100 50
Wire cross section 25 mm2 25 mm2 35 mm2 35 mm2 35 mm2 35 mm2

Flange hole M10 M12 M6 M8 M10 M12
Code number 
according to stan-
dard

10 10 12 12 12 12

Wire diameter (d 1) 7 mm 7 mm 8.2 mm 8.2 mm 8.2 mm 8.2 mm
Diameter of hole 
(d2)

10.5 mm 13 mm 6.4 mm 8.4 mm 10.5 mm 13 mm

Distance between 
sleeve end and 
centre of hole (l 1)

38 mm 38 mm 42 mm 42 mm 42 mm 42 mm

Sleeve length 20 mm 20 mm 20 mm 20 mm 20 mm 20 mm
Width (b) 17 mm 19 mm 17.2 mm 17.2 mm 19 mm 21 mm

Art. No. 0967 200 250 0967 200 251 0967 200 252 0967 200 253 0967 200 260 0967 200 261

P. Qty. 100 100 100 100 100 100
Wire cross section 50 mm2 50 mm2 50 mm2 50 mm2 70 mm2 70 mm2

Flange hole M8 M10 M12 M16 M8 M10
Code number 
according to stan-
dard

14 14 14 14 16 16

Wire diameter (d 1) 10 mm 10 mm 10 mm 10 mm 11.5 mm 11.5 mm
Diameter of hole 
(d2)

8.4 mm 10.5 mm 13 mm 17 mm 8.4 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (l 1)

52 mm 52 mm 52 mm 55 mm 55 mm 55 mm

Sleeve length 28 mm 28 mm 28 mm 28 mm 28 mm 28 mm
Width (b) 20 mm 22 mm 24 mm 28 mm 24 mm 24 mm

Art. No. 0967 200 262 0967 200 263 0967 200 271 0967 200 272 0967 200 273 0967 200 280

P. Qty. 100 100 50 50 50 25
Wire cross section 70 mm2 70 mm2 95 mm2 95 mm2 95 mm2 120 mm2

Flange hole M12 M16 M10 M12 M16 M10
Code number 
according to stan-
dard

16 16 18 18 18 20

Wire diameter (d 1) 11.5 mm 11.5 mm 13.5 mm 13.5 mm 13.5 mm 15.5 mm
Diameter of hole 
(d2)

13 mm 17 mm 10.5 mm 13 mm 17 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (l 1)

55 mm 55 mm 65 mm 65 mm 65 mm 70 mm

Sleeve length 28 mm 28 mm 35 mm 35 mm 35 mm 35 mm
Width (b) 24 mm 30 mm 28 mm 28 mm 32 mm 32 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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Art. No. 0967 200 281 0967 200 282 0967 200 283 0967 200 290 0967 200 291 0967 200 292

P. Qty. 50 25 25 10 10 10
Wire cross section 120 mm2 120 mm2 120 mm2 150 mm2 150 mm2 150 mm2

Flange hole M12 M16 M20 M10 M12 M16
Code number 
according to stan-
dard

20 20 20 22 22 22

Wire diameter (d 1) 15.5 mm 15.5 mm 15.5 mm 17 mm 17 mm 17 mm
Diameter of hole 
(d2)

13 mm 17 mm 21 mm 10.5 mm 13 mm 17 mm

Distance between 
sleeve end and 
centre of hole (l 1)

70 mm 70 mm 70 mm 78 mm 78 mm 78 mm

Sleeve length 35 mm 35 mm 35 mm 35 mm 35 mm 35 mm
Width (b) 32 mm 32 mm 38 mm 34 mm 34 mm 34 mm

Art. No. 0967 200 293 0967 200 300 0967 200 301 0967 200 302 0967 200 303 0967 524 010

P. Qty. 10 10 10 10 10 10
Wire cross section 150 mm2 185 mm2 185 mm2 185 mm2 185 mm2 240 mm2

Flange hole M20 M10 M12 M16 M20 M10
Code number 
according to stan-
dard

22 25 25 25 25 28

Wire diameter (d 1) 17 mm 19 mm 19 mm 19 mm 19 mm 21.5 mm
Diameter of hole 
(d2)

21 mm 10.5 mm 13 mm 17 mm 21 mm 10.5 mm

Distance between 
sleeve end and 
centre of hole (l 1)

78 mm 82 mm 82 mm 82 mm 82 mm 92 mm

Sleeve length 35 mm 40 mm 40 mm 40 mm 40 mm 40 mm
Width (b) 40 mm 37 mm 37 mm 37 mm 40 mm 42 mm

Art. No. 0967 200 311 0967 200 312 0967 200 313 0967 200 321 0967 530 020

P. Qty. 10 10 10 10 5
Wire cross section 240 mm2 240 mm2 240 mm2 300 mm2 300 mm2

Flange hole M12 M16 M20 M16 M20
Code number 
according to stan-
dard

28 28 28 32 32

Wire diameter (d 1) 21.5 mm 21.5 mm 21.5 mm 24.5 mm 24.5 mm
Diameter of hole 
(d2)

13 mm 17 mm 21 mm 17 mm 21 mm

Distance between 
sleeve end and 
centre of hole (l 1)

92 mm 92 mm 92 mm 100 mm 100 mm

Sleeve length 40 mm 40 mm 40 mm 50 mm 50 mm
Width (b) 42 mm 42 mm 45 mm 48 mm 48 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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Details/Application

�)�R�U���P�X�O�W�L���Z�L�U�H�����À�Q�H���Z�L�U�H���D�Q�G���Y�H�U�\���À�Q�H���Z�L�U�H���F�R�S�S�H�U���F�R�Q�G�X�F�W�R�U�V�����V�X�F�K���D�V���F�R�P�S�O�L�D�Q�W���Z�L�W�K���'�,�1���(�1���������������&�O�D�V�V�������������D�Q�G����

Notice

The user must check the inserted cable (using a pull-out test, if required).
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Butt connector, uninsulated

Min./max. wire cross section Length (l) Diameter (d) Art. No. P. Qty. 
0.1-0.5 mm2 12 mm 1.2 mm 0967 301 000 2000
0.5-1 mm2 14.5 mm 1.6 mm 0967 301 001 2000
1-2.5 mm2 14.5 mm 2.3 mm 0967 301 002 2000
2.5-6 mm2 14.5 mm 3.6 mm 0967 301 003 1000
10-10 mm2 20 mm 4.5 mm 0967 301 004 500
16-16 mm2 23 mm 5.8 mm 0967 301 005 500
25-25 mm2 25 mm 7.5 mm 0967 301 006 250
50-50 mm2 38 mm 11 mm 0967 301 008 100
70-70 mm2 40 mm 13 mm 0967 301 009 100
95-95 mm2 42 mm 15 mm 0967 301 010 50
120-120 mm2 46 mm 16.5 mm 0967 301 011 50
150-150 mm2 54 mm 19 mm 0967 301 012 25

Butt connector DIN 46341 T1

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

ELECTRICAL INDUSTRIAL ASSORTMENT
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�&�R�Q�Q�H�F�W�R�U���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���'�,�1������������

Min./max. wire cross section Length (l) Diameter (d) Art. No. P. Qty. 
0.1-0.5 mm2 5 mm 1.2 mm ������������������������ 2000
0.5-1.5 mm2 7 mm 1.6 mm ������������������������ 2000
1.5-2.5 mm2 7 mm 2.3 mm ������������������������ 2000
2.5-6 mm2 7 mm 3.6 mm ������������������������ 2000
10-10 mm2 9 mm 4.5 mm ������������������������ 1000
16-16 mm2 10.5 mm 5.8 mm ������������������������ 1000
25-25 mm2 11.5 mm 7.5 mm ������������������������ 500
35-35 mm2 12.5 mm 9 mm ������������������������ 250
50-50 mm2 16.5 mm 11 mm ������������������������ 250
70-70 mm2 18 mm 13 mm ������������������������ 125
95-95 mm2 19.5 mm 15 mm ������������������������ 100
120-120 mm2 21.5 mm 16.5 mm ������������������������ 100
150-150 mm2 24.5 mm 19 mm ������������������������ 50

�3�D�U�D�O�O�H�O���F�R�Q�Q�H�F�W�R�U���'�,�1���������������7��

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

ELECTRICAL INDUSTRIAL ASSORTMENT
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Standard (similar to DIN) 

• 	With centre stop

Min./max. wire cross 
section

Wire cross section Length (l) Diameter (d) Art. No. P. Qty. 

1.5-2.5 mm2 15 mm 2.5 mm 0967 300 002 100
1.5-2.5 mm2 25 mm 2.5 mm 0967 300 003 100

4 mm2 15 mm 3.6 mm 0967 300 004 100
4 mm2 25 mm 3.6 mm 0967 300 005 100
6 mm2 25 mm 3.6 mm 0967 300 006 100
10 mm2 30 mm 4.5 mm 0967 300 010 100
16 mm2 30 mm 5.5 mm 0967 300 016 100
25 mm2 38 mm 7.2 mm 0967 300 025 100
35 mm2 42 mm 8.5 mm 0967 300 035 50
50 mm2 48 mm 10.2 mm 0967 300 050 50
70 mm2 52 mm 12 mm 0967 300 070 25
95 mm2 58 mm 13.5 mm 0967 300 095 25
120 mm2 62 mm 15 mm 0967 300 120 25
150 mm2 68 mm 16.5 mm 0967 300 150 25
185 mm2 72 mm 19 mm 0967 300 185 25
240 mm2 88 mm 21 mm 0967 300 240 25

Connecting sleeve

Max. temperature resistance 125 °C
Material Electrolytic copper
Surface Tin plated

Details/Application

For multi-wire round conductors, such as compliant with DIN EN 60228 Class 2
for round-pressed sector cables

Notice

�7�K�H���À�W�W�H�U���P�X�V�W���F�K�H�F�N���W�K�H���L�Q�V�H�U�W�H�G���F�D�E�O�H�����E�\���W�U�\�L�Q�J���W�R���S�X�O�O���L�W���R�X�W���L�I���Q�H�F�H�V�V�D�U�\����

ELECTRICAL INDUSTRIAL ASSORTMENT
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DIN 46228 Part 4

Wire end ferrule with plastic sleeve

Max. temperature resistance 110 °C
Material Electrolytic copper
Surface Tin plated
Halogen-free Yes

Art. No. 0557 300 051 0557 300 052 0557 300 053 0557 300 751 0557 300 752 0557 300 753

P. Qty. 500 /  1000 100 /  500 /  1000 500 /  2000 500 /  1000 100 /  500 /  1000 500 /  1000
Wire cross section 0.5 mm2 0.5 mm2 0.5 mm2 0.75 mm2 0.75 mm2 0.75 mm2

Colour White White White Grey Grey Grey
Length (l1) 12 mm 14 mm 16 mm 12 mm 14 mm 16 mm
Sleeve length (l2) 6 mm 8 mm 10 mm 6 mm 8 mm 10 mm
Sleeve inside 
diameter (d1)

1 mm 1 mm 1 mm 1.2 mm 1.2 mm 1.2 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

2.6 mm 2.6 mm 2.6 mm 2.8 mm 2.8 mm 2.8 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

Art. No. 0557 300 754 0557 300 101 0557 300 102 0557 300 103 0557 300 15 0557 300 151

P. Qty. 100 /  500 500 /  1000 100 /  500 /  1000 500 /  1000 500
100 /  500 /  1000 
/  2000

Wire cross section 0.75 mm2 1 mm2 1 mm2 1 mm2 1.5 mm2 1.5 mm2

Colour Grey Red Red Red Black Black
Length (l1) 18 mm 12 mm 14 mm 16 mm 12 mm 14 mm
Sleeve length (l2) 12 mm 6 mm 8 mm 10 mm 6 mm 8 mm
Sleeve inside 
diameter (d1)

1.2 mm 1.4 mm 1.4 mm 1.4 mm 1.7 mm 1.7 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

2.8 mm 3 mm 3 mm 3 mm 3.5 mm 3.5 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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Art. No. 0557 300 152 0557 300 154 0557 300 153 0557 300 251 0557 300 257 0557 300 252

P. Qty. 500 /  1000 500 500 100 /  500 /  1000 500 500 /  1000
Wire cross section 1.5 mm2 1.5 mm2 1.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2

Colour Black Black Black Blue Blue Blue
Length (l1) 16 mm 18 mm 24 mm 14 mm 16 mm 18 mm
Sleeve length (l2) 10 mm 12 mm 18 mm 8 mm 10 mm 12 mm
Sleeve inside 
diameter (d1)

1.7 mm 1.7 mm 1.7 mm 2.2 mm 2.2 mm 2.2 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

3.5 mm 3.5 mm 3.5 mm 4.2 mm 4.2 mm 4.2 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

Art. No. 0557 300 253 0557 300 401 0557 300 402 0557 300 601 0557 300 602 0557 300 105

P. Qty. 500 100 /  1000 100 /  1000 100 /  500 100 /  500 100 /  500
Wire cross section 2.5 mm2 4 mm2 4 mm2 6 mm2 6 mm2 10 mm2

Colour Blue Grey Grey Yellow Yellow Red
Length (l1) 24 mm 17 mm 20 mm 20 mm 26 mm 22 mm
Sleeve length (l2) 18 mm 10 mm 12 mm 12 mm 18 mm 12 mm
Sleeve inside 
diameter (d1)

2.2 mm 2.8 mm 2.8 mm 3.5 mm 3.5 mm 4.5 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Internal diameter 
of insertion funnel 
(d2)

4.2 mm 4.8 mm 4.8 mm 6.3 mm 6.3 mm 7.6 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.4 mm 0.4 mm 0.3 mm 0.3 mm 0.4 mm

Art. No. 0557 300 106 0557 300 161 0557 300 162 0557 300 254 0557 300 256 0557 300 255

P. Qty. 100 /  500 100 /  500 100 /  500 50 /  200 50 50 /  400
Wire cross section 10 mm2 16 mm2 16 mm2 25 mm2 25 mm2 25 mm2

Colour Red Blue Blue Yellow Yellow Yellow
Length (l1) 28 mm 24 mm 28 mm 30 mm 32 mm 36 mm
Sleeve length (l2) 18 mm 12 mm 18 mm 16 mm 18 mm 22 mm
Sleeve inside 
diameter (d1)

4.5 mm 5.8 mm 5.8 mm 7.3 mm 7.3 mm 7.3 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Internal diameter 
of insertion funnel 
(d2)

7.6 mm 8.8 mm 8.8 mm 11.2 mm 11.2 mm 11.2 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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Art. No. 0557 300 351 0557 300 353 0557 300 352 0557 300 501 0557 300 502 0557 300 701

P. Qty. 50 /  200 50 50 50 50 25
Wire cross section 35 mm2 35 mm2 35 mm2 50 mm2 50 mm2 70 mm2

Colour Red Red Red Blue Blue Yellow
Length (l1) 30 mm 32 mm 39 mm 36 mm 40 mm 37 mm
Sleeve length (l2) 16 mm 18 mm 25 mm 20 mm 25 mm 21 mm
Sleeve inside 
diameter (d1)

8.3 mm 8.3 mm 8.3 mm 10.3 mm 10.3 mm 12.7 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.3 mm 0.3 mm 0.35 mm

Internal diameter 
of insertion funnel 
(d2)

12.7 mm 12.7 mm 12.7 mm 15 mm 15 mm 16 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.4 mm 0.5 mm 0.5 mm 0.6 mm

Art. No. 0557 300 702 0557 300 951 0557 300 120 0557 300 150

P. Qty. 25 25 25 25
Wire cross section 70 mm2 95 mm2 120 mm2 150 mm2

Colour Yellow Red Blue Yellow
Length (l1) 43 mm 44 mm 50 mm 32 mm
Sleeve length (l2) 27 mm 25 mm 30 mm 32 mm
Sleeve inside 
diameter (d1)

12.7 mm 14.7 mm 16.5 mm 18.5 mm

Sleeve-wall thick-
ness (s1)

0.35 mm 0.35 mm 0.5 mm 0.5 mm

Internal diameter 
of insertion funnel 
(d2)

16 mm 18 mm 21 mm 23.5 mm

Wall thickness of 
insertion funnel 
(s2)

0.6 mm 0.6 mm 0.7 mm 0.75 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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With plastic sleeve

• 	Inlet funnel, heat-resistant up to 105°C
• 	Sleeve: E-Cu, zinc-plated
• 	Halogen-free

Wire end ferrule

Max. temperature resistance 110 °C
Material Copper
Surface Tin plated
Halogen-free Yes

Art. No. 0557 100 14 0557 100 141 0557 000 14 0557 000 144 0557 000 254 0557 000 256

P. Qty. 1000 1000 500 500 500 500
Wire cross section 0.14 mm2 0.14 mm2 0.14 mm2 0.14 mm2 0.25 mm2 0.25 mm2

Colour Brown Brown Grey Grey Light blue Turquoise
Length (l1) 10.4 mm 12.4 mm 10 mm 12 mm 8 mm 6 mm
Sleeve length (l2) 6 mm 8 mm 6 mm 8 mm 8 mm 6 mm
Sleeve inside 
diameter (d1)

0.7 mm 0.7 mm 0.7 mm 0.7 mm 1.8 mm 0.8 mm

Sleeve-wall thick-
ness (s1)

0.12 mm 0.12 mm 0.15 mm 0.15 mm 0.15 mm 0.25 mm

Internal diameter 
of insertion funnel 
(d2)

1.6 mm 1.6 mm 1.6 mm 1.6 mm 0.8 mm 2 mm

Wall thickness of 
insertion funnel 
(s2)

0.2 mm 0.2 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

Art. No. 0557 100 252 0557 100 253 0557 100 256 0557 100 257 0557 100 345 0557 100 346

P. Qty. 1000 1000 500 500 500 500
Wire cross section 0.25 mm2 0.25 mm2 0.25 mm2 0.25 mm2 0.34 mm2 0.34 mm2

Colour Violet Violet Yellow Yellow Green Green
Length (l1) 10.4 mm 12.4 mm 10 mm 10 mm 10 mm 12 mm
Sleeve length (l2) 6 mm 8 mm 6 mm 8 mm 6 mm 8 mm
Sleeve inside 
diameter (d1)

0.8 mm 0.8 mm 0.75 mm 0.75 mm 0.8 mm 0.8 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

1.8 mm 1.8 mm 1.8 mm 1.8 mm 2 mm 2 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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Art. No. 0557 100 342 0557 100 343 0557 000 34 0557 000 344 0557 100 34 0557 100 341

P. Qty. 500 500 500 500 1000 1000
Wire cross section 0.34 mm2 0.34 mm2 0.34 mm2 0.34 mm2 0.34 mm2 0.34 mm2

Colour Rosy Rosy Turquoise Turquoise Yellow Yellow
Length (l1) 10 mm 12 mm 6 mm 8 mm 10.4 mm 12.4 mm
Sleeve length (l2) 6 mm 8 mm 6 mm 8 mm 6 mm 8 mm
Sleeve inside 
diameter (d1)

0.8 mm 0.8 mm 2.3 mm 1.1 mm 1.1 mm 1.1 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.25 mm 0.25 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

2 mm 2 mm 1.1 mm 2.3 mm 2.3 mm 2.3 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.15 mm 0.15 mm 0.25 mm 0.25 mm

Art. No. 0557 000 25 0557 000 501 0557 000 50 0557 000 503 0557 100 75 0557 100 751

P. Qty. 500 1000 500 /  1000 500 1000 1000
Wire cross section 0.5 mm2 0.5 mm2 0.5 mm2 0.5 mm2 0.75 mm2 0.75 mm2

Colour Light blue Orange Orange Orange Blue Blue
Length (l1) 10.4 mm 12 mm 14 mm 16 mm 12.4 mm 14.6 mm
Sleeve length (l2) 6 mm 6 mm 8 mm 10 mm 6 mm 8 mm
Sleeve inside 
diameter (d1)

1.8 mm 1 mm 1 mm 1 mm 1.2 mm 1.2 mm

Sleeve-wall thick-
ness (s1)

0.25 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

1.8 mm 2.6 mm 2.6 mm 2.6 mm 2.8 mm 2.8 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

Art. No. 0557 100 752 0557 100 753 0557 000 751 0557 000 75 0557 000 753 0557 000 754

P. Qty. 500 500 1000 1000 1000 500
Wire cross section 0.75 mm2 0.75 mm2 0.75 mm2 0.75 mm2 0.75 mm2 0.75 mm2

Colour Light blue Light blue White White White White
Length (l1) 16 mm 18 mm 12.4 mm 14.6 mm 16.4 mm 18.4 mm
Sleeve length (l2) 10 mm 12 mm 6 mm 8 mm 10 mm 12 mm
Sleeve inside 
diameter (d1)

1.2 mm 1.2 mm 1.2 mm 1.2 mm 1.2 mm 1.2 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

2.8 mm 2.8 mm 2.8 mm 2.8 mm 2.8 mm 2.8 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

ELECTRICAL INDUSTRIAL ASSORTMENT
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Art. No. 0557 100 102 0557 100 103 0557 001 001 0557 001 00 0557 001 003 0557 001 004

P. Qty. 500 500 500 /  1000 1000 1000 500
Wire cross section 1 mm2 1 mm2 1 mm2 1 mm2 1 mm2 1 mm2

Colour Red Red Yellow Yellow Yellow Yellow
Length (l1) 16 mm 18 mm 12 mm 14 mm 16.4 mm 18.4 mm
Sleeve length (l2) 10 mm 12 mm 6 mm 8 mm 10 mm 12 mm
Sleeve inside 
diameter (d1)

1.4 mm 1.4 mm 1.4 mm 1.4 mm 1.4 mm 1.4 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

3 mm 3 mm 3 mm 3 mm 3 mm 3 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

Art. No. 0557 001 501 0557 001 50 0557 001 503 0557 001 505 0557 001 504 0557 100 25

P. Qty. 500 1000 1000 500 500 1000 /  2000
Wire cross section 1.5 mm2 1.5 mm2 1.5 mm2 1.5 mm2 1.5 mm2 2.5 mm2

Colour Red Red Red Red Red Grey
Length (l1) 12 mm 14 mm 16 mm 18 mm 24 mm 14 mm
Sleeve length (l2) 6 mm 8 mm 10 mm 12 mm 18 mm 8 mm
Sleeve inside 
diameter (d1)

1.7 mm 1.7 mm 1.7 mm 1.7 mm 1.7 mm 2.2 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Internal diameter 
of insertion funnel 
(d2)

3.5 mm 3.5 mm 3.5 mm 3.5 mm 3.5 mm 4 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

Art. No. 0557 100 254 0557 100 251 0557 100 404 0557 100 40 0557 100 401 0557 006 00

P. Qty. 500 500 500 1000 /  4000 100 500
Wire cross section 2.5 mm2 2.5 mm2 4 mm2 4 mm2 4 mm2 6 mm2

Colour Grey Grey Orange Orange Orange Black
Length (l1) 18 mm 24 mm 17 mm 19.5 mm 25.5 mm 20 mm
Sleeve length (l2) 12 mm 18 mm 10 mm 12 mm 18 mm 12 mm
Sleeve inside 
diameter (d1)

2.2 mm 2.2 mm 2.8 mm 2.8 mm 2.8 mm 3.5 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Internal diameter 
of insertion funnel 
(d2)

4.2 mm 4 mm 4.8 mm 4.4 mm 4.4 mm 6.3 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.3 mm 0.4 mm 0.4 mm 0.4 mm
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Art. No. 0557 006 004 0557 100 60 0557 100 61 0557 100 100 0557 100 110 0557 010 00

P. Qty. 100 500 /  2500 100 1500 500 500
Wire cross section 6 mm2 6 mm2 6 mm2 10 mm2 10 mm2 10 mm2

Colour Black Green Green Brown Brown Ivory
Length (l1) 26 mm 20 mm 26 mm 21.5 mm 27.5 mm 21.5 mm
Sleeve length (l2) 18 mm 12 mm 18 mm 12 mm 18 mm 12 mm
Sleeve inside 
diameter (d1)

3.5 mm 3.5 mm 3.5 mm 4.5 mm 4.5 mm 4.5 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Internal diameter 
of insertion funnel 
(d2)

6.3 mm 6.3 mm 6.3 mm 7.6 mm 7.6 mm 7.6 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm

Art. No. 0557 010 004 0557 016 00 0557 016 004 0557 100 16 0557 100 161 0557 100 250

P. Qty. 500 100 /  1000 500 500 /  1000 500 350
Wire cross section 10 mm2 16 mm2 16 mm2 16 mm2 16 mm2 25 mm2

Colour Ivory Green Green Ivory Ivory Black
Length (l1) 27.5 mm 22.2 mm 28.2 mm 22.2 mm 28.2 mm 29 mm
Sleeve length (l2) 18 mm 12 mm 18 mm 12 mm 18 mm 16 mm
Sleeve inside 
diameter (d1)

4.5 mm 5.8 mm 5.8 mm 5.8 mm 5.8 mm 7.3 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Internal diameter 
of insertion funnel 
(d2)

7.6 mm 8.8 mm 8.8 mm 8.8 mm 8.8 mm 11.2 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm

Art. No. 0557 100 258 0557 100 259 0557 025 00 0557 025 003 0557 025 004 0557 035 00

P. Qty. 50 50 50 /  200 50 50 50 /  200
Wire cross section 25 mm2 25 mm2 25 mm2 25 mm2 25 mm2 35 mm2

Colour Black Black Brown Brown Brown Beige
Length (l1) 30 mm 36 mm 29 mm 32 mm 35 mm 30 mm
Sleeve length (l2) 18 mm 22 mm 16 mm 18 mm 22 mm 16 mm
Sleeve inside 
diameter (d1)

7.3 mm 7.3 mm 7.3 mm 7.3 mm 7.3 mm 8.3 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Internal diameter 
of insertion funnel 
(d2)

11.2 mm 11.2 mm 11.2 mm 11.2 mm 11.2 mm 12.7 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm
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Art. No. 0557 035 003 0557 035 004 0557 050 00 0557 005 003 0557 050 004 0557 005 004

P. Qty. 50 50 50 50 50 50
Wire cross section 35 mm2 35 mm2 50 mm2 50 mm2 50 mm2 50 mm2

Colour Beige Beige Olive green Olive green Olive green Olive green
Length (l1) 32 mm 39 mm 36.4 mm 41 mm 46 mm 46 mm
Sleeve length (l2) 18 mm 25 mm 20 mm 25 mm 25 mm 30 mm
Sleeve inside 
diameter (d1)

8.3 mm 8.3 mm 10.3 mm 10.3 mm 10.3 mm 10.3 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.3 mm 0.3 mm 0.3 mm 0.3 mm

Internal diameter 
of insertion funnel 
(d2)

12.7 mm 12.7 mm 15.3 mm 15 mm 15.3 mm 15 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.5 mm 0.5 mm 0.5 mm 0.5 mm
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Ideal for switchgears and blocks with a very tight terminal pitch

• 	Inlet funnel, heat-resistant up to 105°C
• 	Sleeve: E-Cu, zinc-plated
• 	Halogen-free
• 	DUO wire end ferrules enable easy potential loops

DUO wire end ferrule with plastic sleeve

Number of wires 2 PCS
Max. temperature resistance 110 °C
Material Copper
Surface Tin plated
Halogen-free Yes

Art. No. 0557 402 58 0557 502 508 0557 403 48 0557 405 08 0557 402 0557 402 10

P. Qty. 500 500 500 500 500 500
Wire cross section 0.25 mm2 0.25 mm2 0.34 mm2 0.5 mm2 0.5 mm2 0.5 mm2

Colour Light blue Violet Turquoise Orange White White
Length (l1) 15 mm 15 mm 15 mm 15 mm 15 mm 17 mm
Sleeve length (l2) 8 mm 8 mm 8 mm 8 mm 8 mm 10 mm
Sleeve inside 
diameter (d1)

1.15 mm 1.15 mm 1.15 mm 1.4 mm 1.4 mm 1.4 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Insertion-funnel 
height

1.8 mm 1.8 mm 1.8 mm 2.5 mm 2.5 mm 2.5 mm

Insertion-funnel 
width

3.4 mm 3.4 mm 3.4 mm 4.7 mm 4.7 mm 4.7 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm

Art. No. 0557 403 0557 403 10 0557 403 14 0557 403 18 0557 507 508 0557 507 510

P. Qty. 500 /  1000 500 500 500 500 500
Wire cross section 0.75 mm2 0.75 mm2 0.75 mm2 0.75 mm2 0.75 mm2 0.75 mm2

Colour Grey Grey Grey Grey Light blue Light blue
Length (l1) 15 mm 17 mm 21 mm 25 mm 15 mm 17 mm
Sleeve length (l2) 8 mm 10 mm 14 mm 18 mm 8 mm 10 mm
Sleeve inside 
diameter (d1)

1.7 mm 1.7 mm 1.7 mm 1.7 mm 1.7 mm 1.7 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Insertion-funnel 
height

2.8 mm 2.8 mm 2.8 mm 2.8 mm 2.8 mm 2.8 mm

Insertion-funnel 
width

5 mm 5 mm 5 mm 5 mm 5 mm 5 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.25 mm
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Art. No. 0557 507 514 0557 407 58 0557 407 510 0557 407 514 0557 400 0557 400 10

P. Qty. 500 500 500 500 500 500
Wire cross section 0.75 mm2 0.75 mm2 0.75 mm2 0.75 mm2 1 mm2 1 mm2

Colour Light blue White White White Red Red
Length (l1) 21 mm 15 mm 17 mm 21 mm 15 mm 17 mm
Sleeve length (l2) 14 mm 8 mm 10 mm 14 mm 8 mm 10 mm
Sleeve inside 
diameter (d1)

1.7 mm 1.7 mm 1.7 mm 1.7 mm 1.95 mm 1.95 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Insertion-funnel 
height

2.8 mm 2.8 mm 2.8 mm 2.8 mm 3.4 mm 3.4 mm

Insertion-funnel 
width

5 mm 5 mm 5 mm 5 mm 5.4 mm 5.4 mm

Wall thickness of 
insertion funnel 
(s2)

0.25 mm 0.25 mm 0.25 mm 0.25 mm 0.3 mm 0.3 mm

Art. No. 0557 400 12 0557 400 18 0557 401 0557 401 10 0557 401 12 0557 401 18

P. Qty. 500 500 500 /  5000 500 500 500
Wire cross section 1 mm2 1 mm2 1 mm2 1 mm2 1 mm2 1 mm2

Colour Red Red Yellow Yellow Yellow Yellow
Length (l1) 19 mm 25 mm 15 mm 17 mm 19 mm 25 mm
Sleeve length (l2) 12 mm 18 mm 8 mm 10 mm 12 mm 18 mm
Sleeve inside 
diameter (d1)

1.95 mm 1.95 mm 1.95 mm 1.95 mm 1.95 mm 1.95 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Insertion-funnel 
height

3.4 mm 3.4 mm 3.4 mm 3.4 mm 3.4 mm 3.4 mm

Insertion-funnel 
width

5.4 mm 5.4 mm 5.4 mm 5.4 mm 5.4 mm 5.4 mm

Wall thickness of 
insertion funnel 
(s2)

0.3 mm 0.3 mm 0.3 mm 0.3 mm 0.3 mm 0.3 mm

Art. No. 0557 404 0557 404 12 0557 404 18 0557 415 08 0557 415 012 0557 415 018

P. Qty. 500 /  1000 500 500 500 500 500
Wire cross section 1.5 mm2 1.5 mm2 1.5 mm2 1.5 mm2 1.5 mm2 1.5 mm2

Colour Black Black Black Red Red Red
Length (l1) 16 mm 20 mm 26 mm 16 mm 20 mm 26 mm
Sleeve length (l2) 8 mm 12 mm 18 mm 8 mm 12 mm 18 mm
Sleeve inside 
diameter (d1)

2.2 mm 2.2 mm 2.2 mm 2.2 mm 2.2 mm 2.2 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.15 mm

Insertion-funnel 
height

3.6 mm 3.6 mm 3.6 mm 3.6 mm 3.6 mm 3.6 mm

Insertion-funnel 
width

6.6 mm 6.6 mm 6.6 mm 6.6 mm 6.6 mm 6.6 mm

Wall thickness of 
insertion funnel 
(s2)

0.3 mm 0.3 mm 0.3 mm 0.3 mm 0.3 mm 0.3 mm
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Art. No. 0557 405 0557 405 12 0557 405 13 0557 525 010 0557 525 013 0557 406 

P. Qty. 500 250 500 250 250 100
Wire cross section 2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2 4 mm2

Colour Blue Blue Blue Grey Grey Grey
Length (l1) 18.5 mm 20.5 mm 21.5 mm 18.5 mm 21.5 mm 23 mm
Sleeve length (l2) 10 mm 12 mm 13 mm 10 mm 13 mm 12 mm
Sleeve inside 
diameter (d1)

2.8 mm 2.8 mm 2.8 mm 2.8 mm 2.8 mm 3.7 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Insertion-funnel 
height

4.2 mm 4.2 mm 4.2 mm 4.2 mm 4.2 mm 4.9 mm

Insertion-funnel 
width

7.8 mm 7.8 mm 7.8 mm 7.8 mm 7.8 mm 8.8 mm

Wall thickness of 
insertion funnel 
(s2)

0.3 mm 0.3 mm 0.3 mm 0.3 mm 0.3 mm 0.4 mm

Art. No. 0557 540 012 0557 460 014 0557 560 014 0557 407 0557 510 14 0557 410 014

P. Qty. 100 100 100 100 /  1000 100 100
Wire cross section 4 mm2 6 mm2 6 mm2 6 mm2 10 mm2 10 mm2

Colour Orange Black Green Yellow Brown Ivory
Length (l1) 23 mm 26 mm 26 mm 26 mm 26 mm 26 mm
Sleeve length (l2) 12 mm 14 mm 14 mm 14 mm 14 mm 14 mm
Sleeve inside 
diameter (d1)

3.7 mm 6 mm 6 mm 6 mm 10 mm 10 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm 0.2 mm

Insertion-funnel 
height

4.9 mm 6.9 mm 6.9 mm 6.9 mm 7.2 mm 7.2 mm

Insertion-funnel 
width

8.8 mm 10 mm 10 mm 10 mm 13 mm 13 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm 0.4 mm

Art. No. 0557 408 0557 409 0557 416 014 0557 516 14

P. Qty. 100 50 50 50
Wire cross section 10 mm2 16 mm2 16 mm2 16 mm2

Colour Red Blue Green White
Length (l1) 26 mm 30 mm 30 mm 30 mm
Sleeve length (l2) 14 mm 14 mm 14 mm 14 mm
Sleeve inside 
diameter (d1)

10 mm 16 mm 8.2 mm 16 mm

Sleeve-wall thick-
ness (s1)

0.2 mm 0.2 mm 0.2 mm 0.2 mm

Insertion-funnel 
height

7.2 mm 9.6 mm 9.6 mm 9.6 mm

Insertion-funnel 
width

13 mm 18.4 mm 18.4 mm 18.4 mm

Wall thickness of 
insertion funnel 
(s2)

0.4 mm 0.4 mm 0.4 mm 0.4 mm
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Details/Application
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For short-circuit and earth fault-proof cables

Wire end ferrule with plastic sleeve

Max. temperature resistance 110 °C
Material Copper
Surface Tin plated

Art. No. 0557 350 151 0557 350 152 0557 350 251 0557 350 252 0557 350 401 0557 350 601

P. Qty. 100 100 /  200 100 100 100 100
Wire cross section 1.5 mm2 1.5 mm2 2.5 mm2 2.5 mm2 4 mm2 6 mm2

Colour Black Black Blue Blue Grey Yellow
Length (l1) 17.5 mm 19.5 mm 17.5 mm 21.5 mm 19.5 mm 23 mm
Sleeve length (l2) 8 mm 10 mm 8 mm 12 mm 10 mm 12 mm
Sleeve inside 
diameter (d1)

1.7 mm 1.7 mm 2.2 mm 2.2 mm 2.8 mm 3.5 mm

Sleeve-wall thick-
ness (s1)

0.15 mm 0.15 mm 0.15 mm 0.15 mm 0.2 mm 0.2 mm

Internal diameter 
of insertion funnel 
(d2)

7.5 mm 7.5 mm 8 mm 8 mm 9.5 mm 10 mm

Wall thickness of 
insertion funnel 
(s2)

0.3 mm 0.3 mm 0.3 mm 0.3 mm 0.5 mm 0.5 mm

Details/Application

With enlarged insulation collar, suitable for all standard short-circuit and earth fault-proof cables up to 3 kV (also for rubber 
�F�D�E�O�H�V���Z�L�W�K���À�Q�H���Z�L�U�H���F�R�Q�G�X�F�W�R�U�V���1�6�*�$�)�g�8���������������N�9����
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Strips

Wire cross section Colour Art. No. P. Qty. 
0.5 mm2 White 0557 175 050 500
0.75 mm2 Grey 0557 175 075 500
1 mm2 Red 0557 175 100 5000
1.5 mm2 Black 0557 175 150 500
2.5 mm2 Blue 0557 175 250 500

Wire end ferrule with plastic sleeve 

Length 14 mm
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According to DIN 46228 Part 4

• 	Cross-section: 0.5-2.5 mm2

• 	Contents: 400 pieces

Contents for Art. No. 0557 300 
Designation Art. No. Quantity
Wire end ferrule with plastic sleeve 0.5 mm2 0557 300 052 50
Wire end ferrule with plastic sleeve 1.0 mm2 0557 300 102 100
Wire end ferrule with plastic sleeve 1.5 mm2 0557 300 151 100
Wire end ferrule with plastic sleeve 2.5 mm2 0557 300 251 50
Wire end ferrule with plastic sleeve 0.75 mm2 0557 300 752 100

Wire end ferrule box type 1

Art. No. 0557 300 
P. Qty.: 1
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according to DIN 46228 Part 4

• 	Cross-section: 4.0-16.0 mm2

• 	Contents: 100 pieces

Contents for Art. No. 0557 301 
Designation Art. No. Quantity
Wire end ferrule with plastic sleeve 10.0 mm2 0557 300 105 20
Wire end ferrule with plastic sleeve 16.0 mm2 0557 300 161 10
Wire end ferrule with plastic sleeve 4 mm2 0557 300 401 50
Wire end ferrule with plastic sleeve 6.0 mm2 0557 300 601 20

Wire end ferrule box type 2

Art. No. 0557 301 
P. Qty.: 1
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• 	Cross-section: 0.5-2.5 mm2

• 	Contents: 400 pieces

Contents for Art. No. 0557 100 
Designation Art. No. Quantity
Wire end ferrule 0.5 mm2 0557 000 50 50
Wire end ferrule 0.75 mm2 0557 000 75 100
Wire end ferrule 1.0 mm2 0557 001 00 100
Wire end ferrule 1.5 mm2 0557 001 50 100
Wire end ferrule with plastic sleeve 2.5 mm2 0557 300 251 50

Wire end ferrule box type 1

Art. No. 0557 100 
P. Qty.: 1
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• 	Cross-section: 4.0-16.0 mm2

• 	Contents: 100 pieces

Contents for Art. No. 0557 101 
Designation Art. No. Quantity
Wire end ferrule 4 mm2 50
Wire end ferrule 6.0 mm2 0557 006 00 20
Wire end ferrule 10.0 mm2 0557 010 00 20
Wire end ferrule 16.0 mm2 0557 016 00 10

Wire end ferrule box type 2

Art. No. 0557 101 
P. Qty.: 1
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• 	Cross-section: 2 x 0.75 to 2 x 2.5 mm2

• 	Contents: 200 pieces

Contents for Art. No. 0557 400 0
Designation Art. No. Quantity
DUO wire end ferrule with plastic sleeve 1 mm2 0557 400 50
DUO wire end ferrule with plastic sleeve 0.75 mm2 0557 403 50
DUO wire end ferrule with plastic sleeve 1.5 mm2 0557 404 50
DUO wire end ferrule with plastic sleeve 2.5 mm2 0557 405 50

DUO wire end ferrule box type 1

Art. No. 0557 400 0
P. Qty.: 1
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• 	Cross-section: 1.5-6.0 mm2

• 	Contents: 90 pieces

Contents for Art. No. 0557 400 01
Designation Art. No. Quantity
DUO wire end ferrule with plastic sleeve 1.5 mm2 0557 404 30
DUO wire end ferrule with plastic sleeve 2.5 mm2 0557 405 30
DUO wire end ferrule with plastic sleeve 4 mm2 0557 406 20
DUO wire end ferrule with plastic sleeve 6 mm2 0557 407 10

DUO wire end ferrule box Type 2

Art. No. 0557 400 01
P. Qty.: 1
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DIN 46228 Part 1

Wire cross section Length (L) Sleeve inside diameter Sleeve-wall thickness Art. No. P. Qty. 
0.08 mm2 7 mm 0.5 mm 0.15 mm 0557 184 300 1000
0.14 mm2 7 mm 0.7 mm 0.15 mm 0557 184 302 1000
0.25 mm2 5 mm 0.8 mm 0.15 mm 0557 184 304 1000
0.25 mm2 7 mm 0.8 mm 0.15 mm 0557 184 306 1000
0.34 mm2 5 mm 0.9 mm 0.15 mm 0557 184 308 1000
0.34 mm2 7 mm 0.9 mm 0.15 mm 0557 184 310 1000

0.5 mm2 6 mm 1 mm 0.15 mm 0557 184 189
500 /  1000 
/  2000

0.5 mm2 8 mm 1 mm 0.15 mm 0557 184 314 1000
0.5 mm2 10 mm 1 mm 0.15 mm 0557 184 316 1000
0.5 mm2 12 mm 1 mm 0.15 mm 0557 184 318 1000

0.75 mm2 6 mm 1.2 mm 0.15 mm 0557 184 177
500 /  1000 
/  2000

0.75 mm2 8 mm 1.2 mm 0.15 mm 0557 184 322 2000
0.75 mm2 10 mm 1.2 mm 0.15 mm 0557 185 250 500 /  1000
0.75 mm2 12 mm 1.2 mm 0.15 mm 0557 184 326 1000
0.75 mm2 15 mm 1.2 mm 0.15 mm 0557 184 328 1000
0.75 mm2 20 mm 1.2 mm 0.15 mm 0557 184 330 1000

1 mm2 6 mm 1.4 mm 0.15 mm 0557 175 916
500 /  1000 
/  5000

1 mm2 7 mm 1.4 mm 0.15 mm 0557 184 334 1000
1 mm2 8 mm 1.4 mm 0.15 mm 0557 184 336 1000

1 mm2 10 mm 1.4 mm 0.15 mm 0557 184 127
500 /  1000 
/  10000

1 mm2 12 mm 1.4 mm 0.15 mm 0557 184 340 1000
1 mm2 15 mm 1.4 mm 0.15 mm 0557 184 342 1000
1 mm2 18 mm 1.4 mm 0.15 mm 0557 184 344 1000
1 mm2 20 mm 1.4 mm 0.15 mm 0557 184 346 1000

1.5 mm2 7 mm 1.7 mm 0.15 mm 0557 175 928
500 /  1000 
/  5000

1.5 mm2 10 mm 1.7 mm 0.15 mm 0557 184 115
500 /  1000 
/  5000

1.5 mm2 12 mm 1.7 mm 0.15 mm 0557 184 206 500 /  1000
1.5 mm2 15 mm 1.7 mm 0.15 mm 0557 184 356 1000
1.5 mm2 18 mm 1.7 mm 0.15 mm 0557 184 358 1000
1.5 mm2 20 mm 1.7 mm 0.15 mm 0557 184 360 1000

2.5 mm2 7 mm 2.2 mm 0.15 mm 0557 184 191
500 /  1000 
/  5000

2.5 mm2 8 mm 2.2 mm 0.15 mm 0557 184 364 1000
2.5 mm2 10 mm 2.2 mm 0.15 mm 0557 184 366 5000
2.5 mm2 12 mm 2.2 mm 0.15 mm 0557 184 103 500 /  1000
2.5 mm2 15 mm 2.2 mm 0.15 mm 0557 184 370 1000
2.5 mm2 18 mm 2.2 mm 0.15 mm 0557 184 372 1000
2.5 mm2 20 mm 2.2 mm 0.15 mm 0557 184 374 1000

Wire end ferrule without plastic sleeve

Material Copper
Surface Tin plated
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Wire cross section Length (L) Sleeve inside diameter Sleeve-wall thickness Art. No. P. Qty. 
4 mm2 9 mm 2.8 mm 0.2 mm 0557 184 218 500 /  1000
4 mm2 10 mm 2.8 mm 0.2 mm 0557 184 378 1000

4 mm2 12 mm 2.8 mm 0.2 mm 0557 184 098
500 /  1000 
/  5000

4 mm2 15 mm 2.8 mm 0.2 mm 0557 184 382 1000
4 mm2 18 mm 2.8 mm 0.2 mm 0557 184 384 1000
4 mm2 20 mm 2.8 mm 0.2 mm 0557 184 386 1000
6 mm2 10 mm 3.5 mm 0.2 mm 0557 184 086 500 /  1000
6 mm2 12 mm 3.5 mm 0.2 mm 0557 184 983 1000
6 mm2 15 mm 3.5 mm 0.2 mm 0557 184 074 500 /  1000
6 mm2 18 mm 3.5 mm 0.2 mm 0557 184 995 500
6 mm2 20 mm 3.5 mm 0.2 mm 0557 184 396 500
10 mm2 12 mm 4.5 mm 0.2 mm 0557 184 062 500 /  1000

10 mm2 15 mm 4.5 mm 0.2 mm 0557 184 050
500 /  1000 
/  3000

10 mm2 16 mm 4.5 mm 0.2 mm 0557 184 404 500
10 mm2 18 mm 4.5 mm 0.2 mm 0557 184 048 500 /  1000
10 mm2 20 mm 4.5 mm 0.2 mm 0557 184 408 250
10 mm2 25 mm 4.5 mm 0.2 mm 0557 184 410 250

16 mm2 12 mm 5.8 mm 0.2 mm 0557 184 036
100 /  500 
/  3000

16 mm2 15 mm 5.8 mm 0.2 mm 0557 184 414 500
16 mm2 16 mm 5.8 mm 0.2 mm 0557 184 416 500
16 mm2 18 mm 5.8 mm 0.2 mm 0557 184 012 500 /  1000
16 mm2 20 mm 5.8 mm 0.2 mm 0557 184 420 250
16 mm2 22 mm 5.8 mm 0.2 mm 0557 184 422 250
16 mm2 25 mm 5.8 mm 0.2 mm 0557 184 424 250
16 mm2 30 mm 5.8 mm 0.2 mm 0557 184 426 250
16 mm2 32 mm 5.8 mm 0.2 mm 0557 184 428 250
25 mm2 12 mm 7.3 mm 0.22 mm 0557 184 430 250
25 mm2 15 mm 7.3 mm 0.22 mm 0557 184 432 500
25 mm2 18 mm 7.3 mm 0.22 mm 0557 184 040 100
25 mm2 20 mm 7.3 mm 0.22 mm 0557 184 436 250
25 mm2 30 mm 7.3 mm 0.22 mm 0557 184 440 250
25 mm2 32 mm 7.3 mm 0.22 mm 0557 184 442 300
35 mm2 15 mm 8.3 mm 0.22 mm 0557 184 444 100
35 mm2 18 mm 8.3 mm 0.22 mm 0557 184 446 100
35 mm2 20 mm 8.3 mm 0.22 mm 0557 184 448 100
35 mm2 25 mm 8.3 mm 0.22 mm 0557 184 450 100
35 mm2 30 mm 8.3 mm 0.22 mm 0557 184 452 100
35 mm2 32 mm 8.3 mm 0.22 mm 0557 184 454 100
50 mm2 18 mm 10.3 mm 0.3 mm 0557 184 456 100
50 mm2 22 mm 10.3 mm 0.3 mm 0557 184 458 100
50 mm2 25 mm 10.3 mm 0.3 mm 0557 184 460 100
50 mm2 30 mm 10.3 mm 0.3 mm 0557 184 462 100
50 mm2 32 mm 10.3 mm 0.3 mm 0557 184 464 100
70 mm2 22 mm 12.5 mm 0.4 mm 0557 184 466 100
70 mm2 25 mm 12.5 mm 0.4 mm 0557 184 468 100
70 mm2 30 mm 12.5 mm 0.4 mm 0557 184 470 100
70 mm2 32 mm 12.5 mm 0.4 mm 0557 184 472 100
95 mm2 25 mm 14.5 mm 0.4 mm 0557 184 474 50
95 mm2 30 mm 14.5 mm 0.4 mm 0557 184 476 50
95 mm2 32 mm 14.5 mm 0.4 mm 0557 184 478 50
95 mm2 34 mm 14.5 mm 0.4 mm 0557 184 480 50
120 mm2 30 mm 16.5 mm 0.5 mm 0557 184 482 50

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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Wire cross section Length (L) Sleeve inside diameter Sleeve-wall thickness Art. No. P. Qty. 
120 mm2 32 mm 16.5 mm 0.5 mm 0557 184 484 50
120 mm2 34 mm 16.5 mm 0.5 mm 0557 184 486 50
120 mm2 38 mm 16.5 mm 0.5 mm 0557 184 488 50
120 mm2 40 mm 16.5 mm 0.5 mm 0557 184 490 50
150 mm2 32 mm 18.5 mm 0.5 mm 0557 184 492 50
150 mm2 34 mm 18.5 mm 0.5 mm 0557 184 494 50
150 mm2 38 mm 18.5 mm 0.5 mm 0557 184 496 50
150 mm2 40 mm 18.5 mm 0.5 mm 0557 184 498 50
185 mm2 32 mm 20 mm 0.6 mm 0557 184 500 25
185 mm2 40 mm 20 mm 0.6 mm 0557 184 502 25

ELECTRICAL INDUSTRIAL ASSORTMENT

Crimping technique
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With predetermined breaking points on webs

Base holes
Single row up to width of 60 mm, double row from 80 mm

Wire hold-back lugs from height of 60 mm

Type description Height Width Art. No. P. Qty. 
30 x 30 30 mm 30 mm 0973 730 30 64
40 x 30 40 mm 30 mm 0973 740 30 60
40 x 40 40 mm 40 mm 0973 740 40 32
40 x 60 40 mm 60 mm 0973 740 60 48
60 x 30 60 mm 30 mm 0973 760 30 52
60 x 40 60 mm 40 mm 0973 760 40 48
60 x 60 60 mm 60 mm 0973 760 60 36
60 x 80 60 mm 80 mm 0973 760 80 32
80 x 30 80 mm 30 mm 0973 780 30 48
80 x 40 80 mm 40 mm 0973 780 40 40
80 x 60 80 mm 60 mm 0973 780 60 36
80 x 80 80 mm 80 mm 0973 780 80 24
80 x 100 80 mm 100 mm 0973 780 100 24
80 x 120 80 mm 120 mm 0973 780 120 16
100 x 30 100 mm 30 mm 0973 710 30 32
100 x 40 100 mm 40 mm 0973 710 40 24
100 x 60 100 mm 60 mm 0973 710 60 24
100 x 80 100 mm 80 mm 0973 710 80 20
100 x 100 100 mm 100 mm 0973 710 100 16
100 x 150 100 mm 150 mm 0973 710 150 8

Wiring duct, VKW, standard

Bar width 5.5 mm
Slot width 4.5 mm
Length of duct 2 m
Max. temperature resistance 60 °C
Colour Stone grey, similar to RAL 7030
Material PVC - Polyvinyl chloride
Flammability Self-extinguishing in accordance with UL94 V0

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Base holes
Single row up to width of 50 mm, triple row from width of 75 mm

Double-sided adhesive tape on base

Wire hold-back lugs from height of 75 mm

Predetermined breaking points on webs

Type description Height Width Art. No. P. Qty. 
25 x 25 23 mm 23 mm 0973 825 25 48
37.5 x 25 35.5 mm 23 mm 0973 837 25 54
37.5 x 37.5 35.5 mm 35.5 mm 0973 837 37 40
37.5 x 50 35.5 mm 47.5 mm 0973 837 50 32
50 x 25 48 mm 23 mm 0973 850 25 44
50 x 37.5 48 mm 35.5 mm 0973 850 37 32
50 x 50 48 mm 47.5 mm 0973 850 50 42
50 x 75 48 mm 73 mm 0973 850 75 28
50 x 100 48 mm 100 mm 0973 850 100 20
75 x 25 73 mm 23 mm 0973 875 25 36
75 x 37.5 73 mm 35.5 mm 0973 875 37 24
75 x 50 73 mm 47.5 mm 0973 875 50 28
75 x 75 73 mm 73 mm 0973 875 75 24
75 x 100 73 mm 100 mm 0973 875 100 16
75 x 125 73 mm 123 mm 0973 875 125 16

Wiring duct, VKW DIN

Bar width 7.5 mm
Slot width 5 mm
Length of duct 2 m
Max. temperature resistance 60 °C
Colour Stone grey, similar to RAL 7030
Material PVC - Polyvinyl chloride
Flammability Self-extinguishing in accordance with UL94 V0

Proof of performance

EN 50085

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Rectangular shape gives approx. 30% more capacity compared 
to round models 	

• 	Outstanding installation characteristics for the integration of movable compo-
nents (e.g. doors etc.)

• 	Double-sided adhesive tape on the duct base
• 	Simple cable insertion without additional tools
• 	Single-row base holes (longitudinal holes 4.5 x 8 mm)

Type description Height Width Art. No. P. Qty. 
20 x 20 20 mm 20 mm 0973 420 20 36
30 x 30 30 mm 30 mm 0973 430 30 16 /  50
40 x 40 40 mm 40 mm 0973 440 40 84

Wiring duct Flexible

Length of duct 0.5 m
Max. temperature resistance 80 °C
Colour Window grey, similar to RAL 7040
Material PVC - Polyvinyl chloride
Flammability Self-extinguishing in accordance with UL94 V2

Details/Application

Cable laying in control cabinets

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Duct square shape

• 	Rectangular design
• 	Without adhesive tape
• 	Two or more lengths can be connected by pushing the ends into each other
• 	�3�R�O�\�S�U�R�S�\�O�H�Q�H���²���Á�D�P�H���U�H�W�D�U�G�D�Q�W
• 	�+�D�O�R�J�H�Q���I�U�H�H

Flexible wiring duct

Height 13.5 mm
Width 11 mm
�/�H�Q�J�W�K���R�I���G�X�F�W 500 mm
Max. temperature resistance 70 °C
Colour Light grey RAL 7035
Material �3�3�������3�R�O�\�S�U�R�S�\�O�H�Q�H
Flammability �6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���8�/�������9��

Details/Application

�)�O�H�[�L�E�O�H���Z�L�U�L�Q�J���G�X�F�W���H�V�S�H�F�L�D�O�O�\���V�X�L�W�D�E�O�H���I�R�U���Z�L�U�L�Q�J���V�Z�L�W�F�K���F�D�E�L�Q�H�W�V�����V�Z�L�W�F�K�E�R�D�U�G�V���D�Q�G���P�X�F�K���P�R�U�H��

Art. No. 0973 490 001
P. Qty.: 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Duct in round shape

• 	Round design
• 	Without adhesive tape
• 	Two or more lengths can be connected by pushing the ends into each other
• 	�3�R�O�\�S�U�R�S�\�O�H�Q�H���²���Á�D�P�H���U�H�W�D�U�G�D�Q�W
• 	�+�D�O�R�J�H�Q���I�U�H�H

Height Width Art. No. P. Qty. 
24 mm 23 mm 0973 490 002 60
35 mm 33 mm 0973 490 003 36
46 mm 44 mm 0973 490 004 24

Flexible wiring duct

�/�H�Q�J�W�K���R�I���G�X�F�W 500 mm
Max. temperature resistance 70 °C
Colour Light grey RAL 7035
Material �3�3�������3�R�O�\�S�U�R�S�\�O�H�Q�H
Flammability �6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���8�/�������9��

Details/Application

�)�O�H�[�L�E�O�H���Z�L�U�L�Q�J���G�X�F�W���H�V�S�H�F�L�D�O�O�\���V�X�L�W�D�E�O�H���I�R�U���Z�L�U�L�Q�J���V�Z�L�W�F�K���F�D�E�L�Q�H�W�V�����V�Z�L�W�F�K�E�R�D�U�G�V���D�Q�G���P�X�F�K���P�R�U�H��

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Duct in round shape

• 	Round design
• 	With adhesive tape
• 	Two or more lengths can be connected by pushing the ends into each other
• 	�3�R�O�\�S�U�R�S�\�O�H�Q�H���²���Á�D�P�H���U�H�W�D�U�G�D�Q�W
• 	�+�D�O�R�J�H�Q���I�U�H�H

Height Width Art. No. P. Qty. 
24 mm 23 mm 0973 490 005 60
35 mm 33 mm 0973 490 006 36
46 mm 44 mm 0973 490 007 24

Flexible wiring duct with adhesive strips

�/�H�Q�J�W�K���R�I���G�X�F�W 500 mm
Max. temperature resistance 70 °C
Colour Light grey RAL 7035
Material �3�3�������3�R�O�\�S�U�R�S�\�O�H�Q�H
Flammability �6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���8�/�������9��

Details/Application

�)�O�H�[�L�E�O�H���Z�L�U�L�Q�J���G�X�F�W���H�V�S�H�F�L�D�O�O�\���V�X�L�W�D�E�O�H���I�R�U���Z�L�U�L�Q�J���V�Z�L�W�F�K���F�D�E�L�Q�H�W�V�����V�Z�L�W�F�K�E�R�D�U�G�V���D�Q�G���P�X�F�K���P�R�U�H��

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Re-usable after removal

• 	Corrosion resistant
• 	High insulating effect
• 	Fast and uncomplicated attachment method
• 	Easy to remove
• 	Halogen-free and silicone-free

Min./max. grip range Drill hole diameter Art. No. P. Qty. 
2-5 mm 4 mm 0973 994 25 100
3-7 mm 6 mm 0973 996 37 100
4-7 mm 4 mm 0973 994 47 100

Expanding rivet

Details/Application

For riveting one or more sheets or plates.

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Full upper part (lid) and perforated base

From LFK 40 x 60 including 4 retaining clamps (per 2-m duct)

Base holes single row up to LFK 40 x 40, double row from 
LFK 40 x 60

From LFK 60 x 60 with a continuous mounting rail 
for mounting separating rails

Type description Height Width Colour Art. No. P. Qty. 
25 x 25 25 mm 25 mm Light grey RAL 7035 0973 625 251 72
25 x 25 25 mm 25 mm Pure white RAL 9010 0973 625 25 72
25 x 40 27 mm 40 mm Light grey RAL 7035 0973 625 401 60
25 x 40 27 mm 40 mm Pure white RAL 9010 0973 625 40 60
30 x 30 30 mm 30.3 mm Light grey RAL 7035 0973 630 301 70
30 x 30 30 mm 30.3 mm Pure white RAL 9010 0973 630 30 70
40 x 40 39 mm 40 mm Light grey RAL 7035 0973 640 401 36
40 x 40 39 mm 40 mm Pure white RAL 9010 0973 640 40 36
40 x 60 40 mm 57 mm Light grey RAL 7035 0973 640 601 36
40 x 60 40 mm 57 mm Pure white RAL 9010 0973 640 60 36
60 x 60 60 mm 57 mm Light grey RAL 7035 0973 660 601 24
60 x 60 60 mm 57 mm Pure white RAL 9010 0973 660 60 24
60 x 90 60 mm 90 mm Light grey RAL 7035 0973 660 901 16
60 x 90 60 mm 90 mm Pure white RAL 9010 0973 660 90 16

Line routing duct, LFK

Length of duct 2 m
Material PVC - Polyvinyl chloride
Flammability Flame-retardant, self-extinguishing

Details/Application

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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For LFK cable routing conduit

• 	For an attractive appearance – cutting edges are covered
• 	Moulded parts save valuable working time

Suitable for duct type Colour Art. No. P. Qty. 
40 x 60 mm Light grey RAL 7035 0973 640 603 4
40 x 60 mm Pure white RAL 9010 0973 640 602 4
60 x 60 mm Light grey RAL 7035 0973 660 603 4
60 x 60 mm Pure white RAL 9010 0973 660 602 4
60 x 90 mm Light grey RAL 7035 0973 660 903 4
60 x 90 mm Pure white RAL 9010 0973 660 902 4

Outer corner for line routing duct LFK

Material PVC - Polyvinyl chloride
Flammability Flame-retardant, self-extinguishing

Details/Application

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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For LFK cable routing conduit

• 	For an attractive appearance – cutting edges are covered
• 	Moulded parts save valuable working time

Suitable for duct type Colour Art. No. P. Qty. 
40 x 60 mm Light grey RAL 7035 0973 640 605 4
40 x 60 mm Pure white RAL 9010 0973 640 604 4
60 x 60 mm Light grey RAL 7035 0973 660 605 4
60 x 60 mm Pure white RAL 9010 0973 660 604 4
60 x 90 mm Light grey RAL 7035 0973 660 905 4
60 x 90 mm Pure white RAL 9010 0973 660 904 4

Inner corner for line routing duct LFK

Material PVC - Polyvinyl chloride
Flammability Flame-retardant, self-extinguishing

Details/Application

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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For LFK cable routing conduit

• 	For an attractive appearance – cutting edges are covered
• 	Moulded parts save valuable working time

Suitable for duct type Colour Art. No. P. Qty. 
40 x 60 mm Light grey RAL 7035 0973 640 607 4
40 x 60 mm Pure white RAL 9010 0973 640 606 4
60 x 60 mm Light grey RAL 7035 0973 660 607 4
60 x 60 mm Pure white RAL 9010 0973 660 606 4
60 x 90 mm Light grey RAL 7035 0973 660 907 4
60 x 90 mm Pure white RAL 9010 0973 660 906 4

Flat square for LFK cable routing conduit

Material PVC - Polyvinyl chloride
Flammability Flame-retardant, self-extinguishing

Details/Application

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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For LFK cable routing conduit

• 	For an attractive appearance – cutting edges are covered
• 	Moulded parts save valuable working time

Suitable for duct type Colour Art. No. P. Qty. 
40 x 60 mm Light grey RAL 7035 0973 640 609 10
40 x 60 mm Pure white RAL 9010 0973 640 608 10
60 x 60 mm Light grey RAL 7035 0973 660 609 10
60 x 60 mm Pure white RAL 9010 0973 660 608 10
60 x 90 mm Light grey RAL 7035 0973 660 909 10
60 x 90 mm Pure white RAL 9010 0973 660 908 10

End piece for LFK cable routing conduit

Material PVC - Polyvinyl chloride
Flammability Flame-retardant, self-extinguishing

Details/Application

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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With double-sided adhesive tape, without lid

• 	For unobtrusive installation of individual cables (e.g. aerial lines, bell lines, 
telephone cables)

Type description Height Width Art. No. P. Qty. 
6 x 7 7.2 mm 6.15 mm 0973 606 7 50
8 x 9 9.2 mm 8.2 mm 0973 608 9 50

Line routing duct MINI-Snap

Colour Transparent
Length of duct 2 m
Material Polyvinyl chloride - PVC hard
Flammability Flame-retardant, self-extinguishing

Details/Application

• 	Surface laying of cables with small cross-sections
• 	�,�Q�V�W�D�O�O�D�W�L�R�Q���R�I���D�O�D�U�P���V�\�V�W�H�P�V�����U�H�W�U�R�À�W�W�L�Q�J�����D�H�U�L�D�O���P�R�X�Q�W�L�Q�J���H�W�F��

Notice

For long-term use we recommend nails or screws

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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With double-sided adhesive tape and film hinge cover

• 	For unobtrusive installation of individual cables (e.g. aerial lines, bell lines, 
telephone cables)

Line routing duct Mini-Clip

Type description 7 x 12
Height 7 mm
Width 12 mm
Colour Pure white RAL 9010
Length of duct 2 m
Material Polyvinyl chloride - PVC hard
Flammability Flame-retardant, self-extinguishing

Details/Application

• 	Surface laying of cables with small cross-sections
• 	�,�Q�V�W�D�O�O�D�W�L�R�Q���R�I���D�O�D�U�P���V�\�V�W�H�P�V�����U�H�W�U�R�À�W�W�L�Q�J�����D�H�U�L�D�O���P�R�X�Q�W�L�Q�J���H�W�F��

Notice

For long-term use we recommend nails or screws

Proof of Performance

Art. No. 0973 607 12
P. Qty.: 50

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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With single-row base holes and cover 

• 	For unobtrusive installation of cables (e.g. aerial lines, bell lines, telephone 
cables, NYM cable)

Type description Height Width Colour Art. No. P. Qty. 
10 x 10 10 mm 10 mm Pure white RAL 9010 0973 610 10 50
10 x 15 10 mm 15 mm Pure white RAL 9010 0973 610 15 40
15 x 15 14.5 mm 15 mm Light grey RAL 7035 0973 615 151 200
15 x 15 14.5 mm 15 mm Pure white RAL 9010 0973 615 15 200
15 x 30 16 mm 30 mm Light grey RAL 7035 0973 615 301 72
15 x 30 16 mm 30 mm Pure white RAL 9010 0973 615 30 72
20 x 20 18.5 mm 18.5 mm Pure white RAL 9010 0973 620 20 128

Line routing duct Mini

Length of duct 2 m
Material Polyvinyl chloride - PVC hard
Flammability Flame-retardant, self-extinguishing

Details/Application

• 	Surface laying of cables with small cross-sections
• 	�,�Q�V�W�D�O�O�D�W�L�R�Q���R�I���D�O�D�U�P���V�\�V�W�H�P�V�����U�H�W�U�R�À�W�W�L�Q�J�����D�H�U�L�D�O���P�R�X�Q�W�L�Q�J���H�W�F��

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Modified polypropylene

• 	For light dynamic cable protection applications
• 	Self-extinguishing 
• 	Halogen and cadmium-free
• 	Excellent resistance to chemicals
• 	Broad range of uses

Nominal width Outer diameter Internal diameter Version Art. No. P. Qty. 
7 mm 10 mm 6.6 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 001 50
10 mm 12.8 mm 9.8 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 002 50
12 mm 15.7 mm 12.3 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 003 50
17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 004 50
23 mm 28.4 mm 23.1 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 005 50
29 mm 34.5 mm 28.9 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 006 50
36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 007 25
48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 008 25
56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 009 25
70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 010 25
95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 011 10
125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 012 10

Corrugated pipe PP-MOD

Colour Black
Flammability Self-extinguishing in accordance with UL94 V2
Min./max. temperature conditions -40 to 105 °C
Material �3�R�O�\�S�U�R�S�\�O�H�Q�H���P�R�G�L�À�H�G
Halogen-free Yes
Ultraviolet resistance Good

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing



279

06

Modified polypropylene – UV-stabilised and fireproof

• 	Particularly suitable for outdoor cable protection applications
• 	Self-extinguishing 
• 	Halogen and cadmium-free
• 	Excellent resistance to chemicals
• 	Broad range of uses – especially in the railway and photovoltaic sector

Nominal width Outer diameter Internal diameter Version Art. No. P. Qty. 
7 mm 10 mm 6.6 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 013 50
10 mm 12.8 mm 9.8 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 014 50
12 mm 15.7 mm 12.3 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 015 50
17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 016 50
23 mm 28.4 mm 23.1 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 017 50
29 mm 34.5 mm 28.9 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 018 50
36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 019 25
48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 020 25
56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 021 25
70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 022 25
95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 023 10
125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 024 10

Corrugated pipe PP-MOD/BS UV

Colour Black
Flammability Self-extinguishing in accordance with UL94 V2
Min./max. temperature conditions -40 to 105 °C
Material �3�R�O�\�S�U�R�S�\�O�H�Q�H���P�R�G�L�À�H�G
Halogen-free Yes
Ultraviolet resistance Very good

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Modified PA6

• 	Suitable for a wide variety of cable protection applications – an „all-
rounder“

• 	Self-extinguishing 
• 	Halogen and cadmium-free
• 	Excellent impact and compression strength
• 	�* �R�R�G���Á�H�[�L�E�L�O�L�W�\���I�R�U���W�K�H���P�R�V�W���G�H�P�D�Q�G�L�Q�J���W�H�F�K�Q�L�F�D�O���U�H�T�X�L�U�H�P�H�Q�W�V

Colour Nominal width Outer diameter Internal diameter Version Art. No. P. Qty. 
Black 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 025 50
Black 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 026 50
Black 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 027 50
Black 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 033 50
Black 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 028 50
Black 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 029 50
Black 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 034 50
Black 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 030 50
Black 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 035 50
Black 36 mm 42.3 mm 36 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 036 25
Black 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 031 25
Black 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 037 25
Black 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 032 25
Grey 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 038 50
Grey 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 039 50
Grey 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 040 50
Grey 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 046 50
Grey 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 041 50
Grey 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 042 50
Grey 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 047 50
Grey 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 043 50
Grey 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 048 50
Grey 36 mm 42.3 mm 36 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 049 25
Grey 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 044 25
Grey 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 050 25
Grey 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 045 25

Corrugated pipe PA6-MOD

Flammability Self-extinguishing in accordance with UL94 V2
Min./max. temperature conditions -45 to 120 °C
Material �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
Halogen-free Yes
Ultraviolet resistance Medium to good

Details/Application

• 	Mechanical engineering
• 	Apparatus construction
• 	Installations
• 	Railway work

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Modified polyamide 6 - fireproof

• 	Suitable for a wide variety of cable protection applications – an „all-
rounder“

• 	Self-extinguishing 
• 	Halogen and cadmium-free
• 	Excellent impact and compression strength
• 	�* �R�R�G���Á�H�[�L�E�L�O�L�W�\���I�R�U���W�K�H���P�R�V�W���G�H�P�D�Q�G�L�Q�J���W�H�F�K�Q�L�F�D�O���U�H�T�X�L�U�H�P�H�Q�W�V

Colour Nominal width Outer diameter Internal diameter Version Art. No. P. Qty. 
Black 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 051 50
Black 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 052 50
Black 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 053 50
Black 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 059 50
Black 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 054 50
Black 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 055 50
Black 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 060 50
Black 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 056 50
Black 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 061 50
Black 36 mm 42.3 mm 36 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 062 25
Black 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 057 25
Black 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 063 25
Black 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 058 25
Black 56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 064 25
Black 70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 065 25
Black 95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 066 10
Black 125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 067 10
Grey 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 068 50
Grey 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 069 50
Grey 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 070 50
Grey 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 076 50
Grey 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 071 50
Grey 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 072 50
Grey 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 077 50
Grey 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 073 50
Grey 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 078 50
Grey 36 mm 42.3 mm 36 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 079 25
Grey 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 074 25
Grey 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 080 25
Grey 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 075 25
Grey 56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 081 25
Grey 70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 082 25
Grey 95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 083 10
Grey 125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 084 10

Corrugated pipe PA6-MOD/BS

Flammability Self-extinguishing in accordance with UL94 V2
Min./max. temperature conditions -45 to 120 °C
Material �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
Halogen-free Yes
Ultraviolet resistance Medium to good

Details/Application

• 	Mechanical engineering
• 	Apparatus construction
• 	Installations
• 	Railway work

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Details/Application

• 	Automated equipment construction
• 	Robot construction
• 	Photovoltaics
• 	and much more

Modified polyamide 12 - fireproof

• 	Excellent alternating bending strength
• 	Self-extinguishing 
• 	Halogen and cadmium-free
• 	Excellent mechanical properties even at low temperatures and when extre-

mely dry
• 	Excellent UV, weathering and chemical resistance
• 	Broad range of uses

Colour Nominal width Outer diameter Internal diameter Version Art. No. P. Qty. 
Black 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 085 50
Black 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 086 50
Black 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 087 50
Black 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 093 50
Black 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 088 50
Black 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 089 50
Black 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 094 50
Black 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 090 50
Black 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 095 50
Black 36 mm 42.3 mm 36.6 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 096 25
Black 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 091 25
Black 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 097 25
Black 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 092 25
Black 56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 098 25
Black 70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 099 25
Black 95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 100 10
Black 125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 101 10
Grey 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 102 50
Grey 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 103 50
Grey 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 104 50
Grey 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 110 50
Grey 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 105 50
Grey 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 106 50
Grey 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 111 50
Grey 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 107 50
Grey 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 112 50
Grey 36 mm 42.3 mm 36.6 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 113 25
Grey 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 108 25
Grey 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 114 25
Grey 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 109 25
Grey 56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 115 25
Grey 70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 116 25
Grey 95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 117 10
Grey 125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 118 10

Corrugated pipe PA12-MOD/BS

Flammability Self-extinguishing in accordance with UL94 V2
Min./max. temperature conditions -50 to 110 °C
Material �3�$�������������3�R�O�\�D�P�L�G�H���������P�R�G�L�À�H�G
Halogen-free Yes
Ultraviolet resistance Excellent

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Modified polyamide 12 - V0 

• 	Excellent alternating bending strength
• 	Self-extinguishing 
• 	Halogen and cadmium-free
• 	Excellent mechanical properties even at low temperatures and when extre-

mely dry
• 	Excellent UV, weathering and chemical resistance
• 	Broad range of uses

Nominal width Outer diameter Internal diameter Version Art. No. P. Qty. 
7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 119 50
10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 120 50
12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 121 50
17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 127 50
17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 122 50
23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 123 50
23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 128 50
29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 124 50
29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 129 50
36 mm 42.3 mm 36.6 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 130 25
36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 125 25
48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 131 25
48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���) 0771 993 126 25
56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 132 25
70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 133 25
95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 134 10
125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 135 10

Corrugated pipe PA12-MOD/V0

Colour Black
Flammability Self-extinguishing in accordance with UL94 V0
Min./max. temperature conditions -50 to 110 °C
Material �3�$�������������3�R�O�\�D�P�L�G�H���������P�R�G�L�À�H�G
Halogen-free Yes
Ultraviolet resistance Excellent

ELECTRICAL INDUSTRIAL ASSORTMENT
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Screw fitting for cable protection corrugated pipe

• 	�6�F�U�H�Z���À�W�W�L�Q�J���Z�L�W�K���S�O�D�V�W�L�F���W�K�U�H�D�G
• 	�0�R�G�L�À�H�G���3�$
• 	�+�D�O�R�J�H�Q���I�U�H�H
• 	�6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J
• 	�(�[�F�H�O�O�H�Q�W���8�9���U�H�V�L�V�W�D�Q�F�H
• 	�,�3����

Colour
Nominal 
width

Connection 
thread

Thread length 
(metric thread)

Width across 
�Á�D�W�V

Outer 
diameter

Art. No. P. Qty. 

�%�O�D�F�N 7 mm �0�������[�������� 11 mm 17 mm 22 mm 0771 993 200 10
�%�O�D�F�N 10 mm �0�������[�������� 11 mm 20 mm �����������P�P 0771 993 201 10
�%�O�D�F�N 10 mm �0�������[�������� 11 mm 20 mm �����������P�P 0771 993 202 10
�%�O�D�F�N 10 mm �0�������[�������� 11 mm 20 mm �����������P�P 0771 993 203 10
�%�O�D�F�N 12 mm �0�������[�������� 11 mm 22 mm �����������P�P 0771 993 204 10
�%�O�D�F�N 12 mm �0�������[�������� 11 mm 22 mm �����������P�P 0771 993 205 10
�%�O�D�F�N 17 mm �0�������[�������� 11 mm 27 mm 34 mm 0771 993 206 10
�%�O�D�F�N 17 mm �0�������[�������� 12 mm 27 mm 34 mm 0771 993 207 10
�%�O�D�F�N 23 mm �0�������[�������� 12 mm �������P�P �����������P�P 0771 993 208 ��
�%�O�D�F�N 23 mm �0�������[�������� �������P�P �������P�P �����������P�P 0771 993 209 ��
�%�O�D�F�N �������P�P �0�������[�������� �������P�P 41 mm �����������P�P 0771 993 210 ��
�%�O�D�F�N �������P�P �0�������[�������� �������P�P 41 mm �����������P�P 0771 993 211 ��
�%�O�D�F�N �������P�P �0�������[�������� �������P�P �������P�P �����������P�P 0771 993 212 4
�%�O�D�F�N �������P�P �0�������[�������� �������P�P �������P�P �����������P�P 0771 993 213 4
�%�O�D�F�N 48 mm �0�������[�������� �������P�P �������P�P 71 mm 0771 993 214 4
�%�O�D�F�N 48 mm �0�������[�������� �������P�P �������P�P 71 mm 0771 993 215 4
Grey 7 mm �0�������[�������� 11 mm 17 mm 22 mm 0771 993 216 10
Grey 10 mm �0�������[�������� 11 mm 20 mm �����������P�P 0771 993 217 10
Grey 10 mm �0�������[�������� 11 mm 20 mm �����������P�P 0771 993 218 10
Grey 10 mm �0�������[�������� 11 mm 20 mm �����������P�P 0771 993 219 10
Grey 12 mm �0�������[�������� 11 mm 22 mm �����������P�P 0771 993 220 10
Grey 12 mm �0�������[�������� 11 mm 22 mm �����������P�P 0771 993 221 10
Grey 17 mm �0�������[�������� 11 mm 27 mm 34 mm 0771 993 222 10
Grey 17 mm �0�������[�������� 12 mm 27 mm 34 mm 0771 993 223 10
Grey 23 mm �0�������[�������� 12 mm �������P�P �����������P�P 0771 993 224 ��
Grey 23 mm �0�������[�������� �������P�P �������P�P �����������P�P 0771 993 225 ��
Grey �������P�P �0�������[�������� �������P�P 41 mm �����������P�P 0771 993 226 ��
Grey �������P�P �0�������[�������� �������P�P 41 mm �����������P�P 0771 993 227 ��
Grey �������P�P �0�������[�������� �������P�P �������P�P �����������P�P 0771 993 228 4
Grey �������P�P �0�������[�������� �������P�P �������P�P �����������P�P 0771 993 229 4
Grey 48 mm �0�������[�������� �������P�P �������P�P 71 mm 0771 993 230 4
Grey 48 mm �0�������[�������� �������P�P �������P�P 71 mm 0771 993 231 4

�6�W�U�D�L�J�K�W���V�F�U�H�Z���À�W�W�L�Q�J�����P�H�W�U�L�F�����3�$�����0�2�'���%�6���6�*�$

�1�X�P�E�H�U���R�I���R�X�W�S�X�W�V�����3�&�6
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�V�,�3������
�0�D�W�H�U�L�D�O �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V
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Screw fitting for cable protection corrugated pipe – metal thread

• 	�6�F�U�H�Z���À�W�W�L�Q�J���Z�L�W�K���P�H�W�D�O���W�K�U�H�D�G
• 	�0�R�G�L�À�H�G���3�$
• 	�+�D�O�R�J�H�Q���I�U�H�H
• 	�6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J
• 	�(�[�F�H�O�O�H�Q�W���8�9���U�H�V�L�V�W�D�Q�F�H
• 	�,�3����

Colour
Nominal 
width

Connection 
thread

Thread length 
(metric thread)

Width across 
�Á�D�W�V

Outer 
diameter

Art. No. P. Qty. 

�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 232 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 233 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 234 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 235 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 236 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 237 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 238 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 239 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 240 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 241 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 242 4
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 243 4
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 244 4
�%�O�D�F�N �������P�P �0�������[�������� �������P�P �������P�P �������P�P 0771 993 245 4
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 246 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 247 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 248 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 249 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 250 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 251 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 252 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 253 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 254 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 255 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 256 4
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 257 4
Grey �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 258 4
Grey �������P�P �0�������[�������� �������P�P �������P�P �������P�P 0771 993 259 4

�6�W�U�D�L�J�K�W���V�F�U�H�Z���À�W�W�L�Q�J�����P�H�W�D�O���W�K�U�H�D�G�����P�H�W�U�L�F���3�$�����0�2�'���%�6���6�*�$

�1�X�P�E�H�U���R�I���R�X�W�S�X�W�V�����3�&�6
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�V�,�3������
�0�D�W�H�U�L�D�O �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V
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Elbow union for cable protection corrugated pipe

• 	�6�F�U�H�Z���À�W�W�L�Q�J���Z�L�W�K���S�O�D�V�W�L�F���W�K�U�H�D�G
• 	�0�R�G�L�À�H�G���3�$
• 	�+�D�O�R�J�H�Q���I�U�H�H
• 	�6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J
• 	�(�[�F�H�O�O�H�Q�W���8�9���U�H�V�L�V�W�D�Q�F�H
• 	�,�3����

Colour
Nominal 
width

Connection 
thread

Thread length 
(metric thread)

Width across 
�Á�D�W�V

Outer 
diameter

Art. No. P. Qty. 

�%�O�D�F�N 7 mm �0�������[�������� 11 mm 13 mm 22 mm 0771 993 260 10
�%�O�D�F�N 10 mm �0�������[�������� 11 mm 11 mm �����������P�P 0771 993 261 10
�%�O�D�F�N 10 mm �0�������[�������� 11 mm 14 mm �����������P�P 0771 993 262 10
�%�O�D�F�N 10 mm �0�������[�������� 11 mm 18 mm �����������P�P 0771 993 263 10
�%�O�D�F�N 12 mm �0�������[�������� 11 mm 14 mm �����������P�P 0771 993 264 10
�%�O�D�F�N 12 mm �0�������[�������� 11 mm 18 mm �����������P�P 0771 993 265 10
�%�O�D�F�N 17 mm �0�������[�������� 11 mm 16 mm 34 mm 0771 993 266 10
�%�O�D�F�N 17 mm �0�������[�������� 12 mm 21 mm 34 mm 0771 993 267 10
�%�O�D�F�N 23 mm �0�������[�������� 12 mm 21 mm �����������P�P 0771 993 268 6
�%�O�D�F�N 23 mm �0�������[�������� �������P�P 27 mm �����������P�P 0771 993 269 6
�%�O�D�F�N �������P�P �0�������[�������� �������P�P 27 mm �����������P�P 0771 993 270 6
�%�O�D�F�N �������P�P �0�������[�������� �������P�P 34 mm �����������P�P 0771 993 271 6
�%�O�D�F�N 36 mm �0�������[�������� �������P�P 36 mm �����������P�P 0771 993 272 4
�%�O�D�F�N 36 mm �0�������[�������� �������P�P 46 mm �����������P�P 0771 993 273 4
�%�O�D�F�N 48 mm �0�������[�������� �������P�P 46 mm 71 mm 0771 993 274 4
�%�O�D�F�N 48 mm �0�������[�������� �������P�P �������P�P 71 mm 0771 993 275 4
Grey 7 mm �0�������[�������� 11 mm 13 mm 22 mm 0771 993 276 10
Grey 10 mm �0�������[�������� 11 mm 11 mm �����������P�P 0771 993 277 10
Grey 10 mm �0�������[�������� 11 mm 14 mm �����������P�P 0771 993 278 10
Grey 10 mm �0�������[�������� 11 mm 18 mm �����������P�P 0771 993 279 10
Grey 12 mm �0�������[�������� 11 mm 14 mm �����������P�P 0771 993 280 10
Grey 12 mm �0�������[�������� 11 mm 18 mm �����������P�P 0771 993 281 10
Grey 17 mm �0�������[�������� 11 mm 16 mm 34 mm 0771 993 282 10
Grey 17 mm �0�������[�������� 12 mm 21 mm 34 mm 0771 993 283 10
Grey 23 mm �0�������[�������� 12 mm 21 mm �����������P�P 0771 993 284 6
Grey 23 mm �0�������[�������� �������P�P 27 mm �����������P�P 0771 993 285 6
Grey �������P�P �0�������[�������� �������P�P 27 mm �����������P�P 0771 993 286 6
Grey �������P�P �0�������[�������� �������P�P 34 mm �����������P�P 0771 993 287 6
Grey 36 mm �0�������[�������� �������P�P 36 mm �����������P�P 0771 993 288 4
Grey 36 mm �0�������[�������� �������P�P 46 mm �����������P�P 0771 993 289 4
Grey 48 mm �0�������[�������� �������P�P 46 mm 71 mm 0771 993 290 4
Grey 48 mm �0�������[�������� �������P�P �������P�P 71 mm 0771 993 291 4

�6�F�U�H�Z���À�W�W�L�Q�J���H�O�E�R�Z���D�Q�J�O�H�������ƒ�����P�H�W�U�L�F�����3�$�����0�2�3���%�6���6�*�$

�1�X�P�E�H�U���R�I���R�X�W�S�X�W�V�����3�&�6
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�V�,�3������
�0�D�W�H�U�L�D�O �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V
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Elbow union for cable protection corrugated pipe – metal thread

• 	�6�F�U�H�Z���À�W�W�L�Q�J���Z�L�W�K���P�H�W�D�O���W�K�U�H�D�G
• 	�0�R�G�L�À�H�G���3�$
• 	�+�D�O�R�J�H�Q���I�U�H�H
• 	�6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J
• 	�(�[�F�H�O�O�H�Q�W���8�9���U�H�V�L�V�W�D�Q�F�H
• 	�,�3����

Colour
Nominal 
width

Connection 
thread

Thread length 
(metric thread)

Width across 
�Á�D�W�V

Outer 
diameter

Art. No. P. Qty. 

�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 292 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 293 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 294 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 295 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 296 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 297 10
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 298 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 299 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 300 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 301 ��
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 302 4
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 303 4
�%�O�D�F�N �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 304 4
�%�O�D�F�N �������P�P �0�������[�������� �������P�P �������P�P �������P�P 0771 993 305 4
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 306 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 307 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 308 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 309 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 310 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 311 10
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 312 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 313 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 314 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 315 ��
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 316 4
Grey �������P�P �0�������[�������� �����P�P �������P�P �����������P�P 0771 993 317 4
Grey �������P�P �0�������[�������� �����P�P �������P�P �������P�P 0771 993 318 4
Grey �������P�P �0�������[�������� �������P�P �������P�P �������P�P 0771 993 319 4

�6�F�U�H�Z���À�W�W�L�Q�J���H�O�E�R�Z���D�Q�J�O�H�������ƒ�����P�H�W�D�O���W�K�U�H�D�G�����P�H�W�U�L�F�����3�$�����0�2�3���%�6���6�*�$

�1�X�P�E�H�U���R�I���R�X�W�S�X�W�V�����3�&�6
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�V�,�3������
�0�D�W�H�U�L�D�O �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V

ELECTRICAL INDUSTRIAL ASSORTMENT
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T-distributor for cable protection corrugated pipes

• 	�0�R�G�L�À�H�G���3�$
• 	�+�D�O�R�J�H�Q���I�U�H�H
• 	�6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J
• 	�(�[�F�H�O�O�H�Q�W���8�9���U�H�V�L�V�W�D�Q�F�H
• 	�,�3����

Nominal width Outer diameter
Diameter of mani-
fold input (ØA)

Diameter of mani-
fold outlet (B)

Diameter of mani-
fold outlet 2 (C)

Art. No. P. Qty. 

10 mm �����������P�P 10 mm 10 mm 10 mm 0771 993 320 10
10 mm �����������P�P 10 mm 10 mm 10 mm 0771 993 327 10
12 mm 54.3 mm 12 mm 12 mm 12 mm 0771 993 321 10
12 mm 54.3 mm 12 mm 12 mm 12 mm 0771 993 328 10
17 mm �����������P�P 17 mm 17 mm 17 mm 0771 993 322 10
17 mm �����������P�P 17 mm 17 mm 17 mm 0771 993 329 10
23 mm �����������P�P 23 mm 23 mm 23 mm 0771 993 323 ��
23 mm �����������P�P 23 mm 23 mm 23 mm 0771 993 330 ��
�������P�P 83.4 mm �������P�P �������P�P �������P�P 0771 993 324 ��
�������P�P 83.4 mm �������P�P �������P�P �������P�P 0771 993 331 ��
�������P�P �������������P�P �������P�P �������P�P �������P�P 0771 993 325 4
�������P�P �������������P�P �������P�P �������P�P �������P�P 0771 993 332 4
48 mm 117.8 mm 48 mm 48 mm 48 mm 0771 993 326 4
48 mm 117.8 mm 48 mm 48 mm 48 mm 0771 993 333 4

T-distributor, PA6 MOD BS SGA

�&�R�O�R�X�U �%�O�D�F�N
�1�X�P�E�H�U���R�I���R�X�W�S�X�W�V�����3�&�6
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�V�,�3������
�0�D�W�H�U�L�D�O �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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T-adapter for cable protection corrugated pipes

• 	�0�R�G�L�À�H�G���3�$
• 	�+�D�O�R�J�H�Q���I�U�H�H
• 	�6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J
• 	�(�[�F�H�O�O�H�Q�W���8�9���U�H�V�L�V�W�D�Q�F�H
• 	�,�3����

Colour
Nominal 
width

Outer 
diameter

Diameter of 
manifold input 
(ØA)

Diameter 
of manifold 
outlet (B)

Diameter 
of manifold 
outlet 2 (C)

Art. No. P. Qty. 

�%�O�D�F�N 10 mm 48.9 mm 10 mm 10 mm 10 mm 0771 993 334 10
�%�O�D�F�N 12 mm 54.3 mm 12 mm 12 mm 12 mm 0771 993 335 10
�%�O�D�F�N 17 mm �����������P�P 17 mm 17 mm 17 mm 0771 993 336 10
�%�O�D�F�N 23 mm �����������P�P 23 mm 23 mm 23 mm 0771 993 337 ��
�%�O�D�F�N 29 mm 83.4 mm 29 mm 29 mm 29 mm 0771 993 338 ��
�%�O�D�F�N �������P�P �������������P�P �������P�P �������P�P �������P�P 0771 993 339 4
�%�O�D�F�N 48 mm 117.8 mm 48 mm 48 mm 48 mm 0771 993 340 4
�*�U�H�\ 10 mm 48.9 mm 10 mm 10 mm 10 mm 0771 993 341 10
�*�U�H�\ 12 mm 54.3 mm 12 mm 12 mm 12 mm 0771 993 342 10
�*�U�H�\ 17 mm �����������P�P 17 mm 17 mm 17 mm 0771 993 343 10
�*�U�H�\ 23 mm �����������P�P 23 mm 23 mm 23 mm 0771 993 344 ��
�*�U�H�\ 29 mm 83.4 mm 29 mm 29 mm 29 mm 0771 993 345 ��
�*�U�H�\ �������P�P �������������P�P �������P�P �������P�P �������P�P 0771 993 346 4
�*�U�H�\ 48 mm 117.8 mm 48 mm 48 mm 48 mm 0771 993 347 4

T-adapter, PA6 MOD BS SGA

�1�X�P�E�H�U���R�I���R�X�W�S�X�W�V�����3�&�6
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�V�,�3������
�0�D�W�H�U�L�D�O �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Y distributor for cable protection corrugated pipes

• 	�0�R�G�L�À�H�G���3�$
• 	�+�D�O�R�J�H�Q���I�U�H�H
• 	�6�H�O�I���H�[�W�L�Q�J�X�L�V�K�L�Q�J
• 	�(�[�F�H�O�O�H�Q�W���8�9���U�H�V�L�V�W�D�Q�F�H
• 	�,�3����

Colour
Nominal 
width

Outer 
diameter

Diameter of 
manifold input 
(ØA)

Diameter 
of manifold 
outlet (B)

Diameter 
of manifold 
outlet 2 (C)

Art. No. P. Qty. 

�%�O�D�F�N 10 mm 42 mm 10 mm 7 mm 7 mm 0771 993 348 10
�%�O�D�F�N 12 mm 47.2 mm 12 mm 10 mm 10 mm 0771 993 349 10
�%�O�D�F�N 17 mm 54.5 mm 17 mm 12 mm 12 mm 0771 993 350 10
�%�O�D�F�N 23 mm �����������P�P 23 mm 17 mm 17 mm 0771 993 351 ��
�%�O�D�F�N 29 mm 80.9 mm 29 mm 23 mm 23 mm 0771 993 352 ��
�%�O�D�F�N �������P�P 94.4 mm �������P�P 29 mm 29 mm 0771 993 353 4
�%�O�D�F�N 48 mm 115.7 mm 48 mm �������P�P �������P�P 0771 993 354 4
�*�U�H�\ 10 mm 42 mm 10 mm 7 mm 7 mm 0771 993 355 10
�*�U�H�\ 12 mm 47.2 mm 12 mm 10 mm 10 mm 0771 993 356 10
�*�U�H�\ 17 mm 54.5 mm 17 mm 12 mm 12 mm 0771 993 357 10
�*�U�H�\ 23 mm �����������P�P 23 mm 17 mm 17 mm 0771 993 358 ��
�*�U�H�\ 29 mm 80.9 mm 29 mm 23 mm 23 mm 0771 993 359 ��
�*�U�H�\ �������P�P 94.4 mm �������P�P 29 mm 29 mm 0771 993 360 4
�*�U�H�\ 48 mm 115.7 mm 48 mm �������P�P �������P�P 0771 993 361 4

Y-connector, PA6 MOD BS SGA

�1�X�P�E�H�U���R�I���R�X�W�S�X�W�V�����3�&�6
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�V�,�3������
�0�D�W�H�U�L�D�O �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Corrugated pipe mounting clip with lid

• 	One-piece clip – resealable
• 	�0�R�G�L�À�H�G���3�$
• 	Halogen-free
• 	Self-extinguishing
• 	Excellent UV resistance

Colour Nominal width Outer diameter Art. No. P. Qty. 
Black 7 mm 22 mm 0771 993 362 10
Black 10 mm 25 mm 0771 993 363 10
Black 12 mm 27 mm 0771 993 364 10
Black 17 mm 34 mm 0771 993 365 10
Black 23 mm 42 mm 0771 993 366 6
Black 29 mm 48 mm 0771 993 367 6
Black 36 mm 56 mm 0771 993 368 4
Black 48 mm 68 mm 0771 993 369 4
Grey 7 mm 22 mm 0771 993 370 10
Grey 10 mm 25 mm 0771 993 371 10
Grey 12 mm 27 mm 0771 993 372 10
Grey 17 mm 34 mm 0771 993 373 10
Grey 23 mm 42 mm 0771 993 374 6
Grey 29 mm 48 mm 0771 993 375 6
Grey 36 mm 56 mm 0771 993 376 4
Grey 48 mm 68 mm 0771 993 377 4

Mounting clip, PA6 MOD BS SGA

Min./max. temperature conditions -50 to 120 °C
Material �3�$�����������3�R�O�\�D�P�L�G�H�������P�R�G�L�À�H�G
Halogen-free Yes

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Provides protection against heat, UV radiation, moisture and 
chemicals.

Resistant to alcohols, greases, mineral oils, diesel fuels and 
petrol

Nominal width Outer diameter Internal diameter Art. No. P. Qty. 
4.5 mm 7.1 mm 5 mm 0771 990 04 100
8.5 mm 11.7 mm 8.4 mm 0771 990 08 50
10 mm 13 mm 9.9 mm 0771 990 10 10 /  50
13 mm 15.8 mm 12.7 mm 0771 990 13 10 /  50
17 mm 21.2 mm 16.6 mm 0771 990 17 10 /  50
22 mm 25.4 mm 21.3 mm 0771 990 22 10 /  50
32 mm 38.4 mm 32.5 mm 0771 990 32 10 /  50

Insulated corrugated pipe

Colour Black
Flammability Self-extinguishing as per UL94 HB
Min./max. temperature conditions -40 to 120 °C
Material PA - Polyamide
Halogen-free Yes
Ultraviolet resistance Yes

Details/Application

E.g. engine compartment, bodywork, vehicle interior, machinery/apparatus construction, switch cabinets, vehicle wiring 
protection against heat, moisture, chemicals and UV irradiation

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Preassembled cable harnesses can be retrofitted in a quick and 
simple process.

Precise overlap of the pipe slitting
• 	In contrast to the basic slit insulated corrugated pipe.
• 	No gaps at bends

Wires and conductors remain clean and protected

Resistant to alcohols, greases, mineral oils, diesel fuels and 
petrol

Nominal width Outer diameter Internal diameter Art. No. P. Qty. 
4.5 mm 7.1 mm 4.7 mm 0771 980 004 100
7.5 mm 10.1 mm 6.6 mm 0771 980 007 50
10 mm 13 mm 9.8 mm 0771 980 010 50
13 mm 15.8 mm 12.9 mm 0771 980 013 50
17 mm 21 mm 16.8 mm 0771 980 017 50
19 mm 24 mm 19 mm 0771 980 019 50

Insulated closable corrugated pipe, slit

Colour Black
Version Slitted
Flammability Self-extinguishing in accordance with UL94 V2
Min./max. temperature conditions -40 to 105 °C
Material PP - Polypropylene
Halogen-free Yes
Ultraviolet resistance Yes

Details/Application

E.g. engine compartment, bodywork, vehicle interior, machine/apparatus construction, switch cabinets, protecting vehicle 
wiring against heat, moisture, chemicals and UV irradiation.

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Type description Art. No. P. Qty. 
10 - 17 - 10 0771 995 117 1
22 - 17 - 22 0771 995 272 1

Manifold with screwed connections for insulated corrugated pipe 

Colour Black, Grey
Min./max. temperature conditions -25 to 80 °C
IP protection class IP 67
Material Screw connector: polycarbonate /  Union nut: polyamide

Proof of performance

Tested to ADR/GGVS

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for nominal width Connection thread (conduit thread) Art. No. P. Qty. 
8.5 mm PG 9 0771 998 08 10
10 mm PG 9 0771 998 10 1 /  10
13 mm PG 11 0771 998 13 1 /  10
17 mm PG 16 0771 998 17 1 /  10
22 mm PG 21 0771 998 22 1 /  10

Screwed connection for insulated corrugated pipe

Colour Grey
Min./max. temperature conditions -25 to 80 °C
IP protection class IP 67
Material PA - Polyamide

Proof of performance

Tested to ADR/GGVS

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Type description
Diameter of manifold 
input (ØA)

Diameter of manifold 
outlet (B)

Diameter of manifold 
outlet 2 (C)

Art. No. P. Qty. 

10 - 10 - 10 9.8 mm 9.8 mm 9.8 mm 0771 992 000 10
13 - 10 - 10 12.4 mm 9.8 mm 9.8 mm 0771 991 300 10
13 - 13 - 10 12.4 mm 9.8 mm 12.4 mm 0771 991 330 10
17 - 10 - 10 16.3 mm 9.8 mm 9.8 mm 0771 991 700 10
17 - 13 - 10 16.3 mm 9.8 mm 12.4 mm 0771 991 730 10
17 - 13 - 13 16.3 mm 12.4 mm 12.4 mm 0771 991 733 10
17 - 17 - 10 16.3 mm 9.8 mm 16.3 mm 0771 991 770 10
17 - 17 - 13 16.3 mm 16.3 mm 12.4 mm 0771 992 773 10

Y manifold for insulated corrugated pipe

Colour Black
Min./max. temperature conditions -40 to 135 °C
Material PA - Polyamide

Notice

Not to ADR/GGVS

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Outlets can be cut open as required

Suitable for nominal width Number of outputs Art. No. P. Qty. 
10 mm 5 PCS 0771 993 10 10
13 mm 6 PCS 0771 993 13 10

End cap for insulated corrugated pipe

Colour Black
Min./max. temperature conditions -20 to 60 °C
Material PVC - Polyvinyl chloride

Notice

Not to ADR/GGVS

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Details/Application

• 	Automated equipment construction
• 	Robot construction
• 	Photovoltaics
• 	and much more

Modified polyamide 12 - fireproof

• 	Excellent alternating bending strength
• 	Self-extinguishing 
• 	Halogen and cadmium-free
• 	Excellent mechanical properties even at low temperatures and when extre-

mely dry
• 	Excellent UV, weathering and chemical resistance
• 	Broad range of uses

Colour Nominal width Outer diameter Internal diameter Version Art. No. P. Qty. 
Black 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 085 50
Black 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 086 50
Black 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 087 50
Black 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 093 50
Black 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 088 50
Black 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 089 50
Black 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 094 50
Black 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 090 50
Black 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 095 50
Black 36 mm 42.3 mm 36.6 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 096 25
Black 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 091 25
Black 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 097 25
Black 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 092 25
Black 56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 098 25
Black 70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 099 25
Black 95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 100 10
Black 125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 101 10
Grey 7 mm 10 mm 6.2 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 102 50
Grey 10 mm 12.8 mm 9.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 103 50
Grey 12 mm 15.7 mm 12 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 104 50
Grey 17 mm 21.1 mm 16.1 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 110 50
Grey 17 mm 21.1 mm 16.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 105 50
Grey 23 mm 28.4 mm 22.6 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 106 50
Grey 23 mm 28.5 mm 22 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 111 50
Grey 29 mm 34.5 mm 29 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 107 50
Grey 29 mm 34.7 mm 28.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 112 50
Grey 36 mm 42.3 mm 36.6 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 113 25
Grey 36 mm 42.4 mm 36.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 108 25
Grey 48 mm 54.4 mm 47 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 114 25
Grey 48 mm 54.4 mm 47.5 mm �)�L�Q�H���S�U�R�À�O�H���)0771 993 109 25
Grey 56 mm 67.2 mm 56.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 115 25
Grey 70 mm 79.6 mm 67.2 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 116 25
Grey 95 mm 106 mm 91.3 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 117 10
Grey 125 mm 146.5 mm 126.5 mm �&�R�D�U�V�H���S�U�R�À�O�H���&0771 993 118 10

Corrugated pipe PA12-MOD/BS

Flammability Self-extinguishing in accordance with UL94 V2
Min./max. temperature conditions -50 to 110 °C
Material �3�$�������������3�R�O�\�D�P�L�G�H���������P�R�G�L�À�H�G
Halogen-free Yes
Ultraviolet resistance Excellent

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Very good UV, ozone, hydrolysis and microbe resistance

Flame-retardant, self-extinguishing

Internal diameter Wall thickness Art. No. P. Qty. 
3 mm 0.4 mm 0771 3 25
4 mm 0.5 mm 0771 4 25
5 mm 0.6 mm 0771 5 25
6 mm 0.6 mm 0771 6 25
8 mm 0.7 mm 0771 8 25
10 mm 0.7 mm 0771 10 25
12 mm 0.8 mm 0771 12 25
14 mm 1 mm 0771 14 25
16 mm 1 mm 0771 16 25
18 mm 1 mm 0771 18 25 /  50
20 mm 1.2 mm 0771 20 50

PVC insulating hose

Min./max. temperature resistance -40 to 90 °C
Flammability Self-extinguishing in accordance with UL94 V2
Dielectric strength 10 kV/mm
Colour Black
Material PVC - Polyvinyl chloride
Silicone-free Yes

Details/Application

Protected installation, bundling and insulation of components, wires and cables.

Proof of performance

In accordance with EN 60684

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Faster installation than with conventional wrapping hoses

• 	Pull-in tool included
• 	Spiral structure permits branches at any point
• 	Reusable

Colour
Nominal 
diameter

Max. bundle 
diameter (Bündel-
Ø max.)

Wall thickness Coil width Art. No. P. Qty. 

Black 8 mm 10 mm 0.8 mm 10 mm 0771 000 901 100
Black 15 mm 16 mm 0.8 mm 14 mm 0771 000 902 50
Black 20 mm 23 mm 0.9 mm 17 mm 0771 000 903 30
Black 25 mm 25 mm 1 mm 20 mm 0771 000 904 20
White 8 mm 10 mm 0.8 mm 10 mm 0771 000 941 100
White 15 mm 16 mm 0.8 mm 14 mm 0771 000 942 50
White 20 mm 23 mm 0.9 mm 17 mm 0771 000 943 30
White 25 mm 25 mm 1 mm 20 mm 0771 000 944 20

ELMO® wrapping hose

Min./max. temperature resistance -30 to 90 °C
Flammability conditions tested in accordance with UL94
Flammability HB
Material PP - Polypropylene
Halogen-free Yes

Details/Application

Bundling and cable protection of wires in cable fabrication, in the automotive and electrical industry and in switch cabinet 
and system construction

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Branches possible at any point.

• 	Spiral structure permits branches at any point
• 	Reusable

Colour Internal diameter

Min./max. 
bundle diameter 
(Bündel-Ø min./
max.)

Wall thickness Coil width Art. No. P. Qty. 

Black 3.7 mm 4-20 mm 0.65 mm 7 mm 0771 00  40 25
Black 8.2 mm 12-50 mm 0.9 mm 12 mm 0771 00  80 25
Black 17.6 mm 20-120 mm 1.2 mm 22 mm 0771 00  90 25
Transparent 2.3 mm 2-15 mm 0.6 mm 5 mm 0771 00  16 50
Transparent 3.7 mm 4-20 mm 0.65 mm 7 mm 0771 00  42 25
Transparent 8.2 mm 12-50 mm 0.9 mm 12 mm 0771 00  82 25
Transparent 17.6 mm 20-120 mm 1.2 mm 22 mm 0771 00  92 25

Wrapping hose, standard

Min./max. temperature resistance -30 to 80 °C
Flammability conditions tested in accordance with UL94
Flammability HB
Material PE - Polyethylene
Halogen-free Yes

Details/Application

Bundling and cable protection of wires in cable fabrication, in the automotive and electrical industry and in switch and 
system construction.

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Wrapping hose, detectable for food and pharmaceutical indust-
ries 

Application:
The metal parts mean the protective hose is detectable at all times. Impurities 
or contamination of the production good caused by spiral protective hose parts 
can therefore be virtually eliminated. Detectable protective hoses are used, for 
example, in the food and pharmaceutical industries for the installation of cables 
and lines in production plants.
Chemical resistance:
High resistance to acids, alkalis and cleaning agents
Properties:
Suitable for application in an HACCP concept (=Hazard Analysis and Critical 
Control Points)

Min./max. bundle diameter 
(Bündel-Ø min./max.)

Wall thickness Coil width Art. No. P. Qty. 

5-20 mm 0.8 mm 8 mm 0771 00  43 100
10-40 mm 1 mm 10 mm 0771 00  83 100

Spiral protective hose, detectable

Colour Blue
Min./max. temperature resistance -20 to 70 °C
Material PP - Polypropylene
Halogen-free Yes

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Can be cut cold — no fraying, no special tool required

• 	Lines are easy to bundle
• 	Good protection against abrasion

Min./max. diameter Art. No. P. Qty. 
4-10 mm 0771 500 030 20
10-14 mm 0771 490 012 15
14-24 mm 0771 480 016 15
18-26 mm 0771 470 020 10
26-36 mm 0771 460 030 10
32-44 mm 0771 450 040 5

Braided hose

Colour Black
Min./max. temperature resistance -55 to 125 °C
Flammability Self-extinguishing as per UL94
Material PA - Polyamide
Halogen-free Yes

Details/Application

Used to protect or bundle cables, lines, wires and hoses in cable fabrication, the automotive and electrical industries and 
switch and system construction

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Shrink rate 2:1

�7�L�J�K�W���D�Q�G���Á�H�[�L�E�O�H
Perfect protection even for tight radii

�9�H�U�\���J�R�R�G���K�H�D�W���S�U�R�W�H�F�W�R�U���L�Q�V�X�O�D�W�R�U

�(�[�F�H�O�O�H�Q�W���S�U�R�W�H�F�W�L�R�Q���D�J�D�L�Q�V�W���D�E�U�D�V�L�R�Q���D�Q�G���U�R�G�H�Q�W�V

�(�[�F�H�O�O�H�Q�W���F�K�H�P�L�F�D�O���U�H�V�L�V�W�D�Q�F�H

�'�L�D�P�H�W�H�U �'�L�D�P�H�W�H�U�����V�K�U�X�Q�N�� Art. No. P. Qty. 
12 mm 6 mm 0771 550 012 5
25 mm 12 mm 0771 560 025 5
30 mm 15 mm 0771 570 030 5
50 mm 25 mm 0771 590 050 4
70 mm 35 mm 0771 610 070 4

�)�D�E�U�L�F���V�K�U�L�Q�N���K�R�V�H

Colour Black
Min./max. temperature resistance -40 to 150 °C
Flammability Self-extinguishing as per UL94 HB
Material PES - Polyester
Halogen-free Yes

�'�H�W�D�L�O�V���$�S�S�O�L�F�D�W�L�R�Q

Used to protect or bundle cables, lines, wires and hoses in cable fabrication, the automotive and electrical industries and 
switch and system construction

ELECTRICAL INDUSTRIAL ASSORTMENT

�&�D�E�O�H���S�U�R�W�H�F�W�L�R�Q���D�Q�G���U�R�X�W�L�Q�J



305

06

Shrink rate 2:1 without internal adhesive

• 	Dispenser: 175 x 165 x 35 mm

Colour Diameter Diameter (shrunk)
Sleeve-wall thickness 
when shrunk

Art. No. P. Qty. 

Black 1.6 mm 0.8 mm 0.36 mm 0771 750 001 10
Black 2.4 mm 1.2 mm 0.43 mm 0771 750 002 10
Black 3.2 mm 1.6 mm 0.43 mm 0771 750 003 10
Black 4.8 mm 2.4 mm 0.43 mm 0771 750 004 10
Black 6.4 mm 3.2 mm 0.56 mm 0771 750 005 5
Black 9.5 mm 4.8 mm 0.56 mm 0771 750 006 5
Black 12.7 mm 6.4 mm 0.56 mm 0771 750 007 5
Black 19 mm 9.5 mm 0.69 mm 0771 750 008 5
Black 25.4 mm 12.7 mm 0.76 mm 0771 750 009 5
Blue 1.6 mm 0.8 mm 0.36 mm 0771 750 011 10
Blue 2.4 mm 1.2 mm 0.43 mm 0771 750 012 10
Blue 3.2 mm 1.6 mm 0.43 mm 0771 750 013 10
Blue 4.8 mm 2.4 mm 0.43 mm 0771 750 014 10
Blue 6.4 mm 3.2 mm 0.56 mm 0771 750 015 5
Blue 9.5 mm 4.8 mm 0.56 mm 0771 750 016 5
Blue 12.7 mm 6.4 mm 0.56 mm 0771 750 017 5
Blue 19 mm 9.5 mm 0.69 mm 0771 750 018 5
Blue 25.4 mm 12.7 mm 0.76 mm 0771 750 019 5
Red 1.6 mm 0.8 mm 0.36 mm 0771 750 021 10
Red 2.4 mm 1.2 mm 0.43 mm 0771 750 022 10
Red 3.2 mm 1.6 mm 0.43 mm 0771 750 023 10
Red 4.8 mm 2.4 mm 0.43 mm 0771 750 024 10
Red 6.4 mm 3.2 mm 0.56 mm 0771 750 025 5
Red 9.5 mm 4.8 mm 0.56 mm 0771 750 026 5
Red 12.7 mm 6.4 mm 0.56 mm 0771 750 027 5
Red 19 mm 9.5 mm 0.69 mm 0771 750 028 5
Red 25.4 mm 12.7 mm 0.76 mm 0771 750 029 5
Yellow 1.6 mm 0.8 mm 0.36 mm 0771 750 031 10
Yellow 2.4 mm 1.2 mm 0.43 mm 0771 750 032 10
Yellow 3.2 mm 1.6 mm 0.43 mm 0771 750 033 10
Yellow 4.8 mm 2.4 mm 0.43 mm 0771 750 034 10
Yellow 6.4 mm 3.2 mm 0.56 mm 0771 750 035 5
Yellow 9.5 mm 4.8 mm 0.56 mm 0771 750 036 5
Yellow 12.7 mm 6.4 mm 0.56 mm 0771 750 037 5
Yellow 19 mm 9.5 mm 0.69 mm 0771 750 038 5
Yellow 25.4 mm 12.7 mm 0.76 mm 0771 750 039 5
White 1.6 mm 0.8 mm 0.36 mm 0771 750 041 10
White 2.4 mm 1.2 mm 0.43 mm 0771 750 042 10
White 3.2 mm 1.6 mm 0.43 mm 0771 750 043 10
White 4.8 mm 2.4 mm 0.43 mm 0771 750 044 10

Thin-walled heat-shrink hose

Dielectric strength 20 kV/mm
Min./max. temperature conditions -55 to 135 °C
Min./max. shrinkage temperature 90 to 200 °C
Material �3�R�O�\�R�O�H�À�Q
Flame-retardant Yes

ELECTRICAL INDUSTRIAL ASSORTMENT
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Proof of performance

UL 224

Colour Diameter Diameter (shrunk)
Sleeve-wall thickness 
when shrunk

Art. No. P. Qty. 

White 6.4 mm 3.2 mm 0.56 mm 0771 750 045 5
White 9.5 mm 4.8 mm 0.56 mm 0771 750 046 5
White 12.7 mm 6.4 mm 0.56 mm 0771 750 047 5
White 19 mm 9.5 mm 0.69 mm 0771 750 048 5
White 25.4 mm 12.7 mm 0.76 mm 0771 750 049 5
Green, Yellow 1.6 mm 0.8 mm 0.36 mm 0771 750 051 10
Green, Yellow 2.4 mm 1.2 mm 0.43 mm 0771 750 052 10
Green, Yellow 3.2 mm 1.6 mm 0.43 mm 0771 750 053 10
Green, Yellow 4.8 mm 2.4 mm 0.43 mm 0771 750 054 10
Green, Yellow 6.4 mm 3.2 mm 0.56 mm 0771 750 055 5
Green, Yellow 9.5 mm 4.8 mm 0.56 mm 0771 750 056 5
Green, Yellow 12.7 mm 6.4 mm 0.56 mm 0771 750 057 5
Green, Yellow 19 mm 9.5 mm 0.69 mm 0771 750 058 5
Green, Yellow 25.4 mm 12.7 mm 0.76 mm 0771 750 059 5
Green 1.6 mm 0.8 mm 0.36 mm 0771 750 061 10
Green 2.4 mm 1.2 mm 0.43 mm 0771 750 062 10
Green 3.2 mm 1.6 mm 0.43 mm 0771 750 063 10
Green 4.8 mm 2.4 mm 0.43 mm 0771 750 064 10
Green 6.4 mm 3.2 mm 0.56 mm 0771 750 065 5
Green 9.5 mm 4.8 mm 0.56 mm 0771 750 066 5
Green 12.7 mm 6.4 mm 0.56 mm 0771 750 067 5
Green 19 mm 9.5 mm 0.69 mm 0771 750 068 5
Green 25.4 mm 12.7 mm 0.76 mm 0771 750 069 5
Orange 1.6 mm 0.8 mm 0.36 mm 0771 750 071 10
Orange 2.4 mm 1.2 mm 0.43 mm 0771 750 072 10
Orange 3.2 mm 1.6 mm 0.43 mm 0771 750 073 10
Orange 4.8 mm 2.4 mm 0.43 mm 0771 750 074 10
Orange 6.4 mm 3.2 mm 0.56 mm 0771 750 075 5
Orange 9.5 mm 4.8 mm 0.56 mm 0771 750 076 5
Orange 12.7 mm 6.4 mm 0.56 mm 0771 750 077 5
Orange 19 mm 9.5 mm 0.69 mm 0771 750 078 5
Orange 25.4 mm 12.7 mm 0.76 mm 0771 750 079 5

Details/Application

ELECTRICAL INDUSTRIAL ASSORTMENT
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Shrink rate 2:1 without internal adhesive

Large reel
Ø 390 mm

Diameter Diameter (shrunk)
Sleeve-wall thickness when 
shrunk

Art. No. P. Qty. 

2.4 mm 1.2 mm 0.43 mm 0771 790 001 150
3.2 mm 1.6 mm 0.43 mm 0771 790 002 150
4.8 mm 2.4 mm 0.43 mm 0771 790 003 75
6.4 mm 3.2 mm 0.56 mm 0771 790 004 75
9.5 mm 4.8 mm 0.56 mm 0771 790 005 50
12.7 mm 6.4 mm 0.56 mm 0771 790 006 50
19 mm 9.5 mm 0.69 mm 0771 790 007 25

Thin-walled heat-shrink hose

Colour Black
Dielectric strength 20 kV/mm
Min./max. temperature conditions -55 to 135 °C
Min./max. shrinkage temperature 90 to 200 °C
Material �3�R�O�\�R�O�H�À�Q
Flame-retardant Yes

Proof of performance

UL 224

ELECTRICAL INDUSTRIAL ASSORTMENT
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Shrink rate 2:1 without internal adhesive

Length: 100 mm

Diameter Diameter (shrunk)
Sleeve-wall thickness when 
shrunk

Art. No. P. Qty. 

2.4 mm 1.2 mm 0.43 mm 0771 002 40 50
3.2 mm 1.6 mm 0.43 mm 0771 003 20 50
4.8 mm 2.4 mm 0.43 mm 0771 004 80 50
6.4 mm 3.2 mm 0.56 mm 0771 006 40 50
9.5 mm 4.8 mm 0.56 mm 0771 009 50 25
12.7 mm 6.4 mm 0.56 mm 0771 012 70 25
19 mm 9.5 mm 0.69 mm 0771 019 00 25

Thin-walled heat-shrink hose

Colour Black
Length 100 mm
Dielectric strength 20 kV/mm
Min./max. temperature conditions -55 to 135 °C
Min. shrinkage temperature 90 °C
Material �3�R�O�\�R�O�H�À�Q
Flame-retardant Yes

Proof of performance

UL 224

ELECTRICAL INDUSTRIAL ASSORTMENT
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Without internal adhesive

On cardboard core for ORSY ® 10 dispenser system

Colour Diameter
Diameter 
(shrunk)

Sleeve-wall thick-
ness when shrunk

Flame-retardant Art. No. P. Qty. 

Black 1.2 mm 0.6 mm 0.33 mm Yes 0771 801 2 10
Black 1.6 mm 0.8 mm 0.36 mm Yes 0771 801 6 10
Black 2.4 mm 1.2 mm 0.43 mm Yes 0771 802 4 10
Black 2.5 mm 0.8 mm 0.43 mm Yes 0771 802 43 10
Black 3.2 mm 1.6 mm 0.43 mm Yes 0771 803 2 10
Black 4.8 mm 1.5 mm 0.51 mm Yes 0771 804 83 10
Black 4.8 mm 2.4 mm 0.43 mm Yes 0771 804 8 10
Black 6.4 mm 3.2 mm 0.56 mm Yes 0771 806 4 5
Black 9.5 mm 3 mm 0.68 mm Yes 0771 809 53 5
Black 9.5 mm 4.8 mm 0.56 mm Yes 0771 809 5 5
Black 12.7 mm 6.4 mm 0.56 mm Yes 0771 812 7 5
Black 19 mm 6 mm 0.77 mm Yes 0771 819 03 5
Black 19 mm 9.5 mm 0.69 mm Yes 0771 819 0 5
Black 25.4 mm 12.7 mm 0.76 mm Yes 0771 825 4 5
Black 38.1 mm 19 mm 0.86 mm Yes 0771 838 1 5
Black 39 mm 13 mm 0.86 mm Yes 0771 838 13 5
Black 51 mm 25.4 mm 0.97 mm Yes 0771 850 8 5
Blue 3.2 mm 1.6 mm 0.43 mm Yes 0771 870 032 10
Blue 6.4 mm 3.2 mm 0.56 mm Yes 0771 870 064 5
Blue 12.7 mm 6.4 mm 0.56 mm Yes 0771 870 127 5
Blue 25.4 mm 12.7 mm 0.76 mm Yes 0771 870 254 5
Green, Yellow 3.2 mm 1.6 mm 0.43 mm Yes 0771 874 032 10
Green, Yellow 6.4 mm 3.2 mm 0.56 mm Yes 0771 874 064 5
Green, Yellow 12.7 mm 6.4 mm 0.56 mm Yes 0771 874 127 5
Green, Yellow 25.4 mm 12.7 mm 0.76 mm Yes 0771 874 254 5
Red 3.2 mm 1.6 mm 0.43 mm Yes 0771 871 032 10
Red 6.4 mm 3.2 mm 0.56 mm Yes 0771 871 064 5
Red 12.7 mm 6.4 mm 0.56 mm Yes 0771 871 127 5
Red 25.4 mm 12.7 mm 0.76 mm Yes 0771 871 254 5
Transparent 3.2 mm 1.6 mm 0.43 mm No 0771 875 032 10
Transparent 6.4 mm 3.2 mm 0.56 mm No 0771 875 064 5
Transparent 12.7 mm 6.4 mm 0.56 mm No 0771 875 127 5
Transparent 25.4 mm 12.7 mm 0.76 mm No 0771 875 254 5
White 3.2 mm 1.6 mm 0.43 mm Yes 0771 873 032 10
White 6.4 mm 3.2 mm 0.56 mm Yes 0771 873 064 5
White 12.7 mm 6.4 mm 0.56 mm Yes 0771 873 127 5
White 25.4 mm 12.7 mm 0.76 mm Yes 0771 873 254 5
Yellow 3.2 mm 1.6 mm 0.43 mm Yes 0771 872 032 10
Yellow 6.4 mm 3.2 mm 0.56 mm Yes 0771 872 064 5
Yellow 12.7 mm 6.4 mm 0.56 mm Yes 0771 872 127 5
Yellow 25.4 mm 12.7 mm 0.76 mm Yes 0771 872 254 5

Thin-walled heat-shrink hose

Dielectric strength 20 kV/mm
Min./max. temperature conditions -55 to 135 °C
Min./max. shrinkage temperature 90 to 200 °C
Material �3�R�O�\�R�O�H�À�Q

Proof of performance

UL 224 (except transparent variant)

ELECTRICAL INDUSTRIAL ASSORTMENT
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Shrink rate 3:1, with internal adhesive

Flame-retardant (not adhesive)

Colour Diameter
Diameter 
(shrunk)

Length
Sleeve-wall thick-
ness when shrunk

Art. No. P. Qty. 

Black 3 mm 1 mm 1000 mm 1 mm 0771 003 202 10
Black 6 mm 2 mm 1000 mm 1.2 mm 0771 006 402 10
Black 12 mm 4 mm 1000 mm 1.35 mm 0771 012 702 5
Black 24 mm 8 mm 1000 mm 2.2 mm 0771 025 402 5
Grey 3 mm 1 mm 100 mm 1 mm 0771 003 200 50
Grey 3 mm 1 mm 1000 mm 1 mm 0771 003 201 10
Grey 6 mm 2 mm 100 mm 1.2 mm 0771 006 400 50
Grey 6 mm 2 mm 1000 mm 1.2 mm 0771 006 401 10
Grey 12 mm 4 mm 100 mm 1.35 mm 0771 012 700 25
Grey 12 mm 4 mm 1000 mm 1.35 mm 0771 012 701 5
Grey 24 mm 8 mm 100 mm 2.2 mm 0771 025 400 25
Grey 24 mm 8 mm 1000 mm 2.2 mm 0771 025 401 5

Thin-walled heat-shrink hose

Dielectric strength 20 kV/mm
Min./max. temperature conditions -55 to 85 °C
Min. shrinkage temperature 120 °C
Material �3�R�O�\�R�O�H�À�Q
Flame-retardant Yes

Details/Application

Moisture-resistant insulation of electrical connections, connectors, etc.

ELECTRICAL INDUSTRIAL ASSORTMENT
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• 	Inside coated with hot-melt adhesive
• 	Good physical, chemical and thermal properties

Type Diameter (D) Diameter (shrunk)
Sleeve-wall thickness 
when shrunk

Art. No. P. Qty. 

10/3 10 mm 3 mm 1.7 mm 0975 305 101 5
16/5 16 mm 5 mm 2.2 mm 0975 305 102 3
25/8 25 mm 8 mm 2.5 mm 0975 305 103 3
40/12 40 mm 12 mm 2.5 mm 0975 305 104 3
55/16 55 mm 16 mm 2.7 mm 0975 305 105 2
75/22 75 mm 22 mm 3 mm 0975 305 107 1
95/25 95 mm 25 mm 3 mm 0975 305 109 1
115/34 115 mm 34 mm 3 mm 0975 305 110 1

Heat-shrink hose, medium-walled 0.6/1 kV

Length 1000 mm
Dielectric strength 20 kV/mm
Min./max. temperature conditions -55 to 125 °C
Min. shrinkage temperature 125 °C
Min./max. elongation (after shrin-
king in %)

-10-10 %

Ultraviolet resistance Yes
Material �3�R�O�\�R�O�H�À�Q
Halogen-free Yes

Details/Application

For moisture-proof insulation and to protect cable connections against high mechanical strain.

ELECTRICAL INDUSTRIAL ASSORTMENT
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Shrink rate 6:1 for a broad range of uses

• 	Inside coated with hot-melt adhesive
• 	Good physical, chemical and thermal properties

Type Diameter (D) Diameter (shrunk)
Sleeve-wall thickness 
when shrunk

Art. No. P. Qty. 

19/3.2 19 mm 3.2 mm 3.2 mm 0975 305 201 3
33/5.5 33 mm 5.5 mm 3.4 mm 0975 305 202 3
44.4/7.4 44.4 mm 7.4 mm 3.6 mm 0975 305 203 3

ELMO® heat-shrink hose, thick-walled 0.6/1 kV

Length 1200 mm
Dielectric strength 20 kV/mm
Min./max. temperature conditions -55 to 110 °C
Min. shrinkage temperature 120 °C
Change in length (after shrinking, 
in %)

-10 - 1%

Ultraviolet resistance Yes
Material �3�R�O�\�R�O�H�À�Q
Halogen-free Yes

Details/Application

�:�K�H�U�H�Y�H�U���H�[�W�U�H�P�H�O�\���O�D�U�J�H���V�L�]�H���G�L�I�I�H�U�H�Q�F�H�V���Q�H�H�G���W�R���E�H���E�U�L�G�J�H�G�����V�S�H�F�L�À�F���S�O�X�J���F�R�Q�À�J�X�U�D�W�L�R�Q�V�����H�W�F������

ELECTRICAL INDUSTRIAL ASSORTMENT
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• 	Inside coated with hot-melt adhesive
• 	Good physical, chemical and thermal properties

Type
Suitable 
for cable 
diameter

Diameter (D)
Diameter 
(shrunk)

Length 
(shrunk)

Sleeve-wall 
thickness 
when shrunk

Art. No. P. Qty. 

12/4 4 - 8 mm 12 mm 4 mm 38 mm 2.3 mm 0975 301 101 10
20/7.5 8 - 16 mm 20 mm 7.5 mm 55 mm 2.3 mm 0975 301 102 5
40/15 16 - 35 mm 40 mm 15 mm 90 mm 3.3 mm 0975 301 103 3
55/25 25 - 47 mm 55 mm 25 mm 125 mm 3.8 mm 0975 301 104 3
75/35 35 - 68 mm 75 mm 35 mm 140 mm 3.8 mm 0975 301 105 1
100/45 45 - 90 mm 100 mm 45 mm 160 mm 4 mm 0975 301 106 1
130/60 64 - 120 mm 130 mm 60 mm 160 mm 4.6 mm 0975 301 107 1

Heat-shrink end cap

Dielectric strength 12 kV/mm
Min./max. temperature conditions -55 to 110 °C
Min. shrinkage temperature 120 °C
Min./max. elongation (after shrin-
king in %)

-10-15 %

Ultraviolet resistance Yes

Details/Application

For sealing the ends of wires, cables and pipes against moisture during storage and transport

Notice

Not suitable for live wires and conductors

ELECTRICAL INDUSTRIAL ASSORTMENT
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Rubber grommets for isolation and cable protection

• 	Grommets provide a cost-effective and quick way to insulate and protect 
cable connections. 

• 	Rubber grommets protect against contamination, corrosion and abrasion. 
• 	They act as an anti-kink protection and give the cabling an ergonomic and 

favourable appearance.

Suitable for cable 
diameter

Length Internal diameter Material thickness Art. No. P. Qty. 

1.25 - 2 mm 10 mm 1.25 mm 0.5 mm 0771 891 012 1000
1.25 - 2 mm 15 mm 1.25 mm 0.5 mm 0771 891 021 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm 0771 891 000 1000
1.25 - 2 mm 25 mm 1.25 mm 0.5 mm 0771 891 036 1000
1.25 - 2 mm 30 mm 1.25 mm 0.5 mm 0771 891 042 1000
1.25 - 2 mm 40 mm 1.25 mm 0.5 mm 0771 891 050 1000
1.25 - 2 mm 50 mm 1.25 mm 0.5 mm 0771 891 059 1000
1.75 - 3.5 mm 10 mm 1.75 mm 0.5 mm 0771 891 013 1000
1.75 - 3.5 mm 15 mm 1.75 mm 0.5 mm 0771 891 022 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm 0771 891 001 1000
1.75 - 3.5 mm 25 mm 1.75 mm 0.5 mm 0771 891 037 1000
1.75 - 3.5 mm 30 mm 1.75 mm 0.5 mm 0771 891 043 1000
1.75 - 3.5 mm 40 mm 1.75 mm 0.5 mm 0771 891 051 1000
1.75 - 3.5 mm 50 mm 1.75 mm 0.5 mm 0771 891 060 1000
2.4 - 4.5 mm 10 mm 2.4 mm 0.6 mm 0771 891 014 1000
2.4 - 4.5 mm 15 mm 2.4 mm 0.6 mm 0771 891 023 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm 0771 891 002 1000
2.4 - 4.5 mm 25 mm 2.4 mm 0.6 mm 0771 891 038 1000
2.4 - 4.5 mm 30 mm 2.4 mm 0.6 mm 0771 891 044 1000
2.4 - 4.5 mm 40 mm 2.4 mm 0.6 mm 0771 891 052 1000
2.4 - 4.5 mm 50 mm 2.4 mm 0.6 mm 0771 891 061 1000
2.5 - 5.5 mm 10 mm 2.5 mm 0.9 mm 0771 891 015 1000
2.5 - 5.5 mm 15 mm 2.5 mm 0.9 mm 0771 891 024 1000
2.5 - 5.5 mm 20 mm 2.5 mm 0.9 mm 0771 891 030 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm 0771 891 003 1000
2.5 - 5.5 mm 30 mm 2.5 mm 0.9 mm 0771 891 045 1000
2.5 - 5.5 mm 40 mm 2.5 mm 0.9 mm 0771 891 053 1000
2.5 - 5.5 mm 50 mm 2.5 mm 0.9 mm 0771 891 062 1000
3 - 6 mm 10 mm 3 mm 0.6 mm 0771 891 016 1000
3 - 6 mm 15 mm 3 mm 0.6 mm 0771 891 025 1000
3 - 6 mm 20 mm 3 mm 0.6 mm 0771 891 031 1000
3 - 6 mm 25 mm 3 mm 0.6 mm 0771 891 004 1000
3 - 6 mm 30 mm 3 mm 0.6 mm 0771 891 046 1000

Rubber grommets made of polychloroprene rubber Insulating sleeves CR

Material Polychloroprene
Colour Black
Min./max. temperature conditions -30 to 90 °C
Shore A hardness 40 +/- 5
Tensile strength 6.5 MPa
Flammability V0

ELECTRICAL INDUSTRIAL ASSORTMENT
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Suitable for cable 
diameter

Length Internal diameter Material thickness Art. No. P. Qty. 

3 - 6 mm 40 mm 3 mm 0.6 mm 0771 891 054 1000
3 - 6 mm 50 mm 3 mm 0.6 mm 0771 891 063 1000
4 - 8 mm 30 mm 4 mm 1.2 mm 0771 891 005 1000
5 - 9 mm 10 mm 5 mm 0.7 mm 0771 891 017 1000
5 - 9 mm 15 mm 5 mm 0.7 mm 0771 891 026 1000
5 - 9 mm 20 mm 5 mm 0.7 mm 0771 891 032 1000
5 - 9 mm 25 mm 5 mm 0.7 mm 0771 891 006 1000
5 - 9 mm 30 mm 5 mm 0.7 mm 0771 891 047 1000
5 - 9 mm 40 mm 5 mm 0.7 mm 0771 891 055 1000
5 - 9 mm 50 mm 5 mm 0.7 mm 0771 891 064 1000
7.5 - 12 mm 10 mm 7.5 mm 0.8 mm 0771 891 018 1000
7.5 - 12 mm 15 mm 7.5 mm 0.8 mm 0771 891 027 1000
7.5 - 12 mm 20 mm 7.5 mm 0.8 mm 0771 891 033 1000
7.5 - 12 mm 25 mm 7.5 mm 0.8 mm 0771 891 039 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm 0771 891 007 1000
7.5 - 12 mm 40 mm 7.5 mm 0.8 mm 0771 891 056 1000
7.5 - 12 mm 50 mm 7.5 mm 0.8 mm 0771 891 065 1000
10 - 15 mm 10 mm 10 mm 0.9 mm 0771 891 019 500
10 - 15 mm 15 mm 10 mm 0.9 mm 0771 891 028 500
10 - 15 mm 20 mm 10 mm 0.9 mm 0771 891 034 500
10 - 15 mm 25 mm 10 mm 0.9 mm 0771 891 040 500
10 - 15 mm 30 mm 10 mm 0.9 mm 0771 891 048 500
10 - 15 mm 35 mm 10 mm 0.9 mm 0771 891 008 500
10 - 15 mm 40 mm 10 mm 0.9 mm 0771 891 057 500
10 - 15 mm 50 mm 10 mm 0.9 mm 0771 891 066 500
12 - 20 mm 10 mm 12 mm 1.2 mm 0771 891 020 500
12 - 20 mm 15 mm 12 mm 1.2 mm 0771 891 029 500
12 - 20 mm 20 mm 12 mm 1.2 mm 0771 891 035 500
12 - 20 mm 25 mm 12 mm 1.2 mm 0771 891 041 500
12 - 20 mm 30 mm 12 mm 1.2 mm 0771 891 049 500
12 - 20 mm 40 mm 12 mm 1.2 mm 0771 891 058 500
12 - 20 mm 50 mm 12 mm 1.2 mm 0771 891 009 500
14 - 23 mm 50 mm 14 mm 1.3 mm 0771 891 010 500
17 - 28 mm 50 mm 17 mm 1.3 mm 0771 891 011 500

ELECTRICAL INDUSTRIAL ASSORTMENT
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Coloured rubber grommets for insulation and cable protection

• 	Grommets provide a cost-effective and quick way to insulate and protect cable connections. 
• 	�,�Q���D���F�R�O�R�X�U�H�G���G�H�V�L�J�Q�����W�K�L�V���F�D�Q���D�O�V�R���E�H���X�V�H�G���I�R�U���F�D�E�O�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q����
• 	Rubber grommets protect against contamination, corrosion and abrasion. 
• 	They act as an anti-kink protection and give the cabling an ergonomic and favourable appearance.

Suitable for cable 
diameter

Length Internal diameter
Material thick-
ness

Colour Art. No. P. Qty. 

1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Blue 0771 891 112 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Brown 0771 891 160 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Green 0771 891 124 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Grey 0771 891 196 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Light blue 0771 891 220 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Orange 0771 891 148 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Red 0771 891 172 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Rosy 0771 891 208 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Violet 0771 891 184 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm White 0771 891 100 1000
1.25 - 2 mm 20 mm 1.25 mm 0.5 mm Yellow 0771 891 136 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Blue 0771 891 113 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Brown 0771 891 161 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Green 0771 891 125 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Grey 0771 891 197 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Light blue 0771 891 221 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Orange 0771 891 149 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Red 0771 891 173 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Rosy 0771 891 209 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Violet 0771 891 185 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm White 0771 891 101 1000
1.75 - 3.5 mm 20 mm 1.75 mm 0.5 mm Yellow 0771 891 137 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Blue 0771 891 114 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Brown 0771 891 162 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Green 0771 891 126 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Grey 0771 891 198 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Light blue 0771 891 222 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Orange 0771 891 150 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Red 0771 891 174 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Rosy 0771 891 210 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Violet 0771 891 186 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm White 0771 891 102 1000
2.4 - 4.5 mm 20 mm 2.4 mm 0.6 mm Yellow 0771 891 138 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Blue 0771 891 115 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Brown 0771 891 163 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Green 0771 891 127 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Grey 0771 891 199 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Light blue 0771 891 223 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Orange 0771 891 151 1000

Coloured rubber grommets made from polychloroprene rubber Insulating 

Material Polychloroprene
Min./max. temperature conditions -30 to 90 °C
Shore A hardness 40 +/- 5
Tensile strength 6.5 MPa
Flammability V0

ELECTRICAL INDUSTRIAL ASSORTMENT
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•	 Grommets provide a cost-effective and quick way to insulate and protect cable connections. 
•	 �,�Q���D���F�R�O�R�X�U�H�G���G�H�V�L�J�Q�����W�K�L�V���F�D�Q���D�O�V�R���E�H���X�V�H�G���I�R�U���F�D�E�O�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q����
•	 Rubber grommets protect against contamination, corrosion and abrasion. 
•	 They act as an anti-kink protection and give the cabling an ergonomic and favourable appearance.

Suitable for cable 
diameter

Length Internal diameter
Material thick-
ness

Colour Art. No. P. Qty. 

2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Red 0771 891 175 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Rosy 0771 891 211 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Violet 0771 891 187 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm White 0771 891 103 1000
2.5 - 5.5 mm 25 mm 2.5 mm 0.9 mm Yellow 0771 891 139 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Blue 0771 891 116 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Brown 0771 891 164 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Green 0771 891 128 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Grey 0771 891 200 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Light blue 0771 891 224 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Orange 0771 891 152 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Red 0771 891 176 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Rosy 0771 891 212 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Violet 0771 891 188 1000
3 - 6 mm 25 mm 3 mm 0.6 mm White 0771 891 104 1000
3 - 6 mm 25 mm 3 mm 0.6 mm Yellow 0771 891 140 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Blue 0771 891 117 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Brown 0771 891 165 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Green 0771 891 129 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Grey 0771 891 201 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Light blue 0771 891 225 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Orange 0771 891 153 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Red 0771 891 177 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Rosy 0771 891 213 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Violet 0771 891 189 1000
4 - 8 mm 30 mm 4 mm 1.2 mm White 0771 891 105 1000
4 - 8 mm 30 mm 4 mm 1.2 mm Yellow 0771 891 141 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Blue 0771 891 118 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Brown 0771 891 166 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Green 0771 891 130 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Grey 0771 891 202 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Light blue 0771 891 226 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Orange 0771 891 154 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Red 0771 891 178 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Rosy 0771 891 214 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Violet 0771 891 190 1000
5 - 9 mm 25 mm 5 mm 0.7 mm White 0771 891 106 1000
5 - 9 mm 25 mm 5 mm 0.7 mm Yellow 0771 891 142 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Blue 0771 891 119 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Brown 0771 891 167 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Green 0771 891 131 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Grey 0771 891 203 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Light blue 0771 891 227 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Orange 0771 891 155 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Red 0771 891 179 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Rosy 0771 891 215 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Violet 0771 891 191 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm White 0771 891 107 1000
7.5 - 12 mm 30 mm 7.5 mm 0.8 mm Yellow 0771 891 143 1000
10 - 15 mm 35 mm 10 mm 0.9 mm Blue 0771 891 120 500
10 - 15 mm 35 mm 10 mm 0.9 mm Brown 0771 891 168 500
10 - 15 mm 35 mm 10 mm 0.9 mm Green 0771 891 132 500
10 - 15 mm 35 mm 10 mm 0.9 mm Grey 0771 891 204 500
10 - 15 mm 35 mm 10 mm 0.9 mm Light blue 0771 891 228 500

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for cable 
diameter

Length Internal diameter
Material thick-
ness

Colour Art. No. P. Qty. 

10 - 15 mm 35 mm 10 mm 0.9 mm Orange 0771 891 156 500
10 - 15 mm 35 mm 10 mm 0.9 mm Red 0771 891 180 500
10 - 15 mm 35 mm 10 mm 0.9 mm Rosy 0771 891 216 500
10 - 15 mm 35 mm 10 mm 0.9 mm Violet 0771 891 192 500
10 - 15 mm 35 mm 10 mm 0.9 mm White 0771 891 108 500
10 - 15 mm 35 mm 10 mm 0.9 mm Yellow 0771 891 144 500
12 - 20 mm 50 mm 12 mm 1.2 mm Blue 0771 891 121 500
12 - 20 mm 50 mm 12 mm 1.2 mm Brown 0771 891 169 500
12 - 20 mm 50 mm 12 mm 1.2 mm Green 0771 891 133 500
12 - 20 mm 50 mm 12 mm 1.2 mm Grey 0771 891 205 500
12 - 20 mm 50 mm 12 mm 1.2 mm Light blue 0771 891 229 500
12 - 20 mm 50 mm 12 mm 1.2 mm Orange 0771 891 157 500
12 - 20 mm 50 mm 12 mm 1.2 mm Red 0771 891 181 500
12 - 20 mm 50 mm 12 mm 1.2 mm Rosy 0771 891 217 500
12 - 20 mm 50 mm 12 mm 1.2 mm Violet 0771 891 193 500
12 - 20 mm 50 mm 12 mm 1.2 mm White 0771 891 109 500
12 - 20 mm 50 mm 12 mm 1.2 mm Yellow 0771 891 145 500
14 - 23 mm 50 mm 14 mm 1.3 mm Blue 0771 891 122 500
14 - 23 mm 50 mm 14 mm 1.3 mm Brown 0771 891 170 500
14 - 23 mm 50 mm 14 mm 1.3 mm Green 0771 891 134 500
14 - 23 mm 50 mm 14 mm 1.3 mm Grey 0771 891 206 500
14 - 23 mm 50 mm 14 mm 1.3 mm Light blue 0771 891 230 500
14 - 23 mm 50 mm 14 mm 1.3 mm Orange 0771 891 158 500
14 - 23 mm 50 mm 14 mm 1.3 mm Red 0771 891 182 500
14 - 23 mm 50 mm 14 mm 1.3 mm Rosy 0771 891 218 500
14 - 23 mm 50 mm 14 mm 1.3 mm Violet 0771 891 194 500
14 - 23 mm 50 mm 14 mm 1.3 mm White 0771 891 110 500
14 - 23 mm 50 mm 14 mm 1.3 mm Yellow 0771 891 146 500
17 - 28 mm 50 mm 17 mm 1.3 mm Blue 0771 891 123 500
17 - 28 mm 50 mm 17 mm 1.3 mm Brown 0771 891 171 500
17 - 28 mm 50 mm 17 mm 1.3 mm Green 0771 891 135 500
17 - 28 mm 50 mm 17 mm 1.3 mm Light blue 0771 891 231 500
17 - 28 mm 50 mm 17 mm 1.3 mm Orange 0771 891 159 500
17 - 28 mm 50 mm 17 mm 1.3 mm Red 0771 891 183 500
17 - 28 mm 50 mm 17 mm 1.3 mm Rosy 0771 891 207 500
17 - 28 mm 50 mm 17 mm 1.3 mm Rosy 0771 891 219 500
17 - 28 mm 50 mm 17 mm 1.3 mm Violet 0771 891 195 500
17 - 28 mm 50 mm 17 mm 1.3 mm White 0771 891 111 500
17 - 28 mm 50 mm 17 mm 1.3 mm Yellow 0771 891 147 500

Details/Application

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing



319

06

Three-punch pliers for handling rubber grommets

Pliers for expanding isolation grommets
• 	Die-cast
• 	Lightweight and handy
• 	Robust tool
• 	Mandrel hardened and polished
• 	Ergonomically designed

Max. cable diameter Tap length Height x width
Product weight (per 
item)

Art. No. P. Qty. 

4.5 mm 23 mm 140 x 125 mm 211.5 g 0714 07  001 1
9 mm 30 mm 140 x 125 mm 212.5 g 0714 07  002 1
15 mm 40 mm 140 x 125 mm 216 g 0714 07  003 1
28 mm 56 mm 150 x 145 mm 227.5 g 0714 07  004 1

Three-punch expander pliers Three-punch pliers

Material Pressure die-casting
Surface Lacquered

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Vaseline oil 250 ml in tin with brush

• 	For easy installation of rubber grommets.
• 	Does not contains rubber and does not damage plastics.
• 	A brush is attached to the screw cap, making it easier to dispense the correct 

amount and easier to position on the mandrel of the three-punch expander 
pliers.

Lubricant for rubber grommets

Colour Colourless
Density 870 kg/m³
pH value Neutral
Bio-degradable Yes
Weight of content 218 g
Container Can

Art. No. 5993 532 561
P. Qty.: 1

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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With formed-on sleeve on one side

Outer diameter Internal diameter Art. No. P. Qty. 
16 mm 14.3 mm 0975 244 016 111
20 mm 18.3 mm 0975 244 020 111
25 mm 22.6 mm 0975 244 025 57

Rigid electrical installation pipe W-IS-EL-F

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

2221

�/�R�D�G���I�R�U�F�H���D�W�������F�P 320 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P1 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V �������W�R���������ƒ�&
�/�H�Q�J�W�K���R�I���U�R�G 3 m
�9�H�U�V�L�R�Q �:�L�W�K���I�R�U�P�H�G���R�Q���V�O�H�H�Y�H���R�Q���R�Q�H���V�L�G�H
�&�R�O�R�X�U �*�U�H�\
�0�D�W�H�U�L�D�O �3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H�������3�9�&���K�D�U�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V
�+�D�O�R�J�H�Q���I�U�H�H �1�R

Details/Application

�)�R�U���V�X�U�I�D�F�H���P�R�X�Q�W�L�Q�J���L�Q�V�W�D�O�O�D�W�L�R�Q���²���O�R�Z���S�U�H�V�V�X�U�H���D�Q�G���L�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���U�H�T�X�L�U�H�P�H�Q�W�V

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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With formed-on sleeve on one side

Outer diameter Internal diameter Length of rod Art. No. P. Qty. 
16 mm 13.4 mm 3 m 0975 245 016 111
16 mm 13.4 mm 2 m 0975 246 016 74
20 mm 17.1 mm 3 m 0975 245 020 111
20 mm 17.1 mm 2 m 0975 246 020 74
25 mm 21.7 mm 3 m 0975 245 025 57
25 mm 21.7 mm 2 m 0975 246 025 38
32 mm 28.6 mm 3 m 0975 245 032 57
32 mm 28.6 mm 2 m 0975 246 032 38
40 mm 36 mm 3 m 0975 245 040 21
40 mm 36 mm 2 m 0975 246 040 14
50 mm 45.9 mm 3 m 0975 245 050 21
63 mm 58.8 mm 3 m 0975 245 063 21

Rigid electrical installation pipe WPKu-EM-F

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

3321

�/�R�D�G���I�R�U�F�H���D�W�������F�P 750 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P2 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V �������W�R���������ƒ�&
�9�H�U�V�L�R�Q �:�L�W�K���I�R�U�P�H�G���R�Q���V�O�H�H�Y�H���R�Q���R�Q�H���V�L�G�H
�&�R�O�R�X�U �*�U�H�\
�0�D�W�H�U�L�D�O �3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H�������3�9�&���K�D�U�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V
�+�D�O�R�J�H�Q���I�U�H�H �1�R

Details/Application

�)�R�U���V�X�U�I�D�F�H���P�R�X�Q�W�L�Q�J���L�Q�V�W�D�O�O�D�W�L�R�Q���²���P�H�G�L�X�P���S�U�H�V�V�X�U�H���D�Q�G���L�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���U�H�T�X�L�U�H�P�H�Q�W�V

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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With formed-on sleeve on one side

Halogen-free
�1�R���W�R�[�L�F���D�Q�G���F�R�U�U�R�V�L�Y�H���J�D�V�H�V���D�U�H���S�U�R�G�X�F�H�G���L�Q���W�K�H���H�Y�H�Q�W���R�I���D���À�U�H

Outer diameter Internal diameter Art. No. P. Qty. 
16 mm 13.4 mm 0975 247 016 111
20 mm 17.1 mm 0975 247 020 111
25 mm 21.7 mm 0975 247 025 57
32 mm 28.6 mm 0975 247 032 57
40 mm 36 mm 0975 247 040 21
50 mm 45.9 mm 0975 247 050 21
63 mm 58.8 mm 0975 247 063 21

Rigid electrical installation pipe WPKu-EM-F-H0

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

3342

Load force at 5 cm 750 N
Impact resistance at 100 mm 2 kg
Min./max. temperature conditions -25 to 90 °C
Length of rod 3 m
Version With formed-on sleeve on one side
Colour Grey
Material Special plastics
Flame-retardant Yes
Halogen-free Yes

Details/Application

For surface-mounting installation – medium pressure and impact resistance requirements.

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 245 116 100
EN 20 0975 245 120 100
EN 25 0975 245 125 100
EN 32 0975 245 132 50
EN 40 0975 245 140 25
EN 50 0975 245 150 10
EN 63 0975 245 163 5

Insertion sleeve for electrical conduit W-IS-EL-F, WPKu-EM-F and WPKu-EM-F-H0

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

3342

�/�R�D�G���I�R�U�F�H���D�W�������F�P 750 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P2 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R���������ƒ�&
�&�R�O�R�X�U �*�U�H�\
�0�D�W�H�U�L�D�O �6�S�H�F�L�D�O���S�O�D�V�W�L�F�V
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 245 216 50
EN 20 0975 245 220 50
EN 25 0975 245 225 50
EN 32 0975 245 232 50
EN 40 0975 245 240 25
EN 50 0975 245 250 10
EN 63 0975 245 263 5

90° insertion bend for electrical conduit W-IS-EL-F and WPKu-EM-F

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

3321

�/�R�D�G���I�R�U�F�H���D�W�������F�P 750 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P2 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V �������W�R���������ƒ�&
�&�R�O�R�X�U �*�U�H�\
�0�D�W�H�U�L�D�O �3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H�������3�9�&���K�D�U�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 247 216 25
EN 20 0975 247 220 25
EN 25 0975 247 225 25
EN 32 0975 247 232 25
EN 40 0975 247 240 25
EN 50 0975 247 250 10
EN 63 0975 247 263 5

90° insertion bend for electrical conduit WPKu-EM-F-H0

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

3342

�/�R�D�G���I�R�U�F�H���D�W�������F�P 750 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P2 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R���������ƒ�&
�&�R�O�R�X�U �*�U�H�\
�0�D�W�H�U�L�D�O �6�S�H�F�L�D�O���S�O�D�V�W�L�F�V
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Very good corrosion resistance

• 	Low weight

Outer diameter Internal diameter Art. No. P. Qty. 
16 mm 13.5 mm 0975 266 016 60
20 mm 17.5 mm 0975 266 020 60
25 mm 22 mm 0975 266 025 60
32 mm 29 mm 0975 266 032 30
40 mm 37 mm 0975 266 040 30
50 mm 46.9 mm 0975 266 050 15
63 mm 60 mm 0975 266 063 15

Rigid aluminium pipe Alu-Steck-WES

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

4456

�/�R�D�G���I�R�U�F�H���D�W�������F�P 1250 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P2 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 250 °C
�/�H�Q�J�W�K���R�I���U�R�G 3 m
�0�D�W�H�U�L�D�O �$�O�X�P�L�Q�L�X�P
�6�X�U�I�D�F�H �3�O�D�L�Q
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes
�+�D�O�R�J�H�Q���I�U�H�H Yes

Details/Application

�&�D�Q���E�H���X�V�H�G���L�Q���V�L�W�X�D�W�L�R�Q�V���Z�K�H�U�H���H�[�F�H�O�O�H�Q�W���F�R�U�U�R�V�L�R�Q���E�H�K�D�Y�L�R�X�U�����U�H�V�L�V�W�D�Q�F�H���W�R���F�K�H�P�L�F�D�O�V�����D���K�L�J�K���G�H�J�U�H�H���R�I���P�H�F�K�D�Q�L�F�D�O���S�U�R�W�H�F-
�W�L�R�Q���D�Q�G���O�R�Z���Z�H�L�J�K�W���D�U�H���U�H�T�X�L�U�H�G��

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Very good corrosion resistance
• 	Lightweight

Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 266 116 50
EN 20 0975 266 120 50
EN 25 0975 266 125 50
EN 32 0975 266 132 50
EN 40 0975 266 140 25
EN 50 0975 266 150 25
EN 63 0975 266 163 15

Connecting sleeve for aluminium pipe Alu-Steck-WES

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

4456

�/�R�D�G���I�R�U�F�H���D�W�������F�P 1250 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P2 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 250 °C
Material �$�O�X�P�L�Q�L�X�P
�6�X�U�I�D�F�H Plain
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes

Details/Application

�&�D�Q���E�H���X�V�H�G���L�Q���V�L�W�X�D�W�L�R�Q�V���Z�K�H�U�H���H�[�F�H�O�O�H�Q�W���F�R�U�U�R�V�L�R�Q���E�H�K�D�Y�L�R�X�U�����U�H�V�L�V�W�D�Q�F�H���W�R���F�K�H�P�L�F�D�O�V�����D���K�L�J�K���G�H�J�U�H�H���R�I���P�H�F�K�D�Q�L�F�D�O���S�U�R�W�H�F-
tion and low weight are required.

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Excellent corrosion resistance

Lightweight

Formed-on sleeves on both sides
No additional insertion sleeves required

Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 266 216 5
EN 20 0975 266 220 5
EN 25 0975 266 225 5
EN 32 0975 266 232 5
EN 40 0975 266 240 5
EN 50 0975 266 250 5
EN 63 0975 266 263 5

90° insert elbow for aluminium pipe Alu-Steck-WES

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

4456

�/�R�D�G���I�R�U�F�H���D�W�������F�P 1250 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P2 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 250 °C
Material �$�O�X�P�L�Q�L�X�P
�6�X�U�I�D�F�H Plain
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes

Details/Application

�&�D�Q���E�H���X�V�H�G���L�Q���V�L�W�X�D�W�L�R�Q�V���Z�K�H�U�H���H�[�F�H�O�O�H�Q�W���F�R�U�U�R�V�L�R�Q���E�H�K�D�Y�L�R�X�U�����U�H�V�L�V�W�D�Q�F�H���W�R���F�K�H�P�L�F�D�O�V�����D���K�L�J�K���G�H�J�U�H�H���R�I���P�H�F�K�D�Q�L�F�D�O���S�U�R�W�H�F-
tion and low weight are required.

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Very good corrosion resistance
• 	Lightweight

Outer diameter Internal diameter Art. No. P. Qty. 
20 mm 17.5 mm 0975 276 020 60
25 mm 22 mm 0975 276 025 60
32 mm 29 mm 0975 276 032 30
40 mm 37 mm 0975 276 040 30
50 mm 46.8 mm 0975 276 050 15
63 mm 59.4 mm 0975 276 063 15

Rigid aluminium pipe  Alu-Gewinde-WES 

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5556

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
Impact resistance at 300 mm 6.8 kg
Min./max. temperature conditions -45 to 250 °C
�/�H�Q�J�W�K���R�I���U�R�G 3 m
Material Aluminium
�6�X�U�I�D�F�H Plain
Flame-retardant Yes

Details/Application

�&�D�Q���E�H���X�V�H�G���L�Q���V�L�W�X�D�W�L�R�Q�V���Z�K�H�U�H���H�[�F�H�O�O�H�Q�W���F�R�U�U�R�V�L�R�Q���E�H�K�D�Y�L�R�X�U�����U�H�V�L�V�W�D�Q�F�H���W�R���F�K�H�P�L�F�D�O�V�����D���K�L�J�K���G�H�J�U�H�H���R�I���P�H�F�K�D�Q�L�F�D�O���S�U�R�W�H�F-
tion and low weight are required.

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Very good corrosion resistance
• 	Lightweight

Suitable for pipe (EN) Art. No. P. Qty. 
EN 20 0975 276 120 50
EN 25 0975 276 125 50
EN 32 0975 276 132 50
EN 40 0975 276 140 25
EN 50 0975 276 150 25
EN 63 0975 276 163 15

Threaded sleeve for aluminium pipe Alu-Gewinde-WES 

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5556

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 250 °C
Material �$�O�X�P�L�Q�L�X�P
�6�X�U�I�D�F�H Plain
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes

Details/Application

�&�D�Q���E�H���X�V�H�G���L�Q���V�L�W�X�D�W�L�R�Q�V���Z�K�H�U�H���H�[�F�H�O�O�H�Q�W���F�R�U�U�R�V�L�R�Q���E�H�K�D�Y�L�R�X�U�����U�H�V�L�V�W�D�Q�F�H���W�R���F�K�H�P�L�F�D�O�V�����D���K�L�J�K���G�H�J�U�H�H���R�I���P�H�F�K�D�Q�L�F�D�O���S�U�R�W�H�F-
tion and low weight are required.

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Excellent corrosion resistance
• 	Lightweight
• 	Thread on both sides and threaded sleeve screwed on one side

Suitable for pipe (EN) Art. No. P. Qty. 
EN 20 0975 276 220 5
EN 25 0975 276 225 5
EN 32 0975 276 232 5
EN 40 0975 276 240 5
EN 50 0975 276 250 5
EN 63 0975 276 263 5

90° threaded elbow for aluminium pipe Alu-Gewinde-WES

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5556

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 250 °C
Material �$�O�X�P�L�Q�L�X�P
�6�X�U�I�D�F�H Plain
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes

Details/Application

�&�D�Q���E�H���X�V�H�G���L�Q���V�L�W�X�D�W�L�R�Q�V���Z�K�H�U�H���H�[�F�H�O�O�H�Q�W���F�R�U�U�R�V�L�R�Q���E�H�K�D�Y�L�R�X�U�����U�H�V�L�V�W�D�Q�F�H���W�R���F�K�H�P�L�F�D�O�V�����D���K�L�J�K���G�H�J�U�H�H���R�I���P�H�F�K�D�Q�L�F�D�O���S�U�R�W�H�F-
tion and low weight are required.

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Outer diameter Internal diameter Art. No. P. Qty. 
16 mm 13.3 mm 0975 268 016 51
20 mm 17.3 mm 0975 268 020 30
25 mm 22.2 mm 0975 268 025 30
32 mm 28.8 mm 0975 268 032 21
40 mm 36.8 mm 0975 268 040 15
50 mm 46.4 mm 0975 268 050 15
63 mm 59.2 mm 0975 268 063 9

Rigid steel-armoured pipe, hot-dip galvanised Stapa-Steck-WESF

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�/�H�Q�J�W�K���R�I���U�R�G 3 m
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �+�R�W���G�L�S���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���D�Q�G���R�X�W�G�R�R�U���X�V�H

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 268 116 40
EN 20 0975 268 120 50
EN 25 0975 268 125 30
EN 32 0975 268 132 30
EN 40 0975 268 140 25
EN 50 0975 268 150 10
EN 63 0975 268 163 6

Connecting sleeve for steel-armoured pipe Stapa-Steck-WESF

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �+�R�W���G�L�S���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���D�Q�G���R�X�W�G�R�R�U���X�V�H

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 268 216 10
EN 20 0975 268 220 10
EN 25 0975 268 225 10
EN 32 0975 268 232 10
EN 40 0975 268 240 5
EN 50 0975 268 250 5
EN 63 0975 268 263 3

90° insert elbow for steel-armoured pipe Stapa-Steck-WESF

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �+�R�W���G�L�S���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���D�Q�G���R�X�W�G�R�R�U���X�V�H

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Outer diameter Internal diameter Art. No. P. Qty. 
16 mm 12.9 mm 0975 278 016 51
20 mm 16.9 mm 0975 278 020 30
25 mm 21.8 mm 0975 278 025 30
32 mm 28.4 mm 0975 278 032 21
40 mm 36.4 mm 0975 278 040 15
50 mm 46.4 mm 0975 278 050 15
63 mm 58.8 mm 0975 278 063 9

Rigid steel-armoured pipe hot-dipped galvanised Stapa-Gewinde-WESF

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�/�H�Q�J�W�K���R�I���U�R�G 3 m
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �+�R�W���G�L�S���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���D�Q�G���R�X�W�G�R�R�U���X�V�H

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 278 116 40
EN 20 0975 278 120 50
EN 25 0975 278 125 30
EN 32 0975 278 132 30
EN 40 0975 278 140 25
EN 50 0975 278 150 10
EN 63 0975 278 163 6

Threaded sleeve for steel-armoured pipe Stapa-Gewinde-WESF

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �+�R�W���G�L�S���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���D�Q�G���R�X�W�G�R�R�U���X�V�H

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Threaded on two sides and threaded sleeve screwed on one side

Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 278 216 10
EN 20 0975 278 220 10
EN 25 0975 278 225 10
EN 32 0975 278 232 10
EN 40 0975 278 240 5
EN 50 0975 278 250 5
EN 63 0975 278 263 3

90° threaded elbow for steel-armoured pipe Stapa-Gewinde-WESF

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 400 °C
Material Steel
�6�X�U�I�D�F�H �+�R�W���G�L�S���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes

Details/Application

For indoor and outdoor use

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Outer diameter Internal diameter Art. No. P. Qty. 
16 mm 14 mm 0975 265 016 90
20 mm 18 mm 0975 265 020 60
25 mm 22.5 mm 0975 265 025 30
32 mm 29.5 mm 0975 265 032 30
40 mm 37.5 mm 0975 265 040 24
50 mm 47.5 mm 0975 265 050 15
63 mm 60 mm 0975 265 063 9

Rigid steel-armoured pipe, galvanised Stapa-Steck-WESV

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5545

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�/�H�Q�J�W�K���R�I���U�R�G 3 m
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �6�H�Q�G�]�L�P�L�U���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���X�V�H�����O�R�Z���F�R�U�U�R�V�L�R�Q���H�Q�Y�L�U�R�Q�P�H�Q�W��

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 265 516 50
EN 20 0975 265 520 30
EN 25 0975 265 525 25
EN 32 0975 265 532 18
EN 40 0975 265 540 14
EN 50 0975 265 550 5
EN 63 0975 265 563 3

Connecting sleeve for steel-armoured pipe Stapa-Steck-WESV

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �6�H�Q�G�]�L�P�L�U���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���X�V�H�����O�R�Z���F�R�U�U�R�V�L�R�Q���H�Q�Y�L�U�R�Q�P�H�Q�W��

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 265 216 10
EN 20 0975 265 220 10
EN 25 0975 265 225 10
EN 32 0975 265 232 5
EN 40 0975 265 240 5
EN 50 0975 265 250 5
EN 63 0975 265 263 1

90° insert elbow for steel-armoured insertion pipe Stapa-Steck-WESV

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5545

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�0�D�W�H�U�L�D�O �6�W�H�H�O
�6�X�U�I�D�F�H �6�H�Q�G�]�L�P�L�U���J�D�O�Y�D�Q�L�]�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V

Details/Application

�)�R�U���L�Q�G�R�R�U���X�V�H�����O�R�Z���F�R�U�U�R�V�L�R�Q���H�Q�Y�L�U�R�Q�P�H�Q�W��

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Rust protection coating on inside

Outer diameter Internal diameter Art. No. P. Qty. 
20 mm 17.5 mm 0975 275 020 30
25 mm 22 mm 0975 275 025 30
32 mm 29 mm 0975 275 032 21
40 mm 37 mm 0975 275 040 15
50 mm 46.9 mm 0975 275 050 15
63 mm 60 mm 0975 275 063 9

Rigid steel-armoured pipe, galvanised Stapa-Gewinde-WESV

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
Impact resistance at 300 mm 6.8 kg
Min./max. temperature conditions -45 to 400 °C
�/�H�Q�J�W�K���R�I���U�R�G 3 m
Material Steel
�6�X�U�I�D�F�H Zinc plated
Flame-retardant Yes

Details/Application

For indoor use (low-corrosion environment)

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Rust protection coating on inside

Suitable for pipe (EN) Art. No. P. Qty. 
EN 20 0975 275 120 50
EN 25 0975 275 125 30
EN 32 0975 275 132 30
EN 40 0975 275 140 25
EN 50 0975 275 150 10
EN 63 0975 275 163 6

Threaded sleeve for steel-armoured pipe Stapa-Gewinde-WESV

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 400 °C
Material Steel
�6�X�U�I�D�F�H Zinc plated
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes

Details/Application

�)�R�U���L�Q�G�R�R�U���X�V�H�����O�R�Z���F�R�U�U�R�V�L�R�Q���H�Q�Y�L�U�R�Q�P�H�Q�W��

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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• 	Inside anti-rust coating
• 	Thread on both sides and screwed-on threaded sleeve on both sides

Suitable for pipe (EN) Art. No. P. Qty. 
EN 20 0975 275 220 10
EN 25 0975 275 225 10
EN 32 0975 275 232 10
EN 40 0975 275 240 5
EN 50 0975 275 250 5
EN 63 0975 275 263 3

90° threaded elbow for steel-armoured pipe Stapa-Gewinde-WESV

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5557

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-45 to 400 °C
Material Steel
�6�X�U�I�D�F�H �=�L�Q�F���S�O�D�W�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes

Details/Application

�)�R�U���L�Q�G�R�R�U���X�V�H�����O�R�Z���F�R�U�U�R�V�L�R�Q���H�Q�Y�L�U�R�Q�P�H�Q�W��

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Tight connection of electrical installation pipes

No time-consuming thread cutting
Saves costs and time

Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 265 116 10
EN 20 0975 265 120 10
EN 25 0975 265 125 10
EN 32 0975 265 132 5
EN 40 0975 265 140 5
EN 50 0975 265 150 5

�4�X�L�F�N���À�W���F�R�X�S�O�L�Q�J

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
conduit

5545

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V-25 to 150 °C
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�VIP 67
�0�D�W�H�U�L�D�O �%�U�D�V�V
�6�X�U�I�D�F�H Nickel plated
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W Yes
�+�D�O�R�J�H�Q���I�U�H�H Yes

Details/Application

�)�R�U���U�L�J�L�G���H�O�H�F�W�U�L�F�D�O���V�W�H�H�O���D�O�X�P�L�Q�L�X�P���S�L�S�H�V

Proof of performance

VDE 0605 and DIN EN 61386-21

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Tight connection of electrical installation pipes to connection 
boxes

Suitable for pipe (EN) Connection thread Art. No. P. Qty. 
EN 20 M20 x 1.5 0975 265 320 10
EN 25 M25 x 1.5 0975 265 325 10
EN 32 M32 x 1.5 0975 265 332 5

�4�X�L�F�N���À�W���W�K�U�H�D�G�H�G���Q�L�S�S�O�H

�&�O�D�V�V�L�À�F�D�W�L�R�Q���F�R�G�H���I�R�U���H�O�H�F�W�U�L�F�D�O��
�F�R�Q�G�X�L�W

5545

�/�R�D�G���I�R�U�F�H���D�W�������F�P 4000 N
�,�P�S�D�F�W���U�H�V�L�V�W�D�Q�F�H���D�W�����������P�P6.8 kg
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���F�R�Q�G�L�W�L�R�Q�V ���������W�R�����������ƒ�&
�,�3���S�U�R�W�H�F�W�L�R�Q���F�O�D�V�VIP 67
�0�D�W�H�U�L�D�O �%�U�D�V�V
�6�X�U�I�D�F�H �1�L�F�N�H�O���S�O�D�W�H�G
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W �<�H�V
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V

Details/Application

�)�R�U���U�L�J�L�G���H�O�H�F�W�U�L�F�D�O���V�W�H�H�O���D�O�X�P�L�Q�L�X�P���S�L�S�H�V

Notice

�0�H�W�U�L�F���O�R�F�N���Q�X�W���Q�R�W���L�Q�F�O�X�G�H�G���L�Q���W�K�H���V�F�R�S�H���R�I���G�H�O�L�Y�H�U�\��

Proof of performance

�9�'�(�������������D�Q�G���'�,�1���(�1������������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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For rigid electrical installation pipes

• 	Edge protection - no time-consuming deburring of the electrical conduits 
required

Suitable for pipe (EN) Art. No. P. Qty. 
EN 16 0975 265 416 100
EN 20 0975 265 420 100
EN 25 0975 265 425 100
EN 32 0975 265 432 50
EN 40 0975 265 440 50
EN 50 0975 265 450 25
EN 63 0975 265 463 20

Plastic end grommet

Min./max. temperature conditions -40 to 60 °C
Colour Light grey RAL 7035
Material LDPE - Low density polyethylene
Flame-retardant No
Halogen-free Yes

Details/Application

Line protection when pulling cables through electrical installation pipes.

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Quick installation without removing the clip screws

• 	�: �L�W�K���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���0�����[���������P�P���S�D�Q���K�H�D�G���V�F�U�H�Z�V
• 	With slot

�2�5�6�<���F�R�P�S�D�W�L�E�O�H

Pipe spacer clip, aluminium

�1�R�P�L�Q�D�O���V�L�]�H 16
�:�L�W�K���F�R�Q�Q�H�F�W�L�R�Q���P�H�F�K�D�Q�L�V�P�����Y�H�U�W�L�F�D�O��No
�(�O�R�Q�J�D�W�H�G���K�R�O�H���O�H�Q�J�W�K�������P�P
�(�O�R�Q�J�D�W�H�G���K�R�O�H���Z�L�G�W�K���������P�P
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H-45 to 250 °C
�0�D�W�H�U�L�D�O �$�O�X�P�L�Q�L�X�P
�+�D�O�R�J�H�Q���I�U�H�H Yes
�6�L�O�L�F�R�Q�H���I�U�H�H Yes

Details/Application

�)�R�U���U�R�X�W�L�Q�J�����V�L�Q�J�O�H���S�R�L�Q�W���D�W�W�D�F�K�P�H�Q�W�����U�L�J�L�G���D�O�X�P�L�Q�L�X�P���S�L�S�H�V���$�O�X���6�W�H�F�N���:�(�6���R�U���$�O�X���*�H�Z�L�Q�G�H���:�(�6

Art. No. 0971 601 716
P. Qty.: 50

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Quick installation without removing the clip screws

• 	�: �L�W�K���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���0�����[���������P�P���S�D�Q���K�H�D�G���V�F�U�H�Z�V
• 	With slot

�2�5�6�<���F�R�P�S�D�W�L�E�O�H

Pipe spacer clip, hot-dip zinc-plated

Details/Application

�)�R�U���U�R�X�W�L�Q�J�����V�L�Q�J�O�H���S�R�L�Q�W���D�W�W�D�F�K�P�H�Q�W�����U�L�J�L�G���K�R�W���G�L�S���]�L�Q�F���S�O�D�W�H�G���S�L�S�H�V���6�W�D�S�D���6�W�H�F�N���:�(�6�)���R�U���6�W�D�S�D���*�H�Z�L�Q�G�H���:�(�6�)

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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Quick installation without removing the clip screws

Min./max. grip range Suitable for pipe (EN)
Suitable for steel pipe 
(imperial)

Elongated hole length/  
elongated hole width

Art. No. P. Qty. 

10-14 mm 1/4 inch 9 x 6.5 mm 0971 601 412 50
15-19 mm EN 16 3/8 inch 9 x 6.5 mm 0971 601 416 50
20-24 mm EN 20 1/2 inch 10 x 6.5 mm 0971 601 420 50
25-29 mm EN 25 3/4 inch 10 x 6.5 mm 0971 601 425 50
30-38 mm EN 32 1 inch 10 x 6.5 mm 0971 601 432 25
39-52 mm EN 40, EN 50 �������������L�Q�F�K�����������������L�Q�F�K14 x 6.5 mm 0971 601 440 25
53-63 mm EN 63 2 inch 14 x 6.5 mm 0971 601 463 25

Can be stored in ORSY system

Cable and pipe spacer clip with longitudinal hole

Material Steel
Surface Zinc plated

Details/Application

�)�R�U���W�K�H���L�Q�V�W�D�O�O�D�W�L�R�Q�����V�L�Q�J�O�H���S�R�L�Q�W���I�D�V�W�H�Q�L�Q�J�����R�I���V�W�H�H�O���D�U�P�R�X�U�H�G���S�L�S�H�V�����F�D�X�W�L�R�Q�����Q�R�W���S�D�U�W���R�I���W�K�H���H�[�S�H�U�W�¶�V���U�H�S�R�U�W�����D�Q�G���À�U�H���S�U�R�W�H�F�W�L�R�Q��
cables.

Notice

Test report stored in Würth online shop

Proof of performance

Function integrity class E30 and E90. Standard installation systems in accordance with DIN 4102 Part 12.

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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75° Easy-Entry insertion for simple mounting

• 	Longitudinal hole for lateral alignment during assembly using chipboard 
screws or nail anchors

• 	Centre marker for exact alignment of clips
• 	�(�1�������(�1���������)�R�U���L�Q�V�H�U�W�L�R�Q���L�Q���S�U�R�À�O�H���U�D�L�O�V���Z�L�W�K���������P�P���V�O�R�W���Z�L�G�W�K
• 	Special side reinforcement for increased break resistance
• 	Made in Germany

Nominal size
With connec-
tion mechanism 
(vertical)

Elongated hole 
length

Elongated hole 
width

Material Art. No. P. Qty. 

16 Yes 9.4 mm 4.4 mm PP - Polypropylene 0971 555 016 100
20 Yes 12 mm 4.4 mm PP - Polypropylene 0971 555 020 100
20 Yes 12 mm 4.4 mm PP - Polypropylene 0971 555 120 500
25 Yes 12 mm 4.4 mm PP - Polypropylene 0971 555 025 100
25 Yes 12 mm 4.4 mm PP - Polypropylene 0971 555 125 400
32 Yes 12 mm 4.4 mm PP - Polypropylene 0971 555 032 50
40 Yes 12 mm 4.4 cm PP - Polypropylene 0971 555 040 50
50 No 10.4 mm 5.8 mm PA - Polyamide 0971 555 050 30

Clip, metric

Min./max. temperature resistance -40 to 80 °C
Colour Light grey, similar to RAL 7035
Halogen-free Yes
Silicone-free Yes

Details/Application

For surface laying of rigid plastic pipes W-IS-EL-F, WPKu-EM-F and WPKu-EM-F-H0

Special side reinforcement for increased 
break resistance.

Alignment options M 16–M 40.

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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75° „Easy-Entry insertion“ for simple moun-
ting.

Notice

• 	EN16–EN40
�)�R�U���Q�D�L�O���D�Q�F�K�R�U�V���‘�������P�P�����F�D�Q���E�H���V�F�U�H�Z�H�G���R�Q�W�R���0�����W�K�U�H�D�G�H�G���E�R�O�W�V�����H���J�����V�X�S�S�R�U�W���F�O�L�S���6�&�=��

• 	EN50-EN63
For nail anchor Ø 6 mm

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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One item for Ø 15–32 mm
• 	�6�L�P�S�O�L�À�H�G���V�W�R�F�N���N�H�H�S�L�Q�J
• 	�3�D�U�W�L�F�X�O�D�U�O�\���V�X�L�W�D�E�O�H���I�R�U���F�X�V�W�R�P�H�U���V�H�U�Y�L�F�H���X�V�H

High retention forces

Variable cable/pipe holder

�0�L�Q�����P�D�[�����F�D�E�O�H���G�L�D�P�H�W�H�U �������������P�P
�/�H�Q�J�W�K�����D�� �������P�P
�:�L�G�W�K�����E�� 13 mm
�+�H�L�J�K�W�����F�� 15 mm
�(�O�R�Q�J�D�W�H�G���K�R�O�H���O�H�Q�J�W�K�����G��7 mm
�(�O�R�Q�J�D�W�H�G���K�R�O�H���Z�L�G�W�K�����H�����������P�P
�0�L�Q�����P�D�[�����W�H�P�S�H�U�D�W�X�U�H���U�H�V�L�V�W�D�Q�F�H ���������W�R���������ƒ�&
�&�R�O�R�X�U �/�L�J�K�W���J�U�H�\���5�$�/����������
�0�D�W�H�U�L�D�O �3�$�������3�R�O�\�D�P�L�G�H
�+�D�O�R�J�H�Q���I�U�H�H �<�H�V
�6�L�O�L�F�R�Q�H���I�U�H�H �<�H�V

Details/Application

�)�R�U���W�K�H���H�I�À�F�L�H�Q�W���O�D�\�L�Q�J���R�I���H�O�H�F�W�U�L�F�D�O���L�Q�V�W�D�O�O�D�W�L�R�Q���S�L�S�H�V�����0�����²�0�����������F�D�E�O�H�V���D�Q�G���F�D�E�O�H���E�X�Q�G�O�H�V

Art. No. 0971 510 032
�3�����4�W�\������������

ELECTRICAL INDUSTRIAL ASSORTMENT

Cable protection and routing
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ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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With external fastening tabs

VDE cable junction box Q4

Length x width x height 56 x 40 x 23 mm
Number of cable entries 4 PCS
IP protection class IP 20
Nominal voltage 400 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Halogen-free Yes
Silicone-free Yes

Details/Application

For suspension of pendant lights

Proof of performance

According to DIN EN 60598 (VDE 0711)

Art. No. 0975 050 46
P. Qty.: 25

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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With external fastening tabs (cross hole and slotted hole for 
later corrections)

VDE cable junction box Q12

Length x width x height 85 x 85 x 37 mm
Number of cable entries 15 PCS
IP protection class IP 20
Nominal voltage 400 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Halogen-free Yes
Silicone-free Yes

Details/Application

�6�X�V�S�H�Q�G�H�G���F�H�L�O�L�Q�J�V���D�Q�G���U�D�L�V�H�G���Á�R�R�U�V

Proof of performance

According to DIN EN 60670 (VDE 0606)

Art. No. 0975 050 45
P. Qty.: 10

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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With self-sealing, soft membrane entry points

• 	Large connection area
• 	Very robust (impact resistant and unbreakable)
• 	�3�O�D�V�W�R�I�D�V�W���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���V�F�U�H�Z�V���I�R�U���D���V�H�F�X�U�H���F�R�Y�H�U���À�W

Version Colour Art. No. P. Qty. 
Empty Light grey, similar to RAL 7035 0975 050 110 3
Empty, with external connection tabs Light grey, similar to RAL 7035 0975 050 112 3
Empty, with red cover Light grey, similar to RAL 7035, Red 0975 050 113 3

VDE cable junction box WFK 1

Max. cable cross section 2.5 mm2

Length x width x height 80 x 80 x 51 mm
Number of cable entries 7 PCS
IP protection class IP 65
Impact resistance IK07
Nominal voltage 690 V/AC
Min./max. temperature conditions -25 to 40 °C
Material PS - Polystyrene
Halogen-free Yes
Silicone-free Yes

Details/Application

Protected installations outdoors according to DIN VDE 0100-737, indoors

Proof of performance

According to DIN EN 60670 (VDE 0606)

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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With self-sealing, soft membrane entry points

• 	Large connection area
• 	Very robust (impact resistant and unbreakable)
• 	�3�O�D�V�W�R�I�D�V�W���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���V�F�U�H�Z�V���I�R�U���D���V�H�F�X�U�H���F�R�Y�H�U���À�W

Version Colour Art. No. P. Qty. 
Empty Light grey, similar to RAL 7035 0975 050 120 3
Empty, with external connection tabs Light grey, similar to RAL 7035 0975 050 122 3
Empty, with red cover Light grey, similar to RAL 7035, Red 0975 050 123 3

VDE cable junction box WFK 2

Max. cable cross section 4 mm2

Length x width x height 93 x 93 x 54 mm
Number of cable entries 7 PCS
IP protection class IP 65
Impact resistance IK07
Nominal voltage 690 V/AC
Min./max. temperature conditions -25 to 40 °C
Material PS - Polystyrene
Halogen-free Yes
Silicone-free Yes

Details/Application

Protected installations outdoors according to DIN VDE 0100-737, indoors

Proof of performance

According to DIN EN 60670 (VDE 0606)

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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Metric knockouts

• 	Large connection area
• 	Very robust (impact-resistant and unbreakable)
• 	�3�O�D�V�W�R�I�D�V�W���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���V�F�U�H�Z�V���I�R�U���D���V�H�F�X�U�H���F�R�Y�H�U���À�W

Version Art. No. P. Qty. 
Empty 0975 050 130 2
With raised screw terminal, 5-pins 0975 050 131 2

VDE cable junction box WFK 3

Max. cable cross section 6 mm2

Length x width x height 110 x 110 x 64 mm
Number of cable entries 7 PCS
IP protection class IP 65/IP 54
Impact resistance IK07
Nominal voltage 690 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Material PS - Polystyrene
Halogen-free Yes
Silicone-free Yes

Details/Application

Protected installations outdoors according to DIN VDE 0100-737, indoors

Proof of performance

According to DIN EN 60670 (VDE 0606)

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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Metric knockouts

• 	Large connection area
• 	Very robust (impact-resistant and unbreakable)
• 	�3�O�D�V�W�R�I�D�V�W���V�W�D�L�Q�O�H�V�V���V�W�H�H�O���V�F�U�H�Z�V���I�R�U���D���V�H�F�X�U�H���F�R�Y�H�U���À�W

Version Art. No. P. Qty. 
Empty 0975 050 140 2
With raised screw terminal, 5-pins 0975 050 141 2

VDE cable junction box WFK 4

Max. cable cross section 10 mm2

Length x width x height 140 x 140 x 75 mm
Number of cable entries 10 PCS
IP protection class IP 65/IP 54
Impact resistance IK07
Nominal voltage 690 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Material PS - Polystyrene
Halogen-free Yes
Silicone-free Yes

Details/Application

Protected installations outdoors according to DIN VDE 0100-737, indoors

Proof of performance

According to DIN EN 60670 (VDE 0606)

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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Includes hole tool and plugs for closing off previously opened 
entry points

With external fastening tabs (crosswise and lengthwise hole for 
later corrections)

VDE cable junction box W7

Length x width x height 75 x 75 x 37 mm
Number of cable entries 7 PCS
IP protection class IP 54
Nominal voltage 400 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Material of the bottom section Polyethylene
Material of the top section PP - Polypropylene
Halogen-free Yes
Silicone-free Yes

Details/Application

Proof of performance

According to DIN EN 60670 (VDE 0606)

Art. No. 0975 050 42
P. Qty.: 10

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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Includes hole tool and plugs for closing off previously opened 
entry points

With external fastening tabs (cross hole and slotted hole for 
later corrections)

VDE cable junction box WMini

Length x width x height 89 x 43 x 37 mm
Number of cable entries 10 PCS
IP protection class IP 54
Nominal voltage 400 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Material of the bottom section Polyethylene
Material of the top section PP - Polypropylene
Halogen-free Yes
Silicone-free Yes

Details/Application

�)�R�U���F�R�Q�À�Q�H�G���H�Q�Y�L�U�R�Q�P�H�Q�W�V�����H���J�����F�D�E�O�H���G�X�F�W�V

Proof of performance

According to DIN EN 60670 (VDE 0606)

Art. No. 0975 050 43
P. Qty.: 10

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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Includes hole tool and plugs for closing off previously opened 
entry points

With external fastening tabs (crosswise and lengthwise hole for 
later corrections)

VDE cable junction box W16

Length x width x height 130 x 85 x 37 mm
Number of cable entries 19 PCS
IP protection class IP 54
Nominal voltage 400 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Material of the bottom section Polyethylene
Material of the top section PP - Polypropylene
Halogen-free Yes
Silicone-free Yes

Details/Application

Applications with increased space requirement

Proof of performance

According to DIN EN 60670 (VDE 0606)

Art. No. 0975 050 44
P. Qty.: 5

ELECTRICAL INDUSTRIAL ASSORTMENT
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Includes hole tool and plugs for closing off previously opened 
entry points

With external fastening tabs (crosswise and lengthwise hole for 
later corrections)

Art. No. P. Qty. 
0975 050 4 10
0975 050 401 10

Contents for Art. No. 0975 050 401
Designation Art. No. Quantity
WÜPOFAST®, blue galvanised Particle board screw 2
Plastic multi-purpose Zebra Shark® anchor without collar 2

VDE cable junction box W12

Length x width x height 85 x 85 x 37 mm
Number of cable entries 12 PCS
IP protection class IP 54
Nominal voltage 400 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Light grey, similar to RAL 7035
Material of the bottom section Polyethylene
Material of the top section PP - Polypropylene
Halogen-free Yes
Silicone-free Yes

Details/Application

Proof of performance

According to DIN EN 60670 (VDE 0606)

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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Includes hole tool and plugs for closing off previously opened 
entry points

With external fastening tabs (crosswise and lengthwise hole for 
later corrections)

VDE cable junction box W12

Length x width x height 85 x 85 x 37 mm
Number of cable entries 12 PCS
IP protection class IP 54
Nominal voltage 400 V/AC
Min./max. temperature conditions -25 to 40 °C
Colour Red
Material of the bottom section Polyethylene
Material of the top section PP - Polypropylene
Halogen-free Yes
Silicone-free Yes

Details/Application

�,�G�H�Q�W�L�À�F�D�W�L�R�Q���R�I���V�D�I�H�W�\���O�L�J�K�W�L�Q�J���S�R�Z�H�U���F�L�U�F�X�L�W�V

Proof of performance

According to DIN EN 60670 (VDE 0606)

Art. No. 0975 050 41
P. Qty.: 10

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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Improved terminal shape for easy conductor entry

• 	Easy to disconnect
• 	High torque capacity
• 	�+�L�J�K���Á�H�[�L�E�L�O�L�W�\

Min./max. 
single-wire 
cross section

Nominal 
current single-
wire

Wire cross 
section rigid 
min./max.

Nominal 
current rigid

Wire cross 
section 
�Á�H�[�L�E�O�H���P�L�Q����
max.

Nominal 
current 
�Á�H�[�L�E�O�H

Art. No. P. Qty. 

1-4 mm2 32 A 1-2.5 mm2 24 A 1-2.5 mm2 24 A 0556 1 10
1.5-6 mm2 41 A 1.5-6 mm2 41 A 1.5-4 mm2 32 A 0556 2 10
2.5-10 mm2 57 A 2.5-6 mm2 41 A 2.5-6 mm2 41 A 0556 3 10
4-16 mm2 76 A 4-10 mm2 57 A 4-6 mm2 41 A 0556 4 10

�7�H�U�P�L�Q�D�O���E�O�R�F�N���Z�L�W�K�R�X�W���Z�L�U�H���J�X�D�U�G

�1�R�P�L�Q�D�O���Y�R�O�W�D�J�H 450 V
�0�D�[�����D�P�E�L�H�Q�W���W�H�P�S�H�U�D�W�X�U�H80 °C
�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U�G�L�Q�J���W�R��
EN 60998

T80

�)�O�D�P�H���U�H�W�D�U�G�D�Q�W 850°C
�1�X�P�E�H�U���R�I���H�O�H�F�W�U�L�F�D�O���S�R�O�H�V12 PCS
�&�R�O�R�X�U White

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT
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Improved terminal shape for easy conductor entry

• 	Easy to disconnect
• 	High torque capacity
• 	�+�L�J�K���Á�H�[�L�E�L�O�L�W�\

Min./max. wire cross 
section

Nominal current
Max. ambient tempe-
rature

�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U-
ding to EN 60998

Art. No. P. Qty. 

1-2.5 mm2 24 A 85 °C T85 0556 101 10
1.5-4 mm2 32 A 85 °C T85 0556 102 10
2.5-6 mm2 41 A 85 °C T85 0556 103 10
6-16 mm2 76 A 110 °C T110 0556 104 10

Terminal block with wire guard

�1�R�P�L�Q�D�O���Y�R�O�W�D�J�H 450 V
�)�O�D�P�H���U�H�W�D�U�G�D�Q�W 850°C
�1�X�P�E�H�U���R�I���H�O�H�F�W�U�L�F�D�O���S�R�O�H�V12 PCS
�&�R�O�R�X�U �1�D�W�X�U�D�O
�0�D�W�H�U�L�D�O���R�I���W�K�H���K�R�X�V�L�Q�J�3�$���������������3�R�O�\�D�P�L�G�H��������

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT
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For single-wire and multi-wire copper conductors

Testing port for voltage tester

Plug-in screw terminal strip

Screw connection 0.5 - 4 mm2

Plug connection 4 x 0.5 - 1.5 mm2

Nominal current 17.5 A
Nominal voltage 450 V
Max. ambient temperature 85 °C
�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U�G�L�Q�J���W�R��
EN 60998

T85

Flammability Self-extinguishing in accordance with UL94 V2
Number of electrical poles 12 PCS
Material of the housing PA 6.6 - Polyamide 6.6

Details/Application

1st side for single-wire copper conductors (4x 0.5–1.5 mm2) and 2nd side for multi-wire copper conductors (1x 0.5-4.0 mm2)

Proof of Performance

Art. No. 0556 515 
P. Qty.: 10

ELECTRICAL INDUSTRIAL ASSORTMENT
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Stackable

Testing port for voltage tester

Number of ladders Colour Art. No. P. Qty. 
4 PCS Dark grey 0556 004 100
4 PCS Light grey (bright grey) 0556 003 100
4 PCS Red 0556 002 100
4 PCS Yellow 0556 001 100
8 PCS Dark grey 0556 008 100
8 PCS Light grey (bright grey) 0556 007 100
8 PCS Red 0556 006 100
8 PCS Yellow 0556 005 100

Compatible with ORSY® storage system

Wago Micro push-wire connector, screwless

Min./max. wire diameter 0.6-0.8 mm
Min./max. wire-stripping length 5-6 mm
Nominal current 6 A
Nominal voltage 100 V
Max. ambient temperature 60 °C
Flammability Self-extinguishing in accordance with UL94 V0
Material of the housing PA 6.6 - Polyamide 6.6

Details/Application

Connection terminal for single-wire copper conductors.
For low-current installations: Communication, ringer, alarm and signalling systems (VdS 2116). For EIB applications.

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT
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For single-wire copper conductors

Cut-and-clamp technology
No stripping – saves time

Contact paste (sealing gel)
High-quality connection

Number of ladders Min./max. strand diameter Max. diameter of insulation Art. No. P. Qty. 
2 PCS 0.4-0.7 mm 1.27 mm 0556 011 100
2 PCS 0.4-0.7 mm 1.52 mm 0556 010 100
3 PCS 0.4-0.9 mm 1.67 mm 0556 012 100

Telecommunications connectors

Details/Application

Connection terminal for single-wire copper conductors.
For low-current installations: communication, ringer, alarm and signalling systems.

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology
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For all types of copper wire

�&�O�D�P�S�L�Q�J���U�D�Q�J�H���I�R�U���À�Q�H���Z�L�U�H���F�R�Q�G�X�F�W�R�U�V
0.08–4.0 mm2 (rated current 32 A)

�&�O�D�P�S�L�Q�J���U�D�Q�J�H���I�R�U���V�L�Q�J�O�H���Z�L�U�H���D�Q�G���P�X�O�W�L���Z�L�U�H���F�R�Q�G�X�F�W�R�U�V��
0.08–2.5 mm2 (rated current 24 A)

Test opening for voltage testers

�1�X�P�E�H�U���R�I���O�D�G�G�H�U�V Art. No. P. Qty. 
2 PCS 0556 100 002 100
3 PCS 0556 100 003 50
5 PCS 0556 100 005 50

Wago screwless connection terminal

Min./max. wire cross section 0.08-4 mm2

Nominal current 32 A
Min./max. wire-stripping length 9-10 mm
Nominal voltage 400 V
Max. ambient temperature 40 °C
�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U�G�L�Q�J���W�R��
EN 60998

T85

Flammability Self-extinguishing in accordance with UL94 V2
Material of the housing PA 6.6 - Polyamide 6.6

Details/Application

�6�X�L�W�D�E�O�H���I�R�U���D�O�O���W�\�S�H�V���R�I���F�R�S�S�H�U���Z�L�U�H�����V�L�Q�J�O�H�����P�X�O�W�L���D�Q�G���À�Q�H���Z�L�U�H�������/�D�P�S�V�����E�O�L�Q�G�V�����D�Z�Q�L�Q�J�V�����G�R�R�U���D�Q�G���J�D�W�H���F�R�Q�W�U�R�O�O�H�U�V�����L�Q�W�H�U�F�R�P��
systems, pumps, vehicle electrical systems etc.

ELECTRICAL INDUSTRIAL ASSORTMENT
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For single-wire and multi-wire copper conductors

Testing port for voltage tester

2-wire lamp clamp, screwless

Number of ladders 3 PCS
Wire cross section rigid min./max. 0.75-2.5 mm2

�:�L�U�H���F�U�R�V�V���V�H�F�W�L�R�Q���Á�H�[�L�E�O�H���P�L�Q�����P�D�[��0.5-2.5 mm2

Nominal current 24 A
Min./max. wire-stripping length 9-11 mm
Nominal voltage 450 V
Max. ambient temperature 110 °C
�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U�G�L�Q�J���W�R��
EN 60998

T110

Flammability Self-extinguishing in accordance with UL94 V2
Material of the housing PA 6.6 - Polyamide 6.6

Details/Application

First side for single-wire copper conductors (2 x 0.75–2.5 mm2) and second side for multi-wire copper conductors (1 

Proof of Performance

Art. No. 0556 500 5
P. Qty.: 100

ELECTRICAL INDUSTRIAL ASSORTMENT
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For single-wire copper conductors

Better grip
Grooved surface for more user comfort

Test opening for voltage testers

Number of ladders Art. No. P. Qty. 
3 PCS 0556 100 3 100
3 PCS 0556 100 301 500
4 PCS 0556 100 4 100
8 PCS 0556 100 8 100

ELMO® connection terminal, screwless

Min./max. wire cross section 0.5-2.5 mm2

Nominal current 24 A
Wire-stripping length 11 mm
Nominal voltage 450 V
Max. ambient temperature 40 °C
�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U�G�L�Q�J���W�R��
EN 60998

T40

Flammability Self-extinguishing in accordance with UL94 V0
Material of the housing PBT

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Distribution technology



376

07

Rigid copper wires can be inserted without opening the more 
user-friendly activation lever.

Better grip
Grooved surface for improved grip for more user comfort

Test openings for voltage testers

Number of ladders Length x width x height Colour Art. No. P. Qty. 
2 PCS 20.5 x 13 x 10.5 mm Transparent, Red 0556 117 2 100
3 PCS 20.5 x 18.5 x 10.5 mm Transparent, Orange 0556 117 3 100
5 PCS 20.5 x 29.8 x 10.5 mm Transparent, Yellow 0556 117 5 50

ELMO® connection terminal, screwless Compact plus

Wire cross section rigid min./max. 0.2-4 mm2

�:�L�U�H���F�U�R�V�V���V�H�F�W�L�R�Q���Á�H�[�L�E�O�H���P�L�Q�����P�D�[��0.34-4 mm2

Nominal current 32 A
Wire-stripping length 11 mm
Nominal voltage 450 V
�0�D�[�����D�P�E�L�H�Q�W���W�H�P�S�H�U�D�W�X�U�H85 °C
�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U�G�L�Q�J���W�R��
EN 60998

T85

�)�O�D�P�P�D�E�L�O�L�W�\ Self-extinguishing in accordance with UL94 V2

Details/Application

�6�X�L�W�D�E�O�H���I�R�U���D�O�O���W�\�S�H�V���R�I���F�R�S�S�H�U���Z�L�U�H�����V�L�Q�J�O�H�����P�X�O�W�L���D�Q�G���À�Q�H���Z�L�U�H�������/�D�P�S�V�����E�O�L�Q�G�V�����D�Z�Q�L�Q�J�V�����G�R�R�U���D�Q�G���J�D�W�H���F�R�Q�W�U�R�O�O�H�U�V�����L�Q�W�H�U�F�R�P��
�V�\�V�W�H�P�V�����S�X�P�S�V�����Y�H�K�L�F�O�H���H�O�H�F�W�U�L�F�D�O���V�\�V�W�H�P�V���H�W�F��

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT
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For single-wire copper conductors

With coloured cover coding

Better grip
Grooved surface for improved grip for more user comfort

Test opening for voltage testers

Number of ladders Colour Art. No. P. Qty. 
2 PCS Transparent, White 0556 111 2 100
3 PCS Transparent, Orange 0556 111 3 100
4 PCS Transparent, Red 0556 111 4 100
5 PCS Transparent, Yellow 0556 111 5 100
8 PCS Transparent, Black 0556 111 8 100

ELMO® connection terminal, screwless Compact

Min./max. wire cross section 0.5-2.5 mm2

Nominal current 24 A
Wire-stripping length 11 mm
Nominal voltage 450 V
Max. ambient temperature 60 °C
�7���L�G�H�Q�W�L�À�F�D�W�L�R�Q���D�F�F�R�U�G�L�Q�J���W�R��
EN 60998

T60

Flammability Self-extinguishing in accordance with UL94 V2

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT
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Mechanically galvanised steel, serrated

• 	Optimum grounding is assured
• 	Serration prevents any rotation of the washer when unscrewing and tighte-

ning.

Suitable for screw 
thread

Internal diameter (d 1) Outer diameter (d 2) Thickness (h1) Art. No. P. Qty. 

M3 3.1 mm 6 mm 0.6 mm 0413 003 500 /  2000
M4 4.1 mm 8 mm 0.8 mm 0413 004 500 /  2000
M5 5.1 mm 10 mm 1 mm 0413 005 500 /  2000
M6 6.1 mm 12 mm 1.2 mm 0413 006 500 /  5000
M8 8.2 mm 16 mm 1.4 mm 0413 008 100 /  3000
M10 10.2 mm 20 mm 1.6 mm 0413 001 0 100 /  1000
M12 12.4 mm 24 mm 1.6 mm 0413 001 2 100 /  500
M16 16.4 mm 32 mm 2.5 mm 0413 001 6 100 /  250

Contact washer

Material Steel
Min./max. Vickers hardness, HV 420-510 HV
Surface Zinc plated
RoHS-compliant Yes

COMPANY

ELECTRICAL INDUSTRIAL ASSORTMENT
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Punched-hole Art. No. P. Qty. 
11 x 7.2 mm 0975 490 201 20
Nonperforated 0975 490 200 20

�3�U�R�À�O�H���U�D�L�O

Rail type 35 x 18 mm
Slot width 16 mm
Surface Hot dip galvanized steel strip
Rail length 2 m

ELECTRICAL INDUSTRIAL ASSORTMENT

�'�L�V�W�U�L�E�X�W�L�R�Q���W�H�F�K�Q�R�O�R�J�\
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�3�U�R�À�O�H���U�D�L�O�����S�H�U�I�R�U�D�W�H�G�����I�R�U���F�D�E�O�H���F�O�D�P�S���W�\�S�H���$�&

Width x height 40 x 22 mm
Thickness 1.5 mm
Slot width 18 mm
Elongated hole width 11 mm
Elongated hole length 30 mm
Conditions for max. load force in concrete B 25 for 250-mm spacing
Max. hook-point load 5 kN
Hook-point load conditions at 250-mm spacing for fastening clearance of 250 mm
�3�U�R�À�O�H���F�U�R�V�V���V�H�F�W�L�R�Q1.55 cm2

Transverse moment of inertia �����������F�P
/
Longitudinal moment of inertia �����������F�P
/
Transverse section modulus 0.89 cm³
Longitudinal section modulus 1.7 cm³
Transverse radius of inertia 0.83 cm
Longitudinal radius of inertia 1.48 cm
EN standard 60715
Material Steel
Surface Sendzimir galvanized

�'�H�W�D�L�O�V���$�S�S�O�L�F�D�W�L�R�Q

For laying of cable clips type AC

�1�R�W�L�F�H

Test report stored in Würth online shop

�3�U�R�R�I���R�I���S�H�U�I�R�U�P�D�Q�F�H

Function integrity class E30 and E90. Standard installation system as per DIN 4102 Part 12.

�$�U�W�����1�R����������������������������
P. Qty.: 8

ELECTRICAL INDUSTRIAL ASSORTMENT
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For quick mounting of installation devices

Complies with European RoHS directive
(Restriction of Hazardous Substances)

Rail type Surface Punched-hole Art. No. P. Qty. 
35 x 7.5 mm Hot dip galvanized steel strip 18 x 6.2 mm 0975 490 101 40
35 x 7.5 mm Zinc plated 18 x 6.2 mm 0975 491 101 40
35 x 7.5 mm Zinc plated Nonperforated 0975 490 102 100
35 x 7.5 mm Zinc plated Nonperforated 0975 491 102 40
35 x 7.5 mm Zinc plated thick-layer passivation 18 x 6.2 mm 0975 492 101 40
35 x 15 mm Hot dip galvanized steel strip 18 x 6.2 mm 0975 490 103 20
35 x 15 mm Zinc plated 18 x 6.2 mm 0975 491 103 20
35 x 15 mm Zinc plated Nonperforated 0975 490 104 20
35 x 15 mm Zinc plated Nonperforated 0975 491 104 20
35 x 15 mm Zinc plated thick-layer passivation 18 x 6.2 mm 0975 492 103 20

Top-hat/support rail

Rail length 2 m
EN standard 60715

Proof of performance

In accordance with EN 60715

ELECTRICAL INDUSTRIAL ASSORTMENT
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�3�U�R�À�O�H���U�D�L�O�����S�H�U�I�R�U�D�W�H�G�����I�R�U���F�D�E�O�H���F�O�L�S���W�\�S�H���+

Width x height 30 x 15 mm
Thickness 1.5 mm
Slot width 16 mm
Elongated hole width 7 mm
Elongated hole length 35 mm
Conditions for max. load force in concrete B 25 for 250-mm spacing
Max. hook-point load 2 kN
Hook-point load conditions at 250-mm spacing for fastening clearance of 250 mm
�3�U�R�À�O�H���F�U�R�V�V���V�H�F�W�L�R�Q1.02 cm2

Transverse moment of inertia �����������F�P
/
Longitudinal moment of inertia �����������F�P
/
Transverse section modulus 0.35 cm³
Longitudinal section modulus 0.9 cm³
Transverse radius of inertia 0.56 cm
Longitudinal radius of inertia 1.15 cm
EN standard 60715
Material Steel
Surface Sendzimir galvanized

�'�H�W�D�L�O�V���$�S�S�O�L�F�D�W�L�R�Q

For laying cable clips type H

�1�R�W�L�F�H

Test report stored in Würth online shop

�3�U�R�R�I���R�I���S�H�U�I�R�U�P�D�Q�F�H

Function integrity class E30 and E90. Standard installation system as per DIN 4102 Part 12.

�$�U�W�����1�R����������������������������
P. Qty.: 8
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Spacer stud, steel, galvanised

Thread according to DIN 13/Part 13

Length (L)
Thread type x 
nominal diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Male thread 
length (B)

Female-thread 
length (C)

Art. No. P. Qty. 

5 mm M2.5 5 mm 6 mm 2.5 mm 4498 425 5 1000
5 mm M3 5.5 mm 6 mm 3 mm 4498 43  5 1000
5 mm M4 7 mm 8 mm 3 mm 4498 54  5 500
6 mm M2.5 5 mm 6 mm 3 mm 4498 425 6 100
6 mm M3 5.5 mm 6 mm 3 mm 4498 43  6 500
6 mm M4 7 mm 8 mm 4 mm 4498 54  6 500
7 mm M3 5.5 mm 6 mm 3.5 mm 4498 43  7 500
8 mm M2.5 5 mm 6 mm 5 mm 4498 425 8 500
8 mm M3 5.5 mm 6 mm 5 mm 4498 43  8 500
8 mm M3 6 mm 6 mm 5 mm 4498 53  8 500
8 mm M4 7 mm 8 mm 5 mm 4498 54  8 500
8 mm M4 8 mm 8 mm 5 mm 4498 64  8 100
10 mm M2.5 5 mm 6 mm 7 mm 4498 425 10 500
10 mm M3 5.5 mm 6 mm 6 mm 4498 43  10 500
10 mm M3 6 mm 6 mm 6 mm 4498 53  10 500
10 mm M4 7 mm 8 mm 6 mm 4498 54  10 500
10 mm M4 7 mm 8 mm 7 mm 4498 547 10 100
10 mm M4 8 mm 8 mm 6 mm 4498 64  10 500
10 mm M5 8 mm 10 mm 6 mm 4498 45  10 500
10 mm M6 10 mm 12 mm 6 mm 4498 56  10 100
12 mm M2.5 5 mm 6 mm 7 mm 4498 425 12 500
12 mm M3 5.5 mm 6 mm 7 mm 4498 43  12 500
12 mm M4 7 mm 8 mm 8 mm 4498 54  12 500
12 mm M4 8 mm 8 mm 8 mm 4498 64  12 100
12 mm M5 8 mm 10 mm 8 mm 4498 45  12 500
12 mm M6 10 mm 12 mm 8 mm 4498 56  12 100
13 mm M4 7 mm 8 mm 9 mm 4498 54  13 500
14 mm M2.5 5 mm 6 mm 7 mm 4498 425 14 500
14 mm M3 5.5 mm 6 mm 7 mm 4498 43  14 500
14 mm M4 7 mm 8 mm 9 mm 4498 54  14 500
14 mm M6 10 mm 12 mm 10 mm 4498 56  14 200
15 mm M3 5.5 mm 6 mm 7 mm 4498 43  15 500
15 mm M3 6 mm 6 mm 7 mm 4498 53  15 100
15 mm M4 7 mm 8 mm 9 mm 4498 54  15 500
15 mm M5 8 mm 10 mm 11 mm 4498 45  15 100
15 mm M5 10 mm 10 mm 11 mm 4498 55  15 100
15 mm M6 10 mm 12 mm 11 mm 4498 56  15 100
15 mm M8 13 mm 14 mm 10 mm 4498 58  15 100
16 mm M3 5.5 mm 6 mm 7 mm 4498 43  16 500
16 mm M4 7 mm 8 mm 9 mm 4498 54  16 500
16 mm M4 8 mm 8 mm 9 mm 4498 64  16 100
16 mm M5 8 mm 10 mm 11 mm 4498 45  16 1
16 mm M6 10 mm 12 mm 14 mm 4498 56  16 100

Spacer studs Female/male thread, steel

Material Steel
Surface Zinc plated

ELECTRICAL INDUSTRIAL ASSORTMENT
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Length (L)
Thread type x 
nominal diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Male thread 
length (B)

Female-thread 
length (C)

Art. No. P. Qty. 

17 mm M3 5.5 mm 6 mm 7 mm 4498 43  17 500
17 mm M3 6 mm 6 mm 7 mm 4498 53  17 500
17 mm M4 7 mm 8 mm 9 mm 4498 54  17 500
17 mm M5 8 mm 10 mm 11 mm 4498 45  17 100
18 mm M3 5.5 mm 6 mm 7 mm 4498 43  18 250
18 mm M3 6 mm 6 mm 7 mm 4498 53  18 400
18 mm M4 7 mm 8 mm 9 mm 4498 54  18 500
18 mm M5 8 mm 10 mm 11 mm 4498 45  18 500
18 mm M6 10 mm 12 mm 14 mm 4498 56  18 100
20 mm M2.5 5 mm 6 mm 7 mm 4498 425 20 500
20 mm M3 5.5 mm 6 mm 7 mm 4498 43  20 500
20 mm M3 6 mm 6 mm 7 mm 4498 53  20 500
20 mm M4 7 mm 8 mm 9 mm 4498 54  20 1000
20 mm M4 8 mm 8 mm 9 mm 4498 64  20 500
20 mm M5 8 mm 10 mm 11 mm 4498 45  20 500
20 mm M5 10 mm 10 mm 11 mm 4498 55  20 100
20 mm M6 10 mm 12 mm 14 mm 4498 56  20 100
20 mm M8 13 mm 14 mm 15 mm 4498 58  20 100
22 mm M3 5.5 mm 6 mm 7 mm 4498 43  22 500
22 mm M4 7 mm 8 mm 9 mm 4498 54  22 500
22 mm M6 10 mm 12 mm 14 mm 4498 56  22 50
23 mm M4 7 mm 8 mm 9 mm 4498 54  23 100
24 mm M4 7 mm 8 mm 9 mm 4498 54  24 100
24 mm M4 8 mm 8 mm 9 mm 4498 64  24 100
25 mm M2.5 5 mm 6 mm 7 mm 4498 425 25 100
25 mm M3 5.5 mm 6 mm 7 mm 4498 43  25 500
25 mm M3 6 mm 6 mm 7 mm 4498 53  25 100
25 mm M4 7 mm 8 mm 9 mm 4498 54  25 100
25 mm M4 8 mm 8 mm 9 mm 4498 64  25 200
25 mm M5 8 mm 10 mm 11 mm 4498 45  25 100
25 mm M5 10 mm 10 mm 11 mm 4498 55  25 100
25 mm M6 10 mm 12 mm 14 mm 4498 56  25 100
25 mm M8 13 mm 14 mm 16 mm 4498 58  25 100
27 mm M4 8 mm 8 mm 9 mm 4498 64  27 1000
28 mm M3 5.5 mm 6 mm 7 mm 4498 43  28 500
28 mm M4 7 mm 8 mm 9 mm 4498 54  28 500
30 mm M3 5.5 mm 6 mm 7 mm 4498 43  30 500
30 mm M3 6 mm 6 mm 7 mm 4498 53  30 100
30 mm M4 7 mm 8 mm 9 mm 4498 54  30 500
30 mm M4 8 mm 8 mm 9 mm 4498 64  30 100 /  1800
30 mm M5 8 mm 10 mm 11 mm 4498 45  30 200
30 mm M6 10 mm 12 mm 14 mm 4498 56  30 100
30 mm M8 13 mm 14 mm 16 mm 4498 58  30 200
35 mm M3 5.5 mm 6 mm 7 mm 4498 43  35 500
35 mm M3 6 mm 6 mm 7 mm 4498 53  35 500
35 mm M4 7 mm 8 mm 9 mm 4498 54  35 100
35 mm M4 8 mm 8 mm 9 mm 4498 64  35 500
35 mm M5 8 mm 10 mm 11 mm 4498 45  35 100
35 mm M6 10 mm 12 mm 14 mm 4498 56  35 100
35 mm M8 13 mm 14 mm 16 mm 4498 58  35 100
40 mm M3 5.5 mm 6 mm 7 mm 4498 43  40 100
40 mm M3 6 mm 6 mm 7 mm 4498 53  40 500
40 mm M4 7 mm 8 mm 9 mm 4498 54  40 500
40 mm M4 8 mm 8 mm 9 mm 4498 64  40 250

ELECTRICAL INDUSTRIAL ASSORTMENT
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Length (L)
Thread type x 
nominal diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Male thread 
length (B)

Female-thread 
length (C)

Art. No. P. Qty. 

40 mm M5 8 mm 10 mm 11 mm 4498 45  40 100
40 mm M5 10 mm 10 mm 11 mm 4498 55  40 100
40 mm M6 10 mm 12 mm 14 mm 4498 56  40 100
40 mm M8 13 mm 14 mm 16 mm 4498 58  40 100
45 mm M3 5.5 mm 6 mm 7 mm 4498 43  45 100
45 mm M4 7 mm 8 mm 9 mm 4498 54  45 200
45 mm M5 8 mm 10 mm 11 mm 4498 45  45 500
45 mm M6 10 mm 12 mm 14 mm 4498 56  45 100
48 mm M4 7 mm 8 mm 9 mm 4498 54  48 100
50 mm M3 5.5 mm 6 mm 7 mm 4498 43  50 100
50 mm M3 6 mm 6 mm 7 mm 4498 53  50 100
50 mm M4 7 mm 8 mm 9 mm 4498 54  50 100
50 mm M4 8 mm 8 mm 9 mm 4498 64  50 500
50 mm M5 8 mm 10 mm 11 mm 4498 45  50 200
50 mm M6 10 mm 12 mm 14 mm 4498 56  50 100
50 mm M8 13 mm 14 mm 16 mm 4498 58  50 100
51 mm M4 8 mm 8 mm 9 mm 4498 64  51 100
52 mm M4 7 mm 8 mm 9 mm 4498 54  52 100
55 mm M3 5.5 mm 6 mm 7 mm 4498 43  55 100
55 mm M4 7 mm 8 mm 9 mm 4498 54  55 100
55 mm M5 8 mm 10 mm 11 mm 4498 45  55 100
55 mm M6 10 mm 12 mm 14 mm 4498 56  55 100
60 mm M3 5.5 mm 6 mm 7 mm 4498 43  60 200
60 mm M3 6 mm 6 mm 7 mm 4498 53  60 100
60 mm M4 7 mm 8 mm 9 mm 4498 54  60 100
60 mm M4 8 mm 8 mm 8 mm 4498 64  60 100
60 mm M5 8 mm 10 mm 11 mm 4498 45  60 200
60 mm M6 10 mm 12 mm 14 mm 4498 56  60 100
60 mm M8 13 mm 14 mm 16 mm 4498 58  60 100
65 mm M4 7 mm 8 mm 9 mm 4498 54  65 100
65 mm M5 8 mm 10 mm 11 mm 4498 45  65 100
65 mm M6 10 mm 12 mm 14 mm 4498 56  65 100
70 mm M3 5.5 mm 6 mm 7 mm 4498 43  70 1000
70 mm M4 7 mm 8 mm 9 mm 4498 54  70 100
70 mm M4 8 mm 8 mm 9 mm 4498 64  70 500
70 mm M5 8 mm 10 mm 11 mm 4498 45  70 100
70 mm M5 10 mm 10 mm 11 mm 4498 55  70 100
70 mm M6 10 mm 12 mm 14 mm 4498 56  70 100
70 mm M8 13 mm 14 mm 16 mm 4498 58  70 50
80 mm M4 7 mm 8 mm 9 mm 4498 54  80 200
80 mm M4 8 mm 8 mm 9 mm 4498 64  80 100
80 mm M5 8 mm 10 mm 11 mm 4498 45  80 100
80 mm M5 10 mm 10 mm 11 mm 4498 55  80 250
80 mm M6 10 mm 12 mm 14 mm 4498 56  80 100
80 mm M8 13 mm 14 mm 16 mm 4498 58  80 50
90 mm M4 7 mm 8 mm 9 mm 4498 54  90 500
90 mm M5 8 mm 10 mm 11 mm 4498 45  90 100
90 mm M6 10 mm 12 mm 14 mm 4498 56  90 100
100 mm M4 7 mm 8 mm 9 mm 4498 54  100 20
100 mm M4 8 mm 8 mm 9 mm 4498 64  100 300
100 mm M5 8 mm 10 mm 11 mm 4498 45  100 100
100 mm M5 10 mm 10 mm 11 mm 4498 55  100 100
100 mm M6 10 mm 12 mm 14 mm 4498 56  100 50
100 mm M8 13 mm 14 mm 16 mm 4498 58  100 50
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Length (L)
Thread type x 
nominal diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Male thread 
length (B)

Female-thread 
length (C)

Art. No. P. Qty. 

110 mm M6 10 mm 12 mm 14 mm 4498 56  110 100
120 mm M4 7 mm 8 mm 9 mm 4498 54  120 100
120 mm M6 10 mm 12 mm 14 mm 4498 56  120 100
120 mm M8 13 mm 14 mm 16 mm 4498 58  120 50
130 mm M4 7 mm 8 mm 9 mm 4498 54  130 100

Details/Application

For fastenings in the electrical engineering and electronics sector.
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Spacer stud, steel, galvanised

Thread according to DIN 13/Part 13

Length (L)
Thread type x nominal 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Female-thread length 
(C)

Art. No. P. Qty. 

5 mm M2.5 5 mm 5 mm 4498 625 5 500
5 mm M3 5.5 mm 5 mm 4498 63  5 1000
6 mm M3 5.5 mm 6 mm 4498 63  6 500
6 mm M4 7 mm 6 mm 4498 74  6 500
7 mm M3 5.5 mm 7 mm 4498 63  7 500
7 mm M3 6 mm 7 mm 4498 73  7 1000
8 mm M2 4 mm 8 mm 4498 62  8 1
8 mm M3 5.5 mm 8 mm 4498 63  8 500
8 mm M4 7 mm 8 mm 4498 74  8 500
8 mm M5 8 mm 8 mm 4498 85  8 500
10 mm M2 4 mm 10 mm 4498 62  10 500
10 mm M2.5 5 mm 10 mm 4498 625 10 500
10 mm M3 5.5 mm 10 mm 4498 63  10 500
10 mm M3 6 mm 10 mm 4498 73  10 500
10 mm M4 7 mm 10 mm 4498 74  10 500
10 mm M4 8 mm 10 mm 4498 84  10 500
10 mm M5 8 mm 10 mm 4498 85  10 500
10 mm M5 10 mm 10 mm 4498 95  10 100
11 mm M3 5.5 mm 11 mm 4498 63  11 500
12 mm M3 5.5 mm 12 mm 4498 63  12 500
12 mm M3 6 mm 12 mm 4498 73  12 500
12 mm M4 7 mm 12 mm 4498 74  12 500
12 mm M4 8 mm 12 mm 4498 84  12 500
12 mm M5 8 mm 12 mm 4498 85  12 1
12 mm M6 10 mm 12 mm 4498 96  12 100
13 mm M3 5.5 mm 13 mm 4498 63  13 500
13 mm M3 6 mm 13 mm 4498 73  13 500
15 mm M3 5.5 mm 15 mm 4498 63  15 500
15 mm M3 6 mm 15 mm 4498 73  15 1000
15 mm M4 7 mm 15 mm 4498 74  15 100
15 mm M4 8 mm 15 mm 4498 84  15 500
15 mm M5 8 mm 15 mm 4498 85  15 1000
15 mm M5 10 mm 15 mm 4498 95  15 500
15 mm M6 10 mm 15 mm 4498 96  15 1000
16 mm M3 5.5 mm 16 mm 4498 63  16 500
16 mm M3 6 mm 16 mm 4498 73  16 500
16 mm M4 7 mm 16 mm 4498 74  16 500
16 mm M5 8 mm 16 mm 4498 85  16 100
16 mm M6 10 mm 16 mm 4498 96  16 200
17 mm M3 5.5 mm 17 mm 4498 63  17 500
17 mm M4 7 mm 17 mm 4498 74  17 100
17 mm M4 8 mm 17 mm 4498 84  17 200
17 mm M5 8 mm 17 mm 4498 85  17 500

Spacer studs  Female/female thread, steel

Material Steel
Surface Zinc plated

Details/Application

For fastenings in the electrical enginee-
ring and electronics sector.
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Length (L)
Thread type x nominal 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Female-thread length 
(C)

Art. No. P. Qty. 

18 mm M3 5.5 mm 18 mm 4498 63  18 500
18 mm M3 6 mm 18 mm 4498 73  18 1000
18 mm M4 7 mm 18 mm 4498 74  18 1100
18 mm M5 8 mm 18 mm 4498 85  18 100
18 mm M6 10 mm 18 mm 4498 96  18 200
20 mm M3 5.5 mm 20 mm 4498 63  20 500
20 mm M3 6 mm 20 mm 4498 73  20 500
20 mm M4 7 mm 20 mm 4498 74  20 500
20 mm M4 8 mm 20 mm 4498 84  20 500
20 mm M5 8 mm 20 mm 4498 85  20 500
20 mm M6 10 mm 20 mm 4498 96  20 250
20 mm M8 13 mm 20 mm 4498 98  20 100
22 mm M4 8 mm 9 mm 4498 84  22 200
22 mm M5 8 mm 11 mm 4498 85  22 100
23 mm M3 5.5 mm 7 mm 4498 63  23 500
23 mm M3 5.5 mm 7 mm 4498 63  32 500
23 mm M6 10 mm 23 mm 4498 96  23 100
24 mm M8 13 mm 24 mm 4498 98  24 100
25 mm M3 5.5 mm 7 mm 4498 63  25 200
25 mm M4 7 mm 9 mm 4498 74  25 500
25 mm M4 8 mm 9 mm 4498 84  25 500
25 mm M5 8 mm 11 mm 4498 85  25 100
25 mm M6 10 mm 25 mm 4498 96  25 100
25 mm M8 13 mm 25 mm 4498 98  25 100
26 mm M4 7 mm 9 mm 4498 74  26 100
27 mm M3 6 mm 7 mm 4498 73  27 500
28 mm M3 5.5 mm 7 mm 4498 63  28 100
28 mm M4 7 mm 9 mm 4498 74  28 100
30 mm M2.5 5 mm 6 mm 4498 625 30 100
30 mm M3 5.5 mm 7 mm 4498 63  30 500
30 mm M3 6 mm 7 mm 4498 73  30 250
30 mm M4 7 mm 9 mm 4498 74  30 100
30 mm M4 8 mm 9 mm 4498 84  30 500
30 mm M5 8 mm 11 mm 4498 85  30 100
30 mm M5 10 mm 11 mm 4498 95  30 200
30 mm M6 10 mm 30 mm 4498 96  30 200
30 mm M8 13 mm 30 mm 4498 98  30 1000
33 mm M3 6 mm 7 mm 4498 73  33 500
35 mm M3 5.5 mm 7 mm 4498 63  35 500
35 mm M4 7 mm 9 mm 4498 74  35 1000
35 mm M4 8 mm 9 mm 4498 84  35 500
35 mm M5 8 mm 11 mm 4498 85  35 100
35 mm M6 10 mm 14 mm 4498 96  35 200
35 mm M8 13 mm 35 mm 4498 98  35 100
37 mm M3 6 mm 7 mm 4498 73  37 1000
40 mm M3 5.5 mm 7 mm 4498 63  40 100
40 mm M4 7 mm 9 mm 4498 74  40 100
40 mm M4 8 mm 9 mm 4498 84  40 100
40 mm M5 8 mm 11 mm 4498 85  40 500
40 mm M5 10 mm 11 mm 4498 95  40 100
40 mm M6 10 mm 14 mm 4498 96  40 100
40 mm M8 13 mm 16 mm 4498 98  40 100
43 mm M4 7 mm 9 mm 4498 74  43 100
45 mm M3 5.5 mm 7 mm 4498 63  45 1
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Length (L)
Thread type x nominal 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Female-thread length 
(C)

Art. No. P. Qty. 

45 mm M4 7 mm 9 mm 4498 74  45 200
45 mm M4 8 mm 9 mm 4498 84  45 500
45 mm M5 8 mm 11 mm 4498 85  45 100
45 mm M5 10 mm 11 mm 4498 95  45 100
45 mm M6 10 mm 14 mm 4498 96  45 100
45 mm M8 13 mm 16 mm 4498 98  45 100
46 mm M3 6 mm 7 mm 4498 73  46 100
50 mm M3 5.5 mm 7 mm 4498 63  50 100
50 mm M4 7 mm 9 mm 4498 74  50 200
50 mm M4 8 mm 9 mm 4498 84  50 100
50 mm M5 8 mm 11 mm 4498 85  50 400
50 mm M6 10 mm 14 mm 4498 96  50 100
50 mm M8 13 mm 16 mm 4498 98  50 100
55 mm M3 6 mm 7 mm 4498 73  55 500
55 mm M4 7 mm 9 mm 4498 74  55 100
55 mm M5 8 mm 11 mm 4498 85  55 100
60 mm M3 6 mm 7 mm 4498 73  60 100
60 mm M4 7 mm 9 mm 4498 74  60 200
60 mm M4 8 mm 9 mm 4498 84  60 200
60 mm M5 8 mm 11 mm 4498 85  60 1000
60 mm M6 10 mm 14 mm 4498 96  60 200
60 mm M8 13 mm 16 mm 4498 98  60 100
62 mm M3 5.5 mm 7 mm 4498 63  62 500
65 mm M4 7 mm 9 mm 4498 74  65 100
70 mm M3 6 mm 7 mm 4498 73  70 200
70 mm M4 7 mm 9 mm 4498 74  70 100
70 mm M5 8 mm 11 mm 4498 85  70 1000
70 mm M5 10 mm 11 mm 4498 95  70 100
70 mm M6 10 mm 14 mm 4498 96  70 100
70 mm M8 13 mm 16 mm 4498 98  70 100
75 mm M3 6 mm 7 mm 4498 73  75 100
80 mm M3 6 mm 7 mm 4498 73  80 100
80 mm M4 8 mm 9 mm 4498 84  80 100
80 mm M5 8 mm 11 mm 4498 85  80 100
80 mm M6 10 mm 14 mm 4498 96  80 100
85 mm M4 7 mm 9 mm 4498 74  85 50
90 mm M5 8 mm 11 mm 4498 85  90 50
100 mm M4 7 mm 9 mm 4498 74  100 100
100 mm M6 10 mm 14 mm 4498 96  100 100
100 mm M8 13 mm 16 mm 4498 98  100 50
110 mm M5 8 mm 11 mm 4498 85  110 100
120 mm M4 7 mm 9 mm 4498 74  120 100
130 mm M4 7 mm 9 mm 4498 74  130 100
145 mm M5 8 mm 11 mm 4498 85  145 100
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Spacer stud, brass, nickel-plated

Thread according to DIN 13/Part 13

Length (L)
Thread type x 
nominal diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Male thread 
length (B)

Female-thread 
length (C)

Art. No. P. Qty. 

5 mm M2 4 mm 5 mm 2.5 mm 4498 02  5 100
5 mm M2.5 4 mm 6 mm 2.5 mm 4498 025 5 1000
5 mm M2.5 5 mm 6 mm 2.5 mm 4498 125 5 500
5 mm M3 5 mm 6 mm 2.5 mm 4498 03  5 100
5 mm M3 5.5 mm 6 mm 2.5 mm 4498 13  625 500
5 mm M3 5.5 mm 8 mm 2.5 mm 4498 13  5 500
5 mm M4 7 mm 8 mm 3 mm 4498 04  5 500
6 mm M3 5 mm 6 mm 3 mm 4498 03  6 500
6 mm M4 7 mm 8 mm 4 mm 4498 04  6 1000
7 mm M3 5 mm 6 mm 4 mm 4498 03  7 500
7 mm M3 5.5 mm 6 mm 4 mm 4498 13  764 500
7 mm M4 7 mm 8 mm 4 mm 4498 04  7 500
8 mm M2 4 mm 5 mm 5 mm 4498 02  8 500
8 mm M2.5 4 mm 6 mm 5 mm 4498 025 8 500
8 mm M2.5 5 mm 6 mm 5 mm 4498 125 8 500
8 mm M3 5 mm 6 mm 5 mm 4498 03  8 500
8 mm M3 5 mm 8 mm 5 mm 4498 03  85 500
8 mm M3 5.5 mm 6 mm 5 mm 4498 13  65 500
8 mm M3 5.5 mm 8 mm 5 mm 4498 13  8 1000
9 mm M3 5 mm 6 mm 5 mm 4498 03  9 500
9 mm M3 5 mm 8 mm 6 mm 4498 03  86 100
9 mm M3 5.5 mm 6 mm 5 mm 4498 13  9 500
10 mm M2.5 4 mm 6 mm 6 mm 4498 025 10 500
10 mm M2.5 5 mm 6 mm 6 mm 4498 125 10 500
10 mm M3 5 mm 6 mm 6 mm 4498 03  10 500
10 mm M3 5 mm 8 mm 7 mm 4498 03  87 1000
10 mm M3 5.5 mm 6 mm 7 mm 4498 13  10 500
10 mm M4 7 mm 8 mm 6 mm 4498 04  10 500
10 mm M5 8 mm 10 mm 6 mm 4498 05  10 500
10 mm M6 10 mm 10 mm 6 mm 4498 06  10 500
11 mm M3 5.5 mm 6 mm 7 mm 4498 13  11 500
11 mm M4 7 mm 8 mm 7 mm 4498 04  11 500
12 mm M2 4 mm 5 mm 6 mm 4498 02  12 500
12 mm M2.5 4 mm 6 mm 6 mm 4498 025 12 500
12 mm M2.5 5 mm 6 mm 6 mm 4498 125 12 500
12 mm M3 5 mm 6 mm 7 mm 4498 03  12 500
12 mm M3 5 mm 8 mm 9 mm 4498 03  89 500
12 mm M3 5.5 mm 6 mm 7 mm 4498 13  12 500
12 mm M3 5.5 mm 8 mm 9 mm 4498 13  89 500
12 mm M4 7 mm 8 mm 8 mm 4498 04  12 500
12 mm M5 8 mm 10 mm 8 mm 4498 05  12 200
13 mm M3 5 mm 6 mm 7 mm 4498 03  13 500
14 mm M3 5.5 mm 6 mm 7 mm 4498 13  14 1000

Spacer studs Female/male thread, brass

Material Brass
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Length (L)
Thread type x 
nominal diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Male thread 
length (B)

Female-thread 
length (C)

Art. No. P. Qty. 

14 mm M6 10 mm 12 mm 10 mm 4498 06  14 100
15 mm M2 4 mm 5 mm 6 mm 4498 02  15 600
15 mm M2.5 4 mm 6 mm 6 mm 4498 025 15 500
15 mm M2.5 5 mm 6 mm 6 mm 4498 125 15 500
15 mm M3 5 mm 6 mm 7 mm 4498 03  15 500
15 mm M3 5.5 mm 6 mm 7 mm 4498 13  15 500
15 mm M4 7 mm 8 mm 9 mm 4498 04  15 100
15 mm M5 8 mm 10 mm 11 mm 4498 05  15 500
16 mm M3 5 mm 6 mm 7 mm 4498 03  16 500
16 mm M3 5.5 mm 6 mm 7 mm 4498 13  16 500
16 mm M4 7 mm 8 mm 9 mm 4498 04  16 250
17 mm M2.5 4 mm 6 mm 6 mm 4498 025 17 100
17 mm M3 5 mm 6 mm 7 mm 4498 03  17 500
17 mm M3 5.5 mm 6 mm 7 mm 4498 13  17 100
17 mm M4 7 mm 8 mm 9 mm 4498 04  17 100
18 mm M2.5 4 mm 6 mm 6 mm 4498 025 18 500
18 mm M2.5 5 mm 6 mm 6 mm 4498 125 18 500
18 mm M3 5 mm 6 mm 7 mm 4498 03  18 250
18 mm M4 7 mm 8 mm 9 mm 4498 04  18 500
20 mm M2.5 4 mm 6 mm 6 mm 4498 025 20 500
20 mm M2.5 5 mm 6 mm 6 mm 4498 125 20 500
20 mm M3 5 mm 6 mm 7 mm 4498 03  20 500
20 mm M3 5.5 mm 6 mm 7 mm 4498 13  20 500
20 mm M4 7 mm 8 mm 9 mm 4498 04  20 100
20 mm M5 8 mm 10 mm 11 mm 4498 05  20 100
20 mm M6 6 mm 12 mm 12 mm 4498 06  20 100
20 mm M8 13 mm 14 mm 12 mm 4498 08  20 100
23 mm M3 5.5 mm 6 mm 7 mm 4498 13  23 500
25 mm M3 5 mm 6 mm 7 mm 4498 03  25 100
25 mm M3 5.5 mm 6 mm 7 mm 4498 13  25 500
25 mm M4 7 mm 8 mm 9 mm 4498 04  25 100
25 mm M5 8 mm 10 mm 11 mm 4498 05  25 500
28 mm M4 7 mm 8 mm 9 mm 4498 04  28 100
30 mm M3 5 mm 6 mm 7 mm 4498 03  30 500
30 mm M3 5.5 mm 6 mm 7 mm 4498 13  30 500
30 mm M4 7 mm 8 mm 9 mm 4498 04  30 100
30 mm M5 8 mm 10 mm 11 mm 4498 05  30 200
32 mm M5 8 mm 10 mm 11 mm 4498 05  32 100
35 mm M2.5 5 mm 6 mm 6 mm 4498 125 35 500
35 mm M3 5 mm 6 mm 7 mm 4498 03  35 500
35 mm M3 5.5 mm 6 mm 7 mm 4498 13  35 150
35 mm M4 7 mm 8 mm 9 mm 4498 04  35 500
35 mm M5 8 mm 10 mm 11 mm 4498 05  35 500
40 mm M2.5 4 mm 6 mm 6 mm 4498 025 40 500
40 mm M3 5 mm 6 mm 7 mm 4498 03  40 100
40 mm M3 5 mm 8 mm 10 mm 4498 340 810 500
40 mm M3 5.5 mm 6 mm 7 mm 4498 13  40 100
40 mm M4 7 mm 8 mm 9 mm 4498 04  40 500
40 mm M5 8 mm 10 mm 11 mm 4498 05  40 200
45 mm M3 5.5 mm 6 mm 7 mm 4498 13  45 100
45 mm M4 7 mm 8 mm 9 mm 4498 04  45 100
50 mm M3 5 mm 6 mm 7 mm 4498 03  50 500
50 mm M4 7 mm 8 mm 9 mm 4498 04  50 200
50 mm M5 8 mm 10 mm 11 mm 4498 05  50 100
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Length (L)
Thread type x 
nominal diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Male thread 
length (B)

Female-thread 
length (C)

Art. No. P. Qty. 

55 mm M5 8 mm 10 mm 11 mm 4498 05  55 100
60 mm M4 7 mm 8 mm 9 mm 4498 04  60 100
60 mm M5 8 mm 10 mm 11 mm 4498 05  60 100
65 mm M5 8 mm 10 mm 11 mm 4498 05  65 100
70 mm M4 7 mm 8 mm 9 mm 4498 04  70 100
70 mm M5 8 mm 10 mm 11 mm 4498 05  70 1
80 mm M5 8 mm 10 mm 11 mm 4498 05  80 100
90 mm M4 7 mm 8 mm 9 mm 4498 04  90 100
90 mm M5 8 mm 10 mm 11 mm 4498 05  90 100
100 mm M4 7 mm 8 mm 9 mm 4498 04  100 100
110 mm M5 8 mm 10 mm 11 mm 4498 05  110 100

Details/Application

For fastenings in the electrical engineering and electronics sector.
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Spacer stud, brass, nickel-plated

Thread according to DIN 13/Part 13

Length (L)
Thread type x nominal 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Female-thread length 
(C)

Art. No. P. Qty. 

5 mm M2.5 5 mm 5 mm 4498 325 5 1000
5 mm M3 5 mm 5 mm 4498 23  5 500
5 mm M3 5.5 mm 5 mm 4498 33  5 500
6 mm M2.5 4 mm 6 mm 4498 225 6 500
6 mm M2.5 5 mm 6 mm 4498 325 6 500
6 mm M3 5 mm 6 mm 4498 23  6 200
7 mm M2 4 mm 7 mm 4498 22  7 1000
7 mm M2.5 5 mm 7 mm 4498 325 7 500
7 mm M3 5 mm 7 mm 4498 23  7 500
7 mm M3 5.5 mm 7 mm 4498 33  7 500
7 mm M4 7 mm 7 mm 4498 34  7 500
8 mm M2.5 4 mm 8 mm 4498 225 8 500
8 mm M2.5 5 mm 8 mm 4498 325 8 500
8 mm M3 5.5 mm 8 mm 4498 33  8 1000
8 mm M4 7 mm 8 mm 4498 34  8 100
9 mm M2.5 4 mm 9 mm 4498 225 9 500
9 mm M3 5 mm 9 mm 4498 23  9 500
9 mm M3 5.5 mm 9 mm 4498 33  9 500
10 mm M2.5 5 mm 10 mm 4498 325 10 500
10 mm M2.50 4 mm 10 mm 4498 225 10 1
10 mm M3 5 mm 10 mm 4498 23  10 500
10 mm M3 5.5 mm 10 mm 4498 33  10 500
10 mm M4 7 mm 10 mm 4498 34  10 100
10 mm M5 8 mm 10 mm 4498 35  10 1000
11 mm M2.5 4 mm 11 mm 4498 225 11 500
11 mm M2.5 5 mm 11 mm 4498 325 11 500
11 mm M3 5 mm 11 mm 4498 23  11 500
11 mm M3 5.5 mm 11 mm 4498 33  11 500
12 mm M2 4 mm 5 mm 4498 22  12 500
12 mm M2.5 4 mm 12 mm 4498 225 12 500
12 mm M2.5 5 mm 12 mm 4498 325 12 500
12 mm M3 5 mm 12 mm 4498 23  12 500
12 mm M3 5.5 mm 12 mm 4498 33  12 500
12 mm M4 7 mm 12 mm 4498 34  12 500
13 mm M4 7 mm 13 mm 4498 34  13 100
14 mm M2.5 4 mm 14 mm 4498 225 14 500
14 mm M3 5 mm 14 mm 4498 23  14 500
14 mm M3 5.5 mm 14 mm 4498 33  14 500
14 mm M4 7 mm 14 mm 4498 34  14 500
15 mm M2 4 mm 5 mm 4498 22  15 500
15 mm M2.5 4 mm 15 mm 4498 225 15 500
15 mm M3 5 mm 15 mm 4498 23  15 500
15 mm M3 5.5 mm 15 mm 4498 33  15 500

Spacer studs Female/female thread, brass

Material Brass
Surface Nickel plated
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Details/Application

For fastenings in the electrical engineering and electronics sector.

Length (L)
Thread type x nominal 
diameter

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Female-thread length 
(C)

Art. No. P. Qty. 

15 mm M4 7 mm 15 mm 4498 34  15 100
15 mm M6 10 mm 15 mm 4498 36  15 100
16 mm M3 5.5 mm 16 mm 4498 33  16 500
16 mm M4 7 mm 16 mm 4498 34  16 500
16 mm M6 10 mm 16 mm 4498 36  16 100
17 mm M2.5 5 mm 17 mm 4498 325 17 500
17 mm M3 5 mm 17 mm 4498 23  17 250
17 mm M3 5.5 mm 17 mm 4498 33  17 500
17 mm M4 7 mm 17 mm 4498 34  17 500
18 mm M3 5.5 mm 18 mm 4498 33  18 500
20 mm M2.5 4 mm 6 mm 4498 225 20 500
20 mm M3 5 mm 20 mm 4498 23  20 500
20 mm M3 5.5 mm 20 mm 4498 33  20 500
20 mm M4 7 mm 20 mm 4498 34  20 100
23 mm M3 5 mm 7 mm 4498 23  23 500
25 mm M2.5 5 mm 25 mm 4498 325 25 1
25 mm M3 5 mm 7 mm 4498 23  25 500
25 mm M3 5.5 mm 7 mm 4498 33  25 500
25 mm M4 7 mm 25 mm 4498 34  25 500
28 mm M3 5 mm 7 mm 4498 23  28 100
28 mm M3 5.5 mm 7 mm 4498 33  28 500
30 mm M2.5 4 mm 6 mm 4498 225 30 500
30 mm M2.5 5 mm 5 mm 4498 325 30 1000
30 mm M3 5 mm 7 mm 4498 23  30 500
30 mm M3 5.5 mm 7 mm 4498 33  30 500
30 mm M4 7 mm 9 mm 4498 34  30 100
33 mm M3 5 mm 7 mm 4498 33  33 100
35 mm M3 5 mm 7 mm 4498 23  35 500
35 mm M3 5.5 mm 7 mm 4498 33  35 500
35 mm M4 7 mm 9 mm 4498 34  35 500
40 mm M3 5 mm 7 mm 4498 23  40 100
40 mm M3 5.5 mm 7 mm 4498 33  40 500
40 mm M4 7 mm 9 mm 4498 34  40 100
45 mm M3 5.5 mm 7 mm 4498 33  45 200
45 mm M4 7 mm 9 mm 4498 34  45 100
50 mm M4 7 mm 9 mm 4498 34  50 100
55 mm M3 5.5 mm 7 mm 4498 33  55 100
60 mm M4 7 mm 9 mm 4498 34  60 300
60 mm M5 8 mm 11 mm 4498 35  60 100
60 mm M6 10 mm 12 mm 4498 36  60 100
70 mm M3 5.5 mm 7 mm 4498 33  70 500
70 mm M4 7 mm 9 mm 4498 34  70 200
80 mm M4 7 mm 9 mm 4498 34  80 100
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Plastic spacer stud

• 	Female/male thread
• 	Polyamide 6 black
• 	Good insulating properties

Thread type x 
nominal diameter

Length (L)
Female-thread 
length (c)

Male thread 
length (B)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M2.5 5 mm 3 mm 8 mm 5 mm 4498 910 000 500
M2.5 6 mm 3.5 mm 8 mm 5 mm 4498 910 001 500
M2.5 7 mm 4 mm 8 mm 5 mm 4498 910 002 500
M2.5 8 mm 5 mm 8 mm 5 mm 4498 910 003 500
M2.5 9 mm 6 mm 8 mm 5 mm 4498 910 004 500
M2.5 10 mm 8 mm 8 mm 5 mm 4498 910 005 500
M2.5 11 mm 9 mm 8 mm 5 mm 4498 910 006 500
M2.5 12 mm 9 mm 8 mm 5 mm 4498 910 007 500
M2.5 13 mm 9 mm 8 mm 5 mm 4498 910 008 500
M2.5 14 mm 9 mm 8 mm 5 mm 4498 910 009 500
M2.5 15 mm 10 mm 8 mm 5 mm 4498 910 010 500
M2.5 16 mm 10 mm 8 mm 5 mm 4498 910 011 500
M2.5 17 mm 10 mm 8 mm 5 mm 4498 910 012 500
M2.5 18 mm 10 mm 8 mm 5 mm 4498 910 013 500
M2.5 19 mm 10 mm 8 mm 5 mm 4498 910 014 500
M2.5 20 mm 10 mm 8 mm 5 mm 4498 910 015 500
M2.5 21 mm 10 mm 8 mm 5 mm 4498 910 016 500
M2.5 22 mm 10 mm 8 mm 5 mm 4498 910 017 500
M2.5 23 mm 10 mm 8 mm 5 mm 4498 910 018 500
M2.5 24 mm 10 mm 8 mm 5 mm 4498 910 019 500
M2.5 25 mm 10 mm 8 mm 5 mm 4498 910 020 500
M2.5 26 mm 10 mm 8 mm 5 mm 4498 910 021 500
M2.5 27 mm 10 mm 8 mm 5 mm 4498 910 022 500
M2.5 28 mm 10 mm 8 mm 5 mm 4498 910 023 500
M2.5 29 mm 10 mm 8 mm 5 mm 4498 910 024 500
M2.5 30 mm 10 mm 8 mm 5 mm 4498 910 025 500
M2.5 31 mm 10 mm 8 mm 5 mm 4498 910 026 500
M2.5 32 mm 10 mm 8 mm 5 mm 4498 910 027 500
M2.5 33 mm 10 mm 8 mm 5 mm 4498 910 028 500
M2.5 34 mm 10 mm 8 mm 5 mm 4498 910 029 500
M2.5 35 mm 10 mm 8 mm 5 mm 4498 910 030 500
M2.5 36 mm 10 mm 8 mm 5 mm 4498 910 031 500
M2.5 37 mm 10 mm 8 mm 5 mm 4498 910 032 500
M2.5 38 mm 10 mm 8 mm 5 mm 4498 910 033 500
M2.5 39 mm 10 mm 8 mm 5 mm 4498 910 034 500
M2.5 40 mm 10 mm 8 mm 5 mm 4498 910 035 500
M2.5 41 mm 10 mm 8 mm 5 mm 4498 910 036 500
M2.5 42 mm 10 mm 8 mm 5 mm 4498 910 037 500
M2.5 43 mm 10 mm 8 mm 5 mm 4498 910 038 500
M2.5 44 mm 10 mm 8 mm 5 mm 4498 910 039 500

Spacer stud, polyamide, hex, F/M

Material PA - Polyamide
Colour Black
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Thread type x 
nominal diameter

Length (L)
Female-thread 
length (c)

Male thread 
length (B)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M2.5 45 mm 11 mm 8 mm 5 mm 4498 910 040 500
M3 4 mm 3 mm 8 mm 6 mm 4498 910 098 500
M3 5 mm 3 mm 8 mm 5.5 mm 4498 910 041 500
M3 5 mm 3 mm 8 mm 6 mm 4498 910 099 500
M3 5 mm 3 mm 8 mm 8 mm 4498 910 156 500
M3 6 mm 3.5 mm 8 mm 5.5 mm 4498 910 042 500
M3 6 mm 3.5 mm 8 mm 6 mm 4498 910 100 500
M3 6 mm 3.5 mm 8 mm 8 mm 4498 910 157 500
M3 7 mm 4 mm 8 mm 5.5 mm 4498 910 043 500
M3 7 mm 4 mm 8 mm 6 mm 4498 910 101 500
M3 7 mm 4 mm 8 mm 8 mm 4498 910 158 500
M3 8 mm 5 mm 8 mm 5.5 mm 4498 910 044 500
M3 8 mm 5 mm 8 mm 6 mm 4498 910 102 500
M3 8 mm 5 mm 8 mm 8 mm 4498 910 159 500
M3 9 mm 6 mm 8 mm 5.5 mm 4498 910 045 500
M3 9 mm 6 mm 8 mm 6 mm 4498 910 103 500
M3 9 mm 6 mm 8 mm 8 mm 4498 910 160 500
M3 10 mm 8 mm 8 mm 5.5 mm 4498 910 046 500
M3 10 mm 8 mm 8 mm 6 mm 4498 910 104 500
M3 10 mm 8 mm 8 mm 8 mm 4498 910 161 500
M3 11 mm 9 mm 8 mm 5.5 mm 4498 910 047 500
M3 11 mm 9 mm 8 mm 6 mm 4498 910 105 500
M3 11 mm 9 mm 8 mm 8 mm 4498 910 162 500
M3 12 mm 9 mm 8 mm 5.5 mm 4498 910 048 500
M3 12 mm 9 mm 8 mm 6 mm 4498 910 106 500
M3 12 mm 9 mm 8 mm 8 mm 4498 910 163 500
M3 13 mm 9 mm 8 mm 5.5 mm 4498 910 049 500
M3 13 mm 9 mm 8 mm 6 mm 4498 910 107 500
M3 13 mm 9 mm 8 mm 8 mm 4498 910 164 500
M3 14 mm 9 mm 8 mm 5.5 mm 4498 910 050 500
M3 14 mm 9 mm 8 mm 6 mm 4498 910 108 500
M3 14 mm 9 mm 8 mm 8 mm 4498 910 165 500
M3 15 mm 10 mm 8 mm 5.5 mm 4498 910 051 500
M3 15 mm 10 mm 8 mm 6 mm 4498 910 109 500
M3 15 mm 10 mm 8 mm 8 mm 4498 910 166 500
M3 16 mm 10 mm 8 mm 5.5 mm 4498 910 052 500
M3 16 mm 10 mm 8 mm 6 mm 4498 910 110 500
M3 16 mm 10 mm 8 mm 8 mm 4498 910 167 500
M3 17 mm 10 mm 8 mm 5.5 mm 4498 910 053 500
M3 17 mm 10 mm 8 mm 6 mm 4498 910 111 500
M3 17 mm 10 mm 8 mm 8 mm 4498 910 168 500
M3 18 mm 10 mm 8 mm 5.5 mm 4498 910 054 500
M3 18 mm 10 mm 8 mm 6 mm 4498 910 112 500
M3 18 mm 10 mm 8 mm 8 mm 4498 910 169 500
M3 19 mm 10 mm 8 mm 5.5 mm 4498 910 055 500
M3 19 mm 10 mm 8 mm 6 mm 4498 910 113 500
M3 19 mm 10 mm 8 mm 8 mm 4498 910 170 500
M3 20 mm 10 mm 8 mm 5.5 mm 4498 910 056 500
M3 20 mm 10 mm 8 mm 6 mm 4498 910 114 500
M3 20 mm 10 mm 8 mm 8 mm 4498 910 171 500
M3 21 mm 10 mm 8 mm 5.5 mm 4498 910 057 500
M3 21 mm 10 mm 8 mm 6 mm 4498 910 115 500
M3 21 mm 10 mm 8 mm 8 mm 4498 910 172 500
M3 22 mm 10 mm 8 mm 5.5 mm 4498 910 058 500

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology



401

08

Thread type x 
nominal diameter

Length (L)
Female-thread 
length (c)

Male thread 
length (B)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 22 mm 10 mm 8 mm 6 mm 4498 910 116 500
M3 22 mm 10 mm 8 mm 8 mm 4498 910 173 500
M3 23 mm 10 mm 8 mm 5.5 mm 4498 910 059 500
M3 23 mm 10 mm 8 mm 6 mm 4498 910 117 500
M3 23 mm 10 mm 8 mm 8 mm 4498 910 174 500
M3 24 mm 10 mm 8 mm 5.5 mm 4498 910 060 500
M3 24 mm 10 mm 8 mm 6 mm 4498 910 118 500
M3 24 mm 10 mm 8 mm 8 mm 4498 910 175 500
M3 25 mm 10 mm 8 mm 5.5 mm 4498 910 061 500
M3 25 mm 10 mm 8 mm 6 mm 4498 910 119 500
M3 25 mm 10 mm 8 mm 8 mm 4498 910 176 500
M3 26 mm 10 mm 8 mm 5.5 mm 4498 910 062 500
M3 26 mm 10 mm 8 mm 6 mm 4498 910 120 500
M3 26 mm 10 mm 8 mm 8 mm 4498 910 177 500
M3 27 mm 10 mm 8 mm 5.5 mm 4498 910 063 500
M3 27 mm 10 mm 8 mm 6 mm 4498 910 121 500
M3 27 mm 10 mm 8 mm 8 mm 4498 910 178 500
M3 28 mm 10 mm 8 mm 5.5 mm 4498 910 064 500
M3 28 mm 10 mm 8 mm 6 mm 4498 910 122 500
M3 28 mm 10 mm 8 mm 8 mm 4498 910 179 500
M3 29 mm 10 mm 8 mm 5.5 mm 4498 910 065 500
M3 29 mm 10 mm 8 mm 6 mm 4498 910 123 500
M3 29 mm 10 mm 8 mm 8 mm 4498 910 180 500
M3 30 mm 10 mm 8 mm 5.5 mm 4498 910 066 500
M3 30 mm 10 mm 8 mm 6 mm 4498 910 124 500
M3 30 mm 10 mm 8 mm 8 mm 4498 910 181 500
M3 31 mm 10 mm 8 mm 5.5 mm 4498 910 067 500
M3 31 mm 10 mm 8 mm 6 mm 4498 910 125 500
M3 31 mm 10 mm 8 mm 8 mm 4498 910 182 500
M3 32 mm 10 mm 8 mm 5.5 mm 4498 910 068 500
M3 32 mm 10 mm 8 mm 6 mm 4498 910 126 500
M3 32 mm 10 mm 8 mm 8 mm 4498 910 183 500
M3 33 mm 10 mm 8 mm 5.5 mm 4498 910 069 500
M3 33 mm 10 mm 8 mm 6 mm 4498 910 127 500
M3 33 mm 10 mm 8 mm 8 mm 4498 910 184 500
M3 34 mm 10 mm 8 mm 5.5 mm 4498 910 070 500
M3 34 mm 10 mm 8 mm 6 mm 4498 910 128 500
M3 34 mm 10 mm 8 mm 8 mm 4498 910 185 500
M3 35 mm 10 mm 8 mm 5.5 mm 4498 910 071 500
M3 35 mm 10 mm 8 mm 6 mm 4498 910 129 500
M3 35 mm 10 mm 8 mm 8 mm 4498 910 186 500
M3 36 mm 10 mm 8 mm 5.5 mm 4498 910 072 500
M3 36 mm 10 mm 8 mm 6 mm 4498 910 130 500
M3 36 mm 10 mm 8 mm 8 mm 4498 910 187 500
M3 37 mm 10 mm 8 mm 5.5 mm 4498 910 073 500
M3 37 mm 10 mm 8 mm 6 mm 4498 910 131 500
M3 37 mm 10 mm 8 mm 8 mm 4498 910 188 500
M3 38 mm 10 mm 8 mm 5.5 mm 4498 910 074 500
M3 38 mm 10 mm 8 mm 6 mm 4498 910 132 500
M3 38 mm 10 mm 8 mm 8 mm 4498 910 189 500
M3 39 mm 10 mm 8 mm 5.5 mm 4498 910 075 500
M3 39 mm 10 mm 8 mm 6 mm 4498 910 133 500
M3 39 mm 10 mm 8 mm 8 mm 4498 910 190 500
M3 40 mm 10 mm 8 mm 5.5 mm 4498 910 076 500
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Thread type x 
nominal diameter

Length (L)
Female-thread 
length (c)

Male thread 
length (B)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 40 mm 10 mm 8 mm 6 mm 4498 910 134 500
M3 40 mm 10 mm 8 mm 8 mm 4498 910 191 500
M3 41 mm 10 mm 8 mm 5.5 mm 4498 910 077 500
M3 41 mm 10 mm 8 mm 6 mm 4498 910 135 500
M3 41 mm 10 mm 8 mm 8 mm 4498 910 192 500
M3 42 mm 10 mm 8 mm 5.5 mm 4498 910 078 500
M3 42 mm 10 mm 8 mm 6 mm 4498 910 136 500
M3 42 mm 10 mm 8 mm 8 mm 4498 910 193 500
M3 43 mm 10 mm 8 mm 5.5 mm 4498 910 079 500
M3 43 mm 10 mm 8 mm 6 mm 4498 910 137 500
M3 43 mm 10 mm 8 mm 8 mm 4498 910 194 500
M3 44 mm 10 mm 8 mm 5.5 mm 4498 910 080 500
M3 44 mm 10 mm 8 mm 6 mm 4498 910 138 500
M3 44 mm 10 mm 8 mm 8 mm 4498 910 195 500
M3 45 mm 11 mm 8 mm 5.5 mm 4498 910 081 500
M3 45 mm 11 mm 8 mm 6 mm 4498 910 139 500
M3 45 mm 11 mm 8 mm 8 mm 4498 910 196 500
M3 46 mm 11 mm 8 mm 5.5 mm 4498 910 082 500
M3 46 mm 11 mm 8 mm 6 mm 4498 910 140 500
M3 46 mm 11 mm 8 mm 8 mm 4498 910 197 500
M3 47 mm 11 mm 8 mm 5.5 mm 4498 910 083 500
M3 47 mm 11 mm 8 mm 6 mm 4498 910 141 500
M3 47 mm 11 mm 8 mm 8 mm 4498 910 198 500
M3 48 mm 11 mm 8 mm 5.5 mm 4498 910 084 500
M3 48 mm 11 mm 8 mm 6 mm 4498 910 142 500
M3 48 mm 11 mm 8 mm 8 mm 4498 910 199 500
M3 49 mm 11 mm 8 mm 5.5 mm 4498 910 085 500
M3 49 mm 11 mm 8 mm 6 mm 4498 910 143 500
M3 49 mm 11 mm 8 mm 8 mm 4498 910 200 500
M3 50 mm 11 mm 8 mm 5.5 mm 4498 910 086 500
M3 50 mm 11 mm 8 mm 6 mm 4498 910 144 500
M3 50 mm 11 mm 8 mm 8 mm 4498 910 201 500
M3 51 mm 11 mm 8 mm 5.5 mm 4498 910 087 500
M3 51 mm 11 mm 8 mm 6 mm 4498 910 145 500
M3 51 mm 11 mm 8 mm 8 mm 4498 910 202 500
M3 52 mm 11 mm 8 mm 5.5 mm 4498 910 088 500
M3 52 mm 11 mm 8 mm 6 mm 4498 910 146 500
M3 52 mm 11 mm 8 mm 8 mm 4498 910 203 500
M3 53 mm 11 mm 8 mm 5.5 mm 4498 910 089 500
M3 53 mm 11 mm 8 mm 6 mm 4498 910 147 500
M3 53 mm 11 mm 8 mm 8 mm 4498 910 204 500
M3 54 mm 11 mm 8 mm 5.5 mm 4498 910 090 500
M3 54 mm 11 mm 8 mm 6 mm 4498 910 148 500
M3 54 mm 11 mm 8 mm 8 mm 4498 910 205 500
M3 55 mm 11 mm 8 mm 5.5 mm 4498 910 091 500
M3 55 mm 11 mm 8 mm 6 mm 4498 910 149 500
M3 55 mm 11 mm 8 mm 8 mm 4498 910 206 500
M3 56 mm 11 mm 8 mm 5.5 mm 4498 910 092 500
M3 56 mm 11 mm 8 mm 6 mm 4498 910 150 500
M3 56 mm 11 mm 8 mm 8 mm 4498 910 207 500
M3 57 mm 11 mm 8 mm 5.5 mm 4498 910 093 500
M3 57 mm 11 mm 8 mm 6 mm 4498 910 151 500
M3 57 mm 11 mm 8 mm 8 mm 4498 910 208 500
M3 58 mm 11 mm 8 mm 5.5 mm 4498 910 094 500
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Thread type x 
nominal diameter

Length (L)
Female-thread 
length (c)

Male thread 
length (B)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 58 mm 11 mm 8 mm 6 mm 4498 910 152 500
M3 58 mm 11 mm 8 mm 8 mm 4498 910 209 500
M3 59 mm 11 mm 8 mm 5.5 mm 4498 910 095 500
M3 59 mm 11 mm 8 mm 6 mm 4498 910 153 500
M3 59 mm 11 mm 8 mm 8 mm 4498 910 210 500
M3 60 mm 11 mm 8 mm 5.5 mm 4498 910 096 500
M3 60 mm 11 mm 8 mm 6 mm 4498 910 154 500
M3 60 mm 11 mm 8 mm 8 mm 4498 910 211 500
M3 61 mm 11 mm 8 mm 5.5 mm 4498 910 097 500
M3 61 mm 11 mm 8 mm 6 mm 4498 910 155 500
M3 61 mm 11 mm 8 mm 8 mm 4498 910 212 500
M4 5 mm 3 mm 8 mm 8 mm 4498 910 213 500
M4 6 mm 3.5 mm 8 mm 8 mm 4498 910 214 500
M4 7 mm 4 mm 8 mm 8 mm 4498 910 215 500
M4 8 mm 5 mm 5 mm 8 mm 4498 910 217 500
M4 8 mm 5 mm 8 mm 8 mm 4498 910 216 500
M4 9 mm 6 mm 8 mm 8 mm 4498 910 218 500
M4 10 mm 8 mm 8 mm 8 mm 4498 910 219 500
M4 11 mm 9 mm 8 mm 8 mm 4498 910 220 500
M4 12 mm 9 mm 8 mm 8 mm 4498 910 221 500
M4 13 mm 9 mm 8 mm 8 mm 4498 910 222 500
M4 14 mm 9 mm 8 mm 8 mm 4498 910 223 500
M4 15 mm 10 mm 8 mm 8 mm 4498 910 224 500
M4 16 mm 10 mm 8 mm 8 mm 4498 910 225 500
M4 17 mm 10 mm 8 mm 8 mm 4498 910 226 500
M4 18 mm 10 mm 8 mm 8 mm 4498 910 227 500
M4 19 mm 10 mm 8 mm 8 mm 4498 910 228 500
M4 20 mm 10 mm 8 mm 8 mm 4498 910 229 500
M4 21 mm 10 mm 8 mm 8 mm 4498 910 230 500
M4 22 mm 10 mm 8 mm 8 mm 4498 910 231 500
M4 23 mm 10 mm 8 mm 8 mm 4498 910 232 500
M4 24 mm 10 mm 8 mm 8 mm 4498 910 233 500
M4 25 mm 10 mm 8 mm 8 mm 4498 910 234 500
M4 26 mm 10 mm 8 mm 8 mm 4498 910 235 500
M4 27 mm 10 mm 8 mm 8 mm 4498 910 236 500
M4 28 mm 10 mm 8 mm 8 mm 4498 910 237 500
M4 29 mm 10 mm 8 mm 8 mm 4498 910 238 500
M4 30 mm 10 mm 8 mm 8 mm 4498 910 239 500
M4 31 mm 10 mm 8 mm 8 mm 4498 910 240 500
M4 32 mm 10 mm 8 mm 8 mm 4498 910 241 500
M4 33 mm 10 mm 8 mm 8 mm 4498 910 242 500
M4 34 mm 10 mm 8 mm 8 mm 4498 910 243 500
M4 35 mm 10 mm 8 mm 8 mm 4498 910 244 500
M4 36 mm 10 mm 8 mm 8 mm 4498 910 245 500
M4 37 mm 10 mm 8 mm 8 mm 4498 910 246 500
M4 38 mm 10 mm 8 mm 8 mm 4498 910 247 500
M4 39 mm 10 mm 8 mm 8 mm 4498 910 248 500
M4 40 mm 10 mm 8 mm 8 mm 4498 910 249 500
M4 41 mm 10 mm 8 mm 8 mm 4498 910 250 500
M4 42 mm 10 mm 8 mm 8 mm 4498 910 251 500
M4 43 mm 10 mm 8 mm 8 mm 4498 910 252 500
M4 44 mm 10 mm 8 mm 8 mm 4498 910 253 500
M4 45 mm 11 mm 8 mm 8 mm 4498 910 254 500
M4 46 mm 11 mm 8 mm 8 mm 4498 910 255 500
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Thread type x 
nominal diameter

Length (L)
Female-thread 
length (c)

Male thread 
length (B)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M4 47 mm 11 mm 8 mm 8 mm 4498 910 256 500
M4 48 mm 11 mm 8 mm 8 mm 4498 910 257 500
M4 49 mm 11 mm 8 mm 8 mm 4498 910 258 500
M4 50 mm 11 mm 8 mm 8 mm 4498 910 259 500
M4 51 mm 11 mm 8 mm 8 mm 4498 910 260 500
M4 52 mm 11 mm 8 mm 8 mm 4498 910 261 500
M4 53 mm 11 mm 8 mm 8 mm 4498 910 262 500
M4 54 mm 11 mm 8 mm 8 mm 4498 910 263 500
M4 55 mm 11 mm 8 mm 8 mm 4498 910 264 500
M4 56 mm 11 mm 8 mm 8 mm 4498 910 265 500
M4 57 mm 11 mm 8 mm 8 mm 4498 910 266 500
M4 58 mm 11 mm 8 mm 8 mm 4498 910 267 500
M4 59 mm 11 mm 8 mm 8 mm 4498 910 268 500
M4 60 mm 11 mm 8 mm 8 mm 4498 910 269 500
M4 61 mm 11 mm 8 mm 8 mm 4498 910 270 500
M4 62 mm 11 mm 8 mm 8 mm 4498 910 271 500
M4 63 mm 11 mm 8 mm 8 mm 4498 910 272 500
M4 64 mm 11 mm 8 mm 8 mm 4498 910 273 500
M4 65 mm 11 mm 8 mm 8 mm 4498 910 274 500
M4 66 mm 11 mm 8 mm 8 mm 4498 910 275 500
M4 67 mm 11 mm 8 mm 8 mm 4498 910 276 500
M4 68 mm 11 mm 8 mm 8 mm 4498 910 277 500
M4 69 mm 11 mm 8 mm 8 mm 4498 910 278 500
M4 70 mm 11 mm 8 mm 8 mm 4498 910 279 500
M5 8 mm 5 mm 8 mm 10 mm 4498 910 280 500
M5 9 mm 6 mm 8 mm 10 mm 4498 910 281 500
M5 10 mm 8 mm 8 mm 10 mm 4498 910 282 500
M5 11 mm 9 mm 8 mm 10 mm 4498 910 283 500
M5 12 mm 9 mm 8 mm 10 mm 4498 910 284 500
M5 13 mm 9 mm 8 mm 10 mm 4498 910 285 500
M5 14 mm 9 mm 8 mm 10 mm 4498 910 286 500
M5 15 mm 10 mm 8 mm 10 mm 4498 910 287 500
M5 16 mm 10 mm 8 mm 10 mm 4498 910 288 500
M5 17 mm 10 mm 8 mm 10 mm 4498 910 289 500
M5 18 mm 10 mm 8 mm 10 mm 4498 910 290 500
M5 19 mm 10 mm 8 mm 10 mm 4498 910 291 500
M5 20 mm 10 mm 8 mm 10 mm 4498 910 292 500
M5 21 mm 10 mm 8 mm 10 mm 4498 910 293 500
M5 22 mm 10 mm 8 mm 10 mm 4498 910 294 500
M5 23 mm 10 mm 8 mm 10 mm 4498 910 295 500
M5 24 mm 10 mm 8 mm 10 mm 4498 910 296 500
M5 25 mm 10 mm 8 mm 10 mm 4498 910 297 500
M5 26 mm 10 mm 8 mm 10 mm 4498 910 298 500
M5 27 mm 10 mm 8 mm 10 mm 4498 910 299 500
M5 28 mm 10 mm 8 mm 10 mm 4498 910 300 500
M5 29 mm 10 mm 8 mm 10 mm 4498 910 301 500
M5 30 mm 10 mm 8 mm 10 mm 4498 910 302 500
M5 31 mm 10 mm 8 mm 10 mm 4498 910 303 500
M5 32 mm 10 mm 8 mm 10 mm 4498 910 304 500
M5 33 mm 10 mm 8 mm 10 mm 4498 910 305 500
M5 34 mm 10 mm 8 mm 10 mm 4498 910 306 500
M5 35 mm 10 mm 8 mm 10 mm 4498 910 307 500
M5 36 mm 10 mm 8 mm 10 mm 4498 910 308 500
M5 37 mm 10 mm 8 mm 10 mm 4498 910 309 500
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Thread type x 
nominal diameter

Length (L)
Female-thread 
length (c)

Male thread 
length (B)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M5 38 mm 10 mm 8 mm 10 mm 4498 910 310 500
M5 39 mm 10 mm 8 mm 10 mm 4498 910 311 500
M5 40 mm 10 mm 8 mm 10 mm 4498 910 312 500
M5 41 mm 10 mm 8 mm 10 mm 4498 910 313 500
M5 42 mm 10 mm 8 mm 10 mm 4498 910 314 500
M5 43 mm 10 mm 8 mm 10 mm 4498 910 315 500
M5 44 mm 10 mm 8 mm 10 mm 4498 910 316 500
M5 45 mm 11 mm 8 mm 10 mm 4498 910 317 500
M5 46 mm 11 mm 8 mm 10 mm 4498 910 318 500
M5 47 mm 11 mm 8 mm 10 mm 4498 910 319 500
M5 48 mm 11 mm 8 mm 10 mm 4498 910 320 500
M5 49 mm 11 mm 8 mm 10 mm 4498 910 321 500
M5 50 mm 11 mm 8 mm 10 mm 4498 910 322 500
M5 51 mm 11 mm 8 mm 10 mm 4498 910 323 500
M5 52 mm 11 mm 8 mm 10 mm 4498 910 324 500
M5 53 mm 11 mm 8 mm 10 mm 4498 910 325 500
M5 54 mm 11 mm 8 mm 10 mm 4498 910 326 500
M5 55 mm 11 mm 8 mm 10 mm 4498 910 327 500
M5 56 mm 11 mm 8 mm 10 mm 4498 910 328 500
M5 57 mm 11 mm 8 mm 10 mm 4498 910 329 500
M5 58 mm 11 mm 8 mm 10 mm 4498 910 330 500
M5 59 mm 11 mm 8 mm 10 mm 4498 910 331 500
M5 60 mm 11 mm 8 mm 10 mm 4498 910 332 500
M5 61 mm 11 mm 8 mm 10 mm 4498 910 333 500
M5 62 mm 11 mm 8 mm 10 mm 4498 910 334 500
M5 63 mm 11 mm 8 mm 10 mm 4498 910 335 500
M5 64 mm 11 mm 8 mm 10 mm 4498 910 336 500
M5 65 mm 11 mm 8 mm 10 mm 4498 910 337 500
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Plastic spacer stud

• 	Female/female thread
• 	Polyamide 6 black
• 	Good insulating properties

Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M2 5 mm 5 mm 5 mm 4498 910 400 500
M2 6 mm 6 mm 5 mm 4498 910 401 500
M2 7 mm 7 mm 5 mm 4498 910 402 500
M2 8 mm 8 mm 5 mm 4498 910 403 500
M2 9 mm 9 mm 5 mm 4498 910 404 500
M2 10 mm 10 mm 5 mm 4498 910 405 500
M2 11 mm 10 mm 5 mm 4498 910 406 500
M2 12 mm 10 mm 5 mm 4498 910 407 500
M2 13 mm 10 mm 5 mm 4498 910 408 500
M2 14 mm 10 mm 5 mm 4498 910 409 500
M2 15 mm 10 mm 5 mm 4498 910 410 500
M2 16 mm 10 mm 5 mm 4498 910 411 500
M2 17 mm 10 mm 5 mm 4498 910 412 500
M2 18 mm 10 mm 5 mm 4498 910 413 500
M2 19 mm 10 mm 5 mm 4498 910 414 500
M2 20 mm 10 mm 5 mm 4498 910 415 500
M2 21 mm 10 mm 5 mm 4498 910 416 500
M2 22 mm 10 mm 5 mm 4498 910 417 500
M2 23 mm 10 mm 5 mm 4498 910 418 500
M2 24 mm 10 mm 5 mm 4498 910 419 500
M2 25 mm 10 mm 5 mm 4498 910 420 500
M2 26 mm 10 mm 5 mm 4498 910 421 500
M2 27 mm 10 mm 5 mm 4498 910 422 500
M2 28 mm 10 mm 5 mm 4498 910 423 500
M2 29 mm 10 mm 5 mm 4498 910 424 500
M2 30 mm 10 mm 5 mm 4498 910 425 500
M2 31 mm 10 mm 5 mm 4498 910 426 500
M2 32 mm 10 mm 5 mm 4498 910 427 500
M2 33 mm 10 mm 5 mm 4498 910 428 500
M2 34 mm 10 mm 5 mm 4498 910 429 500
M2 35 mm 10 mm 5 mm 4498 910 430 500
M2 36 mm 10 mm 5 mm 4498 910 431 500
M2 37 mm 10 mm 5 mm 4498 910 432 500
M2 38 mm 10 mm 5 mm 4498 910 433 500
M2 39 mm 10 mm 5 mm 4498 910 434 500
M2 40 mm 10 mm 5 mm 4498 910 435 500
M2 41 mm 10 mm 5 mm 4498 910 436 500
M2 42 mm 10 mm 5 mm 4498 910 437 500
M2 43 mm 10 mm 5 mm 4498 910 438 500
M2 44 mm 10 mm 5 mm 4498 910 439 500

Spacer stud, polyamide, hex, F/F

Material PA - Polyamide
Colour Black
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M2 45 mm 10 mm 5 mm 4498 910 440 500
M2.5 5 mm 5 mm 5 mm 4498 910 441 500
M2.5 6 mm 6 mm 5 mm 4498 910 442 500
M2.5 7 mm 7 mm 5 mm 4498 910 443 500
M2.5 8 mm 8 mm 5 mm 4498 910 444 500
M2.5 9 mm 9 mm 5 mm 4498 910 445 500
M2.5 10 mm 10 mm 5 mm 4498 910 446 500
M2.5 11 mm 10 mm 5 mm 4498 910 447 500
M2.5 12 mm 10 mm 5 mm 4498 910 448 500
M2.5 13 mm 10 mm 5 mm 4498 910 449 500
M2.5 14 mm 10 mm 5 mm 4498 910 450 500
M2.5 15 mm 10 mm 5 mm 4498 910 451 500
M2.5 16 mm 10 mm 5 mm 4498 910 452 500
M2.5 17 mm 10 mm 5 mm 4498 910 453 500
M2.5 18 mm 10 mm 5 mm 4498 910 454 500
M2.5 19 mm 10 mm 5 mm 4498 910 455 500
M2.5 20 mm 10 mm 5 mm 4498 910 456 500
M2.5 21 mm 10 mm 5 mm 4498 910 457 500
M2.5 22 mm 10 mm 5 mm 4498 910 458 500
M2.5 23 mm 10 mm 5 mm 4498 910 459 500
M2.5 24 mm 10 mm 5 mm 4498 910 460 500
M2.5 25 mm 10 mm 5 mm 4498 910 461 500
M2.5 26 mm 10 mm 5 mm 4498 910 462 500
M2.5 27 mm 10 mm 5 mm 4498 910 463 500
M2.5 28 mm 10 mm 5 mm 4498 910 464 500
M2.5 29 mm 10 mm 5 mm 4498 910 465 500
M2.5 30 mm 10 mm 5 mm 4498 910 466 500
M2.5 31 mm 10 mm 5 mm 4498 910 467 500
M2.5 32 mm 10 mm 5 mm 4498 910 468 500
M2.5 33 mm 10 mm 5 mm 4498 910 469 500
M2.5 34 mm 10 mm 5 mm 4498 910 470 500
M2.5 35 mm 10 mm 5 mm 4498 910 471 500
M2.5 36 mm 10 mm 5 mm 4498 910 472 500
M2.5 37 mm 10 mm 5 mm 4498 910 473 500
M2.5 38 mm 10 mm 5 mm 4498 910 474 500
M2.5 39 mm 10 mm 5 mm 4498 910 475 500
M2.5 40 mm 10 mm 5 mm 4498 910 476 500
M2.5 41 mm 10 mm 5 mm 4498 910 477 500
M2.5 42 mm 10 mm 5 mm 4498 910 478 500
M2.5 43 mm 10 mm 5 mm 4498 910 479 500
M2.5 44 mm 10 mm 5 mm 4498 910 480 500
M2.5 45 mm 10 mm 5 mm 4498 910 481 500
M2.5 46 mm 10 mm 5 mm 4498 910 482 500
M2.5 47 mm 10 mm 5 mm 4498 910 483 500
M2.5 48 mm 10 mm 5 mm 4498 910 484 500
M2.5 49 mm 10 mm 5 mm 4498 910 485 500
M2.5 50 mm 10 mm 5 mm 4498 910 486 500
M2.5 51 mm 10 mm 5 mm 4498 910 487 500
M2.5 52 mm 10 mm 5 mm 4498 910 488 500
M2.5 53 mm 10 mm 5 mm 4498 910 489 500
M2.5 54 mm 10 mm 5 mm 4498 910 490 500
M2.5 55 mm 10 mm 5 mm 4498 910 491 500
M3 5 mm 5 mm 5.5 mm 4498 910 492 500
M3 5 mm 5 mm 6 mm 4498 910 543 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 5 mm 5 mm 7 mm 4498 910 604 500
M3 5 mm 5 mm 8 mm 4498 910 665 500
M3 6 mm 6 mm 5.5 mm 4498 910 493 500
M3 6 mm 6 mm 6 mm 4498 910 544 500
M3 6 mm 6 mm 7 mm 4498 910 605 500
M3 6 mm 6 mm 8 mm 4498 910 666 500
M3 7 mm 7 mm 5.5 mm 4498 910 494 500
M3 7 mm 7 mm 6 mm 4498 910 545 500
M3 7 mm 7 mm 7 mm 4498 910 606 500
M3 7 mm 7 mm 8 mm 4498 910 667 500
M3 8 mm 8 mm 5.5 mm 4498 910 495 500
M3 8 mm 8 mm 6 mm 4498 910 546 500
M3 8 mm 8 mm 7 mm 4498 910 607 500
M3 8 mm 8 mm 8 mm 4498 910 668 500
M3 9 mm 9 mm 5.5 mm 4498 910 496 500
M3 9 mm 9 mm 6 mm 4498 910 547 500
M3 9 mm 9 mm 7 mm 4498 910 608 500
M3 9 mm 9 mm 8 mm 4498 910 669 500
M3 10 mm 10 mm 5.5 mm 4498 910 497 500
M3 10 mm 10 mm 6 mm 4498 910 548 500
M3 10 mm 10 mm 7 mm 4498 910 609 500
M3 10 mm 10 mm 8 mm 4498 910 670 500
M3 11 mm 10 mm 5.5 mm 4498 910 498 500
M3 11 mm 10 mm 6 mm 4498 910 549 500
M3 11 mm 10 mm 7 mm 4498 910 610 500
M3 11 mm 10 mm 8 mm 4498 910 671 500
M3 12 mm 10 mm 5.5 mm 4498 910 499 500
M3 12 mm 10 mm 6 mm 4498 910 550 500
M3 12 mm 10 mm 7 mm 4498 910 611 500
M3 12 mm 10 mm 8 mm 4498 910 672 500
M3 13 mm 10 mm 5.5 mm 4498 910 500 500
M3 13 mm 10 mm 6 mm 4498 910 551 500
M3 13 mm 10 mm 7 mm 4498 910 612 500
M3 13 mm 10 mm 8 mm 4498 910 673 500
M3 14 mm 10 mm 5.5 mm 4498 910 501 500
M3 14 mm 10 mm 6 mm 4498 910 552 500
M3 14 mm 10 mm 7 mm 4498 910 613 500
M3 14 mm 10 mm 8 mm 4498 910 674 500
M3 15 mm 10 mm 5.5 mm 4498 910 502 500
M3 15 mm 10 mm 6 mm 4498 910 553 500
M3 15 mm 10 mm 7 mm 4498 910 614 500
M3 15 mm 10 mm 8 mm 4498 910 675 500
M3 16 mm 10 mm 5.5 mm 4498 910 503 500
M3 16 mm 10 mm 6 mm 4498 910 554 500
M3 16 mm 10 mm 7 mm 4498 910 615 500
M3 16 mm 10 mm 8 mm 4498 910 676 500
M3 17 mm 10 mm 5.5 mm 4498 910 504 500
M3 17 mm 10 mm 6 mm 4498 910 555 500
M3 17 mm 10 mm 7 mm 4498 910 616 500
M3 17 mm 10 mm 8 mm 4498 910 677 500
M3 18 mm 10 mm 5.5 mm 4498 910 505 500
M3 18 mm 10 mm 6 mm 4498 910 556 500
M3 18 mm 10 mm 7 mm 4498 910 617 500
M3 18 mm 10 mm 8 mm 4498 910 678 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 19 mm 10 mm 5.5 mm 4498 910 506 500
M3 19 mm 10 mm 6 mm 4498 910 557 500
M3 19 mm 10 mm 7 mm 4498 910 618 500
M3 19 mm 10 mm 8 mm 4498 910 679 500
M3 20 mm 10 mm 5.5 mm 4498 910 507 500
M3 20 mm 10 mm 6 mm 4498 910 558 500
M3 20 mm 10 mm 7 mm 4498 910 619 500
M3 20 mm 10 mm 8 mm 4498 910 680 500
M3 21 mm 10 mm 5.5 mm 4498 910 508 500
M3 21 mm 10 mm 6 mm 4498 910 559 500
M3 21 mm 10 mm 7 mm 4498 910 620 500
M3 21 mm 10 mm 8 mm 4498 910 681 500
M3 22 mm 10 mm 5.5 mm 4498 910 509 500
M3 22 mm 10 mm 6 mm 4498 910 560 500
M3 22 mm 10 mm 7 mm 4498 910 621 500
M3 22 mm 10 mm 8 mm 4498 910 682 500
M3 23 mm 10 mm 5.5 mm 4498 910 510 500
M3 23 mm 10 mm 6 mm 4498 910 561 500
M3 23 mm 10 mm 7 mm 4498 910 622 500
M3 23 mm 10 mm 8 mm 4498 910 683 500
M3 24 mm 10 mm 5.5 mm 4498 910 511 500
M3 24 mm 10 mm 6 mm 4498 910 562 500
M3 24 mm 10 mm 7 mm 4498 910 623 500
M3 24 mm 10 mm 8 mm 4498 910 684 500
M3 25 mm 10 mm 5.5 mm 4498 910 512 500
M3 25 mm 10 mm 6 mm 4498 910 563 500
M3 25 mm 10 mm 7 mm 4498 910 624 500
M3 25 mm 10 mm 8 mm 4498 910 685 500
M3 26 mm 10 mm 5.5 mm 4498 910 513 500
M3 26 mm 10 mm 6 mm 4498 910 564 500
M3 26 mm 10 mm 7 mm 4498 910 625 500
M3 26 mm 10 mm 8 mm 4498 910 686 500
M3 27 mm 10 mm 5.5 mm 4498 910 514 500
M3 27 mm 10 mm 6 mm 4498 910 565 500
M3 27 mm 10 mm 7 mm 4498 910 626 500
M3 27 mm 10 mm 8 mm 4498 910 687 500
M3 28 mm 10 mm 5.5 mm 4498 910 515 500
M3 28 mm 10 mm 6 mm 4498 910 566 500
M3 28 mm 10 mm 7 mm 4498 910 627 500
M3 28 mm 10 mm 8 mm 4498 910 688 500
M3 29 mm 10 mm 5.5 mm 4498 910 516 500
M3 29 mm 10 mm 6 mm 4498 910 567 500
M3 29 mm 10 mm 7 mm 4498 910 628 500
M3 29 mm 10 mm 8 mm 4498 910 689 500
M3 30 mm 10 mm 5.5 mm 4498 910 517 500
M3 30 mm 10 mm 6 mm 4498 910 568 500
M3 30 mm 10 mm 7 mm 4498 910 629 500
M3 30 mm 10 mm 8 mm 4498 910 690 500
M3 30 mm 10 mm 8 mm 4498 910 691 500
M3 31 mm 10 mm 5.5 mm 4498 910 518 500
M3 31 mm 10 mm 6 mm 4498 910 569 500
M3 31 mm 10 mm 7 mm 4498 910 630 500
M3 32 mm 10 mm 5.5 mm 4498 910 519 500
M3 32 mm 10 mm 6 mm 4498 910 570 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 32 mm 10 mm 7 mm 4498 910 631 500
M3 32 mm 10 mm 8 mm 4498 910 692 500
M3 33 mm 10 mm 5.5 mm 4498 910 520 500
M3 33 mm 10 mm 6 mm 4498 910 571 500
M3 33 mm 10 mm 7 mm 4498 910 632 500
M3 33 mm 10 mm 8 mm 4498 910 693 500
M3 34 mm 10 mm 5.5 mm 4498 910 521 500
M3 34 mm 10 mm 6 mm 4498 910 572 500
M3 34 mm 10 mm 7 mm 4498 910 633 500
M3 34 mm 10 mm 8 mm 4498 910 694 500
M3 35 mm 10 mm 5.5 mm 4498 910 522 500
M3 35 mm 10 mm 6 mm 4498 910 573 500
M3 35 mm 10 mm 7 mm 4498 910 634 500
M3 35 mm 10 mm 8 mm 4498 910 695 500
M3 36 mm 10 mm 5.5 mm 4498 910 523 500
M3 36 mm 10 mm 6 mm 4498 910 574 500
M3 36 mm 10 mm 7 mm 4498 910 635 500
M3 36 mm 10 mm 8 mm 4498 910 696 500
M3 37 mm 10 mm 5.5 mm 4498 910 524 500
M3 37 mm 10 mm 6 mm 4498 910 575 500
M3 37 mm 10 mm 7 mm 4498 910 636 500
M3 37 mm 10 mm 8 mm 4498 910 697 500
M3 38 mm 10 mm 5.5 mm 4498 910 525 500
M3 38 mm 10 mm 6 mm 4498 910 576 500
M3 38 mm 10 mm 7 mm 4498 910 637 500
M3 38 mm 10 mm 8 mm 4498 910 698 500
M3 39 mm 10 mm 5.5 mm 4498 910 526 500
M3 39 mm 10 mm 6 mm 4498 910 577 500
M3 39 mm 10 mm 7 mm 4498 910 638 500
M3 39 mm 10 mm 8 mm 4498 910 699 500
M3 40 mm 10 mm 5.5 mm 4498 910 527 500
M3 40 mm 10 mm 6 mm 4498 910 578 500
M3 40 mm 10 mm 7 mm 4498 910 639 500
M3 40 mm 10 mm 8 mm 4498 910 700 500
M3 41 mm 10 mm 5.5 mm 4498 910 528 500
M3 41 mm 10 mm 6 mm 4498 910 579 500
M3 41 mm 10 mm 7 mm 4498 910 640 500
M3 41 mm 10 mm 8 mm 4498 910 701 500
M3 42 mm 10 mm 5.5 mm 4498 910 529 500
M3 42 mm 10 mm 6 mm 4498 910 580 500
M3 42 mm 10 mm 7 mm 4498 910 641 500
M3 42 mm 10 mm 8 mm 4498 910 702 500
M3 43 mm 10 mm 5.5 mm 4498 910 530 500
M3 43 mm 10 mm 6 mm 4498 910 581 500
M3 43 mm 10 mm 7 mm 4498 910 642 500
M3 43 mm 10 mm 8 mm 4498 910 703 500
M3 44 mm 10 mm 5.5 mm 4498 910 531 500
M3 44 mm 10 mm 6 mm 4498 910 582 500
M3 44 mm 10 mm 7 mm 4498 910 643 500
M3 44 mm 10 mm 8 mm 4498 910 704 500
M3 45 mm 10 mm 5.5 mm 4498 910 532 500
M3 45 mm 10 mm 6 mm 4498 910 583 500
M3 45 mm 10 mm 7 mm 4498 910 644 500
M3 45 mm 10 mm 8 mm 4498 910 705 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 46 mm 10 mm 5.5 mm 4498 910 533 500
M3 46 mm 10 mm 6 mm 4498 910 584 500
M3 46 mm 10 mm 7 mm 4498 910 645 500
M3 46 mm 10 mm 8 mm 4498 910 706 500
M3 47 mm 10 mm 5.5 mm 4498 910 534 500
M3 47 mm 10 mm 6 mm 4498 910 585 500
M3 47 mm 10 mm 7 mm 4498 910 646 500
M3 47 mm 10 mm 8 mm 4498 910 707 500
M3 48 mm 10 mm 5.5 mm 4498 910 535 500
M3 48 mm 10 mm 6 mm 4498 910 586 500
M3 48 mm 10 mm 7 mm 4498 910 647 500
M3 48 mm 10 mm 8 mm 4498 910 708 500
M3 49 mm 10 mm 5.5 mm 4498 910 536 500
M3 49 mm 10 mm 6 mm 4498 910 587 500
M3 49 mm 10 mm 7 mm 4498 910 648 500
M3 49 mm 10 mm 8 mm 4498 910 709 500
M3 50 mm 10 mm 5.5 mm 4498 910 537 500
M3 50 mm 10 mm 6 mm 4498 910 588 500
M3 50 mm 10 mm 7 mm 4498 910 649 500
M3 50 mm 10 mm 8 mm 4498 910 710 500
M3 51 mm 10 mm 5.5 mm 4498 910 538 500
M3 51 mm 10 mm 6 mm 4498 910 589 500
M3 51 mm 10 mm 7 mm 4498 910 650 500
M3 51 mm 10 mm 8 mm 4498 910 711 500
M3 52 mm 10 mm 5.5 mm 4498 910 539 500
M3 52 mm 10 mm 6 mm 4498 910 590 500
M3 52 mm 10 mm 7 mm 4498 910 651 500
M3 52 mm 10 mm 8 mm 4498 910 712 500
M3 53 mm 10 mm 5.5 mm 4498 910 540 500
M3 53 mm 10 mm 6 mm 4498 910 591 500
M3 53 mm 10 mm 7 mm 4498 910 652 500
M3 53 mm 10 mm 8 mm 4498 910 713 500
M3 54 mm 10 mm 5.5 mm 4498 910 541 500
M3 54 mm 10 mm 6 mm 4498 910 592 500
M3 54 mm 10 mm 7 mm 4498 910 653 500
M3 54 mm 10 mm 8 mm 4498 910 714 500
M3 55 mm 10 mm 5.5 mm 4498 910 542 500
M3 55 mm 10 mm 6 mm 4498 910 593 500
M3 55 mm 10 mm 7 mm 4498 910 654 500
M3 55 mm 10 mm 8 mm 4498 910 715 500
M3 56 mm 10 mm 6 mm 4498 910 594 500
M3 56 mm 10 mm 7 mm 4498 910 655 500
M3 56 mm 10 mm 8 mm 4498 910 716 500
M3 57 mm 10 mm 6 mm 4498 910 595 500
M3 57 mm 10 mm 7 mm 4498 910 656 500
M3 57 mm 10 mm 8 mm 4498 910 717 500
M3 58 mm 10 mm 6 mm 4498 910 596 500
M3 58 mm 10 mm 7 mm 4498 910 657 500
M3 58 mm 10 mm 8 mm 4498 910 718 500
M3 59 mm 10 mm 6 mm 4498 910 597 500
M3 59 mm 10 mm 7 mm 4498 910 658 500
M3 59 mm 10 mm 8 mm 4498 910 719 500
M3 60 mm 10 mm 6 mm 4498 910 598 500
M3 60 mm 10 mm 7 mm 4498 910 659 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M3 60 mm 10 mm 8 mm 4498 910 720 500
M3 61 mm 10 mm 6 mm 4498 910 599 500
M3 61 mm 10 mm 7 mm 4498 910 660 500
M3 61 mm 10 mm 8 mm 4498 910 721 500
M3 62 mm 10 mm 6 mm 4498 910 600 500
M3 62 mm 10 mm 7 mm 4498 910 661 500
M3 62 mm 10 mm 8 mm 4498 910 722 500
M3 63 mm 10 mm 6 mm 4498 910 601 500
M3 63 mm 10 mm 7 mm 4498 910 662 500
M3 63 mm 10 mm 8 mm 4498 910 723 500
M3 64 mm 10 mm 6 mm 4498 910 602 500
M3 64 mm 10 mm 7 mm 4498 910 663 500
M3 64 mm 10 mm 8 mm 4498 910 724 500
M3 65 mm 10 mm 6 mm 4498 910 603 500
M3 65 mm 10 mm 7 mm 4498 910 664 500
M3 65 mm 10 mm 8 mm 4498 910 725 500
M4 5 mm 5 mm 8 mm 4498 910 726 500
M4 5 mm 5 mm 10 mm 4498 910 790 500
M4 6 mm 6 mm 8 mm 4498 910 727 500
M4 6 mm 6 mm 10 mm 4498 910 791 500
M4 7 mm 7 mm 8 mm 4498 910 728 500
M4 7 mm 7 mm 10 mm 4498 910 792 500
M4 8 mm 8 mm 8 mm 4498 910 729 500
M4 8 mm 8 mm 10 mm 4498 910 793 500
M4 9 mm 9 mm 8 mm 4498 910 730 500
M4 9 mm 9 mm 10 mm 4498 910 794 500
M4 10 mm 10 mm 8 mm 4498 910 731 500
M4 10 mm 10 mm 10 mm 4498 910 795 500
M4 11 mm 10 mm 8 mm 4498 910 732 500
M4 11 mm 10 mm 10 mm 4498 910 796 500
M4 12 mm 10 mm 8 mm 4498 910 733 500
M4 12 mm 10 mm 10 mm 4498 910 797 500
M4 13 mm 10 mm 8 mm 4498 910 734 500
M4 13 mm 10 mm 10 mm 4498 910 798 500
M4 14 mm 10 mm 8 mm 4498 910 735 500
M4 14 mm 10 mm 10 mm 4498 910 799 500
M4 15 mm 10 mm 8 mm 4498 910 736 500
M4 15 mm 10 mm 10 mm 4498 910 800 500
M4 16 mm 10 mm 8 mm 4498 910 737 500
M4 16 mm 10 mm 10 mm 4498 910 801 500
M4 17 mm 10 mm 8 mm 4498 910 738 500
M4 17 mm 10 mm 10 mm 4498 910 802 500
M4 18 mm 10 mm 8 mm 4498 910 739 500
M4 18 mm 10 mm 10 mm 4498 910 803 500
M4 19 mm 10 mm 8 mm 4498 910 740 500
M4 19 mm 10 mm 10 mm 4498 910 804 500
M4 20 mm 10 mm 8 mm 4498 910 741 500
M4 20 mm 10 mm 10 mm 4498 910 805 500
M4 21 mm 10 mm 8 mm 4498 910 742 500
M4 21 mm 10 mm 10 mm 4498 910 806 500
M4 22 mm 10 mm 8 mm 4498 910 743 500
M4 22 mm 10 mm 10 mm 4498 910 807 500
M4 23 mm 10 mm 8 mm 4498 910 744 500
M4 23 mm 10 mm 10 mm 4498 910 808 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M4 24 mm 10 mm 8 mm 4498 910 745 500
M4 24 mm 10 mm 10 mm 4498 910 809 500
M4 25 mm 10 mm 8 mm 4498 910 746 500
M4 25 mm 10 mm 10 mm 4498 910 810 500
M4 26 mm 10 mm 8 mm 4498 910 747 500
M4 26 mm 10 mm 10 mm 4498 910 811 500
M4 27 mm 10 mm 8 mm 4498 910 748 500
M4 27 mm 10 mm 10 mm 4498 910 812 500
M4 28 mm 10 mm 8 mm 4498 910 749 500
M4 28 mm 10 mm 10 mm 4498 910 813 500
M4 29 mm 10 mm 8 mm 4498 910 750 500
M4 29 mm 10 mm 10 mm 4498 910 814 500
M4 30 mm 10 mm 8 mm 4498 910 751 500
M4 30 mm 10 mm 10 mm 4498 910 815 500
M4 31 mm 10 mm 8 mm 4498 910 752 500
M4 31 mm 10 mm 10 mm 4498 910 816 500
M4 32 mm 10 mm 8 mm 4498 910 753 500
M4 32 mm 10 mm 10 mm 4498 910 817 500
M4 33 mm 10 mm 8 mm 4498 910 754 500
M4 33 mm 10 mm 10 mm 4498 910 818 500
M4 34 mm 10 mm 8 mm 4498 910 755 500
M4 34 mm 10 mm 10 mm 4498 910 819 500
M4 35 mm 10 mm 8 mm 4498 910 756 500
M4 35 mm 10 mm 10 mm 4498 910 820 500
M4 36 mm 10 mm 8 mm 4498 910 757 500
M4 36 mm 10 mm 10 mm 4498 910 821 500
M4 37 mm 10 mm 8 mm 4498 910 758 500
M4 37 mm 10 mm 10 mm 4498 910 822 500
M4 38 mm 10 mm 8 mm 4498 910 759 500
M4 38 mm 10 mm 10 mm 4498 910 823 500
M4 39 mm 10 mm 8 mm 4498 910 760 500
M4 39 mm 10 mm 10 mm 4498 910 824 500
M4 40 mm 10 mm 8 mm 4498 910 761 500
M4 40 mm 10 mm 10 mm 4498 910 825 500
M4 41 mm 10 mm 8 mm 4498 910 762 500
M4 41 mm 10 mm 10 mm 4498 910 826 500
M4 42 mm 10 mm 8 mm 4498 910 763 500
M4 42 mm 10 mm 10 mm 4498 910 827 500
M4 43 mm 10 mm 8 mm 4498 910 764 500
M4 43 mm 10 mm 10 mm 4498 910 828 500
M4 44 mm 10 mm 8 mm 4498 910 765 500
M4 44 mm 10 mm 10 mm 4498 910 829 500
M4 45 mm 10 mm 8 mm 4498 910 766 500
M4 45 mm 10 mm 10 mm 4498 910 830 500
M4 46 mm 10 mm 8 mm 4498 910 767 500
M4 46 mm 10 mm 10 mm 4498 910 831 500
M4 47 mm 10 mm 8 mm 4498 910 768 500
M4 47 mm 10 mm 10 mm 4498 910 832 500
M4 48 mm 10 mm 8 mm 4498 910 769 500
M4 48 mm 10 mm 10 mm 4498 910 833 500
M4 49 mm 10 mm 8 mm 4498 910 770 500
M4 49 mm 10 mm 10 mm 4498 910 834 500
M4 50 mm 10 mm 8 mm 4498 910 771 500
M4 50 mm 10 mm 10 mm 4498 910 835 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M4 51 mm 10 mm 8 mm 4498 910 772 500
M4 51 mm 10 mm 10 mm 4498 910 836 500
M4 52 mm 10 mm 8 mm 4498 910 773 500
M4 52 mm 10 mm 10 mm 4498 910 837 500
M4 53 mm 10 mm 8 mm 4498 910 774 500
M4 53 mm 10 mm 10 mm 4498 910 838 500
M4 54 mm 10 mm 8 mm 4498 910 775 500
M4 54 mm 10 mm 10 mm 4498 910 839 500
M4 55 mm 10 mm 8 mm 4498 910 776 500
M4 55 mm 10 mm 10 mm 4498 910 840 500
M4 56 mm 10 mm 8 mm 4498 910 777 500
M4 56 mm 10 mm 10 mm 4498 910 841 500
M4 57 mm 10 mm 8 mm 4498 910 778 500
M4 57 mm 10 mm 10 mm 4498 910 842 500
M4 58 mm 10 mm 8 mm 4498 910 779 500
M4 58 mm 10 mm 10 mm 4498 910 843 500
M4 59 mm 10 mm 8 mm 4498 910 780 500
M4 59 mm 10 mm 10 mm 4498 910 844 500
M4 60 mm 10 mm 8 mm 4498 910 781 500
M4 60 mm 10 mm 10 mm 4498 910 845 500
M4 61 mm 10 mm 8 mm 4498 910 782 500
M4 61 mm 10 mm 10 mm 4498 910 846 500
M4 62 mm 10 mm 8 mm 4498 910 783 500
M4 62 mm 10 mm 10 mm 4498 910 847 500
M4 63 mm 10 mm 8 mm 4498 910 784 500
M4 64 mm 10 mm 8 mm 4498 910 785 500
M4 65 mm 10 mm 8 mm 4498 910 786 500
M4 66 mm 10 mm 8 mm 4498 910 787 500
M4 67 mm 10 mm 8 mm 4498 910 788 500
M4 68 mm 10 mm 8 mm 4498 910 789 500
M5 5 mm 5 mm 10 mm 4498 910 848 500
M5 6 mm 6 mm 10 mm 4498 910 849 500
M5 7 mm 7 mm 10 mm 4498 910 850 500
M5 8 mm 8 mm 10 mm 4498 910 851 500
M5 9 mm 9 mm 10 mm 4498 910 852 500
M5 10 mm 10 mm 10 mm 4498 910 853 500
M5 11 mm 10 mm 10 mm 4498 910 854 500
M5 12 mm 10 mm 10 mm 4498 910 855 500
M5 13 mm 10 mm 10 mm 4498 910 856 500
M5 14 mm 10 mm 10 mm 4498 910 857 500
M5 15 mm 10 mm 10 mm 4498 910 858 500
M5 16 mm 10 mm 10 mm 4498 910 859 500
M5 17 mm 10 mm 10 mm 4498 910 860 500
M5 18 mm 10 mm 10 mm 4498 910 861 500
M5 19 mm 10 mm 10 mm 4498 910 862 500
M5 20 mm 10 mm 10 mm 4498 910 863 500
M5 21 mm 10 mm 10 mm 4498 910 864 500
M5 22 mm 10 mm 10 mm 4498 910 865 500
M5 23 mm 10 mm 10 mm 4498 910 866 500
M5 24 mm 10 mm 10 mm 4498 910 867 500
M5 25 mm 10 mm 10 mm 4498 910 868 500
M5 26 mm 10 mm 10 mm 4498 910 869 500
M5 27 mm 10 mm 10 mm 4498 910 870 500
M5 28 mm 10 mm 10 mm 4498 910 871 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M5 29 mm 10 mm 10 mm 4498 910 872 500
M5 30 mm 10 mm 10 mm 4498 910 873 500
M5 31 mm 10 mm 10 mm 4498 910 874 500
M5 32 mm 10 mm 10 mm 4498 910 875 500
M5 33 mm 10 mm 10 mm 4498 910 876 500
M5 34 mm 10 mm 10 mm 4498 910 877 500
M5 35 mm 10 mm 10 mm 4498 910 878 500
M5 36 mm 10 mm 10 mm 4498 910 879 500
M5 37 mm 10 mm 10 mm 4498 910 880 500
M5 38 mm 10 mm 10 mm 4498 910 881 500
M5 39 mm 10 mm 10 mm 4498 910 882 500
M5 40 mm 10 mm 10 mm 4498 910 883 500
M5 41 mm 10 mm 10 mm 4498 910 884 500
M5 42 mm 10 mm 10 mm 4498 910 885 500
M5 43 mm 10 mm 10 mm 4498 910 886 500
M5 44 mm 10 mm 10 mm 4498 910 887 500
M5 45 mm 10 mm 10 mm 4498 910 888 500
M5 46 mm 10 mm 10 mm 4498 910 889 500
M5 47 mm 10 mm 10 mm 4498 910 890 500
M5 48 mm 10 mm 10 mm 4498 910 891 500
M5 49 mm 10 mm 10 mm 4498 910 892 500
M5 50 mm 10 mm 10 mm 4498 910 893 500
M5 51 mm 10 mm 10 mm 4498 910 894 500
M5 52 mm 10 mm 10 mm 4498 910 895 500
M5 53 mm 10 mm 10 mm 4498 910 896 500
M5 54 mm 10 mm 10 mm 4498 910 897 500
M5 55 mm 10 mm 10 mm 4498 910 898 500
M5 56 mm 10 mm 10 mm 4498 910 899 500
M5 57 mm 10 mm 10 mm 4498 910 900 500
M5 58 mm 10 mm 10 mm 4498 910 901 500
M5 59 mm 10 mm 10 mm 4498 910 902 500
M5 60 mm 10 mm 10 mm 4498 910 903 500
M5 61 mm 10 mm 10 mm 4498 910 904 500
M5 62 mm 10 mm 10 mm 4498 910 905 500
M5 63 mm 10 mm 10 mm 4498 910 906 500
M5 64 mm 10 mm 10 mm 4498 910 907 500
M5 65 mm 10 mm 10 mm 4498 910 908 500
M6 4 mm 4 mm 10 mm 4498 910 909 500
M6 5 mm 5 mm 10 mm 4498 910 910 500
M6 6 mm 6 mm 10 mm 4498 910 911 500
M6 7 mm 7 mm 10 mm 4498 910 912 500
M6 8 mm 8 mm 10 mm 4498 910 913 500
M6 9 mm 9 mm 10 mm 4498 910 914 500
M6 10 mm 10 mm 10 mm 4498 910 915 500
M6 11 mm 10 mm 10 mm 4498 910 916 500
M6 12 mm 10 mm 10 mm 4498 910 917 500
M6 13 mm 10 mm 10 mm 4498 910 918 500
M6 14 mm 10 mm 10 mm 4498 910 919 500
M6 15 mm 10 mm 10 mm 4498 910 920 500
M6 16 mm 10 mm 10 mm 4498 910 921 500
M6 17 mm 10 mm 10 mm 4498 910 922 500
M6 18 mm 10 mm 10 mm 4498 910 923 500
M6 19 mm 10 mm 10 mm 4498 910 924 500
M6 20 mm 10 mm 10 mm 4498 910 925 500
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Thread type x nominal 
diameter

Length (L)
Female-thread length 
(c)

�:�L�G�W�K���D�F�U�R�V�V���Á�D�W�V��
(SW)

Art. No. P. Qty. 

M6 21 mm 10 mm 10 mm 4498 910 926 500
M6 22 mm 10 mm 10 mm 4498 910 927 500
M6 23 mm 10 mm 10 mm 4498 910 928 500
M6 24 mm 10 mm 10 mm 4498 910 929 500
M6 25 mm 10 mm 10 mm 4498 910 930 500
M6 26 mm 10 mm 10 mm 4498 910 931 500
M6 27 mm 10 mm 10 mm 4498 910 932 500
M6 28 mm 10 mm 10 mm 4498 910 933 500
M6 29 mm 10 mm 10 mm 4498 910 934 500
M6 30 mm 10 mm 10 mm 4498 910 935 500
M6 31 mm 10 mm 10 mm 4498 910 936 500
M6 32 mm 10 mm 10 mm 4498 910 937 500
M6 33 mm 10 mm 10 mm 4498 910 938 500
M6 34 mm 10 mm 10 mm 4498 910 939 500
M6 35 mm 10 mm 10 mm 4498 910 940 500
M6 36 mm 10 mm 10 mm 4498 910 941 500
M6 37 mm 10 mm 10 mm 4498 910 942 500
M6 38 mm 10 mm 10 mm 4498 910 943 500
M6 39 mm 10 mm 10 mm 4498 910 944 500
M6 40 mm 10 mm 10 mm 4498 910 945 500
M6 41 mm 10 mm 10 mm 4498 910 946 500
M6 42 mm 10 mm 10 mm 4498 910 947 500
M6 43 mm 10 mm 10 mm 4498 910 948 500
M6 44 mm 10 mm 10 mm 4498 910 949 500
M6 45 mm 10 mm 10 mm 4498 910 950 500
M6 46 mm 10 mm 10 mm 4498 910 951 500
M6 47 mm 10 mm 10 mm 4498 910 952 500
M6 48 mm 10 mm 10 mm 4498 910 953 500
M6 49 mm 10 mm 10 mm 4498 910 954 500
M6 50 mm 10 mm 10 mm 4498 910 955 500
M6 51 mm 10 mm 10 mm 4498 910 956 500
M6 52 mm 10 mm 10 mm 4498 910 957 500
M6 53 mm 10 mm 10 mm 4498 910 958 500
M6 54 mm 10 mm 10 mm 4498 910 959 500
M6 55 mm 10 mm 10 mm 4498 910 960 500
M6 56 mm 10 mm 10 mm 4498 910 961 500
M6 57 mm 10 mm 10 mm 4498 910 962 500
M6 58 mm 10 mm 10 mm 4498 910 963 500
M6 59 mm 10 mm 10 mm 4498 910 964 500
M6 60 mm 10 mm 10 mm 4498 910 965 500
M6 61 mm 10 mm 10 mm 4498 910 966 500
M6 62 mm 10 mm 10 mm 4498 910 967 500
M6 63 mm 10 mm 10 mm 4498 910 968 500
M6 64 mm 10 mm 10 mm 4498 910 969 500
M6 65 mm 10 mm 10 mm 4498 910 970 500
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• 	Fastener used for suspension (e.g. lights)
• 	With threaded pin M6 x 16 mm
• 	Lock nut included in delivery

Beam clamp Type SCT

Material thickness 1.5 mm
Max. loading weight 22 kg
Suitable for nominal width (A) 25 mm
Material Steel
Surface Flake zinc

Details/Application

Art. No. 0971 822 101
P. Qty.: 100

Notice
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Fastener used for suspension from trapezoidal plates via chains

Beam clamp Type WER

Min./max. grip range 0.8-3 mm
Max. loading weight 45 kg
Installation diameter (ØA) 7 mm
Diameter of hole (B) 6.5 mm
Usable length (C) 45 mm
Material Steel
Surface Flake zinc

Details/Application

Art. No. 0971 821 101
P. Qty.: 100

Notice
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Fastener for fastening of lines and empty pipes to steel beams

Min./max. grip range Min./max. cable diameter (Ø) Suitable for pipe (PG) Art. No. P. Qty. 
2-4 mm 6-7 mm 0971 816 201 100
2-4 mm 8-9 mm 0971 816 202 100
2-4 mm 10-11 mm 0971 816 203 100 /  200
2-4 mm 12-14 mm PG 7 0971 816 204 100
2-4 mm 15-19 mm PG 9, PG 11 0971 816 205 100
2-4 mm 20-24 mm PG 13,5, PG 16 0971 816 206 100
2-4 mm 25-32 mm PG 21 0971 816 207 100
4-7 mm 6-7 mm 0971 816 208 100
4-7 mm 8-9 mm 0971 816 209 100
4-7 mm 10-11 mm 0971 816 210 100
4-7 mm 12-14 mm PG 7 0971 816 211 100
4-7 mm 15-19 mm PG 9, PG 11 0971 816 212 100
4-7 mm 20-24 mm PG 13,5, PG 16 0971 816 213 100
4-7 mm 25-32 mm PG 21 0971 816 214 100
8-12 mm 6-7 mm 0971 816 215 100 /  200
8-12 mm 8-9 mm 0971 816 216 100
8-12 mm 10-11 mm 0971 816 217 100
8-12 mm 12-14 mm PG 7 0971 816 218 100
8-12 mm 15-19 mm PG 9, PG 11 0971 816 219 100
8-12 mm 20-24 mm PG 13,5, PG 16 0971 816 220 100
8-12 mm 25-32 mm PG 21 0971 816 221 100

Can be stored in ORSY system

Beam clamp Type SRV

Material Steel
Surface Flake zinc

Details/Application
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Details/Application
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Fastener for cable fastening inside steel beams

Min./max. grip range Min./max. cable diameter (Ø) Art. No. P. Qty. 
3-8 mm 3-16 mm 0971 818 101 50
8-11 mm 7-20 mm 0971 818 102 50

Beam clamp Type SRV2

Insertion depth (A) 46 mm
Material Steel
Surface Flake zinc

Details/Application
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Fastener for cable fastening inside steel beams

Min./max. grip range Art. No. P. Qty. 
3-8 mm 0971 808 101 25
8-14 mm 0971 808 102 25
14-20 mm 0971 808 103 25

Beam clamp Type SKX

Material Steel
Surface Flake zinc

Details/Application
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Mounting part for mounting a maximum of three SRV support 
clips on 12–20-mm steel beams

Min./max. grip range Art. No. P. Qty. 
12-15 mm 0971 817 101 50
15-20 mm 0971 817 102 50

Beam clamp Type SRV1

�0�L�Q�����P�D�[�����K�H�L�J�K�W���R�I���W�K�H���À�[�W�X�U�H�����$��2-4 mm
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Open model

• 	Fastener for the horizontal suspension of pipes
• 	Including two M6 openings for threaded rods
• 	Pipe clip rotatable through 360°

Min./max. grip range Min./max. pipe diameter (Ø) Suitable for pipe (PG) Art. No. P. Qty. 
3-8 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 810 101 25
3-8 mm 22-29 mm PG 16, PG 21 0971 810 102 25
8-14 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 810 104 25
8-14 mm 22-29 mm PG 16, PG 21 0971 810 105 25
14-20 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 810 107 25
14-20 mm 22-29 mm PG 16, PG 21 0971 810 108 25

Beam clamp Type SRZ

Max. loading weight 11 kg
Material Steel
Surface Flake zinc

Details/Application
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Closed model

• 	Fastener for the horizontal suspension of pipes
• 	Including two M6 openings for threaded rods
• 	Pipe clip rotatable through 360°

Min./max. grip range Min./max. pipe diameter (Ø) Suitable for pipe (PG) Art. No. P. Qty. 
3-8 mm 12-19 mm PG 9, PG 11 0971 811 101 25
3-8 mm 19-26 mm PG 13,5, PG 16 0971 811 102 25
3-8 mm 26-32 mm PG 21 0971 811 103 25
3-8 mm 32-40 mm PG 29 0971 811 104 25
8-14 mm 12-19 mm PG 9, PG 11 0971 811 107 25
8-14 mm 19-26 mm PG 13,5, PG 16 0971 811 108 25
8-14 mm 26-32 mm PG 21 0971 811 109 25
8-14 mm 32-40 mm PG 29 0971 811 110 20
14-20 mm 12-19 mm PG 9, PG 11 0971 811 113 25
14-20 mm 19-26 mm PG 13,5, PG 16 0971 811 114 25
14-20 mm 26-32 mm PG 21 0971 811 115 25
14-20 mm 32-40 mm PG 29 0971 811 116 20

Can be stored in ORSY system

Beam clamp Type SRZ

Max. loading weight 45 kg
Material Steel
Surface Flake zinc
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Details/Application
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Mounting part for horizontal fastening of pipes on or below 
steel beams

Min./max. grip range Min./max. pipe diameter (Ø) Suitable for pipe (PG) Art. No. P. Qty. 
3-8 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 807 101 25
3-8 mm 22-29 mm PG 16, PG 21 0971 807 102 25
8-14 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 807 104 25
8-14 mm 22-29 mm PG 16, PG 21 0971 807 105 25
14-20 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 807 107 25
14-20 mm 22-29 mm PG 16, PG 21 0971 807 108 25

Beam clamp Type SRX

Max. loading weight 7 kg
Material Steel
Surface Flake zinc

ELECTRICAL INDUSTRIAL ASSORTMENT
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Mounting element for suspensions by means of screws and 
threaded rods

Fastenings for cables using cable ties up to 7.8 mm in width

Min./max. grip range Version
Thread type x nominal 
diameter x length of set screw

Art. No. P. Qty. 

3-8 mm With set screw M 6 x 10 mm 0971 809 101 25
3-8 mm With through-hole 7 mm 0971 809 201 25
8-14 mm With set screw M 6 x 10 mm 0971 809 102 25
8-14 mm With through-hole 7 mm 0971 809 202 25
14-20 mm With set screw M 6 x 10 mm 0971 809 103 25
14-20 mm With through-hole 7 mm 0971 809 203 25

Can be stored in ORSY system

Beam clamp Type SCZ

Max. loading weight 45 kg
Suitable for threaded rods (Ø) M6
Insertion depth (B) 33 mm
Material Steel
Surface Flake zinc

Details/Application

Notice
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For direct mounting of flat-leaf screws in the threaded holes, for 
example

• 	Fastener used for suspension via threaded rods
• 	Increased safety thanks to toothed clamp surface

Flange beam Type LCW

Min./max. grip range 2-18 mm
Max. loading weight 45 kg
Clamp in depth (D) 17 mm
Through-hole diameter (ØA) 10.7 mm
Marginal-hole diameter (C) 6.3 mm
Material Steel
Surface Flake zinc

Art. No. 0971 819 101
P. Qty.: 25
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Open model

• 	Mounting part for the horizontal and vertical suspension of pipes on steel 
beams

• 	Pipe clip rotatable through 360°

Min./max. grip range Min./max. pipe diameter (Ø) Suitable for pipe (PG) Art. No. P. Qty. 
3-8 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 805 101 25
3-8 mm 22-29 mm PG 16, PG 21 0971 805 102 25
8-14 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 805 104 25
8-14 mm 22-29 mm PG 16, PG 21 0971 805 105 25
14-20 mm 18-25 mm PG 11, PG 13,5, PG 16 0971 805 107 25
14-20 mm 22-29 mm PG 16, PG 21 0971 805 108 25

Beam clamp Type SRY

Max. loading weight 7 kg
Material Steel
Surface Flake zinc

Details/Application
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Fastener for suspension via chains

Min./max. grip range
Distance between support and centre of hole 
(A)

Art. No. P. Qty. 

3-8 mm 18 mm 0971 801 101 50
8-14 mm 26 mm 0971 801 102 50

Beam clamp Type SCW

Max. loading weight 90 kg
Diameter of hole (Ø) 6.5 mm
Insertion depth (B) 20.3 mm
Material Steel
Surface Flake zinc

ELECTRICAL INDUSTRIAL ASSORTMENT
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Fastener used for suspension via punched mounting strips

Min./max. grip range
Distance between support and centre of hole 
(B)

Art. No. P. Qty. 

3-8 mm 38 mm 0971 802 101 50
8-14 mm 46 mm 0971 802 102 50

Beam clamp Type SCW1

Max. loading weight 90 kg
Insertion width (A) 6.3 mm
Material Steel
Surface Flake zinc

Details/Application
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Fastener used for suspension via threaded rods

Min./max. grip range Suitable for threaded rods (Ø)
Distance between support and 
suspension (A)

Art. No. P. Qty. 

3-8 mm M6 46 mm 0971 804 101 25
3-8 mm M8 46 mm 0971 804 102 25
8-14 mm M6 54 mm 0971 804 104 25
8-14 mm M8 54 mm 0971 804 105 25
14-20 mm M6 66 mm 0971 804 107 25
14-20 mm M8 66 mm 0971 804 108 25

Beam clamp Type SPW

Max. loading weight 68 kg
Material Steel
Surface Flake zinc

Details/Application
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With threaded hole

• 	�9�G�6���F�H�U�W�L�À�H�G���D�Q�G���D�X�W�K�R�U�L�V�H�G���I�R�U���X�V�H���L�Q���F�R�Q�V�W�U�X�F�W�L�R�Q���R�I���V�W�D�W�L�R�Q�D�U�\���À�U�H���H�[�W�L�Q�J�X-
�L�V�K�L�Q�J���V�\�V�W�H�P�V

• 	�)�0���D�S�S�U�R�Y�D�O�����H�[�F�H�S�W���0����
• 	�: �L�W�K���K�H�[�D�J�R�Q�D�O���D�G�M�X�V�W�P�H�Q�W���V�F�U�H�Z���'�,�1�������������������H�Q�G���R�I���V�F�U�H�Z���K�D�V���D���U�L�Q�J��

VARIFIX® beam clamp, standard — C2C

�0�D�W�H�U�L�D�O �0�D�O�O�H�D�E�O�H���F�D�V�W���L�U�R�Q
�6�X�U�I�D�F�H �=�L�Q�F���S�O�D�W�H�G

Art. No. 0862 200 001 0862 200 003 0862 200 005 0862 200 007

P. Qty. 25 25 10 10
Permissible load �����������1 �����������1 �����������1 �����������1
Thread type x 
nominal diameter 
(G)

�0�� M10 M12 M16

Grip height (H K) �����������P�P �������P�P �������P�P �������P�P
Length (L) �������P�P �������P�P �����������P�P �������P�P
Height (H) �������P�P �������P�P �������P�P �������P�P
Width (B) �������P�P �����������P�P �������P�P �������P�P
Product weight 
(per item)

���������J ���������J ���������J ���������J

Details/Application

�)�R�U���P�R�X�Q�W�L�Q�J���S�L�S�H�V�����V�S�U�L�Q�N�O�H�U���V�\�V�W�H�P�V���D�Q�G���Y�H�Q�W�L�O�D�W�L�R�Q���G�X�F�W�V���R�Q���7���E�H�D�P�V�����8���S�U�R�À�O�H�V���D�Q�G���D�Q�J�O�H���S�U�R�À�O�H�V

Notice

�%�H�D�P���F�O�D�P�S�V���F�D�Q���D�O�Z�D�\�V���E�H���V�H�F�X�U�H�G���Z�L�W�K���D���V�H�F�X�U�L�Q�J���W�D�E�����)�R�U���V�S�U�L�Q�N�O�H�U���V�\�V�W�H�P�V�����D�S�S�O�L�F�D�E�O�H���9�G�6���U�H�T�X�L�U�H�P�H�Q�W�V���S�U�H�V�F�U�L�E�H���W�K�D�W��
�E�H�D�P���F�O�D�P�S�V���P�X�V�W���E�H���V�H�F�X�U�H�G���L�I���W�K�H���P�R�X�Q�W�H�G���S�L�S�H���K�D�V���D���G�L�D�P�H�W�H�U���O�D�U�J�H�U���W�K�D�Q���'�1���������P�P��

Proof of Performance

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Multifunctional for a wide range of applications

• 	High load-bearing capacity
• 	Including screw clip for wood screws, 4.0–4.5 mm

Min./max. grip range Depth (A) Height (B) Art. No. P. Qty. 
2-8 mm 30 mm 30 mm 0971 825 001 100
8-16 mm 32 mm 38 mm 0971 825 002 100
16-24 mm 42 mm 48 mm 0971 825 003 50

Beam clamp  Type LCT

Max. loading weight 120 kg
Material Spring steel
Surface Flake zinc silver

Details/Application

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Details/Application

Notice

Only for use with static loads.

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Steel pressure trays

Min./max. grip range Art. No. P. Qty. 
8-12 mm 0971 008 12 100
12-16 mm 0971 012 16 100
16-20 mm 0971 016 20 100
20-24 mm 0971 020 24 50 /  100
24-28 mm 0971 024 28 100
28-32 mm 0971 028 32 100
32-36 mm 0971 032 36 100
36-40 mm 0971 036 40 100
40-44 mm 0971 040 44 100
44-48 mm 0971 044 48 100
48-52 mm 0971 048 52 50
52-56 mm 0971 052 56 50
56-60 mm 0971 056 60 50

Cable Clamp Type AC

Material Steel
Surface Zinc plated

Details/Application

�)�R�U���O�D�\�L�Q�J���R�I���H�O�H�F�W�U�L�F�D�O���L�Q�V�W�D�O�O�D�W�L�R�Q���S�L�S�H�V�����F�D�X�W�L�R�Q�����Q�R�W���S�D�U�W���R�I���W�K�H���H�[�S�H�U�W�¶�V���U�H�S�R�U�W�����D�Q�G���À�U�H���S�U�R�W�H�F�W�L�R�Q���F�D�E�O�H�V

Notice

�&�U�R�V�V���O�R�Q�J���W�U�D�\�V���P�X�V�W���E�H���R�U�G�H�U�H�G���V�H�S�D�U�D�W�H�O�\��
Test report stored in Würth online shop.

Proof of performance

Function integrity class E30 and E90. Standard installation system as per DIN 4102 Part 12.

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Fastener for cable fastening inside steel beams

Min./max. grip range Min./max. cable diameter (Ø) Art. No. P. Qty. 
3-8 mm 3-16 mm 0971 818 101 50
8-11 mm 7-20 mm 0971 818 102 50

Beam clamp Type SRV2

Insertion depth (A) 46 mm
Material Steel
Surface Flake zinc

Details/Application

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Clamp open - form A

• 	Well-rounded edges for delicate cables
• 	�6�F�U�H�Z���À�[�L�Q�J���Z�L�W�K���R�Q�H���O�X�J
• 	Siemens standard SN 78550 A

Grip range (Ø) Width Material thickness Diameter of hole (d) Art. No. P. Qty. 
2 mm 6 mm 0.8 mm 3.2 mm 0592 998 020 100
2.5 mm 6 mm 0.8 mm 3.2 mm 0592 998 025 500
4 mm 6 mm 0.8 mm 3.2 mm 0592 998 040 500
4.5 mm 6 mm 1 mm 3.2 mm 0592 998 045 100
5 mm 6 mm 1 mm 3.2 mm 0592 998 050 500
6 mm 6 mm 1 mm 3.2 mm 0592 998 060 500
7 mm 8 mm 1 mm 3.2 mm 0592 998 070 100
8 mm 8 mm 1 mm 3.2 mm 0592 998 080 500
9 mm 8 mm 1 mm 3.2 mm 0592 998 090 1000
10 mm 8 mm 1 mm 3.2 mm 0592 998 100 100
12 mm 12 mm 1.5 mm 4.3 mm 0592 998 120 100
14 mm 12 mm 1.5 mm 4.3 mm 0592 998 140 500

Cable clamp, single-lobed according to SN 78550

Material Steel
Surface Zinc plated

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Clamp open - form B

• 	Well-rounded edges for delicate cables
• 	�6�F�U�H�Z���À�[�L�Q�J���Z�L�W�K���W�Z�R���O�X�J�V
• 	Siemens standard SN 78550 B

Grip range (Ø) Width Material thickness Diameter of hole (d) Art. No. P. Qty. 
3 mm 6 mm 0.8 mm 3.2 mm 0592 999 030 100
4 mm 6 mm 1 mm 3.2 mm 0592 999 040 1000
4.5 mm 6 mm 1 mm 3.2 mm 0592 999 045 800
5 mm 6 mm 1 mm 3.2 mm 0592 999 050 500
6 mm 6 mm 1 mm 3.2 mm 0592 999 060 500
7 mm 8 mm 1 mm 3.2 mm 0592 999 070 500
8 mm 8 mm 1 mm 3.2 mm 0592 999 080 200
9 mm 8 mm 1 mm 3.2 mm 0592 999 090 100
10 mm 8 mm 1 mm 3.2 mm 0592 999 100 500
12 mm 12 mm 1.5 mm 4.3 mm 0592 999 120 100
14 mm 12 mm 1.5 mm 4.3 mm 0592 999 140 200
16 mm 12 mm 1.5 mm 4.3 mm 0592 999 160 100

Cable clamp, double-lobed according to SN 78550

Material Steel
Surface Zinc plated

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Grip range (Ø) Width Material thickness Diameter of hole (d) Art. No. P. Qty. 
4 mm 10 mm 1 mm 4.8 mm 0592 4 100 /  1000
5 mm 10 mm 1 mm 4.8 mm 0592 5 100 /  1000

6 mm 10 mm 1 mm 4.8 mm 0592 6 
100 /  300 
/  500

7 mm 10 mm 1 mm 4.8 mm 0592 7 100 /  1000

8 mm 10 mm 1 mm 4.8 mm 0592 8 
100 /  300 
/  400

9 mm 10 mm 1 mm 4.8 mm 0592 9 100 /  1000
10 mm 10 mm 1 mm 4.8 mm 0592 10 100 /  500
11 mm 10 mm 1 mm 4.8 mm 0592 11 100
12 mm 12 mm 1.5 mm 5.8 mm 0592 12 100 /  500
15 mm 12 mm 1.5 mm 5.8 mm 0592 15 100
16 mm 12 mm 1.5 mm 5.8 mm 0592 16 100 /  200
18 mm 12 mm 1.5 mm 7 mm 0592 18 100
20 mm 12 mm 1.5 mm 7 mm 0592 20 100
22 mm 12 mm 1.5 mm 7 mm 0592 22 100
24 mm 12 mm 1.5 mm 7 mm 0592 24 100

Cable clamp in accordance with DIN 72571

Version Lightweight series
Material Steel
Surface Zinc plated

Details/Application

For routing cables and lines 

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Min./max. grip range Material thickness Art. No. P. Qty. 
10-11 mm 1 mm 0592 010 11 500
16-17 mm 1.2 mm 0592 016 17 200

Cable clamp

Width 14 mm
Material Steel
Surface Zinc plated

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Grip range (Ø) Width Art. No. P. Qty. 
16 mm 12 mm 0592 116 100
26 mm 14 mm 0592 126 100

Cable clamp

Material Steel
Surface Zinc plated

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Notice

Cross/long trays must be ordered separately!
Test report stored in Würth online shop.

Proof of performance

Function integrity class E30 and E90. Standard installation system as per DIN 4102 Part 12.

Steel pressure tray

Min./max. grip range Art. No. P. Qty. 
8-12 mm 0971 008 100
12-16 mm 0971 012 100
16-20 mm 0971 016 100
20-24 mm 0971 020 100
24-28 mm 0971 024 100
28-32 mm 0971 028 50
32-36 mm 0971 032 100
36-40 mm 0971 036 100
40-44 mm 0971 040 50 /  100
44-48 mm 0971 044 100
48-52 mm 0971 048 50
52-56 mm 0971 052 50
56-60 mm 0971 056 50

Cable clamp Type H

Material Steel
Surface Zinc plated

Details/Application

�)�R�U���O�D�\�L�Q�J���R�I���H�O�H�F�W�U�L�F�D�O���L�Q�V�W�D�O�O�D�W�L�R�Q���S�L�S�H�V�����F�D�X�W�L�R�Q�����Q�R�W���S�D�U�W���R�I���W�K�H���H�[�S�H�U�W�¶�V���U�H�S�R�U�W�����D�Q�G���À�U�H���S�U�R�W�H�F�W�L�R�Q���F�D�E�O�H�V

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Min./max. grip range Art. No. P. Qty. 
8-12 mm 0971 008 123 100
12-16 mm 0971 012 163 100
16-20 mm 0971 016 203 100
20-24 mm 0971 020 243 100
24-28 mm 0971 024 283 100
28-32 mm 0971 028 323 100
32-36 mm 0971 032 363 100
36-40 mm 0971 036 403 100
40-44 mm 0971 040 443 100
44-48 mm 0971 044 483 100
48-52 mm 0971 048 523 100
52-56 mm 0971 052 563 100
56-60 mm 0971 056 603 100

Long tray for cable clamps type H and AC

Material Steel
Surface Zinc plated

Details/Application

�)�R�U���F�R�U�U�H�F�W���O�D�\�L�Q�J���R�I���V�D�I�H�W�\���À�U�H���S�U�R�W�H�F�W�L�R�Q���F�D�E�O�H�V�����)�R�U���U�H�G�X�F�W�L�R�Q���R�I���V�X�U�I�D�F�H���S�U�H�V�V�X�U�H�����S�D�U�W�L�F�X�O�D�U�O�\���I�R�U���S�U�H�V�V�X�U�H���V�H�Q�V�L�W�L�Y�H���F�D�E�O�H�V��

Notice

�7�H�V�W���U�H�S�R�U�W���V�W�R�U�H�G���L�Q���:�•�U�W�K���R�Q�O�L�Q�H���V�K�R�S����
�7�Z�R���O�R�Q�J���W�U�D�\�V���D�U�H���U�H�T�X�L�U�H�G���I�R�U���H�D�F�K���F�D�E�O�H���F�O�D�P�S

Proof of performance

�)�X�Q�F�W�L�R�Q���L�Q�W�H�J�U�L�W�\���F�O�D�V�V���(�������D�Q�G���(���������6�W�D�Q�G�D�U�G���L�Q�V�W�D�O�O�D�W�L�R�Q���V�\�V�W�H�P���D�V���S�H�U���'�,�1�������������3�D�U�W��������

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Min./max. grip range Art. No. P. Qty. 
8-12 mm 0971 010 121 100
12-16 mm 0971 014 161 100
16-20 mm 0971 018 201 100
20-24 mm 0971 022 241 100
24-28 mm 0971 026 281 100
28-32 mm 0971 030 321 100
32-36 mm 0971 034 361 100
36-40 mm 0971 038 401 100
40-48 mm 0971 044 481 100
48-56 mm 0971 052 561 50
56-60 mm 0971 060 641 50

Counter tray for cable clamps type H and AC

Material PE - Polyethylene
Halogen-free Yes
Silicone-free Yes

Details/Application

For surface pressure distribution at the point of attachment

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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Min./max. grip range Art. No. P. Qty. 
8-12 mm 0971 010 121 100
12-16 mm 0971 014 161 100
16-20 mm 0971 018 201 100
20-24 mm 0971 022 241 100
24-28 mm 0971 026 281 100
28-32 mm 0971 030 321 100
32-36 mm 0971 034 361 100
36-40 mm 0971 038 401 100
40-48 mm 0971 044 481 100
48-56 mm 0971 052 561 50
56-60 mm 0971 060 641 50

Counter tray for cable clamps type H and AC

Material PE - Polyethylene
Halogen-free Yes
Silicone-free Yes

Details/Application

For surface pressure distribution at the point of attachment

ELECTRICAL INDUSTRIAL ASSORTMENT

Fastening technology
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ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology



ELECTRICAL INDUSTRIAL 
ASSORTMENT

01 Table of content 	 2-17

02 Cables and wires 	 18-47

03 Cable ties and accessories 	 48-135

04 Cable entry and bushing 	 136-185

05 Crimping technique 	 186-259

06 Cable protection and routing 	 260-353

07 Distribution technology 	 354-383

08 Fastening technology 	 384-447

09 Labelling technology 	 448-511

10 Switches and sockets 	 512-547

11 Safety engineering 	 548-581

12 Automotive engineering 	 582-635

13 Tools and measurement technology 	 636-773



Strand marking...........................................................................................451–496

Cable labelling...........................................................................................497–507

Information signs.........................................................................................507–511

09	 Labelling technology



451

09

ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology

Identification rings pre-cut

• 	�7�K�D�Q�N�V���W�R���W�K�H���V�S�H�F�L�D�O���V�K�D�S�H���R�I���W�K�H���W�X�E�X�O�D�U���S�U�R�À�O�H���D�Q�G���W�K�H���Á�H�[�L�E�L�O�L�W�\�����W�K�H���L�G�H�Q�W�L-
�À�F�D�W�L�R�Q���U�L�Q�J�V���D�U�H���H�D�V�L�O�\���P�R�X�Q�W�H�G��

• 	�$���V�L�P�S�O�H���W�R�R�O���P�D�N�H�V���L�W���H�D�V�L�H�U���W�R���L�Q�V�W�D�O�O���D�Q�G���D�V�V�H�P�E�O�H���W�K�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V����
�,�G�H�D�O���I�R�U���D�V�V�H�P�E�O�\���Z�R�U�N���D�W���D���F�R�Q�V�W�U�X�F�W�L�R�Q���V�L�W�H��

• 	�7�K�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V���D�G�D�S�W���I�X�O�O�\���W�R���W�K�H���F�R�Q�G�X�F�W�R�U�����7�K�D�Q�N�V���W�R���W�K�H���´�9�µ���V�K�D�S�H����
�W�K�H���U�L�Q�J�V���F�D�Q���E�H���S�X�V�K�H�G���W�R�J�H�W�K�H�U���H�I�I�H�F�W�L�Y�H�O�\��

• 	�,�G�H�Q�W�L�À�F�D�W�L�R�Q���E�H�I�R�U�H���F�R�Q�Q�H�F�W�L�R�Q��

Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White �������������P�P ���������������������P�P�� * 0978 700 710 100
White �������������P�P ���������������������P�P�� - 0978 700 707 100
White �������������P�P ���������������������P�P�� �� 0978 700 708 100
White �������������P�P ���������������������P�P�� / 0978 700 711 100
White �������������P�P ���������������������P�P�� 0 0978 700 690 100
White �������������P�P ���������������������P�P�� 1 0978 700 691 100
White �������������P�P ���������������������P�P�� �� 0978 700 692 100
White �������������P�P ���������������������P�P�� 3 0978 700 693 100
White �������������P�P ���������������������P�P�� 4 0978 700 694 100
White �������������P�P ���������������������P�P�� 4 0978 700 706 100
White �������������P�P ���������������������P�P�� 5 0978 700 695 100
White �������������P�P ���������������������P�P�� 6 0978 700 696 100
White �������������P�P ���������������������P�P�� 7 0978 700 697 100
White �������������P�P ���������������������P�P�� 8 0978 700 698 100
White �������������P�P ���������������������P�P�� 9 0978 700 699 100
White �������������P�P ���������������������P�P�� = 0978 700 709 100
White �������������P�P ���������������������P�P�� A 0978 700 664 100
White �������������P�P ���������������������P�P�� A1 0978 700 703 100
White �������������P�P ���������������������P�P�� �$�� 0978 700 704 100
White �������������P�P ���������������������P�P�� ALT 0978 700 713 100
White �������������P�P ���������������������P�P�� B 0978 700 665 100
White �������������P�P ���������������������P�P�� C 0978 700 666 100
White �������������P�P ���������������������P�P�� D 0978 700 667 100
White �������������P�P ���������������������P�P�� E 0978 700 668 100
White �������������P�P ���������������������P�P�� F 0978 700 669 100
White �������������P�P ���������������������P�P�� G 0978 700 670 100
White �������������P�P ���������������������P�P�� H 0978 700 671 100
White �������������P�P ���������������������P�P�� I 0978 700 672 100
White �������������P�P ���������������������P�P�� J 0978 700 673 100
White �������������P�P ���������������������P�P�� K 0978 700 674 100
White �������������P�P ���������������������P�P�� L 0978 700 675 100
White �������������P�P ���������������������P�P�� L1 0978 700 700 100
White �������������P�P ���������������������P�P�� �/�� 0978 700 701 100
White �������������P�P ���������������������P�P�� L3 0978 700 702 100
White �������������P�P ���������������������P�P�� M 0978 700 676 100
White �������������P�P ���������������������P�P�� N 0978 700 677 100

�3�9�&���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V

�/�H�W�W�H�U�L�Q�J���F�R�O�R�X�U Black
Material �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H
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Labelling technology

Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White �������������P�P ���������������������P�P�� O 0978 700 678 100
White �������������P�P ���������������������P�P�� OHM 0978 700 714 100
White �������������P�P ���������������������P�P�� P 0978 700 679 100
White �������������P�P ���������������������P�P�� PE 0978 700 705 100
White �������������P�P ���������������������P�P�� Q 0978 700 680 100
White �������������P�P ���������������������P�P�� R 0978 700 681 100
White �������������P�P ���������������������P�P�� S 0978 700 682 100
White �������������P�P ���������������������P�P�� T 0978 700 683 100
White �������������P�P ���������������������P�P�� TER 0978 700 712 100
White �������������P�P ���������������������P�P�� U 0978 700 684 100
White �������������P�P ���������������������P�P�� �9 0978 700 685 100
White �������������P�P ���������������������P�P�� W 0978 700 686 100
White �������������P�P ���������������������P�P�� X 0978 700 687 100
White �������������P�P ���������������������P�P�� Y 0978 700 688 100
White �������������P�P ���������������������P�P�� Z 0978 700 689 100
White �����������������P�P �������������P�P�� - 0978 700 758 100
White �����������������P�P �������������P�P�� �� 0978 700 759 100
White �����������������P�P �������������P�P�� / 0978 700 762 100
White �����������������P�P �������������P�P�� * 0978 700 761 100
White �����������������P�P �������������P�P�� 0 0978 700 741 100
White �����������������P�P �������������P�P�� 1 0978 700 742 100
White �����������������P�P �������������P�P�� �� 0978 700 743 100
White �����������������P�P �������������P�P�� 3 0978 700 744 100
White �����������������P�P �������������P�P�� 4 0978 700 745 100
White �����������������P�P �������������P�P�� 4 0978 700 757 100
White �����������������P�P �������������P�P�� 5 0978 700 746 100
White �����������������P�P �������������P�P�� 6 0978 700 747 100
White �����������������P�P �������������P�P�� 7 0978 700 748 100
White �����������������P�P �������������P�P�� 8 0978 700 749 100
White �����������������P�P �������������P�P�� 9 0978 700 750 100
White �����������������P�P �������������P�P�� = 0978 700 760 100
White �����������������P�P �������������P�P�� A 0978 700 715 100
White �����������������P�P �������������P�P�� A1 0978 700 754 100
White �����������������P�P �������������P�P�� �$�� 0978 700 755 100
White �����������������P�P �������������P�P�� ALT 0978 700 764 100
White �����������������P�P �������������P�P�� B 0978 700 716 100
White �����������������P�P �������������P�P�� C 0978 700 717 100
White �����������������P�P �������������P�P�� D 0978 700 718 100
White �����������������P�P �������������P�P�� E 0978 700 719 100
White �����������������P�P �������������P�P�� F 0978 700 720 100
White �����������������P�P �������������P�P�� G 0978 700 721 100
White �����������������P�P �������������P�P�� H 0978 700 722 100
White �����������������P�P �������������P�P�� I 0978 700 723 100
White �����������������P�P �������������P�P�� J 0978 700 724 100
White �����������������P�P �������������P�P�� K 0978 700 725 100
White �����������������P�P �������������P�P�� L 0978 700 726 100
White �����������������P�P �������������P�P�� L1 0978 700 751 100
White �����������������P�P �������������P�P�� �/�� 0978 700 752 100
White �����������������P�P �������������P�P�� L3 0978 700 753 100
White �����������������P�P �������������P�P�� M 0978 700 727 100
White �����������������P�P �������������P�P�� N 0978 700 728 100
White �����������������P�P �������������P�P�� O 0978 700 729 100
White �����������������P�P �������������P�P�� OHM 0978 700 765 100
White �����������������P�P �������������P�P�� P 0978 700 730 100
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White �����������������P�P �������������P�P�� PE 0978 700 756 100
White �����������������P�P �������������P�P�� Q 0978 700 731 100
White �����������������P�P �������������P�P�� R 0978 700 732 100
White �����������������P�P �������������P�P�� S 0978 700 733 100
White �����������������P�P �������������P�P�� T 0978 700 734 100
White �����������������P�P �������������P�P�� TER 0978 700 763 100
White �����������������P�P �������������P�P�� U 0978 700 735 100
White �����������������P�P �������������P�P�� �9 0978 700 736 100
White �����������������P�P �������������P�P�� W 0978 700 737 100
White �����������������P�P �������������P�P�� X 0978 700 738 100
White �����������������P�P �������������P�P�� Y 0978 700 739 100
White �����������������P�P �������������P�P�� Z 0978 700 740 100
White �������������P�P ���������������P�P�� * 0978 700 812 100
White �������������P�P ���������������P�P�� - 0978 700 809 100
White �������������P�P ���������������P�P�� �� 0978 700 810 100
White �������������P�P ���������������P�P�� / 0978 700 813 100
White �������������P�P ���������������P�P�� 0 0978 700 792 100
White �������������P�P ���������������P�P�� 1 0978 700 793 100
White �������������P�P ���������������P�P�� �� 0978 700 794 100
White �������������P�P ���������������P�P�� 3 0978 700 795 100
White �������������P�P ���������������P�P�� 4 0978 700 796 100
White �������������P�P ���������������P�P�� 4 0978 700 808 100
White �������������P�P ���������������P�P�� 5 0978 700 797 100
White �������������P�P ���������������P�P�� 6 0978 700 798 100
White �������������P�P ���������������P�P�� 7 0978 700 799 100
White �������������P�P ���������������P�P�� 8 0978 700 800 100
White �������������P�P ���������������P�P�� 9 0978 700 801 100
White �������������P�P ���������������P�P�� = 0978 700 811 100
White �������������P�P ���������������P�P�� A 0978 700 766 100
White �������������P�P ���������������P�P�� A1 0978 700 805 100
White �������������P�P ���������������P�P�� �$�� 0978 700 806 100
White �������������P�P ���������������P�P�� ALT 0978 700 815 100
White �������������P�P ���������������P�P�� B 0978 700 767 100
White �������������P�P ���������������P�P�� C 0978 700 768 100
White �������������P�P ���������������P�P�� D 0978 700 769 100
White �������������P�P ���������������P�P�� E 0978 700 770 100
White �������������P�P ���������������P�P�� F 0978 700 771 100
White �������������P�P ���������������P�P�� G 0978 700 772 100
White �������������P�P ���������������P�P�� H 0978 700 773 100
White �������������P�P ���������������P�P�� I 0978 700 774 100
White �������������P�P ���������������P�P�� J 0978 700 775 100
White �������������P�P ���������������P�P�� K 0978 700 776 100
White �������������P�P ���������������P�P�� L 0978 700 777 100
White �������������P�P ���������������P�P�� L1 0978 700 802 100
White �������������P�P ���������������P�P�� �/�� 0978 700 803 100
White �������������P�P ���������������P�P�� L3 0978 700 804 100
White �������������P�P ���������������P�P�� M 0978 700 778 100
White �������������P�P ���������������P�P�� N 0978 700 779 100
White �������������P�P ���������������P�P�� O 0978 700 780 100
White �������������P�P ���������������P�P�� OHM 0978 700 816 100
White �������������P�P ���������������P�P�� P 0978 700 781 100
White �������������P�P ���������������P�P�� PE 0978 700 807 100
White �������������P�P ���������������P�P�� Q 0978 700 782 100
White �������������P�P ���������������P�P�� R 0978 700 783 100
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White �������������P�P ���������������P�P�� S 0978 700 784 100
White �������������P�P ���������������P�P�� T 0978 700 785 100
White �������������P�P ���������������P�P�� TER 0978 700 814 100
White �������������P�P ���������������P�P�� U 0978 700 786 100
White �������������P�P ���������������P�P�� �9 0978 700 787 100
White �������������P�P ���������������P�P�� W 0978 700 788 100
White �������������P�P ���������������P�P�� X 0978 700 789 100
White �������������P�P ���������������P�P�� Y 0978 700 790 100
White �������������P�P ���������������P�P�� Z 0978 700 791 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� - 0978 700 554 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �� 0978 700 555 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� / 0978 700 558 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� * 0978 700 557 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 0 0978 700 537 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 1 0978 700 538 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �� 0978 700 539 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 3 0978 700 540 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 4 0978 700 541 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 4 0978 700 553 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 5 0978 700 542 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 6 0978 700 543 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 7 0978 700 544 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 8 0978 700 545 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 9 0978 700 546 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� = 0978 700 556 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� A 0978 700 511 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� A1 0978 700 550 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �$�� 0978 700 551 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� ALT 0978 700 560 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� B 0978 700 512 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� C 0978 700 513 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� D 0978 700 514 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� E 0978 700 515 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� F 0978 700 516 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� G 0978 700 517 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� H 0978 700 518 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� I 0978 700 519 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� J 0978 700 520 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� K 0978 700 521 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� L 0978 700 522 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� L1 0978 700 547 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �/�� 0978 700 548 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� L3 0978 700 549 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� M 0978 700 523 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� N 0978 700 524 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� O 0978 700 525 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� OHM 0978 700 561 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� P 0978 700 526 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� PE 0978 700 552 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� Q 0978 700 527 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� R 0978 700 528 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� S 0978 700 529 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� T 0978 700 530 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� TER 0978 700 559 100
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�<�H�O�O�R�Z �������������P�P ���������������������P�P�� U 0978 700 531 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �9 0978 700 532 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� W 0978 700 533 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� X 0978 700 534 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� Y 0978 700 535 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� Z 0978 700 536 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� * 0978 700 608 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� - 0978 700 605 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �� 0978 700 606 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� / 0978 700 609 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 0 0978 700 588 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 1 0978 700 589 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �� 0978 700 590 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 3 0978 700 591 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 4 0978 700 592 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 4 0978 700 604 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 5 0978 700 593 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 6 0978 700 594 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 7 0978 700 595 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 8 0978 700 596 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 9 0978 700 597 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� = 0978 700 607 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� A 0978 700 562 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� A1 0978 700 601 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �$�� 0978 700 602 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� ALT 0978 700 611 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� B 0978 700 563 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� C 0978 700 564 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� D 0978 700 565 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� E 0978 700 566 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� F 0978 700 567 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� G 0978 700 568 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� H 0978 700 569 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� I 0978 700 570 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� J 0978 700 571 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� K 0978 700 572 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� L 0978 700 573 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� L1 0978 700 598 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �/�� 0978 700 599 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� L3 0978 700 600 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� M 0978 700 574 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� N 0978 700 575 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� O 0978 700 576 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� OHM 0978 700 612 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� P 0978 700 577 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� PE 0978 700 603 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� Q 0978 700 578 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� R 0978 700 579 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� S 0978 700 580 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� T 0978 700 581 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� TER 0978 700 610 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� U 0978 700 582 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �9 0978 700 583 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� W 0978 700 584 100
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�<�H�O�O�R�Z �����������������P�P �������������P�P�� X 0978 700 585 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� Y 0978 700 586 100
�<�H�O�O�R�Z �����������������P�P �������������P�P�� Z 0978 700 587 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� - 0978 700 656 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �� 0978 700 657 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� / 0978 700 660 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� * 0978 700 659 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 0 0978 700 639 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 1 0978 700 640 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �� 0978 700 641 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 3 0978 700 642 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 4 0978 700 643 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 4 0978 700 655 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 5 0978 700 644 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 6 0978 700 645 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 7 0978 700 646 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 8 0978 700 647 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 9 0978 700 648 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� = 0978 700 658 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� A 0978 700 613 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� A1 0978 700 652 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �$�� 0978 700 653 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� ALT 0978 700 662 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� B 0978 700 614 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� C 0978 700 615 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� D 0978 700 616 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� E 0978 700 617 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� F 0978 700 618 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� G 0978 700 619 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� H 0978 700 620 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� I 0978 700 621 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� J 0978 700 622 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� K 0978 700 623 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� L 0978 700 624 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� L1 0978 700 649 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �/�� 0978 700 650 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� L3 0978 700 651 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� M 0978 700 625 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� N 0978 700 626 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� O 0978 700 627 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� OHM 0978 700 663 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� P 0978 700 628 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� PE 0978 700 654 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� Q 0978 700 629 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� R 0978 700 630 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� S 0978 700 631 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� T 0978 700 632 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� TER 0978 700 661 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� U 0978 700 633 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �9 0978 700 634 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� W 0978 700 635 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� X 0978 700 636 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� Y 0978 700 637 100
�<�H�O�O�R�Z �������������P�P ���������������P�P�� Z 0978 700 638 100
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ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology

Identification rings in bead form

• 	�7�K�D�Q�N�V���W�R���W�K�H���V�S�H�F�L�D�O���V�K�D�S�H���R�I���W�K�H���W�X�E�X�O�D�U���S�U�R�À�O�H���D�Q�G���W�K�H���Á�H�[�L�E�L�O�L�W�\�����W�K�H���L�G�H�Q�W�L-
�À�F�D�W�L�R�Q���U�L�Q�J�V���D�U�H���H�D�V�L�O�\���P�R�X�Q�W�H�G��

• 	�$���V�L�P�S�O�H���W�R�R�O���P�D�N�H�V���L�W���H�D�V�L�H�U���W�R���L�Q�V�W�D�O�O���D�Q�G���D�V�V�H�P�E�O�H���W�K�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V����
�,�G�H�D�O���I�R�U���D�V�V�H�P�E�O�\���Z�R�U�N���D�W���D���F�R�Q�V�W�U�X�F�W�L�R�Q���V�L�W�H��

• 	�7�K�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V���D�G�D�S�W���I�X�O�O�\���W�R���W�K�H���F�R�Q�G�X�F�W�R�U�����7�K�D�Q�N�V���W�R���W�K�H���´�9�µ���V�K�D�S�H����
�W�K�H���U�L�Q�J�V���F�D�Q���E�H���S�X�V�K�H�G���W�R�J�H�W�K�H�U���H�I�I�H�F�W�L�Y�H�O�\��

• 	�,�G�H�Q�W�L�À�F�D�W�L�R�Q���E�H�I�R�U�H���F�R�Q�Q�H�F�W�L�R�Q��
• 	�' �H�O�L�Y�H�U�H�G���L�Q���E�R�[�H�V���W�R���E�H���V�H�W���X�S���V�L�G�H���E�\���V�L�G�H���I�R�U���H�D�V�\���V�W�R�U�D�J�H
• 	�2�S�W�L�R�Q�����&�D�V�V�H�W�W�H���F�D�U�U�L�H�U���I�U�D�P�H�����L�G�H�D�O���D�W���W�K�H���Z�R�U�N�S�O�D�F�H���D�Q�G���D�W���W�K�H���F�R�Q�V�W�U�X�F�W�L�R�Q��

Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White �������������P�P ���������������������P�P�� * 0978 700 302 500
White �������������P�P ���������������������P�P�� - 0978 700 299 500
White �������������P�P ���������������������P�P�� �� 0978 700 300 500
White �������������P�P ���������������������P�P�� / 0978 700 303 500
White �������������P�P ���������������������P�P�� 0 0978 700 282 500
White �������������P�P ���������������������P�P�� 1 0978 700 283 500
White �������������P�P ���������������������P�P�� �� 0978 700 284 500
White �������������P�P ���������������������P�P�� 3 0978 700 285 500
White �������������P�P ���������������������P�P�� 4 0978 700 286 500
White �������������P�P ���������������������P�P�� 4 0978 700 298 500
White �������������P�P ���������������������P�P�� 5 0978 700 287 500
White �������������P�P ���������������������P�P�� 6 0978 700 288 500
White �������������P�P ���������������������P�P�� 7 0978 700 289 500
White �������������P�P ���������������������P�P�� 8 0978 700 290 500
White �������������P�P ���������������������P�P�� 9 0978 700 291 500
White �������������P�P ���������������������P�P�� = 0978 700 301 500
White �������������P�P ���������������������P�P�� A 0978 700 256 500
White �������������P�P ���������������������P�P�� A1 0978 700 295 500
White �������������P�P ���������������������P�P�� �$�� 0978 700 296 500
White �������������P�P ���������������������P�P�� ALT 0978 700 305 500
White �������������P�P ���������������������P�P�� B 0978 700 257 500
White �������������P�P ���������������������P�P�� C 0978 700 258 500
White �������������P�P ���������������������P�P�� D 0978 700 259 500
White �������������P�P ���������������������P�P�� E 0978 700 260 500
White �������������P�P ���������������������P�P�� F 0978 700 261 500
White �������������P�P ���������������������P�P�� G 0978 700 262 500
White �������������P�P ���������������������P�P�� H 0978 700 263 500
White �������������P�P ���������������������P�P�� I 0978 700 264 500
White �������������P�P ���������������������P�P�� J 0978 700 265 500
White �������������P�P ���������������������P�P�� K 0978 700 266 500
White �������������P�P ���������������������P�P�� L 0978 700 267 500
White �������������P�P ���������������������P�P�� L1 0978 700 292 500
White �������������P�P ���������������������P�P�� �/�� 0978 700 293 500
White �������������P�P ���������������������P�P�� L3 0978 700 294 500

�3�9�&���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V

�/�H�W�W�H�U�L�Q�J���F�R�O�R�X�U Black
Material �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White �������������P�P ���������������������P�P�� M 0978 700 268 500
White �������������P�P ���������������������P�P�� N 0978 700 269 500
White �������������P�P ���������������������P�P�� O 0978 700 270 500
White �������������P�P ���������������������P�P�� OHM 0978 700 306 500
White �������������P�P ���������������������P�P�� P 0978 700 271 500
White �������������P�P ���������������������P�P�� PE 0978 700 297 500
White �������������P�P ���������������������P�P�� Q 0978 700 272 500
White �������������P�P ���������������������P�P�� R 0978 700 273 500
White �������������P�P ���������������������P�P�� S 0978 700 274 500
White �������������P�P ���������������������P�P�� T 0978 700 275 500
White �������������P�P ���������������������P�P�� TER 0978 700 304 500
White �������������P�P ���������������������P�P�� U 0978 700 276 500
White �������������P�P ���������������������P�P�� �9 0978 700 277 500
White �������������P�P ���������������������P�P�� W 0978 700 278 500
White �������������P�P ���������������������P�P�� X 0978 700 279 500
White �������������P�P ���������������������P�P�� Y 0978 700 280 500
White �������������P�P ���������������������P�P�� Z 0978 700 281 500
White �����������������P�P �������������P�P�� - 0978 700 350 500
White �����������������P�P �������������P�P�� �� 0978 700 351 500
White �����������������P�P �������������P�P�� / 0978 700 354 500
White �����������������P�P �������������P�P�� * 0978 700 353 500
White �����������������P�P �������������P�P�� 0 0978 700 333 500
White �����������������P�P �������������P�P�� 1 0978 700 334 500
White �����������������P�P �������������P�P�� �� 0978 700 335 500
White �����������������P�P �������������P�P�� 3 0978 700 336 500
White �����������������P�P �������������P�P�� 4 0978 700 337 500
White �����������������P�P �������������P�P�� 4 0978 700 349 500
White �����������������P�P �������������P�P�� 5 0978 700 338 500
White �����������������P�P �������������P�P�� 6 0978 700 339 500
White �����������������P�P �������������P�P�� 7 0978 700 340 500
White �����������������P�P �������������P�P�� 8 0978 700 341 500
White �����������������P�P �������������P�P�� 9 0978 700 342 500
White �����������������P�P �������������P�P�� = 0978 700 352 500
White �����������������P�P �������������P�P�� A 0978 700 307 500
White �����������������P�P �������������P�P�� A1 0978 700 346 500
White �����������������P�P �������������P�P�� �$�� 0978 700 347 500
White �����������������P�P �������������P�P�� ALT 0978 700 356 500
White �����������������P�P �������������P�P�� B 0978 700 308 500
White �����������������P�P �������������P�P�� C 0978 700 309 500
White �����������������P�P �������������P�P�� D 0978 700 310 500
White �����������������P�P �������������P�P�� E 0978 700 311 500
White �����������������P�P �������������P�P�� F 0978 700 312 500
White �����������������P�P �������������P�P�� G 0978 700 313 500
White �����������������P�P �������������P�P�� H 0978 700 314 500
White �����������������P�P �������������P�P�� I 0978 700 315 500
White �����������������P�P �������������P�P�� J 0978 700 316 500
White �����������������P�P �������������P�P�� K 0978 700 317 500
White �����������������P�P �������������P�P�� L 0978 700 318 500
White �����������������P�P �������������P�P�� L1 0978 700 343 500
White �����������������P�P �������������P�P�� �/�� 0978 700 344 500
White �����������������P�P �������������P�P�� L3 0978 700 345 500
White �����������������P�P �������������P�P�� M 0978 700 319 500
White �����������������P�P �������������P�P�� N 0978 700 320 500
White �����������������P�P �������������P�P�� O 0978 700 321 500
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White �����������������P�P �������������P�P�� OHM 0978 700 357 500
White �����������������P�P �������������P�P�� P 0978 700 322 500
White �����������������P�P �������������P�P�� PE 0978 700 348 500
White �����������������P�P �������������P�P�� Q 0978 700 323 500
White �����������������P�P �������������P�P�� R 0978 700 324 500
White �����������������P�P �������������P�P�� S 0978 700 325 500
White �����������������P�P �������������P�P�� T 0978 700 326 500
White �����������������P�P �������������P�P�� TER 0978 700 355 500
White �����������������P�P �������������P�P�� U 0978 700 327 500
White �����������������P�P �������������P�P�� �9 0978 700 328 500
White �����������������P�P �������������P�P�� W 0978 700 329 500
White �����������������P�P �������������P�P�� X 0978 700 330 500
White �����������������P�P �������������P�P�� Y 0978 700 331 500
White �����������������P�P �������������P�P�� Z 0978 700 332 500
White �������������P�P ���������������P�P�� * 0978 700 404 ������
White �������������P�P ���������������P�P�� - 0978 700 401 ������
White �������������P�P ���������������P�P�� �� 0978 700 402 ������
White �������������P�P ���������������P�P�� / 0978 700 405 ������
White �������������P�P ���������������P�P�� 0 0978 700 384 ������
White �������������P�P ���������������P�P�� 1 0978 700 385 ������
White �������������P�P ���������������P�P�� �� 0978 700 386 ������
White �������������P�P ���������������P�P�� 3 0978 700 387 ������
White �������������P�P ���������������P�P�� 4 0978 700 388 ������
White �������������P�P ���������������P�P�� 4 0978 700 400 ������
White �������������P�P ���������������P�P�� 5 0978 700 389 ������
White �������������P�P ���������������P�P�� 6 0978 700 390 ������
White �������������P�P ���������������P�P�� 7 0978 700 391 ������
White �������������P�P ���������������P�P�� 8 0978 700 392 ������
White �������������P�P ���������������P�P�� 9 0978 700 393 ������
White �������������P�P ���������������P�P�� = 0978 700 403 ������
White �������������P�P ���������������P�P�� A 0978 700 358 ������
White �������������P�P ���������������P�P�� A1 0978 700 397 ������
White �������������P�P ���������������P�P�� �$�� 0978 700 398 ������
White �������������P�P ���������������P�P�� ALT 0978 700 407 ������
White �������������P�P ���������������P�P�� B 0978 700 359 ������
White �������������P�P ���������������P�P�� C 0978 700 360 ������
White �������������P�P ���������������P�P�� D 0978 700 361 ������
White �������������P�P ���������������P�P�� E 0978 700 362 ������
White �������������P�P ���������������P�P�� F 0978 700 363 ������
White �������������P�P ���������������P�P�� G 0978 700 364 ������
White �������������P�P ���������������P�P�� H 0978 700 365 ������
White �������������P�P ���������������P�P�� I 0978 700 366 ������
White �������������P�P ���������������P�P�� J 0978 700 367 ������
White �������������P�P ���������������P�P�� K 0978 700 368 ������
White �������������P�P ���������������P�P�� L 0978 700 369 ������
White �������������P�P ���������������P�P�� L1 0978 700 394 ������
White �������������P�P ���������������P�P�� �/�� 0978 700 395 ������
White �������������P�P ���������������P�P�� L3 0978 700 396 ������
White �������������P�P ���������������P�P�� M 0978 700 370 ������
White �������������P�P ���������������P�P�� N 0978 700 371 ������
White �������������P�P ���������������P�P�� O 0978 700 372 ������
White �������������P�P ���������������P�P�� OHM 0978 700 408 ������
White �������������P�P ���������������P�P�� P 0978 700 373 ������
White �������������P�P ���������������P�P�� PE 0978 700 399 ������
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White �������������P�P ���������������P�P�� Q 0978 700 374 ������
White �������������P�P ���������������P�P�� R 0978 700 375 ������
White �������������P�P ���������������P�P�� S 0978 700 376 ������
White �������������P�P ���������������P�P�� T 0978 700 377 ������
White �������������P�P ���������������P�P�� TER 0978 700 406 ������
White �������������P�P ���������������P�P�� U 0978 700 378 ������
White �������������P�P ���������������P�P�� �9 0978 700 379 ������
White �������������P�P ���������������P�P�� W 0978 700 380 ������
White �������������P�P ���������������P�P�� X 0978 700 381 ������
White �������������P�P ���������������P�P�� Y 0978 700 382 ������
White �������������P�P ���������������P�P�� Z 0978 700 383 ������
White ���������������P�P �����������������P�P�� * 0978 700 455 100
White ���������������P�P �����������������P�P�� - 0978 700 452 100
White ���������������P�P �����������������P�P�� �� 0978 700 453 100
White ���������������P�P �����������������P�P�� / 0978 700 456 100
White ���������������P�P �����������������P�P�� 0 0978 700 435 100
White ���������������P�P �����������������P�P�� 1 0978 700 436 100
White ���������������P�P �����������������P�P�� �� 0978 700 437 100
White ���������������P�P �����������������P�P�� 3 0978 700 438 100
White ���������������P�P �����������������P�P�� 4 0978 700 439 100
White ���������������P�P �����������������P�P�� 4 0978 700 451 100
White ���������������P�P �����������������P�P�� 5 0978 700 440 100
White ���������������P�P �����������������P�P�� 6 0978 700 441 100
White ���������������P�P �����������������P�P�� 7 0978 700 442 100
White ���������������P�P �����������������P�P�� 8 0978 700 443 100
White ���������������P�P �����������������P�P�� 9 0978 700 444 100
White ���������������P�P �����������������P�P�� = 0978 700 454 100
White ���������������P�P �����������������P�P�� A 0978 700 409 100
White ���������������P�P �����������������P�P�� A1 0978 700 448 100
White ���������������P�P �����������������P�P�� �$�� 0978 700 449 100
White ���������������P�P �����������������P�P�� ALT 0978 700 458 100
White ���������������P�P �����������������P�P�� B 0978 700 410 100
White ���������������P�P �����������������P�P�� C 0978 700 411 100
White ���������������P�P �����������������P�P�� D 0978 700 412 100
White ���������������P�P �����������������P�P�� E 0978 700 413 100
White ���������������P�P �����������������P�P�� F 0978 700 414 100
White ���������������P�P �����������������P�P�� G 0978 700 415 100
White ���������������P�P �����������������P�P�� H 0978 700 416 100
White ���������������P�P �����������������P�P�� I 0978 700 417 100
White ���������������P�P �����������������P�P�� J 0978 700 418 100
White ���������������P�P �����������������P�P�� K 0978 700 419 100
White ���������������P�P �����������������P�P�� L 0978 700 420 100
White ���������������P�P �����������������P�P�� L1 0978 700 445 100
White ���������������P�P �����������������P�P�� �/�� 0978 700 446 100
White ���������������P�P �����������������P�P�� L3 0978 700 447 100
White ���������������P�P �����������������P�P�� M 0978 700 421 100
White ���������������P�P �����������������P�P�� N 0978 700 422 100
White ���������������P�P �����������������P�P�� O 0978 700 423 100
White ���������������P�P �����������������P�P�� OHM 0978 700 459 100
White ���������������P�P �����������������P�P�� P 0978 700 424 100
White ���������������P�P �����������������P�P�� PE 0978 700 450 100
White ���������������P�P �����������������P�P�� Q 0978 700 425 100
White ���������������P�P �����������������P�P�� R 0978 700 426 100
White ���������������P�P �����������������P�P�� S 0978 700 427 100
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White ���������������P�P �����������������P�P�� T 0978 700 428 100
White ���������������P�P �����������������P�P�� TER 0978 700 457 100
White ���������������P�P �����������������P�P�� U 0978 700 429 100
White ���������������P�P �����������������P�P�� �9 0978 700 430 100
White ���������������P�P �����������������P�P�� W 0978 700 431 100
White ���������������P�P �����������������P�P�� X 0978 700 432 100
White ���������������P�P �����������������P�P�� Y 0978 700 433 100
White ���������������P�P �����������������P�P�� Z 0978 700 434 100
White �����������������P�P �������������������P�P�� * 0978 700 506 100
White �����������������P�P �������������������P�P�� - 0978 700 503 100
White �����������������P�P �������������������P�P�� �� 0978 700 504 100
White �����������������P�P �������������������P�P�� / 0978 700 507 100
White �����������������P�P �������������������P�P�� 0 0978 700 486 100
White �����������������P�P �������������������P�P�� 1 0978 700 487 100
White �����������������P�P �������������������P�P�� �� 0978 700 488 100
White �����������������P�P �������������������P�P�� 3 0978 700 489 100
White �����������������P�P �������������������P�P�� 4 0978 700 490 100
White �����������������P�P �������������������P�P�� 4 0978 700 502 100
White �����������������P�P �������������������P�P�� 5 0978 700 491 100
White �����������������P�P �������������������P�P�� 6 0978 700 492 100
White �����������������P�P �������������������P�P�� 7 0978 700 493 100
White �����������������P�P �������������������P�P�� 8 0978 700 494 100
White �����������������P�P �������������������P�P�� 9 0978 700 495 100
White �����������������P�P �������������������P�P�� = 0978 700 505 100
White �����������������P�P �������������������P�P�� A 0978 700 460 100
White �����������������P�P �������������������P�P�� A1 0978 700 499 100
White �����������������P�P �������������������P�P�� �$�� 0978 700 500 100
White �����������������P�P �������������������P�P�� ALT 0978 700 509 100
White �����������������P�P �������������������P�P�� B 0978 700 461 100
White �����������������P�P �������������������P�P�� C 0978 700 462 100
White �����������������P�P �������������������P�P�� D 0978 700 463 100
White �����������������P�P �������������������P�P�� E 0978 700 464 100
White �����������������P�P �������������������P�P�� F 0978 700 465 100
White �����������������P�P �������������������P�P�� G 0978 700 466 100
White �����������������P�P �������������������P�P�� H 0978 700 467 100
White �����������������P�P �������������������P�P�� I 0978 700 468 100
White �����������������P�P �������������������P�P�� J 0978 700 469 100
White �����������������P�P �������������������P�P�� K 0978 700 470 100
White �����������������P�P �������������������P�P�� L 0978 700 471 100
White �����������������P�P �������������������P�P�� L1 0978 700 496 100
White �����������������P�P �������������������P�P�� �/�� 0978 700 497 100
White �����������������P�P �������������������P�P�� L3 0978 700 498 100
White �����������������P�P �������������������P�P�� M 0978 700 472 100
White �����������������P�P �������������������P�P�� N 0978 700 473 100
White �����������������P�P �������������������P�P�� O 0978 700 474 100
White �����������������P�P �������������������P�P�� OHM 0978 700 510 100
White �����������������P�P �������������������P�P�� P 0978 700 475 100
White �����������������P�P �������������������P�P�� PE 0978 700 501 100
White �����������������P�P �������������������P�P�� Q 0978 700 476 100
White �����������������P�P �������������������P�P�� R 0978 700 477 100
White �����������������P�P �������������������P�P�� S 0978 700 478 100
White �����������������P�P �������������������P�P�� T 0978 700 479 100
White �����������������P�P �������������������P�P�� TER 0978 700 508 100
White �����������������P�P �������������������P�P�� U 0978 700 480 100
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White �����������������P�P �������������������P�P�� �9 0978 700 481 100
White �����������������P�P �������������������P�P�� W 0978 700 482 100
White �����������������P�P �������������������P�P�� X 0978 700 483 100
White �����������������P�P �������������������P�P�� Y 0978 700 484 100
White �����������������P�P �������������������P�P�� Z 0978 700 485 100
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� * 0978 700 047 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� - 0978 700 044 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �� 0978 700 045 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� / 0978 700 048 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 0 0978 700 027 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 1 0978 700 028 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �� 0978 700 029 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 3 0978 700 030 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 4 0978 700 031 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 4 0978 700 043 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 5 0978 700 032 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 6 0978 700 033 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 7 0978 700 034 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 8 0978 700 035 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� 9 0978 700 036 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� = 0978 700 046 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� A 0978 700 001 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� A1 0978 700 040 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �$�� 0978 700 041 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� ALT 0978 700 050 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� B 0978 700 002 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� C 0978 700 003 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� D 0978 700 004 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� E 0978 700 005 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� F 0978 700 006 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� G 0978 700 007 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� H 0978 700 008 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� I 0978 700 009 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� J 0978 700 010 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� K 0978 700 011 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� L 0978 700 012 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� L1 0978 700 037 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �/�� 0978 700 038 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� L3 0978 700 039 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� M 0978 700 013 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� N 0978 700 014 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� O 0978 700 015 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� OHM 0978 700 051 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� P 0978 700 016 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� PE 0978 700 042 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� Q 0978 700 017 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� R 0978 700 018 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� S 0978 700 019 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� T 0978 700 020 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� TER 0978 700 049 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� U 0978 700 021 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� �9 0978 700 022 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� W 0978 700 023 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� X 0978 700 024 500
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�<�H�O�O�R�Z �������������P�P ���������������������P�P�� Y 0978 700 025 500
�<�H�O�O�R�Z �������������P�P ���������������������P�P�� Z 0978 700 026 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� - 0978 700 095 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �� 0978 700 096 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� / 0978 700 099 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� * 0978 700 098 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 0 0978 700 078 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 1 0978 700 079 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �� 0978 700 080 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 3 0978 700 081 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 4 0978 700 082 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 4 0978 700 094 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 5 0978 700 083 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 6 0978 700 084 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 7 0978 700 085 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 8 0978 700 086 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� 9 0978 700 087 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� = 0978 700 097 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� A 0978 700 052 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� A1 0978 700 091 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �$�� 0978 700 092 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� ALT 0978 700 101 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� B 0978 700 053 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� C 0978 700 054 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� D 0978 700 055 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� E 0978 700 056 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� F 0978 700 057 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� G 0978 700 058 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� H 0978 700 059 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� I 0978 700 060 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� J 0978 700 061 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� K 0978 700 062 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� L 0978 700 063 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� L1 0978 700 088 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �/�� 0978 700 089 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� L3 0978 700 090 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� M 0978 700 064 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� N 0978 700 065 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� O 0978 700 066 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� OHM 0978 700 102 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� P 0978 700 067 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� PE 0978 700 093 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� Q 0978 700 068 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� R 0978 700 069 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� S 0978 700 070 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� T 0978 700 071 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� TER 0978 700 100 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� U 0978 700 072 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� �9 0978 700 073 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� W 0978 700 074 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� X 0978 700 075 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� Y 0978 700 076 500
�<�H�O�O�R�Z �����������������P�P �������������P�P�� Z 0978 700 077 500
�<�H�O�O�R�Z �������������P�P ���������������P�P�� * 0978 700 149 ������
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�<�H�O�O�R�Z �������������P�P ���������������P�P�� - 0978 700 146 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �� 0978 700 147 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� / 0978 700 150 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 0 0978 700 129 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 1 0978 700 130 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �� 0978 700 131 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 3 0978 700 132 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 4 0978 700 133 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 4 0978 700 145 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 5 0978 700 134 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 6 0978 700 135 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 7 0978 700 136 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 8 0978 700 137 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� 9 0978 700 138 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� = 0978 700 148 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� A 0978 700 103 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� A1 0978 700 142 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �$�� 0978 700 143 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� ALT 0978 700 152 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� B 0978 700 104 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� C 0978 700 105 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� D 0978 700 106 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� E 0978 700 107 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� F 0978 700 108 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� G 0978 700 109 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� H 0978 700 110 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� I 0978 700 111 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� J 0978 700 112 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� K 0978 700 113 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� L 0978 700 114 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� L1 0978 700 139 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �/�� 0978 700 140 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� L3 0978 700 141 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� M 0978 700 115 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� N 0978 700 116 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� O 0978 700 117 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� OHM 0978 700 153 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� P 0978 700 118 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� PE 0978 700 144 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� Q 0978 700 119 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� R 0978 700 120 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� S 0978 700 121 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� T 0978 700 122 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� TER 0978 700 151 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� U 0978 700 123 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� �9 0978 700 124 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� W 0978 700 125 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� X 0978 700 126 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� Y 0978 700 127 ������
�<�H�O�O�R�Z �������������P�P ���������������P�P�� Z 0978 700 128 ������
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� * 0978 700 200 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� - 0978 700 197 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� �� 0978 700 198 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� / 0978 700 201 100
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�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 0 0978 700 180 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 1 0978 700 181 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� �� 0978 700 182 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 3 0978 700 183 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 4 0978 700 184 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 4 0978 700 196 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 5 0978 700 185 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 6 0978 700 186 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 7 0978 700 187 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 8 0978 700 188 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� 9 0978 700 189 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� = 0978 700 199 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� A 0978 700 154 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� A1 0978 700 193 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� �$�� 0978 700 194 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� ALT 0978 700 203 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� B 0978 700 155 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� C 0978 700 156 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� D 0978 700 157 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� E 0978 700 158 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� F 0978 700 159 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� G 0978 700 160 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� H 0978 700 161 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� I 0978 700 162 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� J 0978 700 163 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� K 0978 700 164 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� L 0978 700 165 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� L1 0978 700 190 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� �/�� 0978 700 191 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� L3 0978 700 192 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� M 0978 700 166 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� N 0978 700 167 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� O 0978 700 168 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� OHM 0978 700 204 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� P 0978 700 169 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� PE 0978 700 195 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� Q 0978 700 170 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� R 0978 700 171 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� S 0978 700 172 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� T 0978 700 173 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� TER 0978 700 202 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� U 0978 700 174 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� �9 0978 700 175 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� W 0978 700 176 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� X 0978 700 177 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� Y 0978 700 178 100
�<�H�O�O�R�Z ���������������P�P �����������������P�P�� Z 0978 700 179 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� * 0978 700 251 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� - 0978 700 248 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� �� 0978 700 249 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� / 0978 700 252 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 0 0978 700 231 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 1 0978 700 232 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� �� 0978 700 233 100
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�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 3 0978 700 234 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 4 0978 700 235 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 4 0978 700 247 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 5 0978 700 236 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 6 0978 700 237 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 7 0978 700 238 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 8 0978 700 239 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� 9 0978 700 240 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� = 0978 700 250 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� A 0978 700 205 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� A1 0978 700 244 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� �$�� 0978 700 245 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� ALT 0978 700 254 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� B 0978 700 206 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� C 0978 700 207 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� D 0978 700 208 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� E 0978 700 209 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� F 0978 700 210 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� G 0978 700 211 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� H 0978 700 212 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� I 0978 700 213 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� J 0978 700 214 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� K 0978 700 215 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� L 0978 700 216 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� L1 0978 700 241 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� �/�� 0978 700 242 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� L3 0978 700 243 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� M 0978 700 217 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� N 0978 700 218 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� O 0978 700 219 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� OHM 0978 700 255 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� P 0978 700 220 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� PE 0978 700 246 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� Q 0978 700 221 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� R 0978 700 222 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� S 0978 700 223 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� T 0978 700 224 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� TER 0978 700 253 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� U 0978 700 225 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� �9 0978 700 226 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� W 0978 700 227 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� X 0978 700 228 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� Y 0978 700 229 100
�<�H�O�O�R�Z �����������������P�P �������������������P�P�� Z 0978 700 230 100

ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology



468

09

ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology

Details/Application



469

09

ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology

Mandrel

• 	The metal-crafted mandrels facilitate the compilation and installation of the 
�3�9�&���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V����

• 	�7�K�H���G�L�I�I�H�U�H�Q�W���V�L�]�H�V���D�O�O�R�Z���I�R�U���W�K�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V���W�R���E�H���V�O�L�G���R�Q�W�R���W�K�H���F�D�E�O�H��
�H�I�I�R�U�W�O�H�V�V�O�\��

Suitable for nominal cable cross section Art. No. P. Qty. 
0,2 - 0,5 mm2 0978 700 990 1
0,5 - 1,5 mm2 0978 700 991 1
0,75 - 2,5 mm2 0978 700 992 1
2,5 - 4 mm2 0978 700 993 1
4 - 6 mm2 0978 700 994 1
4 - 10 mm2 0978 700 995 1
16 mm2 0978 700 996 1
25 - 50 mm2 0978 700 997 1
50 - 70 mm2 0978 700 998 1

�$�F�F�H�V�V�R�U�L�H�V���I�R�U���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V

Colour Black
Material Metal
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Cassette holder frame

�&�D�U�U�L�H�U���I�U�D�P�H���I�R�U���F�D�V�V�H�W�W�H�V���Z�L�W�K���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V���3�9�&���I�R�U���F�R�P�S�L�O�L�Q�J���F�D�V�V�H�W�W�H�V��
�I�R�U���W�K�H���Z�R�U�N���D�W���W�K�H���Z�R�U�N�S�O�D�F�H���D�Q�G���D�W���W�K�H���F�R�Q�V�W�U�X�F�W�L�R�Q���V�L�W�H��

�$�F�F�H�V�V�R�U�L�H�V���I�R�U���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V

�&�R�O�R�X�U �6�L�O�Y�H�U���P�H�W�D�O�O�L�F
�0�D�W�H�U�L�D�O �0�H�W�D�O

Art. No. 0978 700 999
�3�����4�W�\��������
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Snap marker on carrier rod

• 	The SNAP markers are suitable for marking terminal blocks. 
• 	They can be easily slid onto tight cables thanks to assembly parallel to the 

cable. 
• 	For quick type selection, the bars are marked with different colours.
• 	�7�K�H���P�R�X�Q�W�L�Q�J���E�D�U�V���D�U�H���À�W�W�H�G���Z�L�W�K���D���P�R�X�Q�W�L�Q�J���V�K�R�H�����Z�K�L�F�K���R�S�H�Q�V���W�K�H���L�G�H�Q�W�L�À-

cation rings, so that the markers can be slid onto the cable with your thumb 
without damaging them.

• 	The carrier bars have a base. As a result, they lie horizontally on the work-
bench and are always to hand.

• 	The rings surround the cable almost completely without sharp edges and 
without risk of damaging the conductor sleeve.

• 	Thanks to a groove and detent, the designation rings lined up on the cable 
align independently.

Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 1 - 1.4 mm 0.32 mm2 - 0978 702 512 1
White 1 - 1.4 mm 0.32 mm2 / 0978 702 513 1
White 1 - 1.4 mm 0.32 mm2 * 0978 702 514 1
White 1 - 1.4 mm 0.32 mm2 . 0978 702 515 1
White 1 - 1.4 mm 0.32 mm2 0 0978 702 501 1
White 1 - 1.4 mm 0.32 mm2 1 0978 702 502 1
White 1 - 1.4 mm 0.32 mm2 2 0978 702 503 1
White 1 - 1.4 mm 0.32 mm2 3 0978 702 504 1
White 1 - 1.4 mm 0.32 mm2 4 0978 702 505 1
White 1 - 1.4 mm 0.32 mm2 4 0978 702 511 1
White 1 - 1.4 mm 0.32 mm2 5 0978 702 506 1
White 1 - 1.4 mm 0.32 mm2 6 0978 702 507 1
White 1 - 1.4 mm 0.32 mm2 7 0978 702 508 1
White 1 - 1.4 mm 0.32 mm2 8 0978 702 509 1
White 1 - 1.4 mm 0.32 mm2 9 0978 702 510 1
White 1 - 1.4 mm 0.32 mm2 = 0978 702 519 1
White 1 - 1.4 mm 0.32 mm2 A 0978 702 475 1
White 1 - 1.4 mm 0.32 mm2 ALT 0978 702 517 1
White 1 - 1.4 mm 0.32 mm2 B 0978 702 476 1
White 1 - 1.4 mm 0.32 mm2 C 0978 702 477 1
White 1 - 1.4 mm 0.32 mm2 D 0978 702 478 1
White 1 - 1.4 mm 0.32 mm2 E 0978 702 479 1
White 1 - 1.4 mm 0.32 mm2 F 0978 702 480 1
White 1 - 1.4 mm 0.32 mm2 G 0978 702 481 1
White 1 - 1.4 mm 0.32 mm2 H 0978 702 482 1
White 1 - 1.4 mm 0.32 mm2 I 0978 702 483 1
White 1 - 1.4 mm 0.32 mm2 J 0978 702 484 1
White 1 - 1.4 mm 0.32 mm2 K 0978 702 485 1

SNAP marker

Lettering colour Black
Material Polyoxymethylene
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 1 - 1.4 mm 0.32 mm2 L 0978 702 486 1
White 1 - 1.4 mm 0.32 mm2 M 0978 702 487 1
White 1 - 1.4 mm 0.32 mm2 N 0978 702 488 1
White 1 - 1.4 mm 0.32 mm2 O 0978 702 489 1
White 1 - 1.4 mm 0.32 mm2 OHM 0978 702 518 1
White 1 - 1.4 mm 0.32 mm2 P 0978 702 490 1
White 1 - 1.4 mm 0.32 mm2 Q 0978 702 491 1
White 1 - 1.4 mm 0.32 mm2 R 0978 702 492 1
White 1 - 1.4 mm 0.32 mm2 S 0978 702 493 1
White 1 - 1.4 mm 0.32 mm2 T 0978 702 494 1
White 1 - 1.4 mm 0.32 mm2 TER 0978 702 516 1
White 1 - 1.4 mm 0.32 mm2 U 0978 702 495 1
White 1 - 1.4 mm 0.32 mm2 V 0978 702 496 1
White 1 - 1.4 mm 0.32 mm2 W 0978 702 497 1
White 1 - 1.4 mm 0.32 mm2 X 0978 702 498 1
White 1 - 1.4 mm 0.32 mm2 Y 0978 702 499 1
White 1 - 1.4 mm 0.32 mm2 Z 0978 702 500 1
White 1.4 - 1.8 mm 0.5 mm2 - 0978 702 557 1
White 1.4 - 1.8 mm 0.5 mm2 / 0978 702 558 1
White 1.4 - 1.8 mm 0.5 mm2 * 0978 702 559 1
White 1.4 - 1.8 mm 0.5 mm2 . 0978 702 560 1
White 1.4 - 1.8 mm 0.5 mm2 0 0978 702 546 1
White 1.4 - 1.8 mm 0.5 mm2 1 0978 702 547 1
White 1.4 - 1.8 mm 0.5 mm2 2 0978 702 548 1
White 1.4 - 1.8 mm 0.5 mm2 3 0978 702 549 1
White 1.4 - 1.8 mm 0.5 mm2 4 0978 702 550 1
White 1.4 - 1.8 mm 0.5 mm2 4 0978 702 556 1
White 1.4 - 1.8 mm 0.5 mm2 5 0978 702 551 1
White 1.4 - 1.8 mm 0.5 mm2 6 0978 702 552 1
White 1.4 - 1.8 mm 0.5 mm2 7 0978 702 553 1
White 1.4 - 1.8 mm 0.5 mm2 8 0978 702 554 1
White 1.4 - 1.8 mm 0.5 mm2 9 0978 702 555 1
White 1.4 - 1.8 mm 0.5 mm2 = 0978 702 564 1
White 1.4 - 1.8 mm 0.5 mm2 A 0978 702 520 1
White 1.4 - 1.8 mm 0.5 mm2 ALT 0978 702 562 1
White 1.4 - 1.8 mm 0.5 mm2 B 0978 702 521 1
White 1.4 - 1.8 mm 0.5 mm2 C 0978 702 522 1
White 1.4 - 1.8 mm 0.5 mm2 D 0978 702 523 1
White 1.4 - 1.8 mm 0.5 mm2 E 0978 702 524 1
White 1.4 - 1.8 mm 0.5 mm2 F 0978 702 525 1
White 1.4 - 1.8 mm 0.5 mm2 G 0978 702 526 1
White 1.4 - 1.8 mm 0.5 mm2 H 0978 702 527 1
White 1.4 - 1.8 mm 0.5 mm2 I 0978 702 528 1
White 1.4 - 1.8 mm 0.5 mm2 J 0978 702 529 1
White 1.4 - 1.8 mm 0.5 mm2 K 0978 702 530 1
White 1.4 - 1.8 mm 0.5 mm2 L 0978 702 531 1
White 1.4 - 1.8 mm 0.5 mm2 M 0978 702 532 1
White 1.4 - 1.8 mm 0.5 mm2 N 0978 702 533 1
White 1.4 - 1.8 mm 0.5 mm2 O 0978 702 534 1
White 1.4 - 1.8 mm 0.5 mm2 OHM 0978 702 563 1
White 1.4 - 1.8 mm 0.5 mm2 P 0978 702 535 1
White 1.4 - 1.8 mm 0.5 mm2 Q 0978 702 536 1
White 1.4 - 1.8 mm 0.5 mm2 R 0978 702 537 1
White 1.4 - 1.8 mm 0.5 mm2 S 0978 702 538 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 1.4 - 1.8 mm 0.5 mm2 T 0978 702 539 1
White 1.4 - 1.8 mm 0.5 mm2 TER 0978 702 561 1
White 1.4 - 1.8 mm 0.5 mm2 U 0978 702 540 1
White 1.4 - 1.8 mm 0.5 mm2 V 0978 702 541 1
White 1.4 - 1.8 mm 0.5 mm2 W 0978 702 542 1
White 1.4 - 1.8 mm 0.5 mm2 X 0978 702 543 1
White 1.4 - 1.8 mm 0.5 mm2 Y 0978 702 544 1
White 1.4 - 1.8 mm 0.5 mm2 Z 0978 702 545 1
White 1.9 - 2.6 mm 0.75 mm2 - 0978 702 605 1
White 1.9 - 2.6 mm 0.75 mm2 . 0978 702 608 1
White 1.9 - 2.6 mm 0.75 mm2 / 0978 702 606 1
White 1.9 - 2.6 mm 0.75 mm2 * 0978 702 607 1
White 1.9 - 2.6 mm 0.75 mm2 0 0978 702 591 1
White 1.9 - 2.6 mm 0.75 mm2 1 0978 702 592 1
White 1.9 - 2.6 mm 0.75 mm2 2 0978 702 593 1
White 1.9 - 2.6 mm 0.75 mm2 3 0978 702 594 1
White 1.9 - 2.6 mm 0.75 mm2 4 0978 702 595 1
White 1.9 - 2.6 mm 0.75 mm2 4 0978 702 604 1
White 1.9 - 2.6 mm 0.75 mm2 5 0978 702 596 1
White 1.9 - 2.6 mm 0.75 mm2 6 0978 702 597 1
White 1.9 - 2.6 mm 0.75 mm2 7 0978 702 598 1
White 1.9 - 2.6 mm 0.75 mm2 8 0978 702 599 1
White 1.9 - 2.6 mm 0.75 mm2 9 0978 702 600 1
White 1.9 - 2.6 mm 0.75 mm2 = 0978 702 612 1
White 1.9 - 2.6 mm 0.75 mm2 A 0978 702 565 1
White 1.9 - 2.6 mm 0.75 mm2 ALT 0978 702 610 1
White 1.9 - 2.6 mm 0.75 mm2 B 0978 702 566 1
White 1.9 - 2.6 mm 0.75 mm2 C 0978 702 567 1
White 1.9 - 2.6 mm 0.75 mm2 D 0978 702 568 1
White 1.9 - 2.6 mm 0.75 mm2 E 0978 702 569 1
White 1.9 - 2.6 mm 0.75 mm2 F 0978 702 570 1
White 1.9 - 2.6 mm 0.75 mm2 G 0978 702 571 1
White 1.9 - 2.6 mm 0.75 mm2 H 0978 702 572 1
White 1.9 - 2.6 mm 0.75 mm2 I 0978 702 573 1
White 1.9 - 2.6 mm 0.75 mm2 J 0978 702 574 1
White 1.9 - 2.6 mm 0.75 mm2 K 0978 702 575 1
White 1.9 - 2.6 mm 0.75 mm2 L 0978 702 576 1
White 1.9 - 2.6 mm 0.75 mm2 L1 0978 702 601 1
White 1.9 - 2.6 mm 0.75 mm2 L2 0978 702 602 1
White 1.9 - 2.6 mm 0.75 mm2 L3 0978 702 603 1
White 1.9 - 2.6 mm 0.75 mm2 M 0978 702 577 1
White 1.9 - 2.6 mm 0.75 mm2 N 0978 702 578 1
White 1.9 - 2.6 mm 0.75 mm2 O 0978 702 579 1
White 1.9 - 2.6 mm 0.75 mm2 OHM 0978 702 611 1
White 1.9 - 2.6 mm 0.75 mm2 P 0978 702 580 1
White 1.9 - 2.6 mm 0.75 mm2 Q 0978 702 581 1
White 1.9 - 2.6 mm 0.75 mm2 R 0978 702 582 1
White 1.9 - 2.6 mm 0.75 mm2 S 0978 702 583 1
White 1.9 - 2.6 mm 0.75 mm2 T 0978 702 584 1
White 1.9 - 2.6 mm 0.75 mm2 TER 0978 702 609 1
White 1.9 - 2.6 mm 0.75 mm2 U 0978 702 585 1
White 1.9 - 2.6 mm 0.75 mm2 V 0978 702 586 1
White 1.9 - 2.6 mm 0.75 mm2 W 0978 702 587 1
White 1.9 - 2.6 mm 0.75 mm2 X 0978 702 588 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 1.9 - 2.6 mm 0.75 mm2 Y 0978 702 589 1
White 1.9 - 2.6 mm 0.75 mm2 Z 0978 702 590 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 - 0978 702 653 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 . 0978 702 656 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 / 0978 702 654 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 * 0978 702 655 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 0 0978 702 639 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 1 0978 702 640 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 2 0978 702 641 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 3 0978 702 642 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 4 0978 702 643 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 4 0978 702 652 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 5 0978 702 644 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 6 0978 702 645 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 7 0978 702 646 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 8 0978 702 647 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 9 0978 702 648 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 = 0978 702 660 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 A 0978 702 613 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 ALT 0978 702 658 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 B 0978 702 614 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 C 0978 702 615 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 D 0978 702 616 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 E 0978 702 617 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 F 0978 702 618 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 G 0978 702 619 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 H 0978 702 620 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 I 0978 702 621 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 J 0978 702 622 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 K 0978 702 623 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 L 0978 702 624 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 L1 0978 702 649 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 L2 0978 702 650 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 L3 0978 702 651 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 M 0978 702 625 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 N 0978 702 626 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 O 0978 702 627 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 OHM 0978 702 659 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 P 0978 702 628 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 Q 0978 702 629 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 R 0978 702 630 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 S 0978 702 631 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 T 0978 702 632 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 TER 0978 702 657 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 U 0978 702 633 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 V 0978 702 634 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 W 0978 702 635 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 X 0978 702 636 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 Y 0978 702 637 1
White 2.6 - 3.5 mm 1 - 1.5 mm2 Z 0978 702 638 1
White 3.2 - 4.5 mm 2.5 mm2 - 0978 702 701 1
White 3.2 - 4.5 mm 2.5 mm2 . 0978 702 704 1
White 3.2 - 4.5 mm 2.5 mm2 / 0978 702 702 1
White 3.2 - 4.5 mm 2.5 mm2 * 0978 702 703 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 3.2 - 4.5 mm 2.5 mm2 0 0978 702 687 1
White 3.2 - 4.5 mm 2.5 mm2 1 0978 702 688 1
White 3.2 - 4.5 mm 2.5 mm2 2 0978 702 689 1
White 3.2 - 4.5 mm 2.5 mm2 3 0978 702 690 1
White 3.2 - 4.5 mm 2.5 mm2 4 0978 702 691 1
White 3.2 - 4.5 mm 2.5 mm2 4 0978 702 700 1
White 3.2 - 4.5 mm 2.5 mm2 5 0978 702 692 1
White 3.2 - 4.5 mm 2.5 mm2 6 0978 702 693 1
White 3.2 - 4.5 mm 2.5 mm2 7 0978 702 694 1
White 3.2 - 4.5 mm 2.5 mm2 8 0978 702 695 1
White 3.2 - 4.5 mm 2.5 mm2 9 0978 702 696 1
White 3.2 - 4.5 mm 2.5 mm2 = 0978 702 708 1
White 3.2 - 4.5 mm 2.5 mm2 A 0978 702 661 1
White 3.2 - 4.5 mm 2.5 mm2 ALT 0978 702 706 1
White 3.2 - 4.5 mm 2.5 mm2 B 0978 702 662 1
White 3.2 - 4.5 mm 2.5 mm2 C 0978 702 663 1
White 3.2 - 4.5 mm 2.5 mm2 D 0978 702 664 1
White 3.2 - 4.5 mm 2.5 mm2 E 0978 702 665 1
White 3.2 - 4.5 mm 2.5 mm2 F 0978 702 666 1
White 3.2 - 4.5 mm 2.5 mm2 G 0978 702 667 1
White 3.2 - 4.5 mm 2.5 mm2 H 0978 702 668 1
White 3.2 - 4.5 mm 2.5 mm2 I 0978 702 669 1
White 3.2 - 4.5 mm 2.5 mm2 J 0978 702 670 1
White 3.2 - 4.5 mm 2.5 mm2 K 0978 702 671 1
White 3.2 - 4.5 mm 2.5 mm2 L 0978 702 672 1
White 3.2 - 4.5 mm 2.5 mm2 L1 0978 702 697 1
White 3.2 - 4.5 mm 2.5 mm2 L2 0978 702 698 1
White 3.2 - 4.5 mm 2.5 mm2 L3 0978 702 699 1
White 3.2 - 4.5 mm 2.5 mm2 M 0978 702 673 1
White 3.2 - 4.5 mm 2.5 mm2 N 0978 702 674 1
White 3.2 - 4.5 mm 2.5 mm2 O 0978 702 675 1
White 3.2 - 4.5 mm 2.5 mm2 OHM 0978 702 707 1
White 3.2 - 4.5 mm 2.5 mm2 P 0978 702 676 1
White 3.2 - 4.5 mm 2.5 mm2 Q 0978 702 677 1
White 3.2 - 4.5 mm 2.5 mm2 R 0978 702 678 1
White 3.2 - 4.5 mm 2.5 mm2 S 0978 702 679 1
White 3.2 - 4.5 mm 2.5 mm2 T 0978 702 680 1
White 3.2 - 4.5 mm 2.5 mm2 TER 0978 702 705 1
White 3.2 - 4.5 mm 2.5 mm2 U 0978 702 681 1
White 3.2 - 4.5 mm 2.5 mm2 V 0978 702 682 1
White 3.2 - 4.5 mm 2.5 mm2 W 0978 702 683 1
White 3.2 - 4.5 mm 2.5 mm2 X 0978 702 684 1
White 3.2 - 4.5 mm 2.5 mm2 Y 0978 702 685 1
White 3.2 - 4.5 mm 2.5 mm2 Z 0978 702 686 1
White 4.5 - 6 mm 4 - 6 mm2 * 0978 702 751 1
White 4.5 - 6 mm 4 - 6 mm2 - 0978 702 749 1
White 4.5 - 6 mm 4 - 6 mm2 . 0978 702 752 1
White 4.5 - 6 mm 4 - 6 mm2 / 0978 702 750 1
White 4.5 - 6 mm 4 - 6 mm2 0 0978 702 735 1
White 4.5 - 6 mm 4 - 6 mm2 1 0978 702 736 1
White 4.5 - 6 mm 4 - 6 mm2 2 0978 702 737 1
White 4.5 - 6 mm 4 - 6 mm2 3 0978 702 738 1
White 4.5 - 6 mm 4 - 6 mm2 4 0978 702 739 1
White 4.5 - 6 mm 4 - 6 mm2 4 0978 702 748 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 4.5 - 6 mm 4 - 6 mm2 5 0978 702 740 1
White 4.5 - 6 mm 4 - 6 mm2 6 0978 702 741 1
White 4.5 - 6 mm 4 - 6 mm2 7 0978 702 742 1
White 4.5 - 6 mm 4 - 6 mm2 8 0978 702 743 1
White 4.5 - 6 mm 4 - 6 mm2 9 0978 702 744 1
White 4.5 - 6 mm 4 - 6 mm2 = 0978 702 756 1
White 4.5 - 6 mm 4 - 6 mm2 A 0978 702 709 1
White 4.5 - 6 mm 4 - 6 mm2 ALT 0978 702 754 1
White 4.5 - 6 mm 4 - 6 mm2 B 0978 702 710 1
White 4.5 - 6 mm 4 - 6 mm2 C 0978 702 711 1
White 4.5 - 6 mm 4 - 6 mm2 D 0978 702 712 1
White 4.5 - 6 mm 4 - 6 mm2 E 0978 702 713 1
White 4.5 - 6 mm 4 - 6 mm2 F 0978 702 714 1
White 4.5 - 6 mm 4 - 6 mm2 G 0978 702 715 1
White 4.5 - 6 mm 4 - 6 mm2 H 0978 702 716 1
White 4.5 - 6 mm 4 - 6 mm2 I 0978 702 717 1
White 4.5 - 6 mm 4 - 6 mm2 J 0978 702 718 1
White 4.5 - 6 mm 4 - 6 mm2 K 0978 702 719 1
White 4.5 - 6 mm 4 - 6 mm2 L 0978 702 720 1
White 4.5 - 6 mm 4 - 6 mm2 L1 0978 702 745 1
White 4.5 - 6 mm 4 - 6 mm2 L2 0978 702 746 1
White 4.5 - 6 mm 4 - 6 mm2 L3 0978 702 747 1
White 4.5 - 6 mm 4 - 6 mm2 M 0978 702 721 1
White 4.5 - 6 mm 4 - 6 mm2 N 0978 702 722 1
White 4.5 - 6 mm 4 - 6 mm2 O 0978 702 723 1
White 4.5 - 6 mm 4 - 6 mm2 OHM 0978 702 755 1
White 4.5 - 6 mm 4 - 6 mm2 P 0978 702 724 1
White 4.5 - 6 mm 4 - 6 mm2 Q 0978 702 725 1
White 4.5 - 6 mm 4 - 6 mm2 R 0978 702 726 1
White 4.5 - 6 mm 4 - 6 mm2 S 0978 702 727 1
White 4.5 - 6 mm 4 - 6 mm2 T 0978 702 728 1
White 4.5 - 6 mm 4 - 6 mm2 TER 0978 702 753 1
White 4.5 - 6 mm 4 - 6 mm2 U 0978 702 729 1
White 4.5 - 6 mm 4 - 6 mm2 V 0978 702 730 1
White 4.5 - 6 mm 4 - 6 mm2 W 0978 702 731 1
White 4.5 - 6 mm 4 - 6 mm2 X 0978 702 732 1
White 4.5 - 6 mm 4 - 6 mm2 Y 0978 702 733 1
White 4.5 - 6 mm 4 - 6 mm2 Z 0978 702 734 1
White 5.8 - 8.5 mm 10 - 16 mm2 - 0978 702 797 1
White 5.8 - 8.5 mm 10 - 16 mm2 / 0978 702 798 1
White 5.8 - 8.5 mm 10 - 16 mm2 * 0978 702 799 1
White 5.8 - 8.5 mm 10 - 16 mm2 . 0978 702 800 1
White 5.8 - 8.5 mm 10 - 16 mm2 0 0978 702 783 1
White 5.8 - 8.5 mm 10 - 16 mm2 1 0978 702 784 1
White 5.8 - 8.5 mm 10 - 16 mm2 2 0978 702 785 1
White 5.8 - 8.5 mm 10 - 16 mm2 3 0978 702 786 1
White 5.8 - 8.5 mm 10 - 16 mm2 4 0978 702 787 1
White 5.8 - 8.5 mm 10 - 16 mm2 4 0978 702 796 1
White 5.8 - 8.5 mm 10 - 16 mm2 5 0978 702 788 1
White 5.8 - 8.5 mm 10 - 16 mm2 6 0978 702 789 1
White 5.8 - 8.5 mm 10 - 16 mm2 7 0978 702 790 1
White 5.8 - 8.5 mm 10 - 16 mm2 8 0978 702 791 1
White 5.8 - 8.5 mm 10 - 16 mm2 9 0978 702 792 1
White 5.8 - 8.5 mm 10 - 16 mm2 = 0978 702 804 1
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White 5.8 - 8.5 mm 10 - 16 mm2 A 0978 702 757 1
White 5.8 - 8.5 mm 10 - 16 mm2 ALT 0978 702 802 1
White 5.8 - 8.5 mm 10 - 16 mm2 B 0978 702 758 1
White 5.8 - 8.5 mm 10 - 16 mm2 C 0978 702 759 1
White 5.8 - 8.5 mm 10 - 16 mm2 D 0978 702 760 1
White 5.8 - 8.5 mm 10 - 16 mm2 E 0978 702 761 1
White 5.8 - 8.5 mm 10 - 16 mm2 F 0978 702 762 1
White 5.8 - 8.5 mm 10 - 16 mm2 G 0978 702 763 1
White 5.8 - 8.5 mm 10 - 16 mm2 H 0978 702 764 1
White 5.8 - 8.5 mm 10 - 16 mm2 I 0978 702 765 1
White 5.8 - 8.5 mm 10 - 16 mm2 J 0978 702 766 1
White 5.8 - 8.5 mm 10 - 16 mm2 K 0978 702 767 1
White 5.8 - 8.5 mm 10 - 16 mm2 L 0978 702 768 1
White 5.8 - 8.5 mm 10 - 16 mm2 L1 0978 702 793 1
White 5.8 - 8.5 mm 10 - 16 mm2 L2 0978 702 794 1
White 5.8 - 8.5 mm 10 - 16 mm2 L3 0978 702 795 1
White 5.8 - 8.5 mm 10 - 16 mm2 M 0978 702 769 1
White 5.8 - 8.5 mm 10 - 16 mm2 N 0978 702 770 1
White 5.8 - 8.5 mm 10 - 16 mm2 O 0978 702 771 1
White 5.8 - 8.5 mm 10 - 16 mm2 OHM 0978 702 803 1
White 5.8 - 8.5 mm 10 - 16 mm2 P 0978 702 772 1
White 5.8 - 8.5 mm 10 - 16 mm2 Q 0978 702 773 1
White 5.8 - 8.5 mm 10 - 16 mm2 R 0978 702 774 1
White 5.8 - 8.5 mm 10 - 16 mm2 S 0978 702 775 1
White 5.8 - 8.5 mm 10 - 16 mm2 T 0978 702 776 1
White 5.8 - 8.5 mm 10 - 16 mm2 TER 0978 702 801 1
White 5.8 - 8.5 mm 10 - 16 mm2 U 0978 702 777 1
White 5.8 - 8.5 mm 10 - 16 mm2 V 0978 702 778 1
White 5.8 - 8.5 mm 10 - 16 mm2 W 0978 702 779 1
White 5.8 - 8.5 mm 10 - 16 mm2 X 0978 702 780 1
White 5.8 - 8.5 mm 10 - 16 mm2 Y 0978 702 781 1
White 5.8 - 8.5 mm 10 - 16 mm2 Z 0978 702 782 1
White 8.5 - 11.5 mm 25 mm2 - 0978 702 845 1
White 8.5 - 11.5 mm 25 mm2 . 0978 702 848 1
White 8.5 - 11.5 mm 25 mm2 / 0978 702 846 1
White 8.5 - 11.5 mm 25 mm2 * 0978 702 847 1
White 8.5 - 11.5 mm 25 mm2 0 0978 702 831 1
White 8.5 - 11.5 mm 25 mm2 1 0978 702 832 1
White 8.5 - 11.5 mm 25 mm2 2 0978 702 833 1
White 8.5 - 11.5 mm 25 mm2 3 0978 702 834 1
White 8.5 - 11.5 mm 25 mm2 4 0978 702 835 1
White 8.5 - 11.5 mm 25 mm2 4 0978 702 844 1
White 8.5 - 11.5 mm 25 mm2 5 0978 702 836 1
White 8.5 - 11.5 mm 25 mm2 6 0978 702 837 1
White 8.5 - 11.5 mm 25 mm2 7 0978 702 838 1
White 8.5 - 11.5 mm 25 mm2 8 0978 702 839 1
White 8.5 - 11.5 mm 25 mm2 9 0978 702 840 1
White 8.5 - 11.5 mm 25 mm2 = 0978 702 852 1
White 8.5 - 11.5 mm 25 mm2 A 0978 702 805 1
White 8.5 - 11.5 mm 25 mm2 ALT 0978 702 850 1
White 8.5 - 11.5 mm 25 mm2 B 0978 702 806 1
White 8.5 - 11.5 mm 25 mm2 C 0978 702 807 1
White 8.5 - 11.5 mm 25 mm2 D 0978 702 808 1
White 8.5 - 11.5 mm 25 mm2 E 0978 702 809 1
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White 8.5 - 11.5 mm 25 mm2 F 0978 702 810 1
White 8.5 - 11.5 mm 25 mm2 G 0978 702 811 1
White 8.5 - 11.5 mm 25 mm2 H 0978 702 812 1
White 8.5 - 11.5 mm 25 mm2 I 0978 702 813 1
White 8.5 - 11.5 mm 25 mm2 J 0978 702 814 1
White 8.5 - 11.5 mm 25 mm2 K 0978 702 815 1
White 8.5 - 11.5 mm 25 mm2 L 0978 702 816 1
White 8.5 - 11.5 mm 25 mm2 L1 0978 702 841 1
White 8.5 - 11.5 mm 25 mm2 L2 0978 702 842 1
White 8.5 - 11.5 mm 25 mm2 L3 0978 702 843 1
White 8.5 - 11.5 mm 25 mm2 M 0978 702 817 1
White 8.5 - 11.5 mm 25 mm2 N 0978 702 818 1
White 8.5 - 11.5 mm 25 mm2 O 0978 702 819 1
White 8.5 - 11.5 mm 25 mm2 OHM 0978 702 851 1
White 8.5 - 11.5 mm 25 mm2 P 0978 702 820 1
White 8.5 - 11.5 mm 25 mm2 Q 0978 702 821 1
White 8.5 - 11.5 mm 25 mm2 R 0978 702 822 1
White 8.5 - 11.5 mm 25 mm2 S 0978 702 823 1
White 8.5 - 11.5 mm 25 mm2 T 0978 702 824 1
White 8.5 - 11.5 mm 25 mm2 TER 0978 702 849 1
White 8.5 - 11.5 mm 25 mm2 U 0978 702 825 1
White 8.5 - 11.5 mm 25 mm2 V 0978 702 826 1
White 8.5 - 11.5 mm 25 mm2 W 0978 702 827 1
White 8.5 - 11.5 mm 25 mm2 X 0978 702 828 1
White 8.5 - 11.5 mm 25 mm2 Y 0978 702 829 1
White 8.5 - 11.5 mm 25 mm2 Z 0978 702 830 1
White 11 - 15.5 mm 35 mm2 - 0978 702 893 1
White 11 - 15.5 mm 35 mm2 . 0978 702 896 1
White 11 - 15.5 mm 35 mm2 / 0978 702 894 1
White 11 - 15.5 mm 35 mm2 * 0978 702 895 1
White 11 - 15.5 mm 35 mm2 0 0978 702 879 1
White 11 - 15.5 mm 35 mm2 1 0978 702 880 1
White 11 - 15.5 mm 35 mm2 2 0978 702 881 1
White 11 - 15.5 mm 35 mm2 3 0978 702 882 1
White 11 - 15.5 mm 35 mm2 4 0978 702 883 1
White 11 - 15.5 mm 35 mm2 4 0978 702 892 1
White 11 - 15.5 mm 35 mm2 5 0978 702 884 1
White 11 - 15.5 mm 35 mm2 6 0978 702 885 1
White 11 - 15.5 mm 35 mm2 7 0978 702 886 1
White 11 - 15.5 mm 35 mm2 8 0978 702 887 1
White 11 - 15.5 mm 35 mm2 9 0978 702 888 1
White 11 - 15.5 mm 35 mm2 = 0978 702 900 1
White 11 - 15.5 mm 35 mm2 A 0978 702 853 1
White 11 - 15.5 mm 35 mm2 ALT 0978 702 898 1
White 11 - 15.5 mm 35 mm2 B 0978 702 854 1
White 11 - 15.5 mm 35 mm2 C 0978 702 855 1
White 11 - 15.5 mm 35 mm2 D 0978 702 856 1
White 11 - 15.5 mm 35 mm2 E 0978 702 857 1
White 11 - 15.5 mm 35 mm2 F 0978 702 858 1
White 11 - 15.5 mm 35 mm2 G 0978 702 859 1
White 11 - 15.5 mm 35 mm2 H 0978 702 860 1
White 11 - 15.5 mm 35 mm2 I 0978 702 861 1
White 11 - 15.5 mm 35 mm2 J 0978 702 862 1
White 11 - 15.5 mm 35 mm2 K 0978 702 863 1
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White 11 - 15.5 mm 35 mm2 L 0978 702 864 1
White 11 - 15.5 mm 35 mm2 L1 0978 702 889 1
White 11 - 15.5 mm 35 mm2 L2 0978 702 890 1
White 11 - 15.5 mm 35 mm2 L3 0978 702 891 1
White 11 - 15.5 mm 35 mm2 M 0978 702 865 1
White 11 - 15.5 mm 35 mm2 N 0978 702 866 1
White 11 - 15.5 mm 35 mm2 O 0978 702 867 1
White 11 - 15.5 mm 35 mm2 OHM 0978 702 899 1
White 11 - 15.5 mm 35 mm2 P 0978 702 868 1
White 11 - 15.5 mm 35 mm2 Q 0978 702 869 1
White 11 - 15.5 mm 35 mm2 R 0978 702 870 1
White 11 - 15.5 mm 35 mm2 S 0978 702 871 1
White 11 - 15.5 mm 35 mm2 T 0978 702 872 1
White 11 - 15.5 mm 35 mm2 TER 0978 702 897 1
White 11 - 15.5 mm 35 mm2 U 0978 702 873 1
White 11 - 15.5 mm 35 mm2 V 0978 702 874 1
White 11 - 15.5 mm 35 mm2 W 0978 702 875 1
White 11 - 15.5 mm 35 mm2 X 0978 702 876 1
White 11 - 15.5 mm 35 mm2 Y 0978 702 877 1
White 11 - 15.5 mm 35 mm2 Z 0978 702 878 1
White 15 - 19 mm 50 - 75 mm2 - 0978 702 941 1
White 15 - 19 mm 50 - 75 mm2 . 0978 702 944 1
White 15 - 19 mm 50 - 75 mm2 / 0978 702 942 1
White 15 - 19 mm 50 - 75 mm2 * 0978 702 943 1
White 15 - 19 mm 50 - 75 mm2 0 0978 702 927 1
White 15 - 19 mm 50 - 75 mm2 1 0978 702 928 1
White 15 - 19 mm 50 - 75 mm2 2 0978 702 929 1
White 15 - 19 mm 50 - 75 mm2 3 0978 702 930 1
White 15 - 19 mm 50 - 75 mm2 4 0978 702 931 1
White 15 - 19 mm 50 - 75 mm2 4 0978 702 940 1
White 15 - 19 mm 50 - 75 mm2 5 0978 702 932 1
White 15 - 19 mm 50 - 75 mm2 6 0978 702 933 1
White 15 - 19 mm 50 - 75 mm2 7 0978 702 934 1
White 15 - 19 mm 50 - 75 mm2 8 0978 702 935 1
White 15 - 19 mm 50 - 75 mm2 9 0978 702 936 1
White 15 - 19 mm 50 - 75 mm2 = 0978 702 948 1
White 15 - 19 mm 50 - 75 mm2 A 0978 702 901 1
White 15 - 19 mm 50 - 75 mm2 ALT 0978 702 946 1
White 15 - 19 mm 50 - 75 mm2 B 0978 702 902 1
White 15 - 19 mm 50 - 75 mm2 C 0978 702 903 1
White 15 - 19 mm 50 - 75 mm2 D 0978 702 904 1
White 15 - 19 mm 50 - 75 mm2 E 0978 702 905 1
White 15 - 19 mm 50 - 75 mm2 F 0978 702 906 1
White 15 - 19 mm 50 - 75 mm2 G 0978 702 907 1
White 15 - 19 mm 50 - 75 mm2 H 0978 702 908 1
White 15 - 19 mm 50 - 75 mm2 I 0978 702 909 1
White 15 - 19 mm 50 - 75 mm2 J 0978 702 910 1
White 15 - 19 mm 50 - 75 mm2 K 0978 702 911 1
White 15 - 19 mm 50 - 75 mm2 L 0978 702 912 1
White 15 - 19 mm 50 - 75 mm2 L1 0978 702 937 1
White 15 - 19 mm 50 - 75 mm2 L2 0978 702 938 1
White 15 - 19 mm 50 - 75 mm2 L3 0978 702 939 1
White 15 - 19 mm 50 - 75 mm2 M 0978 702 913 1
White 15 - 19 mm 50 - 75 mm2 N 0978 702 914 1
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White 15 - 19 mm 50 - 75 mm2 O 0978 702 915 1
White 15 - 19 mm 50 - 75 mm2 OHM 0978 702 947 1
White 15 - 19 mm 50 - 75 mm2 P 0978 702 916 1
White 15 - 19 mm 50 - 75 mm2 Q 0978 702 917 1
White 15 - 19 mm 50 - 75 mm2 R 0978 702 918 1
White 15 - 19 mm 50 - 75 mm2 S 0978 702 919 1
White 15 - 19 mm 50 - 75 mm2 T 0978 702 920 1
White 15 - 19 mm 50 - 75 mm2 TER 0978 702 945 1
White 15 - 19 mm 50 - 75 mm2 U 0978 702 921 1
White 15 - 19 mm 50 - 75 mm2 V 0978 702 922 1
White 15 - 19 mm 50 - 75 mm2 W 0978 702 923 1
White 15 - 19 mm 50 - 75 mm2 X 0978 702 924 1
White 15 - 19 mm 50 - 75 mm2 Y 0978 702 925 1
White 15 - 19 mm 50 - 75 mm2 Z 0978 702 926 1
Yellow 1 - 1.4 mm 0.32 mm2 - 0978 702 038 1
Yellow 1 - 1.4 mm 0.32 mm2 / 0978 702 039 1
Yellow 1 - 1.4 mm 0.32 mm2 * 0978 702 040 1
Yellow 1 - 1.4 mm 0.32 mm2 . 0978 702 041 1
Yellow 1 - 1.4 mm 0.32 mm2 0 0978 702 027 1
Yellow 1 - 1.4 mm 0.32 mm2 1 0978 702 028 1
Yellow 1 - 1.4 mm 0.32 mm2 2 0978 702 029 1
Yellow 1 - 1.4 mm 0.32 mm2 3 0978 702 030 1
Yellow 1 - 1.4 mm 0.32 mm2 4 0978 702 031 1
Yellow 1 - 1.4 mm 0.32 mm2 4 0978 702 037 1
Yellow 1 - 1.4 mm 0.32 mm2 5 0978 702 032 1
Yellow 1 - 1.4 mm 0.32 mm2 6 0978 702 033 1
Yellow 1 - 1.4 mm 0.32 mm2 7 0978 702 034 1
Yellow 1 - 1.4 mm 0.32 mm2 8 0978 702 035 1
Yellow 1 - 1.4 mm 0.32 mm2 9 0978 702 036 1
Yellow 1 - 1.4 mm 0.32 mm2 = 0978 702 045 1
Yellow 1 - 1.4 mm 0.32 mm2 A 0978 702 001 1
Yellow 1 - 1.4 mm 0.32 mm2 ALT 0978 702 043 1
Yellow 1 - 1.4 mm 0.32 mm2 B 0978 702 002 1
Yellow 1 - 1.4 mm 0.32 mm2 C 0978 702 003 1
Yellow 1 - 1.4 mm 0.32 mm2 D 0978 702 004 1
Yellow 1 - 1.4 mm 0.32 mm2 E 0978 702 005 1
Yellow 1 - 1.4 mm 0.32 mm2 F 0978 702 006 1
Yellow 1 - 1.4 mm 0.32 mm2 G 0978 702 007 1
Yellow 1 - 1.4 mm 0.32 mm2 H 0978 702 008 1
Yellow 1 - 1.4 mm 0.32 mm2 I 0978 702 009 1
Yellow 1 - 1.4 mm 0.32 mm2 J 0978 702 010 1
Yellow 1 - 1.4 mm 0.32 mm2 K 0978 702 011 1
Yellow 1 - 1.4 mm 0.32 mm2 L 0978 702 012 1
Yellow 1 - 1.4 mm 0.32 mm2 M 0978 702 013 1
Yellow 1 - 1.4 mm 0.32 mm2 N 0978 702 014 1
Yellow 1 - 1.4 mm 0.32 mm2 O 0978 702 015 1
Yellow 1 - 1.4 mm 0.32 mm2 OHM 0978 702 044 1
Yellow 1 - 1.4 mm 0.32 mm2 P 0978 702 016 1
Yellow 1 - 1.4 mm 0.32 mm2 Q 0978 702 017 1
Yellow 1 - 1.4 mm 0.32 mm2 R 0978 702 018 1
Yellow 1 - 1.4 mm 0.32 mm2 S 0978 702 019 1
Yellow 1 - 1.4 mm 0.32 mm2 T 0978 702 020 1
Yellow 1 - 1.4 mm 0.32 mm2 TER 0978 702 042 1
Yellow 1 - 1.4 mm 0.32 mm2 U 0978 702 021 1
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Yellow 1 - 1.4 mm 0.32 mm2 V 0978 702 022 1
Yellow 1 - 1.4 mm 0.32 mm2 W 0978 702 023 1
Yellow 1 - 1.4 mm 0.32 mm2 X 0978 702 024 1
Yellow 1 - 1.4 mm 0.32 mm2 Y 0978 702 025 1
Yellow 1 - 1.4 mm 0.32 mm2 Z 0978 702 026 1
Yellow 1.4 - 1.8 mm 0.5 mm2 - 0978 702 083 1
Yellow 1.4 - 1.8 mm 0.5 mm2 . 0978 702 086 1
Yellow 1.4 - 1.8 mm 0.5 mm2 / 0978 702 084 1
Yellow 1.4 - 1.8 mm 0.5 mm2 * 0978 702 085 1
Yellow 1.4 - 1.8 mm 0.5 mm2 0 0978 702 072 1
Yellow 1.4 - 1.8 mm 0.5 mm2 1 0978 702 073 1
Yellow 1.4 - 1.8 mm 0.5 mm2 2 0978 702 074 1
Yellow 1.4 - 1.8 mm 0.5 mm2 3 0978 702 075 1
Yellow 1.4 - 1.8 mm 0.5 mm2 4 0978 702 076 1
Yellow 1.4 - 1.8 mm 0.5 mm2 4 0978 702 082 1
Yellow 1.4 - 1.8 mm 0.5 mm2 5 0978 702 077 1
Yellow 1.4 - 1.8 mm 0.5 mm2 6 0978 702 078 1
Yellow 1.4 - 1.8 mm 0.5 mm2 7 0978 702 079 1
Yellow 1.4 - 1.8 mm 0.5 mm2 8 0978 702 080 1
Yellow 1.4 - 1.8 mm 0.5 mm2 9 0978 702 081 1
Yellow 1.4 - 1.8 mm 0.5 mm2 = 0978 702 090 1
Yellow 1.4 - 1.8 mm 0.5 mm2 A 0978 702 046 1
Yellow 1.4 - 1.8 mm 0.5 mm2 ALT 0978 702 088 1
Yellow 1.4 - 1.8 mm 0.5 mm2 B 0978 702 047 1
Yellow 1.4 - 1.8 mm 0.5 mm2 C 0978 702 048 1
Yellow 1.4 - 1.8 mm 0.5 mm2 D 0978 702 049 1
Yellow 1.4 - 1.8 mm 0.5 mm2 E 0978 702 050 1
Yellow 1.4 - 1.8 mm 0.5 mm2 F 0978 702 051 1
Yellow 1.4 - 1.8 mm 0.5 mm2 G 0978 702 052 1
Yellow 1.4 - 1.8 mm 0.5 mm2 H 0978 702 053 1
Yellow 1.4 - 1.8 mm 0.5 mm2 I 0978 702 054 1
Yellow 1.4 - 1.8 mm 0.5 mm2 J 0978 702 055 1
Yellow 1.4 - 1.8 mm 0.5 mm2 K 0978 702 056 1
Yellow 1.4 - 1.8 mm 0.5 mm2 L 0978 702 057 1
Yellow 1.4 - 1.8 mm 0.5 mm2 M 0978 702 058 1
Yellow 1.4 - 1.8 mm 0.5 mm2 N 0978 702 059 1
Yellow 1.4 - 1.8 mm 0.5 mm2 O 0978 702 060 1
Yellow 1.4 - 1.8 mm 0.5 mm2 OHM 0978 702 089 1
Yellow 1.4 - 1.8 mm 0.5 mm2 P 0978 702 061 1
Yellow 1.4 - 1.8 mm 0.5 mm2 Q 0978 702 062 1
Yellow 1.4 - 1.8 mm 0.5 mm2 R 0978 702 063 1
Yellow 1.4 - 1.8 mm 0.5 mm2 S 0978 702 064 1
Yellow 1.4 - 1.8 mm 0.5 mm2 T 0978 702 065 1
Yellow 1.4 - 1.8 mm 0.5 mm2 TER 0978 702 087 1
Yellow 1.4 - 1.8 mm 0.5 mm2 U 0978 702 066 1
Yellow 1.4 - 1.8 mm 0.5 mm2 V 0978 702 067 1
Yellow 1.4 - 1.8 mm 0.5 mm2 W 0978 702 068 1
Yellow 1.4 - 1.8 mm 0.5 mm2 X 0978 702 069 1
Yellow 1.4 - 1.8 mm 0.5 mm2 Y 0978 702 070 1
Yellow 1.4 - 1.8 mm 0.5 mm2 Z 0978 702 071 1
Yellow 1.9 - 2.6 mm 0.75 mm2 - 0978 702 131 1
Yellow 1.9 - 2.6 mm 0.75 mm2 . 0978 702 134 1
Yellow 1.9 - 2.6 mm 0.75 mm2 / 0978 702 132 1
Yellow 1.9 - 2.6 mm 0.75 mm2 * 0978 702 133 1
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Yellow 1.9 - 2.6 mm 0.75 mm2 0 0978 702 117 1
Yellow 1.9 - 2.6 mm 0.75 mm2 1 0978 702 118 1
Yellow 1.9 - 2.6 mm 0.75 mm2 2 0978 702 119 1
Yellow 1.9 - 2.6 mm 0.75 mm2 3 0978 702 120 1
Yellow 1.9 - 2.6 mm 0.75 mm2 4 0978 702 121 1
Yellow 1.9 - 2.6 mm 0.75 mm2 4 0978 702 130 1
Yellow 1.9 - 2.6 mm 0.75 mm2 5 0978 702 122 1
Yellow 1.9 - 2.6 mm 0.75 mm2 6 0978 702 123 1
Yellow 1.9 - 2.6 mm 0.75 mm2 7 0978 702 124 1
Yellow 1.9 - 2.6 mm 0.75 mm2 8 0978 702 125 1
Yellow 1.9 - 2.6 mm 0.75 mm2 9 0978 702 126 1
Yellow 1.9 - 2.6 mm 0.75 mm2 = 0978 702 138 1
Yellow 1.9 - 2.6 mm 0.75 mm2 A 0978 702 091 1
Yellow 1.9 - 2.6 mm 0.75 mm2 ALT 0978 702 136 1
Yellow 1.9 - 2.6 mm 0.75 mm2 B 0978 702 092 1
Yellow 1.9 - 2.6 mm 0.75 mm2 C 0978 702 093 1
Yellow 1.9 - 2.6 mm 0.75 mm2 D 0978 702 094 1
Yellow 1.9 - 2.6 mm 0.75 mm2 E 0978 702 095 1
Yellow 1.9 - 2.6 mm 0.75 mm2 F 0978 702 096 1
Yellow 1.9 - 2.6 mm 0.75 mm2 G 0978 702 097 1
Yellow 1.9 - 2.6 mm 0.75 mm2 H 0978 702 098 1
Yellow 1.9 - 2.6 mm 0.75 mm2 I 0978 702 099 1
Yellow 1.9 - 2.6 mm 0.75 mm2 J 0978 702 100 1
Yellow 1.9 - 2.6 mm 0.75 mm2 K 0978 702 101 1
Yellow 1.9 - 2.6 mm 0.75 mm2 L 0978 702 102 1
Yellow 1.9 - 2.6 mm 0.75 mm2 L1 0978 702 127 1
Yellow 1.9 - 2.6 mm 0.75 mm2 L2 0978 702 128 1
Yellow 1.9 - 2.6 mm 0.75 mm2 L3 0978 702 129 1
Yellow 1.9 - 2.6 mm 0.75 mm2 M 0978 702 103 1
Yellow 1.9 - 2.6 mm 0.75 mm2 N 0978 702 104 1
Yellow 1.9 - 2.6 mm 0.75 mm2 O 0978 702 105 1
Yellow 1.9 - 2.6 mm 0.75 mm2 OHM 0978 702 137 1
Yellow 1.9 - 2.6 mm 0.75 mm2 P 0978 702 106 1
Yellow 1.9 - 2.6 mm 0.75 mm2 Q 0978 702 107 1
Yellow 1.9 - 2.6 mm 0.75 mm2 R 0978 702 108 1
Yellow 1.9 - 2.6 mm 0.75 mm2 S 0978 702 109 1
Yellow 1.9 - 2.6 mm 0.75 mm2 T 0978 702 110 1
Yellow 1.9 - 2.6 mm 0.75 mm2 TER 0978 702 135 1
Yellow 1.9 - 2.6 mm 0.75 mm2 U 0978 702 111 1
Yellow 1.9 - 2.6 mm 0.75 mm2 V 0978 702 112 1
Yellow 1.9 - 2.6 mm 0.75 mm2 W 0978 702 113 1
Yellow 1.9 - 2.6 mm 0.75 mm2 X 0978 702 114 1
Yellow 1.9 - 2.6 mm 0.75 mm2 Y 0978 702 115 1
Yellow 1.9 - 2.6 mm 0.75 mm2 Z 0978 702 116 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 - 0978 702 179 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 / 0978 702 180 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 * 0978 702 181 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 . 0978 702 182 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 0 0978 702 165 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 1 0978 702 166 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 2 0978 702 167 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 3 0978 702 168 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 4 0978 702 169 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 4 0978 702 178 1
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Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 5 0978 702 170 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 6 0978 702 171 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 7 0978 702 172 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 8 0978 702 173 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 9 0978 702 174 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 = 0978 702 186 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 A 0978 702 139 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 ALT 0978 702 184 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 B 0978 702 140 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 C 0978 702 141 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 D 0978 702 142 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 E 0978 702 143 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 F 0978 702 144 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 G 0978 702 145 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 H 0978 702 146 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 I 0978 702 147 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 J 0978 702 148 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 K 0978 702 149 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 L 0978 702 150 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 L1 0978 702 175 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 L2 0978 702 176 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 L3 0978 702 177 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 M 0978 702 151 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 N 0978 702 152 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 O 0978 702 153 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 OHM 0978 702 185 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 P 0978 702 154 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 Q 0978 702 155 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 R 0978 702 156 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 S 0978 702 157 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 T 0978 702 158 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 TER 0978 702 183 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 U 0978 702 159 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 V 0978 702 160 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 W 0978 702 161 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 X 0978 702 162 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 Y 0978 702 163 1
Yellow 2.6 - 3.5 mm 1 - 1.5 mm2 Z 0978 702 164 1
Yellow 3.2 - 4.5 mm 2.5 mm2 - 0978 702 227 1
Yellow 3.2 - 4.5 mm 2.5 mm2 / 0978 702 228 1
Yellow 3.2 - 4.5 mm 2.5 mm2 * 0978 702 229 1
Yellow 3.2 - 4.5 mm 2.5 mm2 . 0978 702 230 1
Yellow 3.2 - 4.5 mm 2.5 mm2 0 0978 702 213 1
Yellow 3.2 - 4.5 mm 2.5 mm2 1 0978 702 214 1
Yellow 3.2 - 4.5 mm 2.5 mm2 2 0978 702 215 1
Yellow 3.2 - 4.5 mm 2.5 mm2 3 0978 702 216 1
Yellow 3.2 - 4.5 mm 2.5 mm2 4 0978 702 217 1
Yellow 3.2 - 4.5 mm 2.5 mm2 4 0978 702 226 1
Yellow 3.2 - 4.5 mm 2.5 mm2 5 0978 702 218 1
Yellow 3.2 - 4.5 mm 2.5 mm2 6 0978 702 219 1
Yellow 3.2 - 4.5 mm 2.5 mm2 7 0978 702 220 1
Yellow 3.2 - 4.5 mm 2.5 mm2 8 0978 702 221 1
Yellow 3.2 - 4.5 mm 2.5 mm2 9 0978 702 222 1
Yellow 3.2 - 4.5 mm 2.5 mm2 = 0978 702 234 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 3.2 - 4.5 mm 2.5 mm2 A 0978 702 187 1
Yellow 3.2 - 4.5 mm 2.5 mm2 ALT 0978 702 232 1
Yellow 3.2 - 4.5 mm 2.5 mm2 B 0978 702 188 1
Yellow 3.2 - 4.5 mm 2.5 mm2 C 0978 702 189 1
Yellow 3.2 - 4.5 mm 2.5 mm2 D 0978 702 190 1
Yellow 3.2 - 4.5 mm 2.5 mm2 E 0978 702 191 1
Yellow 3.2 - 4.5 mm 2.5 mm2 F 0978 702 192 1
Yellow 3.2 - 4.5 mm 2.5 mm2 G 0978 702 193 1
Yellow 3.2 - 4.5 mm 2.5 mm2 H 0978 702 194 1
Yellow 3.2 - 4.5 mm 2.5 mm2 I 0978 702 195 1
Yellow 3.2 - 4.5 mm 2.5 mm2 J 0978 702 196 1
Yellow 3.2 - 4.5 mm 2.5 mm2 K 0978 702 197 1
Yellow 3.2 - 4.5 mm 2.5 mm2 L 0978 702 198 1
Yellow 3.2 - 4.5 mm 2.5 mm2 L1 0978 702 223 1
Yellow 3.2 - 4.5 mm 2.5 mm2 L2 0978 702 224 1
Yellow 3.2 - 4.5 mm 2.5 mm2 L3 0978 702 225 1
Yellow 3.2 - 4.5 mm 2.5 mm2 M 0978 702 199 1
Yellow 3.2 - 4.5 mm 2.5 mm2 N 0978 702 200 1
Yellow 3.2 - 4.5 mm 2.5 mm2 O 0978 702 201 1
Yellow 3.2 - 4.5 mm 2.5 mm2 OHM 0978 702 233 1
Yellow 3.2 - 4.5 mm 2.5 mm2 P 0978 702 202 1
Yellow 3.2 - 4.5 mm 2.5 mm2 Q 0978 702 203 1
Yellow 3.2 - 4.5 mm 2.5 mm2 R 0978 702 204 1
Yellow 3.2 - 4.5 mm 2.5 mm2 S 0978 702 205 1
Yellow 3.2 - 4.5 mm 2.5 mm2 T 0978 702 206 1
Yellow 3.2 - 4.5 mm 2.5 mm2 TER 0978 702 231 1
Yellow 3.2 - 4.5 mm 2.5 mm2 U 0978 702 207 1
Yellow 3.2 - 4.5 mm 2.5 mm2 V 0978 702 208 1
Yellow 3.2 - 4.5 mm 2.5 mm2 W 0978 702 209 1
Yellow 3.2 - 4.5 mm 2.5 mm2 X 0978 702 210 1
Yellow 3.2 - 4.5 mm 2.5 mm2 Y 0978 702 211 1
Yellow 3.2 - 4.5 mm 2.5 mm2 Z 0978 702 212 1
Yellow 4.5 - 6 mm 4 - 6 mm2 - 0978 702 275 1
Yellow 4.5 - 6 mm 4 - 6 mm2 . 0978 702 278 1
Yellow 4.5 - 6 mm 4 - 6 mm2 / 0978 702 276 1
Yellow 4.5 - 6 mm 4 - 6 mm2 * 0978 702 277 1
Yellow 4.5 - 6 mm 4 - 6 mm2 0 0978 702 261 1
Yellow 4.5 - 6 mm 4 - 6 mm2 1 0978 702 262 1
Yellow 4.5 - 6 mm 4 - 6 mm2 2 0978 702 263 1
Yellow 4.5 - 6 mm 4 - 6 mm2 3 0978 702 264 1
Yellow 4.5 - 6 mm 4 - 6 mm2 4 0978 702 265 1
Yellow 4.5 - 6 mm 4 - 6 mm2 4 0978 702 274 1
Yellow 4.5 - 6 mm 4 - 6 mm2 5 0978 702 266 1
Yellow 4.5 - 6 mm 4 - 6 mm2 6 0978 702 267 1
Yellow 4.5 - 6 mm 4 - 6 mm2 7 0978 702 268 1
Yellow 4.5 - 6 mm 4 - 6 mm2 8 0978 702 269 1
Yellow 4.5 - 6 mm 4 - 6 mm2 9 0978 702 270 1
Yellow 4.5 - 6 mm 4 - 6 mm2 = 0978 702 282 1
Yellow 4.5 - 6 mm 4 - 6 mm2 A 0978 702 235 1
Yellow 4.5 - 6 mm 4 - 6 mm2 ALT 0978 702 280 1
Yellow 4.5 - 6 mm 4 - 6 mm2 B 0978 702 236 1
Yellow 4.5 - 6 mm 4 - 6 mm2 C 0978 702 237 1
Yellow 4.5 - 6 mm 4 - 6 mm2 D 0978 702 238 1
Yellow 4.5 - 6 mm 4 - 6 mm2 E 0978 702 239 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 4.5 - 6 mm 4 - 6 mm2 F 0978 702 240 1
Yellow 4.5 - 6 mm 4 - 6 mm2 G 0978 702 241 1
Yellow 4.5 - 6 mm 4 - 6 mm2 H 0978 702 242 1
Yellow 4.5 - 6 mm 4 - 6 mm2 I 0978 702 243 1
Yellow 4.5 - 6 mm 4 - 6 mm2 J 0978 702 244 1
Yellow 4.5 - 6 mm 4 - 6 mm2 K 0978 702 245 1
Yellow 4.5 - 6 mm 4 - 6 mm2 L 0978 702 246 1
Yellow 4.5 - 6 mm 4 - 6 mm2 L1 0978 702 271 1
Yellow 4.5 - 6 mm 4 - 6 mm2 L2 0978 702 272 1
Yellow 4.5 - 6 mm 4 - 6 mm2 L3 0978 702 273 1
Yellow 4.5 - 6 mm 4 - 6 mm2 M 0978 702 247 1
Yellow 4.5 - 6 mm 4 - 6 mm2 N 0978 702 248 1
Yellow 4.5 - 6 mm 4 - 6 mm2 O 0978 702 249 1
Yellow 4.5 - 6 mm 4 - 6 mm2 OHM 0978 702 281 1
Yellow 4.5 - 6 mm 4 - 6 mm2 P 0978 702 250 1
Yellow 4.5 - 6 mm 4 - 6 mm2 Q 0978 702 251 1
Yellow 4.5 - 6 mm 4 - 6 mm2 R 0978 702 252 1
Yellow 4.5 - 6 mm 4 - 6 mm2 S 0978 702 253 1
Yellow 4.5 - 6 mm 4 - 6 mm2 T 0978 702 254 1
Yellow 4.5 - 6 mm 4 - 6 mm2 TER 0978 702 279 1
Yellow 4.5 - 6 mm 4 - 6 mm2 U 0978 702 255 1
Yellow 4.5 - 6 mm 4 - 6 mm2 V 0978 702 256 1
Yellow 4.5 - 6 mm 4 - 6 mm2 W 0978 702 257 1
Yellow 4.5 - 6 mm 4 - 6 mm2 X 0978 702 258 1
Yellow 4.5 - 6 mm 4 - 6 mm2 Y 0978 702 259 1
Yellow 4.5 - 6 mm 4 - 6 mm2 Z 0978 702 260 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 - 0978 702 323 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 . 0978 702 326 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 / 0978 702 324 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 * 0978 702 325 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 0 0978 702 309 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 1 0978 702 310 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 2 0978 702 311 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 3 0978 702 312 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 4 0978 702 313 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 4 0978 702 322 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 5 0978 702 314 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 6 0978 702 315 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 7 0978 702 316 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 8 0978 702 317 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 9 0978 702 318 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 = 0978 702 330 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 A 0978 702 283 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 ALT 0978 702 328 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 B 0978 702 284 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 C 0978 702 285 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 D 0978 702 286 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 E 0978 702 287 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 F 0978 702 288 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 G 0978 702 289 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 H 0978 702 290 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 I 0978 702 291 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 J 0978 702 292 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 K 0978 702 293 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 5.8 - 8.5 mm 10 - 16 mm2 L 0978 702 294 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 L1 0978 702 319 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 L2 0978 702 320 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 L3 0978 702 321 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 M 0978 702 295 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 N 0978 702 296 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 O 0978 702 297 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 OHM 0978 702 329 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 P 0978 702 298 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 Q 0978 702 299 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 R 0978 702 300 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 S 0978 702 301 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 T 0978 702 302 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 TER 0978 702 327 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 U 0978 702 303 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 V 0978 702 304 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 W 0978 702 305 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 X 0978 702 306 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 Y 0978 702 307 1
Yellow 5.8 - 8.5 mm 10 - 16 mm2 Z 0978 702 308 1
Yellow 8.5 - 11.5 mm 25 mm2 - 0978 702 371 1
Yellow 8.5 - 11.5 mm 25 mm2 . 0978 702 374 1
Yellow 8.5 - 11.5 mm 25 mm2 / 0978 702 372 1
Yellow 8.5 - 11.5 mm 25 mm2 * 0978 702 373 1
Yellow 8.5 - 11.5 mm 25 mm2 0 0978 702 357 1
Yellow 8.5 - 11.5 mm 25 mm2 1 0978 702 358 1
Yellow 8.5 - 11.5 mm 25 mm2 2 0978 702 359 1
Yellow 8.5 - 11.5 mm 25 mm2 3 0978 702 360 1
Yellow 8.5 - 11.5 mm 25 mm2 4 0978 702 361 1
Yellow 8.5 - 11.5 mm 25 mm2 4 0978 702 370 1
Yellow 8.5 - 11.5 mm 25 mm2 5 0978 702 362 1
Yellow 8.5 - 11.5 mm 25 mm2 6 0978 702 363 1
Yellow 8.5 - 11.5 mm 25 mm2 7 0978 702 364 1
Yellow 8.5 - 11.5 mm 25 mm2 8 0978 702 365 1
Yellow 8.5 - 11.5 mm 25 mm2 9 0978 702 366 1
Yellow 8.5 - 11.5 mm 25 mm2 = 0978 702 378 1
Yellow 8.5 - 11.5 mm 25 mm2 A 0978 702 331 1
Yellow 8.5 - 11.5 mm 25 mm2 ALT 0978 702 376 1
Yellow 8.5 - 11.5 mm 25 mm2 B 0978 702 332 1
Yellow 8.5 - 11.5 mm 25 mm2 C 0978 702 333 1
Yellow 8.5 - 11.5 mm 25 mm2 D 0978 702 334 1
Yellow 8.5 - 11.5 mm 25 mm2 E 0978 702 335 1
Yellow 8.5 - 11.5 mm 25 mm2 F 0978 702 336 1
Yellow 8.5 - 11.5 mm 25 mm2 G 0978 702 337 1
Yellow 8.5 - 11.5 mm 25 mm2 H 0978 702 338 1
Yellow 8.5 - 11.5 mm 25 mm2 I 0978 702 339 1
Yellow 8.5 - 11.5 mm 25 mm2 J 0978 702 340 1
Yellow 8.5 - 11.5 mm 25 mm2 K 0978 702 341 1
Yellow 8.5 - 11.5 mm 25 mm2 L 0978 702 342 1
Yellow 8.5 - 11.5 mm 25 mm2 L1 0978 702 367 1
Yellow 8.5 - 11.5 mm 25 mm2 L2 0978 702 368 1
Yellow 8.5 - 11.5 mm 25 mm2 L3 0978 702 369 1
Yellow 8.5 - 11.5 mm 25 mm2 M 0978 702 343 1
Yellow 8.5 - 11.5 mm 25 mm2 N 0978 702 344 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 8.5 - 11.5 mm 25 mm2 O 0978 702 345 1
Yellow 8.5 - 11.5 mm 25 mm2 OHM 0978 702 377 1
Yellow 8.5 - 11.5 mm 25 mm2 P 0978 702 346 1
Yellow 8.5 - 11.5 mm 25 mm2 Q 0978 702 347 1
Yellow 8.5 - 11.5 mm 25 mm2 R 0978 702 348 1
Yellow 8.5 - 11.5 mm 25 mm2 S 0978 702 349 1
Yellow 8.5 - 11.5 mm 25 mm2 T 0978 702 350 1
Yellow 8.5 - 11.5 mm 25 mm2 TER 0978 702 375 1
Yellow 8.5 - 11.5 mm 25 mm2 U 0978 702 351 1
Yellow 8.5 - 11.5 mm 25 mm2 V 0978 702 352 1
Yellow 8.5 - 11.5 mm 25 mm2 W 0978 702 353 1
Yellow 8.5 - 11.5 mm 25 mm2 X 0978 702 354 1
Yellow 8.5 - 11.5 mm 25 mm2 Y 0978 702 355 1
Yellow 8.5 - 11.5 mm 25 mm2 Z 0978 702 356 1
Yellow 11 - 15.5 mm 35 mm2 * 0978 702 421 1
Yellow 11 - 15.5 mm 35 mm2 - 0978 702 419 1
Yellow 11 - 15.5 mm 35 mm2 . 0978 702 422 1
Yellow 11 - 15.5 mm 35 mm2 / 0978 702 420 1
Yellow 11 - 15.5 mm 35 mm2 0 0978 702 405 1
Yellow 11 - 15.5 mm 35 mm2 1 0978 702 406 1
Yellow 11 - 15.5 mm 35 mm2 2 0978 702 407 1
Yellow 11 - 15.5 mm 35 mm2 3 0978 702 408 1
Yellow 11 - 15.5 mm 35 mm2 4 0978 702 409 1
Yellow 11 - 15.5 mm 35 mm2 4 0978 702 418 1
Yellow 11 - 15.5 mm 35 mm2 5 0978 702 410 1
Yellow 11 - 15.5 mm 35 mm2 6 0978 702 411 1
Yellow 11 - 15.5 mm 35 mm2 7 0978 702 412 1
Yellow 11 - 15.5 mm 35 mm2 8 0978 702 413 1
Yellow 11 - 15.5 mm 35 mm2 9 0978 702 414 1
Yellow 11 - 15.5 mm 35 mm2 = 0978 702 426 1
Yellow 11 - 15.5 mm 35 mm2 A 0978 702 379 1
Yellow 11 - 15.5 mm 35 mm2 ALT 0978 702 424 1
Yellow 11 - 15.5 mm 35 mm2 B 0978 702 380 1
Yellow 11 - 15.5 mm 35 mm2 C 0978 702 381 1
Yellow 11 - 15.5 mm 35 mm2 D 0978 702 382 1
Yellow 11 - 15.5 mm 35 mm2 E 0978 702 383 1
Yellow 11 - 15.5 mm 35 mm2 F 0978 702 384 1
Yellow 11 - 15.5 mm 35 mm2 G 0978 702 385 1
Yellow 11 - 15.5 mm 35 mm2 H 0978 702 386 1
Yellow 11 - 15.5 mm 35 mm2 I 0978 702 387 1
Yellow 11 - 15.5 mm 35 mm2 J 0978 702 388 1
Yellow 11 - 15.5 mm 35 mm2 K 0978 702 389 1
Yellow 11 - 15.5 mm 35 mm2 L 0978 702 390 1
Yellow 11 - 15.5 mm 35 mm2 L1 0978 702 415 1
Yellow 11 - 15.5 mm 35 mm2 L2 0978 702 416 1
Yellow 11 - 15.5 mm 35 mm2 L3 0978 702 417 1
Yellow 11 - 15.5 mm 35 mm2 M 0978 702 391 1
Yellow 11 - 15.5 mm 35 mm2 N 0978 702 392 1
Yellow 11 - 15.5 mm 35 mm2 O 0978 702 393 1
Yellow 11 - 15.5 mm 35 mm2 OHM 0978 702 425 1
Yellow 11 - 15.5 mm 35 mm2 P 0978 702 394 1
Yellow 11 - 15.5 mm 35 mm2 Q 0978 702 395 1
Yellow 11 - 15.5 mm 35 mm2 R 0978 702 396 1
Yellow 11 - 15.5 mm 35 mm2 S 0978 702 397 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 11 - 15.5 mm 35 mm2 T 0978 702 398 1
Yellow 11 - 15.5 mm 35 mm2 TER 0978 702 423 1
Yellow 11 - 15.5 mm 35 mm2 U 0978 702 399 1
Yellow 11 - 15.5 mm 35 mm2 V 0978 702 400 1
Yellow 11 - 15.5 mm 35 mm2 W 0978 702 401 1
Yellow 11 - 15.5 mm 35 mm2 X 0978 702 402 1
Yellow 11 - 15.5 mm 35 mm2 Y 0978 702 403 1
Yellow 11 - 15.5 mm 35 mm2 Z 0978 702 404 1
Yellow 15 - 19 mm 50 - 75 mm2 - 0978 702 467 1
Yellow 15 - 19 mm 50 - 75 mm2 / 0978 702 468 1
Yellow 15 - 19 mm 50 - 75 mm2 * 0978 702 469 1
Yellow 15 - 19 mm 50 - 75 mm2 . 0978 702 470 1
Yellow 15 - 19 mm 50 - 75 mm2 0 0978 702 453 1
Yellow 15 - 19 mm 50 - 75 mm2 1 0978 702 454 1
Yellow 15 - 19 mm 50 - 75 mm2 2 0978 702 455 1
Yellow 15 - 19 mm 50 - 75 mm2 3 0978 702 456 1
Yellow 15 - 19 mm 50 - 75 mm2 4 0978 702 457 1
Yellow 15 - 19 mm 50 - 75 mm2 4 0978 702 466 1
Yellow 15 - 19 mm 50 - 75 mm2 5 0978 702 458 1
Yellow 15 - 19 mm 50 - 75 mm2 6 0978 702 459 1
Yellow 15 - 19 mm 50 - 75 mm2 7 0978 702 460 1
Yellow 15 - 19 mm 50 - 75 mm2 8 0978 702 461 1
Yellow 15 - 19 mm 50 - 75 mm2 9 0978 702 462 1
Yellow 15 - 19 mm 50 - 75 mm2 = 0978 702 474 1
Yellow 15 - 19 mm 50 - 75 mm2 A 0978 702 427 1
Yellow 15 - 19 mm 50 - 75 mm2 ALT 0978 702 472 1
Yellow 15 - 19 mm 50 - 75 mm2 B 0978 702 428 1
Yellow 15 - 19 mm 50 - 75 mm2 C 0978 702 429 1
Yellow 15 - 19 mm 50 - 75 mm2 D 0978 702 430 1
Yellow 15 - 19 mm 50 - 75 mm2 E 0978 702 431 1
Yellow 15 - 19 mm 50 - 75 mm2 F 0978 702 432 1
Yellow 15 - 19 mm 50 - 75 mm2 G 0978 702 433 1
Yellow 15 - 19 mm 50 - 75 mm2 H 0978 702 434 1
Yellow 15 - 19 mm 50 - 75 mm2 I 0978 702 435 1
Yellow 15 - 19 mm 50 - 75 mm2 J 0978 702 436 1
Yellow 15 - 19 mm 50 - 75 mm2 K 0978 702 437 1
Yellow 15 - 19 mm 50 - 75 mm2 L 0978 702 438 1
Yellow 15 - 19 mm 50 - 75 mm2 L1 0978 702 463 1
Yellow 15 - 19 mm 50 - 75 mm2 L2 0978 702 464 1
Yellow 15 - 19 mm 50 - 75 mm2 L3 0978 702 465 1
Yellow 15 - 19 mm 50 - 75 mm2 M 0978 702 439 1
Yellow 15 - 19 mm 50 - 75 mm2 N 0978 702 440 1
Yellow 15 - 19 mm 50 - 75 mm2 O 0978 702 441 1
Yellow 15 - 19 mm 50 - 75 mm2 OHM 0978 702 473 1
Yellow 15 - 19 mm 50 - 75 mm2 P 0978 702 442 1
Yellow 15 - 19 mm 50 - 75 mm2 Q 0978 702 443 1
Yellow 15 - 19 mm 50 - 75 mm2 R 0978 702 444 1
Yellow 15 - 19 mm 50 - 75 mm2 S 0978 702 445 1
Yellow 15 - 19 mm 50 - 75 mm2 T 0978 702 446 1
Yellow 15 - 19 mm 50 - 75 mm2 TER 0978 702 471 1
Yellow 15 - 19 mm 50 - 75 mm2 U 0978 702 447 1
Yellow 15 - 19 mm 50 - 75 mm2 V 0978 702 448 1
Yellow 15 - 19 mm 50 - 75 mm2 W 0978 702 449 1
Yellow 15 - 19 mm 50 - 75 mm2 X 0978 702 450 1
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 15 - 19 mm 50 - 75 mm2 Y 0978 702 451 1
Yellow 15 - 19 mm 50 - 75 mm2 Z 0978 702 452 1

Details/Application

�0�D�U�N���R�Q���W�K�H���F�D�E�O�H���L�Q���W�H�U�P�L�Q�D�O���E�O�R�F�N�V�����H�Y�H�Q���L�Q���W�K�H���P�R�V�W���F�R�Q�À�Q�H�G���V�S�D�F�H�V��
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Carrier rod without marker

�7�K�H���P�R�X�Q�W�L�Q�J���E�D�U�V���D�U�H���À�W�W�H�G���Z�L�W�K���D���P�R�X�Q�W�L�Q�J���V�K�R�H�����Z�K�L�F�K���R�S�H�Q�V���W�K�H���L�G�H�Q�W�L�À-
�F�D�W�L�R�Q���U�L�Q�J�V�����V�R���W�K�D�W���W�K�H���P�D�U�N�H�U�V���F�D�Q���E�H���V�O�L�G���R�Q�W�R���W�K�H���F�D�E�O�H���Z�L�W�K���\�R�X�U���W�K�X�P�E��
�Z�L�W�K�R�X�W���G�D�P�D�J�L�Q�J���W�K�H�P����

Suitable for nominal cable cross section Colour Art. No. P. Qty. 
�����������P�P�� �%�U�R�Z�Q 0978 702 949 1
���������P�P�� �*�U�H�\ 0978 702 950 1
�����������P�P�� Green 0978 702 951 1
�����������������P�P�� �5�H�G 0978 702 952 1
���������P�P�� �%�O�X�H 0978 702 953 1
4 - 6 mm�� �<�H�O�O�R�Z 0978 702 954 1
10 - 16 mm�� �%�U�R�Z�Q 0978 702 955 1
�������P�P�� �*�U�H�\ 0978 702 956 1
�������P�P�� �*�U�H�\ 0978 702 957 1
�����������������P�P�� �*�U�H�\ 0978 702 958 1

Carrier rods without markers for SNAP marker

�0�D�W�H�U�L�D�O �3�R�O�\�R�[�\�P�H�W�K�\�O�H�Q�H
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Marking clips on carrier

• 	Marking by clipping onto cables and strands with cross-section 0.15 up to 6 
mm2 before or after wiring.

• 	Axial and radial installation position
• 	Wide range of applications as held by grip/held by blocking
• 	Same font size

Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 0.8 - 2.2 mm 0.15 - 0.5 mm2 * 0978 701 191 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 - 0978 701 188 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 . 0978 701 189 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 / 0978 701 192 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 0 0978 701 175 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 1 0978 701 176 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 2 0978 701 177 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 3 0978 701 178 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 4 0978 701 179 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 4 0978 701 187 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 5 0978 701 180 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 6 0978 701 181 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 7 0978 701 182 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 8 0978 701 183 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 9 0978 701 184 1000
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 = 0978 701 190 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 A 0978 701 149 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 A1 0978 701 185 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 A2 0978 701 186 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 ALT 0978 701 194 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 B 0978 701 150 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 C 0978 701 151 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 D 0978 701 152 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 E 0978 701 153 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 F 0978 701 154 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 G 0978 701 155 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 H 0978 701 156 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 I 0978 701 157 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 J 0978 701 158 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 K 0978 701 159 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 L 0978 701 160 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 M 0978 701 161 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 N 0978 701 162 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 O 0978 701 163 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 OHM 0978 701 195 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 P 0978 701 164 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 Q 0978 701 165 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 R 0978 701 166 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 S 0978 701 167 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 T 0978 701 168 300

GRIP marking system

Lettering colour Black
Material Polyoxymethylene
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 0.8 - 2.2 mm 0.15 - 0.5 mm2 TER 0978 701 193 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 U 0978 701 169 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 V 0978 701 170 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 W 0978 701 171 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 X 0978 701 172 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 Y 0978 701 173 300
White 0.8 - 2.2 mm 0.15 - 0.5 mm2 Z 0978 701 174 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 - 0978 701 239 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 . 0978 701 240 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 / 0978 701 243 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 * 0978 701 242 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 0 0978 701 222 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 1 0978 701 223 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 2 0978 701 224 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 3 0978 701 225 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 4 0978 701 226 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 4 0978 701 238 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 5 0978 701 227 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 6 0978 701 228 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 7 0978 701 229 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 8 0978 701 230 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 9 0978 701 231 1000
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 = 0978 701 241 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 A 0978 701 196 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 A1 0978 701 235 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 A2 0978 701 236 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 ALT 0978 701 245 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 B 0978 701 197 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 C 0978 701 198 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 D 0978 701 199 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 E 0978 701 200 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 F 0978 701 201 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 G 0978 701 202 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 H 0978 701 203 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 I 0978 701 204 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 J 0978 701 205 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 K 0978 701 206 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 L 0978 701 207 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 L1 0978 701 232 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 L2 0978 701 233 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 L3 0978 701 234 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 M 0978 701 208 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 N 0978 701 209 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 O 0978 701 210 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 OHM 0978 701 246 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 P 0978 701 211 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 PE 0978 701 237 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 Q 0978 701 212 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 R 0978 701 213 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 S 0978 701 214 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 T 0978 701 215 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 TER 0978 701 244 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 U 0978 701 216 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 V 0978 701 217 300
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 2.2 - 3.8 mm 0.5 - 2.5 mm2 W 0978 701 218 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 X 0978 701 219 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 Y 0978 701 220 300
White 2.2 - 3.8 mm 0.5 - 2.5 mm2 Z 0978 701 221 300
White 3.8 - 5.3 mm 2.5 - 6 mm2 * 0978 701 293 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 - 0978 701 290 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 . 0978 701 291 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 / 0978 701 294 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 0 0978 701 273 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 1 0978 701 274 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 2 0978 701 275 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 3 0978 701 276 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 4 0978 701 277 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 4 0978 701 289 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 5 0978 701 278 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 6 0978 701 279 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 7 0978 701 280 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 8 0978 701 281 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 9 0978 701 282 800
White 3.8 - 5.3 mm 2.5 - 6 mm2 = 0978 701 292 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 A 0978 701 247 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 A1 0978 701 286 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 A2 0978 701 287 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 ALT 0978 701 296 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 B 0978 701 248 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 C 0978 701 249 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 D 0978 701 250 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 E 0978 701 251 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 F 0978 701 252 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 G 0978 701 253 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 H 0978 701 254 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 I 0978 701 255 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 J 0978 701 256 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 K 0978 701 257 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 L 0978 701 258 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 L1 0978 701 283 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 L2 0978 701 284 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 L3 0978 701 285 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 M 0978 701 259 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 N 0978 701 260 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 O 0978 701 261 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 OHM 0978 701 297 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 P 0978 701 262 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 PE 0978 701 288 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 Q 0978 701 263 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 R 0978 701 264 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 S 0978 701 265 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 T 0978 701 266 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 TER 0978 701 295 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 U 0978 701 267 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 V 0978 701 268 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 W 0978 701 269 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 X 0978 701 270 200
White 3.8 - 5.3 mm 2.5 - 6 mm2 Y 0978 701 271 200

ELECTRICAL INDUSTRIAL ASSORTMENT
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

White 3.8 - 5.3 mm 2.5 - 6 mm2 Z 0978 701 272 200
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 * 0978 701 042 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 - 0978 701 039 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 . 0978 701 040 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 / 0978 701 043 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 0 0978 701 026 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 1 0978 701 027 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 2 0978 701 028 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 3 0978 701 029 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 4 0978 701 030 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 4 0978 701 038 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 5 0978 701 031 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 6 0978 701 032 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 7 0978 701 033 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 8 0978 701 034 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 9 0978 701 035 1000
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 = 0978 701 041 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 A 0978 701 000 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 A1 0978 701 036 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 A2 0978 701 037 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 ALT 0978 701 045 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 B 0978 701 001 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 C 0978 701 002 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 D 0978 701 003 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 E 0978 701 004 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 F 0978 701 005 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 G 0978 701 006 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 H 0978 701 007 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 I 0978 701 008 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 J 0978 701 009 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 K 0978 701 010 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 L 0978 701 011 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 M 0978 701 012 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 N 0978 701 013 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 O 0978 701 014 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 OHM 0978 701 046 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 P 0978 701 015 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 Q 0978 701 016 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 R 0978 701 017 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 S 0978 701 018 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 T 0978 701 019 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 TER 0978 701 044 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 U 0978 701 020 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 V 0978 701 021 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 W 0978 701 022 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 X 0978 701 023 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 Y 0978 701 024 300
Yellow 0.8 - 2.2 mm 0.15 - 0.5 mm2 Z 0978 701 025 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 / 0978 701 094 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 * 0978 701 093 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 - 0978 701 090 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 . 0978 701 091 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 0 0978 701 073 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 1 0978 701 074 1000
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 2 0978 701 075 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 3 0978 701 076 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 4 0978 701 077 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 4 0978 701 089 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 5 0978 701 078 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 6 0978 701 079 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 7 0978 701 080 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 8 0978 701 081 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 9 0978 701 082 1000
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 = 0978 701 092 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 A 0978 701 047 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 A1 0978 701 086 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 A2 0978 701 087 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 ALT 0978 701 096 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 B 0978 701 048 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 C 0978 701 049 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 D 0978 701 050 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 E 0978 701 051 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 F 0978 701 052 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 G 0978 701 053 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 H 0978 701 054 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 I 0978 701 055 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 J 0978 701 056 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 K 0978 701 057 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 L 0978 701 058 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 L1 0978 701 083 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 L2 0978 701 084 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 L3 0978 701 085 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 M 0978 701 059 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 N 0978 701 060 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 O 0978 701 061 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 OHM 0978 701 097 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 P 0978 701 062 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 PE 0978 701 088 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 Q 0978 701 063 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 R 0978 701 064 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 S 0978 701 065 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 T 0978 701 066 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 TER 0978 701 095 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 U 0978 701 067 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 V 0978 701 068 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 W 0978 701 069 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 X 0978 701 070 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 Y 0978 701 071 300
Yellow 2.2 - 3.8 mm 0.5 - 2.5 mm2 Z 0978 701 072 300
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 * 0978 701 144 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 - 0978 701 141 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 . 0978 701 142 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 / 0978 701 145 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 0 0978 701 124 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 1 0978 701 125 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 2 0978 701 126 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 3 0978 701 127 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 4 0978 701 128 800

ELECTRICAL INDUSTRIAL ASSORTMENT
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Colour
Suitable for cable 
diameter

Suitable for nominal 
cable cross section

Labelling Art. No. P. Qty. 

Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 4 0978 701 140 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 5 0978 701 129 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 6 0978 701 130 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 7 0978 701 131 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 8 0978 701 132 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 9 0978 701 133 800
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 = 0978 701 143 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 A 0978 701 098 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 A1 0978 701 137 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 A2 0978 701 138 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 ALT 0978 701 147 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 B 0978 701 099 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 C 0978 701 100 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 D 0978 701 101 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 E 0978 701 102 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 F 0978 701 103 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 G 0978 701 104 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 H 0978 701 105 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 I 0978 701 106 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 J 0978 701 107 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 K 0978 701 108 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 L 0978 701 109 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 L1 0978 701 134 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 L2 0978 701 135 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 L3 0978 701 136 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 M 0978 701 110 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 N 0978 701 111 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 O 0978 701 112 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 OHM 0978 701 148 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 P 0978 701 113 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 PE 0978 701 139 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 Q 0978 701 114 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 R 0978 701 115 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 S 0978 701 116 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 T 0978 701 117 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 TER 0978 701 146 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 U 0978 701 118 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 V 0978 701 119 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 W 0978 701 120 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 X 0978 701 121 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 Y 0978 701 122 200
Yellow 3.8 - 5.3 mm 2.5 - 6 mm2 Z 0978 701 123 200
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Bead-shaped markers for identification carrier

• 	�,�G�H�Q�W�L�À�F�D�W�L�R�Q���R�I���S�L�S�H�V���D�Q�G���F�D�E�O�H�V���Z�L�W�K���O�D�U�J�H���F�U�R�V�V���V�H�F�W�L�R�Q��
• 	�8�S���W�R���������F�K�D�U�D�F�W�H�U�V���F�D�Q���E�H���D�S�S�O�L�H�G���W�R���W�K�H���F�D�U�U�L�H�U���I�R�U���L�G�H�Q�W�L�À�F�D�W�L�R�Q��
• 	�9�D�U�L�R�X�V���F�R�O�R�X�U�V���D�O�O�R�Z���F�R�O�R�X�U���F�R�G�L�Q�J��

Colour Labelling Art. No. P. Qty. 
�:�K�L�W�H * 0978 703 086 500
�:�K�L�W�H �� 0978 703 083 500
�:�K�L�W�H �� 0978 703 084 500
�:�K�L�W�H / 0978 703 087 500
�:�K�L�W�H 0 0978 703 072 500
�:�K�L�W�H 1 0978 703 073 500
�:�K�L�W�H �� 0978 703 074 500
�:�K�L�W�H �� 0978 703 082 500
�:�K�L�W�H 3 0978 703 075 500
�:�K�L�W�H 4 0978 703 076 500
�:�K�L�W�H 5 0978 703 077 500
�:�K�L�W�H 6 0978 703 078 500
�:�K�L�W�H 7 0978 703 079 500
�:�K�L�W�H 8 0978 703 080 500
�:�K�L�W�H 9 0978 703 081 500
�:�K�L�W�H = 0978 703 085 500
�:�K�L�W�H A 0978 703 046 500
�:�K�L�W�H ALT 0978 703 089 500
�:�K�L�W�H B 0978 703 047 500
�:�K�L�W�H C 0978 703 048 500
�:�K�L�W�H D 0978 703 049 500
�:�K�L�W�H E 0978 703 050 500
�:�K�L�W�H F 0978 703 051 500
�:�K�L�W�H G 0978 703 052 500
�:�K�L�W�H H 0978 703 053 500
�:�K�L�W�H I 0978 703 054 500
�:�K�L�W�H J 0978 703 055 500
�:�K�L�W�H K 0978 703 056 500
�:�K�L�W�H L 0978 703 057 500
�:�K�L�W�H M 0978 703 058 500
�:�K�L�W�H N 0978 703 059 500
�:�K�L�W�H O 0978 703 060 500
�:�K�L�W�H OHM 0978 703 090 500
�:�K�L�W�H P 0978 703 061 500
�:�K�L�W�H Q 0978 703 062 500
�:�K�L�W�H R 0978 703 063 500
�:�K�L�W�H S 0978 703 064 500
�:�K�L�W�H T 0978 703 065 500
�:�K�L�W�H TER 0978 703 088 500
�:�K�L�W�H U 0978 703 066 500

�,�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V�����0���������V�W�D�Q�G�D�U�G

�9�H�U�V�L�R�Q �5�R�O�H�V���Z�D�U�H
�/�H�W�W�H�U�L�Q�J���F�R�O�R�X�U �%�O�D�F�N
�0�D�W�H�U�L�D�O �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H
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Colour Labelling Art. No. P. Qty. 
�:�K�L�W�H V 0978 703 067 500
�:�K�L�W�H W 0978 703 068 500
�:�K�L�W�H X 0978 703 069 500
�:�K�L�W�H Y 0978 703 070 500
�:�K�L�W�H Z 0978 703 071 500
�<�H�O�O�R�Z * 0978 703 041 500
�<�H�O�O�R�Z �� 0978 703 038 500
�<�H�O�O�R�Z �� 0978 703 039 500
�<�H�O�O�R�Z / 0978 703 042 500
�<�H�O�O�R�Z 0 0978 703 027 500
�<�H�O�O�R�Z 1 0978 703 028 500
�<�H�O�O�R�Z �� 0978 703 029 500
�<�H�O�O�R�Z �� 0978 703 037 500
�<�H�O�O�R�Z 3 0978 703 030 500
�<�H�O�O�R�Z 4 0978 703 031 500
�<�H�O�O�R�Z 5 0978 703 032 500
�<�H�O�O�R�Z 6 0978 703 033 500
�<�H�O�O�R�Z 7 0978 703 034 500
�<�H�O�O�R�Z 8 0978 703 035 500
�<�H�O�O�R�Z 9 0978 703 036 500
�<�H�O�O�R�Z = 0978 703 040 500
�<�H�O�O�R�Z A 0978 703 001 500
�<�H�O�O�R�Z ALT 0978 703 044 500
�<�H�O�O�R�Z B 0978 703 002 500
�<�H�O�O�R�Z C 0978 703 003 500
�<�H�O�O�R�Z D 0978 703 004 500
�<�H�O�O�R�Z E 0978 703 005 500
�<�H�O�O�R�Z F 0978 703 006 500
�<�H�O�O�R�Z G 0978 703 007 500
�<�H�O�O�R�Z H 0978 703 008 500
�<�H�O�O�R�Z I 0978 703 009 500
�<�H�O�O�R�Z J 0978 703 010 500
�<�H�O�O�R�Z K 0978 703 011 500
�<�H�O�O�R�Z L 0978 703 012 500
�<�H�O�O�R�Z M 0978 703 013 500
�<�H�O�O�R�Z N 0978 703 014 500
�<�H�O�O�R�Z O 0978 703 015 500
�<�H�O�O�R�Z OHM 0978 703 045 500
�<�H�O�O�R�Z P 0978 703 016 500
�<�H�O�O�R�Z Q 0978 703 017 500
�<�H�O�O�R�Z R 0978 703 018 500
�<�H�O�O�R�Z S 0978 703 019 500
�<�H�O�O�R�Z T 0978 703 020 500
�<�H�O�O�R�Z TER 0978 703 043 500
�<�H�O�O�R�Z U 0978 703 021 500
�<�H�O�O�R�Z V 0978 703 022 500
�<�H�O�O�R�Z W 0978 703 023 500
�<�H�O�O�R�Z X 0978 703 024 500
�<�H�O�O�R�Z Y 0978 703 025 500
�<�H�O�O�R�Z Z 0978 703 026 500

ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology
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ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology

Details/Application
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Labelling technology

Accessories for marker M65 standard

�6�X�S�S�R�U�W���V�W�U�L�S�V���I�R�U���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V�����I�R�U���W�K�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q���R�I���S�L�S�H�V���R�U���F�D�E�O�H�V��
�Z�L�W�K���D���O�D�U�J�H���F�U�R�V�V���V�H�F�W�L�R�Q��

Colour Material
Number of cable 
markers

Segment length Art. No. P. Qty. 

�%�O�D�F�N �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H8 PCS 42 mm 0978 703 156 100
�%�O�D�F�N �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H12 PCS 62 mm 0978 703 163 100
�%�O�D�F�N �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H24 PCS 122 mm 0978 703 170 100
�%�O�X�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H8 PCS 42 mm 0978 703 151 100
�%�O�X�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H12 PCS 62 mm 0978 703 158 100
�%�O�X�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H24 PCS 122 mm 0978 703 165 100
Green �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H8 PCS 42 mm 0978 703 152 100
Green �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H12 PCS 62 mm 0978 703 159 100
Green �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H24 PCS 122 mm 0978 703 166 100
�1�D�W�X�U�D�O �3�(�������3�R�O�\�H�W�K�\�O�H�Q�H8 PCS 42 mm 0978 703 171 100
�1�D�W�X�U�D�O �3�(�������3�R�O�\�H�W�K�\�O�H�Q�H12 PCS 62 mm 0978 703 172 100
�1�D�W�X�U�D�O �3�(�������3�R�O�\�H�W�K�\�O�H�Q�H24 PCS 122 mm 0978 703 173 100
�2�U�D�Q�J�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H8 PCS 42 mm 0978 703 154 100
�2�U�D�Q�J�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H12 PCS 62 mm 0978 703 161 100
�2�U�D�Q�J�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H24 PCS 122 mm 0978 703 168 100
Red �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H8 PCS 42 mm 0978 703 155 100
Red �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H12 PCS 62 mm 0978 703 162 100
Red �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H24 PCS 122 mm 0978 703 169 100
�:�K�L�W�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H8 PCS 42 mm 0978 703 150 100
�:�K�L�W�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H12 PCS 62 mm 0978 703 157 100
�:�K�L�W�H �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H24 PCS 122 mm 0978 703 164 100
�<�H�O�O�R�Z �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H8 PCS 42 mm 0978 703 153 100
�<�H�O�O�R�Z �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H12 PCS 62 mm 0978 703 160 100
�<�H�O�O�R�Z �3�9�&�������3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H24 PCS 122 mm 0978 703 167 100

�/�D�E�H�O���F�D�U�U�\�L�Q�J���V�\�V�W�H�P���I�R�U���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V

�6�H�J�P�H�Q�W���Z�L�G�W�K ���������P�P
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Labelling technology

Accessories for support strip

Soft PVC button strip for fastening support strips, in three different colours.

Colour Art. No. P. Qty. 
Black 0978 703 174 50
Grey 0978 703 175 50
Natural 0978 703 176 50

Button strip, soft PVC

Material PVC - Polyvinyl chloride

Details/Application
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Plastic buttons

Buttons for fastening perforated strip.

Colour Material Art. No. P. Qty. 
Black PA - Polyamide 0978 703 178 500
Black PS - Polystyrene 0978 703 177 500
Natural PE - Polyethylene 0978 703 179 500

Buttons for button strip

Details/Application
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Tool 

Assembly tool for easily attaching buttons to the button strip.

Assembly tool for buttons

Material Metal

Art. No. 0978 703 180
P. Qty.: 1
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Tool for GRIP marker

• 	One tool required for all 3 marker sizes in the GRIP series
• 	Easier insertion of the marker on the bar
• 	Ergonomics for marking cables from above

Universal tool

Colour Orange
Material PVC - Polyvinyl chloride

Art. No. 0978 701 298
P. Qty.: 10
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Identification rings made of PP with metal parts in colour code 
blue 

Application:
The metal parts mean the protective hose is detectable at all times. Impurities 
or contamination of the production good caused by spiral protective hose parts 
�F�D�Q���W�K�H�U�H�I�R�U�H���E�H���Y�L�U�W�X�D�O�O�\���H�O�L�P�L�Q�D�W�H�G�����'�H�W�H�F�W�D�E�O�H���L�G�H�Q�W�L�À�F�D�W�L�R�Q���U�L�Q�J�V���D�U�H���X�V�H�G����
�I�R�U���H�[�D�P�S�O�H�����L�Q���W�K�H���I�R�R�G���D�Q�G���S�K�D�U�P�D�F�H�X�W�L�F�D�O���L�Q�G�X�V�W�U�L�H�V���I�R�U���P�D�U�N�L�Q�J���F�D�E�O�H�V���L�Q��
production plants.
Chemical resistance:
�+�L�J�K���U�H�V�L�V�W�D�Q�F�H���W�R���D�F�L�G�V�����D�O�N�D�O�L�V���D�Q�G���F�O�H�D�Q�L�Q�J���D�J�H�Q�W�V
Properties:
Suitable for application in an HACCP concept (=Hazard Analysis and Critical 
Control Points)

Labelling Art. No. P. Qty. 
- 0978 703 139 500
/ 0978 703 140 500
0 0978 703 129 500
1 0978 703 130 500
2 0978 703 131 500
3 0978 703 132 500
4 0978 703 133 500
5 0978 703 134 500
6 0978 703 135 500
7 0978 703 136 500
8 0978 703 137 500
9 0978 703 138 500
A 0978 703 103 500
B 0978 703 104 500
C 0978 703 105 500
D 0978 703 106 500
E 0978 703 107 500
F 0978 703 108 500
G 0978 703 109 500
H 0978 703 110 500
I 0978 703 111 500
J 0978 703 112 500
K 0978 703 113 500
L 0978 703 114 500
M 0978 703 115 500
N 0978 703 116 500
O 0978 703 117 500
P 0978 703 118 500
Q 0978 703 119 500
R 0978 703 120 500

Detectable markings

Colour Blue
Material PP - Polypropylene
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Labelling Art. No. P. Qty. 
S 0978 703 121 500
T 0978 703 122 500
U 0978 703 123 500
V 0978 703 124 500
W 0978 703 125 500
X 0978 703 126 500
Y 0978 703 127 500
Z 0978 703 128 500

Details/Application

ELECTRICAL INDUSTRIAL ASSORTMENT

Labelling technology
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Labelling technology

Marker holder made of PP with metal parts in colour code blue

Application:
The metal parts mean the protective hose is detectable at all times. Impuri-
ties or contamination of the production good caused by spiral protective hose 
parts can therefore be virtually eliminated. Detectable marker holders are used, 
for example, in the food and pharmaceutical industries for marking cables in 
production plants.
Chemical resistance:
High resistance to acids, alkalis and cleaning agents
Properties:
Suitable for application in an HACCP concept (=Hazard Analysis and Critical 
Control Points)

Number of cable markers Art. No. P. Qty. 
8 PCS 0978 703 100 100
12 PCS 0978 703 101 100
24 PCS 0978 703 102 100

Detectable marker holder

Colour Blue
Material PP - Polypropylene

Self-adhesive

Limb length Art. No. P. Qty. 
25 mm 0967 933 01 100
50 mm 0967 933 02 50
100 mm 0967 933 03 50

Safety and warning sign — dangerous electrical voltage

Material thickness 0.07 mm
Min./max. temperature conditions -30 to 120 °C
Colour Black, Yellow
Material PVC - Polyvinyl chloride

Details/Application

Used to mark equipment, systems and areas in accordance with standards DIN 40008/40021/4844 Part 1
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Self-adhesive

Safety and warning sign — Caution, high voltage! Danger to life

Length x width 105 x 52 mm
Material thickness 0.07 mm
Min./max. temperature conditions -30 to 120 °C
Colour Black, Yellow
Material PVC - Polyvinyl chloride

Details/Application

Used to mark equipment, systems and areas in accordance with standards DIN 40008/40021/4844 Part 1

Art. No. 0967 933 1
P. Qty.: 25

Self-adhesive

Safety and warning sign — CAUTION! Voltage

Length x width 52 x 26 mm
Material thickness 0.07 mm
Min./max. temperature conditions -30 to 120 °C
Colour Black, Yellow
Material PVC - Polyvinyl chloride

Details/Application

Used to mark equipment, systems and areas in accordance with standards DIN 40008/40021/4844 Part 1

Art. No. 0967 933 2
P. Qty.: 25
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Labelling technology

Self-adhesive

Safety and warning sign — Disconnect the mains plug before opening the 
housing!

Length x width 52 x 26 mm
Material thickness 0.07 mm
Min./max. temperature conditions -30 to 120 °C
Colour Black, Yellow
Material PVC - Polyvinyl chloride

Details/Application

Used to mark equipment, systems and areas in accordance with standards DIN 40008/40021/4844 Part 1

Art. No. 0967 933 3
P. Qty.: 25

Self-adhesive

Safety and warning sign — Turn off the main switch before opening the 
housing!

Length x width 52 x 26 mm
Material thickness 0.07 mm
Min./max. temperature conditions -30 to 120 °C
Colour Black, Yellow
Material PVC - Polyvinyl chloride

Details/Application

Used to mark equipment, systems and areas in accordance with standards DIN 40008/40021/4844 Part 1

Art. No. 0967 933 4
P. Qty.: 25
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Labelling technology

For marking cables

Resistance
Good resistance to dirt, water, alcohol, greases, weak acids, caustic solutions, 
petroleum-based oils

Length x width Max. cable diameter
Included in delivery (Lieferum-
fang)

Art. No. P. Qty. 

75 x 25 mm 14 mm 120 pieces per PU 0967 975 25 120
150 x 25 mm 38 mm 60 pieces per PU 0967 950 25 60

Write-on cable markers

Material thickness 0.08 mm
Min./max. temperature conditions -30 to 120 °C
Colour White
Material PVC - Polyvinyl chloride
Ultraviolet resistance Limited

Notice

�7�R���H�Q�V�X�U�H���S�H�U�P�D�Q�H�Q�W���O�H�J�L�E�L�O�L�W�\�����X�V�H���V�S�H�F�L�D�O���V�X�S�H�U���À�Q�H���P�D�U�N�H�U�����������P�P�����D�U�W�����Q�R�����������������������������R�U���V�S�H�F�L�D�O���À�Q�H���P�D�U�N�H�U�����������P�P����
�D�U�W�����Q�R��������������������������

Resistance
Good resistance to water, seawater, low-aliphatic alcohols, methanol, gasoline 
and engine oils

Length x width Included in delivery (Lieferumfang) Art. No. P. Qty. 
�������[���������P�P 880 pieces per PU 0967 911 19 880
38 x 11 mm 440 pieces per PU 0967 911 38 440

Write-on adhesive label

Material thickness 0.16 mm
Min./max. temperature conditions���������W�R���������ƒ�&
Colour Black, Yellow
Material �3�R�O�\�Y�L�Q�\�O���F�K�O�R�U�L�G�H�������À�E�U�H���U�H�L�Q�I�R�U�F�H�G���3�9�&
Ultraviolet resistance Limited
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Labelling technology

Quick-drying, resistant to smearing, waterproof, suitable for 
almost all surfaces

Version Line thickness Art. No. P. Qty. 
�8�O�W�U�D���À�Q�H 0.4 mm 0967 910 1 3
�(�[�W�U�D���À�Q�H 1 mm 0967 910 2 3

Permanent marker set

Colour Black
�6�K�D�S�H���R�I���W�L�S Round tip
�1�X�P�E�H�U���R�I���F�D�E�O�H���P�D�U�N�H�U�V3 PCS

Details/Application

Cable markers, adhesive labels, markable cable ties etc.
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Switches and sockets
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Switches and sockets

Screw connection with integrated tension relief, seal and cable 
kink protector

Housing lock with bayonet catch

Nominal current Min./max. cable diameter Art. No. P. Qty. 
16 A 6-15 mm 0969 700 316 1 /  10
32 A 12-20 mm 0969 700 332 1 /  10

CEE plug 250 V/400 V, 6 H

Number of electrical poles 3 PCS
Nominal voltage 250 V/AC
Colour Blue
IP protection class IP 44
Locking mechanism type Bayonet coupling
Material of the housing PA - Polyamide
Material of the contacts Brass

Details/Application

For indoor and outdoor use

Proof of performance

In accordance with IEC 60309, EN 60309 and VDE 0623
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Switches and sockets

Screw connection with integrated tension relief, seal and cable 
kink protector

Housing lock with bayonet catch

Nominal current Min./max. cable diameter Art. No. P. Qty. 
16 A 6-15 mm 0969 705 316 1 /  10
32 A 12-20 mm 0969 705 332 1 /  10

CEE coupling 250 V/400 V, 6 H

Number of electrical poles 3 PCS
Nominal voltage 250 V/AC
Colour Blue
IP protection class IP 44
Locking mechanism type Bayonet coupling
Material of the housing PA - Polyamide
Material of the contacts Brass

Details/Application

For indoor and outdoor use

Proof of performance

In accordance with IEC 60309, EN 60309 and VDE 0623
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Switches and sockets

Screw connection with integrated tension relief, seal and cable 
kink protector

Housing lock with bayonet catch

Nominal current Min./max. cable diameter Art. No. P. Qty. 
16 A 8-16 mm 0969 701 516 1 /  10
32 A 12-22 mm 0969 701 532 1 /  10

ELMO® CEE plug 400 V, 6 H

Number of electrical poles 5 PCS
Nominal voltage 400 V/AC
Colour Red
IP protection class IP 44
Locking mechanism type Bayonet coupling
Material of the housing PA - Polyamide
Material of the contacts Brass

Details/Application

For indoor and outdoor use

Proof of performance

In accordance with IEC 60309, EN 60309 and VDE 0623
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